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The outgrowth of a course in Digital 
Computer Design taught by the author 
since 1953, this book presents the topics 
of digital arithmetic, Boolean algebra, 
logic circuits, computer elements, arith- 
metic units, and control units. It uses 
symbolic and algebraic approach for 
computer design, illustrated by the logic 
design of a simple digital computer. 
The primary function of this book is to 
teach the fundamentals of a stored-pro- 
gram digital computer so as to show how 
it works and how to design one. The 
basic digital technique is also applicable 
to the design of other digital machines 
whose future may outgrow the digital 
computer itself. 

Features contributing to the book’s value 
include: the thorough discussion on basic 
topics of digital arithmetic and Boolean 
algebra; the extensive presentation on 
various types of logic circuits; detailed 
exposition of symbolic and algebraic ap- 
proach for logic design; and the 405 
figures. 

This book is primarily for advanced un- 
dergraduate and graduate students in 
engineering and science with a keen in- 
terest in the logic and circuit aspects of 
an electronic digital computer. No previ- 
ous knowledge of digital computers is 
required; but a knowledge of college 
mathematics and a general understand- 
ing of electronics is beneficial for an un- 
derstanding of the subject matter. 


The first four of the book’s twelve chap- 
ters are mostly mathematical. The ob- 
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continued Trom front Map 
jective of the first two chapters on digital 
arithmetic is to develop arithmetic al 
gorithms for digital operation, They 
cover binary and decimal addition, sub- 
traction, multiplication, division, and 
binary square root; floating point arith- 
metic; residue number arithmetic; and 
error checking codes. Chapters three and 
four treat Boolean algebra for applica- 
tion to digital computer logic including 
symmetric functions, flipflop equations 
and minimization. 
The next four chapters extensively dis- 
cuss logic circuits. These include logic 
circuits using transistors, diodes, resis- 
tors, cryotrons, tunnel-diodes, parametic 
phase-locked oscillators, microwave ele- 
ments, electroluminescent photoconduc- 
tors, magnetic cores, magnetic rod, para- 
metrons, and multiaperture cores. 
Chapter nine provides a unique treat- 
ment of switching matrix by considering 
it as a multiple-output switching circuit. 
Illustrations include matrices using di- 
odes, magnetic cores, transistors, cryo- 
trons, and electroluminescent photocon- 
ductors. 
Chapters ten and eleven present basic 
computer elements by using the sym- 
bolic and algebraic approach and an il- 
lustration of designing a simple digital 
computer using the approach. The final 
chapter provides a detailed discussion 
on various arithmetic units including a 
floating point arithmetic unit, and on 
various control units including micro- 
programmed control units. 
Additional sources of information are 
found in the references at the end of 
each chapter. Problems accompany most 
chapters. 
The flexible nature of the author’s pres- 
entation allows the instructor much lati- 
tude in teaching the subject. The instruc- 
tor may omit portions of certain chapters 
and augment them by using sections of 
other chapters. 
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DIGITAL COMPUTER FUNDAMENTALS, Second Edition 


by THOMAS C. BARTEE, Harvard University. 342 pages 


This book presents a complete introductory course in the principles of digital com- 
puters. The function of the computer is described, along with its application in busi- 
ness, and industrial and scientific organizations. The steps necessary to preparing a 
problem for a computer are then covered. The description of switching circuits and 
logical algebra early in the book prepares the reader for subsequent material. The con- 
cept of the “register” and the definition of the “transformation of a register’s contents” 
and “operations between registers” are also given early in the text, making the ma- 
terial easier to understand and technically more precise. 
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By ROBERT S. LEDLEY, The National Biomedical Research Foundation and The 
Johns Hopkins University. McGraw-Hill Series in Electrical and Electronic Engi- 
neering. 835 pages 


A pioneer in the field of digital computers and digital controls, this comprehensive 
elementary engineering book is suitable for advanced study. The unified treatment 
covers almost all aspects of the field from a detailed engineering point of view. The 
subjects covered were chosen to present a continuous, natural development of the major 
areas of digital computers and controls. There are five parts to the book, each contain- 
ing a unique approach to its particular subject matter. 


ANALOG AND DIGITAL COMPUTER TECHNOLOGY 


By NORMAN R. SCOTT, University of Michigan. McGraw-Hill Series in Information 
Processing and Computers. 522 pages 


This book, a first in its field, presents information about both the use and design of the 
two principal types of electronic computers—the electronic differential analyzer and 
the stored-program digital computer. The material stresses the aspects of computer 
technology which are most fundamental and of greatest importance for several years 
to come. Included is: important information on transistor NOR logic, magnetic core 
storage systems, and Quine’s reduction algorithm for switching circuits, all of which 
have come to be of importance within the past years. a 


DIGITAL COMPUTING SYSTEMS 


By SAMUEL B. WILLIAMS, Department of Defense. McGraw-Hill Series in Infor- 
mation Processing and Computers. 231 pages 


A broad technical introduction to digital computing systems that covers everything 
from coding and components to computer applications. The book describes the various 
elements contained in modern computers, explaining the underlying principles of the 
devices used and illustrating the devices themselves. Included is a brief picture of how 
digital computers can be used to help solve scientific, business, and data handling 
problems. 


McGraw-Hill Book Company 
330 West 42nd Street New York, N.Y. 10036 





-} Digital Computer Design Fundamentals 





eo 
— 
= 





SIPUBUEPUN, UBisag Jejndwoy jeyhig 


Digital Computer Design Fundamentals 








Digital Computer Design Fundamentals 


Yaohan Chu 

Professor 

Department of Electrical Engineering 
University of Maryland 


McGraw-Hill Book Company, Inc. 


New York San Francisco Toronto London 





Digital Computer Design Fundamentals 


Copyright © 1962 by the McGraw-Hill Book Company, Inc. All Rights 
Reserved. Printed in the United States of America. This book, or 
parts thereof, may not be reproduced in any form without permission 

of the publishers. Library of Congress Catalog Card Number 62-11193 


10800 
789101112 HDMB 754321069 





To My Wife, Elizabeth 





Preface 


This book is an outgrowth of a course on electronic digital computers which the 
author has been teaching since 1953. It has been written for seniors and graduate 
students in engineering and science who are interested in the logic and circuit 
aspects of the electronic digital computer. No previous acquaintance with the 
subject is needed; but knowledge is required of college mathematics, plus a general 
understanding of electronics. 

One major task of the electronic digital computer is to perform arithmetic opera- 
tions (Chapters 1 and 2) which are realized by “logic” operations (Chapters 3 
und 4), Logie circuits (Chapters 5 to 9) implement logic operations. Thus, the 
study of computer elements (Chapter 10) and arithmetic and control unts (Chap- 
ters 11 and 12) requires knowledge of the fundamental topics of digital 
arithmetic, Boolean algebra, and logic circuits. For this reason these fundamen- 
\ul topics are presented, not only comprehensively, but also in an integrated man- 
ner. For example, the discussion of Boolean matrices and switching matrices 
(Chapter 9) shows their correspondence and thus integrates logic concept and 
logic circuitry. 

The symbolic method for logic design of the digital computer is introduced in 
Chapter 10 and is exemplified in Chapters 11 and 12. ' In this method, the opera- 
lions of the computer are first expressed in symbolic statements and then in logic 
equations; the latter (in turn) prescribe the interconnection of logic circuits. 
Although the symbolic method is a variation of the newer Boolean-equation 
approach, the older block-diagram approach is also included because one com- 
plements the other. 

Of the book’s twelve chapters, the first four are primarily mathematical. It is 
4 major objective in the first two chapters (on digital arithmetic) to develop arith- 
metic algorithms for digital operation. Although arithmetic is a grade-school 
subject, it is not always easy for newcomers. Consequently, quite a number of 
examples are given in these two chapters. Boolean algebra in Chapter 3 is treated 
in a comprehensive manner, including the topics on symmetrical Boolean func- 
tions, linear sequential functions, and flipflop equations. Minimization of Boolean 
functions in Chapter 4 receives a relatively less comprehensive treatment because 
of practical limitations in applying these minimization methods, The general sub- 
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ject of sequential switching circuits is not treated, because the author feels that 
the symbolic method is more useful to the logic designer in handling sequential 
circuits. The concept of computer state is introduced, however, by state equa- 
tions in Chapter 3 and state diagrams in Chapters 10 and 11. 

Chapters 5 to 9 cover various types of logic circuits. The dual nature of a 
logic circuit (positive and negative logic) and the resulting complementary cir- 
cuits are pointed out early in Chapter 5; positive and negative logic designation 
is emphasized as logic circuits are introduced. Circuit design is omitted, gen- 
erally, because of space limitations; a few special cases appeared to justify some 
discussion—such as flipflop circuit design. Chapters 5 to 8 concern mainly the 
implementation of a single logic equation, while Chapter 9 shows implementa- 
tion of a set of logic equations which describe a multiple-output circuit. Since 
most logic circuits in a digital computer are multiple-output circuits, represen- 
tation of a switching matrix in Chapter 9 provides a new look that may become 
useful in building a microelectronic digital computer. 

Chapters 10 to 12 deal with computer logic. The important concept of infor- 
mation transfer and the logic equations of basic computer elements (such as the 
counter, shift register, and accumulator) are presented in Chapter 10. The sim- 
ple digital computer discussed in Chapter 11 was originated by Reed and Jeffery 
of the MIT Lincoln Laboratory. For simplicity in explaining computer logic, 
this parallel computer was chosen (instead of a serial computer) as a detailed ex- 
ample of logic design. More sophisticated arithmetic units and control units are 
described in Chapter 12, which includes basic arithmetic circuits (such as adders, 
subtractors, and complementers), the floating-point arithmetic unit, and micro- 
programmed control units. Some versions of the microprogrammed control unit 
may become more popular in the future as faster but smaller digital memories 
(such as magnetic thin-film and tunnel-diode memories) become available. 

References at the end of each chapter provide additional sources of informa- 
tion. Accompanying most chapters, a number of problems will aid the reader 
in familiarizing himself with the subject matter. 

The original manuscript of this book included chapters on digital memories, 
input and output devices, and computer organization. To keep the size of this 
book within reasonable limits, these chapters were deleted, and some chapters 
now in the book were shortened. In its present form, the book can be used as a 
two-term digital computer design course. A single-term course on digital com- 
puter design may include Chapters 1, 3, 4,9, 10, and 11. Fora single-term 
course on logic circuitry, Chapters 3, 5, 6, 7, 8, and 9 may be used. In any of 
these single-term courses the instructor may, of course, omit some portions of 
these chapters, augmenting them by using portions of other chapters. 

Much of the information for this book was taken from the large amount of avail- 
able literature on digital computers. The author wishes to acknowledge the work 
by these writers. The bracketed number appearing throughout the book indi- 
cates, in many cases, the source of the information and thus credits the worker. 
The author also wishes to acknowledge Dr. Stanley Frankel’s suggestion of using 
the term logic design instead of logical design. The author is indebted to Pro- 
fessor George F. Corcoran, Chairman of the Electrical Engineering Department, 
University of Maryland, whose inspiration and help made this book possible; and 
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to Professor Howard Hess, Chairman of the Electrical Engineering Department, 
Wayne State University, where the author first taught the digital computer course. 

The author wishes to make further acknowledgment to Mr. Kenneth Mack, 
Klectronic Division of Westinghouse Electric Corporation, and to Mr. Robert E. 
Miller and Dr. Paul E. Ritt of Melpar, Inc., for their encouragement and assist- 
ance in providing clerical help; and to Robert J. Winter, now at IBM Federal 
Systems Division, for his assistance in editing the manuscript. 
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Digital Arithmetic—I 


Digital arithmetic refers to the algorithms} which implement the arithmetic 
operations of a digital machine. These algorithms have been developed to take 
into account many factors, such as binary circuit operation, method of represent- 
ing a negative number, the finite range of numbers representable in the com- 
puter, the limited (and usually fixed) number of digits in a computer word, and 
location of the digit point (such as the binary point of a binary number). Ordi- 
nary arithmetic algorithms prove generally unsuitable for digital computers. New 
sets of rules have had to be devised, and the name digital arithmetic thus distin- 
yuishesghe new from the more conventional rules of calculation. 

The material on digital arithmetic is divided into two chapters. This chapter 
deals mostly with binary arithmetic, while the next chapter is concerned mostly 
with decimal arithmetic. 


1-1 Number Systems 


Number Representation. A number N can be represented by any one of 
the following three forms, 


N= dyn—1dy_2 Site didy : d_1 a dn, (1-1) 


N=dypaXmt4+--+-+dXP4+dixXri+:++-+dmxr™ 
(1-2) 


n—1 


N= S d,rt 


i=—m 


O<dq<(r-) (1-3) 


where d represents the digit, r the radix, or base, n the number of integral digits, 
and m the number of fractional digits. As an example, the decimal number 123.45 
and the binary number 101.01 mean the following sums: 


123.45 = 1 x102+2~x 10'+ 3x 10°+ 4x 10°14 5 x10? 
101.01 = 1% 224+0«%2!4+1x«294+0x2141x 2 
‘Thus, a digit of a number system is a symbol which represents an integral quan- 
{ According to Webster, algorithm (or algorism) means “the art of calculating with any species of 


notation; as, the algorithms of fractions, surds, ete.’ It means here a set of rules for an arithmetic 
caleulation, 
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lity. The number of permissible digit symbols in a number system is called the 
radix, or base. A number is a quantity represented by a series of digits. Digit 
dy_1 in expression (1-1) is the most significant digit (m.s.d.) of the number and 
digit d_m the least significant digit (l.s.d.). The term binary digit occurs so often 
that a shortened word, bit, is used. For instance, the binary number 10101 has 
5 bits, or 5 binary digits. 

In the representations (1-1) to (1-3), if m is zero, the number is an integer. If 
n is zero instead, the number is a fraction. If both m and n are nonzero integers, 
it is a mixed number. The digit point which is indicated between the digits do 
and d_, does not exist physically in the computer. However, the logie circuits 
of the computer are so implemented that the computation gives the results which 
correspond to the existence of a chosen location of the digit point. 

In the binary number system, the two digit symbols are 0 and 1. In the decimal 
number system, the ten digit symbols are 0, 1, 2, 3, 4, 5, 6, 7, 8, and 9. In the 
octal number system, the eight digit symbols are 0 to 7. In order to distinguish 
a number as to its radix, a radix subscript, written at the end of a number, is 
commonly used. For example, 1234519, 10101, and 12345g represent, respec- 
tively, the decimal number 12345, the binary number 10101, and the octal num- 
ber 12345. For convenience, we shall use no subscript at all if the number is 
decimal, and the subscript for a binary number may be dropped if its absence 


does not impair clarity. Several number systems with their radices are shown 
below: 


Radix Number system 
2. Sata tae Ghee as Binary 
ee ee oe ee Ternary 
Ae ecw gia ag: 82 Rae ales Quaternary 
Die ib Robe ache de hae elie Quinary 
BE cede ceeetens, P86 0's Octonary, or octal 
LO rats encedeeen hen red Decimal 
De ec er cae we, anda al sexe Duodecimal 
Os ict athadimtrcivnt hc Hexadecimal 


Note that a quaternary, an octal, or a hexadecimal number corresponds, respec- 
tively, to a combination of 2, 3, or 4 bits. These larger index numbers (particu- 
larly the octal number) are therefore sometimes used as a convenient means of 
writing a long binary number. Thus, 101101101101101. can readily be written 
as 55555g, since 1015 corresponds to 5g. This shows, then, that binary- octal, 
binary-quaternary, and binary-hexadecimal conversions are very simple. 

Some Terminology. Additional terminology is now introduced: complement, 
alphanumeric character, machine word, and modulo. The complement of a digit 
is the positive difference between the digit and the largest digit (r — 1) of the given 
radix (unless stated otherwise). For instance, the complement of decimal digit 
3 is (9 — 3),or6. For binary digits, the complement of 1 is O and of Ois 1. The 
complement of a digit is not the complement of a number; the latter is discussed 
subsequently. 

Alphanumeric (or alphameric) characters are symbols which include digit sym- 
bols as well as nondigit symbols, such as alphabetic letters, punctuation marks, 
the symbol for dollars, the symbol for per cent, ete. 

A machine word, or computer word, is a group of digits (usually fixed in num- 
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her for a given machine) which represents a basic unit of information. Because 
numbers in the computer are also commonly used to represent computer instruc- 
lions, the term machine word is preferred to “machine number.” A word ina 
large-scale general-purpose digital computer is about 10 to 15 decimal digits or 
24 to 64 bits. 

Modulo, or modulus, is a capacity or a unit of measurement. The number 
which a three-digit decimal counter can exhibit is less than 1000; it is a modulo- 
1000 counter. Such a counter cannot distinguish the numbers, 999 and 1999 
(= 999 + 1000). In terms of the mathematical concept of congruence, this is 
written in the following form: 


1999 = 999 mod 1000 


The above is read “1999 is congruent to 999 modulo 1000.”’ If the three-deci- 
mal-digit counter is initially 000 and a number 001 is subtracted from it, the 
counter shows the number 999 but not the desired answer —O0O1. When written 
into a congruence, this is 


—001 = 999 mod 1000 


Since digital computers use counters and registers with a fixed number of digits, 
it is important to realize that the counters and registers cannot distinguish the 
numbers which differ only by an integral multiple of its modulus. Another useful 
term is the modulo sum. A modulo sum is a sum with respect to a modulus while 
the carfy is ignored. When 8 is added to 7, the sum is 15; but assuming that 
the modulus is 10 in this case, the modulo sum is 5. The modulo sum and the 
congruence are further discussed in connection with residue number arithmetic 
in Chap. 2. 

Negative Numbers. In ordinary arithmetic, a number such as = 12345 is 
represented by the sign and the magnitude. This is sign and magnitude repre- 
sentation. Two other ways of representing decimal numbers, the 10’s comple- 
ment and the 9’s complement, are defined below, 


N = 10's complement of N = 10” — N (1-4) 
N=09's complement of V = 10” — N — 10™™ (1-5) 


where n is the number of integral digits and m the number of fractional digits of 
the decimal number NV. For example, the 10’s complement of the number 123.45 
is 876.55, and the 9’s complement is 876.54. In a decimal counter having n 
decimal digits, the largest number that the counter can count is 10” — 1. For 
the number 10”, the counter shows the number O, as the former number exceeds 
ils capacity. When such a condition occurs in a computer, expressions (1-4) 
and (1-5) for the 10’s and 9’s complements of a number NV become 


N=0—N (1-6) 
N=0-—N-—10-™ (1-7) 
Note that the negative number can also be represented by the 10’s or 9s com- 
plement. For example, the 10’s and 9’s complements of the number — 123.45 


are, respectively, = 876,55 and — 876,54, . 
The 10°s complement of the 10's complement of a number is the number itself; 
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likewise the 9’s complement of the 9’s complement of a number is the number 
itself. These statements are proved as shown: 
10” — N= 10" — (10"— N) = N (1-8) 
and 10" — 10°" — V= (10” — 10-™) — (107 -— 10°" — N) =N (1-9) 
There are three methods of obtaining the 10’s complement of a decimal num- 
ber. The first method is to use the relation (1-6). The second method is first to 
obtain the 9’s complement and then to add 1 to the least significant digit of the 
9’s complement of the number. The third method uses the following rule: The 
least significant zero digits of the given number (if any) remain zero; the first and 
least significant nonzero digit is complemented with respect to 10; each of the 


remaining digits is complemented with respect to 9. These three methods are 
summarized into the algorithm in Table 1-1. 


Table 1-1 Algorithm for Obtaining 10’s Complement of a Decimal Number 


Method Algorithm 
a N=0-—N 
b N=N + 10-™ 
c Keep least significant zero digits unchanged; complement first least significant nonzero digit 


with respect to 10; complement each of other digits with respect to 9 


Example 1-1. Let the decimal number N be 23400. The steps for the three methods are: 
(a) N = 00000 — 23400 = 76600 
(6) N= 76599 
N = 76599 + 00001 = 76600 
(c) The two least significant zero digits remain unchanged. The first least significant non- 
zero digit is complemented with respect to 10; that is, 4 is changed to 6. The remaining 


digits are complemented with respect to 9; that is, 2 is changed to 7 and 3 to 6. The answer is 
76600. 


Similarly, there are three methods of obtaining the 9’s complement of a decimal 
number. These are shown in Table 1-2. Note that the second method is merely 
to complement each digit with respect to 9. The first and third methods are im- 
practical, because the 9’s complement is easier to obtain than the 10’s 
complement. 


Table 1-2 Algorithm for Obtaining 9’s Com- 
plement of a Decimal Number 
Method Algorithm 
a N=0-—N-10-™ 
b Complement each digit with respect to 9 
¢ N=N-10-™ 
The 10's and 9’s complements of a decimal number have their counterparts in 
the binary number system: the 2’s complement and the 1’s complement, respec- 
lively, Relations (1-4) to (1-9) and the algorithms in Tables 1-1 and 1-2 are 
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equally valid if we simply substitute 2 for 10 and 1 for 9. In general, for an 
(n + m) digit number JN with radix r, we have the following definitions for the 
rs complement and the (r — 1)’s complement of the number, 

= 7's complement = r* — N (1-10) 
and N = (r — 1)’s complement = ” — N—r™ (1-11) 


| = 


when n and m are, respectively, the number of integral and fractional digits of 
the number N. 


1-2. Number Base Conversion 


Three number systems are most frequently used in digital computers: binary, 
octal, and decimal. Occasions arise where a number expressed in one number 
system must be converted to another. Thus, three kinds of number base con- 
version are of interest: binary-octal, binary-decimal, and octal-decimal 
conversions. 

Binary-Octal Conversion. Binary-octal conversion, already illustrated, 
simply replaces each three-digit binary number with its equivalent octal digit. 
Similarly, in octal-binary conversion, each octal digit is replaced by an equiva- 
lent three-digit binary number. 

Decimal-Binary Conversion. For decimal-binary conversion of an integral 
number, the repeated-division-by-2 method is used. Let N be the decimal 
integer. When it is converted into an n-digit binary number of digits bj, it can 
be written in the following form: 


N = byn_12%1 4 + + + + 612! 4 b 92° 


When both sides of the above equation are divided by 2, we have the quotient 
(1, which is an integer, and a remainder bo, as follows: 


<= Q1 + bo27? where Qy = bn_12"-2 + + + + + 612° 


The remainder bo thus obtained is the desired least significant digit, because 
the given number N and the radix 2 are both integers; the quotients and remain- 
ders on both sides of the above equation can be, respectively, equated. Next, we 
divide Q by 2 and thus obtain Q2 and a remainder 64, 


$s = Qe + b1274 where Qo = bn_12"-3 + + + + + b22° 


The remainder 6; thus obtained is the desired next least significant digit. This 
process continues until Q, is equal to 0. The conversion is summarized in the 
algorithm shown in Table 1-3. The above method can also be applied in con- 
verting an integral number in radix ry to its equivalent in radix r2, by dividing 
the number in radix ry by radix re, where radix rg is expressed as a number in 
radix ry. 


{ These two terms are also called the radia complement and the diminished radix complement, 
respectively, 
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Table 1-3 Algorithm of Decimal-Binary Conversion of an Integral Decimal Number 
Step Algorithm 
a__ Divide given integral decimal number Nby radix 2. Resulting quotient is Q, and remainder bo 
6 Divide quotient Q1 by radix 2. Resulting quotient is Q2 and remainder 6, 
e Continue this process until Q, is zero. Remainders are digits of converted binary number, bo 


being least significant digit 


Example 1-2. Let N = 53. 


2 [53 
2|26 bo = 1 
2(13 b, = 0 
2| 6 bg = 1 
2|.3 bg = 0 
2{ 1 bg = 1 

0 b5 = 1 


The remainders bo to 65 give the equivalent binary number 110101. 


For decimal-binary conversion of a fractional decimal number, the repeated- 
multiplication-by-2 method is used. Let N be the decimal fraction. When it is 
converted into a binary number, it can be written in the following form: 


N= b_y2-1 4 692-2 4. - 6 4 b_m2-™ 


When both sides of the above equation are multiplied by 2, we have a product 
which consists of an integer part b_; and a fractional part F as follows: 


2N= 6b6_4+4+ Fy where Fy = 6-92-71 +» ee + bam? tt 


The integral digit 6_1 thus obtained is the desired most significant digit, because 
the integral and fractional parts on both sides of the above equation can be, re- 
spectively, equated. Next we multiply Fy by 2 and thus obtain 


2F, = b_2+ Fy where Fp = 63271 + - - - + b_m2Q7m*2 


The integral bit b_2 thus obtained is the desired next most significant digit. This 
ae : ae ae 
process continues until F, becomes zero. This conversion is summarized into 


the algorithm shown in Table 1-4. 


Table 1-4 Algorithm of Decimal-Binary Conversion of a Fractional Decimal Number 


Step Algorithm 


a Multiply given fractional decimal number N by radix 2. Resulting fractional part is Fy and 
integral bit b_4 


b Multiply fractional part Fy by radix 2. Resulting fractional part is F2 and integral bit b_2 


fi This process continues until Fi, is zero. Integral bits are digits of converted binary number, b_1 
being most significant digit ‘ 


Kvample 1-3, Let N = 0.4375, 


0.4375 % 2 = 0.8750 


a b 1 = 0 
0.8750 % 2 = 1.7500 


b.g = 1 
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0.5000 x 2 = 1.0000 b_4 


Il 
= 


‘The integral bits b_1 to b_4 give the equivalent number .0111. 
Example 1-4, Let N = 0.3. 


0.3 x 2 = 0.6 b_4=0 
0.6 x 2=1.2 b2=1 
0.2x2=04 b_3 = 0 
04x 2=08 b4=0 
0.8 xX 2 = 1.6 bs5=1 
06x 2=1.2 bg =1 
02X%2=04 b7=0 


This may be continued as long as you wish. The equivalent binary number is 
0.0100110 - + +. In general, a finite fraction in one number system cannot always be rep- 
resented by a finite fraction in another number system. 


Binary-Decimal Conversion. For binary-decimal conversion of an integral 
binary number, the repeated-multiplication-by-2 method is used. | Let N be the 
binary integer with six digits as below: 


N = 6525 + 6424 + 6323 + bo2? + 6421 + bp2° 


% 
‘lo convert this binary number into its equivalent decimal number, the above ex- 
pression is rewritten as follows: 


N= ({[(b5s2 + 64)2 + b3]2 + b2}2 + bi)2 + bo 


he above conversion process is described by the algorithm in Table 1-5. 


Table 1-5 Algorithm of Binary-Decimal Conversion of an Integral Decimal Number 
Step Algorithm 
a Start with most significant digit of binary number 


6 Double this digit if second most significant digit is 0, or double and add 1 if second most signifi- 
cant digit is 1. Call result My 


Double M;, if third most significant digit is 0, or double and add 1 if third most significant digit 
is 1. Call result Mo 


d Continue this process until multiplication indicated by least significant digit is performed 


e Final decimal number is the converted decimal equivalent 


Example 1-5. Let N = 110101. 


bs (most significant digit) = 1 
M=1x24+1= 3 
M2 =3X%2+0= 6 
Ma =13X2+0= 26 
N=26X2+1=53 


The equivalent decimal number is 53, in agreement with the number in Example 1-2, 


For binary-decimal conversion of a fractional binary number, the repeated: 
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division-by-2 method is used. Let N be the binary fractional number with four 
fractional digits as below, 


N = 6-127! + 69272 + b_3273 + b_42-4 


To convert this binary number into its equivalent decimal number, the above ex- 
pression is written as follows, 


N = 2-1{b_1 + 27![b_2 + 271(b3 + b4274)]} 


The conversion process using the above relation is described by the algorithm in 


Table 1-6. 


Table 1-6 Algorithm of Binary-Decimal Conversion of a Fractional Binary Number 
Step Algorithm 
a Start with least significant digit of binary number 


b Divide this digit by 2 if next least significant digit is 0, or divide by 2 and add 1 if next least 
significant digit is 1. Call result Ry 


c Divide Ry by 2 if third least significant digit is 0, or divide by 2 and add 1 if third least significant 
digit is 1. Call result Re 


d Continue this process until division indicated by digit 0 at left of binary point has been performed 


e Final decimal number is the converted decimal equivalent 


Example 1-6. Let N = 0.0111. 


b_4 (least significant digit) = 1 
Ry =(1+2)+1=15 
Ro = (1.5 +2) +1=1.75 
R3 = (1.75 + 2) + 0 = 0.875 
(0.875 + 2) + 0 = 0.4375 


The equivalent decimal number is 0.4375, which agrees with the number in Example 1-3. 


Example 1-7. Let N = 0.01001. 


b_s (least significant digit) = 1 
Ry = (1+ 2)4+0=05 
Ro = (0.5 + 2) +0 = 0.25 
R3 = (0.25 + 2) + 1=1.125 
Rg = (1.125 + 2) + 0 = 0.5625 
= (0.5625 + 2) + 0 = 0.28125 


The equivalent decimal number is 0.28125, which does not agree with the value of 0.3 of 
Example 1-4, If the number N carries more digits, say, 0.01001101, the n decimal equiva- 
lent is 0.298828125. It is thus obvious that an adequate number of digits has to be used 
to obtain the converted number with sufficient accuracy. 


The decimal equivalents of powers of 2 for both positive and negative powers 
are given in ‘Table 1-7, The number of bits necessary for reasonably accurate 
conversion to decimal digits can be found from this table. For example, to rep- 
resent the largest decimal number of three digits (999), the number of bits needed 
in 10 (that is, the required ais 10 in Table 1-7), Similarly, a decimal number 
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of four, five, and six digits requires, respectively, 14, 17, and 20 bits. It can be 
readily shown that one decimal digit is equivalent to 3.3 (or 1/log 2) bits. 


Table 1-7 Decimal Equivalents of Powers of 2 
































0 

1 

2 if 

3 0.125 

4 0.062 5 

5 0.031 25 

6 0.015 625 

7 0.007 812 5 

8 0.003 906 25 

9 0.001 953 125 

10 0.000 976 562 5 

11 0.000 488 281 25 

12 0.000 244 140 625 

13 0.000 122 070 312 5 

14 0.000 061 035 156 25 

15 0.000 030 517 578 125 

16 0.000 015 258 789 062 5 

17 0.000 007 629 394 531 25 

18 0.000 003 814 697 265 625 

19 0.000 001 907 348 632 812 5 
20 0.000 000 953 674 316 406 25 
21 2 097 152 0.000 000 476 837 158 203 125 
22 4 194 304 0.000 000 238 418 579 101 562 5 
23 8 388 608 0.000 000 119 209 289 550 781 25 


16 777 0.000 000 059 604 644 775 390 625 








25 33 554 0.000 000 029 802 322 387 695 312 5 

26 67 108 864 0.000 000 014 901 161 193 847 656 25 

27 134 217 728 0.000 000 007 450 580 596 923 828 125 

28 268 435 456 0.000 000 003 725 290 298 461 914 062 5 

29 536 870 0.000 000 001 862 645 149 230 957 031 25 

30 1 073 741 0.000 000 000 931 322 574 615 478 515 625 

31 2 147 483 648 0.000 000 000 465 661 287 307 739 257 812 5 

32 4 294 967 296 0.000 000 000 232 830 643 653 869 628 906 25 
33 8 589 934 592 0.000 000 000 116 415 321 826 934 814 453 125 

‘ 17 179 869 000 000 058 207 660 913 467 407 226 562 5 





Octal-Decimal Conversion. There are three methods for octal-decimal con- 
version. The first method is similar to those for binary-decimal conversion, 
except that multiplication by 2 and division by 2 becomes multiplication or division 
by 8. The second method is first to perform the simple octal-binary conversion 
and then the more familiar binary-decimal conversion. The third and most con- 
venient method employs a prepared octal-decimal conversion table. 


1-3 Single-digit Binary Arithmetic 


Arithmetic rules for binary numbers are very simple, ‘The rules for binary addi- 
tion, subtraction, and multiplication of a single digit are shown below: 
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Binary addition 


Augend digit 0.5:0. 1. 1 
Addend digit DAS 0 ah (1-12) 
Sum Oo 1 1 0 
Carry 0 00 1 
Binary subtraction 
Minuend digit 0 0 1 1 
Subtrahend digit 0 1 0 1 
ee ee 1-13 
Difference Oo 1 1 0 ( 
Borrow 0 1 0 0 
Binary multiplication 
Multiplicand digit 0 01 1 
Multiplier digit 0 101 
ee ee eee fee 1-14 
Product 0 0 0 4 ( ) 


From these rules, the following observations can be made: 

1. For binary addition, the sum digit is 1 when either augend or addend but 
not both is 1; the carry digit is 1 only when both augend and addend digits are 1. 

2. For binary subtraction, the difference digit is 1 when either minuend or 
subtrahend but not both is 1; the borrow digit occurs only when the minuend 
digit is O and the subtrahend digit is 1. 

3. For binary multiplication, the product digit is 1 only when both multipli- 
cand digit and multiplier digit are 1. 

4. The rules for the sum digit and the difference digit are the same. 

5. If O and 1 are used to represent, respectively, the positive and negative signs 
of numbers, then the modulo-2 sum of the two sign bits is the correct sign when 
the two numbers are multiplied. 


1-4. Signed Binary Numbers 


Three Representations of Signed Binary Numbers. When the sign of a 
binary number is denoted by one of its digits (usually the most significant digit), 
it is called a signed binary number. The 0 and 1 are usually chosen to repre- 
sent, respectively, the positive and negative signs. The other digits of a signed 
binary number are called here the number digits. A signed binary number can 
be represented according to the three ways of representing negative numbers. We 
thus have: 


1. Signed-magnitude representation 
2. Signed-2’s-complement representation 
3, Signed-1’s-complement representation 


In the signed-magnitude representation, the number digits represent the mag- 
nitude (or absolute value) of the number, while in the other two representations 
the number digits are either in 2's or 1's complement when the number is nega- 
live, If the number is positive, the three representations are the same, 
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Example 1-8. This example shows (Table 1-8) the three representations of signed binary 


numbers for the given decimal numbers +13 and —7. Note that a comma is employed here 
to indicate the sign digit. 


Table 1-8 Examples of Representation of Signed Binary Numbers 








Number (+ 13) Number (— 7) 





Representation 











Signed magnitude........ 0,1101 
Signed 2’s complement. . . . 0,1101 1,1001 
Signed 1’s complement. . . . 0,1101 1,1000 








The above choice of 0 and 1 in representing, respectively, the positive and 
negative signs is based on an important property of the signed-complement rep- 
resentations. Consider, for instance, the binary number 1,1001 (or —7) in 
signed-2’s-complement representation. If the sign digit is regarded to be nega- 
live (that is, —1), we have 


1.1001 = —1 x 244-1 224+0~x 224+0~x 2!4 1» 29 
— 10000 + 1001 
—0111 


The above number —0111 is the actual value of the given binary number. As 
will be proved, the signed-2’s-complement representation of a binary number gives 
the actual value of the binary number if the value of the sign digit is regarded as 
negative. This does not affect the positive numbers, because in these numbers 
the sign digits are 0. 

In general, if X is the given binary number of m + n digits, the three repre- 
sentationg are as follows: 

Signed-magnitude Representation 


where %p is a sign bit, O for a positive number and 1 for a negative number. 
Signed-2’s-complement Representation 


n—1 
X=0K 2+ 5) x2 when X is positive (1-16) 
n—-1 
X= -1 xX 24 S x42i + Q-m when X is negative (1-17) 
y= l—x, l’s complement of digit x; (1-18) 
Signed-1’s-complement Representation 
n—1\ 
X=0X 274 S x42! when_X is positive (1-19) 
nel 
X=-1x 2+ bs 2! when X is negative (1-20) 


/ m 
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We now prove that the signed-2’s-complement representation (1-17) truly rep- 
resents the actual value of the number. A convenient identity (for example, 
10000 = 1111 + 0001) can be expressed in the general form 


n—1 


an= >) 24 2-m (1-21) 
When relation (1-21) is substituted into (1-17), we have 


n—1 n— 
X= -> 4-2 +S x2! +2-m 


i=—m i=—m 


or X=— = x42! (1-22) 


i=—m 


which was to be demonstrated. This may also be proved readily if one utilizes 
the fact that the number digits of representation (1-17) corresponds to the 2’s 
complement of the number digits of the given negative number, X, or 


n-1 n—1 
>) Hit + 2-m = Qn >) 128 (1-23) 


The binary number X, by using the above relation, is 


n=l n-1 
X= —)) 42 = —204 >) x2! + 2-m (1-24) 


Relation (1-24) is identical to relation (1-17). Similarly we can demonstrate 
the validity of representation (1-20) for the case of the signed-1’s-complement 
representation. 

Shifting Algorithm of Signed Binary Number. Multiplying a binary 
number by 21 or 27! is equivalent, respectively, to shifting the binary number 
one digit to the left or right, of the binary point. For example, if the given num- 
ber is 0,0101.010, the most significant digit 0 (indicated by the comma) repre- 
senting a positive number, then its multiplication by 2! is 0,1010.100 and its 
multiplication by 2! is 0,0010.101. For a positive number with its sign digit 
represented by O, the three representations of signed binary numbers are the same; 
as just illustrated, the shift of one or more digits to the right or left requires 
addition or removal of 0’s and the sign digit 0 remains unchanged. 

When the number is negative, with its sign digit represented by 1, the shift is 
not so simple, because the sign digit should remain unchanged and the added 
digits as a result of shifting should have the correct value of 0 or 1, as illustrated 
by the following example. 


Example 1-9, This example shows the shift to the left or right of the three signed nega- 
live numbers, Let the number be X, —1101 (or —13). In the following a comma is em- 
ployed to indicate the location of the sign digit, The sign bit is not to be disturbed, If the 
Humber digits are to remain as 4 bits, the digits in the parentheses should be removed and 
the underscored digits added, 
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(a) Signed-magnitude representation 


X= 1,1101 
X21 = 1,(1)1010 one digit shifted to left 
X22 = 1,(11)0100 two digits shifted to left 
X2-1 = 1,0110.(1) one digit shifted to right 
X2-2 = 1,0011.(01) two digits shifted to right 


All added digits are 0’s. Note that the number bits 11010 and 110100 are, respectively, 
the correct numbers 26 and 52 and that the number bits 0110.1 and 0011.01 are, respec- 
lively, 1% and 1%. 

(b) Signed-2’s-complement representation 


X =1,0011 
X21 = 1,(0)0110 
X22 = 1,(00)1100 

X2-1 = 1,1001.(1) 
X2-2 = 1,1100.(11) 


In shifting to the left, 0’s are added. In shifting toward the right, 1’s are added, because 
these 1’s are really the complement of 0’s that would be added if the number were positive. 
Note that the 2’s complements of the numbers 00110 and 001100 are, respectively, 11010 
(or 26) and 110100 (or 52); those of 1001.1 and 1100.11 are, respectively, 0110.1 (or 1%) 
and 0011.01 (or !%). The shifted numbers are thus correct. 

(c) Signed-1’s-complement representation 


X = 1,0010 
X21 = 1,(0)0101 
X22 = 1,(00)1011 

X2-1 = 1,1001.(0) 
X2-2 = 1,1100.(10) 


All addedligits are 1’s._ Note that the 1’s complement of the number bits 00101 and 001011 
are, respectively, 11010 (or 26) and 110100 (or 52); those of 1001.0 and 1100.10 are, re- 
spectively, 0110.1 (or '%) and 0011.01 (or '%). The shifted numbers are all correct. 


The above shifting process is summarized into an algorithm in Table 1-9. The 
shifting algorithm is used later in describing several methods of binary multipli- 
cation and division. 


Table 1-9 Algorithm for Shifting Signed Binary Numbers 








Number digits 










Sign digit 





Shifted, all added digits being 0’s 





Positive number............0--+ 0005 Unchanged 


Negative number in signed-magnitude 
representation............+++---+- 


Shifted, all added digits being 0’s 


Shifted to left, added digits being 0’s; to 
right, added digits being 1’s 


Unchanged 


Negative number in signed-2’s-complement|] Unchanged 
representation 


Negative number in signed-1’s-complement 
representation. ... 6.6.6 sce e eee ees Unchanged 









Shifted, all digits being 1’s 





Comparison Algorithm of the Signed Number, The comparison of two 
numbers determines which number is larger in accordance with the familiar logic 
of ordinary arithmetic, When two numbers (in either signed-magnitude or 
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signed-complement form) with different signs are compared, the number with the 
positive sign is the larger number. When two signed numbers with the same sign 
are compared, the comparison algorithm depends on whether the signs are both 
positive or both negative and also on whether the corresponding digits of the two 
numbers are being compared from the most significant digit (m.s.d.) toward the 
least significant (l.s.d.) or from the l.s.d. toward the m.s.d. 

When two numbers with the same sign are compared from the m.s.d. toward 
the l.s.d., the one with the first larger digit is the larger number if both signs are 
positive and the one with the first smaller digit is the larger number if both signs 
are negative. When two numbers with the same sign are compared from the 
Ls.d. toward the m.s.d., the one with the last larger digit is the larger number if 
both signs are positive, and the one with the last smaller digit is the larger num- 
ber if both signs are negative. The above is summarized in Table 1-10. This 
comparison algorithm is applicable for signed binary or decimal numbers. 


Table 1-10 Algorithm for Comparing Signed Numbers 


Compared from m.s.d. 
toward |.s.d. 


One with first larger digit is larger} 






Compared from |.s.d. 
toward m.s.d. 










Sign digit 


Same: 
One with last larger digit is larger} 






Both negative. ... | One with first smaller digit is largert | One with last smaller digit is largert 


Different.......... 






One with positive sign is larger 





+ The two numbers are equal if this does not happen. 


The comparison of two signed numbers may also be accomplished by subtrac- 
tion, the larger number being determined by the sign digit of the difference. In 
this method, the algorithm is very simple. If the sign of the difference is posi- 
tive, the minuend is larger. If it is negative, the subtrahend is larger. If the 
two numbers are the same, the difference is zero. 

Location of the Binary Point. The binary point of a binary number is a 
demarcation between the integral part and the fractional part of the number. The 
location of the binary point is of great concern to those who program the digital 
computer. It is also important to the computer designer, because it affects the 
logic structure of the arithmetic unit of the computer. 

One particular location of the binary point for the signed binary number is 
widely used. This form of signed numbers uses one integral digit as the sign 
digit and fractional digits as the number digits. Thus, the binary point indicates 
not only the integral and fractional parts of the number but also the sign and 
number digits. Let this signed number be FY, or 


Y = +yo2° + Y* (1-25) 
where yo is the sign digit (the + will be explained subsequently). Y™* is the 


representation of number digits as below, 


Y* = S\ 2-4 for positive Y or negative Y in magnitude 
a * ‘ 
tel representation (1-26) 
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yY*= Y= > y2*+2" for negative Y in 2’s-complement 

i=l representation (1-27) 
y*= yr= yi2t for negative Y in 1’s-complement 

i=l representation (1-28) 


where n is the number of number digits. It should be emphasized that, in this 
signed number, Y* is always less than 1, or 


ak | (1-29) 


regardless of which of the three is used. 

It is important to become acquainted with the significance and ranges of the 
binary numbers which relation (1-25) represents. Two interpretations are possi- 
ble, depending on whether the value of the sign digit yo is positive or negative. 
Consider the case where the sign digit yo has the value either 0 or 1. In this 
case (in which the computer interprets the number) expression (1-25) gives the 
numbers in the range 0 < Y < 2. To be specific, when the number is positive, 
relation (1-25) yields numbers in the range 0 < Y <1. When the number is 
negative, the relation gives the number in the range, 1 < Y < 2. 

Consider the case where the sign digit yo has the value either 0 or —1. In 
this case the number gives its true value, and expression (1-25) gives numbers 
inthe range —1 < Y <1. To be specific, when the number is positive, it gives 
the numbers in the range 0 < Y <1. When the number is negative, it gives 
the number in the range —1 < Y <0. If, for the number range of the second 
case (—1 < Y <1), we add 2° to each side of this inequality, we have the num- 
ber range 0 < Y < 2, which is the number range in the first case. 

The location of the binary point as shown in representation (1-25) provides 
the following important advantages: 

1. The multiplication process will never cause an overflow; i.e., the result of the 
multiplication will not exceed the number range of the computer. (However, it 
can cause an “underflow,” so that successive multiplication can cause a number 
lo shift out entirely to the right.) 

2. Thi8 location of the binary point is easily remembered, although the choice 
of location has no effect on binary addition and subtraction. 

3. Since the number Y* is always less than 1, the location of the binary point 
remains at the same location after binary multiplication. 

Because of these advantages, this particular location of the binary point (at the 
right of the leftmost digit) is widely used in binary computers. It will be re- 
called later in the logic design of a simple digital computer in Chap. 11. 


1-5 Binary Addition and Subtraction—I 


The addition and subtraction of two binary numbers are influenced by the 
method of representing the negative numbers. Consequently, binary addition 
and subtraction are discussed in terms of the representation of signed binary 
numbers, 
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For binary numbers in signed-magnitude representation, two methods for addi- 
tion or subtraction are: ; 

1. Direct addition 

2. Direct subtraction 

Direct-addition Method. Let the two signed binary numbers X and Y and 
their sum Z be 


X = x29 + DS? x424 = x92 + X* (1-30) 
i=-1 
Y = yo2° +S yi2i = yo29 + Y* (1-31) 
i=-1 
and Z = 2929 +S) ai! = 2920 + 2 (1-32) 


i=-1 


where xj, yi, and z; are either 1 or 0. The digits x9, yo, and zo are the sign 
digits, 0 and 1 representing, respectively, the positive and negative signs. Each 
number consists of n number bits and a sign bit, or a total of m + 1 bits. The 
choice of the above location of binary point does not lose generality but makes 
the subsequent development more convenient. The digital algorithm for addi- 
tion will now be developed. If X and Y are both positive or both negative, Y 
is added to X; or 


Z=X+ V= 2729 + ss (Mi + yi + wj)2! (1-33) 


i=-1 


The addition of xj, yj and w; (where uj; is the carry from the adjacent, less signifi- 
cant digit) follows the arithmetic rule for a single digit and produces the sum 
bit z and the carry bit wj41, or 


xt yi + wi = Wi412 + % fori= —l,...,-—n (1-34) 

where 4Z=uOBvnO wi (1-35) 
Win = Ki + Vis + MW — 2iyiWi (1-36) 

w_n= 0 (1-37) 


The symbol @ denotes the modulo sum (i.e., addition with carry ignored). The 
sign bit zo of the sum is the same as xo (or yo). Thus we have the sum Z, 


Z = x29 +S) xi (1-38) 


i=-1 


In the above, it is assumed that the sum of X and Y does not exceed the capacity 
of n bits, which means that the sum does not overflow (that is, w) = 0). Ina 
digital computer, a circuit is provided to store the overflow bit in case this is 
needed; this circuit will then turn on an indicator or initiate some desired 
operation, ; 

If X and Y are of different signs, Y is subtracted from X without any prior 
comparison, The difference Z can be written 


Za X — Y w 2° + m™ (x4 — yy — y)2! (1-39) 
‘ ' 
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The subtraction of y; from «; follows the arithmetic rule for a single digit and 
produces the difference bit z; and the borrow bit wj41, or 


xi — Vi — Ww = — W412 + % fori=—l,...,-—n_ (1-40) 

where A= UMOVO wy; (1-41) 
Wi = Hw, + yi + yiws — Wiyiwi (1-42) 

wn =0 (1-43) 


x -~1— x; 


In determining the sign bit zo, there are two possible cases. Consider the case 
where X is positive and Y is negative. If X* is larger than Y*, the difference Z 
is positive and zo is the same as xo. If X* is smaller than Y*, Z is negative and 
zo is the same as Xo. Consider the case where X is negative and Y is positive. 
If X* is equal to or larger than Y*, Z is negative and zo is the same as xo. If 
X* is smaller than Y*, Zis positive and zo is the same as Xo. In either case, if 
X* is smaller than Y*, a borrow wo occurs at the bit position 2° and Z* is in 
2’s complement, indicating that Z is a negative number. 

The above addition process is summarized in an algorithm shown in Table 1-11. 
In short, Y* is added to or subtracted from X*, depending on the signs x9 and yo 
being the same or different. The sum Z is positive or negative, depending on 
whether wo and xo are Oor 1. If wo is 1, Z* is in 2’s complement. A complemen- 
lation is required to convert it into the signed-magnitude representation. 


Table 1-11 Algorithm of Binary Addition and Subtraction for Numbers in Signed-magni- 


tude Representation 










Sign of sum 








Addition: 32 85s. beer on Same x0 
Different 
Subtraction: i359 Gea Same 


zo = 26 if wo = 


Different 


Note: When wo is 1, Z* is in 2’s-complement representation. 


Example 1-10. This example shows the addition of two 4-bit numbers (plus a sign bit) by 
the direct-addition method. In the following, each row of squares represents a fixed-length 
register, each square indicating a circuit to store one bit. For clarity, plus and minus signs 
are used in representing the positive and negative numbers. 

Two signed binary numbers X and ¥ are given; X = +1001, and Y = +0100. Itis 
required to perform the following eight additions: 


(a) (+X) + (+Y) (e) (+Y) + (+4) 
(6) (+X) + (—Y) (f)(+Y) + (—X) 
(c) (—X) + (+Y) (g)(—Y) + (+X) 
(d)(—X) + (—Y) (h) (— Y) + (—X) 


These are the eight possible additions for the two binary numbers X and Y, As shown in 
Table 1-11, addition (or subtraction) is carried out between number bits X* and Y¥*, If the 
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two sign bits are the same, Y* is added to X*; otherwise, Y* is subtracted from X*. The 
sign digit of the sum is x9 if both sign digits xo and yo are the same. If the two sign digits 
are different, the sign digit of the sum is the 1’s complement of xo when there is a borrow 
bit wo as shown in additions f and g and the sign digit of the sum is x9 when no borrow digit 
occurs. In case f, for example, wo is 1, and the number bits are in 2’s-complement repre- 
sentation (note that the 2’s-complement of 1011 is 0101, or 5). 








































































































(a) X* 4 -¥* () X*— Y* (9 X*- Y* (d) X* + ¥* 
Augend register [+]1]0]0]1] [+]1]o]o[1] [=[aloJoli] [-]ijololi] 
Addend register [+]0]1]0]0] [=[oJ1jo[o] [+]o]ijo]o] [-[o|1Jojo] 
Sum register [+]1]1]0]1] [+]0]1]0[1] [-[ojijoji] [-]a]aJof1] 

(e) Yt +X" (f) Yt —x* (g) Y*— x" (hy Y* + X* 
Augend register [+] 0]1]0]0 +[oJijojo] [-Jo[1jojfo] [-[o]ifojo 
Addend register [+] 1] 0] 011 [-[zfofofi] [+]1Jofoji] [-]ifojoji 
Sum register [+[111]0]1][-]1]2[0]1]1][+]1[1]0]1]2] [-]21[1Jo]1] 












































Leas bit ms 


Direct-subtraction Method. The direct-subtraction method is similar to the 
direct-addition method, and the development of its algorithm will not be repeated. 
The major difference is that in the direct-subtraction method Y is added to or sub- 
tracted from X, depending on the sign bits x9 and yo being different or the same. 
The algorithm is also shown in Table 1-11. 


Example 1-11. This example shows the eight possible subtractions of one binary number 
from another (Table 1-12). Refer to the details of Example 1-10, and note the occurrence of 
a carry in examples e and h. 


Table 1-12 Eight Examples of Direct-subtraction Method for Numbers in Signed-magnitude 
Representation 








1 





Example Minuend X Subtrahend Y Difference Z = X — Y 
+1001 (+9) +0100 (+4) +0101 (+5) 
+1001 —0100 +1101 (+13) 
—1001 +0100 —1101 (—13) 
—1001 —0100 —0101 (—5) 
+0100 (+4) +1001 (+9) —(1)1011 (—5)t 
+0100 —1001 +1101 (+13) 
—0100 +1001 —1101 (—13) 
—0100 _ —1001 +(1)1011 (+5) 








a 


} The 2’s complement of 1011 is 0101, or 5. 


1-6 Binary Addition and Subtraction—II 


For binary numbers in signed-2’s-complement representation, four methods 
for addition or subtraction are: 


L, Direet addition 
2, Direet subtraction 
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3. Addition by subtraction of the 2’s complement 
4. Subtraction by addition of the 2’s complement 


In any of the above methods, the sign bit is treated as a number bit. The addi- 
tion or subtraction will produce a correct sign bit in the sum or difference. This 
is the greatest advantage of using numbers in signed-2’s-complement representation. 

Direct-addition Method. Let X and Y be two binary numbers and X* and 
Y* their respective magnitudes. Further, let X* and Y* be the respective 2’s 
complement of X* and Y*. Either X or Y can be positive or negative; thus there 
are four possible combinations, as below. 


Both X and Y Are Positive Numbers 


X=0-204 X* (1-44) 
Y=0:204 y* (1-45) 

The value of X* and Y* is less than 1. The sum Z is 
Z=X+Y=0-29 4 (X* + Y*) (1-46) 


When both X and ¥Y are positive, Y* should be added to X* according to the 
algorithm of Table 1-11. This is correctly shown above by the quantity 
X* + Y*, which is the true magnitude. The sign bit is also correct as long as 
X* + Y* does not exceed the value of 1 (that is, does not overflow). 


X Is a Positive and Y a Negative Number 


X= 0:29 4 X* (1-47) 
Y=1-20+4 Yy* (1-48) 
where Y* is the 2’s complement of Y*, or 
Y*=0~— Y* (1-49) 
Y* is also less than 1. The sum Z is 
Z=X+Y=1-20 4 (X* + Y*) (1-50) 


As proof that the above sum Z is a correct result, consider two cases, in the first 
of which 


Y* < X* (1-51) 
This means that 
Y* > X* (1-52) 
As we know, 
xX*4+xX*=1)] (1-53) 
then, if X* is added to both sides of (1-52), we have 
X*4+ Y*>1 (1-54) 


When X is positive and Y negative, Y* should be subtracted from X* as shown 
in Table 1-11. When X* is added to both sides of (1-49), 


X*+ Pea xe yr (1-55) 
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we actually have Y* subtracted from X*. Thus, the number bits in (1-50) are 
correct and are the true magnitude. Furthermore, X* + Y*, as shown in (1-54), 
produces a carry into the bit position 2, which adds to the original 1 at the posi- 
tion 2° in (1-50) to produce a sign bit 0; this means that the sum is positive. 
This sign bit is also correct because X is larger than Y. 

Consider the second case, 


y*> x (1-56) 
This means that 
Y* < X* (1-57) 
Similarly we have 
AO VE (1-58) 


When X is positive and Y negative, the term X* + Y* is correct because, as 
shown in (1-55), Y* is subtracted from X*; and X* + Y* will be in 2’s com- 
plement, as (1-56) shows that Y* is larger than X*. Furthermore, this term 
X* + Y*, as shown in (1-58), produces no carry and the sign bit remains 1, as 
shown in (1-50). This sign bit is also correct, because X is smaller than Y. 

X Is a Negative but Y a Positive Number. This combination is similar to the 
preceding one, and hence the proof is not repeated. 


Both X and Y Are Negative 
X=1-20 4 X* (1-59) 
Y=1-204 y* (1-60) 
The sum Z is expressed as 
Z=X+ Y=1-214 0-294 (X¥* + Y*) (1-61) 


The 1 at the bit position 21 can be ignored because it is beyond the register capacity. 
When both X and Y are negative, Y* should be added to X*, as shown in Table 
1-11. When X* is added to both sides of (1-49), 


X*4 fal Gene hare ea Gaaee  d (1-62) 
we actually have the addition of X* and Y*. Because of the negative sign in 


front of X* + Y* in (1-62), the sum X¥* + Y* is in 2’s complement. The sum 
X* + Y* has to be less than 1, or 


X*4 Y* <1 (1-63) 
because otherwise it exceeds register capacity. Then we have 
X*+4+ Y*>1 (1-64) 


This produces a carry into the bit position 29, which makes the sign bit 1. This 
sign bit is correct, because X and Y are both negative. 

In conclusion, the direct addition of two binary numbers X and Y in signed- 
2’weomplement representation results in the sum Z, or 


Z=2X+Vou S 542! (1-65) 


inf 





Digital Arithmetic—I 21 


The sign bit is treated as a number bit. When the sum is negative, it is in 2’s- 
complement form. The direct-addition method is summarized into an algorithm 


in Table 1-13. 


Table 1-13 Algorithm of Binary Addition and Subtraction for Numbers in Signed-2’s-com- 
plement Representation 





Method Operation Sign bit 
Direct addition................000. Z=X+ Treat sign bit as a number bit as long as 
sah a _y_ register capacity for number bits is not 
Direct subtraction. ..............00. LX exceeded 
\ddition by subtraction of 2’s comple- 
mentt.... 2... ef Bea! ep ardau Carle “ees 1 
Subtraction by addition of 2’s comple- 
MONE esses soe cuss aseinitae vara 





| Y is the 2’s complement of Y. 


Kxample 1-12. This example shows (Table 1-14) the eight possible additions of two 5-bit 
umbers in signed-2’s-complement representation. The sign bit is treated as a number bit. 
I'he I’s in the parentheses should be ignored. 


Nible 1-14. Eight Examples of Direct-addition Method for Numbers in Signed-2’s-comple- 


ment Representation 


Augend, X 














Addend, Y Sum, Z= X + Y 





Example 




















a 0,1001 (+9) 0,0100 (44) 0,1101 (+13) 
b 0,1001 1,1100 (1)0,0101 (+5) 
¢ 1,0111 0,0100 11011 (—5) 
d 1,0111 1,1100 (1)1,0011 (—13) 
e 0,0100 (+4) 0,1001 (+9) 0,1101 (+13) 
/ 0,0100 1,0111 11011 (—5) 
B 1,1100 0,1001 (1)0,0101 (+5) 


1,1100 1,0111 (1)1,0011 (—13) 





Direct-subtraction Method. Let X and Y be the two binary numbers in 
signed 2’s-complement representation. The difference Z is expressed as 


Z=X-—-Y= >; z2t (1-66) 
i=0 
where the sign bit is again treated as a number bit. This method is similar to 


the direct-addition method, and its proof is not repeated. When the difference 
in Negative, it is in 2’s-complement form. The algorithm is shown in Table 1-13. 

(ddition Method by Subtraction of the 2’s Complement. The method 
ol binary addition by subtraction of the 2’s complement is to convert the addend 
into the 2’s-complement form and then to perform a subtraction instead of an 
uddition, Let X and Y be, respectively, the augend and addend, and let Y be 
the 2's complement of Y, or 


Y=0-Y (1-67) 


The sum Z of X and Y is 
2eaX+VeX—(0— YX) (1-68) 
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When expression (1-67) is substituted in (1-68), we have 


bit is treated as a number bit. When the sign bit of the difference is 1, the num- 
ber bits are in 2’s-complement form. This algorithm is also shown in Table 1-13. 

Subtraction Method by Addition of 2’s complement. The method of 
binary subtraction by addition of the 2’s complement is to convert the subtra- 
hend into the 2’s-complement form and then to perform an addition instead of a 
subtraction. The difference Z obtained by subtracting Y from X is 


2=X-Y=X+ 0-y) (1-70) 
Since 0 — Y is the 2’s complement of Y, we have 
LS Ka: (1-71) 


Because the negative numbers are in 2’s-complement form, the above addition 
proceeds in the same manner as in the direct-addition method. The sign bit is 
treated as a number bit. When the sign bit of the sum Z is 1, the number bits 
are in 2’s-complement form. This algorithm is also shown in Table 1-13. 


1-7 Binary Addition and Subtraction—II] 


For binary numbers in signed-1’s-complement representation, four methods for 
addition or subtraction are: 


1. Direct addition 

2. Direct subtraction 

3. Addition by subtraction of the l’s complement 
4. Subtraction by addition of the 1’s complement 


In any of the methods listed, the sign bit is also treated as a number bit; thus 
the method has advantages similar to those of the signed-2’s-complement repre- 


or subtraction of an end-around borrow. 
Direct-addition Method. The direct addition of two binary numbers X and 
Yin signed-1’s-complement representation results in the sum 7. 
—n 
Z=X4+VY= BS 242! (1-72) 
i=0 
where the sign bit is treated as a number bit. When the sum is negative, it is in 
signed: 1’s-complement form. Whenever a carry in the position 21 occurs during 
addition, it should be added to the 2-” position of the sum. 

The above result can be derived in a mariner similar to that for the direct-addi- 
lion method for binary numbers in signed 2’s complement representation, The 
derivation is left to the reader, The algorithm for the direct-addition method for 
binary numbers in signed: 1’s-complement representation is shown in Table 1-15. 
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Table 1-15 Algorithm of Binary Addition and Subtraction for Numbers in Signed-1’s-com- 
‘a : 


plement Representation 









Operation Remarks 


















Treat sign bit as a number bit as 
Spee Ree paienlee long as register capacity for 
Direct subtraction, . . «. ee aed = number oe is ne 
iti i =X-—Y when Y < X Add (or subtract) en -arounc 
sas by vaaiatae ans Y—2-" when Y carry (or Gans a eraigt it 
suena: — ‘ Sd occurs, to (or from) least sig- 
Subtraction by addition | Z= X + x aihicunt bitcof sia (or dite 
of l’s complementf.. | Z= X+ Y ante) 





| Yis the 1’s complement of Y. 


: — . jada ana 
Example 1-13. This example shows the direct addition of two aa gee : ie cae 
te Ra i it i r bit. e end- 
: ati The sign bit is treated as a numbe 
|'s-complement representation. : sa ni . ied 
fe is added for correction. When the sum is negative, it is in 1’s complemen 
cl ‘ 


(a) Addition of the binary numbers X = 0,1001(+9) and Y = 1,1011(—4) 





Augend register 0/1/0/0/1 


























Addend register 1j1jo[1]1 
Uncorrected sum (1) 00100 





End-around carry + 1 
Sum register 0 [0/1] O|1 
(6) This example is shown in Table 1-16. There are eight possible additions of two binary 


iumbers X and Y. The end-around carry, when occurring, has been added to the sum. 


fe r rst i, -1°s- le- 
luble 1-16 Eight Examples of Direct-addition Method for Numbers in Signed. 1’s comple 
mle « 


mont Representation 











Sum Z=X+Y 
Example Augend X Addend Y um 
3) 
oo100(44) | odio (+1 
7 ar Ton 0.0101 (+5)t 
: 1.0110 0,0100 11010 (—5) 
r 1.0110 11011 1,0010 (13) 
: 0,0100 (+4) 0,1001 (+9) 0,1101 (413) 
0100 1,0110 
: Hert 0,1001 0,0100 (+5) 
h L101] 1.0110 1,0011 (—13)+ 
UJ . 


{ An end-around carry occurs. 


rT . s€ X a y I 1 ary | I 
Direc t-subt action Method I et nd be wo b ni numbe Ss 
el ned: scom »ylement representation, The difference Z 1s 

K | I 


42i-Y= Ss x2! (1-73) 


it, Thi is simi direct: 
Where the sign bit is treated as a number bit, ‘This method is similar to th 
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addition method with one exception, the subtracting of the end-around borrow 
from the least significant bit of the uncorrected difference instead of adding the end- 
around carry. When the difference is negative, it is in 1’s-complement form. 
The algorithm is also shown in Table 1-15. 

Addition Method by Subtraction of 1’s Complement. The method of 
binary addition by subtraction of the 1’s complement converts the addend into 
the 1’s-complement form and then performs a subtraction instead of an addition. 
Let X and Y be, respectively, the augend and addend. Then the sum is Z, where 


Z=X+VY=X-—Y when YV<xX (1-74) 


and Y is the 1’s complement of Y. If Y is larger than X, the end-around bor- 
row occurs. Under this condition, the sum should be corrected as follows: 

Z=X+VY=X-—Y-—2"% whnY>xX (1-75) 
The proof of the above two relations is similar to that for the direct-subtraction 
method and therefore is not repeated. 

Since negative numbers are in 1’s-complement form, the foregoing subtraction 
is performed in the same manner as that in the direct-subtraction method. The 
sign bit is treated as a number bit. When the sign bit of the difference Z is 1, 
the number bits are in 1’s-complement form. This algorithm is shown in Table 
1-15. 

Subtraction Method by Addition of 1’s Complement. The method of 
binary subtraction by addition of the 1’s complement first converts the subtra- 


hend into the L’s-complement form and then performs an addition instead of a 
subtraction. The difference from X is Z, or 


Z=X—-Y=X+YV  whenX¥+¥cl (1-76) 

If X + Vis equal to or larger than 1, the end-around carry occurs. Under this 
condition, the difference should be corrected as shown: 

Z=X-VY=X+V4+2" whenX¥+¥>1 (1-77) 


The proof of the above relations is similar to that for the direct-addition method 
and thus is not repeated. 

Since the negative numbers are in l’s-complement form, the above addition 
is performed in the same manner as that in the direct-addition method. The sign 
bit is treated as a number bit. When the sign bit of the sum Z is 1, the number 
bits are in l’s-complement form. This algorithm is also shown in Table 1-15. 


1-8 Binary Multiplication 
Three approaches to binary multiplication are: 


Repeated addition 
Multiple-digit multiplication 
3, Simultaneous multiplication 


l, 
9 
2. 


ach method has many variations, intended to simplify the implementation, to 
reduce the steps and thus decrease the multiplication time, or to provide the 
nooessary corrections for the case of numbers in signed-complement represen: 
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tation. For binary multiplication using the repeated-addition approach, the fol- 
lowing methods will be described: 


1. Direct-multiplication method 

2. Burks—Goldstine-von Neumann method 
3. Robertson’s first method 

4. Robertson’s second method 

5. Booth’s method 

6. A short-cut multiplication method 


The binary multiplication of two signed numbers is influenced oe sata 
used to represent negative numbers. In the case peta arabia sa al ‘ 
addition and subtraction are relatively more complicated, but mu tip des hidin 
simpler. In the case of signed-complement numbers, the reverse is en reap 
fore, the choice of negative number representation is a compromise. sabia xs 
lowing description, not every method is applicable to all three representa 

ative numbers. a 
és Dinrecemute nteatlon Method. This method is used = eee y ae 
inagnitude representation. Let the multiplicand be X and the multiplie 


helow: 
n-1 
X = %n2" + = 042* = x%y2" + X* (1-78) 
i=0 
n-1 
Y= yn2" + >: vid) = yn2" + Y* (1-79) 
i=0 
i he number bits. Bits x, and 
here x; and y; are either O or 1. X* and Y* are t bi enea 
: pe chosing Bits 0 and | representing, respectively, the positive and ae 
bien. Each of these two numbers has n bits plus a sign bit. Let the product be 
the number U. We then have 
U = XY = up22" + X*Y* (1-80) 
where X*Y* = X*y__ 2h 1 4. - - + X*y121 + X* yo 2° (1-81) 
Un = Xn BD Yn (1-82) 
i iplication i ly repeated addi- 
Since the y’s are merely O or 1, the binary multiplication is merely 
= ak the multiplicand properly shifted. The sign digit of the product uy, 
in the modulo-2 sum of the sign digits x, and yp. 


1 iti in (1-81) are done simul- 
In the pencil-and-paper method, the additions in ( 1) 
onaetaly: Here a partial product is formed with each addition. The first par 


tial product, Pr, is 
pi = X*yo 
‘The second partial product, pe, is 
p2 = pi2-! + X*yy 
and the nth partial product, pn, is 


Pn & Pnr2"* + X* yn (1-83) 


—— 
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By applying (1-83) repeatedly and then multiplying both sides by 2"~1, we have 


Po2PE = X*(yq Dhl sf yy Pk 4 920) saci 
or polt-1 = X+y* (1-85) 


The final product U is then 
U= (Xn @ yn) 22" + Pn2"™"1 (1-86) 


The above multiplication process is summarized in the algorithm shown in Table 


1-17. 


Table 1-17 Algorithm for Binary Multipli- 
cation by Direct-multiplication Method 


Sign bit......... Un = Xn OYn 
Number bits... .. X*Y* = p,2"-1 
Pr= Pn-1271 + X*yn4 
Pi = X*yo, po = 0 
Product........, U= XY = un22” 4 X*V* 


Example 1-14. This example shows how the computer actually performs the shifts and 
additions described in (1-83) to (1-86). Multiplication in a computer usually requires three 
registers: a multiplicand register, which stores the multiplicand; a multiplier-quotient reg- 
ister (or MQ register), which stores the multiplier (or the quotient during division); and an 
accumulator, which performs additions and stores the partial product. These three registers 
have the same number of bits and are shown in Fig. 1-1. In this figure the powers of 2 under 
each square indicate the bit locations. The multiplicand register is shown located directly 
above the accumulator, and additions are performed by adding the contents of the multipli- 
cand register to corresponding digits of the accumulator. 

Since the product may have twice the number of bits of the multiplier (or multiplicand), 
the accumulator may have to be supplemented by an additional register to store the complete 
product. Registers are expensive, and the need for additional storage is usually avoided by 
the following arrangement: After multiplication by one multiplier bit, this bit is not needed any 
more; at the same time, the partial product grows by 1 bit. Therefore, the accumulator is 
placed in tandem with the multiplier register to form a combined register, as shown in F ig. 
1-1. After multiplication by each multiplier bit, the contents of both multiplier-quotient 
register and accumulator are shifted 1 bit to the right. In this way, the unwanted multiplier 
bit is shifted out of the MQ register at the right end, leaving room for the acquired digit of 
the partial product, which is shifted into the M Q register at the left end. The partial product, 
moreover, remains in proper order. 

Figure 1-2 shows multiplication of two 5-bit plus sign-bit numbers in steps. The contents 
of the multiplicand register are not shown, as they remain unchanged during multiplication. 
Initially, the contents of the left half of the combined register are all zeros, and those of the 


Multiplicand register 


24 93 92 91 90 


Accumulator MQ register 
[ofofolojofolfifoliyiqi] 


2° 28 27 26 25 24 29 22 21 20 


VIG. 11 Registers for multiplication (X multiplioand ee 11111; ¥ ee multiplier e 10111), 
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Step Operation Accumulator and MQ register Partial product 


10111 po = 00000 
ya ¥3 ¥2 ¥1 Yo 


1 Add X OOT ToD heya or bk pr= lil 


0 000 0 0 0 


2 Shift right 001 121 141 102121 
ya ya yo V1 


3 Add X 10111 0/f1 1 011] pe=1olu0l 
4 Shiftrign [0 1011 1]f0 1101 








iE 


ya Y3 Yo 

5 Add X 110121 00 142101 p3 = 11011001 
6 Shift right 011021 13/0 01 1 «0 
ya ¥3 

7 Add 0 011021 i140 0 1 21 «0 p= 11011001 





8 Shift right 001 1 0 i1;1 002121 


1011001001 


Ht 


Il 


9 Add X 10110 0}/1 001 1 Ps 


10 Shift right +1011 0;/0 100 1 U = +1011001001 


VIG, 1-2 Sequential operations of the arithmetic registers during multiplication (U = product 
+ 1011001001). 


right half are the multiplier. In the first step, bit yo is 1; and the contents of the eam 
cand register are added to corresponding bits of the accumulator. In step 2, the paariie : 
the combined register are shifted 1 bit to the right, and bit yo is shifted out of the com ei 
register. These two steps are then performed alternately. When the multiplier digit is 0, 
io addition is actually required. Each right shift after each addition vacates one bit location 
into which the partial product may grow. The leftmost bit location in the combined register 
is used as a carry storage whenever a carry occurs, and the sign is inserted into this location 
(uring the last right shift in step 10. For clarity, all partial products are shown thereon. 
Only bit locations in the accumulator portion of the combined register are required to be 
capable of performing addition. 


Burks-Goldstine-von Neumann Method. This method, developed by 
Wurks, Goldstine, and von Neumann [1], multiplies binary numbers in signed- 
“'s-complement representation. In the following, we use number representa- 
tion (1-25) to (1-27). This number representation does not lose its generality 
if the binary point is chosen at some other location, Let the multiplicand X and 
the multiplier Y be 


home (1-87) 
Y= —yo + y* (1-88) 


i 
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ae ma value of sign bits x9 and yo is used because in this manner the num- 

ers give their true values. This method forms the i 
product of the unsigned 

numbers X* and Y*, with the following result e 


AMY* = (X + x0)(¥ + yo) = XY + xo¥ + yoX + x0 yo 


The desired product is XY; therefore a correction h i 

st 3 as to be applied to the ob- 
tained product X vie depending on the values of xo and Yo. The alain for 
binary multiplication by this method is shown in Table 1-18; use of the algorithm 
is shown by the following example. . 


Table 1-18 Algorithm for Binary Multiplication by Burks-Goldstine-von Neumann Method 











Product Correction 









AX*Y* = XY 
X*Y* = XY + yoX 
X*Y* = XV + xY 
X*y* = XY + x0 ¥ + yoX + xoyo 


None 

~yoX 

— Xo Y 

—(x0oY + yoX + xoyo) 










Example 1-15 


(a) When both X and Y are positive, the case is similar t i in Fi 
nen pena tess is similar to that illustrated in Fig. 1-2 and 


(6) When X is positive and Y negative, 


X = multiplicand = 0.1101 (+!%e) xo = 0 
Y= multiplier = 1.0110 (— 1%6) yo=l 


1101 = X* 
x .0110'= 
0000 = X*y42-4 


1101 = X*y32-3 
1101 = X*y22-2 


000 0 = X*y1271 
001001110 =x*yY* 
+10011 = —yoX correction due t ti i 
1.0111 1110 = xy or —13%56 aire a 


In the multiplication just shown, the multiplication is performed on numner bits; thus the 


product is X*Y¥*, The multiplication requires correction b i i 
Pia hee Heit en aia q ion by subtracting yoX or, equivalently, 


(c) When X is negative and Y positive 


X = multiplicand = 1.0011 (—1%e) x= 1 
Y= multiplier = 0.1010 (+! %e) yo = 0 





.0011 = X* 
x .1010 = Y* 
Correction 10000 = x92-4 
digits q 0011 X*y32-3 
100 00 x92~2 


OOL1 = X¥42-1 
00110 1110 = X"Y* with xo ¥ partly corrected 





+ 10001 remaining correction of =x Y 


LOW LILO we XY or =! "%n6 
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Multiplication of X* and Y* just shown requires a correction: subtracting xo Y (that is, 0.1010) 
or, equivalently, adding its 2’s complement (that is, 1.0110). This brings about a difficulty; 
on completing the multiplication of X* and Y*, the multiplier Y is lost (as mentioned pre- 
viously and shown in Fig. 1-2) and is not available for correction. The solution to this diffi- 
culty is to consider the correction number 1.0110 as the sum of 1.0000, .0101, and .0001. 
The question arises of how these three numbers are derived. The first number exists when 
vo is 1 (otherwise, this correction is not needed). The second number .0101 is the 1’s com- 
plement of Y*. The third number .0001 is regarded as the quantity added to convert the 
|'s complement of Y* into its 2’s complement; therefore it always exists as long as such a 
correction is needed. 

The first and third numbers are added as one number 1.0001, and this addition is done as 
a last step. The second number is added in as many steps as the number of 0’s in Y*. In 
the above example, there are two 0’s (y4 and y2). During each multiplication by digits y4 
und yg, a 1 is added to the partial product as if the 1 were located at the position of the 
sign digit x9 (shown by arrows in the above example). These are the correct positions be- 
cause in each case the multiplication of xo and ; locates the 1 in the final product XY at correct 
position if the correction number were added directly to the product X*Y*. 


(d) When both X and Y are negative, 


X = multiplicand = 1.0011 (—'%e6) xo=l1 
Y= multiplier = 1.0110 (—'%e) youl 


.0011 = X* 
x 0110 = Y* 
Correction 1.0000 = x92~4 
digits OO1ll = X*y3273 
OO1ll = X*y22-2 
11000 0 = x9271 
010100010 = X*Y* with xo¥ partly corrected 
+ 10001 = remaining correction of —x9Y 
110110010 = XY + yoX 
+ 01101 = —yoX correction due to negative sign of Y 
(1)0.1000 0010 = XY or 13%56 
t 
discarded 


'he above multiplication requires a correction: subtracting the quantities x9 Y, yoX, and 
‘ovo. The subtractions of the first two quantities are performed in a manner similar to those 
shown in examples 6 and c. Subtracting the quantity xqyo (which has a value of 1) is equiva- 
lent to adding 1, because any carry or borrow beyond the sign digit is disregarded. How- 


ever, this addition of 1 can be shown to be unnecessary, as follows. The above correction, 
subtracting the quantity xo Y, is the same as adding the number 0.1010. Now examine what 
hws been added in the above example: the quantity 1.1010. The leftmost digit of 1 is incor- 


rect and should not have been added, but it serves admirably the purpose of correcting the 
(juantity xovyo. Consequently, no additional correction is really necessary, whether only the 
multiplicand or both the multiplicand and multiplier are negative. 


Robertson’s First Method. The previous method requires a simple cor- 
rection when the multiplier is negative, but the correction becomes complicated 
when the multiplicand is negative. Robertson’s first method needs only one sim- 
ple correction, This method which was first used in the ORDVAC (ordnance 
diserete variable automatic computer) is also for numbers in signed-2’s-com- 
plement representation, 
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In the Burks—Goldstine-von Neumann method the unsigned numbers X* and 
Y* are multiplied. By contrast, Robertson’s method multiplies the signed num- 
ber X and the unsigned number Y*, shown by the algorithm in Table 1-19. Note 
that Y* is equal to Y when yo is 0. When the multiplier is negative, the cor- 
rection of subtracting yoX is needed. No correction is necessary when the mul- 
tiplicand is negative. It is important to note in the following examples that the 
use of the signed number X in the multiplication requires application of the shift- 
ing algorithm stated in Table 1-9. 


Table 1-19 Algorithm for Binary Multiplication by Robertson’s First Method 





Example 1-16 
(a) When the multiplier is positive, 


X = multiplicand = 1.0011 (— 1% 6) xo = 1 
Y= multiplier = 0.1010 (+ 1%6) yo = 0 


1.0011 = xX 
x 1010 = y* 


0.00000000 = Xy42-4 
0.000000. = Xy222 
1.10011. = Xy,2-1 
Pe = XY*= XY or —13%56 


discarded 


In the above, the added digits are 1’s (underlined) during the shifts to the right. Since the 
multiplier is positive, no correction is needed. 
(6) When the multiplier is negative, 


1,0011:(=!%6) #9 = 
1.0110 (—!%e) yo=l 


X = multiplicand 
Y = multiplier 


1.0011 =X 
Xx 0110 = Y* 


0.00000000 = Xy42-4 
11110011 = Xy32-3 
1.110011 = Xy2-2 


0.00000 = Xy3271 
(1)1.10110010 = xy* 

0.1101 = —yoX correction 
(1)0.10000010 = xy or 13%56 
t E 


discarded 


In the above, the vorrection has been the addition of the 2°. complement of yoX (or X), The 
lofliiont carry is discarded automatically because it is beyond the capacity of the register, 
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Robertson’s Second Method. The method in Table 1-19 requires a correc- 
lion when the multiplier is negative, i.e., when yo equals 1; the sign digit actu- 
ally means —1 and thus requires a subtraction of the multiplicand. To elimi- 
nate this correction, Robertson [6] proposed to form the product of —X and — Y 
where Y is negative. In this manner, the sign digit of — Y becomes 0; cases 6 
and d in Table 1-19 do not occur, and no correction whatever is required. ‘The 
algorithm of this method is given in Table 1-20. This method fails when the 
multiplier Y is equal to —1. Therefore, the value of Y should be restricted to 


bey < 1: 


Table 1-20 Algorithm for Binary Multiplication by Robertson’s Second Method 








Correction 





Product 


XY = XY* 
(—X)(—Y) = XY 


XY = xY* 
(—X)(—Y) = XY 


Kxample 1-17 


(a) When the multiplicand is positive, 


X = multiplicand = 0.1101 (+'%e) —X = 1.0011 
Y = multiplier = 1.0110 (—1%e6) — Y= 0.1010 


1.0011 = —X 
x 0.1010 = —Y 
0.0000 0000 
1.1110 011 
0.0000 00 
1.1001 1 
101111110 = XY or — 13% 56 


(b) When the multiplicand is negative, 


X = multiplicand = 1.0011 (—!%e) —X = 0.1101 
Y= multiplier = 1.0110 (—'%o) —Y=0.1010 


0.1101 = —X 
X__0.1010= ~Y 
0.0000 0000 
0.0001 101 
0.0000 00 
0.0110 1 
0.1000 0010 = XY or 13%56 


The relative merits of Robertson’s two methods will now be noted. When the 
multiplier is negative, the first method requires a simple correction; the second 
inethod requires none. In both methods, circuits are required to implement the 
shifting algorithm for a signed binary number. Both require circuits to sense 
the sign digit yo and to complement the multiplicand X; the second method re- 
uires, in addition, a circuit to complement the multiplier Y. The choice of 
method depends, then, on whether it is more advantageous to apply the correc- 
tion or to provide an additional complementing circuit. 
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Booth’s Method. A. D. Booth and K. H. V. Booth [7] developed an algo- 
rithm of binary multiplication for numbers in signed-2’s-complement representa- 
tion. This method requires no correction and no sensing of the sign digit of the 
multiplicand or multiplier. 

Let X and Y be the multiplicand and the multiplier, respectively. The repre- 
sentation of the multiplier is 


Y=yo+ >) yoo (1.89) 
i=l 

The positive value of the sign bit yo is used, because this is the way the com- 
puter recognizes it. The product XY is then 


XY = yoX + yi2-*X + yod-2X + + + © + yn_12-- DX + y_2-™X (1-90) 


Let us replace each y; in the above by the difference yi41 — yi, which is a sub- 
traction of two adjacent multiplier digits. Specifically, 


Yn is replaced by yn41 — ¥n where yny1 = 0 
¥n-1 is replaced by yn — ¥n—1 


1-91 
y2 is replaced by y3 — yo ven 


y1 is replaced by y2 — y4 
yo is replaced by y1 — yo 


Note that, when the difference yvis1—yi is +1 or —1, yiyizs is made up of two 
adjacent multiplier bits which are, respectively, 01 and 10; when the difference is 0, 
vivi41 is either 00 or 11. Let us now consider the following multiplier Y as an 
illustration; 


Y= eee V3BV4VSV6Y TY 8V9 a — a 0111100 “ye 


When the multiplier bits are a series of 0’s such as ygyg, no addition is needed. 
When they are a series of 1’s, such as y4 to y7, these additions can be replaced 
by one subtraction and one addition if the following relation is utilized: 


Y=---1000000---—.-.-- 0000100 - - - 


Therefore, one can examine two adjacent multiplier bits yjyj,1 and select one of 
three possible operations: an addition, a subtraction, or neither addition nor sub- 
traction. To be specific, the rules for binary multiplication of numbers in 2’s- 
complement representation are: when yiyi+1 is O1, the relation means an addi- 
tion of multiplicand; when it is 10, the condition requires a subtraction of mul- 
liplicand; when it is 00 or 11, neither addition nor subtraction is needed. In 
examining the two adjacent multiplier bits, the right-hand bit is considered the 
reference; the left-hand bit is the multiplier. Note that the reference bit for the 
loast significant multiplier bit y», in expréssion (1-90) is 0. 

The above replacement of each yy by yi41 — yi can be readily proved valid. 
If the yi's in expressions (1-91) are substituted into expression (1-90), we have 
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XY = [—yo + y1(2° — 271) + 224 — 2°72) + + 
+ yn(2-@"D — 27) + yny12-"]X (1-92) 


or XY= (—y02° + > yo)x (1-93) 
i=l 

The value in parentheses above truly represents the value of Y whether the sign 

bit yo is O or 1. The first term in expression (1-90) is yo.X; this shows no need 

of a right shift after the last step. The above multiplying process is summarized 

us an algorithm in Table 1-21 and is illustrated by the following example. 


Table 1-21 Booth’s Algorithm for Binary Multiplication 


Multiplier bits 


Voie Operation 
iVi+ 
OD wsccns bse deco Add multiplicand X, then shift partial product right 1 bit 
LOS. s Heiss Savers Subtract multiplicand X, then shift partial product right 1 bit 
OO. regs Shift partial product right 1 bit 
jb Reames a Shift partial product right 1 bit 


{ (1) The initial reference bit for the least significant multiplier bit is 0. (2) No shift operation is re- 
(juired after the last operation. 


Kxample 1-18 
(a) When the multiplier is positive, 


X = multiplicand = 1.0011 (—'%e) 

Y= multiplier = 0.1010 (+!%e) 
1.0011 Xx 
Y 


0.1010(0) 
0.00000000 initial condition in combined register 


yi¥i+1 Operation 


00 Shift right 0.00000000 first partial product 
10 Subtract X 1.0011 
0.11010000 second partial product 
Shift right 0.01101000 
Ol Add X 1.0011 
1.10011000 third partial product 
Shift right 1.11001100 
10. Subtract X 1.0011 
0.10011100 fourth partial product 
Shift right 0.01001110 
Ol Add X 1.0011 
1.01111110 = XY or —13%56 


‘The parenthetic 0 in the multiplier is the initial referenced bit for the least significant mul- 
liplier bit, ‘Thus, at the beginning of the multiplication process, only two possible pairs of 
bite exist, OO and 10, Since the multiplicand is a signed number, the shifting algorithm 
should be observed; the added bits are shown underlined. No right-shift operation is needed 
alter the operation called for by the last pair of multiplier bits. 
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(4) When the multiplier is negative, 


X = multiplicand = 1.0011 (—!%e) 
Y = multiplier = 1.0110 (—!%e) 


1.0011 =X 
1.0110(0) =Y 


0.00000000 initial condition in combined register 


yivi41 Operation 
00 Shift right —0.00000000 first partial product 
10 = Subtract X 1.0011 
0.11010000 second partial product 
Shift right 0.01101000 
11 Shift right 0.00110100 third partial product 
Ol Add X 1.0011 
1.01100100 fourth partial product 
Shift right —1.10110010 
10 Subtract X 1.0011 
0.10000010 = XY or 13%56 


A Short-cut Multiplication Method [9]. Booth’s algorithm of binary mul- 
tiplication makes use of relation (1-21). This idea can be extended by includ- 
ing isolated a ina sequence of 1’s or 0’s. A sequence of 1’s, such as 11111111 
in a given multiplier requires eight additions of th ltipli i : 
oon g e multiplicand. But using re 


11111111 = 28 —20 


This multiplier calls for only one addition and one subtraction. The concept 
illustrated is applicable in instances other than when the multiplier consists - 
an uninterrupted sequence of 1’s. Every multiplier, obviously, will fall into one 
of three categories: those containing an equal number of 1’s and 0’s; those which 
contain more 1’s than 0’s; those with more 0’s than l’s. In the latter two cases 
a certain time economy can be obtained. For example, when more 0’s than l’s 
exist, as in the multiplier 10010000, an add sequence is used; this requires onl 

two additions, i.e., a : 


10010000 = 27 + 24 


Multiple shifts for the zeros are desired if the time of multiplication is to be re- 
duced. For a sequence of more 1’s than O’s such as 11101111, a subtract 
sequence is used; this calls for only three operations, i.e., 


11101111 = 28 — 24 _ 90 


Again, multiple shifts for the 1’s are desired. Neither type of sequence offers 
any advantage when the number of 1’s equals the number of 0’s. 

Although the above method can reduce the multiplication time, it requires 
cireuits to determine whether the multiplier has more 0’s or more 1’s and cir- 
culls ipperiorm multiple shifts. Adoption of this method depends on whether 
or not the savings in multiplication time outweigh ity of ' 

| » the ’ » . a ¢ 
mae 8 g complexity of the extra 

Multiple-digit Multiplication Method. As mentioned previously, binary 
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multiplication merely repeats additions with a proper shift after each addition. 
When the multiplier digit is 0 or 1, it calls for, respectively, no addition or addi- 
lion of the multiplicand. This idea can be extended by multiplying several mul- 
liplier digits at a time. For the case of multiplying a pair of multiplier digits at 
u time, there are four possibilities: no addition; an additon of the multplicand; 
an addition of twice the value of the multiplicand; an addition of thrice the value 
of the multiplicand. The partial product after each addition is shifted two digits 
\o the right. Consequently, fewer additions are required, and this means faster 


multiplication, 


Kxample 1-19 
Multiplier = Y = 10010011 or 147 
Multiplicand = X = 10101010 or 170 
2X = 101010100 
3X = 111111110 


10101010 = X 
10010011 = Y 
111111110 = 3X- 2° 
00000000 =0 
10101010 = X-24 
101010100 = 2X-26 


x 110000110011110 = XY or 24,990 


Simultaneous-multiplication Method. Binary multiplication requires 
many additions of the shifted multiplicand. If the shifted multiplicand simul- 
lancously adds to the previous multiplicand, the operation is called simultaneous 
multiplication. The implementation of simultaneous multiplication gives the fast- 
ost but also the most expensive multiplier. An example of a simultaneous mul- 
liplier will be considered in Chap. 12. 


1-9 Binary Division 
‘Three methods of binary division are: 


|, Comparison method 
2. Restoring method 
4. Nonrestoring method 


The first method makes use of repeated subtractions, while the last two utilize 
repeated addition-subtractions. The restoring method may be regarded as a 
special case of the comparison method. 

As with multiplication, the binary division of two signed numbers is also influ- 
enced by the method of representing negative numbers. The comparison and 
restoring methods to be described apply only to signed-magnitude representation, 
whereas the subsequent nonrestoring method applies to both signed-magnitude 
and signed-2’s-complement representations. Equivalent methods for numbers in 
signed-1's-complement representation exist but will not be described. As in 
binary multiplication, the algorithm of binary division for numbers in signed- 
Magnitude representation requires no correction and is generally preferred. 
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Two new problems arise in division. One is the divide- iti 
the other is the round-off procedure. Both will be ia = 
Comparison Method. The comparison method is the ordinary longhand, or 
paper-and-pencil, method. It requires a trial-and-error procedure (particular! 
when this method is applied to decimal division) and therefore is also known 
the trial-and-error method. Let the following symbols be used: 


X = dividend 

Y = divisor 

Q = quotient, with q’s as individual quotient digits 
Rn = remainder from division 

ro = initial remainder = X 

rn = nth partial remainder 


Division determines from the known X and Y the unknown Q and R,, which sat- 
isfy the relation : 


X=QY+R, (1-94) 


This method calls for a comparison between the partial remainder and the 
divisor. If the partial remainder is larger than the divisor, a subtraction is per- 
formed and the quotient digit is 1. If it is smaller, no arithmetic ees is 
performed and the quotient digit is 0. In either case, the result after being shifted 
one bit position to the left becomes the new partial remainder. This rocess 
continues until the remainder is zero or the desired number of quotient HF its is 
obtained. To be precise, the initial remainder ro is X, or ial 


ee (1-95) 
The first partial remainder ry, is 
ry = 2% — qi¥ (1-96) 


where the first quotient digit q1 is 1 or 0, depending, respectively, on whether 
2ro is greater than or equal to Y or is smaller than Y. (Note that both 279 and 


Y are positive numbers.) If 279 is greater tha 
: >qual 
equal to 1 and (1-96) becomes . ee ee ne 


ry = 2m — Y (1-97) 
If it is not, then we have qi equal to 0, or 
Ty = 279 (1-98) 
The next remainder rg is 
re = 2ry — qoY (1-99) 


where the second quotient digit g2 is 1 or 0, depending, respectively, on whether 
2ry is larger than or equal to Y or is smaller than Y, as before. In general, the 
ith partial remainder is oe 


y= 2n. i= ny (1-100) 


Where a is 1 when 24 4 is larger than or equal to Y and qy is O when 27 ; is 
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smaller than Y. This is the algorithm of this method. If we now multiply both 
sides by 27?, (1-100) becomes 
2Q-i7; = 2-G-Dy, 4 _ 2-*qgiY (1-101) 


By repeated applications of relation (1-101), we have, for n quotient digits, 
2%, = —2-"gnY- > + — 272q2¥ — 219,Y + X (1-102) 


LS gag ato 


or yr 
Y i 





=1 
In comparison with (1-94), we have the quotient and the remainder 
Q@=>, V2% 
2 (1-104) 
n=2"y 


Table 1-22 Algorithm for Binary Division by 
Comparison or Restoring Method 


Remainder.........-- Ry = 2 7%q 
Partial remainder...... Tn = 2m—-1 — Qn¥ 
qn = 1 if rn is positive or zero 
qn = 9 if r, is negative 
n 
Quotient..........-- Q= >) a2 


i=l 


‘The above division process is summarized in the algorithm shown in Table 1-22. 
I'xpression (1-104) shows the quotient Q to be a fraction, requiring that the divi- 
end X be smaller than the divisor Y. This condition should be ascertained be- 
fore the start of the division process. A dividend X larger than or equal 
\o divisor Y identifies the divide-stop condition. Usually, the computer does not 
proceed with the division process but halts and sets up an indicator. If the pro- 
yrammer shifts the divisor enough digits to the left, the divisor will become larger 
than the dividend and the division can proceed. The divide-stop condition also 
climinates the possibility of a number being divided by zero. 


Kxample 1-20. This example shows how the computer performs the division process by 
using the comparison algorithm. Division in the computer requires three registers: a divisor 
register (which usually is the multiplicand register); a multiplier-quotient register (or MQ 
register); an accumulator (which is used for subtractions during division). The partial 
remainder is left and stored in the accumulator after an addition or a subtraction. This 
arrangement is shown in Fig. 1-3. Note that the divisor register in Fig. 1-3 is shown 
directly above the accumulator, so that subtraction is performed by subtracting the contents 
of the accumulator from the corresponding digits in the divisor register. 

Figure 1-4 shows the detailed steps of the division process. It is a division of two 5-bit 
plus sign-bit numbers, Since the contents of the divisor register remain unchanged during 
division, they are not shown, Initially, as shown in step 0, the dividend is in the accumu- 
lator and the zeros in the MQ register; and the computer makes a comparison to test the 
dividesstop condition, Since the dividend X is smaller than the divisor Y, the division proceeds. 
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In the first step, the dividend shifts left one digit to form 2rp. During the second step 
2ro is compared with Y. Since the former is larger than the latter, this calls for a sibiras 
tion and the quotient digit g1 equal to 1 is inserted as the least significant digit in the MQ 
register. The first partial remainder is now in the accumulator [Eq. (1-96)]. This is fol- 
lowed by a left shift in step 3 to form 274. During the fourth step, 271 is compared with Y. 
The quotient digit q2 is equal to 0 and is inserted in the MQ register, and the second par- 
tial remainder is now in the accumulator [Eq. (1-99)]. This process continues until the five 


Divisor register 


24 93 92 91 90 


Accumulator 


MQ register 
[o]1 Joli ti Tolfofofofofo] 
24 23 22 21 20 9-19-2 9-3 9-4 9-5 
FIG. 1-3 Registers for division (X = dividend = +10110; Y = divisor = +1111). 


Step Operation Accumulator and MQ register Partial remainder 


0 X<Y, proceed*|}0 10 1 1 0/10 000 0 
10110 0/10 0000 279 


rm = X = 010110 


1 Shift left 


























2 2nm>Y, —Y 0 0110i1/0 0001 r, = 001101 
71 
3 Shift left 0 11021 0//0 00 10 2r,; = 011010 
q1 
4 2n<Y, none 0 1101 0//0 0010 rg = 011010 
qi 2 
5 Shift left 1 1010 0//0 0100 2r2 = 110100 
qi 2 
6 2n>Y¥ —Y [0 101 0 1] 0010 1 rz = 010101 
1 2 93 
7 Shift left 101 0 1 0}//0 10 1 0 2r3 = 101010 
G1 92 493 
8 2n>Y—-Y 0010 1 1 |[o 1011 rg = 001011 
M1 92 493 494 


9 Shift left 


0 102121 01 07 1 0 2rg = 010110 


91 92 93 94 45 
. , « , : ‘ tos tae " a ‘ . 
I Y © X, this is the divide-stop condition. The computer gives a signal and usually stops unless 
programmed otherwise, 


MIG ld & ’ j regi ivini 
pg pat aye a rations of arithmetic registers during division (quotient @ 410110; remain. 


. 
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quotient digits 0.10110 are generated and stored in the MQ register. The final remainder, 
0.10110, which is 2~575, is stored in the accumulator. During step 10, the quotient sign is 


inserted. For clarity, all partial remainders are also listed separately. Note that there is no 
need to have a second subtraction when the partial remainder is positive, because there can 
he no digit greater than 1 in the quotient. Also note that only digit locations in the accumu- 
lator portion of the combined register are required to be capable of performing subtraction. 


Restoring Method. The restoring method may be regarded as a special case 
of the comparison method. If the method of comparison between the partial re- 
mainder and the divisor is a subtraction, it is the restoring method. This algo- 
rithm calls for a subtraction of the divisor to form the partial remainder. If the 
difference is positive, the quotient digit is 1 and the process continues with a one- 
digit left shift. If the difference is negative, the quotient digit is 0; the divisor 
is added to the remainder and restores the partial remainder. The algorithm 
remains the same as that in Table 1-22. 


Kxample 1-21 


X = dividend = +10110 (+22) 
Y = divisor = +11111 (+31) 
10110 = X 
1llll = Y 


no divide-stop condition 


(loll: =F =F 
lll = +¥ 


10110 = ro 
101100 = 2ro 
11111 = —Y 
01101 = 7 n=l 
11010 = 27 
__lllll= —-Y 
(—)1101l=2n—-Y q=0 
_ l= +¥ 
11010 = re 
110100 = 2ro 
lllll = —Y 
10101 = 73 ga =1 
101010 = 2r3 
__lillll= —Y 
01011 = r4 ga = 1 
10110 = 2r4 
11lll = —Y 


(—)1l0111 =2m4—-Y qs=0 
1llll = +Y 
10110 = rs 


Q = .10110 = '%6 = .6875 
n = 27575 = .10110 
X _22_ 
7 "i" .70967 
Nonrestoring Method, Yor ease in demonstrating the following derivation, 
looation of the binary point is as stated in (1-25) to (1-27), A different loca- 
lion, however, does not impair the generality of the method, 


40 Digital Computer Design Fundamentals 


In the nonrestoring method [1], the divisor is either added to or subtracted 
from the partial remainder, depending on the sign of the divisor and that of the 
partial remainder. If these two signs agree, a subtraction is performed and the 
quotient digit is 1. The subtraction may be replaced by the addition of the 2’s 
complement of the divisor. If the signs do not agree, an addition is performed 
and the quotient digit is 0. In either case, a new partial remainder is next formed 
by a proper shift, and the process continues until the remainder is zero or the 
desired number of quotient digits is obtained. To be precise, the initial remain- 
der ro is X, or 

ro = X (1-105) 
The first partial remainder ry is 
ry = 279 + (1 — 291) Y (1-106) 


where the first quotient qi being 1 or O depends on the sign of ro (but not 2rp) 
and Y. If these two signs agree, qi is 1; and (1-106) becomes 


ry = 2m — Y (1-107) 
If these two signs do not agree, q1 is 0; and (1-106) becomes 
m1 = 27+ Y (1-108) 
The next remainder ro is 
rg = 27 + (1 — 292) Y (1-109) 


where the second quotient digit gz being 1 or 0 depends, respectively, on the 
signs of ry (but not 271) and Y being alike or different, as discussed before. In 
general, the ith partial remainder is 


R= 2414+ (1 - 2qi) Y (1-110) 


where the quotient digit gj is 1 or 0 corresponding to the signs of r;_1 (but not 
2r;_1) and Y being the same or not. If we multiply both sides of (1-110) by 
2-*, we have 


oy = 2D + (24 — 2-H) Y (1-111) 


By repeated application of (1-111), we have for n quotient digits 


2%, = X 4 (> aie SS. 209, ¥ (1-112) 
i=1 i=1 


Making use of the relation (1-21), we have 





>d2+=1-—25 (1-113) 
i=l 
If (1-113) is substituted into (1-112), we have after rearrangement 
X 7 2-7, 
=s =(-14+27"+ > 2-t-y u 1-114 
( + 2-0 4 2 n)+ : (1-114) 
Hy comparing relations (1-94) and (1-114), we have the quotient and remainder 
of the division, : 
Q mm m1 + 2-9 + S$) Q-t-I0q, (1-115) 
. ry 
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Ry = 27", (1-116) 


The above quotient digits g; alone do not give the correct quotient; the true result 
of division requires an addition of —1 + 27" to the indicated quotient Q. 
Note that the subtraction of 1 can be replaced by the addition of 1, as the carry 
beyond the sign digit is discarded. 

‘An explanation for this correction can be offered. During the addition opera- 
lion, as shown in (1-108), the quotient digit should be —1 instead of 0. How- 
ever, the register digits are not capable of storing — 1, and 0 is used instead. 
This results in the need for the above correction. 

After the correction, the quotient Q is a fractional number. This required the 
dividend X to be smaller than the divisor Y; otherwise a divide-stop condition 
would have occurred as described previously. 

The above division process is summarized into an algorithm in Table 1-23. 


Table 1-23 Algorithm for Binary Division by Nonrestoring Method 


Remainders 5 A002) eens ito Rn = 27" 


Partial remainder................ Tr = 2m-1 + (1 — 2qn)Y 
qn = 1 if rn_y and Y are of same sign 
gn = O if rn_1 and Y are of different signs 


n 
Quotient gs fs RSE waren Q=(-14+2% 4+ >, qi2-@-) 
i=1 


Correction: 607. cane.) Hae i aietes, tad Add (—1 + 2”) 


Example 1-22 
(a) When both the dividend and divisor are positive, 


X = dividend = 0.1000 (%e) 
Y = divisor = 0.1010 (!%e) 











0.1000 = X 

0.1010 = Y ga=1 
1.0000 = 270 

1.0110 = — 

0.0110 = ry ge=1 
0.1100 = 2r; 

1.0110 = — 

0.0010 = re g=l 
0.0100 = 2re 

1.0110 = —Y 

1.1010 = 173 4 = 0 
1.0100 = 2r3 

0.1010 = + Y 

1.1110 =r4 


1.110 = pseudo quotient digits 
+ 1.0001 = correction 


Q= ~ 0.1101 = '%o = 0.8125 
Ry = 2°44 = LAO 
+ w= 0.8000 
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Note that subtractions are performed by addition of 2’s complements. The shifting of 7;’s 1 
bit to the left in obtaining 2r;’s does not follow the shifting algorithm for signed binar, tn 
bers in Table 1-9. The partial remainder bits are considered all number bits. The ican 
of 0.8125 is not quite accurate because of insufficient quotient digits. 4 


(6) When the divisor is negative, 


X = dividend = 0.1000 (+ %e) 
Y = divisor = 1.0110 (—!%e) 








0.1000 = X 
1.0110 = Y 
1.0000 = 279 
1.0110 = + Y ga =0 
0.0110 = ry 
0.1100 = 27 
1.0110 = +Y gz =0 
0.0010 = re 
0.0100 = 275 
1.0110 = + Y q3 = 0 
1.1010 = 73 
1.0100 = 273 
0.1010 = —Y ga=l1 
1.1110 = 14 
Q = 0.001 + 1.0001 = 1.0011 = —.1101 = —'%6 = —.8125 
Rq = 2-4rg = 1.11111110 
X 
y= — .8000 


(c) When the dividend is negative, 


X = dividend = 1.0111 (—%e) 
Y = divisor = 0.1101 (+'!%e) 





10111 = xX 
0.1101 = Y 
0.1110 = 279 
0.1101 = +Y a= 0 
1.1011 =r 
1.0110 = 27; 
0.1101 = +Y qz = 0 
0.0011 = re 
0.0110 = 275 
1.0011 = —Y g=1 
1.1001 = rg 
1.0010 = 2rs 
0.1101 = +Y ga=0 
L1lll = 1% 
Q = 0,010 + 1.0001 = 1.0101 = —0.1011 = —'%s = —.6875 
Rg m 2-474 = 1,11111111 
4 == 4 m= = 6928 
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(d) When both the dividend and divisor are negative, 


X = dividend = 1.0111 (—%e) 
Y = divisor = 1.0110 (—'%6) 


1.0111 
1.0110 
0.1110 
0.1010 
1.1000 
1.0000 
0.1010 
1.1010 
1.0100 
0.1010 
1.1110 
1.1100 
0.1010 = 
0.0110 = r4 


Q = 1.111 + 1.0001 = 0.1111 = '%6 = .9375 
Rg = 274r4 = 0.00000110 
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1-10 Binary Square Root 


The square-root algorithms developed here are limited to positive numbers. 


‘Iwo algorithms for the binary square root will be derived; these are similar to 


those for binary division. 
Comparison Method. The comparison algorithm for the square root is the 
ordinary paper-and-pencil method. Let the following symbols be used: 


X = radicand 

() = quotient of the square root 
Ro = initial remainder = xX 

R,, = nth remainder 


I'he square root is found from the known radicand X, the unknown quotient Q, 
and unknown remainder R,, which satisfy the relation 


R,=X-@ (1-117) 


‘his method calls for a comparison between the partial remainder and a root 
extractor which is a function of quotient digits. If the partial remainder is larger 
than the root extractor, a subtraction is performed and the quotient digit is 1. If 
it is smaller, no operation is performed and the quotient is 0. A new partial re- 
iiuinder is next found, The process continues until the remainder is zero or the 
desired number of quotient digits is obtained. To be precise, the initial remain- 


ler Ro ia X, or 
Ro = X (1-118) 


-_ 
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The first partial remainder Ry is obtained by subtracting the first root extractor 
qi(O + 91) from Ro, 


Ry = Ro — qi(O + 91) (1-119) 
For convenience, the radicand is assumed to be less than 1. Then we have 
qi = pi27} (1-120) 


where py is either 1 or 0. When Ro is larger than or equal to g12 i ] 
to 1 and we have from (1-119) ; 2 i ce 


Ry = Ro — qi? (1-121) 
If Ro is less than qi”, pi is equal to 0; and we have from (1-119) 
Ry = Ro (1-122) 


The second remainder is obtained by subtracting the second root extractor 


g2(2q1 + 42) from Rj, 
Rg = Ry - q2(2q1 + q2) (1-123) 


where gz is equal to po2~2. If the difference on the right-hand side of (1-123) 
is greater than or equal to zero, p2 equals 1. We then have (1-123) as shown. 
If not, we have 


Re = R, (1-124) 
In general, the nth partial remainder is 
n-l 
Rea Reg = mn(2 Sat in) (1-125) 
i=1 
and gi = pi2i (1-126) 


The value of p; is 1 or 0 according to whether the difference on the right side of 
(1-125) is positive (or zero) or not. In the case of the binary square root, the 
trial-and-error operation of p’s is easy, because p’s can have only two values. 
This is of course not the case for decimal numbers. By repeated application of 
(1-125) we have for n quotient digits 


n-1 
Ry = —a(2 Sat in) "++ —ge(2q1 + q2)—91(0 + q1) +X (1-127) 
i=1 


which after simplification reduces to 


n 2 
R,=X— (> a) (1-128) 


In comparison with (1-117) we have, with the use of (1-126), the quotient Q, 


Q=>d> a= >. pit (1-129) 
tal 


tol 


Since the radicand has been assumed a fractional number, the quotient of the 
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hinary square root is also a fractional number. The above process is summa- 
rized into the algorithm shown in Table 1-24. 


Table 1-24 Algorithm for Binary Square Root by Comparison or Restoring Method 


n—-1 
Remainder. ............- Rn = Rn-1 — qn(2 > gi + In) 
ta i=l 
qi = pi 
p=l if Rn is positive or zero 


pi = 0 if Ry is negative 


Q => a 
i=l 


Quotient.) ea ch oe sa vee 


Kxample 1-23 
X = radicand = .1011 


1011 = X=Ro 

—.01 => —qi n= a, and A= 1 
.O111 =k, 

—.0101 = —qe(2q1 + q2) qQ= .O1, and p= 1 
.001000 = Ro 

—.000000 | = —43(2q1 + 2¢2 + 43) q3 = 0, and p3 = O 


.00100000 = R3 
—.00011001 = —q4(2q1 + 2g2 + 293 + qa) 
00000111 = Ry 
Q=.1+4 .01 + .0001 = .1101 
R4 = .00000111 


ga = 0001, and pg = 1 


Restoring Method. Similar to the restoring method for binary division, the 
restoring method for the binary square root employs a subtraction as the method 
of comparison. The algorithm in Table 1-24 is applicable to this method. 

Nonrestoring Method. Similar to the nonrestoring method for binary divi- 
sion, the nonrestoring method for the binary square root employs a root extractor 
which is added to or subtracted from the partial remainder. The root extractor 
in the nonrestoring method is a function of quotient digits and constants. The 
lirst operation is always the subtraction of a constant. The subsequent opera- 
lion subtracts or adds the root extractor, depending on whether the remainders are 
positive or negative. This leads to a new partial remainder. The process continues 
until the remainder is zero or the desired number of quotient digits is obtained. 
‘lo be precise, the initial remainder Ro is equal to the radicand X (which is still 
assumed to be a fractional number), or 


Ro = X (1-130) 
The first partial remainder Ry is obtained by subtracting from Ro the first root 
extractor, which is the constant 2~2, or 
R, = Ro — 272 (1-131) 
The first quotient digit gy is 
gi = p27} (1-132) 
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The value of P1 is 1 or 0, depending on whether the remainder R, is positive 
(zero is regarded as positive) or negative. If the remainder R, is positive, the 
second partial remainder Ro is the same as (1-123). Here we use 2-1 for 1 (as 
p1 is 1) and 2~? for qa; and (1-123) becomes 


Ro = R, — 2-2(29 4 2-2) for positive Ry (1-133) 
If the remainder Rj is negative, the second partial remainder Ro is 
Ro = Ro — qz(2q1 + 42) for negative Ry (1-134) 


Note the difference in the two equations: (1-133) uses Ry, and (1-134) uses Ro. 
Here, q1 is 0, and gz is again 2~2; and (1-134) becomes 


Re = Ro — 2-2(0 + 2-2) (1-135) 
If Ro in (1-131) is substituted in (1-135), we have 
Re = Ry + 27-2(20 — 2-2) for negative Ry (1-136) 


In short, if Ry is positive, Ro is obtained from (1-133). If Ry is negative, Ro is 
obtained from (1-136). These two can be combined, 


Ro = Ry + (1 — 2py)2-1{0 + 2-4/2 — (1 — 2p4)2-2]} (1-137) 


The second term on the right side of (1-137) is the second root extractor. The 
second quotient digit q2 is 


Q= p22? (1-138) 


The value of pe is 1 or 0, depending on whether the remainder Ro is positive or 
negative. 


If the remainder Rg is positive, the third partial remainder R3 is 
R3 = Ro — 273(2q1 + 292 + 2-3) (1-139) 
Here q2 is 2~2, as p2 is 1; and (1-139) becomes 
R3 = Ro — 2-2 [gy + 2-2(29 4 2-2)] for positive Re (1-140) 
If the remainder Ro is negative, the third partial remainder R3 is 
Rz = Ry — 273(2q1 + 2q2 + 273) for negative Ro (1-141) 


Note that the difference between (1-139) and (1-141) lies in the first using Rg 
and the second using Ry. In (1-141) we substitute 0 for gz, and (1-141) becomes 


R3 = Ry — 273(2q1 + 273) (1-142) 
The remainder Ry in (1-142) is related, however, to Ro as follows, 
Rp = Ry - 2°2(2q1 + 2-2) (1-143) 


which is (1-123) with 22 for q2. If we substitute Ry from (1-143) into (1-142), 
we have : 


Ry = Ro + 2-2[g, + 272(20 — 2-%)] for negative Rp (1-144) 


In short, if Ry is positive, Ry is obtained from (1-140), If Re is negative, Ry is 
obtained from (1-144), These two ean be combined into one, 
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Rg = Ro + (1 — 2ps)2-*{q1 + 2-2[2° — (1 — 2pa)2-2]} (1-145) 

The second term on the right side of (1-145) is the third root extractor. The 
third quotient digit q3 is 

q3 = p32 3 (1-146) 


‘The value of p3 is 1 or 0, depending on whether the remainder R3 is positive or 
iegative. The process continues until the remainder is zero or the desired num- 
her of quotient digits is obtained. In general, if the nth partial remainder is 
positive, the (nm 4+ 1)st partial remainder Ry41 is 


n—1 
Rnai = Rn — apa + 2-7(29 + 2-2)| for positive Ry (1-147) 
t=1 


If the nth partial remainder is negative, the Rn41 is 
n—1 
Rngi = Ra + aap gi + 27-7(29 — 2)| for negative R, (1-148) 
t=1 
The (n + 1)st quotient digit gn41 is 


Qn4 = Pnyi2-"+ (1-149) 


The value of pn41 is 1 or 0, depending on whether Ry+1 is positive or negative. 
I'he algorithms of (1-147) and (1-148) can be combined into one expression, 


n—1 


Ranga = Rn + (1 — 2pn)2™ {Sia + 2-"[29 — (1 — 2p] (1-150) 


t=1 


Iquation (1-150) can be rewritten in the following form: 


Rn4yi2” = R,2" + (1 ri 2pn)| Do + 2-"[(2° — Pn) > (1 = 2pn) 2-2] | 
i=l 
(1-151) 


ln the rewritten equation, the quantity inside the braces is the shifted root extrac- 
jor and isthe summation of g;’s and a constant. The value of the quantity in- 
side the bracket is 0.01 when pp is 1 and 0.11 when py is 0. The quantity 1 — 2pn 
hecomes 1 or —1 when py is, respectively, 0 or 1 and thus shows whether the 
foot extractor should be added to or subtracted from the shifted partial remainder. 

Kquations (1-130), (1-131), (1-149), and either (1-150) or (1-151) provide the 
ionrestoring algorithm for the binary square root. By repeated application of 
(1-150) we have, for n quotient digits, after simplification 


n 2 
ban = 4 -(Si) ats 
i = 1 


In comparison with (1-117), we have 


0s Ss "= > pi2-' (1-153) 


jel jel 


The above process is summarized into an algorithm in Table 1-25, 
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Table 1-25 Algorithm for Binary Square Root by Nonrestoring Method 


First remainder........ Ry = X — 2-2 
Remainder........... If Rp is positive or zero, 
n-1 
Rast = Rn — 2°” > qi + 27029 + 2-2) 
i=1 
If Ry is negative, 
n-1 
Rngi = Ra + 2™ S gi + 2-"(2° — 2-2) 
n i=1 
Quotient... 0.2.0.2... Q= > qi 
i=1 
qi = pie" 
pi=1 if Ri41 is positive or zero 


p= 


if Rj41 is negative 


Example 1-24 


X = radicand = .1011 

1011 =X 
— ol = —2-2 

0111 =R, gm =24,p1=1 
—_.0101 = —27-2(20 4 2-2) 

.001000 = Rp» qz = 27, pp = 1 
—_.001101_ — = —2°-2[g; + 272(2° + 2-2)] 

1.11101100 = R3 q3 = 0, ps = 0 


+ .00011011 = +273[q1 + gz + 2-3(20 ams, 2-2)] 
0.00000111 = Ry ga = 2-4, pg = 1 


Q = .1+4 01 + .0001 = .1101 
Rg = 0.00000111 


The sequential operations of the three registers (those shown in Figs. 1-1 and 
1-3) when the square root operation of the above example is performed are shown 
in Fig. 1-5. Notice the formulation of the root extractor before a subtraction or 
an addition; this is the major difference from the division process. 


1-11 Round-off and Overflow 


We conclude this chapter by mentioning the round-off procedure and the over- 
flow problem. Both occur in a digital computer because of the limited digits in 
a machine word. 

Round-off Procedure. When two n-digit numbers are multiplied, the 
product yields more than n digits. Similarly, division or square root may produce 
a quotient having an infinite number of digits. If only n digits are needed after 
4 multiplication, division, or square root, the product or the quotient is rounded 
off, Round-off is a process for reducing the number of digits representing a num- 
ber, A satisfactory round-off procedure becomes necessary, therefore, to reduce 
the possible error which would result from indiscriminate dropping of digits. 
Thus, the round-off attempts to produce a satisfactory n-digit approximation for 





Mh 


Ww 


VIG, 


Operation 


Radicand positive, proceed 


Subtract Ey (Ey is the first root extractor) 


Form E2 


Shift left 


Subtract Eo 


Form E3 


Shift left 


Subtract E3 


Form E4 


a 


Shift left 


Add FE 


Form Es 


Contents in registers 


0100 

fo 101 1]f0 0 0 0| 

01 0 0 

[fo 0 11 1][0 0 0 0] 

10410 

q 

001 21 i140 001 
q1 

1010 

q1 

0141421 «07/0 0 1 =°0 

q1 nN 

101 0 

N11 

001 0 0;/0 0 1 0 
qq 

1101 


qi 42 

qi 492 
1101 
qi 42 


[fo 1 0 0 Of 1 00 0 [o 1 1 0 1 1 0 
qi 42 
[1 1 0 1] 10). iL 


N 42 


11041 14;/0 1:1 ~0 
qi 42 
11-01 


qa 92 493 


11041 #%d214y0 1 «21«~«0 
qi 92 493 
11041 


q1 92 493 


M1 92 493 
qi q2 43 
qi q2 93 
1101 
qa qz2 93 494 


00 0 1 1)}1 1°01 


qi 92 93 qa 


Partial remainder 


Ro = 0.1011 
R29 = 0.0111 
R121 = 0.1110 
R22! = 0.0100 


R22? = 0.1000 


R32? = 1.1011 
R323 = 1.0110 
R423 = 0.0011 


1.5 Sequential operations of arithmetic registers during square root operation (Radicand 
« LOLA, quotient a 1101; remainder e@ QOO0011), 


” 
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the product or the quotient. Statistically, this means that the average round-off 
error should be zero or unbiased; that the variance of the round-off error should 
be as small as practical, to prevent propagation or accumulation of round-off 
errors through a computation. When a round-off procedure is applied, accom- 
panying operations are called multiplication with round-off, division with round-off, 
and square root with round-off. 

Of various possible round-off procedures for binary numbers, two are of prac- 
tical interest. The first and most familiar one is to add 1 to the (n + 1)st digit 
and to perform the carries which this may induce. Only the first n digits are 
kept. The other procedure replaces the nth digit by 1, regardless of whether 
that digit was originally 1 or 0. Since the multiplier, multiplicand, dividend, 
divisor, and radicand are likely to be the results of similar round-offs, directly or 
indirectly, these two round-off procedures have been shown to produce results 
which are sufficiently unbiased. The variance of the first procedure is 0.29 and 
that of the second is 0.58 times the nth digit. Although the first procedure pro- 
duces a smaller variance, simplicity favors the second procedure (with no carries 
produced). 

The foregoing procedures are for positive numbers as well as negative num- 
bers in 2’s-complement representation. For negative numbers in 1’s-comple- 
ment representation, the first procedure is to subtract 1 from the (n + 1)st digit 
and then perform the borrow if subtraction induces a borrow bit. The second 
procedure replaces the nth digit by 0. 

Overflow. Both addition and subtraction may create new digits to the left of 
the original numbers, causing the number to exceed the number range of the 
computer. An overflow digit position is usually provided in the accumulator of 
the computer, such as the leftmost bit of the accumulator in Figs. 1-1 and 1-3. 
This is an extra digit, because there is no corresponding digit in the words stored 
in the memory and in the other registers of the computer. When an overflow 
occurs, the computer does not give correct results and usually halts, although in 


some cases the programmer may have anticipated the overflow and programmed — 


the machine to ignore it and continue. It is the programmer’s responsibility to 
anticipate such possible occurrences and to avoid stoppage by using the neces- 
sary technique in preparing the program of the computer. (Floating-point arith- 
metic capabilities eliminate many of the scaling difficulties and therefore circum- 
vent several of the problems of overflow described above.) 

As mentioned before, overflow may also occur in division. This is referred 
to as the divide-stop condition of the computer. Again, it is the responsibility 
of the programmer to prevent its occurrence. The programmer may find very 
difficult the estimating of all computer numbers and intermediate results, but if 
the divide-stop condition arises, the program may have to be modified and the 
computation carried out once again. 


Problems 
1, Write the 10's and 9’s complements of the following decimal numbers: 
(a) 13579 (6) 246.89 — (e) 09900 ~— (d)-: 90090 
2, Write the 2°» and 1's complements of the following binary numbers: 
(a) LOLOLOL (b) 101,011 (e) OLLLOOO (d) 0000001 
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3. Convert the following decimal numbers into binary numbers: 

(a) 153 (6) .46875 (c) .469 (d) 12.0625 

4. Convert the following binary numbers into decimal numbers: 

(a) 1010101 (6) .110101 (c) .000001 (d) 10.10001 

5. Convert the following octal numbers into decimal numbers: 

(a) 125g (6) 101g (c) 470g (d) 700g 

6. Given two negative binary numbers — 1001 and —0011: 

(a) Convert them into the three representations of negative numbers. 

(b) Shift the two numbers left and right two places for each of the three representations. 

7. Given two binary numbers in signed-magnitude representation, 0,1010 and 0,0010, 
perform the eight possible additions and the eight possible subtractions (as shown in Ex- 
ample 1-10). 

8. ae two binary numbers in signed-2’s-complement representation, 0,1010 and 
0),0010, perform the eight possible subtractions (as shown in Example 1-10): 


(a) By the direct-subtraction method 

(b) By the addition of the 2’s-complement method 

9, Given two binary numbers in signed-1’s-complement representation, 0,1010 and 
0,0010, perform the eight possible additions (as shown in Example 1-10): 

(a) By the direct-addition method 

(b) By the subtraction of the 1’s-complement method 

10. By treating the sign bit of binary number in 1’s-complement representation as a num- 
her bit, derive the algorithm in Table 1-15. (This can be derived in a manner similar to that 
lor the direct-addition method for binary number in a signed-2’s-complement representation.) 

11. Given the binary multiplicand (+ 110011) and multiplier (— 101010), perform the 
binary multiplication by the direct-multiplication method in the manner shown in Fig. 1-2. 

12. Given the following three pairs of binary multiplicand and multiplier: 

(a) +.1010 and —.0101 (6) —.1010 and +.0101 (ec) —.1010 and —.0101 
lerform binary multiplications: 

(a) By the Burks—Goldstine-von Neumann method (6) Robertson’s first method 

(c) Robertson’s second method (d) Booth’s method 

13. By repeated application of relation (1-101), derive the quotient (1-104) of a binary 
division by the comparison method. 

14, Given the following two pairs of dividend and divisor in binary numbers: 

(a) +.10010 (dividend) and + 11010 (divisor) (b) +100101 and —110101 
l'erform the divisions by using the comparison algorithm in the manner shown in Fig. 1-4 
wid by using the restoring method. 

15. By repeated application of relation (1-111) derive the quotient (1-115) of a binary 
division by the nonrestoring method. 

16, Given the following four pairs of dividend and divisor in binary numbers: 

(a) +.1001 (dividend) and +.1101 (divisor) (6) +.1001 and —.1101 

(c) —.1001 and +.1101 (d) —.1001 and —.1101 


l’erform the divisions by the nonrestoring method. 


17. Given the following binary radicands: 
(a) 100001 (b) .LOLOOL 
Lixtract binary square roots: 
(a) By the comparison method (b) By the nonrestoring method 
18. By using the algorithm of (1-147) and (1-148), derive the quotient (1-152) of the 


hinary aquare root by the nonrestoring method, 
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Digital Arithmetic—II 


This chapter deals with the digital arithmetic primarily of decimal numbers, 
The binary-coded decimal number system and the signed decimal number are 
live discussed. A description follows of methods for decimal addition, subtrac- 
lion, multiplication, and division. Later topics include floating-point arithmetic, 
fesidue number system, parity checking, and error-detecting and -correcting 
vodes. Wherever similarity between binary and decimal numbers exists, the ex- 
jiosition is brief. 


#1 Binary-coded Decimal Number Systems 


Necimal digits are usually coded in binary numbers and implemented physi- 
sully by binary-state devices. A binary-coded decimal (BCD) number system is 
(us one in which the decimal digits are represented by a binary code. 

Kactors in Choosing a BCD Number System. Since n binary devices 
lwve 2" states, the representation of 10 states of a decimal digit calls for at least 
} binary devices (24 > 10). Any 10 of the 16 states of 4 binary devices can be 
wlected to represent one binary-coded decimal number system. However, a 
joper choice can greatly simplify the construction of the computing and control 
rircuils of a digital computer. The following are factors to be considered: 


|, Method for addition and subtraction 
2. Need for complementing and counting 
‘4, Conversion from input decimal digit to binary-coded digit 


|, Implementation of error detection and error correction 


I'he influence of these factors will become apparent as we proceed. 

Vour-bit Codes. If 10 of the 16 states of 4 bits are taken to form a binary-coded 
lecimal digit, there are 16!/6!, or about 2.9 x 101°, possible codes. However, 
jo! all these are different; interchanges of bit positions or of 0’s and 1’s reduce 
the total number by a factor of 384, or about 7.6 % 107 codes. The number of 
jmaible choices of a 4-bit code is still enormous. 

A number of commonly used 4-bit codes are listed in Table 2-1, together with 
the 16 binary numbers, The 842-1 code is chosen from the first 10 binary 
Humberss the 242-1 code from the first 5 and the last 5; the 8-4-2-T code from 
the first, the last, and the middle 8; the excess.3 code from the middle 10, 











a 
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Table 2-1 Several 4-bit Binary Codes for Decimal Digits 























Binary number - 2-4-2-1 §-2-1-1 8-4-2-1 Excess-3 
0000 0000 = 0 0000 = 0 0000 = 0 0000 = 0 
000, 0001 = 1 0001 = 1 0001 = 1 
0010 0010 = 2 0010 = 2 
0011 0011 = 3 0011 = 3 0011 = 2 0011 =0 
0100 0100 = 4 0100 = 4 0100 = 4 0100 = 1 
0101 0101 =5 0101 = 3 0101 = 3 0101 = 2 
0110 0110 = 6 0110 = 2 0110 = 3 
0111 Olll =7 0lll=4 Olll=1 0111 =4 
1000 1000 = 1000 = 5 1000 = 8 1000 = 5 
1001 1001 = 9 1001 = 6 1001 = 7 1001 = 6 
1010 1010 = 6 1010 = 
1011 111=5 1011 =7 1011=5 1011=8 
1100 1100 = 6 1100 = 9 
1101 1101 =7 1101=8 
1110 1110 = 8 
1111 1111=9 1111 =9 1lll=9 

a ee ee P= 


The first four codes in Table 2-1 are called weighted codes, while the last one 
is an unweighted code. The weighted code can be described as follows: Let a 
decimal number N with n digits be represented as 


n-1 
N= 2; d;10# (2-1) 
i=0 
where dj is the ith decimal digit. For the 8-4-2-1 weighted code, d; can be ex- 
pressed in the following form, 


d; = 8w + 4x + 2y +z (2-2) 


where w, x, y, and z represent a code number. The 10 code numbers are those 
in the second column of Table 2-1. Similar expressions can be written for the 
other weighted codes. Thus, in a weighted code, a value is assigned to each of 
the 4 bits so that the sum of the values for a given code number is equal to the 
value of the decimal digit represented by the given code number. For the 
8-4-2-1 code, the 10 code numbers are the same as the first 10 binary numbers. 

The weight of the code can be either positive or negative. If one or more of 
the weights is negative, as in the 8-4-2-I code, the code is called negatively 
weighted. From the enormous number of possible choices of a 4-bit code, it has 
been found that there are 87 weighted code groups, of which 17 code groups are 
positively weighted. The positively weighted code groups are listed in Table 2-2. 
The four weights in the table are arranged in descending order, the leftmost 
weight being the largest. For a given set of four weights, there may be more 
than one way of coding the decimal digit. For example, in the 4-2-2-1 weight 
system, there are 64 possible ways of coding the decimal digits. As also shown 
in Table 2-2, there are 373 possible ways for coding the 17 positively weighted 
code groups, y 

The 2-42-1 code of Table 2-1, which was chosen for the Harvard Mark IIL 
Caleulator, has an interesting property: If the 1's and 0's of a code number are 
self-complemented, the resulting code number is the 9's complement of the deci- 
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mal digit which the original code number represents. For example, the code 
iumber 0011 represents 3. Complementing each of these 1’s and 0’s results in 
the code number 1100, which represents 6, or the 9’s complement of 3. Such 
4 property is called self-complementing. In Table 2-1, the 8-4-2-1 code is nota 
solf-complementing code, but the negatively weighted code 8-4-2-1 and the un- 
weighted excess-3 code are self-complementing. A weighted code which is self- 
vomplementing has weights whose sum is 9. Of the 17 positively weighted code 
groups of Table 2-2, only the first 4 code groups can produce self-complementing 


eodes. 
Table 2-2 Positively Weighted Code Groups 


Possible ways of coding 


Code group decimal digits 
3-3-2-1 36 
4-2-2-1 36 
4-3-1-1 18 
5-2-1-1 64 
4-3-2-1 32 
4-4-2-1 16 
5-2-2-1 32 
5-3-1-1 32 
5-3-2-1 16 
5-4-2-1 8 
6-2-2-1 16 
6-3-1-1 8 
6-3-2-1 8 
6-4-2-1 4 
7-3-2-1 2 
7-4-2-1 2 
8-4-2-1 1 


‘The unweighted excess-3 code of Table 2-1, which was chosen for the Univac 
Computer, is an unweighted code. However, this may be called a biased weighted 
sudo, because the decimal digit d can be represented by the relation 


d= 8w+ 4% + 2yv+2z-—3 (2-3) 


I've name excess-3 is derived from the —3 in the above expression. This code is 
welLcomplementing and was first proposed by Stibitz. It is interesting to note that 
if the U's and 0’s in the 2 and I positions in the 8-4-2-I code are self-comple- 
jonted, the resulting code is the excess-3 code. 

More-than-4-bit-Codes. Although 4 bits are adequate to code a decimal 
(limit, codes with more than 4 bits have been used for the purpose of simplifying 
the computing circuits or providing convenient ways of automatic checking. Sev- 
eyal move-than-4-bit codes that have been used are listed in Table 2-3. The first 
far codes are positively weighted, while the last code is unweighted. 

‘The 8-6-4-2-1 code was used in the early Harvard Mark I Calculator. In the 
4.4.4.2.1.0 code, the leftmost bit determines the decimal digit’s being less than 
Sov not; and the existence of a 1 in the other 5 bits determines the value’s 
being 0 to 4, Similarly the 5-1-L-1-1 code makes use of the leftmost bit to deter- 
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mine the decimal digit’s being less than 5 or not and the number and position 
of 1’s in other 4 bits to determine the value’s being 0 to 4. The 5-1-1-1-1 code 
is self-complementing. The 5-0-4-3-2-1-0 code is also called a biquinary code. 
It was used in the Bell Relay Computer and in the IBM 650 Computer. In this 
code each coded digit has only two 1’s; the position of the 1 in the leftmost 2 bits 
determines the decimal digit’s being less than 5 or not, and the position of a 
single 1 in the other 5 bits determines the value’s being 0 to 4. A similar situa- 
tion exists in the 2-out-of-5 code. These properties are convenient for providing 
reliable self-checking circuits. However, the advantages of the more-than-4-bit 
code should be weighed against the increase in computer cost. 


Table 2-3 Several More-than-4-bit Codes for Decimal Digits 

















pe ae 8-6-4-2-1 5-4-3-2-1-0 5-1-1-1-1 5-0-4-3-2-1-0 2-out-of 5 
0 00000 00000 | 00000 0100001 00011 
| 00001 000010 00001 0100010 00101 
2 00010 000100 00011 0100100 00110 
3 00011 001000 00111 0101000 01001 
4 00100 010000 oll 0110000 01010 
5 00101 100000 10000 1000001 01100 
6 01000 100010 11000 1000010 10001 
7 01001 100100 11100 1000100 10010 
8 10000 101000 11110 1001000 10100 
9 10001 110000 1111 1010000 11000 





2-2. Signed Decimal Numbers 


Three Representations of Signed Decimal Numbers. When a decimal 
number is denoted by a sign digit, it is called a signed decimal number. The 
sign digit is often a binary digit located at the most significant digit, and the values 
of 0 and 1 represent, respectively, the positive and negative signs. The other 
decimal digits are referred to as number digits. There are three ways of repre- 
senting the number digits, depending on how the negative decimal number is 
represented: 


1. Signed-magnitude representation 
2. Signed-10’s-complement representation 
3. Signed-9’s-complement representation 


For all three representations, the number digits for a positive decimal number 
represent the magnitude, or absolute value, of the number. It is in regard to 
negative numbers that the representations differ. In the signed-magnitude rep- 
resentation of a negative number, the number digits still represent the magni- 
tude, but in the other two representations the number digits represent the 10’s 
complement or the 9’s complement of the magnitude. These representations are 
thus similar to the three representations of a signed binary number. 

Similar to the signed-2’s-complement representation of a binary number, the 
signed: LO'scomplement representation of a decimal number gives the actual 
value of the decimal number if the value of the sign digit is regarded as negative, 
or example, the decimal number 1,523 (or 477) is in signed: LO's-comple: 









Digital Arithmetic—H 57 


iment representation, and the value of the sign digit is regarded as — 1,000 in- 
stead of +1,000 as below: 


1,523 = —1« 103 +5 x 102 +2 x 10! 4+ 3 x 10° 
= —1,000 + 523 
= —477 


I'he value of the sign digit being regarded as negative does not affect the posi- 
live decimal number; for when the sign digit is positive, its value is zero. 

Location of the Decimal Point. For reasons similar to those cited for binary 
jumbers, it is often convenient to consider the sign digit to be an integer and the 
jumber digits to be fractional. Consequently, the decimal point serves to sepa- 
fale not only the integer and fractional parts of the decimal number but also the 
sign digit and the number digits. However, the main reason for this location of 
ihe decimal point (i.e., fractional numbers) is for its advantages in multiplica- 
jion and division overflow processes, described in Chap. 1. - 

Shifting and Comparison Algorithms. Let the sign digit be located at 
the most significant digit of the decimal number. The shifting algorithm of the 
signed decimal number is similar to that of the signed binary number described 
in Chap. 1. Briefly, when a signed number is shifted, the sign digit should not 
hw shifted. When a positive number is shifted, all added digits are 0’s. When 
4 negative number in signed-magnitude representation is shifted, all added digits 
ave O's. When a negative number in signed-10’s-complement representation 1s 
shifted to the left, O’s are added; if it is shifted to the right, Q’s areadded. When 
4 hegative number in signed-9’s-complement representation is shifted, all added 
digits are 9’s. The above shifting algorithm is the same as that shown in Table 
1.0, except that 2’s are replaced by 10’s and l’s by 9’s. 

‘The comparison algorithm for the signed decimal number is the same as that 
for the signed binary number as shown in Table 1-10. 


t) 


2.8 Decimal Addition and Subtraction 


Methods for decimal addition and subtraction may be classified according to 
ihe manner of representing the negalive number. The similarity of these methods 
\ thosg for binary addition and subtraction obviates the need for anything more 


(han a summary. ; 
Methods for Decimal Addition and Subtraction. For the case of a num- 
hen represented by its sign and magnitude, two methods for addition and sub- 


traction are: 


|, Direct addition 
2. Direct subtraction 


ie a : 1 . 
The algorithm in Table 1-11 is directly applicable, except that the 2’s comple- 
jient is replaced by the 10’s complement. . 
lor the case where the negative number is represented in 10’s complement, 
four methods for addition and subtraction are: 


1, Direet addition 
) Direct subtraction 


co 
4, Addition by subtraction of the 10's complement 
4, Subtraction by addition of the 10's complement 
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The algorithm in Table 1-13 is applicable by changing the 2’s complement 
into the 10’s complement. 


For the case where the negative number is represented in 9’s complement, 
four methods are: 


1. Direct addition 

2. Direct subtraction 

3. Addition by subtraction of the 9’s complement 
4, Subtraction by addition of the 9’s complement 


This last case requires addition of the end-around carry or subtraction of the 
end-around borrow. The algorithm in Table 1-15 applies except that the 1’s com- 
plement is replaced by the 9’s complement. 

In an addition or a subtraction using any of the above methods the need of 


complementation is unavoidable if the result has to be in the signed-magnitude — 


representation. 

Although decimal addition and subtraction methods are similar to those for 
binary numbers, addition and subtraction of a single decimal digit differ when 
decimal digits are represented by binary-coded decimal numbers. Let us illus- 
trate this by adding two decimal numbers 759 and 683 expressed in the 8-4-2-1 


code: 


Decimal Hundreds Tens Units 
1 
795 on \ 1001 0101 
carry 
+683 +0110 hive: 1000 +0011 
1,478 1110 1,0001 1000 
+0110 +0110 
1,0100(4) 0111(7) 1000(8) 


t 


carry for thousands position 


In the above, the digit sum 1000 in the units position is correct, but the digit 


sum 0001 in the tens position is incorrect. The digit sum 1110 in the hundreds 
position is not only incorrect, but the carry is missing. However, if the binary 
number 0110 is added to both tens and hundreds positions, all the digit sums 
now become correct and the carry for the thousands position also appears. 
Therefore, for a chosen code of decimal-digit representation, a correction algo- 
rithm should be developed. The following subsections develop the algorithm for 
the 8-4-2-1 code, excess-3 code, and 2-4-2-1 code. 

Algorithms for Decimal Digits in 8-4-2-1 and Excess-3 Codes. Con- 
sider the case where two decimal digits and a possible carry in the 8-4-2-1 code 
are added. There are 20 possible correct digit sums of 0 to 19. These correct 
digit sums, denoted by Z, are shown in the second column of Table 2-4. The 
digit sums before correction, denoted by Z", appear in the left column of Table 
24, (These are the digit sums from binary addition of coded digits such as the 
previous numbers L110, 1,0001, and 1000.) Since the corresponding numbers 
in each row of the table should be the same, the problem is to find a simple set 
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Table 2-4 Uncorrected and Correct Digit Sums 
of Two Decimal Digits in 8-4-2-1 Code 


Uncorrected digit sum Z* Correct digit sum Z 


0000 0000 = 0 
0001 0001 = 1 
0010 0010 = 2 
0011 0011 = 3 
0100 0100 = 4 
0101 0101 =5 
0110 0110 = 6 
olll Olll=7 
1000 1000 = 8 
1001 1001 = 9 
1010 1,0000 = 10 
1011 1,0001 = 11 
1100 1,0010 = 12 
1101 1,0011 = 13 
1110 1,0100 = 14 
1111 1,0101 = 15 
1,0000 1,0110 = 16 
1,0001 1,0111 = 17 
1,0010 1,1000 = 18 
1,0011 1,1001 = 19 


al rules by which the uncorrected digit sum Z* can be corrected. In examining 
{lie contents of the table, it is apparent that for Z* equal to or less than 1001 the 
sorrect digit sum Z is the same as Z*; no correction is needed. For Z* greater 
than 1001 but equal to or less than 1,0011, the addition of 0110 to Z* makes 
the digit sum correct and the carry appears. 

If one decimal digit in the 8-4-2-1 code and a possible borrow are subtracted 
{yom another also in the same code, there are 20 possible correct digit differ- 
ences of 9 to —10. The uncorrected and the correct digit differences, denoted 
hy Z* and Z are shown in Table 2-5. In this table, when the number has a bor- 
sow 1, it is in 10’s complement. An examination of the table reveals that no 
purrection is needed when Z* is equal to or greater than 0000. When Z* is less 
than OOOO, the subtraction of 0110 from Z* makes the digit difference correct 
wud the borrow available. The addition and subtraction algorithms for two deci- 
jul digits in the 8-4-2-1 code are shown in Table 2-6. 

With a similar approach, the addition and subtraction algorithms for two 
(lecimal digits in the excess-3 code can be developed and appear in Table 2-7. 

The algorithms for both the 8-4-2-1 and excess-3 codes are rather simple. The 
pxcoane3 coded decimal digit has the added advantage that it is self-complementing. 

(lgorithm for Decimal Digits in 2-4-2-1 Code. A general approach in 
(eveloping the addition (or subtraction) algorithm is to form an addition (or sub- 
fyuction) matrix table consisting of LO rows and 10 columns. Assign one coded 
decimal digit to one row and one column so that the 100 positions in the matrix 
jopresent all possible additions (or subtractions) of two coded decimal digits. By 
examining the matrix table, the algorithm may be established. When a reason- 
ably simple algorithm cannot be established, either a different code must be 
ehowen ov the matrix table has to be implemented, The latter course is usually 
jwipractical because of the large number of components involved, 
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Table 2-5 Uncorrected and Correct Digit Differences 
of Two Decimal Digits in 8-4-2-1 Code 


Uncorrected digit difference Z* Correct digit difference Z 


1001 1001 = 9 
1000 1000 = 8 
0111 Olll=7 
0110 0110 = 6 
0101 0101 =5 
0100 0100 = 4 
0011 0011 = 3 
0010 0010 = 2 
0001 0001 = 1 
0000 0000 = 0 
Tl111 1,1001 = —1 
T,1110 1,1000 = —2 
T,1101 10111 = ~—3 
T,1100 1.0110 = —4. 
T,1011 I,0101 = —5 
1,1010 1,0100 = —6 
1,1001 1,0011 = —7 
1,1000 T,0010 = —8 
T0111 T,0001 = —9 
T,0110 T,0000 = —10 


This general approach is illustrated by developing the addition algorithm for 
the decimal digit in the 2-4.2-1 code. The matrix table is shown in Table 2-8. 
Each decimal number in the table represents, one at a time, two binary-coded 
numbers, the correct digit sum Z or the uncorrected digit sum Z*. By examin- 
ing every two corresponding binary-coded numbers, the table can be divided into 
six areas A to F, because the nature of the 2-4-2-1 code shows that the coded 
decimal digits 0 to 4 are the same as those in the 8-4-2-] code; digits 5 to 9 are 
the same as those in excess-6 code. By applying this property it is apparent 


Table 2-6 Addition and Subtraction Algorithms for Two Decimal Digits 
in 8-4-2-1 Code 


Operation Algorithm 


Aiton eps ois ad hate Balad uh Gent No correction when Z* < 1001 
Z=2Z* + 0110 when Z* > 1001 


Subtraction... 2... No correction when Z* > 0000 
Z= Z* — 0110 when Z* < 0000 


Table 2-7 Addition and Subtraction Algorithms for Two Decimal Digits 
in Excess-3 Code 


Operation Algorithm 
Addition.................... F No carry correction is needed 
23342" — 001] when LL1L > Z* > O110 
Z=Z* + 0011 when 1,1000 > Z* > 1,0000 
Subtraction, , Sit lie shavsl bins No borrow correction is needed 
Le Z* + OO11 when LOOL > Z* & OOOO 
Ze %*—0O1L when LIL > 2° > Lonny 
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luble 2-8 Addition Matrix Table for Decimal Digit in 2-4-2-1 Code 


























area C 
area A 
weak 
area F 
aren B 
area D 
Wible 2-9 Addition Algorithm for Two Decimal Digits in 2-4-2-1 Code 
: Condition Correction Remark 
OLOL < Z* < 1000 Z= Z* + 0110 Z* equal to 1001 or 1010 does not occur 
Lolo < ne 1,1010 Z= Z* — 0110 Z* equal to 1,0101 does not occur 
(hut, in areas A to D, the digit sums and the carries are both ae es hee 
/, an addition of 0110 to Z* is required. In area F, a subtraction of 0 rom 


Tes ; F eet ae Ar 

‘is required. The addition algorithm for two decimal digits in t 
* need in Table 2-9. Note that Z* equal to 1001 or 1010 does not occur 
i) area & and that Z* equal to 1,0101 does not occur in area F. These xia 
are’ conditions are helpful in simplifying the circuits for the 2-4-2-1 coded deci- 


ial adder. 


¥4~ Decimal Multiplication 

As in binary multiplication, methods for decimal multiplication may hee 
fil according to the manner in which the negative number is ae ; 0 
(Wubers in signed-magnitude representation, methods to be described are: 


|, Repeated-addition method F 
2. Binary-multiplication (of decimal number) metho 
4, Nine-multiples-of-multiplicand method 

4, Doubling-and-halving method 


5, Right-and-left-hand-components method 


} i ‘the vi o-2 sum of the 
In any of these methods, the sign of the produet is the modul 
ein digits of the two numbers, 


— 
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Binary-multiplication methods for numbers in signed-2’s-complement repre- 
sentation—such as Robertson’s method—can be extended for decimal multipli- 
cation with numbers in signed- 10’s-complement representation. Because of the 
necessary correction, however, and implementation of the shifting algorithm for 
signed decimal numbers, it is more practical to use decimal-multiplication methods 
for numbers in signed-magnitude representation. The number in signed-9’s-com- 
plement representation converts with relative ease from the 9’s complement to 
its magnitude. Consequently, decimal multiplication for numbers in signed-mag- 
nitude representation is more practical. The decimal-multiplication methods to 
be described are the above five methods for numbers in signed-magnitude 
representation. 

Repeated-addition Method. Quite similar to paper-and-pencil multiplica- 
tion, this method for decimal multiplication requires repeated additions of the 
multiplicand and shifting of the partial product after multiplication by each mul- 
tiplier digit. The multiplying process follows the same sequence of operations 
shown in Fig. 1-2, except that the required number of additions of the multipli- 
cand should be equal to the value of the multiplier digit which is multiplying. 
Multiplication of two n-digit numbers requires a maximum of 9 addition times 
per digit of multiplier, or an average of 44 addition times per digit of multiplier. 

Binary Multiplication of Decimal Numbers [4]. This method offers an 
interesting variation of the repeated-addition method and applies to decimal digits 
in the 8-4-2-1 code. By this method, the multiplier is converted into a binary 
form. Consider, for example, a decimal multiplier 975 and decimal numbers 
in the 8-4-2-1 code. The decimal multiplier can be expressed in the following 
form: 


975 = (1 X 23+ 0 X 22 4+0 x 214 1 x 2°) x 10? 
+ (0 x 2341 x 2241x2141 x 2°) x 101 
+(0 x 2341 x 224+0x 2141 x 2°) x 100 
= (100)i0 X 23 + (011)10 & 2? + (010)10 x 21 + (11])10 x 2° 


The numbers in parentheses are four decimal numbers which are located at the 
four binary positions of the coded decimal digit. The 1 or O in these four deci- 
mal numbers is the digit value of each coded decimal digit. The operations 
initiated by the multiplier digits are performed according to the following 
sequence: For the decimal number in the binary position 29, each 1 or O in the 
corresponding decimal number causes the multiplicand to be, respectively, added 
or not added, followed by shifting the partial product one decimal digit. After 
completion of additions and shifts for the decimal number at this binary posi- 
tion, the multiplicand is shifted one binary digit. Then begins the additions 
and shifts for the decimal number in the 21 binary position. The process con- 
tinues until the decimal numbers at all binary positions are exhausted. 

In this method, the additions and shifts resemble those for binary multiplica- 
tion of binary numbers, because the multiplier bit determines whether the mul- 
liplicand is to be added or not added to the partial product. Points of dissimi- 
larity are the additions performed in decimal adders and the partial-product shift 
in decimal and in binary digits. 

Nine-multiples-of-multiplicand Method [4]. The repeated-addition 
method involves two operations: multiplication of the multiplicand by one multi- 


e 
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plier digit, and shifting of the partial product. If the nine multiples of the mul- 
liplicand are made available simultaneously, each multiplier digit merely selects 
which multiple is added. By using this method, it is possible to reduce the mul- 
\iplication time to one addition time per digit. 

‘The generation of nine multiples takes time and is usually impractical. How- 
ever, multiplication time can still be reduced by using one or more multiples. 
I{ both first and second multiples are available, the multiplication time will not 
exceed five addition times per digit. If both first and third multiples are avail- 
able, the multiplication time will be no more than four addition times per digit. 
Given first, second, and fourth multiples, multiplication will not require more 
(hun three addition times per digit. As indicated by the word available, the fore- 
going multiplication time has not included the time for generating the required 
multiples. 

Doisiadnaaneling Method [4]. The doubling-and-halving method uti- 


lives the following identities, 


Y 





X°Y=2X— if Y is even 
: (2-4) 
XeY¥=s2xt>tyx if Y is odd 
where X and Y are two decimal numbers to be multiplied. The multiplication 


is performed by repeatedly applying these two identities, illustrated by the follow- 
ji multiplication of 36 by 69: 


36 X 69 = 72 «& 344 36 
= 144 x 17 + 36 
= 288 x 8 + 36 4+ 144 
= 576 X¥ 44+ 364 144 
= 1,152 x 2+ 364 144 
= 2,304 + 36 + 144 
= 2,484 


‘The above multiplying process can be rearranged in the following manner: 


Multipliers Multiplicands Partial products 


69 36 36 
34. 72 
17 144. 144, 
8 288 
4 576 
2 1,152 
l 2,304 2,304 
0 4,608 


2,484. product 


As shown, the product is the sum of those multiplicands whose corresponding 
Wullipliers are odd numbers. The O is taken as an even number. By this 
Wethod, the multiplication requires three operations: doubling, halving, and add- 
jie. [fa decimal number is in a binary code, then the doubling or halving of 
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the number can shift each decimal digit of the number one binary digit to the 
left or right. 


The above multiplication can also be rewritten in the following manner: 


36 X 69 = 36 X (1 X 2840 x 2540x 2440x2341 x 22 
+0 xX 2141 x 2°) 
= 36 X 26 + 36 x 22 + 36 x 20 
= 2,304 4+ 144 + 36 
= 2,484. 


In this case, the multiplier is converted into a binary number and the multipli- 
cation carried out with decimal additions and binary shifts. Since an n-digit 
decimal number is equivalent to n/log 2 binary digits, the multiplication time by 
using this method is n/log 2, or about 3.3n addition times. 

Right-and-left-hand-components Method [4]. When two decimal digits 
are multiplied, the product consists of two decimal digits. For example, 4 x 2 
and 6 X 2 give the products 08 and 12, respectively. The decimal digits 0 and 
1 are called the left-hand components, and digits 8 and 2 are the right-hand com- 
ponents. The multiplication of any two decimal digits produces 100 pairs of 
right-hand and left-hand components. These components are shown in Table 
2-10, where X and Y are, respectively, the multiplicand and the multiplier. The 
multiplication by this method is exemplified below: 


32345 = X(multiplicand) 
68 = Y(multiplier) 

46420 right-hand component 
21234. left-hand component 
258760 first partial product 
82840 right-hand component 

11123 left-hand component 
2199460 product 


The generation of these components is achieved by implementing Table 2-10. 


Multiplication by this method can be completed in n addition times if the right- — 


hand component, the left-hand component, and the partial product are simultane- 


ously added. 


Table 2-10 Left-hand and Right-hand Components 

















Left-hand component Right-hand component 
¥ 5 

0123456789=X=0123456789 
0 0000000000 | 0000000000 
1 0000000000 0123456789 
2 0000011111 0246802468 
3 0000111222 0369258147 
4 0001122233 0482604826 
5 0011223344 0505050505 
6 0011233445 0628406284 
7 0012234456 0741852963 
8 00123844567 OBO64208642 
9 0012845678 0987654821 
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2-5 Decimal Division 
For the number in signed-magnitude representation, methods for decimal divi- 
sion to be described are: 


|. Restoring method 

2. Nonrestoring method 

3. Nine-multiples-of-divisor method 
|. Halving-the-divisor method 

5. Gilman’s method 


In any of these the sign of the quotient is the modulo-2 sum of the sign digits 
of the two numbers. eA A anc 

Restoring Method. The restoring method for decimal division is similar to 
that for binary division. Let X, Y, Q, and Ry, be, respectively, the dividend, the 
divisor, the quotient, and the nth remainder. The division process is to find the 
(uotient Q and the remainder R,, which satisfy the following relation: 


R, = X — YQ (2-5) 
Assuming a dividend smaller than the divisor, or 
X<Y (2-6) 
then the quotient Q becomes 
Q = ql0™! + q2l02 + + + + + qn10™ (2-7) 
where gj is the ith digit of the quotient and can have 1 of the 10 possible values 
0, 1,2, ... ,9. By substituting (2-7) into (2-5), we have 
Ry = X — Y(q110-! + q2l0-2 + + +» + qnl 0) (2-8) 
Let R,, the shifted nth remainder, be defined as 
R, = 10°", (2-9) 
‘he initial remainder (n = 0) is the first term on the right-hand side of (2-8), or 
Ro =o = xX (2-10) 
he first remainder (n = 1) is the first two terms on the right-hand side of (2-8), 
Ry = X — qil0-1Y = Ro — il 0-1Y (2-11) 
or n= 10X — gay = 10ro = qiY (2-12) 
I'he second remainder (n = 2) is the first three terms on the right-hand side of 
(2-08), 
Ro = X — glo-1y _ q2l0-2 Y =Rky- q2l0-?Y (2-13) 
ro = 10(10X — gi Y) — q2¥ = 10n — q2Y (2-14) 
I{ this continues, the nth remainder is 
Ry = 107"r_ = 10-1 — Gn¥ (2-15) 


The preceding recursive relation (2°15) is the algorithm for the restoring-division 
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method. The quotient digit qj is the largest value of the 10 possible values that 
make the corresponding remainder still positive. When the remainder becomes 
negative, it is restored positive by adding the divisor. The use of this restoring 
algorithm is exemplified by letting the dividend X be 0.2484 and the divisor Y 
be 0.69. This division becomes 


ro = X = 0.2484 
1OX = 2.484. 


Subtract Y — 0.690 
1.794. ga=l1 

Subtract Y — 0.690 
1.104. ga = 2 

Subtract Y — 0.690 
0.414. ga =3 

Subtract Y — 0.690 
9.724. ga =4 

Restore or add Y + 0.690 
y= 0.414. a= 3 

107, = 4.140 

Subtract Y — 0.690 
3.450 qz=1 


0.690 q2=5 
Subtract Y — 0.690 
0 q2 — 6 
Q = q11071 + 210-2 = 0.36 


Nonrestoring Method. The nonrestoring-division method to be shown here 
applies to decimal numbers in signed-magnitude representation. We begin from 
oe (2-5) and assumption (2-6). The initial remainder ro is the dividend 

, Or 


m™ =X (2-16) 


The first remainder ry is obtained by shifting ro to the left one decimal digit and 
then subtracting the divisor m times (m may have a value of 1 to 10) from the 
shifted ro until the difference first becomes negative or until m equals 9, 


7, = 10r9 — mY 


If ry is the first negative difference, the quotient digit qi is equal to m — 1 and 
the remainder is not restored; if m is 9 and r is still positive, g1 is equal to 9 
and restoring is not needed. In either case, the first remainder ry is 


m1 = 10% — qiY— Y (2-17) 


The ry is then shifted to the left one decimal digit. If the shifted first re- 
mainder was negative, the second remainder ro is obtained by adding the divisor 
m times to the shifted ry until the sum first becomes positive or until m has the 
value of 9, 


y= LO(L0r anf Y) - 10Y + mY 
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and the second quotient digit gz is equal to 10 — m. The second remainder is 
rz = 10(107% — 91 Y) — qe2Y = 10ry + (10 — qo) VY (2-18) 


Therefore, if the first remainder was negative, it has actually been restored. 

I{ the shifted first remainder was positive, the second remainder is obtained by 
subtracting the divisor m times from the shifted r; until the difference first be- 
omnes negative or until m has the value of 9, 


rg = 10(107 — qiY) — 10Y — mY 
and the second quotient digit gz is equal to m. The second remainder is 


re = 10ry — qoY (2-19) 


I) 4 comparison of (2-18) and (2-19), the former shows the quantity (10 — q2) Y 
wlded to 10ry, whereas in the latter g2Y is subtracted from 10ry. Note that 
10 — qe is the 10’s complement of qo. 

‘This process continues until the remainder is zero or until the desired number 
af quotient digits is obtained. The following example illustrates application of 
(he nonrestoring-division method for decimal numbers in signed-magnitude rep- 
fesentation. Let dividend X and divisor Y be 0.2484. and 0.69, respectively. 


The division process follows: 


ro = X = 0.2484 
10ro = 2.484. 


Subtract Y — 0.690 
1.794. m=1 
Subtract Y — 0.69 
1.104 m=2 
Subtract Y — 0.690 
0.414 m=3 
Subtract Y — 0.690 
ry = 9.724 m=4, g=m—1l=3 
10r, = 7.240 
Add Y + 0.690 
7.930 m=1 
Add Y + 0.690 
8.620 m= 2 
Add Y + 0.690 
9.310 m=3 
Add Y + 0.690 
re = 0.0000 m=4, qz=10—m=6 


QV= qil0-4 + q210-2 = 0.36 


Nine-multiples-of-divisor Method. The previously developed restoring 
iiethod is essentially a repeated-subtraction method; the maximum and average 
iivision times are, respectively, LOn and 6.3n addition or subtraction times, 
where # is the number of quotient digits. The nonrestoring method is a repeated- 
subtraction-addition method; the maximum and average division times are, re- 
spectively, 9a and 5.4n addition or subtraction times, ‘The division time can be 
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reduced if the nine multiples of the divisor are made available simultaneously. 
In this case, each multiple is compared simultaneously with the remainder (or 
the dividend in the first step). The largest multiple which makes the next re- 
mainder positive is determined and a subtraction carried out. The remainder is 
then shifted to the left one digit. The shifted remainder is again simultaneously 
compared with the nine multiples of the divisor, and so forth. This process con- 
tinues until the remainder is zero or the desired number of quotient digits is 
obtained. If the time spent in generating the nine multiples is disregarded, the 
division time can be made as small as n subtraction times. 

As in the nine-multiples-of-multiplicand method for decimal multiplication, the 
generation of the nine multiples is not too practical. If one or a few multiples of 
the divisor are generated, the average division time can be reduced to between n 
and 6.3n subtraction times. 

Halving-the-divisor Method. This method is similar to the doubling-and- 
halving method for decimal multiplication. In the division equation (2-5), the 
quotient Q is a decimal number. Assume that 


X<2Y (2-20) 
Then the quotient Q can be written as the following binary number: 
Q= >) pn2™ (2-21) 
n=0 
When (2-21) is substituted into (2-5), we have 
Rn = X — Y(po2° + pi271 + + + + + pn2-”) (2-22) 


Division now becomes the determining of p;, which can be achieved by forming 
a series of remainders. The initial remainder is the first two terms on the right- 
hand side of (2-22), or 


Ro = X — poY 


If Ro is positive, then po is 1; this occurs when X is equal to or larger than Y. 
If Ro is negative, then Po is 0; this happens when X is smaller than Y. In short, 
when X is equal to or larger than Y, Ro is equal to X subtracted by Y; when X 
is smaller than Y, Ro is equal to X. 

The first remainder R is the first three terms on the right-hand side of (2-22), 


Ree eS ey = a a py (2-23) 


Note that the multiplier Y is halved. If Ry is equal to or larger than Ro, py is 
| and Y/2 is subtracted from Ro. If Ry is smaller than Ro, P1 is O and Rj is 
equal to Ro. This process continues; each time the multiplier Y is further halved, 
pi is determined by comparison. When the remainder becomes zero or when the 
desired number of quotient digits is obtained, the division is completed. 

An example is shown below, X and Y being, respectively, equal to 2,484 and 
46, ‘To fulfill condition (2-20), X is sealed to 24,84, and the corresponding quo 
tient is denoted by Q’. 
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Divisor Dividend Quotient digits of Q' 

Y29 = 36 Ro = 24.84 po = 9 
y2-1= 18 — 18 

Ri, = 6.84 pi=l 
y2-2=9 Ro = 6.84 p2=9 
y2-3 = 4.5 — 45 

R3 = 2.34 p=l1 
y2-4 — 2.25 — 2.25 

R4g= 0.09 pa=l 
y2-5 = 1.125 R;5 = 0.09 p= 
y2-6 = 0.5625 Rg = 0.09 po = 9 
y2-7 = 0.28125 R;= 0.09 pr= 
Y2-8 = 0.140625 Rg = 0.09 ps = 9 
Y2-9 = 0.0703125 — 0.0703125 

Rg = 0.0196875 po=l 


The quotient Q’ is then 


Q’ = 2142-34 2-44 2°79 = 9312 = 0.689 


The quotient Q’ should be multiplied by 10? to obtain Q. Thus, the originally 


sought quotient Q is 68.9. This only approximates the correct quotient of 69, 
hecause conversion of the decimal number Q from a binary number may not always 
le exact. Since the divisor is halved each time a new remainder is obtained, the 
reason for the name of the method becomes apparent. 

Gilman’s Method. Gilman’s method [20] for decimal division is a series of 
successive approximations by which the divisor is made to approach 1 and the 
dividend to approach the quotient. This method is best explained by an example. 
The numbers 0.2484 and 0.36 are chosen as the dividend and the divisor, re- 
spectively. Division consists of two operations—the preliminary and the routine. 
‘The example is developed step by step. ’* ; 

Step 1. This is the preliminary operation. Select a multiplier which multi- 
plies both the divisor and the dividend so that the multiplier-divisor product 
begins with 0.9 or 1.0. In this example the multiplier 3 is chosen. 


Divisor Dividend 


0.360000000 0.248400000 
1.080000000 0.745200000 


I'he numbers 1.08 and 0.7452 become the new divisor and the new dividend, 
respectively, ; : ; 

Step 2, This and the following steps are the routine operations. This step re- 
uires the second digit (the most significant fractional digit) of the new divisor 
lo be either 9 or O and requires selection of a new multiplier. If the second digit 
in O, the chosen multiplier is the third digit of the new divisor, with the decimal 
point located at the same position as that of the new divisor. If the second digit 
in 9, the chosen multiplier is the 10's complement of the digit of the new divisor, 
with the decimal point located at the same position as that of the new divisor. 
In either case, the new divisor and the new dividend are both multiplied by the 
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chosen multiplier. The products are then added to or subtracted from the new 
divisor and the new dividend, depending on the examined second digit being 9 
or 0, respectively. In this example, the second digit of the latest divisor is 0; 
thus, the chosen multiplier is 0.08 (shown underlined in the above). The two 
products are 0.0864 (1.08 x 0.08) and 0.059616 (0.7452 x 0.08), and the fol- 


lowing subtractions are performed: 


1.080000000 0.745200000 
— 0.086400000 —_0.059616000 
0.993600000 0.685584000 


The above divisor 0.9954. is already quite close to 1, and thus the corresponding 
dividend 0.685584 is also close to the correct quotient of 0.69. In general, the 
number of the correct digits in the quotient is equal to the number of the con- 
secutive 9’s or 0’s in the divisor, beginning with the most significant fractional 


digit. In the last divisor, there are two 9’s, and the two correct quotient digits — 


result in a quotient 0.69 with round-off. The numbers 0.9954 and 0.685584 
now become the new divisor and the new dividend, respectively, 

Step 3. In this step, the second digit of the new divisor (which can be either 
9 or O) is again examined, and a multiplier is again chosen. If the digit is 0 or 
9, the chosen multiplier is, respectively, the fourth and fifth digits or their 10’s 
complement of the new divisor, with the decimal point located at the same posi- 
tion as that of the new divisor. The new divisor and the new dividend are again 
both multiplied by the chosen multiplier. The products are then added to or 
subtracted from the new divisor and new dividend, depending on the examined 
second digit being 9 or 0, respectively. In this example, the second digit of the 
latest divisor is 9; thus, the chosen multiplier is 0.0046 (the complement of that 
shown underlined in the above). The two products are 0.00457884 and 
0.003153686, and the following additions are performed: 


0.993600000 0.6855840000 
0.006359040 0.004.3877376 
0.999959040 .6899917376 


The above divisor 0.99997884 is very close to 1, and thus the corresponding 


dividend 0.688737686 is also very close to the correct quotient of 0.69. Since 


there are four 9’s in the latest divisor, the correct quotient digits are 0.6887. 
Step 4. Ifa better result is desired, more routine operations have to be taken. 
This step is similar to Step 3 except that the multiplier is chosen from the sixth, 
seventh, eighth, and ninth digits or their 10’s complement. 
Other steps can be similarly formulated. Ordinarily, four routine operations 
produce an accuracy of 8 digits, five operations an accuracy of 16 digits, and so 
forth. 


2-6 Floating-point Arithmetic 


In a fixed-point computer, the location of the radix point, once established dur- 
ing design, is considered fixed, although no such point physically exists at the com- 
puter, The binary point, for example, of the number N is commonly chosen in 
a binary computer so that the number is always fractional, or = 1 << N <1, 
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Numbers outside this range require scaling or shifting operations provided for in 
(he programming. This requires effort by the programmer, who may have diff- 
sully keeping all numbers within machine range during computation. In any 
event, the programming becomes more time-consuming and painstaking. 

In a floating-point computer, the radix point for each number varies automati- 
vully; this results in easier programming. Historically, it was the user of the 
‘omputer who developed the “floating-point routine”’ in coping with the difficulty 
of keeping within machine range the numbers in inputs, intermediate results, and 
wulputs. The floating-point computer has a built-in logic for floating-point arith- 
netic. This feature was regarded as one major advance in digital computer 
ilesign. Because of the added complexity in the arithmetic unit and because float- 
\w-point operation can be programmed (at the expense of speed), not all com- 
jjlers in use today possess the built-in floating-point logic. 

‘The following arithmetic is described in terms of decimal numbers, but the 
principle applies equally well to binary numbers. 

Representation of Floating-point Numbers. The floating-point number 
\» represented by an expression which consists of two portions, the fraction part 
(ur mantissa) and the exponent part (or characteristic). For example, the fol- 
lowing decimal number can be written as a fraction multiplied by a power of 10: 


+ 1357.9531 = +.13579531 « 10*4 
— .00246864. = —.24686400 x 107? 


lach of the above numbers consists of a fractional part and an exponent part. 
'hesxe two-part numbers appear further simplified with the omission of the sym- 
hol LO, 


+.13579531 « 10t4 = 413579531 +4 4 
— .24686400 « 1072 = — 24686400 — 2 


Of the 11 digits in these numbers, the first digit represents the sign, the next 8 
ire number digits, and the last 2 are exponent digits. Another arrangement 
jluces the exponent part at the left of the fractional part. Furthermore, the ex- 
jonent part may be represented by a biased number, which is the sum of the 
exponent and a constant (say, 50); such representation avoids use of a positive 
iid a nePative exponent. With these two modifications, the above two decimal 
Humbers now become 


+.13579531 « 10*4 = 45413579531 
—.24686400 x 1072 = —4824686400 


\ dition of the constant 50 to the exponent part expresses in 2 digits any ex- 
ponent between LO*49 and 10~5°, Thus, the floating-point number can be made 
\0 represent a very large range of numbers, enough for all practical uses. How- 
ever, it should be noted that the quantity of number digits is reduced; for exam- 
ple, in the above decimal numbers, the 10 number digits (excluding the sign 
digit) are reduced to 8 digits. Instead of using a biased exponent to avoid the 
occurrence of positive and negative exponents, the exponent part may be expressed 
in a complement representation, x Mahe 

The above floating-point number representation consists of a fractional part 
which is smaller than 1 but equal to or larger than 0.1, This particular repre: 
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sentation is referred to as the normalized form, the form in which numbers are 
stored in the memory unit. Operations scaling a floating-point number to the 
normalized form are called normalizing. The fractional part f of a floating-point 
decimal number in the normalized form lies in the following ranges: 


O1<f<l for positive numbers 
-—01>f>-1 for negative numbers 


The most desirable normalized form has a nonzero most significant digit in the 
fractional part and also a range as large as possible. A nonzero most significant 
digit in the fractional part makes possible all digits’ being significant in the frac- 
tional part. Ifa floating-point number is not in a normalized form, it is in either 
an overflow form or an underflow form. In the former case, there are nonzero 
digits to the left of the radix point. In the latter case, zero digits occur to 
the immediate right of the radix point. The decimal numbers + 1.357953 
x 10*4 and —0.02468640 x 1072 are two examples. 

Addition and Subtraction. Adding or subtracting two numbers requires 
first an alignment of radix points: exponent parts of the two numbers must be 
made equal before addition or subtraction. Let f and ¢ be the fractional part 
and the exponent part, respectively, of a floating-point number, and let subscripts 
a and b represent the two numbers 4 and B, respectively. We have 


A= fal0e (2-24) 
B= fyl0e (2-25) 
Addition or subtraction of the two floating-point numbers yields 
A+B= (fat fo X 10-4) x 108 for eg > ep (2-26) 
A+ B= (fa X 1074+ fy) X 10% for ey > eq (2-27) 
where d = eq — & (2-28) 


The steps taken by the arithmetic unit in carrying out the addition or subtrac- 
tion are derived from the above equations. The difference d of the two exponent 
parts is first obtained by subtracting ep from eg. The larger exponent is then 
taken as the exponent of the sum or difference. If d is not zero, the number with 
a smaller exponent part is scaled by being shifted d digits to the right. The addi- 
tion or subtraction is performed on the scaled numbers. Finally, the sum or the 
difference is normalized. 

In scaling a number the exponent part may become overlarge and exceed its 
allocated digits (two decimal digits in the above example). Likewise, when the 
fractional parts of two numbers are added, the fractional part of the sum may 
exceed its allocated digits (eight decimal digits in the above example). To meet 
this contingency, the computer arithmetic unit often provides bit-storage elements 
for both exponent. and fractional-part overflows. 

Round-off may be applied after the addition or subtraction, provided that the 
sum or difference does not require ust of exact numbers in further computation 
or as anend product, With round-off, the error from indiscriminate dropping 
of digits due to limited number digits will not become cumulative. 

Multiplication, Multiplication of two floating-point numbers A and B re- 
quires no initial alignment of the radix point, The product can be formed 
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directly by multiplying the two fractional parts and by adding the exponent 
parts, or AB = (faf) 10e«*ex (2-29) 


No overflow results, as the product of two fractions is still a fraction. When the 
iumbers A and B, each with n fractional digits, are in normalized form, their 
product contains 2n or 2n — 1 significant digits. In the latter case, the product 
i in an underflow form with one nonzero digit at the immediate right of the radix 
point. For this case, the product should be rounded off before normalizing. If 
the round-off does not yield a product of 2n digits, the product is shifted to the 
left one digit, with a corresponding change in the exponent part of the product 
and then is rounded off again. Improper round-off may cause the product 
\o lose its significant digits. If the exponent part is biased by a constant, the 
vonstant should be subtracted from the sum of the two exponent parts. 

Division. Division of two floating-point numbers A and B conversely parallels 
their multiplication. The quotient can be formed directly by dividing the frac- 
\ional part of the dividend by that of the divisor and by subtracting the divisor 
exponent from the dividend exponent, 


& = La 9¢,-¢, (2-30) 
Bf 
In fixed-point division, the dividend has to be smaller than the divisor. The 
ilivide-stop condition occurs otherwise and is indicated to the operator. Simi- 
larly floating-point division requires that the fractional part of the dividend be 
smaller than that of the divisor. If the fractional part of the dividend is not 
smaller, the dividend has to be first rescaled. When both dividend and divisor 
ire in normalized form, all digits in both fractional parts are significant digits 
with no leading zeros. However, the dividend may still be larger than the 
divisor. This can be readily remedied by shifting the dividend before division 
one digit to the right (i.e., by multiplying by 10~4) and by changing correspond- 
ingly the exponent part of the quotient. In this manner, the dividend now will 
vertainly be smaller than the divisor, and the division can proceed. 


2-7 Residue Number Arithmetic [22] 


Congruences. The residue number is based on the concept of linear con- 
yruence. An integer A is said to be congruent to an integer R mod 6, or 


A= R mod b (2-31) 


I'he above congruence means that 4 is equal to the sum of the integer R and an 
integral multiple m of modulo (or base) 6, or 


A=R-+mb (2-32) 


Integer R is called the residue, the positive remainder obtained by dividing integer 
1 by base b, For example, if 4 is 10 and 6 is 3, then three possible residues are 
¥, 4, and 1, When written in terms of congruence, they are 

10 = 7 mod 3 


10S 4 mod 3 
10 @ 1 mod 3 
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The integers 7, 4, and | are said to form a residue class of 10 mod 3. The resi- Rabie aE» ee8- 7 Henan Number AyneN 











due | is called the least positive residue; it is a positive integer but is smaller Decimal number RoR3R5R7 Decimal number RoR3R5R7 
than the base, or 0 <R< +b. As will be shown, it is the least positive residue 0 0000 | 10 0103 
that is used in residue number arithmetic. l Wl 1 1214 
Some properties of congruences are stated in the following without proof. 2 0222 12 0025 
Consider the following set of congruences all having the same base: 3 1033 13 1136 
4 0144. 14 0240 
Ay = R, mod b 5 1205 15 1001 
6 0016 16 0112 
pts Wels Jantar ee Mints (2-33) ’ 1130 17 1223 
An = Ry mod b 8 0231 18 0034. 
9 1042 19 1145 

a a ee ee 











1, When congruences of the same modulus are added, the result is a congruence 
of the same modulus, or 























there are 2,310 states; if an additional base 13 is included, there are 30,030 
slutes. When the prime bases include those up to 23, there are more than 223 
inillion states. When one residue number is added to or multiplied by another 
jesidue number, the residue number system must possess sufficient states to rep- 
fesent the resulting sum or product. The residue representation, otherwise, of 
\he sum or product may correspond to more than one decimal number. 

In the above, prime numbers are chosen as the bases for a residue number sys- 
om, The chosen set of bases need not be prime numbers. It is necessary only 
(hut the chosen bases be relatively prime. For example, numbers 20 and 21, 
wither of which is a prime number, can serve as bases for a residue number sys- 
lem, In this case, the available number of unique representations is equal to the 
product of all those relative prime numbers. 

‘The complement representation A of a residue number A is so defined that their 
iiodulo sum is 0, or 


3 A, = & ni) mod b (2-34) 
Fa 


i=1 


2. As a corollary, when one congruence is subtracted from another with the 
same modulus, the result is a congruence of the same modulus, or 


Ay — A= (Ry _ Ro) mod 6 (2-35) 


3. Also as a corollary, the terms in a congruence may be transferred from 
one side to the other by a change of sign. 

4, When congruences of the same modulus are multiplied, the result is a con- 
gruence of the same modulus, or 


fln=(Ila) aa 


t=} 
A+A=0 (2-38) 

5. Asa corollary, if both sides of the congruence are raised to the same power 
or multiplied by a constant, the result is a congruence of the same base. 

6. Congruences are transitive. That is, if d= B and B= C, then A= C. 

7. When the integer, the residue, and the modulus of a congruence are divided 
by a common factor, the result is a congruence. 


l'his formula is applicable to the residue number in its entirety as well as to each 
(ligit of the residue number. Consider the residue number A (1223) of the 
w4-5-7 residue number system. Its complement A is the residue number 1134 
hweuuse the modulo sum of each corresponding pair of residues is zero, or: 


8. When the integer and the residue of a congruence are divided by some com: “ Residue representation 
mon factor relatively prime to the modulus, the result is a congruence. 9:13 5 7 
Residue Number Representation. A residue number system can be estab. 
lished by choosing a set of bases which are prime numbers—such as 2, 3, 5, 7, P22 22h 3 
11, 13, 17, 19, 23, etc. Let N be the decimal number. If the four chosen bases 1134 
are 2, 3, 5, and 7, then the residue number is represented by the least positive 235 7 sum of residues 
residues RoR3R5Rz defined by the following congruences: 00 0 0 modulo sum 
N = R2 mod 2 The negative residue number A can also be represented by its complement A. 
N = Rg mod 3 (2-37) li this way, the range of A is reduced to about one-half the total possible residue 
N a Rs mod 5 jepresentations; the other one-half serves to represent negative residue numbers. 
N & Ry mod 7 Vor example, in the above 2-3-5-7 residue number system the residue number 


fopresentation is divided into two parts. The positive residue numbers correspond 
to decimal numbers 0 to 104; the negative numbers correspond to decimal num- 
hers 105 to 209, which are the complements of the negative decimal numbers 


The first 19 residue numbers are shown in Table 2-11, This residue number 
— contains 210 states or independent representations, and this number equals 
the product of all the four chosen bases, If the prime base LI is included, then 
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—105 to —1. Thus, the residue number range is the decimal numbers — 105 


to + 104. 


In general, one can divide the total number range into positive and negative | 


regions for number A and its complement A, respectively. However, there is no 
simple way in which one can determine whether a number is positive or nega- 
tive, since it is not possible, for example, to look at the most significant digit of 
a signed binary number and determine immediately the sign of a number. 

Residue Number Arithmetic. The addition of two residue numbers follows 
congruence (2-34), which states that the sum of the integers A; is the sum of their 
residues from the same modulo 6. The residue sum is not necessarily equal to 
the actual decimal sum, An example of adding the decimal numbers 19 to 26 
in the 2-3-5-7 residue number system is shown below: 


Residue representation 


Decimal Representation 2°23 52> oo 
19 114 #5 
+26 On <2) 2 25 
45 PS 3 20 sum of residues 
LY On"O™ 3. modulo sum 


Note that the sum of residues is a modulo sum. The modulo sum is an arith- 
metic sum; but the carry, which is the quotient obtained by dividing the modulo 
sum by the base, is disregarded if it occurs. Thus, it has the distinguishing prop- 
erty of addition without carry. Another example, of adding the decimal number 
250 to 26 in the same residue number system, appears as follows: 


Residue representation 


Decimal representation 2A Osco. wh 
250 01 0 5 
+ 26 0. 2.1 5 

276 0 0 1 3 modulo sum 


Since the sum 276 exceeds 209, the largest number in the 2-3-5-7 residue num- 
ber system, the residue sum 0013, corresponds to decimal number 66—not 276. 
In other words, the decimal sum has overflowed the residue number system and 
actually is the residue of the integer 276 mod 210, 


276 = 66 mod 210 


The subtraction of two residue numbers follows congruence (2-35). An example 
of subtracting the decimal number 9 from 16 in the same residue number system 
is shown below: 


Residue representation 


Decimal representation O38 28 
16 OQ l-, 2 minuend 
-9 BAO 2 subtrahend 
7 TY laren id difference of residues 


Note that, during subtraction, each residue of the minuend can be increased by 
the value of its respective base if needed and the borrow disregarded, If the 
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larger number 16 is subtracted from 9, the result is the residue number 1230 (or 
decimal number 203), which is the complement of the residue number 1120 (or 
decimal number 7). 

Multiplication of two residue numbers follows congruence (2-36). ‘This states 
that the product of the integers A; is the product of their residues from the same 
modulo 6. An example of multiplying two decimal numbers 13 and 11 is shown 


below: 


Residue representation 
Decimal representation 2 3. 5 50 
13 La BY. 6 
«11 121 4 
143 1 2 3 24 product of residues 
Per DQiaxge . 3 modulo product 


‘he extreme simplicity of multiplying residue numbers is a reward for using the 
residue number representation. 

Division of the residue number corresponds to normal division only when the 
(juolient is an integer. A satisfactory algorithm for residue number division re- 
inains to be developed. 

As has been shown, the carry or borrow occurring during addition, subtraction, 
or multiplication of residue numbers can be ignored. This is an important 
vantage because the speed of current circuitry in performing addition, subtrac- 
lion, and multiplication is limited by the ability of the circuit to handle carry and 
horrow. However, some difficulties attend the use of residue number arithmetic. 
One problem is that the number of independent representations from a chosen set 
of moduli may be exceeded as a result of arithmetic operations, and this overflow 
vunnot be detected. Another problem is determining the correct sign of the 
difference in a subtraction, although this can be achieved by translating the result 
0 a weighted number system such as the decimal number system. Lastly, no 
known method exists of performing division of residue numbers. 

Residue-coded Decimal Numbers [15]. To avoid difficulty in representing 
u decimal number by a residue number, one approach uses the residue-coded 
decimal number in which the decimal digit is represented by 10 residue numbers. 
If the integers 5 and 2 are chosen as the moduli, there are 10 unique states available 
\o represent a decimal digit. These 10 residue numbers 00, 11, 20, etc., are shown 
in Table 2-12. The values 0 to 4 of these residues are further coded by the binary 
iumbers 000 to 100 also shown in Table 2-12. 

When two decimal digits are added or multiplied, the operation is carried out 
ly adding or multiplying residues of the corresponding modulus; there is no carry 
among the moduli, although the decimal carry may still occur. Thus the advantage 
of “no carry” in using residue numbers is partially retained. One way to 
achieve addition of the residues is to build an addition table into the computer. 
The addition table is shown in Table 2-13. Determination of the decimal carry 
from a decimal digit is not so simple. Let X and Y be two input decimal digits. 
A decimal carry occurs when X or Y is equal to or greater than 5 and when the 
modulo-5 sum of the residues of X and Y is equal to or greater than 5. Alter- 
natively, a decimal carry oceurs when the sum of X and Y is equal to 9 and when 
there is a carry from the next least signifieant decimal digit, The addition of an 
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Table 2-12 Residue-coded Decimal Digit and Its Binary Code 








Decimal Residue of Residue of Binary 
digit modulo 5 modulo 2 code 
0 0 0 0000 
1 1 1 0011 
2 2 0 0100 
3 3 1 0111 
4 4 0 1000 
5 0 1 0001 
6 1 0 0010 
7 2 1 0101 
8 3 0 0110 
9 4 1 1001 














Table 2-13 Addition Table for 
Residues of Moduli 5 and 2 


Table 2-14 9’s Complement of a Residue-co 
Decimal Digit 





































Modulo 5 Modulo 2 Modulo 5 Modulo 2 
0123 4 01 Residue Complement Residue Complement 
{ 
0;0 12 3 4 0 1 
1 123 4 0 1 0 
2/23 401 
3/3 4 0 1 2 
4)}4 01 2 3 











input decimal can be achieved by adding 1 to both the modulo-5 and modulo-2 
parts of the sum. 

The subtraction may be carried out by using the addition-of-10’s-complemen 
method. The 10’s complement of the subtrahend can be obtained by using its 
9’s complement during the addition and then adding a carry to the least significant 
digit of the sum. The residue code for the 9’s complement of the decimal digit 
is shown in Table 2-14. This table shows that the complement of the residue in 
modulo-5 is its 4’s complement and that in modulo-2 is its 1’s complement. 

The multiplication of residue-coded decimal numbers can be performed by using 
the repeated-addition method and the division by using either the repeated-sub- 
traction or the repeated-addition-subtraction method. 


2-8  Error-checking Codes 


The severe reliability requirements imposed on a digital computer call for the 
use of error-checking codes. The error-checking codes are those which can be 
made to self-detect and/or self-correct errors that arise as a result of an informa« 
tion-transfer operation or an arithmetic (or a logic) operation. Preferably an 
error-checking code should be capable of checking both operations. The code 
to be described consists of information digits and check digits. The check digits 
are redundancies to verify information digits by the use of checking circuits. If 
enough check digits are provided, it is possible actually to correct the most likely 
types of errors, 
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Forbidden-combination Check. In the previously shown 4-bit binary- 
voded decimal numbers, only 10 of 16 possible binary numbers are selected to 
fepresent a decimal digit. The other 6 do not occur, and these “forbidden com- 
Hinations’? may thus be used for error-checking purposes; this is called the 
/orbidden-combination check. Similarly, the use of more-than-4-bit codes as shown 
i) Table 2-3 makes possible the formulation of a simple rule for detecting for- 
hidden combinations. For example, in the biquinary code and 2-out-of-5 code in 
lable 2-3, an error is detected whenever a coded digit has more or less than two 
\'», However, the advantage of using the forbidden-combination check with 
jwore-than-4-bit codes should be weighed against the additional circuitry. 

In general, the amount of redundancy introduced for the forbidden-combination 
vheck should be sufficient so that allowed combinations of binary digits are 
separated, one from the other, by forbidden combinations. If, for example, a 
single error occurs which modifies the combination of binary digits, this results 
\) « forbidden combination, enabling one to detect the error. 

On the other hand, if the redundancy is not adequate, the forbidden-combination 
pheck, though simple, is very limited. This can be demonstrated as follows: 
Assume that only one error occurs at a time in the 8-4-2-1 coded decimal digit 
000, The corrupted coded decimal digit would be 0001, 0010, 0100, or 1000. 
“ince none of these 4 is a forbidden combination, a single error cannot be de- 
lected by the forbidden-combination check. Consider now the coded decimal 
(igi! LOOL. For a single error, the corrupted coded decimal digit would be 1000, 
1011, 1101, or 0001. Of these 4, the second and the third are the forbidden 
fombinations, and thus an error can be detected. If all the 10 coded decimal 
(ligils ure examined in this manner, the average probability of detecting a single 
error is 0.25. Tt has been shown that the best 4-bit code consists of 10 binary 
Hiinbers (out of a possible 16) which include those 8 having the number of 1’s 
wll odd or all even. These best 4-bit codes can increase an average probability 
ul detecting a single error to 0.6. But this still cannot ensure the detection of a 
*iigle error, One way to increase the probability is to use more forbidden com- 
hinutions, available in the previously mentioned more-than-4-bit codes. 

Parity Check for Binary or Binary-coded Number. A simple way for 
hecking errors is to use one redundant bit for the sole purpose of checking. 
Iwhle 2-15 shows the 4-bit binary numbers with an added check bit called the 
purity bu p. The value of the parity bit is so chosen that the number of 1’s in 
the 5 bits (i.e., including the parity bit) is odd; this is called the odd parity check. 
1) this way, a single error in any one of 5 bits can always be detected. There 
are several important properties to be noticed: 

|, If there is an error in the parity bit itself, the error will be detected. 

2, The parity check can detect the existence of an error if an odd number of 
errors occurs but may not detect it if there is an even number of errors. 

4, There are at least two changes of 1-to-0 or 0-to-1 between two corresponding 
hit of any two 5-bit numbers for detecting a single error; this condition is gen- 
pally true for error-checking codes. Such 1-to-0 or 0-to-1 change between two 
sorresponding bits is referred to as a bit change. 

4, The parity check is invariant to the shifting of the binary number if no bits 
ave added or deleted, 

, The parity check is independent of the binary point location, 
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Table 2-15 Odd Parity Bit in 4-bit Binary Number 








Decimal number | Binary number with odd parity bit 

x3 x2 xy xo P 

0 0 0 0 0 1 
1 0 0 0 at 0 
2 0 0 1 0 0 
3 0 0 1 1 1 
4 0 1 0 0 0 
5 0 1 0 1 1 
6 0 1 1 0 1 
4 0 1 1 1 0 
8 1 0 0 0 0 
9 1 0 0 1 1 
10 1 0 1 0 1 
11 1 0 Des ll 0 
12 1 1 0 0 1 
13 1 1 0 1 0 
14 1 1 1 0 0 
15 1 1 1 1 1 








6. The parity check makes use of the concept of congruence, because the valu 
of the above parity bit makes the modulo-2 sum of the values of the 5 bits eq 
to 1, or 














x13 OD x2 Ox OBxoPp=1 (2-39) 


where the symbol @ denotes the modulo-2 sum. If the following two relations 
are utilized, 


and 


P@®p=0 1@1=0 
relation (2-39) can be rewritten in the following form: 
P= %3 Ox2O x1 Ox O1 (2-41) 


The parity bit can be chosen so that the number of 1’s in the 5 bits is even} 
this is called the even parity check. The value of the even parity bit makes the 
modulo-2 sum of the values of the 5 bits equal to 0, or 


%3 Dx Ox OxoHp = 0 


This can be written in another form, 


p= x3 (>) x2 Ox @ xo (2-43) 


There are no overwhelming arguments in favor of either even or odd parity, 
However, odd parity is ordinarily used, for two reasons: The zero digit is often 
represented by the absence of signal, so that the use of odd parity ensures that 
some signal will be obtained; computer words often consist of an even number of 
digits, so that odd parity will detect the situation in which all 1’s or all 0’s have 
ocourred because of a circuit malfunction. It is noted that neither odd nor even 
parity check will detect double errors, because a double error may leave the 
modulo-2 sum of the number of 1's or the number of O's unchanged, A parity 
cheek need not necessarily include every digit of the number, Multiple parity 
checks may be employed so that each parity bit checks only certain allocated digits, 


(2-40), 


(2-42) 


Digital Arithmetic—II 81 
Parity Check for Decimal Number. The previously mentioned congruent 
doncept of the parity check has been extended by Garner [18] to the decimal 


Humber. Consider the decimal number N, 


n—1 
N= + x;,10% (2-44) 
i-0 
With respect to the decimal number, there are two types of parity checks: the 
digit parity check and the number parity check. First consider the digit parity 


sheck which is defined below, 


n—1 
+ x; =p modr (2-45) 


i=0 


where p is the parity digit and r the radix, or base. For even-digit parity check, 
ihe parity digit p is given by 


pP=%»18--- Oxo (2-46) 
Vor odd-digit parity check, the parity digit p is given by 
p=%nr1®O:::Oxw@(r—-)) (2-47) 


When the base is 2, (2-46) and (2-47) become, respectively, (2-43) and (2-41). 
As an example, consider the decimal number 34,567. The digit parity check, 
from (2-45), is 

34+444+5+6+4+7=p mod 10 


Vor even parity check, p, from (2-46), is 
P=3@04O5@6@07H=5 
lor odd parity check, p, from (2-47), is 
P=30405 @60@709=4 


If there occurs a single error in the decimal number, for instance if the digit 3 
becomes 6, then the modulo-10 sum becomes 8 for the even parity digit and be- 
vomes 7 for the odd parity digit. The parity digit may not be able to detect two 
or more errors, because these errors may compensate each other in the modulo-10 
sum. In conclusion, the digit parity check can detect a single error in a decimal 
jumber even if this error is in the parity digit itself. 
Now consider the number parity check defined as 

N=p mod b (2-48) 
where N is the number [Eq. (2-44)] and 6 is the modulus, or base, not neces- 
surily equal to the radix 10 of N. If 6 is equal to 10, then (2-48) becomes 


N=xo mod 10 (2-49) 


This case has no practical interest, because it can detect an error only in the 
least significant digit xo of the number N. However, two more useful number 
parity checks are now introduced, The first number parity check is derived 


below: 


a LO” SS xy mod 9 (2-50) 
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If the above is applied to the number V [Eq. (2-44)], we have 
n—1 
N= 5) «j10' =p mod 9 


i=0 
P = Xn-1 ® oe. oe @ xo (2-52) 


The above parity digit is for modulo r — 1, where r is 10; this is different from 


(2-46), which is for modulo r. The second number parity check is derived as 
shown, 


(2-51) 








where 


x10” = 4+ x; mod 11 


x4 10" = — x; mod 11 


if n is even 


if n is odd 
Applying the second check to the number NV [Eq. (2-44)], we have 


(2-53) 







n—-1 
N= 5) 410‘ = p mod 11 


t=0 


(2-54) 


where P=%—%1+%2—x3 4x4 +--- 


(2-55) 


If the subtraction in the above relation is replaced by the addition of 11’s com 
plement, the parity digit p becomes 


P = x0 ® 10x1 @ x2 @ 10x3 @ x4 B:-:- (2-56) 


Although this has not been mentioned previously, number parity checks may also 
be applied to binary numbers. 

Parity Check for Arithmetic Operations. As mentioned, the errors on 
data usually arise as a result of a data-transfer operation or an arithmetic (or a 
logic) operation. In the above paragraphs, the use of parity has been described 
to check the result of a data-transfer operation. The parity bit can also be used 
to check the result of an arithmetic operation [18]. Discussion of this use, hows 
ever, will be limited to the checking of the sum of an addition, as the checking 
of other arithmetic or logic operations can be similarly developed. 

A single error in the sum of an addition can be detected by using the digit 
parity check or either of the two number parity checks. First consider the use 
of the digit parity check. Let the augend X and the addend Y be represented as 


X= Ss «410% 


i=0 


(2-57) 


Y= Ss ¥i10% 


i=0 


(2-58) 


where n is the number of the decimal digits of the augend or addend. Let s; and 
c be the ith digit of the sum and the carry, respectively, and let S be the sum. 
Then we have 
s=UuON Aa 
Mb Vi + CY = 8% + C44110 
co = 0 and 


(2-59) 
(2-60) 
(2-61) 
(2-62) 


«4 =O0orl 


ifigeO 
Sm cylO” + syigLOMmd fe + ss 9910 
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Let pe, py, and ps be the parity digit of the augend, addend, and sum, respec- 
lively, all defined in the following manner: 


Pre =% Ox1@®+ ++ OXn-1 (2-63) 
Pu=yoOn® +--+ @Oyn-1 (2-64) 
and Ps = 50 >) Sy ® ee @ Sn—1 @ Cn (2-65) 


I relation (2-59) is substituted into (2-65), we have 
Ps = x00 yo ©: = + @® x%n-1@ yn-1° + 
® Cn-1 ® en 


ol Ps = Pr® Py (?) ( «) (2-67) 


i=1 


-O®aurPBa®:-- (2-66) 


I'he above relation states that the parity digit of the sum is equal to the modulo-10 
sum of the parity digits of the augend, the addend and the sum of the generated 
vurries; this provides a means of detecting a single error in addition. An example 
showing the parity check of an addition of the decimal numbers 34,567 and 
17,357 appears below: 


3 4 5 6 7 
+4 7 3 5 7 
7 18éi4d1 4 
+1 0 1 41 0 carries 
8 19 2 4 
ps =8@1@9O2@4=4 
ps =3@4@5O6O7=5 
Py=4O7O0305@07=6 
=1+1+1=3 


5 
a 
t=1 


The modulo-10 sum of the above P;, Py, and 2c; equals 4, which agrees with the 


gee the use of the first number parity check. The congruences for 
(he augend, the addend, and the sum according to (2-51) are 
X = pr mod 9 (2-68) 
Y = py mod 9 (2-69) 
S = ps mod 9 (2-70) 


Since linear congruences are 


where po, Py, and ps are determined by (2-52). 


widitive, we can write 


S=X+ Y= (pz + py) mod 9 (2-71) 

Therefore we have 
Ps = Pe © Pv (2-72) 
The above relation states that the parity digit of the sum is equal to the modulo-9 
sum of the parity digits of the augend and of the addend and is thus independent 
of the generated carries. If the decimal numbers in the above example are used, 


the parity digits for the modulo-9 sum are 








ce 
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Pr =3@4@Q5@Q6O@O7=7 
Pyu=4070305@7=8 
=6 


Digital Arithmetic—II 85 


Table 2-16 Single-error-correcting Code 


Decimal 








rs =8@O1O9O204 miner | PL PR 73 MM 4 AT PS 

The modulo-9 sum of the above 7 and 8 is 6, which agrees with the above ps. » BO ee Oe 

Lastly, consider the use of the second number parity check. The derivation is ; 5 : i : ' 0 i 

similar to the case using the first number parity check except that pz, py, and pg 3 1) 70%: ~20b.e “0, OF. SE. ul 

are oe by (2-56) and the modulo sum in (2-72) is for modulo 11. The 4 to oO 12 1 0-01 

result is Eq. (2-72). If the decimal numbers in the above exampl i 5 Qk ee Oe a SON 
Ss art ple are again used, 

the parity digits for the modulo-11 sum are ; ; : i i i 1 0 

Pe =700005@4003=5 8 Di -y le YOR 20 = Jr Oe” ed 

9 0 0 1 1 0 0 1 1 

Pu = 705003 G70 G04 =2 10 Lea 2) 0) we <6 

Ps=40208@9O10@8=7 u O°. 1. a OY. SO A) . -68 

= 12 O° ik “Gs oe a. Ok Oe “a8 

lhe modulo-11 sum of the above 5 and 2 is 7, which agrees with the above Ps: 13 a a a 

Single-error-correcting Codes. The parity check shown in Table 2-15 can 1 0 Oo 1 0 1 1 001 

detect a single error but cannot locate the error bit, and thus the error cannot be 8 ‘ 4 : 4 : ! J 





corrected. Hamming [3] has developed a single-error-correcting code; such a 
code for 4 information bits is shown in Table 2-16. (Ignore the column pg for 
the time being.) There are 7 bits for each number—4. number bits x; for the 16 
binary numbers and 3 parity bits p; for the single-error correction. The parity 
bit pris chosen to make the modulo-2 sum of p1, x3, %5, and «7 equal to 0. The 
parity bit p2 makes the modulo-2 sum of pe, x3, x6, and x7 equal to 0. The parity 
bit p4 makes the modulo-2 sum of P4, %5, X%g, and x7 equal to 0. Consider the 
number 1011010, corresponding to the decimal number 10, but with the x6 bit 
corrupted so that the number becomes 1011000. Let us compute the value of 
the 3 parity bits from the corrupted number according to the above-mentioned bit 












‘lable 2-16 shall apply. Consider the parity bit pz, which is at the location 2° 
al the check number; it can indicate the nonzero check numbers, its least signifi- 
punt bit being 1. The check numbers are 001, 011, 101, and 111 or the decimal 
myuivalents 1, 3,5, and 7. Similarly, the parity bit pz at the location 21 of the 
eheck number can indicate the nonzero check numbers 010, 011, 110, and 111 
wy the decimal equivalents 2, 3, 6, and 7. And the parity bit pg at the location 
# of the check number can indicate the nonzero check numbers 100, 101, 110, 
wud LIL or the decimal equivalents 4, 5, 6, and 7. Finally, determine which 3 
lite of the 7 bits are to be chosen as the check bits. It is desirable to choose the 


positions for each parity bit: livel digits (p1, pe, and p4) of the sequences 1-3-5-7, 2-3-6-7, and 4-5-6-7 to be 
Pp =1@1@0@0=0 the cheek bits, because in this manner the value of each parity bit can be deter- 
P=07O1®OI@V= 1 
B= 1 >) 0 @ 0 @ O0o=1 Table 2-17 Check Bits Required for a Single- 


error-correcting Code 


The 3 parity bits form a check number p3p2p1, or 110, which is the binary number 











6, pointing to the sixth bit xg as incorrect. Correcting circuitry can be built into _ ie a] nereation ee [Cee a 
the computer to change x automatically from the incorrect value 0 to the correct : 0 : 
value |. If the check number is 000, the given number is correct. As long as ; : , 
the error is single, the check number can determine the location of the incorrect bit. ‘ ; 3 
The Hamming single-error code is formulated first by determining how many 5 2 3 
check bits are needed. Let the number of information bits be m, the number of 6 3 3 
check bits 4, and the total number of bits n (=m+hk). The k check bits give i : : 
2* check numbers. The required check numbers are equal to the total n bits plus i 
one number to indicate the case of no error. Thus, the check number should be 10 6 4 
equal to or larger than n + 1, or : : 
2k>n+1 where n = m + k (2-73) 13 9 i 
For a given total number of n bits, the values of m and k to the nearest integer 15 i \ 
have been reported by Hamming and are shown in Table 2-17, : 






Next determine those information bits to which each of the three parity bits of 
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Table 2-18 Positions for Information and Check Bits for Single-error-correcting Code 





Bit position of Position of Positions to be checked 
check number check bit by parity bit 











mined without regard to the values of other parity bits. In other words, the bit 
positions 1, 2, and 4 are the check bits, and the bit positions 3, 5, 6 and 7 are 
the information bits, as indicated in Table 2-16. For the number of information 
bits larger than 4, the selected positions for the parity bits and the positions to 
be checked by each parity bit have been determined by Hamming and are shown 
in Table 2-18. 

For the single-error-correcting code of Table 2-16, there are at least three bit 
changes (i.e., changes of 1-to-0 or 0-to-1 between corresponding bits) of any two 
7-bit numbers. Since word length in digital computers lies in the range of 20 to 
64 bits, the required check bits for a single-error-correcting code are 5 to 7 bits, 
Incorporation of the single-error-correcting code adds more circuitry complexity 
and costs more than the single-parity-checking code. 

Multiple-error-detecting and -correcting Codes. In two binary numbers, 
there is at least one bit change. In the single-error-detecting code (the single 
parity-checking code), there are at least two bit changes between any two coded 
numbers. In the single-correcting code, there are at least three bit changes 
between any two coded numbers. The more bit changes between any two coded 
numbers, the greater the redundancy introduced. The need of bit changes for 
multiple-error-detecting and -error-correcting codes has been determined by 
Hamming and is shown in Table 2-19. 

As an example, refer to the single-error-correcting code of Table 2-16. Ifa 
parity bit pg is added (shown in the last column) and is so chosen as to make the 
modulo-2 sum of all 8 bits even, there are at least four bit changes between any 
two 8-bit numbers. If pg is 0 and the check number p3p2p1 is 000, then there 
is no error. If pg is 1 but the number is 000, then the error is pg. If pg is 1 
and the check number is not 000, then the error is located by the check number 
and is thus correctable. If pg is 0 and the check number is not 000, then there 
are at least two errors which the check number is unable to locate. 












Table 2-19 Bit Changes Required for Hamming Code 


Bit changes between any Possible Hamming 


two coded binary numbers code 
1 None 
2 Single-error-detecting 
3 Single-error-correcting or double-error-detecting 
A Single-error-correcting plus double-error-detecting 
5 Double-error-correcting plus double-errordetecting 
6 Double-error-correcting plus triple-errordetecting 
1 


‘Tripleerrorcorrecting plus triple-errordetecting 
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Kor a given minimum number of bit changes, the error-correcting ability can 
he exchanged for error-detecting ability. For example, if there are five bit 
thaunges between any two coded binary numbers, Table 2-19 shows that the code 
i» capable of correcting two errors. The bit changes, however, can be utilized to 
vorrect a single error and detect three errors or to detect four errors. 

‘The above codes, in which all code numbers have exactly n (= m + &) bits 
with m information bits and & check bits, are called by Hamming the systematic 
vodes. Other codes have been developed by Elias, Reed, Golay, Muller, Slepian, 


and others. The reader may consult the references listed at the end of this chapter. 


Problems 


1. Write the following 4-bit binary codes for the decimal digit. Compare these codes, 
wil give comments: 


(u) Excess-6 (b) 3-3-2-1 (c) 4-4-2-1 (d) 8-7-4-2 
2, Convert the following negative decimal numbers into signed-10’s- and signed-9’s-com- 
plement representations. Shift the resulting signed-complement numbers three decimal digits 


jy the left and three decimal digits to the right: 

(a) —34,567 (6) —91,019 (c) —55,500 

() —00,000 (e) —99,999 

't, Prove the addition and subtraction algorithms for two decimal digits in the excess-3 code. 

1, lstablish the subtraction algorithm for two decimal digits in the 2-4-2-1 code. 

, Given two decimal numbers 258 and 491, perform the multiplication: 

(1) By the binary multiplication method (assume the 8-4-2-1 code) 

(4) By the doubling-and-halving method 

(\) By the right-and-left-hand-components method 

(, Given the decimal dividend 0.1875 and the decimal divisor 0.75, perform the division: 

(a) By the restoring method 

(4) By the nonrestoring method 

(\) By the halving-the-divisor method 

(i/) By Gilman’s method to a five-digit accuracy 

7, Given two decimal numbers X = 0.1234567 x 107-19 and Y = 0.7654321 x 1078, 
fil the following by using the algorithms of floating-point arithmetic: 

(a) X+ ¥ (6) X— Y (c) XY (d) X/Y 

i, Given two residue numbers in the modulo-210 system, X = 1145 and Y = 1136, find 
the following, and verify the results by the corresponding decimal arithmetic: 

(a) Nand Y (b) X+ Y () X-—Y (d) XY 

, Develop the error-checking algorithms for the following codes by inspection: 


(4) 2-out-of-5 code (b) Biquinary code 
() Se LeLel-l code (d) 5-4-3-2-1-0 code 
10, Vind the sum of two decimal numbers 24,685 and 36,972. Check the sum, using: 
(uv) ‘The digit parity check 
(4) ‘The first number parity check 
(¢) The second number parity check 
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Boolean Algebra 


Hoolean algebra, an algebra of logic, is a symbolic method of studying logical 
jelutions. It was originated by George Boole (1815-1864), an English mathe- 
jWutician, who published his book ‘‘An Investigation of the Law of Thought” in 
154, Since then Boolean algebra has been extended by such workers as E, 
Nehroder, A. N. Whitehead, and B. Russell and the power and simplicity of the 
ilyebra increased. The application of Boolean algebra to the digital computer 
Kies on the fact that digital computers of today employ internal signals repre- 
sented by two values or two states. 


‘tl Postulates 


Hoolean algebra is developed in three steps. The first step is to evolve funda- 
ental concepts (or undefined symbols). The second step is to select a set of 
jislulates which are the basis of the algebra. Postulates are mainly conditions 
ihitrarily imposed on the fundamental concepts. These postulates should be 
/Hiisistent, independent, and simple in statement. A set of postulates should be 
/oieistent so that a definite algebra can be developed by logical deductions. A 
eel of postulates should be mutually independent and therefore free from redun- 
(ineies, Furthermore, each postulate should be as nearly a simple statement as 
jmeeible, not decomposable into two or more parts. The requirements of inde- 
pendence and simplicity primarily serve the ideal of mathematical elegance. One 
euully has considerable freedom in choosing the fundamental concepts and a sel 
wf postulates. The third step is to establish fundamental theorems of Boolean 
ilyebra from the postulates. These theorems are the working rules of the algebra. 
Several different sets of postulates from the algebra of logic are available, each 
wf which adopts a number of fundamental concepts. Each set of postulates, how- 
yer, can be deduced from the other sets. Huntington’s fourth set [4] appears to 
lw simpler and perhaps more natural than the other sets of postulates. This set 
piiituine the following six postulates and three definitions: 


Watulate 1 


1! 1 and B are two elements in class K (where class K contains at least two 
Histinet elements), then A + B is in class K. 


Watulate 2 
If A in in class K, then J is in class K, 
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Postulate 3 
If A and B are in class K, then d+ B= B+ A, 
Postulate 4 
If A, B, and C are in class K, then 
(4+ B)+C=A+(B4+C) 
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‘The three definitions can similarly be interpreted by Venn diagrams. The uni- 
verse element is the whole square, while the null element occupies no area. 
Definition 1 can be explained by noting that union of the unshaded area A and 
ihe shaded area A in Fig. 3-16 results in the whole square or the universe ele- 
went. Definition 2 can be explained: the complement of the whole square is 
simply “no square,” or the null element. Definition 3 defines the dot symbol *, 


Postulate 5 

If A is in class K, A + A = A. 
Postulate 6 

If A and B are in class K, then 


(4+ B)+(4+ B)=A 
Definition 1 
A+tA=1 universe element 


Definition 2 





A+A=0 null element 


Definition 3 
A*B=A+B 


The above set of postulates employs four fundamental concepts (K, +, ~, =), 
all of which are subject to interpretation, while the definitions are merely im- 
posed relations. 

First Interpretation of Postulates. As mentioned, a set of postulates 
should be consistent, independent, and simple in statement. Since the latter two 
requirements are mainly for mathematical elegance, their proofs will not be sought. 
The consistency of the set of postulates can be established by showing the exist- 
ence of a formulation in which K, +, ~, and = are so interpreted that all the 
postulates are satisfied. For then the postulates and subsequent fundamental 
theorems will be simply the relations of the characteristics of this formulation. 

The first formulation is the algebra of classes. By a class we mean a set of 
elements, a collection of articles, an aggregate of people: for example, the class 
of horses. The elements in the class may be abstractions or intangibles such as 
those in the class of truth. In this formulation, K is interpreted as the class of 
areas in a square. The three symbols +, ~, and = can be graphically inter- 
preted by using Venn diagrams. In Fig. 3-la the two circular areas represent 
the elements 4 and B, respectively. The symbol + is called union. The union 
of the two elements A and B in class K is the smallest area which includes them 
both; this is the shaded portion of Fig. 3-la. In Fig. 3-16 there is one circle; its 
area represents the element A. The symbol ~ is called the complement. The 
complement of the element A is the shaded area outside the circle yet inside the 
square in Fig, 3-1, The symbol = is called equality. The equality of two 
elements A and B identifies the sameness of the area occupied by both A and B 
inside the square; this equality is shown by the shaded area of the circle in Fig. 


Sele, 








WN Qe 
A B 
(a) 


(d) (c) 


Hi 4-1 Venn diagrams illustrating union, complement, and equality (square is universe area). 
() Shaded area is 4 + B, the union of A and B; (6) shaded area is A, the complement of 4; (c) shaded 


wea in 4 = B, the equality of A and B. 


which is called intersection. The intersection of two elements A and B is inter- 


jivoted by Venn diagrams in Fig. 3-2. The vertically shaded area in Fig. 3-2a is 


J, and the horizontally shaded area in Fig. 3-26 is B. The union of A and Bis 
thw shaded area in 3-2c; this shaded area is equal to the unshaded area in Fig. 
\.2d. Definition 3 states that the complement of the union of A and B is the 
\itersection of A and B, the shaded area in Fig. 3-2d. In case the two circles A 





(d) (e) (f) 


Hi 42 Venn diagrams showing the composition of A+BorA+B. (a) Shaded_area_A; (b) shaded 
sven Th (e) shaded area A + Band unshaded area A+ B; (d) shaded area A+ B or A + B; (e) Aand B 


ae dinjointy (/) shaded area A+ B= A + B. 


snd H do not intersect as shown in Fig, 3-2e, they are called disjoint; the inter- 
wertion of A and B does not exist. 

‘The postulates can also be interpreted by Venn diagrams. Postulate 1 states 
that, if A and B are in class K, then A + B is in class K, In Fig, 3-1a circle A 
wid circle B are both in the square, and their union (the shaded area) is also in 
he square, Postulate 2 states that, if 4 is in class K, then 4 is in class K. In 


Boolean Algebra = 93 




















92 Digital Computer Design Fundamentals 


value is thus always 1; this agrees with Definition 1. Definition 2 means that the 
womplement of a proposition which is always true is false, or 0. Definition 3 
explains the dot symbol, +, called the logical and to signify the meaning of the 
word all. The determination of its truth value is shown in Table 3-2. The first 
iwo columns show the truth values of the four possible combinations of the given 
propositions A and B. The truth values for proposition As B is obtained by 
linding the truth values of propositions A, B, A+B, and A + Bin sequence. 
yom the truth values in the last column, one can state that the logical-and 
jropositions A + B of two propositions A and B is one which is true if both A and 
Ht are true. The dot in A+ B is usually omitted for convenience. 


Fig. 3-1b, the unshaded area A is in the square, and the shaded area J is also in 
the square. Interpreting Postulate 3, the shaded area in Fig. 3-la does not 
depend on the order of forming the union A + B; it is immaterial whether A is 
united with B, or vice versa. Postulate 4 means the independence of order in 
forming the union among elements 4A, B, and C. As shown in Fig. 3-3, the 
shaded area can be formed from these three circles in any order. Postulate 5 is 
interpreted by the diagram in Fig. 3-16; the union of the circle with itself results 
in the circle itself. Postulate 6 can be interpreted by noting that A is the union 
of A: Band A+B by using Definition 3. The shaded areas in Fig. 3-2d and f 
represent A+ Band A+ B, respectively; the union of these two shaded areas is the 
complete circle A. 

The above set of postulates has been satisfactorily interpreted by Venn diagrams; 
thus, its consistency is established. 

Second Interpretation of Postulates. The second formulation is the cal- 
culus of propositions. A proposition is a statement such as “February 22 is 
Washington’s birthday.”” Each proposition possesses one of two possible values, 
truth or falsehood, to be denoted by 1 or O, respectively, Call the above proposi- 
tion A. Since proposition A is true, A has a value of 1; if other than true, the 
value is 0. 





Table 3-2 Truth Table for Symbol - 








The postulates can similarly be interpreted by the truth table and their consist- 
wy established. Their interpretation is left to the reader. 
Logical or is also called logical addition, or logical sum; logical and is also 
valled logical multiplication, or logical product. Logical-or, logical-not, and 
\nyical-and symbols can be represented by blocks as illustrated in Fig. 3-4. The 
lilocks are identified by their respective symbols: +, ~, and °. 


= A 
f AB 
pi a a ed esi 


Table 3-1 Truth Table for 
Symbols +, ~. = 








FIG. 3-3 Venn diagram showing A + B+ C, 
shaded area. 





(a) (2) (c) 
In this formulation, K is interpreted as propositions. The three symbols +, {1 44 Block representations of three logic operations. (a) Logical or; (b) logical not or comple- 
~, and = can be interpreted by using truth tables (or tables of combination), — went) (©) logical and. 


In Table 3-1, the letters A and B represent two given propositions. Since each 
proposition can be either true or false (1 or 0), the four possible combinations of 
truth and falsehood appear in the first two columns of Table 3-1. The symbol 
+, called the logical or, signifies the meaning of the word or. The logical-or 
proposition (4 + B) of the two given propositions A and B is one which is false 
if both propositions A and B are false; its truth value is shown in the third column, 
The symbol ~, called the logical not, or complement, signifies the meaning of 
the word negation, or complement. The logical-not proposition (A) of the given 
proposition A is true (or false) if A is false (or true); its truth value is shown in 
the fourth column. The symbol =, called equal, signifies the logical equality, 
Two propositions are logically equal if they have the same truth values. The truth 
values in the last column for proposition C are equal to those in the first column; 
therefore propositions A and C are equal (or A = C). r 

The three definitions can be similarly interpreted by the truth table. The 
universe element is a proposition whose truth value is always 1, while the null 
clement is one whose truth value is always O, The interpretation of Definition 1 
is as follows: For a given proposition A, the new proposition A + A is formed, 
The new proposition is always true because either A or A is true, and ite truth 


2) Fundamental Theorems 


Irom the postulates, fundamental theorems of Boolean algebra can be logically 
duced. These theorems are enumerated below; their logical deductions are 


omitted, 

Theorems on Uniqueness 

la, The element 1 is unique. 

14. ‘The element 0 is unique. 

Theorems on Complementation 
94,A+A=1 

2b. A*sA =O 

Theorems on Involution (or Double Negation) 
8, dm A 
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De Morgan’s Theorems 
4a. A. +B=4A4-B 
4b. AB= A 4+ B 

Theorems on Absorption 
5a. A+ AB=A 
5b. A(A + B) = A 


Theorems on Idempotency 


6a. A+A=A 
Theorems on Union and Intersection 
7a A+0=A 
7b. AclL=A 
8a. A+1l=1 
8b. A-0=0 


Theorems on Commutation, Association, and Distribution 


9a. A+B=B+A 
9b. AB = BA 

l0a, A+ (B+ C)=(A+B4C 
10b. A(BC) = (AB)C 

lla. 44+ BC= (A+ B)(A+C) 
11b. A(B + C) = AB + AC 


Interpretation by Venn Diagrams and Truth Tables. These theorems 
are the working rules of Boolean algebra. They can be interpreted by Venn dia- 
grams. Interpretation of Theorems 10 and 11 furnishes an example, illustrate 
by the Venn diagrams in Fig. 3-5. The associative property of Theorem 10 is 


wK 
® 


(0) (7) 


MIG, 45 Venn diagram for interpreting Theorems 10 and 11, 
(4) shaded aren ABC, (e) shaded area A + BC; (2) double shaded area (4 + B) (4 + ©); (e) double 


shaded area ACH de CO), (/) whaded area AB 4 AC, 








(a) Shaded area d+ B+ GQ 
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interpreted by noting that the shaded area A + B + Cin Fig. 3-5a and the shaded 
area ABC in Fig. 3-56 bear no relation to the order of forming the union or the 
intersection. The distributive property of Theorem 11] is interpreted by noting 
(hat the shaded area A + BC in Fig. 3-5c is the same as the double shaded area 
(1 + B)(A + C) in Fig. 3-5d. Note also that the double shaded area A(B + C) 
in Fig. 3-5e is the same as the shaded area AB + AC in Fig. 3-5f. 

‘These theorems can also be interpreted by truth tables. The interpretation 
of De Morgan’s theorems is chosen as an example. The truth table is first pre- 
jwred as shown in Table 3-3. Corresponding truth values in the third and fourth 
volumns are the same, demonstrating the validity of Theorem 4a. Similarly, the 


Table 3-3 Truth Table for De Morgan Theorems 








sameness of truth values in the fifth and sixth columns shows the validity of 
Theorem 46. The above method of verifying two sides of an equality for all possi- 
}ile combinations of truth values is known as the method of perfect induction. 
larentheses are used to indicate precedence in logic operations. The rule is 
jhe same as for ordinary algebra: multiplication (logical-and operation) takes 
precedence over addition (logical-or operation) if no parentheses are used. For ex- 
‘miple, the parentheses on the left side of Theorem 10q indicate that the logical 
wol Band C, (B + C), precedes logical-or operation with A. As another exam- 
ile, the left side of Theorem lla, 4 + BC, means A + (BC) but not (A + B)C. 
! the latter is the intended relation, then parentheses should be employed. The 
A 8 A B 

Cc C 

(a) (d) 
H14 40 Venn diagrams comparing (A + B)C and A + BC. (a) Shaded area (A + B)C; (b) shaded 
jie d+ BC. 
Venn diagram in Fig. 3-6 shows the difference between the relations (A + B)C 


wud 1 + BC; the latter covers a larger area than the former. 

Duality. In the fundamental theorems there exists a duality betwen logi- 
ruland and logical-or operations and between 1 and 0. If the symbol + is replaced 
hy symbol + (and symbol + by +) and if 1 is replaced by 0 (and 0 by 1) in any 
wf the above theorems, the result is the dual of the original theorem. For example, 
Theorem 2a states that (4 + A) = 1. If the + is replaced by the * and 1 by 
0), the result is 4* 4 = 0, which is the dual theorem 2b. For this reason the 

reeeding theorems are numbered in pairs (a and 6), Because of the duality in 
he fundamental theorems, if a new theorem is deduced, a dual theorem exists 
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which can be written by merely applying the above rule; and the proof of the 
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ihey have fewer blocks. The foregoing dual relations give rise to the following special pair: 


original theorem proves the dual. AB + AB = (A + B)(A + B) (3-2a) 
AB + AB = (A + BVA 4+ B) (3-2) 

x oe of Penaatne teal preorens Kvample 3-2. Prove the following identities: 
Pais of the following examples show the fundamental theorems in use. (a) (A + BC + C)C = ABC + ABC + ABC (3-3) 
ough unnecessary, proof of the dual will be worked out as an additional (6) AA + C)(4B + ©) =0 (3-4) 


example. 
Example 3-1. Prove the following dual identities: 


(2) AB + CD = (A + C)(A + D)(B + C)(B + D) (3-1a) 
(6) (A + B)(C + D) = AC + BC + AD + BD (3-10) (a) 


Troof 

(4+ BC+4C)C = AC+ BC+ CC 
= AC + BC ae 
= A(B + B)C + (A + A)BC 
= ABC + ABC + ABC + ABC 
= ABC + ABC + ABC 

(b) A(A + C)(AB + C) = (AA + AC)(AB + C) 


This two-part example shows the use of commutative, associative, and distributive theorems, 
which are the same as those in the ordinary algebra—with one exception, Theorem 11. This 
theorem is particularly useful in allowing simplification, expansion, factoring, and rearrange- 
ment of a function. 


= AC(AB + C) 
sid = AABC + ACC 
(a) AB + CD = (AB) + CD =0+4+0 
(4B + C)(AB + D) Theorem lla =0 


Theorem 9a 
Theorem lla 
Theorems 9a, 9b 
Theorem 115 


(C + A)(C + B)(D + A)(D + B) 
= (4+ C)(A + D)(B + C)(B + D) 
(b) (4+ B)(C+ D) =(A+ BC+ (4+ BD 


= (C + AB)(D + AB) 
= hvample 3-3. Prove the following identities: 


A+B: C+--+- 
Bok pried 


() 14+B+C4--. 


= C(4 + B) + D(A + B) Theorem 96 (b) IBC. + =A4+B4+C4-- 
= CA+CB+ DA + DB Theorem 115 +) AB + BC + CA = AB 4+ BC 4 CA 
= AC+ BC+ AD + BD Theorem 9b ie) as as 


(/) A[B + C(D + EF)| = A+ BIC + DE + F)| 





Identities (3-la) and (3-10) can be drawn as the four block diagrams in Fig. 3-7. The 
duality is exhibited there by symmetry of the logical-or and logical-and blocks. Diagrams 


lis example shows the use of theorems on complementation and idempotency. 


Theorems 116, 66 
Theorems 2b, 7a 
Theorems 2a, 76 
Theorem 116 
Theorem 6a 
Theorem 116 
Theorems 26, 7a 
Theorems 116, 96 
Theorems 26, 86 
Theorem 7a 


(3-5a) 
(3-55) 
(3-6) 
(3-7) 


Those statements show the use of the important De Morgan’s theorems, which are very use- 


a and b are logically the same; so are diagrams c and d. Diagrams a and c are simpler, as ful in complementation. The first two identities extend De Morgan’s theorems to many 
variables, 
A Mwof 
B 








A4+B+C=A4+(B4+C) 


— A-(B+C) 
-C 












therefore, identities (3-5a) and (3-55) are proved. 


) AB 4 BOS CA = (AB)(BC)(CA) 

(A + B)(B + €)(C + A) 

(A + B)(BC + BA + € + CA) 
(A + B)(BA + C) 

AB + BE + AC 


BBD OA OA 


SBoA 





(a) 
VIG, &7 Blook dingrame for identities (Sle) and (41d), 





(v) First extend Theorem 4a limited to three variables A, B, and C. 


Theorem 10a 
Theorem 4a 


Theorem 4a 


(hb) Next extend Theorem 44 limited to three variables A, B, and C. 


. ABC = ABC) Theorem 106 
g =A+BC Theorem 45 
8 =A+B+C Theorem 45 
e . 
Aer e AO ae Nepetition of the above process extends Theorems 4a and 46 to more than three variables; 


Theorem 4a 
Theorem 46 
Theorems 116, 6b 
Theorem 5a 
Theorems 114, 6b 
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(1) A[B + CD + EF)] =4+ (B+ CD+EF)| — Theorem 45 (0) ABD SARS A ee 
= A+ BICD + EF Theorem 4a = AD a Ae ae 
=4A+ BIC + (D + EF)| Theorem 4b = AB + B) + (4 + AB 
=A+B[C+ D(EF)| Theorem 4a sate 
T =A+ BIC + DE + F)] Theorem 45 (c) AB + AB = A(B +B) =A 
he above four examples lead to the formulati i : Le DS ae " 
tity, replace all + eat ee with « symbols; patentee bora ee se aie | iy ae 
ment. Note that this rule is different from that for duality, as the tates cet = 
=A 
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Theorems 2a, 76 
Theorems 11d, 6a 
Theorems 9, 11) 
Theorems 2a, 7b 
Theorems 2a, 7b 
Theorem 116 

Theorems 6), 9b, 26, 7a 
Eq. (3-10a) 


Theorem 6a 


complementation. 


Example 3-4, Prove the following identities on 0’s and 1’s: 


These identities show the use of the theorems on u 


cept Theorem 8a, 
addition. 


Proof 


Let A in Theorems 7 and 8 be 0; we then have 


A+0=04+0=0 
A+1=0°-1=0 
A+1=041=1 
A+ 0=0 -O0=0 


Next let A in these two theorems be 1; we then have 


The above eight identities were the postulates which Shannon 
oping the fundamental theorems for relay circuits. 
the undefined symbols of + and > 


A+0=1+0=1 
A+l=1+-l=1 
A+l=1+4+1=1 
A-0=1 *“O=0 


Example 3-5. Prove the following identities: 


(a) 
(6) 
(c) 
(d) 
(e) 
(f) 


(4 + B)B = AB 
AB+B=A+B 
AB + AB=A 


(4+ BA +B) =A 
(4 + B)\(A + C) = AB + AC 


nion and intersection; these theorems 
established the same rules as those for ordinary 


[5] and others used in dey 
Shannon’s postulates are established 
; our postulates, on the undefined symbols + and ~. 


AB + AC = (4 + B)(A + C) 


plification and expansion of Boolean relations. 


Proof 


(a) (A + BB @ AB + BB 


Theorem 115 
Theorems 2b, 7a 


(3- 






multiplication a 


(3-116) 


Proof of thaaa idantis: : st 
roof of these identities provides several additional identities which are useful in later sim: 






() (44+ B)(4+C) = Ad + BA + AC + BC Theorem 115 


= AB(C + C) + A(B + B)C 


+ (A + A) BC Theorems 2, 76 
= ABC + ABC + ABC + ABC Theorem 6a 
= AB+AC Eq. (3-10a) 
(/) AB + AC = AB(C + C) + A(B + B)C Theorems 2a, 7b 


= (ABC + ABC) + (ABC + ABC) 
+ (ABC + ABC) 

= AB + AC + BC 

= AA + AB + AC + BC 

= (4+ B)(A+C) 


Theorems 116, 6a 
Eq. (3-10a) 
Theorems 25, 7a 
Theorem 116 


44 Boolean Functions and Truth Table 


A binary variable is a discrete variable which takes on two values only. 
Noolean variables are binary variables; the two values are represented by 0 and 1. 
Hoolean variables are denoted by letters 4, B,C, .. . , X, Y, Z. A Boolean 
function of one or more Boolean variables is a binary variable whose value de- 
pends on the values of these Boolean variables. The symbol f is used to denote 


4 Hoolean function. For instance, f(A,B) is a Boolean function of the two vari- 
ables 4 and B. The value of variables A and B can be arbitrarily chosen; such 
vurlubles are independent variables, while fis a dependent variable. 

Truth Table. The value of a Boolean function depends on the values of its 
independent variables. For a given Boolean function, one can construct a truth 
lable to depict the value of a Boolean function for all possible combinations of 
ie independent variables. The following Boolean function of two variables 
f4,B) states that 

f{(A,B) = AB + AB (3-12) 
nd its truth table is shown in Table 3-4. The first two columns show the four 
joeeible combinations of values of the variables A and B; they are tabulated in 
the order of binary numbers. The third column shows 
the corresponding values of the Boolean function f. Table 3-4 Truth Table 


The values of the complement of the function are for Boolean Function 
shown in the fourth column, The value of the Boolean (3-12) 

function f in a given row is obtained by substituting 
the corresponding value of A and B into the given 
Hoolean function, For example, in the third row, 
Aw 1, and B = 0 (ord = O and B = 1); then 


f2O0xX04+1X1s04+1=1 
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This agrees with the value of fin the third row. Thus, for a given Boolean func- 
tion, one can construct a truth table to depict the values of a Boolean function. 

Two Boolean Functions. In contrast with the preceding discussion, 
Boolean function can be written representing the values of a given truth table. 
Exemplifying this converse relation, Table 3-4 states that the value of fis 1 when 


A=0 and B=1 


or A=1 and B=0 
These conditions can be rewritten as 

A=l and = 1 
or A=1 and , = 1 


They can further be rewritten as a logical product of A and B equal to | or of A 


and B equal to J, 
AB=1 or AB=1 


Since either of the two combinations makes the function f equal to 1, the fune- 
tion fis the logical sum of the two, 


f = AB + AB (3-13) 


This is the required Boolean function which agrees with the function (3-12), 
Thus, for a given truth table, one can write a Boolean function to depict its values, 

The above Boolean function (3-13) was established from Table 3-4 for those 
combinations of values of the variables A and B which give the value of f equal 
to 1. From this same table we can write, instead, the Boolean function f for those 
combinations of values of A and B which give the value f equal to 0. Table 3- 
states that the values of f are 0 when 


A=0 and B=0 
or A=1]1 and B=1 
These conditions can be rewritten as 

A=0 and B=0 
or  A=0 and B=0 


They may further be written as a logical sum of A and B equal to 0 or of A and 
B equal to 0, 
A+B=0 or A+B=0 


Since either of the two combinations makes the function f equal to 0, the function 
fis the logical product of the two, 


f= (A+ B)(4 + B) (3-14) 


This is the required function. Since the functions (3-13) and (3-14) have the same 
truth values, they are the same, As proof, follow the expansion and simplification 


shown, 
f= (A + BA + B) 
= AA + AB + AB + BB 
= AB + AB 
whieh is the expression in function (3-13), 
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The function (3-13) is a logical sum of logical products, while the function (3-14) 
is a logical product of logical sums. These are shown in the block diagrams of 
Vy. 3-8. One diagram makes use of and-or logic; the other depicts or-and logic. 

A conclusion, drawn from the foregoing discussion, states that at least two 
Noolean functions can be written to reflect a given truth table. The functions are 
equal, but differ only in form. 

Two Complement Boolean Functions. Instead of writing the Boolean 
function f(4,B) from Table 3-4, we can write its complement function f (A,B) 
whose truth values are also shown there. Using the previous approach for values 
ol / equal to 1, we have 


f= AB + AB (3-15) 

We can also write the function f for the values of f equal to 0, 
f=(A+ BA 4+ B) (3-16) 
Again, two complement functions are obtained which are the same, differing only 


in form. 
An over-all conclusion states that, for a given truth table, four Boolean functions 
(\ncluding the two complement functions) can be written. This is important in 


f=(A+B)(A+8) 





(6) 
FIG. 3-8 Two-level logic. (a) and-or; (b) or-and. 





‘pplication because one physical circuit may be more adaptable to one function 
than to the others. 


5) Canonical Forms of Boolean Functions 


Vroduct Terms and Sum Terms. A product term (or P term) of n variables 
le « logical product of all n variables, although each variable can be the variable 
\welf or its complement. The terms AB and AB of function (3-13) are product 
jermia, as each term is the product of both of the two variables. A sum term (or 


‘ ferm) of n variables is a logical sum of all n variables, although each variable 


san be the variable itself or its complement. The terms 4 + Band A + B of 
{netion (3-16) are sum terms, as each term is the sum of both of the two variables. 
Hither a P term or an S term is called a canonical term. 


A Hoolean function of one variable f(A) comprises two terms A and A which 
wre indistinguishable between the P term and the S term. 

‘The Boolean function of two variables f(A,B) comprises four P terms and four 
S terme as shown in Table 3-5. Values in the first two columns for the variables 
4 and B ave arranged in the order of the binary number. P terms are formed 
wi the values of the variables which give the function the value of 1, A simple 
tule for obtaining the P term is to represent 1 by an uncomplemented variable and 
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0 by a complemented variable. In the first row of Table 3-5, for example, the 
term Po employs the variables 4 and B because A and B in the first two colum 
are 0’s; and the product AB is 1. 
terms are formed on the values of t 
variables which give the function ¢ 
S lemma value of 0. A simple rule for obtaini 
the S term is to represent 0 by an wu 


Table 3-5 P and S Terms of Boolean 
Function of Two Variables 


[2 [Prom] 
0 













ables A and B uncomplemented b 
cause the corresponding values of A and B in the first two columns are 0’s an 
the sum A + Bis 0. From these two rules, it is apparent that the correspond: 
ing P term and S term complement each other. 


P; = S; or Si = P; (3-17) 


A Boolean function of three variables f (A,B,C) comprises eight P terms an 
eight S terms. They are formed by the above rules and shown in Table 3-6. I 


Table 3-6 P and S Terms of Boolean Function of Three Variables 














A B C P terms S terms 
fe 

0 0 0 Po = ABC So=A+B+C 
0 0 1 P, = ABC S,;=A+B+CE 
0 1 0 Pz = ABC Sx =A+B+C 
0 1 1 P3 = ABC S3s=A+B+C 
1 0 0 Py = ABC Sys=A+B4C 
1 0 1 Ps = ABC S,=A+B+C 
1 1 0 Pg = ABC Sos=A+B+C 
1 1 } Pz; = ABC Ss=A+B4+C 





general, a Boolean function of n variables comprises 2” P terms and 2” S terms, 
because each variable has two values; thus there are 2” possible combinations 0 
the values of n variables. 

Note that the subscripts of the P terms and S terms in Table 3-6 are the decimal 
equivalents of the binary numbers in the first three columns. This notation will 
be adopted in subsequent truth tables. 

Veitch Diagram. Representation of the P terms of one, two, or three 
variables by a Venn diagram appears in Fig. 3-9a, b, and c, respectively. The 
areas which correspond to the two, four, and eight P terms of one, two, and three 
variables are indicated therein. Representation of the S terms can be similarly 
drawn. 

When the circles in a Venn diagram are squared and rearranged, the resulting 
pattern of squares is called a Veitch diagram. Each square represents a P term 
or an S term. Veitch diagraming of the P terms of one, two, or three variables 
appears in Fig. 3-9d, e, and f, respectively. In these Veitch diagrams, each 
variable A, B, or C which brackets a number of squares represents one half the 
diagram, and the complement of the variable represents the other half diagram, 
An individual square, such as the one marked ABC in Fig. 3-9/, represents the 











So=A+B 

St eet; complemented variable and 1 by a com- 
S=A+ : plemented variable. For example, in th 
Ss = A+ 
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P term ABC; this square is the intersection of the one-half areas A, B, and C 
when the values of A, B, and C are equal to 1. Representation of S terms can 
wwe the same Veitch diagram. In this case, each square on a Veitch diagram 
jopresenting a P; term alternately represents a corresponding 5; term. For ex- 
ample, the square representing ABC (or P2) in Fig. 3-9f may represent 


{ + B+ C (or Sz). This representation of the S term is envisaged as follows: 


I'he one-half area A (lower four squares in Fig. 3-9f), which has been considered 
a» having the value 1 (i.e., 4 = 1), is now equivalently considered as the one- 
\wlf area A, having the value 0 (i.e., A = 0). And the one-half area A (upper 
four squares), having the value 1 (i.e., 4 = 1), is now equivalently considered as 
\wving the value 0 (ie, 4 = 0). Adoption of this convention stems from the 
fact that an S term deals with 0 and that the corresponding P and S terms repre- 
sented by the same square on a Veitch diagram are complements. A Veitch dia- 
jvam is simpler to draw and easier to visualize than a Venn diagram and will be 


tied hereafter. 


S| 








ase tec 
ae 


(d) (f) Cc 


FIG. 3-9 Venn and Veitch diagrams for one, two, and three variables. 





\ Boolean function can also be graphically represented in either a Venn or a 


Veiteh diagram. For instance, function (3-13) is shown as a Venn diagram in Fig, 
‘10a; the shaded area represents AB + AB. Figure 3-106 illustrates the same 
{netion as a Veitch diagram; the squares representing the two P terms of the 
iven function are marked by l’s. The 1’s indicate that the value of the Boolean 


{ynetion is 1 when the value of the P term represented by the square becomes 1. 
{{ » Boolean function is written in S terms, it can also be graphically represented 
jy both Venn and Veitch diagrams. Consider the function (3-14) diagramed in 
Hi. 3-11. The double shaded area in the Venn diagram of Fig. 3-1la@ represents 
(1 4 BA + B). In the Veitch diagram (Fig. 3-115), the squares representing 
Storms A + Band A + B of the given function are marked by 0’s. The 0’s 
jwioate that the value of the Boolean function is 0 when the values of the S term 
fepresented by the squares become 0. These representations on Veitch diagrams 
will be further described in Chap. 4. 

Canonical Forms. \t has been shown that from Table 3-4 one can write two 
Hoolean functions in two forma, which can now be identified as canonical forma, 
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Mach of the 2" P terms of a Boolean function is distinct from the other only in 
ihe presence or absence of the complement. By Theorem 2b, which states 
that 4° 4 = 0, the logical product of any two distinct P terms, P, and Pj (i # J), 
js thus equal to 0. To illustrate, the eight P terms in Table 3-6 are all distinct; 


the product of the distinct P terms P; and P3 is 
P,P3 = (ABC)(ABC) = 0 


Canonical forms of a Boolean function are those functions which are written in 
distinct P terms or in distinct S terms. The Boolean function in P terms is 
called the canonical P form, while that written in S terms is called the canonical 
S form. Two examples are shown below: 

fi(A,B,C) = ABC + ABC + ABC + ABC + ABC + ABC (3-18) 
(ABC) =(4+B4+C)(A+ B+ C)A+B4 C)(44+B4C) (3-19) 
Mince BB is equal to 0, PP3 thus equals 0. As a further illustration, the sum of 
ihe distinet S terms S3 and Ss is 
S3+S5=(A+B4+C)+(44+B4C)=1 


Since 4 + 4 =1 (Theorem 2a) and 1 + A =1 (Theorem 8a), S3 + Ss is 
pyual to 1. 


The first function is a Boolean function of three variables in canonical P form, 
while the second function is in canonical S form. 

The canonical forms of a Boolean function are important because, as will be 
shown later, they are unique representations of a given Boolean function. These 
forms may serve as a basis for comparison among various Boolean functions and 
also as a reference for later simplification and minimization of Boolean functions. 
Theorem 13a 


A Boolean function of n variables can be represented by one and only one 
liical sum of P terms, or 


= A+B gn 
WI] Ate f= oP: (3-22) 
EB (4+8)(4+8) ps 


Theorem 136 


A Boolean function of n variables can be represented by one and only one 
Jigieal product of S terms, or 





B 
2n— 1 
f= |] @+S) (3-23) 
i=0 
(EE a | 
Yh above a;’s are referred to as characteristic numbers of a given Boolean function. 
(4) I! (he number of 1’s in the characteristic number is equal to the number of 0's, 
FIG. 3-10 Venn and Veitch diagrams, FIG. 3-11 Venn and Veitch diagrams, both showing the function is called a neutral function. Lae 
both showing f = 4B + AB. f= (A+ B)(4 +B). The proof of Theorem 13a is lengthy and has been omitted in favor of two 
psumnples. Consider the following two Boolean functions of three variables, 


{(AB,C): 


)\ « ABC + ABC + ABC 7 7 
Aw (A+ Bt C\A+ B+ C)(A4+B4+C)(A+B+C)A+B4+C) 


3-6 Theorems on Boolean Functions 


Some properties of the Boolean function were discussed in the last section. 


Here these and other properties are formulated into a number of theorems [12]s The values of the characteristic numbers @ for the above two functions are 


Theorem 12a Qo = A =A4 = Ag = A7 = O 


The logical product of any two distinct P terms of a Boolean function of n ay a3 = a5 = 1 


variables is equal to 0, or Hy applying Theorem 13a, we have the P form, 


fi 0+ Po + 1+ Py + 0+ Po + 1+ P3 + 0° Py + 1°P5 + 0° Pe + O° Pr 
Ww fp = Py t+ Py + Ps 


P,P; = 0 where i # j (3-20) 
Theorem 12b 


The logical sum of any two distinct S terms of a Boolean function of n variables 


Applying Theorem 13d, we have the S form, 
is equal to 1, or 


fy mm (0 + So)(L + Sy) + S2)(L + Sa)(O + Sa)(L + 55) + Se) (0 + 57) 


S++ S = 1 where i 9% j (3-21) 
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Theorem 15b 
The logical product of 2” distinct S terms of a Boolean function of n variables 
je equal to O, or 


From the above, it is noted that a Boolean function is determined by a set of valu 
of the characteristic numbers aj. If the function is in canonical P form, onl 
those P terms appear whose aj;’s are equal to 1; if it is in canonical S form, on 


those S terms appear whose a's are equal to 0. ae 


I] s; =0 (3-27) 
Theorem 14a i=0 
'rom Theorems 13a and 14a, we have 


an] gn_] gn_-1 


f+f= SaPkt Sas DA 
i=0 t=0 


i=0 


The complement of a Boolean function of n variables can be represented by on 
and only one logical sum of P terms, 

Qn 

f= > a,P; (3-2 . . ora 

2 a) Minee (+f =1, Theorem 15a is proved. The following four identities are 


Theorem 146 puumples for Boolean functions of two and three variables: 


{B+ A. B+AB=1 
The complement of a Boolean function of n variables can be represented by o 743 dt Liven Vein B) =0 
and only one logical product of S terms, or ABC + ABC + ABC + ABC + ABC + ABC + es ane =1 
anal 71+ B+C6\(44+B 4 C\(4+ B+ 
- Shaan (44+ B+C)\4+B+C)(A4+B+C 
f= I] @ + 5) (3-2 (A+B4+C)(A+ B+ C)(44+ B+ C)(A+B4C)=0 


These theorems can be proved by taking complements of Theorems 13. Taki 
the complement of Theorem 135, we have 


Theorem 16a 
Any P term of a Boolean function of n variables is equal to the logical product 
wf 2" — 1 S terms, 


te 


n_| 
aS; 
t=0 


a 
f= [|] @+ Si) = 
Ke P= |[ 5 wherei=0,...,2"-1 (3-28) 
Recall identities (3-17): S; = P;. We have the result (3-24). As an exampl ixk 


consider the previous two functions having the characteristic numbers Theorem 16b 


Ao = a2 = Ag = Ag = A7 = O Any S term of a Boolean function of n variables is equal to the logical sum of 
a, = a3 = 5 = ~~ | P terms, 
If these two functions are complemented, and if we apply Theorems 14a an S. = S P, wherei=0,...,2"—1 (3-29) 
146, then mk 
A = Po + Po+ Po + Po + Py ‘The two functions of Theorem 13 are the same and differ only in form. Thus 
f2 = 515355 we have 
= on gn-1 
Note that the sum of the numbers of terms in the function f; and Ji is consta’ > a Pi Tl (a; + Si) 
and equal to 2” or 8. We summarize that the complement of a Boolean functi ro oe pare 
f in a canonical form is determined by the complement of the values of characters - . ; sca and at ww let thie tern 
istic numbers a; of the given function. If the complement function f is in canoni If there is only one P term on the left side of this equation, and if we let this te 


P form, only those P terms appear whose a's are originally equal to 0; if fi is in 
canonic S form, only those S terms appear whose a;’s are originally equal to | 


lw called Px, then the values of the a@’s are 
a=1 when b= 


anil a, = 0 when ixk 


This proves Theorem 16a, For example, consider P, which is a P term of a 
Howlean function of two variables, Then, from Theorem l6a, we have 


Theorem 15a 


The logical sum of 2” distinct P terms of a Boolean function of n variables is 

equal to 1, or ag 
a = 1 and Ao = Ag = Ag = 

“ Py = SoSpSy = (A + B)(A + B)(A + B) 


may 
SAzl (3-26) 


fe 












108 Digital Computer Design Fundamentals Boolean Algebra 109 


Instead of P,, consider that S, of the same function is given. Then, fro 


Wible 3-8 Characteristic Numbers of Boolean Functions of Two Variables 
Theorem 166, we have 


fia fis 








Jia fis 











a,=0 and a = a = a3 = 1 l-elp al | 

or Sy = Po + Po + P3 = AB + AB + AB ; ; : 
Theorem 17 o 1 0 =) 
There are 22” distinct functions for a Boolean function of n variables. 
As has been shown, there are 2” distinct P terms; the logical sum of one o 
more of these terms corresponds to a distinct Boolean function. Let m = 2” 
m is a positive integer and also the number of distinct P terms. We can take on 
term at a time to forma Boolean function and similarly can take two or more ter 
at atime. The number of Boolean functions which can be formed by exhausti 
all such possibilities, including those of taking no term and of taking all terms, i 


the summation of all these combinations (which are binomial coefficients), or 


‘The two canonical forms for a Boolean function of two variables are 
f (A,B) = aoPo + a1P; + a2P2 + azgPs3 (3-33) 
f (A,B) = (ao + So) (a1 + S1)(@2 + S2)(a3 + Ss) (3-34) 


The 16 possible functions of two variables in either P form or S form result from 
tw 16 possible sets of the characteristic number a’s (aoa102a3 = 0000, 


jem OO001, . . . , 1110, 1111); they are shown in Table 3-8. These functions can 
> eo = 2" = 22" (3-3 \w simplified into those appearing in the first column of Table 3-9. This table 
j=0/ healt ileo wives the logic explanation and the terminology. 
Hoolean functions of three or more variables become impractical to tabulate in 
pherciore, there are 2?" distinct functions for a Boolean function of n variabl ull possible variations. However, they can be referred to or identified because the 
eee ee amon aro (no P terms or all S terms) and the function of lation of these functions is organized in a systematic manner. Suppose, for 
(no S term or all P terms). The two canonical forms of a Boolean function 


psample, that the given function comprises four variables f(A,B,C,D) as follows: 
f= ABCD + ABCD 
The above P terms ABCD and ABCD refer to the binary numbers 0101(5) and 


101 (9), respectively. Therefore, the characteristic numbers a5 and ag are equal 
ty |, and all others are zero. This function can be written as 


f=Ps + Po 


shown in Theorem 13 constitute the unique representations of the given functio: 


and those in Theorem 14 the unique representation of the complement of the give 
function. 


3-7 Boolean Functions of Two Variables 


The number of possible Boolean functions for one to six variables is shown j 
Table 3-7. The number of possible Boolean functions becomes astronomical wh 
the number of variables is six or more. 


The two canonical forms for a Boolean function of one variable as obtained fro 


title 4-9 Sixteen Boolean Functions of Two Variables 
Theorems 13 are 














Function Explanation Terminology 
& 1 = 
f(A) = aoPo + a4P; (3-31 jh a0 ae ve 
AB Aand B ane 
ie as ) Gas 51) (3-32) fs AB A and (not B) andnot B 
. . : it : 4 A identity 
The four possible Boolean functions of one variable in either P form or S for A aR Bick aed) ed 
are all rather trivial, ; : ; sen 
= = =A = f AB + AB (A and B) or (A and B) exclusive or 
‘ E = js ie fs = i; | a Aor B ort 
In AB=A+B not (4 or B) nor 
Table 3-7 Number of Possible Boolean Functions ly AB + AB (A rs B) or (A and B) en 
/ BR not not 
Number of variables Number of Boolean functions he A+B Ate tact B) eae 
fig A not A not 
2 3 famA+B B or (not A) ees A 
3 ; = t (A and B nance 
F a= at rs : : 5 ry ae = , one 
4 65,536 /in® 
. SE6907, 890 1 Aloo called (nelusive or, 
) 


18446, 744,079, 709,55 1,616 | Alao called complement of nh 


110 Digital Computer Design Fundamentals 

If the given function is in canonical S form, 
f=(A+B4+C+D(4+B4+C+4D) 

we have a5 and avg equal to 0; and the function becomes 


f = S5Sg 


3-8 Elementary Terms and Elementary Forms 











Simplification and Expansion. It has been shown that a Boolean functio 
can be expressed in two canonical forms. These two canonical forms are unique 
but they usually are simplified into one in which the variables appear less often 
The manipulation of a Boolean function into one with fewer appearances of 
variables is called simplification. Conversely, a Boolean function not in a canoni 
form can be expanded into one of the two canonical forms. Such manipulatio 
is called expansion. For example, let us simplify the following Boolean functio 
which is in canonical P form: 

fi = ABC + ABC + ABC + ABC + ABC 
= AC + AC+ BC 


The number of variables appearing has been reduced from 15 to only 3. Lety 
now expand the following Boolean function, which is in canonical S form: 


fo=(A+ BB+ C)_ 7 
(A+ B+ CC)(AA+B4+C) aoe = 
(44+ B+ C)(4+B4+ C)(44+B4 C44 B+ C) 


The appearances of the variables have been increased from 4 to 12. 
Elementary Terms. For a given number of variables n, there are a fini 
number of distinct terms in either a logical sum or a logical product of n or few 
variables. Such terms are called elementary terms. If the distinct term is 
logical product, then it is an elementary P term. If the distinct term is 
logical sum, then it is an elementary S term. The elementary P terms and 
terms for one to three variables are shown in Table 3-10. The number of d 
tinct elementary P terms and S terms for one to six variables is shown in Tab 
3-11. In this table, the number of canonical P terms and S terms is also sho 


Table 3-10 Elementary P and S Terms for Boolean Functions of One, Two, 
and Three Variables 








Number of One-variable Elementary Elementary 
variables terms P terms S terms 
l A, A 
2 A A,B, B | AB, AB, AB, AB | A4+B,A+B,A4+BA4B 
3 A, A, B, B, C, C | AB, AB, AB, AB A+B, A + BA+B A+B 
AC, AC, AC, AC A+CA+6CA+C44+C 
BC, BC, BC, BC B+C8B+CB+C Bu 
ABC, ARC, ABC, A+B+O4+B+ 644846 
ARC, ARC, ANC, A+ B+ CA+B+ CA+B+C, 
ARC, ARC A+ Be C Arb BeC 
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Wwble 3-11 Number of Possible Elemetary P and S Terms of Boolean Functions 











Number of canonical P 
terms and S terms 


Number of elementary 


Number of variables Ptemné-aad § terns 












1 2 2 
2 12 8 
3 46 16 
4 152 32 
5 474, 
6 1,444. 


for comparison. It is obvious that the number of elementary terms is larger than 
jhe number of canonical P terms and S terms, particularly when the number of 
variables becomes large. 


Elementary Forms. A Boolean function expressed in elementary terms is 
{i wn elementary form. Boolean functions can be in either the elementary P form 
(logical sum of elementary P terms) or the elementary S form (logical product of 


plementary S terms). Elementary forms of a Boolean function differ from 
sanonical forms; the latter comprise only canonical P or Sterms. Thus, ele- 
jwenlary forms are generally not unique, while canonical forms are unique. The 
arlicr two functions f{ and f2, repeated here, 


fo = (44+ BB+ C) 


are examples of Boolean functions in the elementary form. Function f; is in ele- 
wentary P form; f2 is in elementary S form. An example of a nonelementary 
form is that of f3, _ 

fs =A + BIC + D(A + B)] 


lor a Boolean function in a nonelementary form, there is a repeated combina- 
Hion of the logical sum and logical product of elementary terms. These three 
{netions are shown in the block diagrams of Fig. 3-12. The variables (signals 


2 
Qs 


fp =(A+B)(B+C) 


A f= A+8C 


(a) 


1% 





f=A+B[C+D(A+8)] 





HIG. 412 Block diagrams showing the use of two-level and more-than-two-level logic, (a) Tworlevel; 
(h) iworlevel; (e) fiveclevel, 
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in actual circuits) in Fig. 3-12a and 6 go through two logic operations (or twi 
levels in circuits), while some variables in Fig. 3-12c go through as many as fiv 
logic operations. A Boolean function, therefore, in the elementary form requires 
most two-level logic circuits, while that in the nonelementary form requires more-th 
two-level logic circuits. Certain types of circuits, as diode logic circuits, cau 
signals to suffer distortion and attenuation after passing through one or more levels: 
Amplification and waveform-shaping circuits, logically unnecessary, become 
practical necessity under such conditions. 


somplement of logical-or operation. The andnot-B operation AB (or similarly 
widnot-A, AB) means both A and B; it is the complement of the ornot-A opera- 
tion, The ornot-B operation (A + B) (or similarly ornot-A) means either A or 
Mov both; it is the complement of the andnot-A operation and is also the logical 
wlion of implication. The values of these six logic operations on 0 and | to- 
wether with those of logical-and and logical-or operations are shown in Table 3-13. 


Wwhle 3-13 Logic Operations on 0 and 1 




















in A+B A@®B A@®B A/B | AZB 7 AB A+B 

- i i i 0 0+0-010@0=0 | 0@0=1) 0/0=1 jowo=l jo-5=0/04+0=1 

a Other Basic Logic Operations \ 0+1=1/0@1=1]061=0]0/1=1 |ov1=0 |0-1=0/0+4+1=0 

i i : . 0 140=1}/1@0=1]1@0=0)]1/0=1 |1/0=0 | 1-6=1/140=1 

Six Other Operations. We have thus far been using the three logic opera ' Paier )1 4 1=0]/1@12=1]1/1=0 }1471=0 |1-1=0]1+4+1=1 

tions of logical and, logical or, and logical not and formulating other logi ea 04+4=A/0@4=4] 004=4| 0/A=1 [04% A=A10-B=0/ 04 y =B 

‘rations fi am. Si i i i : i \ 1+4=1/1@4=4|104=4]1/A=4 | 1 ¢A=0 | 1-B=Bl14+B=1 

opt rations from the m Six other basic logic operations have been mentioned i ¥ 444=1|4@4A=1 | 4Q4=0| 4/41 | AL A=0 |B-B=B| B+ B=8 

lable 3-9: exclusive or, coincidence, nor, nand, andnot, and ornot. Their sym: A AtA4=A|A@AH=0 | ACAH1| 4/A=A|ACA=A|BB=0|B+B=1 
bols and definitions are summarized in Table 3-12. The block representation 

these operations is shown in Fig. 3-13, Some physical circuits may be more adaptable to certain basic logic operations 

lee A®B 4—o}-« ©8 Symbols + and + are chosen f than to others. Relay circuits using both normally open and normally closed 

B B andnot and ornot operations, resp feluye can form all these basic operations. Circuits using diodes alone are lim- 

(a) (2) tively, because the former is compos Hiei! lo logical-and and logical-or operations. Vacuum-tube and transistor circuits 

of the symbols for logical-and an are more favorable for nor and nand operations. Superconductor circuits are 

gal / 4/2 gl/ eave logical-not operations and the latt similar, with some restrictions, to relay circuits using normally closed relays. 

. u composed of those for logical-or and Sinyle magnetic-core circuits are preferable for logical-or, nor, and andnot 


(c) (7) logical-not operations; furthermore, 
double-headed arrow is used to indi 

A = 7 A = 5 cate the complemented variable. 
8 we a 8 ane The cdusen operation (4 ® 
(e) (F) (also known as modulo-2 sum operation 

FIG. 3-13 Block representations of six logic op- means either A or B but not both; this 
erations. (a) Exclusive-or; (b) coincidence; (c) differs from the logical-or operation (al 
nand; (d) nor; (e) andnot-B; (f) ornot-B. known as inclusive-or operation), whic 
means either A or B or both. The coins 

cidence operation (4,@ B) means both A and B or both A and B; this differs 
from logical-and operation, which means only both A and B, and is the comple- 
ment of exclusive-or operation. The nand operation A/B (read A per B) means 
either A or B or both; it also means not both A and B (that is, 4B) and is thus 
the complement of the logical-and operation. The nand operation and its sym+ 
bol, first introduced by Sheffer in 1913, is also known as Sheffer’s stroke function. 
The nor operation A B (read A peirce B, after Peirce) means both A and B; it 
also means the complement of A or B or both (that is, 4 + B) and is thus the 


ireuits, Multiaperture magnetic cores can perform a number of different logic 
Hperations in one such core. Consequently, familiarity with all these basic logic 
Hperations is useful. 

Choice of Other Sets of Primitive Operations. As mentioned earlier, 
Hwlean algebra is developed from a chosen set of fundamental concepts. These 
fuieepts can be regarded as primitive logic operations from which other logic 
Aperations can be formulated. In our development of Boolean algebra, we chose 
\imieul or and logical not as primitive operations. Another approach is to choose 
lal il and and logical not as primitive operations. We can also choose one or 
fwore of the six logic operations in Table 3-12 as the primitive ones. Six possi- 
hile choices are exclusive-or and logical-and operations, coincidence and logical- 
wf operations, nor operation, nand operation, andnot operation, and ornot opera- 
fiw, ‘The formulation of logical-not, logical-or and logical-and operations from 
teen choices of primitive operations are shown in the block representations of 
tiv 414, In the development of these block representations, the following 
Hleitities are used: 


1pB@AB=A+B 
1)B@QAB=A+B 
(de BR (ACB=At+B 
(1/A)/(B/B)=A+B 
AGB (d @ A) ¢ (Be B) = AB 


Table 3-12 Definitions and Symbols for Six Logic Operations 








Definition 


A@® B = AB + AB 


Logical operation 


Block symbol 










| 


ON Sy 5 6.5 6s a. 505,010 5 ck ae 







Te COCUERE OEE © AQ@QB=AB + AB=A@B (4/8) /(A/B) = AB 
nand (ov Sheffer stroke)... 6s / A/B = A + B= AB AN) = AB 
nor (or Peiroe) v Ad Ba AB a A+B weA+B 
andnot H (inhibit), . " i = AD 


ornot HE (implication) 





Ady (A+ BDwArB 
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l| is interesting to note that only one primitive operation is necessary if the 
wr, nand, andnot, or ornot operation is chosen. These operations may be 
tilled universal operations. The choice of the nor or nand operation has an ad- 
Yunlage over that of the andnot or ornot operation in that the former choice re- 
(\uires fewer circuits. ‘ 

‘The above choices of primitive logic operations do not exhaust all the possi- 
liilities. The selection of primitive logic operation in developing Boolean algebra 
{© Hol unique. The major consideration in choosing basic logic operations lies in 
tlw realizability of more reliable and less expensive electronic circuits. Logical- 
wd, logical-or, logical-not, logical-nor, and logical-nand circuits have been widely 


Primitive 
LE] 7 
A A 


Q 


























ted because they can be readily realized. 
thle 3-14 Identities for Exclusive-or and Coincidence Operations [26] 
Identity Identity 
WO e A la AQV=A4 lb 
iWled 2a A@1=A 2b 
eS) Awd 3a A@A=1 3b 
WAwl da A@A=0 4b 
(c) IWAD:--@A=0 Sa A@AO:+:@OAH=1 5b 
[-] pyen number of A’s even number of A’s 
HAH. .-@A=A 6a A®QA®:::@QA=A 6b 
toll number of A’s odd number of 4’s 
iMHNHC-..-=0 7a A@BOC-++=1 1b 
eee number of variables has the value 1 even number of variables has the value 0 
}@| gHMNwC..-=1 8a A®BOC:-+.=0 Bb 
toll wuimber of variables has the value 1 odd number of variables has the value O 
[-] Ile BOA 9a A@B=BOA ob 
MHC) =A®BDOC=A@BOQC 10a A@ (BOC) = (ADB OCH=AOBOC 10b 
WAC e AB@C) lla (A+ B)@Q(44+C)=A4 (BOC) 1b 
WM Cimplies 4A® C= B 12a A®©B= Cimplies 4@ C= B 126 
B@®C=A 13a BOCH=A 13b 
1®BO@C=0 14a A@BOCH=1 146 
Vie ADBOAB 15a A+B=AQBOAB 15b 
wHMD: > @O@CHAF+B+--+4+C loa A®BO:+.+-@OCH=AF+BH--+4+C 166 
val coer SACS: > * = BCH O ifAB=+-+--=AC=+++-=BC=1 
i) AC 1B 4+ AC 17a AB @® AC = AB+ AC 17b 
Ue i 4+ AB = (A + B)(A + B) 18a A@B = AB + AB = (4 + B)(A + B) 18 
Ne A®B=A@OB 19a AQB=AQB=AOB 19b 
dle AGB 20a A@B=AOB 206 
Hane MP 2la A@AB=4B | 21 
Whit 4+ B) = AB 22a AQ (4 + B) = AB 226 
than (+B 23a AQAB=A+B 23b 
Hh + lM) @ AB 24a AQ® (4 +B) = AB 246 
Identities for Exclusive-or and Coincidence Operations. The exclusive- 
# wid coincidence operations are very useful. Table 3-14 lists a number of identi- 





five involving these two operations. In this table, identities (9), (10), and (11) 
show their commutative, associative, and distributive properties, respectively. 
Tho distributive property, however, should be treated with caution. For example, 
the following relations are not correct, as indicated by the not-equal sign: 


(d+ B)@(A+ C) AA+t (BOC) 
(AMDB) + (ABC) FAP(B+ C) 
(4 DB)(A OC) f A(BO@ C) 

ANG BCHABE C). 

(4@ B) + (AOC) PAG (B+ C) 
(1G) B(A®C) ABO C) 


NIG, S14 Logicaland, logical-or, and logical-not operations derived from eight sets of primith 
operations, 
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q ° bers @1, G2, . . . , x, we adopt the notations Sy1,..., ax (X1, » » «5 Xn) 
3-10 Symmetric Boolean Functions ee RMI OSES OAs Oe P 


and Ma:,...,ek (X1, .--, Xn) for those satisfying Theorems 18a and 18d, 
A Boolean function of n variables is said to be symmetric in these variables jpectively. For example, the functions fi and fg are denoted below: 
any permutation of the variables leaves the function identically the same. S23(4,B,C) = fi = AB + AC + BC (3-39) 
definition for a symmetric function is taken from Shannon [5]. As a case i oars AO AO) (3-40) 
point functions (3-35) and (3-36) of the variables A, B, and C, M23(4,B,C) = fe = (A+ BY(44 C)\(B+ 


fir = AB + AC + BC 
fe = (4 + B)(A + C)\(B+C) 


are symmetric functions, because if A and B (or any other two variables) we 


interchanged, functions f, and fz would remain unaltered. By contrast, the fo 
lowing two functions 


fs = ABC + ABC + ABC 
fa=(4+B4+C)(A44+B4+ C)(44+B4C) 


are not symmetric in A, B, and C but are symmetric in A, B, and C. Inde 
the recognition of a symmetric function is not always obvious. 


Theorem 20a and b 


The complement of a symmetric function of n variables is a symmetric func- 
jion of those variables having a numbers from 0 to n which are not the a num- 
hwre of the given function. 

This theorem can be proved by using a-number theorems. The a numbers of 
(he given symmetric function are the numbers of the variables which make the 

jven function equal to 1 (or 0) when these variables are 1 (or 0). Therefore, 
te « numbers from 0 to n which are not the a numbers of the given function 
will make the given function 0 (or 1). Thus, a symmetric function with these 


# \umbers and with the same variables of symmetry is the complement of the 
The-varishlee 4. B.C for fiand fz or A, B C for fs and fy are called va piven function. For example, the complements of the functions fi and fo, re- 
ables in symmetry. There are two types of symmetric functions. In the fi a vee a 
type, the variables of symmetry are either all unbarred or all barred. This t Ai = $2,3(A,B,C) = So,1(A,B,C) (3-41) 
admits only two possibilities known as m-out-of-n circuits. In the second f= Mp,3(A,B,C) = Mo,1(4,B,C) (3-42) 
the variables of symmetry are neither all unbarred nor all barred. For this ty , 


there are 2” — 2 combinations; symmetric functions of the second type are di 
cult to recognize. 


Theorem 21a and b 
Shannon’s Theorems. Shannon [5] has formulated a number of theore 


on symmetric functions in describing their properties. The first pair are 
a-number theorems. Consider the above function fi: since its value is 1 wh 


two of the variables are 1 or when all three variables are 1, this function is sail 
to have a numbers 2 and 3. 


A symmetric function of n variables is equal to the symmetric function in 
whieh each of the original variables is complemented and each a number a; of 
the original function is replaced by the a number n — a. 

This theorem can be deduced from a-number theorems. A symmetric fune- 
fio ie equal to 1 (or 0) when a; variables of symmetry are equal to 1 (or 0) or, 
sunversely, when n — aj variables of symmetry are equal to 0 (or 1) li.e., when 
4 = & complemented variables of symmetry are equal to 1 (or 0)]. This proves 
tie above theorem. Two examples are given below: 


Theorem 18a and b (a-number Theorems) 


A necessary and sufficient condition of a symmetric function may be specifi 
by stating a set of numbers aj, 2 . . . , ax such that, if exactly a; (j = 1, 


3, . .. , k) of the variables are 1 (or 0), then the function is 1 (or 0) and n S2.3(A,B,C) = So,1(4,B,C) (3-43) 
otherwise. These numbers are called the a numbers of the function. M2 3(A,B,C) = Mo,1(4,B,C) (3-44) 
The proofs of these theorems proceed directly from the above statement. 


numbers ay, @2, . . . , Q% are a set of numbers, where 0 < ap <n, and a 
found by substituting 0,1, . . . , n of the n variables of the symmetric fun 
tion with their values equal to 1 (or 0). Those numbers of variables which giv 
the value of the function equal to 1 (or 0) are the a numbers. For instance, the 


a numbers for the above functions fy and f2 are 2 and 3; and the a number for 
the above function Js or fa is 1. 


Theorem 22a and b 


‘The logical sum (or product) of two given symmetric functions S (or M) with 
tie sume set of variables of symmetry is a symmetric function of these variables 
which has for its a numbers all a numbers appearing in either or both of the 
piven functions, 

This theorem can be proved by noting that the logical sum (or product) of the 
# symmetric functions is 1 (or 0) if either function is 1 (or 0), Two exam- 
are given, 


Theorem 19a and b 


There are 2"*! symmetric functions of n variables. 

This theorem can be proved by noting that each of the n + 1 numbers (0 : . . , 3.45 

1,» « » y #) may be taken or ignored in the selection of & numbers, Bigaold, . 6. F) = Staa(d,. «+ FP) + Sea,0(4,.... F) (8-49) 
For a symmetric function of the n variables Xy, Xg,.. . , Xy with t 


Heo(d, . 6.) F) me Miyag(d, so. F)* Mago(d,.... F) (8-46) 
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Subseript ¢ of the function v; indicates the number of barred variables of the given 
variables and in turn indicates its @ numbers; again there are n + 1 functions. 
le following relations exist between the functions uj; and 1: 



















Theorem 23a and b 


The logical product (or sum) of two given symmetric functions S (or M) wi 
the same set of variables of symmetry is a symmetric function of these variabl 
which has for its @ numbers those numbers common to the two given functio 

This theorem can be proved by noting that the logical product (or sum) of t 
two symmetric functions is 1 (or 0) if both given functions are 1 (or 0). T 
examples illustrate these conditions. 


y= Uy and ua= (3-51) 


Several theorems concerning the properties of canonical symmetric functions 
are now given. Since these theorems are the results of the above, their proofs 
ave omitted. 





S2,3(A F) = S1,2,3(A F)*S. 
; toy = 91,2,3 iG e A Ae ek 6 - 
: (4, ) 2,3,5( F) (3 47) Table 3-16 Canonical Symmetric Functions in Sum Terms 
Mo,3(A, see, FDS M4,2,3(A, Hee F) + Moe,3,5(A, Sad tes EAS i 4 
Variables Canonical symmetric functions 
3-11 Canonical Symmetric Functions oe 2 = rr 3 a 
Canonical symmetric functions have a single a number and are expressed n=2 uw =A+B = So 
canonical terms, either in product terms (P terms) or in sum terms (S terms vy = (A + BA + B)= SiS2 
lhe letters w and v represent these two forms, respectively, in the subsequ a = 53 
discussion. . je hatg Peay eae eo os Bi 
Tr ; ; v1 = (A+ B+ ClA+ B+ CiA+ Bt C) = SiS2Ss 
lable 3-15 Canonical Symmetric Functions in Product Terms vg = (A+ B+ C)4+4+ B+ C)A+ B+ C) = S355Se 
: =A+B+C =5S 
Variable Canonical symmetric functions ey tee : 
n=1 ug = A = Po 
u=A=P, Theorem 24a and b 
n=2 u =AB = Py When a symmetric function is expanded into its canonical product (or sum) 
eh on + AB= Pi + Pp fovin und when one product (or sum) term of the expanded function is identical 
4 ess _ =e fy one product (or sum) term of a canonical symmetric function uj (or vj), then 
cant p= ABE. = Po te wiven function has all product (or sum) terms of that canonical symmetric 
ug = ABC + ABC + ABC = P3 + Ps + Ps Whetlion uj, (or v;). 
uz = ABC =P, or example, function (3-35) expanded into its canonical P form becomes 
Table 3-15 shows canonical symmetric functions in P terms for one, two, Eee ANG a BG su ABC + ABC (3-52) 
three variables. The canonical symmetric functions in product terms of n variabl The product term ABC is a product term of ug in Table 3-15 (for n = 3); hence 


jhe above function has all the product terms of ug. Function (3-36) expanded 
tile ils Cinonical S form becomes 


[y= (A+ B+ C\A+ B+ C)A+B4C\A+B4C) (3-53) 


The sum term A + B+ Cis a sum term of v1 in Table 3-16 (for n = 3); thus 
the above function has all the sum terms of v4. 


uj are expressed below: 


ug = X1X2- + + Xn = Po Loe 
uy = XyXQ- + Xnt + +s +X1X2+ + + Xp1Xn=PitPet+ Pat +--+ 


Un = X1Xq- + + Xy = P21 (3- 


Subscript i of the function wu; indicates the number of unbarred variables of 


given n variables and in turn indicates its @ number; there are n + 1 sue Phourom 25a and b 


functions. Any symmetric function fis a logical sum (or product) of canonical symmetric 
Table 3-16 shows canonical symmetric functions in sum terms for one, two, & finetions in the product (or sum) terms, 
three variables. Canonical symmetric functions in the sum terms of n variabl ; 
v; have the general expression at at See ed) 
od ae (3-55) 


vo = Xi + Xo + +++ + Xy = So 


Or = (Kit Xe te tb Xn) (Xa + Xa te + + Ry) = SySoSq + ‘Ty illustrate, function (3-52) is the logical sum of ug and ug in Table 3-15 (for 


renee ve » 3); function (3-53) is the logical product of v9 and vy in Table 3-16 


On Xt Ny ee ob Ny me Sry (3- wre 3), 


eee sheen 
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Theorem 26a and b 


The following relations express two conditions of equality: 


ujuj = 0 ifiy-j (3-5 
y4+y=1 ifiF-7 (3-5 


For example, for n equal to 3, the product of ug and ug from Table 3-15 i 


because they are disjoint. 


3-12 Simple Symmetric Functions [23] 


Simple symmetric functions have a single a number and are expressed — 


elementary product or sum terms whose variables are all either barred or unba 


The letters w and z represent these two forms, respectively, in this discussic¢ 


Simple symmetric functions for one, two, and three variables are shown 
Table 3-17. 


Table 3-17 Simple Symmetric Functions 





Variables In elementary product terms In elementary sum terms 


n= wo = zo = 0 








wy=A 21=A 
we = z=1 

n=2 wo = 1 z= 
wjy=A+B z1 = AB 
we = AB 2=A+B 
w3 = 0 z3= 1 

n=3 w=1 2 =0 
w=A+B4+C z, = ABC 
wo = AB + AC + BC z2= (4+ BA + C)\(B+ C) 
w3 = ABC z3= (4+B+C) 
ws = a=l 


In general, the simple symmetric functions in elementary product terms w 
n variables are defined below: 


Wo =n) 
wy =Xy4+Xo+--+ +X 
we = X1yXo + XyX3+ +++ + Xp_iXn (3 


Simple symmetric functions in sum terms z of n variables are defined in 
following relations: 


20 =0 
az = Xi%:--%, 
ao = (Xy + Xo)(Xi + Xs) + © + (Xana + Xn) 


Ry TNE Ny Se Rr has ABR RR tal AP Aipitag (3-56 
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V'rom the foregoing statements, the following relations exist between the functions 
wand z: 


y= Wi and Wy % (3-60) 
Note that the function w; includes w;,1 and that the function 2; includes 24. 


Several theorems concerning the properties of simple symmetric functions are 
ww given. Again their proofs are omitted. 


Theorem 27a and b 
The logical sum (or product) of the symmetrical functions wj; (or 24) and wi41 
(ov aiy1) is wi (or 2). 
Wi + Wind = Wi (3-61) 
(3-62) 


2241 = 4 
The logical product (or sum) of w; (or 2) and wi 41 (or 2441) is wi41 (OF 2441). 
(3-63) 
(3-64) 


WiWi41 = Wi4l 
4+ 241 = H41 


Theorem 28a and b 
‘The canonical symmetric function uj (or v4) equals the logical product (or sum) 


wf the simple symmetric functions w; (or 2) and 2141 (wi+1)- 
Uy = Wi%41 (3-65) 
Vy = % + Wis (3-66) 


When n equals 3, for example, the product of wz and zg from Table 3-17 is 
woz3 = (AB + AC + BC)(4+B+C) 
= ABC + ABC + ABC 
which agrees with the wz in Table 3-15. Similarly, for n equal to 3, the sum of 
% and wg from Table 3-17 is 
zo + ws = (4+ B)(4 + C)\(B+ C) + ABC 
=(44+B4 C)(4+B+C)(4+B+C) 


which agrees with ve in Table 3-16. 


Theorem 29a and b 


‘The canonical symmetric function uj (or vj) is the logical exclusive-or (coinci- 
flenve) operation of the simple symmetric functions w; (or z) and wi41 (or 
‘iy i), or 

uy = wi ®D Wis (3-67) 
4 = 4 © 41 (3-68) 


Again, upon letting n equal 3, the logical exelusive-or of we and ws is 


Wy + Wows = Weta + Wasa 
0 ee et ABCA + Bid + OG + C) man 
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Similarly, f 1 to 3, the logical coincid f i Se oh Pir 
Ee ae eae ee Coumeadence @f zgrand’ 25 18 values in the last column of Table 3-19, we can write the sequential function, 
22 23 = 2023 + wow ee 
Sa ty = 02 fall + 7) = AW) ® BO (3:75) 


Theorem 30a and b oy, equivalently, 









fe = A(A @B) (3-76) 


Any symmetric function / is a logical exclusive-or (coincidence) operation 
the simple symmetric function w (or z), 


f=wPhu@®:---PBuwunr (3-64 
f=uOyO::+ Om (3-7 


Vhe above function is shown in Fig. 3-165. In short, one can construct from a 
yiven sequential function a truth table to describe its behavior; and, conversely, 
joy « given truth table, one can write a sequential function to describe the operation 
in the table. 


rome 
f,= A(AB) 
thle 3-19 Truth Table for Functions a1 Hal 1 
(a) 


{074 and (3-75) 


(b) 


0 0 
0 
0 
1 


3-13 Delay and Sequential Functions 


Previously discussed logic operations implied no existence of delay. 
section introduces the delay operation and treats briefly the resulting sequenti 
function, 

Delay. Delay operation holds the occurrence of a variable A after a ce 


time delay A. Symbolically, the delayed variable / is 
f= 4A (3-7 


The block representation of the delay operation is shown in Fig. 3-15. 


1 
0 
1 


FIG. 3-16 ‘Two delayed logic operations. 
(a) Delayed logical-and operation; (b) de- 
layed exclusive-or operation. 





I! variable fy in Fig. 3-166 is fed back to replace variable B, the result is as 


Table 3-18 Truth ‘ 
sown in Fig. 3-17; the function becomes 


Table of Delay Oper- 
a—[d}-rea4 elas fa = A(A@ fa) (3-77) 
FIG. 3-15 At) fle+7) ‘ ; 
- 3-15 Block representation of delay. F 5 Iw above shows that the present value of f3 depends on the past values of A and 
1 1 /, This function represents one type of flipflop to be described later. 


A number of cascaded delays as shown 
i) Vig. 3-18 form a simple shift register. —, GB} A | f= A(A@ hy) 
I! 4 time sequence of values of A is shifted toate 
jlo these delays at one end, it will be 
elified out at the other end after a delay FIG. 3-17 Delayed exclusive-or operation 
wf 44, The corresponding sequential with a feedback path. 
funetion is 


The delay operation is also described by Table 3-18. In this table, A(¢) is t 
variable A at the time ¢, and f(¢ + 7) is the variable A at a time interval 7 lat 
Therefore, the truth values of the two columns are the same. Symbolically, 


fle +7) = AW (3-7 


The time interval 7 is equivalent to the time delay A. In actual circuits, it ¢ 
be the delay of the circuit, the clock period or the digit time in the computer, 
a controlled amount of delay. 

Sequential Functions. Using the delay operation with previously descri 
logic operations results in the sequential function, because time also becomes 
independent variable. Consider the following sequential function: 


This is a delayed logical-and function and is shown in Fig. 3-l6a. Its operat 
is described by the first three columns of Table 3-19, The values in these th 
columns are the same as the values of the truth table for a logical-and function, 


Aile+ 1) = ABO (3-7 


As pointed out previously, functions (8°73) and (3-74) are equivalent. From the 
. 


fa = AAA (3-78) 


where M'A represents a total delay of 4A. If fy in Fig. 3-18 is fed back and con- 
jeoled with A by a logical-or block as shown in Fig. 3-19, the resulting function is 


fs = A4(A + fs) (3-79) 


‘The result is a circulating register; once a time sequence of values of A is inserted, 
{| bontinues to circulate and the sequence is thus stored therein. 

Hinary Sequence. A binary sequence is a time sequence of l’sand0’s. The 
/onetant time interval between two adjacent bits is called digit time (or bit time). 
Vos example, the following Sy and Sg are two binary sequences, 


ta th t4 tg to 
Be hy Oe Giek |] 
CeO war Qi 1 0 
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where ¢; occurs prior to tg, and so forth; and the time interval between 4 and 4 
is T. If sequences S; and Sg represent, respectively, the variables A and Bi 
Fig. 3-16a, the following sequence S3 occurs and represents 1. 


orresponding sequential function is 


fr = Mfr _ ae ; 
fa = AifeJa) = ALFalO%F)] ee) 


The generated sequence - - - 10001000 has a 1 occurring at every fourth 
(igit time. 


ty t¢ th t4 t3 to ty 
Ss 10001 0 





The above sequence occurs with a delay of one digit time. It may be interpre 
as the digits in sequence S; extracted by the 1’s digits in sequence Sz. Since 1 
occur at tg, t4, and tg of sequence So, the extracted digits occur at tg, ts, and t7 


sequence S3. 
Ab 1S Lapa anata 


14 Linear Sequential Functions 


Linear Sequential Filter. Huffman [17] has formulated a class of linear 
*quential functions consisting of delay and modulo-2 sum (exclusive-or) opera- 
tions, An example of such a linear sequential function is given below: 


= A@AA @A34 @ At4 @ AA 3-82 

FIG. 3-18 A shift register. i ® ® ® ® ( ) 

The above function means that function fis a modulo-2 sum of Boolean variable 

If sequences Sy and S2 represent, respectively, the variables A and B in Fi A, the A at a time 7 earlier, the A at a time 37 earlier, and so forth. This function 


fan be represented by the block diagram shown in Fig. 3-21. 
he delay and modulo-2 sum operations are linear operations; therefore, the 
{inciple of superposition holds. Let 5; and Sz be two binary sequences applied 
( input A in Fig. 3-21. Let S3 and Sq be the two corresponding binary sequences 


3-165, the following sequence Sq appears and represents fo: 


t7 t¢ th tg tg te ty 
Ss 011001 


Each bit in sequence Sq is the delayed arithmetic sum (but no carry) of 
corresponding bits of Sy and So. 


HEHEHE oe 


FIG. 3-19 A circulating register. 





AA AA MA 
FIG. 3-21 A linear sequential network. 


The delays can be used to make binary sequence generators; two such generato 
are shown in Fig. 3-20, where symbol 1 represents a source which generates 
sequence of all 1’s. In Fig. 3-20a, it consists of a delay block, an andnot bl 
and a feedback path; the corresponding sequential function is 


which emerge at output f as a result of the respective application of S; and So. 
I the binary sequence S$; @ Se is applied to input A, then by superposition the 
inary sequence S3 @S4 will emerge at output f. Because of its linear nature, 


fe = Afe (3- {notion (3-82) can be written as a digital transfer function, 
The generated sequence - - - 101010 alternates with 1’s and 0’s. In Fig. 3- £ =1@AGQOA @AA@AS (3-83) 


there are three delay blocks, two andnot blocks, and two feedback paths; t 
Es ee whore 1 = A® is the identity operator. The device of Fig. 3-21, called by 
— gi f=Afe 


! Hallinan a linear sequential filter, is a linear digital filter. Such a filter delays 


iil operates on a binary sequence fed to the input of the filter and produces a 
iiflerent binary sequence at the output. 
(a) A binary sequence of 0’s with the exception of a single 1 digit, as the following 


sjuence Sy, is called the impulse sequence: 
te th t4 tg te 
S++» 0000000100 :-.: (3-84a) 
Se ee Oe Le Bed Sli OQ ss (3-846) 


y= O\f%) 





(0) 
VIG, 3.20 'TWo binary sequence generators, 


ii impulse sequence is applied to the input of the filter in Fig, 3-21, the 
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corresponding sequence at the output is S2 of (3-84), which is called the impu 
response sequence of the filter. The response consists of 6 bits. The 1’s in thi 
6-bit sequence correspond to the terms on the right side of equality (3-83). 
six digit times occupied by the 6-bit sequence is the length of the “transient” an 
is 1 plus the number of delays in the longest path (in time) from input to outpu 

Null Sequence. A binary sequence which consists only of 0’s is called 
zero sequence. If application of a sequence S3 to input A in Fig. 3-21 produce 
an output sequence Sq which is a zero sequence, sequence S3 is called a nul 
sequence. The null sequence for the filter in Fig. 3-21 can be found by substi 
tuting / equal to 0 into function (3-82), or 


(1 @®A®AI@OAA@ AA =O (3-8 


This expression means that for each digit of the null sequence the modulo-2 sum 
of the present and the first, third, fourth, and fifth past values is zero. The n 
sequence depends on the choice of initial conditions in the delays. Since the 
are five delays, there are 25 — 1] possible choices, excluding the trivial possi 
bility of five 0s. If the initial condition is 00001 (which in the following timi 
order is 10000), null sequence S3 is found to be 


= 


bs 31 digits bY Initial 
-_.—“c—0;t}tF?w?aoroQQ eo : : diti 
Ss: 1000011010100100010111110110011 (10000) | “n°” 


Null sequence S3 lasts 31 digit times, which is the null-sequence period; it ri 
peats itself thereafter. There are 31 possible combinations of five successiv 
digits (excluding the possibility of five successive zeros) during this null-sequene 
period. There are as many (31) null sequences as the possible choices of t 
initial condition. When the null sequence is.applied, no response (or ze 
sequence) appears. 

Linear Sequential Feedback Filter. A linear sequential network wi 
feedback paths is shown in Fig. 3-22. The corresponding sequential function i 


SOM OAV OAs @ay = A (3- 
The expression can be rewritten as a digital transfer function, 


fo 1 
A 1@A@BOMNO@OL (3-87) 


The above transfer function is the reciprocal of the digital transfer function 
(3-83). An interesting point is revealed by comparing the diagrams of Fig. 3-2) 
and 3-22. Only forward paths exist in Fig. 3-21, as opposed to Fig. 3-22, which 
contains both forward and feedback paths. Reversing the forward path in Fig, 





HIG, 422A linear sequential network with feedback paths, 
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4.21 from input A to output f through all modulo-2 sum blocks and exchanging 
(he input and output results in the diagram of Fig. 3-22. ' 

If there is no input to the diagram of Fig. 3-22 (that is, if A = 0), function 
(4-86) becomes 


f OA OAs OA4/ OAS = 0 (3-88) 


Ii v binary sequence f exists such that, when substituted into (3-88), the modulo-2 
sum of terms on the left side becomes zero, then an output sequence can be ob: 
\uined without an input sequence. Since (3-88) is the same as the left side of 
ly. (3-86), the previous null sequence S3 is the sought-for null sequence f for 
hy, (3-88). The presence of feedback paths permits an output sequence even 
without an input sequence. 

The digital transfer function (3-83) has a denominator of 1, while function 
(1.87) has 1 as its numerator. An example of a general linear digital transfer 
fnetion is given below: 


f BOS OMONA@A 3:20) 
A S@eGl — 


The corresponding diagram (Fig. 3-23) appears as a chain having more than one 
forward path and more than one feedback path. Note that terms in the numer- 











FIG. 3-23 Chain network for a linear sequential filter. 


slor of (3-89) represent past values of A; the terms in the denominator repre- 
onl past values of f- 


“15 * Flipflops and State Equations 


Hecause the digital computer operates in a time sequence, elements for storing 
jiiformation are necessary. Flipflop elements can store binary information as 
vither Lor 0. A practical flipflop circuit can exhibit and maintain a given binary 
slate, It can also be switched by an input from one state to the other, and its 
slule can be sensed. This section presents equations which describe the opera- 
finn of several types of flipflops. me 

Hour types of flipflops in general use appear symbolically represented in Fig. 
{21, The major difference among these four types is the number and effect of 
the inputs in switching the binary state of the flipflop. 

Single-input Flipflop. Figure 3-24a shows a single-input flipflop or trigger 
fipflop (7 fipflop). There are one input ¢, the output A, and the complement 
wulput 4, Small letters such as ¢ represent the inputs of the flipflops capital let- 
jere such as 4 represent not only the output but also the flipflop itself, For 
jietance, letter 4 in the block of Fig, 3-24 also indicates the name of the flip: 
flop. Providing a complement output in addition to the normal output of a flip: 
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Table 3-20 Single-input Flipflop 





Flipflop state 


Not changed 
Not changed 
Complemented 
Complemented 









Hr OO 


































flop eliminates subsequent use of logical-not circuits; this in turn avoids 
transient delay in these logical- -not circuits and contributes to circuit simplicity 
All four types of flipflops in Fig. 3-24 have both normal and complemer 
outputs. 

The operation of a single-input flipflop is shown in Table 3- 20. At time to, 
input ¢ is represented by ¢(¢o), and the state of the flipflop by A(to). Ata tin 


interval 7 later, the state is represented by A(to + 
A A A | 
t k J 
(a) b) 


For convenience, these representations are simpli 

to t, A, and A(z), respectively. Table 3-20 shows th 

the flipflop changes to its complement state when 

input (i.e., 1) is applied. The input is needed only 

change the state and does not have to continue. 
From Table 3-20, the output function A(t) can 
( written by noting the combinations of ¢ and A whi 
= 3 given a value of A(T) equal to 1, 
| : $ 
(d) 

FIG. 3-24 Symbolic represen- 

tations of four types of flipflops. 

(a) Trigger flipflop; (6) JK flip- 

flop; (c) RS flipflop; (d) RST 

flipflop. 


A(t) = 1A + th =t@A (3-9 


The complement output function A(t) can also 
written by noting the combinations of ¢ and Aw 
result in a value of A(t) equal to 0, or 


A(t) =tda+t4=t@A (3-9 


JK Flipflop. Figure 3-240 illustrates a JK flipf 
having two inputs j and k. Its operation is shown 
Table 3-21. The table indicates that, when no inp 
(i.e., 0) is applied, the state of the flipflop remains 
changed. When an input is applied to j, the flipf 
is switched to the 1 state. When an input is applied to k, the flipflop is switch 
to the 0 state. When inputs are applied to both j and k, the flipflop switches 
its complement state. From Table 3-21 we have 


A(t) = kjA + KjA + KjA + kj 
A(t) = kjA + kjA + kjA + kjA 


A 





(c) 


Simplified, these statements become 
A(t) = kA + ja 
A(t) = kA + jA 






RS Flipflop. Figure 3-24e shows an RS flipflop; the two inputs are ran 
indicating, respectively, the resetting (to the 0 state) or asing (to the 1 state) 
the flipflop, The operation of an RS flipflop is the same as the first six pe 
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Tuble 3-21 JK Flipflop 





Flipflop state 








Not changed 

Not changed 
Changed to 1 state 
Changed to 1 state 
Changed to 0 state 
Changed to 0 state 
Complemented 
Complemented 


COroorrrFroS 


vombinations in Table 3-21 if r and s are identified as & and j, respectively; the 
other two combinations are not permitted. Thus we have 


A(t) = 735A + 78d + 7A (3-96) 
A(t) = tA + 153A + 5A (3-97) 
The two nonexistent combinations can be expressed as 
rs = 0 (3-98) 
lly using relation (3-98), functions (3-96) and (3-97) can be simplified to 
A(t) =TA+s (3-99) 
A(t) =5A4+r (3-100) 


RST Flipflop. Figure 3-24d shows an RST flipflop with three inputs 7, s, 
and ¢t. The operation is shown in Table 3-22. As with the RS flipflop, input r 
fonets the flipflop to the O state; input s sets it to the 1 state. Input ¢ comple- 


ihents the state of the flipflop, analogous to single-input flipflop operation. From 
‘Table 3-22, we have 
A(t) = 73tA + 7stA + std + FHA (3-101) 
A(t) = TstA + rstA + rstA + 75tA (3-102) 
The eight nonexistent combinations in Table 3-22 can be expressed as 
‘ r=rt=st=0 (3-103) 
which means that no two inputs can occur simultaneously. By using relation 
(4.103), functions (3-101) and (3-102) can be simplified to 
A(t) =7#A+tA +s (3-104) 
A(t) = tA + 34 +r (3-105) 


ible 3-22 RST Flipflop 


pw [we [me [eae 





H(t) 


Flipflop state 


0 
0 
0 
0 
1 
1 
0 
0 





Not changed 
Not changed 
Changed to 1 state 
Changed to 1 state 
Changed to 0 state 
Changed to 0 state 
Complemented 

Complemented 





meocococcsc 


et 
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Table 3-23 Boolean Functions of Four Types of Flipflops 









Direct output Complement output 





T A(t) =t@A 4 
t _ A(t) =t@A 
te an = iy + jA A(t) = bee jA 
s T) = 7A +5 _ A(t) = 34 
RST A(t) =THA+ A+ 5 AG) = a as 






The Boolean functions of the 
Rs ctior above four types of flipflo i 
3-23; these are logic difference equations. Since th deeaihe eee 


flipflop, they are called the flipflop-state equations. 


Dynamic Flipflo i 
p- Figure 3-25 sh i i 
andnot block, and an or block. There ue ce per oa 


lating in the closed loop represe h state and no Pp . 
Pp nt the 1 ulse he 0 state Th 
> t 
Boolean function for output A can be written from the diagram 


A= A(rA + s) 


The above function is identical to function (3-99) 


(3-1 


; hence, the diagram in Fig. 3- 





FIG. 3-25 A dynamic RS flipflop. FIG. 3-26 A dynamic trigger flipflop. 


also shows an RS flipflop. Because a ci 
one it is known as a dynamic ipflop. 
Pe example is obtained by comparing Eqs. (3-90) and (3-77); these 
ae ann peta Therefore, the diagram in Fig. 3-17 which Corres on 
Fe ae eae ss a dynamic single-input flipflop. The single-input fiptlop 
Pr as y a normal output. Figure 3-26 shows a dynamic single-inpu 
pop which has both normal and complement outputs. It is apparent at othell 


types of flipflops can all be li i i 
digs aie al Re a by using delays and basic logic blocks, 


rculating pulse is used to represent t 


3-16 Majority and Minority Logic Operations 


Figure 3.! : 

The buns te three-input block symbolizing a majority logic operation, 

beds ‘he or | le three-input majority logic operation is Table 3-24, In 

oe vd ogi Ramses the output state is the majority of input states. For 

atta . inputs M B, and C are 0, 0, and 1, respectively (second ae th 
» the majority of the Input states is O and the output /; (fourth column in 
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ihe table) is 0. A majority logic circuit which implements a majority logic 

yperation always has an odd number of inputs (the case of one input is trivial). 
Majority function fy in Table 3-24 is 

Table 3-24. Majority and Minority Logic 








fi = P3 + Ps + Po + P; (3-107) Operations (for Three Inputs) 

wy, alter simplification, 4B. C_| Majority Minority 
fi = AB 4 AC BC (3-108) cae Lae 

0 0 0 0 1 

Vunction AQ is a symmetric function 0 o 1 0 1 

hwweause it does not depend on particu- 0 1 0 0 1 

luv variables being 1’s or 0’s, but rather ; ; ; ‘ 

oi the number of variables being 1’s 1 0 1 T 0 

wy 0's. By referring to Tables 3-15 and ja 1 1 0 

1 1 1 1 0 








‘17, majority function fy becomes 


(3-109) 





fi = ue + u3 = we 

‘The majority operation may be used as a logical-and 

wy a logical-or operation. If C in (3-108) is equal to 1 

(ihat is, if input C in Fig. 3-27 is connected to a l’s 
source), then fy becomes 


fi=A4+B 


Iie ubove is a two-input logical-or operation. If Cis 4 
myual to 0, then fy becomes , fe 
fi = AB (3-111) FIG. 3-28 Block repre- 


sentation of a minority 
logic operation. 


FIG. 3-27 Block repre- 
sentation of a majority 
logic operation. 


(3-110) 


The above is a two-input logical-and operation. 

Instead of using the idea of majority, one may use the 
jew of minority. Figure 3-28 shows the block symbol- 
ing a minority logic operation. The minority logic operation is also shown in 
Iuble 3-24. In a minority logic operation, the output state is the minority of in- 
jill slates. For example, when inputs A, B, and C are 0, 0, and 1, respectively, 
the minority of the input states is 1 and output f2 (last column in the table) is 1. 

Minority function fg in Table 3-24 is 


R= S355S6S7 oie) 


uf, aller simplification, 

fo = (4+ B(44+ C)\B+ C) 
Ninee the concept of minority here is the complement of majority, function fo is 
ihe complement of majority function fi, or 


haf 
Minority function /2 is also a symmetric function, as the complement of a sym- 


metric function is again a symmetric function, By referring to Tables 3-16 and 
17, minority function /g becomes 


(3-113) 


(3-114) 


Io = vgly = 29 4-115) 
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The minority function may be used as a logical-nand or a logical-nor operation. 


If Cin (3-113) is equal to 1, then fg becomes 
fo = AB (3-116) 


The above is a two-input logical-nand operation. If C is equal to 0, then fo 
becomes 


fo = AFB (3-117) 


The above is a two-input logical-nor operation. 
Majority and minority logic functions are symmetric functions. Such fune- 
tions can be realized by tunnel diodes (Chap. 6) or by magnetic cores (Chap. 7). 


Problems 


1. Shade the portion of a Venn diagram which interprets the following expressions: 
(2) A+B (b) (A+ BB+ C) — (c) AB+ BC 

2. Prove the following identities by using the fundamental theorems: 

(a) (4 + BC)(AB + C) = AC + BC 

(o) [(AB + BC + AC) + (AB + BC 4 AC)|(4+B+C) =0 

(c) (4+ B(4+C)= AC + AB 

(d) AB + BC + AC= AB + BC 

(ec) (4 + B(4 + C\(B+C) = (44+ B)(4+ C) 

3. Find the duality of the following identities, and draw their block diagrams: 
(a) (4B)(4B) =0 (6) (A+.B+C) + (44+ B40) =1 

(c) (4+ B)(A + B)(4 + B)(A + B) = 0 

(d) ABC + ABC + ABC + ABC + ABC + ABC + ABC + ABC=1 

4. Use De Morgan’s theorems to expand the following expressions: 


(a) (A+ B)AB __(b) BA AB) 
(c) (BC + AD)(AB + CD) — (d) (AC + BD) + (AB + CD) 


5. Prove the following relations: 

(a) Given A + B = B, then AB + A=1. 

(6) Given 4+ B= B, thn 4+ B= 1. 

(c) Given A + B = B, then AB = 0. 

6. The symbol < means inclusion. Thus, the relation 4 < B means “A is included in 
B.” (Note that the symbol < here is analogous to the symbol < in ordinary algebra.) Prove 
that this relation is true if any of the following equalities is true: 

(2) A+B=B_ (6) AB=A 

() 4+B=1 (d) AB=0 

7. Construct a truth table for each of the following Boolean functions: 

(a) f= (A + B)AB (6) f= AB + BC 

(c) f= AB + BC+ CA (d) f= ABC + BCD 

8. Identify the equivalent binary numbers of the following P terms and S terms (which 
are the subscripts of P’s and S’s): 

(a) ABCD (b) ABCDE (c) ABCDEF 

(4) A+B4+C4+D () A+ B+ C+ D+ 

()A+ B+ C+ D+ E+ FPF 
Write the corresponding P terms or S terms. 

9 From ‘Tables 3-25 and 3-26 write the Boolean functions fand /, both in canonical P form 
and in canonical Sform, Determine the characteristic numbers of these functions, 
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10. Write all P terms and S terms for a Boolean function of four variables. 
11. Expand the following Boolean functions into their canonical P forms and canonical 
5 forms: = * 
(a) f(4,B,C) = A + BC + ABC Table 3-25 
(b) f{(A,B,C) = AB + BC + CA 
(c) f(A,B,C,D) = AB + BC + 
CD + DA 
12. Mark 1 in the squares of Veitch dia- 
yrams which represent the following Boolean 
functions in P form: 
(a) f= ABC + ABC + ABC + ABC 
(b) f = ABC + ABC + ABC + 
ABC + ABC 


Beer OoOOOOo/;/A 


veecenafy 


FOr ororol]a”A 
OCORPrFOrFOFI™S 


B 
0 
0 
1 
1 
0 
0 
1 
1 





Mark 0 in the squares of Veitch diagrams which represent the following Boolean functions in 
‘form: 


(ce) f 


A+B+C\(A+B+C)(4+ B+ C) 
(4) f=(A+B 


= + C\(A+B4+C)(4+B+C)(A44+B+C) 


Table 3-26 











4 


RFORP OCORPrFOCORFOCOFROFKHIS 








Hee eee eH OOCOOOCOCO;A 
BEE HOOOORPKFRHrFHOOCOCO!|D 
BH OORPFOOHRHFPOOHHOOION 
HOKROFRPORPOrFOHOFOrFO|S 
CHORHOORH ORF OFOO 


18. Prove that the sum of the number of P terms and S terms of Boolean function of n 
variables is equal to 2"*2, 

14. Tabulate the distinct elementary P terms and elementary S terms for a Boolean func- 
tion of four variables. . 

15. Use identities (3-10a) and (3-108) to simplify the following Boolean functions into 
\hoir elementary forms, and draw the corresponding block diagrams: 

(a) { (A,B,C) = Po + P3 + Po + Pr 

(b) [ (A,B,C) = So515455 

(c) ((4,B,C,D) = Po + Py + Pa + Pr + Pa + Po + Pra + Pas 

(d) [(A,B,C\D) = S1SeSpS6510511512513 

16, Expand the following Boolean functions in elementary forms into both canonical 
forme: 

(a) ((A,B,C) = AB + BC (b) f(AB,C.D) = AB + cD 

() [(AB.CD) @ AB + BC + CD + DA 
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; 17. Convert the following Boolean functions in nonelementary forms into elemen 
orms: 

(a) f(4,B,C) = A(B + C) + AC 

(6) f(A,B,C) = [4 + B(A + C)|(B + C) 

(c) f(A,B,C) = [A(B + C) + CA + B)(A + C) + (44+ BIC 
18. Express the Boolean function f = AC + BC by using the following choices of pri 
tive operations (see Fig, 3-14), and draw their block diagrams: 

(a) Logical-or and logical-not operations 

(6) Logical-and and logical-not operations 

(c) Exclusive-or and logical-and operations 

(2) Coincidence and logical-and operations 

(e) Stroke operation 

(/) Peirce operation 


19, Prove the following identities: 


(a) A/(B/B) =A (6) [47(B7C)] = (B/ 4) /(C 
() (AMC) 4 (AY B= A+ (BC) (d)(A®BO@ AB(A® Cala 


(e) A(A@® B) = AB ee 
é _ 
= (f) A(A © B) = AB 
(g)4 + (A®B) = A+B (4) A+(A©®B)=A+B 
(i) A(A @ B) = AB 7 (j) A(A-© B) = AB 
(i) 4+ 4@B)=A4+B () 4+ (QB) =A4B 
20. Determine the a numbers of the following symmetric functions: 
(a) f(4,B,C) = ABC + ABC + ABC , 
(b) S(A,B,C,D) = ABCD + ABCD + ABCD + ABCD 
(c) S(A,B,C,D) = ABCD + ABCD + ABCD + ABCD + ABCD 
(d) f(A,B,C,D) = ABCD + ABCD + ABCD + ABCD + ABCD 
+ ABCD + ABCD + ABCD + ABCD + ABCD 
i fe By using relation (3-98), simplify functions (3-96) and (3-97) to functions (3-99) 
-100). 
22. From the following equation, find the eight possible null sequences. The eight n 
sequences are due to eight possible initial states of the three delays. 


1®@A@AI=0 
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Minimization of the 
Boolean Function 


Simplifying a Boolean function has been illustrated by examples in Chap. 3. 
The simplified function results in a simpler logic circuit. As a further step, this 


chapter presents methods of minimizing a Boolean function. Three “desk-top” 


methods which apply to a Boolean function in canonical form are described. A 
given function not in canonical form can always be expanded into one. The mini- 
mized function, obtained by any of these three methods, is in elementary form, with 
the least number of inputs (the sum of the and inputs and or inputs is least). In 
addition to these three methods, machine minimization is briefly discussed, and 
the limitations of these methods are mentioned. 


4-1 Veitch-diagram Method [3] 


The minimization method first described employs the Veitch diagram. Since 


the Veitch diagram itself was briefly mentioned in Chap. 3, we begin by describ. 


ing the diagrammatic representation of a Boolean function. 


Representation of Canonical Forms. The Veitch diagram consists of 2" 


squares (where n is the number of Boolean variables) arranged in a specific man+ 
ner so that each square can be used to represent a P term (product term) or an 
S term (sum term). The Veitch-diagram representation of the P terms and the 
S terms for two variables is shown in Fig. 4-la and 6, respectively. In repre« 
senting a P or S term, the square on the Veitch diagram representing this term 
is marked by 1 or 0, respectively. This square is the intersection of one-half 
areas representing the variables (which constitute the term) when the value of 
each of these variables is taken to be 1 for a P term or to be O for an S term, 
It is important to note that the one-half area representing a variable in a Veitch 
diagram for P terms represents the complement of the variable when the dia 
gram is for S terms. That a P or an S term is an intersection of two or more 


variables (which constitute the term) can be seen by recalling that, for example, 


quantity AB is 1 when both A and B have the value of 1 (a logical-and opera 
tion), and quantity 4 + B is 0 when both A and B have the value of 0 (also @ 
logical-and operation), (Alternate names for P and S terms are minterm and 
maxterm, Their usage has not been adopted, because both minterm and max: 
torm are interpreted here as intersections of one-half areas.) 
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Representation of a Boolean function on a Veitch diagram will now be illus- 
irated. Consider the following Boolean function in canonical P form, 


fi = AB + AB= Pi + Po (41) 


and its representation as shown in Fig. 4-le. In this diagram, a 1 is marked in 
the two squares representing the two P terms. The use of 1 indicates that the 
value of the Boolean function is 1 when the value of the P term represented by 
ihe square becomes 1. Consider the following Boolean function in canonical $ 
form, 


fo = (A + B)(A + B) = SoSs (4-2) 


and its representation in Fig. 4-ld. In this diagram, a 0 marked in the squares 
jepresents the two S terms. The use of 0 in marking the S term indicates that 
the value of the Boolean function is _ 
() when the value of the S term B B 











represented by the square becomes Po | Pi So | S1 
0, The complements of the Boo- 7 
lean functions (4-1) and (4-2) are, 4] Py | Ps A| S2 | Ss 
fonpectively, (a) ) a 
fue fi = Pr + Pe = SiS2 (4-3) B 
fy = fo = SoS3 = Po + P3 (4-4) 7 
‘Their representation on Veitch dia 4} 1 A 
rams is shown in Fig. 4-le and f. |) fi =P, + Po (d) fa = Spe 

th short, a Boolean function in B B 
either canonical form or in either of | || 
their complement functions can be 
fopresented on a Veitch diagram. A fol | 

The relationship among functions (0 fa = 552 (f) f= Por Py 
/; to fy is clearly shown on the 
Veitch diagrams. Functions fi and FIG. 4-1 ; ria amen oe terms and S terms 
/y or functions fg and f4 are the of two variables on Veitch diagram. 
sume, each differing from the other 


only in the canonical form. Now consider f1 and f2 on the Veitch diagrams in 
Vig. 4-1c and d, respectively. Function f; specifies that the function is true, or 
|, while function f specifies that the function is false, or 0; however, the two 
Veitch diagrams are equivalent. A similar argument applies to functions /3 
and /4. 

Rites fi is the complement of function fg, and function fo is the comple- 
went of function /4, each differing from the other only in the canonical form. 
Now consider f; and fg on the Veitch diagrams in Fig. 4-le and e, respectively. 
Wherever 1 is specified in Fig. 4-1c, 0 is specified in Fig. 4-le; the two Veitch 
iiagrams are complements to each other. A similar situation appears in the 
Veitch diagrams of Fig. 4-1d and f for functions fz and 4, respectively. 

Punetions / and /4 or functions f2 and fg are in the same canonical form, each 
hwing the complement of the other, Consider fi and Sa on the Veitch diagram in 
Vig. dele and /, respectively, Wherever 1 is not specified in Fig, 4-Le, 1 is speci- 
lied in Fig. 41; the two Veitch diagrams are complements to each other. 
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A similar situation occurs in the Veitch diagrams of Fig. 4-1d and e for functio 
fz and f3, except that 0 instead of 1 is used. 

For three, four, five, and six Boolean variables, the representations of P ter 
on the Veitch diagram are shown in Figs. 4-2 and 4-3. The alternative represe 
tations of the P terms for five and six variables are shown in Fig. 4-4. Repr 
sentation of the S terms, as has been shown, is the same, except that the symb 
P; in these diagrams is replaced by the symbol S; and that the variables label 
at the sides are complemented; therefore, there is no need to show the diagra 
for the S term. 

Representation of Elementary Terms. Each canonical term is represent 
by a single square on the Veitch diagram, but each elementary term is represente: 
by more than one square. It will be shown in the following that, the fewer 
number of variables in an elementary term, the greater the number of squar 
represented, 

Consider the Boolean function of four variables having only one elementary 
term. If the elementary P term has one variable, such as 


A=Cc and fp=B (4- 
that variable is represented by marking 1’s in the diagrams of Fig. 4-5a and 

















(6) n= 4 


FIG. 4-2 Representation of the P terms of three and four Boolean variables on Veitch diagram. 


respectively. Each one-variable term is represented by eight adjoining squares 
It is important to note that the upper and the lower edges of the Veitch diagr 
or the left and the right edges are to be regarded as “stitched” together; for 
ample, Po and Po, Po and Pg, or P3 and Py, in Fig. 4-2b are adjoining squares, 
Such two adjoining squares have only one variable (of the terms represented by 
them) whose value is changed from 0 to 1 or from 1 to 0; the two adjoi 


ing squares Po(ABCD) and P2(ABCD) have only the variable C whose value ig 
changed. 


If the elementary P term has two variables, such as 
fs = CD and fos BD (4 


those variables are similarly represented in the diagrams of Fig. 4-5ce and d, 
spectively, Each two-variable term is represented by four adjoining squares. 
the elementary ? term has three variables, 


to os BCD and to = ABD (4 
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they are shown in the diagrams of Fig. 4-5e and f, respectively. Bach three- 
variable term is represented by two adjoining squares. Apparently, from the 
loregoing, the least number of variables in an elementary term involves the 
yrealest number of squares. Choosing the squares in an arbitrary manner, how: 
ever, may not form an elementary P term. The chosen squares should adjoin 
and form a large square, a double square, a complete row, or a complete column; 
(hey should not form a figure such as a triple square. Such permissible adjoin- 
\iiy squares are called the elementary area, an aggregate of adjoining squares 
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(6) n=6 


VIG. 4-3 Representation of the P terms of five and six Boolean variables on Veitch diagram. 


papable of representing an elementary term. This geometry has its equivalent 
in the identit _ 
’ X¥+X%Y=X (4-8) 
Applied toa logical sum of P terms either once or repeatedly to yield an elemen- 
tary term, ‘ 
Similar representation prevails for the elementary S terms. If the elementary 
Storm has one variable, such as those below, 


fal and fam B (4-9) 


7 
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() foe B (d) fy om BD (/) fo = ABD 
| FIG, 4-5 Representation of elomentary P terme on Veiteh diagram, 
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they are represented by marking 0’s in the squares of the diagrams in Fig. 4-6a 
and 6, respectively. Each one-variable term is represented by eight adjoining 
squares. If the elementary S term has two variables, such as 


fo=C+D and fo=B+D (4-10) 


they are similarly represented by marking 0’s in the diagrams of Fig. 4.-6c and d, 
fespectively. Each two-variable term is represented by four adjoining squares. 
The marking of 0’s in these diagrams can be done alternatively as follows: Re- 
write functions fg and fio into a complemented form. 


fo=C+D=CD and fio =B+D=BD (4-11) 


Mark 0’s in the squares where the elementary P terms CD and BD would be 
warked with 1’s, because their complements CD and BD are to be marked. This 
ethod of marking is the result of the earlier definition that the canonical S; term 
je the complement of the canonical P; term. 


Cc 





(d) fo=B+D=BD (f) f=A+B+D=ABD 


FIG. 4-6 Representation of elementary S terms on Veitch diagram. 


If the elementary S term has three variables, such as 
fr =B+C+D and fz2a=A+t+B+D (4-12) 


they are shown in Fig, 4-6e and f, respectively. The 0’s may again be marked by 
rewriting functions fy1 and f12 into a complemented form, 


fie B+C+D=BCD and fp =A+B+4D=ABD (413) 


The areas where BCD and ABD would be marked with 1’s are marked with 0’s. 
Comparing the patterns of 1’s in Fig. 4-5@ and 0’s in Fig. 4-6a or the patterns 
af \'s in Fig. 4-56 and 0’s in Fig. 4-66 shows that the functions f; and f7 or the 
funotions fg and fg complement each other. Similar comparisons can be made 
hetween Figs, 4-Se and 4-6c, and 4-5d and 4-6d, 4-5e and 4-6e, and 4-5f and 4-6f. 
The conclusion is that functions fg and fo, fa and fio, fs and fis, and fe and /12 
ave complements of each other, 
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The arrangement of P terms or S terms on the Veitch diagram in Figs. 4-1 
4-3 has been purposely chosen so that the elementary term can be represen 
simply. The diagrams in Figs. 4-1 to 4-3 are the form refined by Karnaugh [ 

Representation of Elementary Forms. The representation of the Bool 
function in the elementary form follows closely that of the elementary term. C 
sider the following Boolean function in the elementary P form: 


fi = AC + ACD + BCD (4-1 


Representations of elementary terms AC, ACD, and BCD are shown, respectiv 
in the diagrams of Fig. 4-7a, 6, and c. The representation of the function 
which is the logical sum of these three terms, is merely the composite diagr 
of Fig. 4-7d. Note that the square for the canonical term Pz is common to 

elementary terms ACD and BCD; in such cases, only one 1 is marked in 
square. Consider the following Boolean function in the elementary S form: — 


fz = (A+ C)(C+ D(A 4+ B+ C) (4- 


Again, representation of the function /2 superposes the separate diagrams of 























BCD 


() 


FIG. 4-7 Representation of a Boolean function in the elementary P form on Veitch diagram. 


(d) fi = AC + ACD + BCD 


three elementary terms A + C, C + D, and A + B + CG and is shown in F 
4.8. 


As two additional examples, the following two Boolean functions in the eb 
mentary form are represented on the Veitch diagrams in Fig. 4-9; 


fo = (A+ C)(A4+ 6+ D(B+ C+D) (4-1 
fa = AC + CD + ABC (4-17 


By comparing the diagram in Fig, 4-7d with that in Fig. 4-9a or the diagram 
Vig. 48d with Fig, 4-96, it is apparent that the functions /; and fy or the fun 
tions /g and /4 are complements of each other. 













he, 49 
Magram, 
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Minimization by the Veitch Diagram. The minimization of a Boolean 
{nection in canonical form by using the Veitch diagram consists merely in visual- 
ving, the possible elementary terms from the marked diagram and then choosing 
(hose possible elementary terms which will result in a function with the least num- 
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A+B+C= ABC 


(o) (d) fo=(A+C)(C+ D(4+B4 C) 


IG. 4-8 Representation of a Boolean function in the elementary S form on Veitch diagram. 


hr of total inputs. The minimization process is described by using the follow- 
{iy Boolean functions of four variables: 
fix = P3 + Pr + Pg + Po + Pro + Pis + Pris (4-18) 
f2 = SoS1S2S455S6S10511S14 (4-19) 
f3 = S3S7SgS9512513515 (4-20) 
fs=Pot+ Pi + Po+P2+P5+ Pe+Piot+ Pur t+ Pia (4-21) 


Step i: Represent the given function on the Veitch diagram; these are shown 
fi Wig. 4-10. . 
Step 2. Visualize on the diagram the largest possible elementary areas, be- 








ause a larger elementary area results in a lesser number of variables. 
Step 3. Choose a set of elementary terms from the available largest elemen- 
lary areas. The set should be so chosen that the marked squares are all included. 
Cc C 
0 1/1 1 
0 - 1/1 1 
B B 
= 0 A / 1 
A TET 








D D 
(a) fy (A+ C)(A + C+ DB + C+ D) (b) fy = AC + CD + ABC 


Additional examples of representation of a Boolean function in elementary form on Veitch 
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From the diagram in Fig. 4-10qa for the function /, there are four largest po 
sible elementary areas shown by the dashed lines; they represent the elemen 
terms AC, ACD, BCD, and ABD. Two sets of elementary terms are possibl 
choices because the elementary areas of each set cover every marked square, 
One set consists of the terms AC, ACD, and BCD and the other set of the terms 
AC, ACD, and ABD. The two minimized functions are 


fs = AC + ACD + BCD 
fe = AC + ACD + ABD 


function 3, two sets of elementary terms are possible; the minimized functions are 
fe=(44+C)(44+ C+D (8+C+D) (4-25) 
fo=(A+C)(4+ C+ D)(4+B+D) (4-26) 


There is only one set of elementary terms for the given function f4, and the mini- 
nized function is 


fio = AC + CD + ABC (4-27) 


Diagrams in Fig. 4-10 show that the functions f; and f2 or the functions fs and 
/, are the same but differ in canonical form and that the functions f; and /3 or 
the functions fg and f4 complement each other but also differ in canonical form. 
The number of inputs for the above six minimized functions fs to fio is shown 
in Table 4-1. Note that functions f7 and fio require the smallest number of in- 
puts, 10. Function f7 requires or-and circuits, while function f19 necessitates 
and-or circuits; the final choice would be determined by circuit considerations. 

rom a given Boolean function in canonical form such as the function /1, three 
related Boolean functions such as fo to f4 can be written. The previous exam- 
jles use such a set of four Boolean functions f; to f4 because they illustrate an 
\portant point: merely minimizing a given Boolean function does not necessarily 


These two minimized functions have the same number of total inputs. The terms 
AC and ACD are common to both sets of elementary terms; they are called essen- 


C+D 


Table 4-1 Number of Inputs of the Six Minimized Functions 





Minimized 
function 











lead to a true minimized function; instead, minimization of each of the four func- 
‘ions would be needed in order to find the true minimized function. Two 
{nctions of the four, however, are complements of the other two; therefore, only 
iwo of the four functions require minimization. 

Use of “Don’t Care” Terms. It may happen that certain input combinations 
0 a circuit do not occur or are prohibited. For example, a translating circuit 
which has 4 input lines representing the 4 bits of a binary-coded decimal digit 
way have as many as 16 output lines. Only 10 of the 16 outputs are needed, 
however, to represent the 10 states of the decimal digit; thus, 6 of the 16 input 
sombinations do not occur. These 6 input combinations are called “don’t care”’ 
forms and can be used advantageously to reduce the amount of circuitry. 

The following four-variable Boolean function with four don’t care terms will 
sorve as an example: 








(c) (d) 
FIG. 4-10 Minimization of the Boolean functions. 


tial elementary terms, as they appear in both minimized functions. The given 
function f; has two minimized functions. 
From the diagram in Fig. 4-10 for the function fe, there are three largest 
Bosse elementary areas which correspond to the elementary terms A + C, 
+ D,and A + B+ C. All three are essential elementary terms; thus, they 
constitute the chosen set. The minimized form of the given function f2 is 


Sir = (A + C)\(C + D(A + B+ C) (4-24) 


From the diagrams in Fig, 410¢ and d for the given functions fy and /4, re- 
spectively, their largest possible elementary areas are visualized, For the given 


fi = Ps + Po + Piz + Pis + Pris (4-28) 
Don't care terms: 


Pe, Pr, Pa, Pro (4-29) 


The P terms are represented by marking 1's and the don’t care terms by mark: 
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ing d’s in the diagram of Fig. 4-lla. Each square marked by d can be regard 
as a square marked by either 1 or 0. The 1’s or 0’s on these d squares are 
selected that they produce a set of the largest elementary areas covering 
squares marked by 1. In the diagram of Fig. 4-lla, two d’s are assigned 
In this way, two largest possible elementary areas 


and the other two 0. 














X elementary area = A + D 
+ elementary area = B+ C 
(b) 














X elementary area = AD 
+ elementary area = BC 
(d) 


FIG. 4-11 Minimization of the Boolean functions with don’t care terms. 





formed, and their corresponding elementary terms are AC and BD. 


mized function for the given function /; is 
fz = AC + BD 
The other three Boolean functions of the function /, is 
3 = SoS1$3S456511S14 
fa = S5SoS12513515 
fs = Pot Pit Ps + Pg + Po + Pur + Pras 


where the functions /4 and fy are the complement functions of /; and /y, resp 
lively, Their representations on the Veitch diagrams are shown in Fig, 4-114, 
and d, By properly assigning 1's and 0's to the d squares the largest possi 
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elementary areas are shown there by the dashed lines, and the minimized func- 
lions are = oe 

fe = (A+ B)(C + D(A + D(B+ C) (4-34) 
fr = (4+ C)\B + D) (4-35) 
fs = AB + CD + AD + BC (4-36) 


Comparing the number of total inputs reveals that the four minimized func- 
lions fo, fe, fz, and fg require 6, 12, 6, and 12 inputs, respectively. Thus, the 
thoice is either the function f2 or the function f7; the latter is the complement 
{\netion of the given function fi. 


42. Harvard-chart Method (1| 


he second minimization method utilizes the Harvard chart, the composition 


















































wil properties of which will now be described. 

Warvard Chart. The Harvard chart for the Boolean function with three 
variables is shown in Fig. 4-12. It consists of eight rows and seven columns, in 
widition to an index row and an index col- 
wun. The first three columns contain all BlC 
wesible elementary P terms in one variable, 7TlBlG 
jhe second three columns all possible ele- TiBlic 
jwentary P terms in two variables and the final A BlG 
polumn contains all possible terms in three a\ Bic 
variables. Each row is associated with one A\B\G 
fanonical P term, and all terms in this row AlBl cl 
ve the Pj term in common. For example, A| BI GI 
thw first row is associated with the Po term A| BIC 
WNC; each term in this row is a logical FIG. 4-12 The Harvard P chart for three 
product of one or more of the quantities |, :iables. 

1, fy and C. 

lach row has an important property for the minimization process. A two- 
variable lerm in a row implies a three-variable term, and a one-variable term im- 
jliew a two-variable term. If a three-variable term is not a term of a given 


{oolean function, then the two-variable and one-variable terms which imply this 
i\vee-variable term are not terms of the given function. On the other hand, if a 
jivee-variable term is a term of a given function, then minimization always 
ailempts to choose the term with the least number of variables (two-variable or 
wweevariable term) in the row where the three-variable term is located. 

Hach column also has an important property for the minimization process. An 
elementary term is placed at several locations in a column; these locations cor- 
feepond to those Pj-term rows where the logical sum of these P; terms is equal 
i the elementary term. For example, the elementary term BC in the sixth col- 
win is placed at the first ABC row and at the fifth ABC row, where the logical 
sum IBC 4+ ABC becomes the elementary term BC; the elementary term A in 
the first column is placed at the last four rows, where the logical sum ABC 
+ ARC + ABC + ABC is the elementary term A. 

rom the above description, one may infer that the Harvard chart is equiva- 
Jont to the Veitch diagram, All possible elementary terms on the Veitch diagram 
ave visualized, while in the Harvard chart they are all tabulated, 
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The Harvard chart for four or more Boolean variables becomes inconvenie 
large. It can be condensed if elementary terms are replaced by decimal eq 
lents: in the chart of Fig. 4-12, the terms 4 and A are replaced by 0 and 1, 
spectively; the terms AB, AB, AB, and AB by 0, 1, 2, and 3; and simi 
for the other columns. The condensed charts for four and five variables 
shown in Figs. 4-13 and 4-14. The Harvard chart for n variables has 2” 
and 2” — 1] columns or 2”(2" — 1) terms; even in the condensed form, it 
comes impractically large for more than six variables. 

The above Harvard charts are drawn for elementary P terms; such charts 
called P charts. They can also be drawn for elementary S terms and are then ¢ 


hile elementary term with the least number of variables; this is the encircled digit 
‘located at the fourth row. The term corresponding to the encircled digit 3 is 
valled an essential elementary term because in this case there is no other choice 
{except the P; term in the last column). The essential term must be a term in 
ie minimized function. Then, in the column which has the encircled digit, 
pwirele all digits which are the same as the encircled digit; this is the other digit 
‘\n the thirteenth column. Finally, cross out the remaining digits in each of 
{one rows where a digit has been encircled during this step. This is shown by 
















































































——— 
n" a . . . . a & 
S charts. The Harvard S chart for four variables is shown in Fig. 4-15; the d P CARAHNQHRy S8sgagls 
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Me ae wmoay| See R eee Sa RST eeeaes/ se TTT als 
orrespondin chart, bu a ee ee en a ee a ae any aie 
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Foul ieee : respectively. 9'01001/1001223011 ee a ods ‘A 
A er 102/23 
8)1000/222000/4440/ 8 Minimisation by Harvarg 1 proctli e119 95495 2331135573|5 5 7 311]ll 
ita eRe ae 9 Chart. A Harvard chart tabulates v/01100/1100322220/3222206644 ee eae a 
a: 16755 
possible elementary terms. Minim Ww101101/1101323231/32323 
eee eee tion of a Boolean function by usin 14 res Be ee ae sind be ee re eran Cogs - 
; } 3333337 
1101/323231/6755 Harvard chart is the process of eli 6 Core Peery Cerner erent te 8 8 8 8 0/16 
1110/332322/7666 nating impossible elementary te 7/10001/2223001011/4454550111/,8999 1/17 
Soe a a BS ee a and then choosing from the possi W}10010/2232010102/4545461022 oe eae 
FIG. 4.13 The Harvard P chart for four variables. elementary terms a set of elemetil 0 ro re eevee yer Seer eer re 1010 812 4/20 
ie meee caie N/10101/2323101231/5456752315/1011 913 5 [2 
otal inputs. w}1Q110/2332110322/5547663226]11 101 5 | 2% 
The minimization process may be described by using the following Bool wy}10111/2333111333/5557773337/NUNMNI 7] 23 
nas y ee 8 4 21212 8 8| 24 
function of four variables as an example: M)11000/3222222000/6664444440/ 12 12 1: >. 6 on 
Wh) 11001/3223223011/6674554551/12 13 13 9 9/2 
fi = P3 + Po + Pg + Po t+ Pro + Pig + Pas (4-3 6} 11010/3232232102/676546546 2) 13 12 14 10 10 | 2% 
y7{11011)/3233233113/6775575573) 13 13 15 1 1 | 27 
The above function is the same as (4-18). w}11100/3322322220/7666646644/14 14 12 12 "4 m4 
Step 1. Cross out those rows where the P; terms are not in the given functi wm) rrr1o0d eerie: EO eee i a 7 i413 
fi, as shown by the horizontal lines in Fig. 4-16. This step eliminates all @ 1 aa . ee 33 2777777777 : 15 15 15 
mentary terms in the rows where these elementary terms have in common the —————__—_—— é 
terms not in the given function fi- FIG. 4-14 The Harvard P chart for five variables. 


Step 2. Cross out in each column the same decimal digits which have b 
crossed out during step 1; this is indicated by the slant dashes. For examp 
the digits 0 and 1 in the first column have been crossed out; therefore, the o 
0's and 1’s in the first column are all crossed out. This step eliminates all 
mentary terms in the columns where these elementary terms have in common 
/ terms not in the given function /;, The remaining terms in the chart a 
this step are the possible elementary terms for the given function. 

Step 3, In the first row not crossed out by a horizontal line, choose the 


the horizontal short dashes on the fourth and eighth rows. This step chooses one 
elementary term for the minimized function, If more than one equal choice 
Priel (terms with the same least number of variables), the possibility of more than 
we minimized form should be pursued after one set of elementary terms has been 
thowen, The possibility of more than one equal choice should also be pursued 


Wi slop 6. : 


Swp 4. Step 3 is repeated in the next row not crossed out by a horizontal line 
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and having no encircled digit; the term is the encircled 2 located at the ninth 
of the sixth column. Since there are three other 2’s in the sixth column, the 
are also encircled. The remaining digits in the tenth, thirteenth, and fourteen 
rows are all crossed out. 

Step 5. Step 4 is repeated until each row not crossed out by a horizontal lin 
has at least one encircled digit. This results in the encircled digit 7 in the | 
row. Then the elementary terms corresponding to the encircled digits are 
chosen set. In this example, these are the encircled 2 in the sixth column, th 
encircled 3 in the thirteenth column, and the encircled 7 in the fourteenth col 
umn; their corresponding terms are AC, ACD, and BCD. The minimized fune 
tion for the function /, is 

f2 = AC + ACD + BCD (4-38 


Step 6. The other equal choice mentioned during step 3 (or during a subse 
quent step) should now be pursued. The other equal choice is selected, an 
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FIG. 4-16 Minimization of a Boolean function on 
FIG. 4-15 The Harvard S chart for four variables. the Harvard P chart. 


steps 4 and 5 (or the remaining steps) are repeated. The resulting minimized 
function is compared with the previously found minimized function; the one with 
the smaller number of total inputs is chosen. In this example, there is an equal 
choice in the last row during step 5. Instead of encircling the 7 in the fourteenth 
column, the 7 in the twelfth column is chosen, and its corresponding elementary 
term is ABD. The alternative minimized function is 


fs = AC + ACD Pp (4-39) 


The minimized functions /2 and fy agree with (4-22) and (4-23), respectively, 
The minimized function /y (or fy) obtained by minimizing the given function 
Ji ie not necessarily the true minimized funetion, As mentioned above, the 
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somplement of the given function should also be minimized. The complement 
of the function fi is 


fa = Po + Pi t+ Pot Pa t+ Ps + Pot Pro + Par + Pra 


ihe same as (4-21). The minimization is carried out according to the above 
sleps; the minimized P chart is shown in Fig. 4-17. One set of elementary terms 
(indicated by circles in Fig. 4-17) is AC, CD, and ABC, and another set is AD, 
ICD, CD, and ABC (not shown in Fig. 4-17). Apparently, the first set will lead 


(4-40) 


jo « lesser number of total inputs. Accordingly the first set is chosen, and the 
Winimized function for the given function fa is 

fs = AC + CD + ABC (4-41) 
The above function fs agrees with (4-27). By comparison with function fe (or 


/)), the function f5 has fewer inputs. 
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Minimization of another Boolean FIG. 4-18 Minimization of a Boolean function on 
the Harvard S chart. 


iG, al? 


fiwetion on the Harvard P chart. 


Minimization by Harvard S Chart. The above describes the minimiza- 
‘ion of a Boolean function in the canonical P form. If a Boolean function 1s in 
iw canonical S form, it is minimized by using the S chart. The steps are the 
sume, As an example, the following function of four variables is used, 

foe = SoS1S2S455S6510511514 (4-42) 
the same as in (4-19), . 

Step 1, Cross out those rows where S; terms are not in the given function fe; 
this is shown by the horizontal lines in Fig. 4-18, " 

Step 2, Cross out in each column the same decimal digits which have been 
eronsed out during step 1; this is indicated by slant dashes, The remaining ele- 
jentary terme after this step are the possible elementary terms, 
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Step 3. In the first row not crossed out by a horizontal line, choose the 
ble elementary term with the least number of variables; this is the encircled 
0 located at the first row. Then, in the column with the encircled term, enc 
all digits which are the same as the encircled digit; these are the other three di 
3, in the second, fifth, and sixth rows. Finally, cross out the remaining digi 
each of those rows where a digit has been encircled during this step; this is sh 
by the horizontal short dashes. 

Step 4. Step 3 is repeated in the next row not crossed out by a horizontal 
and having no encircled digit; the term is the encircled 2 located at the third 
of the tenth column. Since there are three other 2’s in the tenth column, 
are also encircled, and the remaining digits in the rows with these encircled di 
are all crossed out. 

Step 5. Step 4 is repeated until each row not crossed out by a horizontal 
has at least one encircled digit. The result is the encircled digits in the elev 
column, Then the elementary terms corresponding to the encircled digits are 
chosen set. In this example, these are the encircled 0 in the sixth column, 
encircled 2 in the tenth column, and the encircled 0 in the sixth column. 
corresponding elementary terms are 4A + C, C + D, and A+ BHC 


minimized function for the given function fg is 
fr =(A4+ C)(C + D(4+ B+ C) 


agreeing with (4-24). 

Step 6. The other equal choices during the above steps, if they exist, sho 
now be pursued. The set of elementary terms which gives the least number 
total inputs is the chosen set. In this example, there is another set, but the a 
chosen set gives the lesser number of total inputs. 

It is noted that markings on the minimized S chart in Fig. 4-18 are the s 
as those on the minimized P chart in Fig. 4-17. This occurs because the fi 
tion fg is the complement of the function fa and the minimized function iris 
complement of the function fo. 

The complement of the function fe is 


fs = S357SgS9512513515 (4- 


The above function is the same as (4-20). When it is minimized on the Se 
the markings are expected to be the same as those on the minimized P chart 
Fig. 4-16. The chosen set of elementary terms is 4 + C,A + C+D, 
B+ C4 D3; this gives the following minimized function: 


fo= (44+ C)(A4+E4+D(B+CE4+D) ( 
The alternative set of elementary terms is A + C, A + C+ D,and 4 +B + 


yielding the alternative minimized function 
fio = (4+ C)(A4+€4+ D(4+B+D) ( 


Functions fy and f\o agree with (4-25) and (4-26), respectively. 

The minimization process is the same on a P chart or on an S chart; the cho 
depends on the given Boolean function's being in the canonical P form or in 
canonical S form, Since the given functions in the above examples are the sa 
as those in the examples of minimization by the Veiteh diagram, it is to be 
pected that the functions minimized according to these two methods should ag 
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4-3 Minimization by Quine-McCluskey Method 
This method, first formulated by Quine [2] and later improved by McCluskey 


|1'1, consists of two operations; the first is to find the possible elementary terms by 
4 matching process, and the second is to choose those possible elementary terms 
which will result in a function with the least total number of inputs. The possi- 
ile elementary terms are called by Quine prime implicants. 


Matching Process. The first operation finds the prime implicants by using 


4 Watching process. This process compares each canonical term of a Boolean 
{\nelion with every other canonical term. If two terms differ in only one vari- 
vile, that variable is eliminated and an elementary term found. When all ae 
lementary terms are found, the first matching cycle is completed. pai ; 
jig process cycle is repeated for these elementary terms just found. ir ies 

further cycles are continued until a single pass through a cycle yields no matches. 


The remaining terms and all the terms that did not match during the process 


poinprise the prime implicants. The matching process is the repeated applica- 


fon of identity (4-8). 

















(a) ) (0) 
ABCD ABCD ABC 
8 1000Vv 8, 9, 100-Vv 8, 9, 12,13, 1-0 - 
3 OOl1lyY 8,12, 1-00 y 8,9, 12,13, 1 - 0 - 
9 1LOO0l1y 3, 7, O-11 
2, L1lODy 9,13, 1-Olv 
7, Ollly 12,13, 110 - v 
13, L1Olv 7,15, -111 
6, llily 13,15, 11-1 
Hi, 4.19 Matching cycles of the Quine-McCluskey method (P form). (a) Tabulation of the sorted rai 
Hjiivalents of the Pj terms; (6) elementary terms after the first matching cycle; (c) elementary terms 


fier the second matching cycle. 


The above operation is illustrated by the Boolean function 
fi = P3 + Pr + Pg + Po t+ Pio + Pis + Pis 


which is the same as (4-18) and (4-37). This operation begins by replacing the 
\ torms by their binary equivalents, where the variable is taken to be 1 and the 
swmplement of the variable is taken to be 0. These binary equivalents are ani 
wil placed in four sections shown in Fig. 4-19a. The first, second, third, and fourth 
sevlions contain those binary equivalents whose number of 1’s is one, two, three, 
wil four, respectively. The decimal equivalents are also carried along for later 
ilentification of the P; terms. 
‘Iibulation in sections conveniently matches any two terms. The terms in one 
seetion need to match with only those in the next section, because two terms dif- 
feving by more than one 1 (that is, more than one variable) cannot match, The ne 
Wi the first section, 1000, is compared with each of the three terms in the soon 
weetion, Any two terms which form a mateh are both va ea nto the ‘ 
siliing elementary term together with the decimal equivalents is listec utes 
ble of Fig, 419), The variable eliminated during the matching, is tea bY 
porting a dash in ite original position, ‘Two elementary terms are found by 


(4-47) 
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matching the first two sections in Fig. 4-19a, and they form the first section i 
Fig. 4-195. The terms in other sections of Fig. 4-19a are similarly compare 
and subsequent sections formed in Fig. 4-196. The resulting elementary term 
after the first matching cycle are tabulated in Fig. 4-195. The canonical term 
unchecked in Fig. 4-19a are prime implicants; this example has none. The ele 
mentary terms in Fig. 4-195 have only three variables. 

The second matching cycle results in the tabulation of elementary terms sho 
in Fig. 4-19c. In the table of Fig. 4-196, there are seven three-variable elemer 
tary terms; three are unchecked. These unchecked terms are prime implicant 
corresponding to the terms ACD, BCD, and ABD. 

The elementary terms in Fig. 4-19c have only two variables; there are two term 
which are the same, and thus one can be removed. No additional matching cyel 
is needed, and the term AC is a prime implicant. In conclusion, four prime i 
plicants are found. 

Prime-implicant Table. The second operation chooses some of these prim 
implicants to form the minimized function. The selection is made from a prim 
implicant table, the columns of which are indexed b 
the prime implicants and the rows by the given Pj term 
with their decimal equivalents. The prime-implica 
table for this example is shown in Fig. 4-20. There ar 
seven rows and four columns. Crosses are placed in 
table to show the composition of the prime implicants 
P; terms; this can be readily done when the compositi¢ 
of the prime implicants is identified by the decim 
equivalents of P; terms. When the crosses are 
marked, a particular set of prime implicants is choser 
The chosen prime implicants are regarded as a satisfy 
tory set if, upon examining the crosses in the columns 
these prime implicants, there is at least one cross in ea¢ 
row. If there is more than one possible set, the set 
ing the least total number of inputs is chosen. In 


example, two sets with an equal number of inputs are found. These sets result 
two minimized functions, 











FIG. 4-20 Prime-impli- 
cant table of the Quine- 
McCluskey method (P 


form). 


fo = AC + ACD + BCD 
fa = AC + ACD + ABD 


(4-48 


The two minimized functions agree with functions (4-22) and (4-23) and will 
functions (4-38) and (4-39) resulting from the other two methods. 

If the table in Fig. 4-20 is compared with the Harvard chart in Fig. 4-16, it i 
obvious that the prime-implicant table is a reduced form of the Harvard ch 
Instead of crossing out elementary terms from a Harvard chart, the Quine- 
Cluskey method achieves elimination by matching, as shown in the tables of Figp 
4-19, 

Minimization of the S Form, Minimization of a Boolean function in 
S form is similar to minimization in the P form, illustrated by using the Boole 


function 
h= 


equivalent to (419) and (442), 


Soy Se5455565 1 oo1944 (4 
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‘The first operation is again to find the prime implicants. The S terms are re- 
placed by their binary equivalents, as shown in Fig. 4-21a, where the variable is 
tuken to be O and the complement of the variable is taken to be 1. These binary 
«yuivalents are sorted and placed in four sections containing, respectively, one, 
iwo, three, and four 0’s in the binary equivalents. The decimal equivalents are 
(main carried along for later identification of the respective S terms. 

‘Ihe matching process employs repeated application of identity 


(X+ Y)(X+Y)=X 


the dual of (4-8). Matching procedure is the same as before. The elementary 
jerms found during the first matching cycle are tabulated in Fig. 4-210. Since 
every S term in Fig. 4-21a is check-marked, no prime implicant appears during 
ihe first cycle. The elementary terms found during the second matching cycle 


(4-51) 

















ire tabulated in Fig. 4-216. One prime implicant is found during the second 
ryele—one term with no check mark; this term is A + B+ C. The third 
utching cycle, shown in Fig. 4-21c, yields no more matches; therefore, the re- 
(a) (6) (c) 
(+B+C+D A+B+C+D A+B+C+D 
hot 1 1 0 vy 1410, 1 - 1 0 Vv 14,10,6,2, - - 1 O 
i | O 1 1 vy 146 - 1 1 Ov 6, 42,0, 0 - - O 
ow | O 1 0 vy 11,10, 1 O 1 - 5, 41,0, 0 - O - 
4 0 1 1 Ov 6,4 0 1 - Oy 
40 1 0 1 iy 5,4 0 1 0 - v 
, 0 1 0 0 v 10,2, - 0 1 0 Vv 
%¥0 0 1 0 Vv 62, 0 - 1 0 vy 
LL 0 O 0 1 yv 5, 1,0 - 0 1 Vv 
“io oO 0 0 v 4,0, O - 0 oO v 
2,0,0 0 - Oy 
100 0 0 - vy 
HG 421 Matching cycles of the Quine-McCluskey method (S form). (a) Tabulation of the sorted binary 
ejulvalents of the S; terms; (6) elementary terms after the first matching cycle; (c) elementary terms 
aller the secand matching cycle. 


iaining elementary terms, C + D, A + D, and A+, are also prime 
iplicants. 


‘he second operation is to choose a set of prime implicants to form the mini- 
iiived function, The prime-implicant table is shown in Fig. 4-22. The chosen 
wt of prime implicants consists of terms 4 + C, C + D, and A + B + C; and 


the minimized function is 
fo = (A+ C)(C+ D)(4+B+C) (4-52) 


‘The Sform minimized function agrees with (4-24) and (4-43). The table in Fig. 
4,22 again appears as a reduced form of the Harvard chart in Fig. 4-18. 


4-4 Machine Minimization 


In addition to the previously described methods for minimization, there are 
others such as Mueller’s comparison method [9] and Ghazala’s algebraic method 
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[19]. In any of these methods, when the number of variables of a Boolean functi 
exceeds about six, minimization becomes impractical by pencil-and-paper metho 
The use of a digital computer to perform the minimization is a logical step. 
general, there are two approaches: one is to use a large-scale general-purpo 
machine, and the other is to use a specially built digital machine. 

The relay circuit analyzer and the truth-function evaluator are two speci 
built machines. The relay circuit analyzer reported by Shannon and Moore [. 
verifies whether or not an input contact circuit satisfies the expected specifi 
tion and makes systematic attempts to simplify the circuit by removing redu 
dant relay contacts. The Burroughs truth-function evaluator [12] can evalua 
Boolean functions; six logical functions (not, and, or, exclusive or, coincide 
ornot) can be directly evaluated. It can also be used to obtain the truth tab 
and to prove by comparison a simplified function. However, these machines 
not really designed for Boolean-function minimization. 

The use of a general-purpose machine for minimization has been more s 
cessful. The Harvard-chart method, Mueller’s method, Ghazala’s method, 
other methods may be programmed for mi 
mizing the Boolean function. A program whi 
makes use of Quine-McCluskey’s technique 
been recently reported by Bartee [25]. 
program was written for a logic network havi 
12 inputs and 14 outputs. The programm 
minimizing process is very similar to that d 
scribed previously. The computer prints au 
matically the prime implicants, but the choi 
of a set of prime implicants is left sepa 
from the computer program to permit flexibili 
for circuit-design considerations. The progr: 
which was prepared for the MIT Whirlwi 
Computer consists of about 3,000 instructio 
it requires about 40 sec to generate the cano 
cal form for each output of a 12-input tru 
table and about 10 min to minimize and pri 
the final form. About 25,000 memory locations are required to store the pa 


results during the processing; for this reason, a drum storage was used duri 
minimization. 














FIG. 


4-22 Prime-implicant table of 
the Quine-McCluskey method (S form). 


4-5 Limitations of Minimization Methods 


Minimization methods so far described simplify a Boolean function from 
canonical form into an elementary form which has the least number of to 
inputs. This minimization criterion is dictated by considerations of expedieney 
and the methods have many limitations. A number of these limitations will no 
be discussed, 

Circuit Limitations. A Boolean function in the elementary form may 
referred to as a two-level logic equation because it employs or-and or and-or © 
cults which are two-level circuits, The minimization methods deseribed 
meplicetie only to tworlevel cireuits, j 

‘he purpose of minimizing a Boolean function is to reduce the amount of el 
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vullry. However, one may further reduce the amount of circuitry by expressing 
the Boolean function in a more-than-two-level logic equation, so that multiple- 
level cireuits such as and-or-and, or-and-or, and-or-and-or, or or-and-or-and cir- 
sills could be used. One way to simplify a Boolean function into a multiple- 
level logic equation is to apply the Boolean theorems and the known identities to 
{he function already in minimized elementary form. 

A multiple-level circuit is usually formed by cascading two-level (or one-level) 
‘ireuits. The number of levels that can be used is limited by practical considera- 


finns. As will be discussed in later chapters, signals in logic circuits (such as 
(ode, resistor, transistor, and magnetic-core logic circuits) require a finite time 
{) propagate through each level; this propagation time limits the operating speed. 


Aller propagating through one or a few levels, the signal may be distorted; in 
{iis case an amplifier or a restoring circuit is needed. Furthermore, each circuit 
js limited in its fan-in (number of inputs) and fan-out (number of outputs) capa- 
Wiility; this is usually solved at the expense of more circuits. The problem may 
further be complicated by the need to consider the cost and reliability of logic 
fircuits. For these reasons, the optimum number of levels of logic circuits is 
MiMieult to determine. In short, caution should be exerted in using the previously 
Heeeribed minimization methods. 
Different Types of Logic Circuits. Instead of using the and-or and or-and 
{y jee of logic circuits, other types may merit consideration: the nor and nand 
/\/ouils using transistors and resistors or transistors and diodes, and the andnot 
wid ornot circuits using magnetic cores and diodes. These circuits may be re- 
avied as universal logic circuits, because one type is theoretically sufficient to 
wiplement Boolean functions. Even if the number of a universal logic circuit 
eseoods the number of alternate choice of and-or or or-and type, the use of one 
{iype) circuit (or perhaps a few in practice) confers an advantage in simplicity 
#/ circuit modules and perhaps in cost. 
Multiple-output Circuits. The previously described minimization methods 


apply to one Boolean function at a time; they are thus limited to the single-out- 
pul circuit. Many circuits in computers are multiple-output circuits which are 
eseribed by a number of Boolean functions. If each of a number of Boolean 
{\iielions is minimized, this does not necessarily mean that the given number of 
Hiolean functions is minimized. The possible application of the above mini- 


Wiwalion methods to multiple-output circuits is discussed in Chap. 9. 


Problems 


1, Simplify the following Boolean functions into an elementary form by using known the- 
oyeme and identities: 


a) /\(A,B,C,D) = Po + Po + P3 + Pa + Ps + Po + Pa + Pro + Par 

1h) fa(A.B,C,D) = SoSi1513514515 

WW) /x(A,B,C\D) = Po + Po + Pa + Ps + Po + Pr + Pa + Pro + Pir + Pao + Pia 
WW) /(A,B,C.D) = SoS1S25455S65e50510515 

&, Use the Veitch diagram to minimize the following functions; 

(W) /(A,B,C) @ Py te Pat Pr 

()) /a(A,B,C) @ SoSiSpSoSz 

0) /x(A BCD) mm Pot Py te Po te Poe Prot Pa Pro 

W) /(AB.ED) e SoSaSoSa575aSo5i0 
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16. Muller, D. E.: Complexity in Electronic Switching Circuits, IRE Trans. on Electronic 
Computers, March, 1956, pp. 15-19. on 

17. Harris, B.: An Algorithm for Determining Minimal Representations of a Logic Func- 
jon, IRE Trans. on Electronic Computers, June, 1957, pp. 103-108. 

18. Marcus, M. P.: Minimization of the Partially-developed Transfer Tree, JRE Trans. on 
Hlectronic Computers, June, 1957, pp. 92-95. 

19, Ghazala, M. J.: Irredundant Disjunctive and Conjunctive Forms of a Boolean Function, 
IMM Research Develop. J., vol. 1, no. 2, pp. 171-176, 1957. 

20, Hirschhorn, E.: Simplification of a Class of Boolean Functions, J. ACM, January, 1958, 
w, 07-75. 
msl. Warfield, J. N.: A Note on the Reduction of Switching Functions, JRE Trans. on 
Nectronic Computers, June, 1958, pp. 180-181. 

22. Caldwell, S. H.: “Switching Circuits and Logical Design,” John Wiley & Sons, Inc., 
New York, 1958. 

2. Phister, M.: “Logical Design of Digital Computers,” John Wiley & Sons, Inc., New 
York, 1958. 

24, Beatson, T. J.: Minimization of Components in Electronic Switching Circuits, AIEE 
fommuns. Electronics, July, 1958, pp. 283-291. 

25. Bartee, T. C.: Automatic Design of Logical Networks, Proc. Western Joint Computer 
fan/., 1959, pp. 103-107. 

“6, Butler, K. J., Jr. and J. N. Warfield: A Digital Computer Program for Reducing 
{oyical Statements to a Minimal Form, Proc. Natl. Electronics Conf., 1959, pp. 456-466. 


Obtain more than one minimized form if more than one exist. Compare the number of t 
inputs between the functions Ji and f2 and the functions fz and f4. 
3. Obtain the complements of the functions of Prob. 1, and minimize them by using 
Veitch diagram. 
4. Repeat Probs. 2 and 3, using the Harvard chart. 
5. Repeat Probs. 2 and 3, using the Quine-McCluskey method. 
6. Use the Veitch diagram to minimize the following functions, each having don’t 
terms: 
(a) fi(A,B,C.D) = Po + Ps + Po + Pz + Pro 
Don’t care terms: Po, P3, P11, P12 
(6) fo(4,B,C,D) = SoS4S7811S14 
Don’t care terms: Sg, Sg, S9, S13 
Compare the number of total inputs between these two functions. 
7. Obtain the complements of the functions of Prob. 6, and minimize them, together 
their don’t care terms, by using the Veitch diagram. 
8. Repeat Probs. 6 and 7, using the Harvard chart. 
9. Repeat Probs. 6 and 7, using the Quine-McCluskey method. 
10. Simplify the functions in Prob. 1 into more-than-two-level logic equations if they exi 
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second limitation is the number of inputs and the number of outputs that may 
/onnect to the input and output, respectively, of a practical circuit; this capability 
\s commonly referred to as the fan-in and the fan-out of the circuit. The third 
limitation is the signal attenuation and distortion which make the binary identity 
hecome uncertain. The latter two difficulties are overcome by augmenting the 
logic circuits with logically insignificant circuits such as amplifiers, drivers, and 
level restorers. 

Signal Representation. The binary state of the signals in logic circuits can 
lw represented by either of two voltage levels or by pulses. In the level repre- 
wntation the two voltages are designated as positive and negative (or upper and 
lower) levels, as shown in Fig. 5-la. Positive and negative denote relative levels; 
(le actual values may be any two discrete voltages as long as the positive level is 
hove the negative level. Pulse representation may consist of a pulse—no-pulse 
fombination or a positive-negative combination, as shown in Fig. 5-16 and c; it is 
wed for a-c-coupled circuits. Pulse representation requires a time interval 
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Logic circuits are physical circuits that can perform logic operations and 
implement Boolean functions. They employ relays, vacuum tubes, resista 
solid-state devices, or other components. Logic circuits may be divided into 
groups: magnetic and nonmagnetic. Magnetic logic circuits are described 
Chaps. 7 and 8. Nonmagnetic logic circuits of the more common types are UJ 


1 
Positive level —> en Side eo eo 
Negative level —> Time 





subject of this chapter; other types are described in Chap. 6. (a) 
3-1 Logic Circuits Paes ee 
Basic Logic Circuits. Basic logic circuits are designed to perform eleme " 
tary logic operations. They also serve as computer building blocks—fundamen 
units from which the logic function of a computer can be built. Most of the b M_ JLILIL, tL 
logic circuits to be described are listed in Table 5-1. (¢) 
Cc 
Table 5-1 Basic Logic Circuits te SN i 
7 
Logic operation Terminology Explanation (a) 
q Ht 5-1 Signal representation of binary states. (a) Two-level voltage representation; (b) pulse and 
not not A lee representation; iti 1 d ti lse representation; (d) clock pulses 
AB inal Aand B MW pile represe ntation; (c) positive-pulse and negative-puls presi 3 CLOCK p . 
A+B or (or inclusive or) Aor B 
A@®B(=AOB) exclusive orf (A and B) or (4 and B) between adjacent pulses to allow for the time tolerance. A synchronous computer 
A@B(=4@B) coincidence (A and B) or (A and B) ile requires clock pulses—narrow pulses with a certain repetition rate, as shown 
AB(=A +B) nand not (A and B) \' 5-ld. The clock l 7 f ltiple phase: h 
A + B (= AB) nor not (A or B) Wi Vig. o- Le . e clock pulses are sometimes of multiple phase; a two-p ase 
AB andnot (or inhibitor) A and (not B) ‘lock pulse, for example, may produce two sequences of clock pulses occurring 
A+B ornot A or (not B) allernately, 





lhe binary state of a signal may also be represented by two lines. In this case, 
wie line carries the signal representing the 1 state; the other line carries the 
helate signal. Three examples of two-line signal representation are shown in Fig. 
2. In Fig. 5-2a, the positive level represents the 1 state on one line but repre- 
wile the O state on the other line. In Fig. 5-26, the positive pulse represents the 
} state on one line, the 0 state on the other line. In Fig. 5-2c, the positive pulse 
tiers one line; the negative pulse uses the other. 

D-C-coupled and A-C-coupled Logic Circuits, Logic circuits intercon- 
twetod by direct connections or resistive networks are coupled for direct current, 
wy are decoupled, If they are connected by inductive or capacitive networks, 
they are coupled for alternating (or pulse) current, or are a-e-coupled, 


+ Or modulo-2 sum or anticoincidence. 


Some basic logic circuits are often called gates, circuits which produce 
output when a specified combination of signals occurs at the inputs. For examp 
an and gate produces an output signal when there is a time coincidence of 
inputs. An inhibitory gate produces an output signal in the absence of a sign 
at the inhibitory input. 

Of the three major limitations in practical logic circuits, the first is ne 
instantaneous response of the circuits. The delay, sometimes called the propa 
tion time, should be small in comparison with the time of each operation, 
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Alternating-current-coupled circuits are limited to handling pulse-type sign 


On the other hand, the d-c-coupled circuits do not necessarily require the use. 


two-level voltages only; either two-level voltages or pulses or both can be us 
For synchronous computers, it is quite common to use both—the voltage levi 
from the flipflops as signals and the clock pulses for initiating the penton 
Alternating-current-coupled circuits possess the advantage that they do nal 
to maintain accurate voltage levels at various interconnections; this requires | 
design effort and perhaps fewer components. However, sceoonpled ican 
meaningful only during the occurrence of the pulses and require a precise 
cidence of the pulses for the logical-and operation. On the other hand. dc-calll 
circuits have the advantages of being less difficult to synchronize and of h r 
better serviceability; the latter is an important practical consideration ‘a 
Positive and Negative Logic. In representing the binary states b ositi 
and negative signals, there are two choices in designating the binary 1 a 0. 


+ line | | | | | 


(c) 


FIG. 5-2 Two-line signal re i i 
presentation of binary states. (a) Two-level volta ion; 
representation; (c) positive-pulse and negative-pulse representation. er 


the positive signal is identified as 1 and the negative signal as 0, the choice is cal 
positive logic; the reverse choice is called negative logic. Six cases of designat 


positive and negative logic are shown in Table 5-2. 


Table 5-2 Designation of Positive and Negative Logic 
bier Pulse Positive Negative 
a evels states logic logic 
4 + gdt + pulse + pulse no pulse ; 
gdt _ — pulse no pulse — pulse 


ted means ground, 


, sos the above, it is apparent that identification of the logic operation of a gi 
vireuit depends on designation of the positive or negative logic, Such possil 
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ble 5-3 Identification of Complementa: Circuits 
Pp ry 











Positive logic 









ornot B 





and or nand nor exor coin andnot A ornot A andnot B 








— - - + + - + - + 
+ - + + - + - + + 
+ — - + + + = - = 
+ + | + + - - -— + - + 
1 oB or and nor nand | coin exor ornot A andnot A | omot B andnot B 





Negative logic 


\lentification for two inputs A and B is shown in Table 5-3. This table contains 
live pairs of complementary circuits. A pair of complementary circuits are those 
lor which the logic operation of one circuit for the positive logic is the same as 
the logic operation of the other for the negative logic. These five complement 
wire are the and-or, nand-nor, exor-coin, andnot-ornot A, and andnot-ornot B. 
ince the last two pairs are essentially the same, only four complementary circuits 
lov two inputs are unique. 

Synchronous and Asychronous Operation. Operation in the digital 
pomputer is in time sequence; control of this sequence can be either synchronous 





(a) (d) (c) 
FIG. 5-3. A normally open relay. (a) Schematic; (6) symbolic; (c) table of operation. 


oy asynchronous. In a synchronous computer, each logic operation takes place 
under the control of the clock—in synchronism with the clock pulses. In addition 
jhe execution of an instruction such as addition or shift occurs at a fixed time 
interval, usually the longest required for various operations. In an asynchronous 
somputer, no fixed time reference exists for the operations. Completion of any 
ie operation produces an operation-complete signal; this signal initiates the next 
yperation, An asynchronous computer will be faster because it does not have to 
“‘\ine up” a fixed time interval. If most of the operations of the computer can be 
arranged to perform in one or more constant time intervals, then there is not much 


fein in asynchronous operation. 


§.2 Relay Logic Circuits [47] 

Relays are electromagnetically operated switches. Most relays are built with 
4 single winding and an armature which opens or closes one or more pairs of 
eontacts, A normally open relay closes when a voltage is applied to its winding 
jwrminal as shown in Fig, 53a, When the contacts close, the circuit path is 
completed and the load is supplied with a current, When the applied voltage is 
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removed, the circuit path opens. Thus the relay is a binary devic i 
is tabulated in F ig. 5-3c, where plus and minus is ices the ee 
or open, respectively, as well as the voltage applied or not applied to the termin 
For simplicity, the circuit is symbolized in Fig. 5-36, where A identifies a pair 
normally open contacts in the relay operated by the winding of Fig. 5.30. 
The schematic and symbolic diagrams of three basic relay logic circuits togeth 


with the operation tables are shown in Figs. 5-4 to 5-6. The relay not circuit i 





ot 
- 

£ 
= = = + 


(a) (d) (c) 
FIG. 5-4 A relay not circuit (normally closed relay). (a) Schematic; (6) symbolic; (c) table of operati 


pedi 
if 





(a) (d) (c) 
FIG. 5-5 A relay and circuit (positive logic). (a) Schematic; (6) symbolic; (c) table of operation, 


ch ae 


(a) (6) (¢c) 
FIG. 5-6 A relay or circuit (positive logic). (a) Schematic; (6) symbolic; (c) table of operation, 





a normally closed relay; the circuit path opens when voltage is applied to the 
terminal, It is indicated by A, the complement of 4. Assume that positive logic 
is taken here, The circuit path in the relay and cireuit is closed onl wy: 

voltages are applied to both input terminals. In the relay or circuit the clad 
path is closed when the voltage is applied to either of the two input totindal I 


is apparent that, for positive logic, and circuits are contacts in series and 
cireuite are contacts in parallel, 


af 
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With these three basic relay circuits, the other six basic logic operations can 


le readily obtained; they are shown in Fig. 5-7. For simplicity this figure 
vliminates the symbols for resistors, battery, and ground. 


A 8 
A B —— 
B o— || — A B 
t—H 
(e) 


~~] 


(a) () 
A A 8 
A 6 ba 
HF = B 4 6 
t—4 
(c) (d) (Ff) 


Relay circuits are contact networks. 


11G. 5-7 Other relay basic logic circuits (positive logic). (a) nand circuit; (b) andnot-B circuit; (c) nor 
A more complex contact network is 
shown in Fig, 5-8. The reader can 


‘ircuits (2) ornot-B circuit; (e) exor circuit; (f) coin circuit. 
i 
D 

readily trace the circuit from the Boo- 8 8 
Joun function (which is in a nonele- C 
jnentary form) shown therewith. {}— 

Relays are simple but bilateral de- 44 
vices. Although relays have been 
thoroughly explored (they have been 
wanufactured and used for a_ great 
jumber of years), the logic design of 
an effective relay network can become quite complicated. For example, the relay 
vireuit permits the use of bridge-type networks, which may lead to intricate topo: 
logical configurations. 

A few early digital computers used relay circuitry. A great variety of relay types 
ave available to suit many applications. Little power is consumed when the relay 


is not energized; however, it is a slow-speed device. Because of their low speed, 
joluys are now rarely used as logic circuits in digital computers. 








f=A+B([C+D(A+B)] 
FIG. 5-8 A relay logic circuit. 


5-3 Vacuum-tube Logic Circuits 


Aller the development of relay computers, it was natural to turn to vacuum-tube 
pivouits in an effort to increase the operating speed of digital computers. Some 
of the cireuit techniques are described below. Description of vacuum-tube tech- 
niques will be brief, since modern machines employ solid-state circuity. 

Basic Vacuum-tube Logic Circuits. A triode or a pentode can be operated 
in two states, either biased to cutoff or operated in an overdriven (saturated) 
vondition, ‘Thus, the tube is a binary device, 

Husic vacuum-tube logic cireuits [46] and tables of operations are shown in Fig. 
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5-9. For positive logic, the circuits are not, nor, or, and nand circuits. 

Fig. 5-9a, the plate voltage is high or low (indicated by plus and minus sign 
respectively) when the grid voltage is low or high. For positive logic, this circuil 
is a not circuit, better known as the inverter. Figure 5-96 shows a twin-triod 
circuit with a common-plate resistor. The plate voltage is high only when both 
grids are low, and in this condition the tube is completely cut off. For positi 
logic, this circuit is a nor circuit. The twin-cathode follower with common-cathode 
resistor of Fig. 5-9c, for positive logic, is an or circuit, as the cathode voltage 
high unless both grids are low enough to cut off the twin triode completely. 
pentode circuit of Fig. 5-9d conducts, and its plate voltage is low only when both 
control grid and suppressor grid are high. For positive logic, it is a nand circui 
Pentodes for this use should show a nearly equal effect on the plate current b 








(a) (bd) 





(c) (7) 
FIG. 5-9 Vacuum-tube basic logic circuits (positive logic). (a) not circuits; (b) nor circuits; (c) or ek 


cuit; (d) nand circuit. y 


both grids. The resistor dividers in Fig. 5-9 are designed to give the same voltage 
swing at both input and output. Basic logic circuits with more than two inputs 
can be obtained similarly by connecting tubes in parallel with one common-plate 
or -cathode resistor. ‘ 
A Half Adder. The use of vacuum 
Table 5-4 Truth Table for Half Adder tube logic circuits is illustrated by imp 
menting a half adder. The half adder is 

C (carry) logic circuit for binary addition of a singh 

digit; its operation is shown in Table 5 
where A, B, S, and C are the augend, ad 
dend, sum, and carry bits, respectively 
Boolean functions S and C are 
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S(sum) = AB + AB=A@®B 


C (carry) = AB (9-1) 


Vacuum-tube logic circuits are well adapted to inversion operations as characterized 
hy nor circuits and nand circuits, but they are not readily adapted to Boolean 
(\unetions in P or S form such as those of Eqs. (5-1). To use these basic logic 
vireuits, Boolean functions (5-1) are rewritten as 


S = AB + AB = (4 + B)(A + B) = (AB)(A + B) 


C2545 (5-2) 


he above functions are now directly related to these basic logic circuits. The 
jialf adder is shown in Fig. 5-10. There are one or circuit, two nand circuits, and 
(wo not circuits, or a total of eight grids. 

Vacuum-tube circuits have high input impedance and low output impedance. 
I! input and output voltage swings are designed to be the same, as many circuits 


+ e+ 








S=AOB 








FIG. 5-10 A half adder using triodes and pentodes. 


sun be cascaded as cost permits. Therefore, these circuits are convenient building 
hilocks. Unfortunately, they consume considerable power and require more space 
(han cireuits using solid-state devices. 

Vacuum-tube Flipflop. Early availability of solid-state diodes eliminated 
jhe use of the above-described vacuum-tube logic circuits. However, vacuum-tube 
Hlipllops are still used in some of the existing commercial machines. Since the 
Hipllops of modern machines use transistors, the vacuum-tube flipflop circuit is 
iloncribed here very briefly. 

A symmetric flipflop circuit is shown in Fig. 5-11: two triodes V and V’ with 
their cathodes grounded. Between the positive and negative supply voltages Fy 
and Ly, there are two cross-coupling networks; each is a voltage divider consisting 
of resistors Ry, Re, and Rg. A capacitor Cz shunts each resistor Ro. The cross- 
eoupling networks are so designed that, when V is conducting (as shown in the 
ligure), V" is eut off; when V is cut off, V' is conducting. These are two stable 
slates, designated, respectively, as the O and 1 states (or vice versa). The two 
Hulput voltages of the fipflop are the plate voltages, complements of each other, 
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Two inputs r and s are connected through a capacitor to the grids, and the circui 
is an RS flipflop. 

The flipflop circuit in Fig. 5-11 is known as the Eccles-Jordan circuit, invente 
by Eccles and Jordan [45] in 1919. It is a two-stage inverter with the output 0 
the second stage fed back to the grid of the first stage. Since each stage introduces 


a phase inversion, the feedback is positive; this situation can make the circuit 


such that neither both triodes would conduct simultaneously nor both would 
cut off. 


The design of a satisfactory flipflop circuit requires consideration of such factors 
as d-c stability, switching speed, triggering network, output voltage swing, and 


output driving capability. These considerations will be discussed at great 
length in Sec. 5-7 on Transistor Flipflops. 


5-4 Diode Logic Circuits 


The diode is a two-terminal nonlinear switching device. It exhibits a binary 


characteristic of high forward conduction and low reverse conduction. Semi 


o+£, o+F, 





a 2 ae 
FIG. 5-11 A vacuum-tube RS flipflop. 


conductor diodes lend themselves to computer applications because they are small 
and relatively inexpensive; they switch fast and operate at a low power level. The 
diode’s inability to amplify, however, limits its use—without amplification—in 4 
larger logic network. Practical diode logic circuits employ active components 
such as vacuum tubes or transistors. 

Basic Diode Logic Circuits. Two basic diode logic circuits are shown in 
Fig. 5-12. The two supply voltages E; and £4 and the two levels of input voltage 
E and E3 are of such magnitudes that Fy > Ey > E3 > F4. Voltage level Ly 
is the high, or positive, level (plus sign), and Es is the low, or negative, level (minus 
sign). The difference Ez — Ez is the voltage swing of the input. In the circuit 
of Fig. 5-12a, output f will be clamped to the lower input voltage; hence, 
coincidence of high input voltages is necessary to give a high output voltage. The 
circuit is a logical-and one for positive logic and a logical-or one for negative logic, 
In circuit b, output voltage fis high if any input voltage is high, but it is low onl 
when both inputs are low, It is a logical-or cireuit for positive logic and a logical 
and circuit for negative logic. The tables of operation of both circuits are shown 


in Fig, SeL2, 
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In the above diode circuits, the forward voltage drop of the diode should be 
small in comparison with the voltage swing. Resistor R should be large enough 
\0 minimize power consumption, but not too large in comparison with the reverse 
jonistance of the diode. A typical value ranges from 500 to 50,000 ohms. Diode 
apacitance and recovery time, as well as stray capacitance, limit the switching 
speed. 

Two-level Diode Logic Circuits. Two-level diode logic circuits can imple- 
venta Boolean function in either canonical or elementary form. Figure 5-13 
slows two examples of such diode logic circuits: one circuit for a Boolean function 
of three variables in canonical P form (and-or circuit), and the other for the 
panonical S form (or-and circuit). 

‘The output voltage of a two-level circuit is designed to be the same as the input 
level so that the circuits can be cascaded. But attenuation accompanies signals 
juissing through a two-level circuit. This situation is now analyzed for the or-and 
vireuil; analysis of the and-or circuit is similar. 








£,=+l0v 
R 
Ep p-+5v 
4 
£0 
B f 
(a) 
2 
A f 
bp +5v 
ae 
£0 
R 
£4=-5v 
(d) 


1G, 5-12 Diode basic logic circuits (positive logic). (a) Logical-and circuit; (6) logical-or circuit. 


Let Rpand Ry be, respectively, the forward and reverse resistance of the diode; m 
ihe number of the second-level and-circuit inputs; and n the number of each of 
(he first-level or-circuit inputs. Let supply voltages £y and E4 be made equal to 
hy und Es, respectively. Assume that Rp K€ Ri K Ry and Ry € Ro < Ry. The 
atiulysis [2] is divided into two cases: one when the output voltage is desired to 
lw Ly, or positive, and the other when the output voltage is £3, or negative. 

When the output voltage Ko is the same as EF (or positive), all m second-level 
inputs (which are the first-level outputs) must be positive. This occurs when at 
Joust one of n first-level inputs of each of the first-level or circuits is positive. The 
worst condition occurs when only one of n first-level inputs of each of the first- 
level or cireuits is positive, The equivalent cireuit is shown in Fig. 5-14a. With 
(he assumption that Ry & Ry & Ro, this equivalent circuit can be simplified into 
that shown in Fig, 5-140; and the output voltage Koy is 
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ee ees (E2 — E3)Ry logic circuit is inherent. For nonideal diodes, the attenuation is represented by 
Is ae Ret Ra (9. jhe second term on the right-hand side of (5-4). It is important to minimize the 
; (llenuation. An examination of the above relations establishes that the following 
h he ea, n—1 Pa : . 
where = — + -—— = sonditions can reduce the signal attenuation: 
Re Ry R, i 
If the diodes are ideal so that Ry is zero, then the output voltage Eo; becomes Res m = 1 and Ry € Ri < Rp (5-6) 
Kor = Ep !rom these conditions, it is noted that the ratio Rp/Ry of a diode is an important 
Therefore, the second term on the right-hand side of (5-3) represents the si R R 
f f 








attenuation due to the nonideal diode. E. 
When the output voltage Eo is the same as E3 (or negative), at least one of , 
m second-level inputs must be negative. This occurs when all n first-level in 5 i) E, vt 
are negative for at least one or circuit. The worst condition is when n inputs = : 
only one or circuit are negative but n inputs for each of the other or circuits =| 4 R. 
positive. The equivalent circuit is shown in Fig. 5-15a. With the assump E; fo = &3 ‘ Fo 
; poe pe AELAFB HCN AF E+ CV A+B+C) . Le a i 
8 o—?>t—+ = A £2 (+) &3(-) ve : (b) 
Co—w— 6 8 Re HG 5-14 Equivalent circuit of Fig. 5-13a for a positive output. (a) Equivalent circuit of Fig. 5-134; 
C {) equivalent circuit of (a). 
A ot 4 
Bo—>4 = A (jWuntity in selecting the diodes and that for a given diode the attenuation becomes 
Co } 8 \arye when the number of second-level inputs m increases. 
C The above signal attenuation will be worsened when the tolerance of the 
Ao—bt_+--_tq-+4 fealstors and the forward voltage drop of the diodes are considered. However, 
2 SR, 3h, Milenuation can be minimized if the supply voltages FE, and Eq are not made equal 
= ly hy and E3, respectively. Under this condition, the simplified equivalent 
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FIG. 5-13 Two-level diode logic circuits (positive logic). (a) or-and circuit; (b) and-or circuit, E. fee 
2 
that Ry < Ry < Ry, this equivalent circuit is simplified into that shown in F 
5-156; the output voltage Eo is E. ON Ei 
3 00 
Fog = By — {#2 = Ba(Ry + Bs) Ln bl 
= wd Sd mel 
Ry + Ri + Reo fea: Fe fe 
1 1 m— 1 (a) (5) 
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where 
Hi 415 Equivalent circuit of Fig. 5-13a for a negative output. (a) Equivalent circuit of Fig. 5-13a; 


. A ar ‘ eM : 4) equivalent circuit of (a). 
If the diode is ideal so that R; is zero and Ry is infinite, then the output vol Aree Sse (2) 


Koo becomes : 
‘ivoults with a load resistance Ry, are shown in Fig. 5-16. By properly choosing 


the supply voltages and resistances, this attenuation can be virtually eliminated. 

Multiple-level Diode Logie Circuits. A three-level diode logic circuit is 
shown in Fig. 5-17. For positive logic, it is an or-and-or circuit. For a given 
Hoolean function, the use of more-than-two-level logic circuits may reduce the total 
fHiwimber of diodes and is quite necessary in practice, Nonetheless, several factors 


(E3 — E2)Ry 


Koo = E3 — Roa R 
1 2 


( 
The above output voltage Koo is not equal to the desired output of Ey but 
attenuated by a quantity which is the second term on the right-hand side of ( 
even if the diodes are ideal, This shows that the attenuation of a two-level 
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deserve consideration with respect to more-than-two-level diode circuits. (1) Sue 
circuits introduce more propagation delay. (2) Configurations of such circui 
become less uniform and less simple as the number of levels increases; thi 
requires more design effort. (3) More power from the inputs is needed to dri 
a multiple-level circuit. (4) The signal cross-talk and the stray capacitan 
increase in later stages and can seriously limit the operating speed. 

NBS Diode Logic Circuit [5]. A diode logic circuit developed by 
National Bureau of Standards uses pulse signals only, at a 1-Mc pulse rate, fi 
the computers SEAC and DYSEAC. The concept was to design a univers 


Re 





A, /\m-1) 





(a) (d) 


FIG. 5-16 Equivalent circuit of Fig. 5-13 with supply voltages Ey and £4 and load resistance 
(2) For positive output; (6) for negative output. 


circuit capable of performing all logic operations. Such a universal logic circui 
is shown in Fig. 5-18; it consists of a diode logic circuit, a beam power tube fi 
amplification, and a transformer for coupling to subsequent levels. The pu 
transformer offers several advantages: it supplies a large pulse current at lo 
voltage; it matches impedance of tube and load; it permits the operation of all tu 
with positive pulses on the grid without the need of inverters; it eliminates d 
coupling; and it allows operation of all tubes from common supply voltages. 

The diode logic in Fig. 5-18 is a two-level and-or circuit (for positive logic), 


&, (+) 


£5 
Ay A> 


£4(-) £4(-) 
FIG. 5-17 A three-level or-and-or diode circuit (positive logic). 


It has five and gates (three two-input gates, one four-input gate, and one five-input 
gate) and one five-input or gate. The diode-resistor network at the secondaries 
of the transformer permits the transformer to drive the gates of succeeding similar 
stages. There are three output terminals: the direct terminal for driving electri 
delay lines and other or gates, the positive terminal for driving and gates, and 
negative terminal for inhibiting and gates. In the absence of input pulses, 
diodes of the and gates are conducting because their input terminals are held @ 
slightly below 8 volts by being connected to the positive output terminals 

the preceding stage, Each positive output terminal is held just below —8 volte 
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hy its limiting diodes, which are kept conducting by the (1.25- and 3,3-kilohm) 
resistors to —65 volts. These resistors are called the pulldown resistors. With 
the output terminals of the and gates at about —8 volts, the diodes in the or gate 
ure nonconducting because the —5-volt clamping diode prevents the 39-kilohm 
resistor from pulling the grid down much below —5 volts. The 2-volt back bias 
on the or-gate diodes protects the grid from noise such as crosstalk on long leads 
hetween stages or voltage variations in the forward drop across the —8-voll 
limiting diodes. _ 

The source which drives the diode and gate requires a low dynamic impedance. 
When a source pulses positive, its gate diodes simply cut off so that practically 
io current flows. But when a source is not pulsing, it must draw through its gate 


and gates 
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FIG. 5-18 NBS diode logic circuit using a vacuum-tube pulse amplifier, 


iiodes whatever current is necessary to hold the potential of the and gate down 
v0 about —8 volts. Only when all inputs to a gate go positive simultaneously 
should the 10-kilohm resistor be permitted to pull up the output voltage of the 
ute and (through conduction of its or-gate diode) to transmit a positive pulse to 
ihe grid. When some but not all of the inputs to an and gate are pulsed, the 
yomaining unpulsed inputs must suddenly accept with little change in voltage a 
different proportion of the current supplied by the 10-kilohm resistor. Conse- 
uently, the source must have a low dynamic output impedance. A tube with a 
vansformer does not provide such a low impedance; when not pulsed, this com- 
ination may present as much as 300 ohms impedance at 1 Me, The required 
low dynamic impedance is achieved by the forward conductance of the —8-volt 
limiting diodes, 
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The output terminal of a stage may drive a number of paralleled and gates w 
are part of several succeeding stages. To keep these and gates conducting, e 
when all other sources pulse the other and gates of the succeeding stages, 
pulldown resistors that return to —65 volts must draw more current than can 
supplied by the 10-kilohm resistors connected to the and gates of the succeedi 
stages. Because the positive pulse secondary of the transformer returns to — 
volts, the series diodes in parallel with the 130-ohm resistor are cut off so 
none of the pulse current remains in the transformer. When the tube is tu 
on, a 20-volt pulse appears at the secondary of the transformer. The se 
diodes conduct, and the transformer supplies the current taken by the pulld 
resistors to —65 volts. Three pulldown resistors are provided to permit adjus 
the load on the positive output to the number of and gates actually driven. 
1.25-kilohm resistor can hold down five gates, and the 3.3-kilohm resistor 
hold down two. The rest of the rated driving capacity can be used at the negati 
and direct outputs. One of the 1.25-kilohm resistors is permanently connec 
to ensure that there will be at least enough load to prevent excessive scr 
dissipation. The 130-ohm resistor adds no load during a pulse, but it provi 
somewhat less than critical damping for the negative-going transient that foll 
a pulse. The combination of the 130-ohm damping resistor and the permanent 





(a) 


FIG. 5-19 Three configurations for connecting an n-p-n transistor. (a) Common base; (6) com 
emitter; (c) common collector. 


connected 1.25-kilohm resistor is sufficient to prevent the underdamped transi 
from going above —8 volts. Inhibiting an and gate is accomplished by connecti 
the negative output terminal directly to an input diode of the gate. This di 
is normally nonconducting and does not affect the operation of the gate, beca 
the negative winding returns to +4 volts. Whenever a negative output pulse 
applied to this diode, it becomes the most negative input to the gate and by ¢ 
ducting prevents any positive output of the and gate. An inhibiting conneeti 
does not necessarily have to be preceded by an or gate, because the conneeti 


carries current only during a pulse—when the tube and transformer present av 
low impedance. 


5-5 Switching Properties of Junction Transistors 


A junction transistor comprises three elements—emitter, base, and collecto 
separated by two transition regions known as p-n junctions. Three basic confi 
tions connect the input and output circuits, the common base, common emi 
and common collector; they are shown in Fig, 5-19, In this figure the diree 
of currents and the polarity of biasing voltages are for np-n transistors; they sho 
he reversed for prep transistors, 
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Three Operating Regions. Static collector characteristics for an n-p-n 
\ransistor in the common-emitter configuration are shown in Fig. 5-20, It is a 
pilot of the collector-to-emitter voltage Veg against the collector current /¢ with 
(he input base current Ig as the parameter. The transistor can operate in one of 
\hree distinct regions shown in the plot, as determined by controlling the input 
Huse current. 

In region I, both collector and emitter junctions are reverse-biased, and the 
\(unsistor is cut off; the impedance from collector to emitter is very high. Region 
|| \» the active region: the emitter is forward-biased, 
and the collector is reverse-biased; the character- Ve 
jelics are rather linear, and the transistor conducts. 
\) region III, both collector and emitter are forward- 
liuned; the transistor is said to be in saturation, 
wid the impedance from collector to emitter is 
very low. 

The junction transistor can be used as a switch; 
i! is open or closed when operated in regions J and 
III, respectively. When the transistor is cut off, 





FIG. 5-20 


An n-p-n collector 


the collector current has a leakage current Igg of a characteristic in the common- 
lew microamperes; when it is in saturation, the «milter configuration. 
ollector-to-emitter voltage Vogg, called the satura- 


tion voltage drop, is a few tenths of a volt. These two quantities are important 
luracteristics of the transistor as a switching element. 


Other important quantities are a and £, respectively the common-base current 
fain und common-emitter current gain at a given operating point, 
— (Ale (5-7) 
Alp Vg=const 
p= (Ve (5-8) 
Al Vo=const 


where Ale, Alp, and AIg are the incremental collector, emitter, and base currents, 
feapectively. The ratio of d-c collector current to d-c emitter current at a given 
(erating point is called the d-c a. The relation of a to B is expressed in the 
fyuality 


B=>7— (5-9) 


Qa 


urge values of a and B are desirable. For most transistors, a ranges from 0.9 
i 0,99 and B from 10 to 100. 

Large-signal Properties. Large-signal properties of the three configurations 
ave summarized in Table 5-5 [21]. The current relations have been derived by 
Phere and Moll [8], where Jc, Ip, and Ip are the collector, emitter, and base 
purrents, respectively; and J¢o is the collector cutoff current. Ico is a leakage 


purrent and should preferably be very small. The common-emitter configuration 
Pehibite both voltage and current gain as well as inversion; hence it is the most 
witlely used configuration, 


When the transistor is cut off, collector current Je in the common-emitter 


sontiguration should be as low as possible, If the base current is zero (open base), 


176 Digital Computer Design Fundamentals 


the collector current is 















Ico 


I[¢ = ——- 
0 l—a 


(5-1 
This is obtained by substituting [gp equal to zero in the common-emitter curre 
equation in Table 5-5. Assume that @ is 0.9; then Ig is 10 X Igo; the collec 
current is many times the leakage current Ico and is too high to be desired. 
the base current is —/¢o (supplying a reverse current with a magnitude equal 
Ico to the base of p-n-p transistor), then we have Ic = Ico. Therefore, when 
transistor is being turned off, a small base current is made to flow in the reve 
direction by applying a reverse bias to the base-emitter junction as indicated 


Table 5-5, 











Table 5-5 —Large-signal Properties of Junction Transistors 
Configuration Common base Common emitter Common collector 

Region Il current......| J¢ = alg + Ico | Ic = (alg + Ico)/(1 — a) | Ie = (Ip + Ico)/(1 — 
Current gain. ......... a<l a/(l—a)>1 1/l—a)>1 
Voltage gain.......... >1 >1 <l 
Input voltaget to —% volt for Ge | % volt for Ge % volt for Ge 

hold on. ........... —Y% volt for Si | % volt for Si % volt for Si 
Input voltaget to 

hold off............ O volt 0 to —0.1 volt Voo 
Inversion............, No inversion Inversion No inversion 











t Approximate voltage for n-p-n transistors. 


Input and output voltage levels for switching a transistor between the cutoff 
saturation states are shown in Fig. 5-21 [21]. In this figure the voltage levels 
shown for the three configurations—for both p-n-p and n-p-n transistors. Th 
voltage levels are those which appear directly at the transistor terminals. 
symbols Vp and Vp represent the reverse and the forward biases at the base-emi 
junction, and Vg is the reverse bias voltage which will appear across the b 
collector junction if the transistor is not allowed to saturate. 

Switching Time. Analysis of the switching time of junction transistors 
been made by Moll [9] and extended by Easley to include the effect of collee 
capacitance. Only the common-emitter configuration will be discussed here. 

A transistor can be switched by applying a current pulse to the base. Th 
waveforms when the transistor is switched from the cutoff condition to saturatio: 
and then from saturation to cutoff are shown in Fig. 5-22. Igg and Igg are 
base and collector currents when the transistor is in saturation, and Jgo is the b 
current when the transistor is off. The time ¢o is the rise time, ¢; the delay tim 
and ¢g the fall time. The peak collector current Igg is approximately equal to 
Voo/Ry as the transistor is driven to saturation. 

It has been shown [9,21] that rise time é is 


er Teng? nl ~99 22% Jos\ . 
6= aa (0 0.9 — 2) (5 


We 


"TH woltile 7 


where wW 


fiona of a, 
fan be approximated as follows: 
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Where @¢ is the & cutoff frequency in radians per second and C, is the collector 
junction capacitance. The above relation is plotted in Fig. 5-23, which shows 
(hut rise time can be reduced by decreasing the actual circuit gain Igg/Ipg and 
ly increasing @ and w;. w,; can be made close to We if the circuit is operated at 
4 low impedance level; this also causes the rise time to be little affected by varia- 


Vin Vout Yin Vout 
Yoo ly, 
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Common y, L_ Y % 
base A Ov 
F Vg fe ry 
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Vg ‘ vi t Vy; f- EE 
Common V. — Ov = 
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FIG. 5-21 Input and output waveforms of n-p-n and p-n-p transistor switches. 
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poulmuration, FIG. 5-23 Rise-time characteristic. 


If the circuit gain is small compared with a/(1 — a), the rise time 


ty ox 0.9log 1 + weRkt Ce 


(5-13) 
Ing We 
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This relation represents the nearly straight lines in Fig. 5-23 when wy4lo is a 
5 or less. 
It has also been shown that the fall time tg is 


1 - Ics/Ipo — «/(1 — a) 
(1 — a), 0.1 Ic¢s/Izo — a/(1 — a) 


te (5-1 
A plot of the above relation is similar to that in Fig. 5-23 with the forward 
rent gain [gg/Igg replaced by the reverse current gain [Igo/Ics + (1 — a)/a] 
Therefore, the fall time can be reduced, as was the rise time. 

The delay time ¢; is due to the storage of the minority carrier (holes in 
base of p-n-p and electrons in the n-p-n transistor). When a transistor is in 
ration, minority carriers are emitted faster than they are collected and they 
come a surplus stored in the base region. When the transistor is being swite 
from the saturated state to the cutoff state, the stored minority carriers have to 
removed. This removal causes the delay time. To reduce switching time, 
saturating circuits have been developed to prevent transistor saturation. 

Switching time depends on a, which—in turn—is frequency-dependent. 
usually approximated by the relation 


a. 
1 + jw/27 feo 


where Qo is the @ at a very low frequency and fe is the a@ cutoff frequei 
Thus, the a cutoff frequency is the frequency at which a is equal to 0.707 
Another frequency, the maximum frequency of oscillation fosimax), 1s someti 
used to indicate the frequency dependence of the transistor. The maximum 
quency of oscillation is found by the relation 


=3 aofco 
fostmax) = \/ 8rnC 


where rp is the base-layer spreading resistance. 

Power Dissipation and Breakdown Voltage. The total power diss 
tion Ps (in milliwatts) of a transistor is related to the junction temperature 7} 
degrees centigrade) and the ambient temperature 7; (in degrees centigrade) 
the factor K (in degrees centigrade per milliwatts) as shown below: 


— G=% 
ee 


(5: 


(5- 


Ps (5-1 
If the operating junction temperature is at its maximum, the resulting calculati 
is the total maximum power dissipation. The K factor, which may be regar 
as the thermal resistance of the transistor, depends not only on the transistor 
also on the package and environment. 

Maximum allowable collector and emitter voltages are generally limited 
avalanche breakdown. These maxima are called the breakdown voltages BV, 
and BVyrgo. The breakdown condition itself is seldom destructive, but the 
sulting high collector dissipation is harmful, 

Temperature Effects, Because of the nature of the semiconductor, m 
(ransistor parameters are temperature-dependent, An upper limit on the t 
perature is imposed by the semiconductor's tending to act as a conductor, w 


) and 
fi) ewitch the transistor on and off and the output voltage can deliver a load cur- 
fet J, at the selected level Ej. When the transistor is on, the input circuit con- 
Hleling of resistors Ry and R2 and supply voltage Ey should be able to draw the 
feyuired base current Jpg from the transistor, or 
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lower limit is set by the opposing tendency to act as an insulator. The upper 
limit may exceed 85°C for germanium transistors and 150°C for silicon transis- 
lors, At too high a junction temperature, known as runaway temperature, the 
{(unsistor may heat itself regeneratively until it destroys itself. The lower limit 
lov germanium transistors approaches — 150°C; the current gain, however, of 
foal transistors drops to 50 per cent from its 25°C value when the junction tem- 
jwrature reaches —55°C. 


Collector cutoff current I¢g very nearly doubles with every 6°C rise in junc- 
finn temperature for silicon transistors and every 10°C rise for germanium 
fhansistors. The variation of Jgg causes an undesired variation of collector volt- 


‘ye in the off state of the transistor switch, because when the base is reverse-biased 


ty keep the collector cutoff current to its lowest value, the base bias increases with 


iv temperature and has to be designed for the highest operating temperature. 


‘The variation of current gain at high temperatures is also significant; it decreases 


Wii the decrease of ambient temperature in the silicon transistor and, to a lesser 
pslent, in the germanium transistor. 


ho 


Nesistance-coupled transistor logic circuits derive from two basic transistor 
siveuils, the inverter and emitter follower. We first describe these two circuits 
wl then their logic circuits. 


Resistance-coupled Transistor Logic (RCTL) Circuits [19] 


4, =+12v 





JL 





(d) 


Resistance-coupled transistor inverters. (a) p-n-p transistor; (b) n-p-n transistor. 


(a) 


VIG, 5-24 


Inverter. A p-n-p transistor inverter is shown in Fig. 5-24a. The input and 
Hilpul voltage levels are preferably the same. Assume that the two levels are 
-6 volts. The circuit parameters are so chosen that the input voltage Ej 


Vens— Ki _ Ey — Vers 


1 
BS Ri Ro 


< (5-18) 


Where Vag is the base-to-emitter saturation voltage. Furthermore, the output 


Hawe the desired load current Joon), 


Vi — £ 
loony = —AL——2 — Ioy 


e 


(5-19) 
Koon @ Vonn 
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slumped by another diode Dz at the off-state level (say, Ey = —6 volt), this 
lovel becomes well defined; and the fall time is reduced because the load dis- 
phurges toward —12 volts, but the discharge stops at the off-state level. 

When one p-n-p inverter and one n-p-n inverter are connected as shown in 
V\y. 5-26, the arrangement is called a complemented inverter. When the input 
je negative-going, the p-n-p transistor is turned on, but the n-p-n transistor is 
jurned on when the input is positive-going. These two transistors act in a push- 
pull manner to provide a positive drive at the output. Since no load resistor is 
jweded at the output except the load being driven, all output current is available 
luv driving the load itself. 

mitter Follower. Figure 5-27 shows a p-n-p and an n-p-n emitter follower. 
‘The transistor, operated in the active region, is conducting (except during a cer- 
juin transient condition). Emitter output voltage at the p-n-p transistor is slightly 
joailive with respect to the input signal at the base because of the emitter-base 
inde drop, but the dividers R, and Rg compensate for this drop by slightly shift- 
ji the input level. An emitter follower has the properties of a voltage gain of 
lee than 1, a large current gain, no inversion, and a low output impedance of 
joie of ohms at large signals. 


where Vogg is the saturation voltage drop and IJgg is the saturated coll 
current. 

When the transistor is off, the input circuit should be able to supply the 
quired base current [go to the off transistor: 


Ey — Vero _ Vero — Ki 


IBo < 
BOS Ro Ri 


where Vgzgo is the emitter-to-base voltage at the cutoff condition. 
the output can draw the desired load current Jooff), 


Vi — E. 
Lo ott) = a = Ico 
c 


Foott) = Vero 


where Vogo is the collector-to-emitter voltage at the cutoff condition and Igg 
collector cutoff current. Relations (5-18) and (5-20) establish, respectively, 
turn-on condition and the turn-off condition by using the proper values of 


+12v 





bo =-12v £4 
FIG. 5-27 p-n-p and n-p-n emitter followers. 


FIG. 5-25  Resistance-capacitance-coupled p-n-p lev 
a aca FIG. 5-26 A complemented inverters An emitter follower is often used to drive a capacitive load. When the input 
fee positive, the p-n-p emitter follower is driven temporarily to cutoff because 
{le rise time at the input is shorter than that at the load. The cutoff condition 
fontinues until the load capacitance is charged to the input level through the col- 
leetor resistor. 

A single emitter is unable to drive in both directions. This can be overcome 
iy ning the complemented emitter follower shown in Fig. 5-28. When the input 
jiuew negative, the n-p-n follower is cut off and the p-n-p follower draws current 
fyom the load. When the input goes positive, the p-n-p follower is cut off and 
the mpen follower conducts and supplies current to the load. The complemented 
pwitter follower is a power driver commonly - 
jwod to drive a large load. 

In using the emitter follower, oscillations of 
large overshoots on the output waveform fre- 7 
(ently arise because negative resistance occurs “LI, 
iiider certain conditions owing to the feedback Ve 
from the capacitive load on the output, This can 
he damped by using a resistor larger than the — p46, 5.28 A complemented emitter 
Hemative resistance, in series with either the base — follower, 


Vgs, Ipo, and Vgzo of the transistor. Relations (5-19) and (5-21) establish 
required load current and voltages. An n-p-n transistor inverter is shown in 
5-24; its operation is similar. 

When the transistor is on, it is operated in saturation. There are several 
sons for using saturating circuits. Among them are simplicity of circuit des 
better-defined on level or off level at the collector, lower transistor dissipa 
during conducting, and immunity to stray voltage pulses. However, the m 
disadvantage is that, when the transistor is driven deep into saturation, the t 
off time is increased owing to the delay time from minority carrier storage, 

The switching time can be reduced by shunting resistance Ry with a capac 
C; as shown in Fig. 5-25. The capacitor provides the overdrive current du 
the turn-on and turn-off time. It is possible to increase the operating speed 
a factor of 3 or more, but the noise of the circuit is thereby increased, 

Another scheme to increase the operating speed is to use a diode-clamped | 
also shown in Fig. 5:25, The transistor is prevented from going into satura 
if the collector is clamped by diode Dy ata voltage Ly (say, = % volt) w 
magnitude is larger than the saturation voltage drop, Hf the collector is 
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or the emitter. The oscillation problem of emitter followers makes them diffi 
to design; thus, emitter-follower logic circuits are less preferable than inve 
logic circuits. 

Emitter-follower Logic Circuits. Resistance-coupled transistor circuits 
much like vacuum-tube logic circuits. However, there are two types of transis 
(p-n-p and n-p-n) which are complementary to each other. If two p-n-p emitter 
lowers are connected with a common-emitter resistor as shown in Fig. 5-29, 
output becomes positive only when both inputs A and B are positive. If on 
both inputs are negative, one or both transistors conduct and the output rem: 


+6v 





FIG. 5-29 p-n-p emitter-follower and circuit (positive logic). 


negative. For positive logic this is an and circuit. If the n-p-n transistor emi 
followers of Fig. 5-30 are used instead, the output is negative only when both 
puts are negative. For positive logic this is a logical-or circuit. These 
emitter followers are a pair of complementary circuits. 

Logic circuits are commonly cascaded in a number of stages. As emitter foll 
ers have no voltage gain and there is a shift in the output voltage (which de 
on the tolerances of the input network and of the transistor), there is a limit 
the number of stages that can be cascaded. An inverter or a restoring ci 
has to be employed to reestablish the proper signal level. 





-12v 


FIG. 5-30 _ n-p-n emitter-follower or circuit (positive logic). 


Inverter Logic Circuits. If two p-n-p inverters are connected with a © 
mon-collector resistor as shown in Fig. 5-31, the output is negative only Ww 
both transistors are cut off; this occurs when both inputs are positive. For 
tive logic this is a logical-nand circuit, If n-p-n inverters are used instead, 
shown in Fig, 5-32, the output is positive only when both transistors are cut 
this happens when both inputs are negative. For positive logic this is a lo 
nor circuit, ‘These two inverters are a pair of complementary cireuits, 

Instead of having the transistors connected in parallel they can be conn 
in series, When two pvp transistors and a collector resistor are connected 
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series as shown in Fig. 5-33, the output behaves like that shown in Fig, 5-32. 


lor positive logic this is a logical-nor circuit. When n-p-n transistors are used 
jnetead, as shown in Fig. 5-34, the output behaves like that shown in Fig. 5-31, 
lor positive logic this is a logical-nand circuit. These two serial circuits are 


(ain a pair of complements. ; ' 
l| is possible in any of the above circuits to have more than two transistors In 


parallel or in series. 
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p-np inverter nand circuit (positive logic). 


FIG, 5-31 
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FIG. 5-32 n-p-n inverter nor circuit (positive logic). 
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FIG. 5-33 p-n-p inverter nor circuit (positive logic). 











Other RCTL Circuits. If a p-n-p emitter follower and an n-p-n inverter are 
yonnected to a common resistor as shown in Fig. 5-35, the output is positive 
when the input is positive to the emitter follower and negative oe 
Vor positive logic om ~ logical-andnot-B circuit. Interchanging 4 and B esta 

shew a logical-andnot-A circuit. ES 
1 The fan davetirares version of the above cireuit is shown in Fig. 5-36, This 
piroult uses an epen emitter follower and a psmp inverter, The output is negative 
wuly when both transistors are cut off; this occurs when the input to the emitter 
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tition. This occurs either when input A is positive and input B negative or when 
\)put A is negative and input B positive. When the two inputs are either both 
jonilive or both negative, both transistors are cut off and the output is negative. 
lus, this is an exclusive-or circuit for positive logic. The disadvantage of this 
‘iveuit is that the emitters must be driven and there is no current gain. 

Methods of Preventing Saturation. For faster switching speed the tran- 
distor is prevented from going into saturation, minority carrier storage time being 
{hus avoided. One method of preventing saturation uses the diode clamp, as is 
shown in Fig. 5-25. Another method utilizes nonlinear feedback to divide the 


follower is negative and that to the inverter is positive. For positive logic 
is a logical-ornot-B circuit. When the inputs A and B are interchanged, 
arrangement becomes a logical-ornot-A circuit. 





Ao 7, 
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FIG. 5-34 n-p-n inverter nand circuit (positive logic). 





8 To -6v 
ious FIG. 5-38 Two-transistor exclusive-or circuit (positive logic). 

Hipul base resistor into two resistors, as shown in Fig. 5-39. When the input 
jee negative, the collector voltage goes more positive until the diode conducts 
wi clamps the base to prevent any further increase in base and collector currents. 
Sinee the current in the base is much smaller than that in the collector, the 
Wiinority carrier storage is less in the diode than in the transistor. A third 
method is known as back clamping (Fig. 5-40). A silicon diode Dy is inserted 
jy the base lead, and a germanium diode Dy is connected to the collector. The 
silieon diode has a threshold voltage of 0.7 volt; the germanium diode, of 0.2 
voll, When the base is driven negative, the emitter junction diode and the silicon 
iiode are in series and a potential of 0.7 volt is established at the junction of the 





-l2v 
FIG. 5-35 andnot-B circuit using p-n-p emitter follower and n-p-n inverter (positive logic). 





-6v 





FIG. 5-36 ornot-B circuit using n-p-n emitter follower and p-n-p inverter (positive logic), “lev 
Hi 49 Nonlinear feedback for preventing ey 
‘“ The logical-andnot-B circuit (for Miluration, FIG. 5-40 Back clamping in preventing saturation, 
si tive logic) can be achieved by using 
single transistor as shown in Fig. 5 two diodes, This prevents the collector from becoming more positive than 
8 In this circuit the output is positive 0.7 + 0.2, or —0.5, volt with respect to the emitter. 
when the transistor is in saturation, 
occurs , »j smi ° ‘ 
A f when the input to the emitt 7 Transistor Flipflops 


positive and when the input to the 
is negative, 

=6y If two such circuits are cross-cow 
VIG, §S7 Singletransistor andnoeB cireuit — &8 shown in Fig, 5-38, the output cant 
(ponitive Logie), positive when either transistor is ins 





A symmetric p-n-p transistor flipflop of the Eccles-Jordan type is shown in Fig. 
Al, This circuit configuration is similar to that of the vacuum-tube flipflop, 
jih the tubes replaced by transistors. When transistor 7; is conducting, 72 is 
off} this is taken as state 1. When transistor 7) is conducting, 7) is cut off; 
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this is taken as state 0, the state shown in the figure. There are two output vol 
V1 and Veg, which are the collector voltages of the transistors at cutoff and at 
ration, respectively. 

D-C Stability [12]. The circuit of Fig. 5-41 is in a steady-state condi 
thus, the capacitors can be disregarded. In this figure, Tj is cut off, and 
in saturation. Assume that no current flows in the off transistor; therefore, 














FIG. 5-41 A symmetric p-n-p transistor flipflop. 


three terminals of 7; can be regarded as being isolated. The known relatit 


among the collector, base, and emitter currents Ic, Ig, and Ip are 
Ip = Ip(1 — a) ( 
Io = alg (5- 
The base current Jg of the conducting transistor T2 is 


In — 102 y Vor + Vee 
R3 Ry + Re 
which can be rewritten into 


Pesce In(l — a)R3(Ri + Re) — VeoR3 
Ri + Ro + R3 
The collector current Ig of T> is 


Veo 4. Vea + Veo 


Ilo = ———_ 
© Re + Rs Ri 
ee Vn — JoRi(Re + Rs) — Vec(Re + Rs) (5 
Ry + Ro + Rg 


From the coupling network between the collector of the conducting transistor 
and the base of the off transistor 7, we have 


Veo — Vox _ Vos 


Ro Ry 
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which can be rewritten as 


algRyR3 — Vecks3 


Vor = 5-26 
Ry + Re + Rs sasagi 
l'yom the resistance network between the collector of the cutoff transistor 7; and 
the base of the conducting transistor 71, we have 
Vor + Vee as Voe a Vou 
Ry Ro 
which can evolve into 
Pa oa IpRiR3 = Voe( Re + R3) (5-27) 
Ry + Ro + R3 
Jitter voltage Vg bears the following relation to emitter current Jy and the base 
yollage Voz: 
Vp = —IpRe = Voor — Ver (5-28) 


where Vgz is the base-to-emitter voltage of the saturating transistor To. By using 
(24) and simplifying, the emitter current Ig in (5-28) becomes 


VooR (1 — a)R3(R1 + Ro) 
le = (Gepost Yor) + | oe ee 0 
: Gack eR at ? Ri + Ro + Rs ee?) 


Since Vee is about 0.2 volt for germanium transistors and 0.7 volt for silicon 
{Vansistors, it is small in comparison with Vp. 

The d-e stability of a flipflop requires that the transistor 7; remain cut off. 
Thin means that base voltage Vj; must be more positive than emitter voltage Vz 
The d-e stability also requires that transistor Tz remain conducting. This means 
that the base voltage Vy must be more negative than Vy. Thus, for the two 
Mable states, the condition for d-c stability is 


Vor > Ve > Voo (5-30) 
Hy using (5-24) and (5-26), we obtain, for the first stability condition Vz; > Ve, 
ro y 
—VeeR3 + alpRiR3 —VeeR3 + In(l — a)R3(Ri + Re) 


> 
Ry + Ro + R3 Ry, + Ro + R3 
which becomes after simplification 
Ro 2a — 1 
Ry < l—a 
!{ (he minimum value of @ (or rather a value slightly lower than this value) is 
od, we have 
Re _ 22min — 1 ~ (5-31) 
Ry 1 — nin 


Which represents one condition for d-c stability. Since @ is slightly less than 1, 
the quantity (2a — 1)/(1 = @) increases with a and is equal to 4 for a = 0.83. 
Mince @ & 0.83 is fairly low for currently available transistors, the resistance Ro 
would be as much as four times larger than the resistance Ry, 
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\is highest value, while the maximum emitter current [(5-36)] calculated by 
jing @ = 1 will be at its lowest value. Then, if we require these two currents 
lv be equal, we shall meet the requirements that operating emitter current will 
always be less than maximum emitter current for all values of a < 1. These 
yelations will now be derived. Use a = 1 in (5-29), and solve for the emitter 
onistance Re; we then have 


Examining the stability condition (5-30) reveals the other stability condi 
to be Vg > Voz. Relation (5-28) shows this condition fulfilled [note that 
Voo, and Vgp in (5-28) are all negative quantities], although only by a 
margin owing to Vgp being small. If a resistance is connected in series 
the base terminal, a larger margin for this stability can be achieved. 

The output voltage swing AV is the difference between the collector vol 
when the transistor is on and off, 


AV = Veg — Ver (5- 


= VecR3 Vee 

Tp(Ri + Ro + R3) Tp (5-37) 
lly substituting the above Re into (5-36) and making Jzmax) equal to Ig we have, 
iller simplification, 


(5 IpR1R3 = VeeRe — IpRiRe - Ven (Ry + Ro + Rs) (5-38) 


Re 


Substituting (5-27) and (5-25) into the above, we have the output voltage s 
Toghi(R2 + R3) — IpsRiR3 
Ry + Re + R3 


AV= 


li) this relation, the last term involving Vgg seems small in comparison with 
vier terms; thus, this term may be neglected in the interests of obtaining a 
“inmpler result. We then have 


The procedure to design the flipflop in the steady-state condition may now 
formulated by using the five relations (5-22), (5-23), (5-29), (5-31), and (5-3 
These five relations involve 10 quantities: Ry, Ro, R3, Re, a, Te, Ip, Ip, AV, 


Vee (Vex and Qmin, which are known, being excluded). When 5 of the VecRe 5. 
quantities are chosen, the others can be calculated. The calculation is not f= TpRi =e G2) 
cult but may be laborious. A check of transistor power dissipation should 

made to ensure the calculated result within the rated value. Itwlations (5-37) and (5-39) are the conditions to operate the transistor in a non- 


siturated mode. 

The procedure to design a flipflop in the steady-state condition with the tran- 
sislors in a nonsaturated mode may now be formulated by using relations (5-22), 
(23), (5-31), (5-33), (5-37), and (5-39). These six relations again include 10 
iuantities: Ry, Ro, Rg, Re, a, V, Ic, Ip, Ig, and Veco (Ver and Qmin, which are 
kiiown, being excluded). When 4 of the 10 quantities are chosen, the others 
ran be calculated. 

Triggering. ‘To change the flipflop from one stable state to the other, a 
\viygering pulse is applied. The triggering pulse merely initiates the switching 
process, usually through a coupling capacitor. For transistor circuits the value 
ul this capacitor lies between 5 and 5,000 pf, depending on the frequency. The 


low-frequency transistor operated in a saturated mode requires a larger capacitance, 


The above design procedure does not consider resistance tolerances, sup 
voltage fluctuation, and variations of transistor characteristics. An exhaus 
design should incorporate these factors into the above derivation. For sue 
design, the calculations are quite involved, and a digital computer is often 
sorted to. 

Nonsaturated Mode. If it is desired to operate the transistor in a non 
sa mode, the voltage Vy2 must be equal to or less negative than the vol 

c2, Or 


Vor = Veo (5 


Since Vg is greater than Vy2 as shown in (5-30), the above condition 
be changed to 


while the high-frequency transistor operated in a nonsaturated mode requires a 
Vn = Vea (5 snaller capacitance. If the transistor is operated in a saturated mode, the 
switching process will be delayed by the minority carrier storage. 


By substituting (5-25) and (5-28) into this condition, we have 


—IpR, < alpRi(R2 + Rs) — ec(Ro + Rs) 
~ Ry + Ro + Rg 


from which we obtain the maximum emitter current [zqnax), 


insane) [®. + hak Hi) 6 


‘The switching process can be initiated by triggering the off transistor on or by 
Wyiqyering the on transistor off. For p-n-p transistors the appropriate triggering 
jiilves are a negative pulse at the base of the off transistor, a positive pulse at 
jhe base of the on transistor, a negative pulse at the collector of the on transistor, 
iY @ positive pulse at the collector of the off transistor. For n-p-n transistors the 
Appropriate triggering pulses are a positive pulse at the off base, a negative pulse 
ai the on base, a positive pulse at the on collector, or a negative pulse at the off 
pollector. 

In the selection of a triggering location in the circuit, factors to be considered 
are pulse polarity, loading on the triggering-pulse source, and initial change of 
direction of the charge on the coupling capacitor. The choice of the pulse polarity 
je related to the pulse availability and pulse (or voltage-level) representation of 
jhe logic cireuits, In general, triggering the off transistor on is preferable because 


~ Ry + Ro + Rg Ry + Ro + Rs 


Maximum emitter current decreases with the increase of a, while opera 
emitter current Jp [(5-29)] increases with the increase of a, Furthermore, o 
ating emitter current should be less than maximum emitter current for a <— 
‘To achieve this condition, certain relations should be established, Firat, we 
culate emitter current [(5-29)| by using @ ee 1. This emitter current will be 
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of the smaller loading on the pulse source; triggering the on transistor off cai 
the pulse source to be heavily loaded. Triggering at the base of the transi 
tends initially to decrease the charge on the coupling capacitor connecting 
off base to the on collector, whereas an increase is more compatible with the 
steady-state potentials of the circuit. Thus, triggering at the collector is pr 
able because of the change of the charge direction of the coupling capacitor. 

The triggering pulse should have sufficient amplitude and duration. 
amplitude should be large enough to trigger the transistor either on or off. 
duration should be long enough to sustain the change of the state after trigge 
occurs, despite the storage delay due to saturation. Thus, the pulse dur 
should be as long as the switching time. The requirements for pulse amplitu 
and duration are more severe for the ¢ type of input than for the 7 or s type 
input. For the r or s type of input, a too large and too long triggering pul 
not harmful. For a ¢ type of input, a long pulse may cause the flipflop circuit 
flip again; a too large amplitude may spoil the directivity of the input di 
network. 


Off 
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FIG. 5-42 Diode input steering circuit of a p-n-p transistor flipflop. 


As with the vacuum-tube flipflop, crystal diodes are used in transistor trigg 
networks for the purpose of isolation or steering. A device often used is 
resistance-gated-diode steering circuit illustrated in Figs. 5-42 and 5-43. In 
first schematic (Fig. 5-42) transistor T, is off, with its collector voltage at a 
—5 volts, while transistor 72 is on, with its collector voltage nearly at 0. Resis 
R3 and Rg4 are the sensing resistors, which sense the collector voltage and 
sense the state of the flipflop. The sensing resistors are cross-coupled so that di 
Dz is near to conduction and D, is back-biased. When the input signal 
negative, D2 conducts and transistor 7; is turned on through coupling capael 
Co, A single trigger input can be formed by connecting the two input di 
together as shown by the dashed lines. The circuit of Fig. 5-43 uses a capaci 
input steering circuit, In this figure the locations of the gating diodes and 
capacitors have been changed. Instead of a negative-going input pulse, 
cireuit will now be triggered by a positive-going input pulse. ‘Transistor 7) 
olf, while 7y is on, Diode Dg is almost forward-biased by sensing resistor 
while diode Dy is back-biased by sensing resistor Ry, When the input signal 
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positive, the pulse goes through Cy and Dz and turns off the on transistor 72. A 


single trigger input can be formed by connecting the two input capacitors as shown 


ly the dashed lines. 

Nonsaturated Transistor Flipflops. Minority carrier storage delay of a 
witurated transistor may be avoided by proper circuit design, as described 
previously. Several methods employ crystal diodes to prevent saturation. One 
such method clamps the collector of the conducting transistor to a supply voltage 


@) 
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FIG. 5-43 Capacity input steering circuit of a p-n-p transistor flipflop. 
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FIG, 5-44 A nonsaturating transistor flipflop with diode clamping. 


ala level above that at the base, as shown in Fig. 5-44. In this circuit, when the 
{yansistor conduets, its collector is clamped by diodes Ds and Dg to, the ground. 
Mince available diodes have a smaller storage delay, a substantial improvement 
{i ewitehing time may result, 

A second method uses nonlinear diode feedback from collector to base, as 
previously shown in Fig. 5-39, An mp-n transistor flipflop cireuit using nonlinear 
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Using relations (5-40) and (5-42), we have 
Vi > Vor + Vor (5-44) 


‘hus we establish the condition governing operating voltages of diodes for a 
j\onsaturating transistor mode. The output voltage swing is 


diode feedback by diodes D, and Dz appears in Fig. 5-45. In this cire 
emitter followers T3 and T, drive the cross-coupling networks to relieve the cr 
coupling loading. When transistor Tz is on and T; is off, the collector vol 
of Tz is maintained above its base potential by the amount of the voltage d 
TpRzg less the forward voltage drop of diode Dg. As the base circuit is norm 


overdriven, saturation of T2 is prevented as long as voltage drop Ig Rg is la = 
than the forward voltage drop of diode Dg. ‘ pre ek es 
A third method uses a novel circuit developed by Linvill [14]. Consider fi Since the voltages Vr and Vzp are stable, the output voltages are predictable. 


Vhese silicon diodes should be selected with matched breakdown characteristics. 

A Complementary Transistor Flipflop. Figure 5-47 shows a saturated 
somplementary current-demanded flipflop reported by Baker [15,20]. There are 
\wo p-n-p transistors Ty and 7» and two n-p-n transistors 73 and 74. As shown 
i the cireuit, Tz and 73 are on, and T; and T4 are off; this represents one state. 
When Tz and 73 are off and T; and T4 are on, this represents the other state. 
‘he resistances Rp are the base resistances. There is no internal load resistance 
wy collector resistance. Load resistances Ry, are always connected almost 


however, the six-diode circuit of Fig. 5-44. Diodes D5 and Dg are used for | 
voltage clamping to prevent saturation, diodes D3 and Dg for high-vol 
clamping to make the output voltage swing highly predictable, and diodes Dy 
Dy for steering the trigger input. Instead of six diodes, Linvill’s flipflop cire 
(Fig. 5-46) uses only four silicon diodes. In his circuit the coupling resist 
are replaced by diodes D3 and D4, which are operated at all times in rev 
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FIG. 5-46 A nonsaturating trigger flipflop using diode coupling. 


FIG. 5-45 A nonsaturating flipflop with diode feedback. 


(ivectly through a conducting transistor to a fixed supply voltage. The two output 
yollage levels are nearly the supply voltages —Voc and + Vee. As shown in the 
vireuit, Ry at the right side is drawing current from supply voltage Vee through 
ansistor 7), while a current is flowing through Ry, at the left side to supply 
vollage — Vee through conducting transistor T3. 

‘The above circuit is designed for maximum energy-conversion efficiency and 
lov minimum power drain. Essentially all the output current (collector current) 
js available to drive the load Ry. When there is no load, the required standby 
jower is virtually only the dissipation in the base resistors. Both the high and 
ow voltages are clamped, as the conducting p-n-p and n-p-n transistors are 
silurated, Cireuit operation is less dependent on transistor parameters and can 
luke larger resistor tolerances. The stability is rather insensitive to supply 
voltages. If the characteristics of the p-n-p transistors are matched with those of 
epee transistors, the output waveform can be made nearly symmetrical because 
the conducting collector is not loaded by the base, 


breakdown at V1 volts. Steering diodes D,; and D2 are operated with Dg 
reverse breakdown at V pr volts and D, in forward conduction at V pp volts. 
Fig. 5-46, To is conducting, and T, is cut off; Dy is at Vpp volts and Do at V; 
volts. The collector voltage Von of transistor T2 is 


Von = Vort — Vrr — Vor (5» 

where Voge is the collector voltage of Ty. The two base voltages Vg, and Vgg 
Ve. = Vort — Ver — Vor — VY ( 

Vee = Vor — VA (5 

The condition for transistor 7% being operated in a nonsaturated mode is 


Von > Vina (5: 
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nol and-or circuit. One version of such a circuit is shown in Fig. 5-49 [7]. In 
this circuit, ground potential and —2 volts represent, respectively, the binary 1 
und Q; this is a positive logic designation. The input diodes function as an or 
vircuit and the output diodes as an and circuit. Transistor 7; provides an 
inversion, and 7p is an emitter follower for driving more diode circuits. The 
lun-in of this circuit is up to 6, and the fan-out is 8. 

A Transistor-Diode Circuit Using Current Switching. Instead of using 
vollage switching in the previous two transistor-diode circuits, another approach 









5-8  Transistor-Diode Logic (TDL) Circuits 


In diode logic circuits, the transistor amplifier commonly restores the volt 
level and provides the current gain for driving other levels. The transist 
amplifier also performs an inversion. Transistor-diode logic circuits are small 
size, fast in operation, and relatively inexpensive in cost; this explains th 
wide use. 

A Transistor-Diode nor Circuit. When diodes perform the or operati 
and a transistor the inversion, the combination results in a transistor-diode 
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f= TB4C4D + EF 
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FIG. 5-48 A transistor-diode nor circuit (positive logic). 


Tot 

Output t— me: , -—- Output switches a current into or out of the base of the transistor by allowing the output 

bea 4 re 2 CO. vollage of a diode circuit to swing only a fraction of a volt. 
A M Ls In the cireuit of Fig. 5-50, voltage £y and resistor Ry form a current source; 
= ¥ = voltage FE» and resistor Rg form a current sink. When voltage V4 is slightly more 
7 (08 700) Hingative than voltage V2 by an amount (say, —0.3 volt) determined by the base 
thuracteristic for a selected collector current, diode Dz becomes back-biased; the 
tz furrent sink draws current from the transistor base, and the transistor is turned 
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FIG. 5-47 A complementary transistor flipflop. 18K & 
Ry = Ry = 10 kilohms [o) 
C, = 510 pf 
Cy = 0.022 pe 0 
C3 = 0.01 pf f 
—Vee = —5 volts -2v 
—Vey = —6.5 volts 
+Vin = +6.5 volts 243K 47K 
+Vee = +5 volts 





-20v -20v. By 
circuit (positive logic). Such a circuit is shown in Fig. 5-48. The diodes FIG. 5-49 A transistor-diode and-or circuit (positive logic). 
resistor R3 form the or circuit. Resistors Ry and Re and capacitor C form 
input to the transistor; the input circuit, similar to the RCTL circuit, provi 
proper voltage levels for switching the transistor. The transistor is cut off 
the output low if one or more inputs to the diodes are high. When all inputs 
low, the transistor is on and the output high. For positive logic, this is a” 
cireuit, If a diode and circuit and an n-p-n transistor are used instead, 
resulting circuit, for positive logic, is a transistor-diode nand circuit, 

A Transistor-Diode not and-or Cireuit. If a two-level diode and-or ei 
in cascaded with a transistor amplifier, the resulting circuit is a transistoredi 


vn, When voltage Vy is slightly more positive than the ground potential by an 
amount equal to the forward drop of diode D2 (say, +0.3 volt), voltage V2 is at 
ground; the current sink draws current through diode Dg, and the transistor is 
turned off. Therefore, with a voltage swing at Vy between —0.3 to +0.3 volt, 
(he transistor is turned on and off. Voltage Vi may be more negative than —0.3 
yolt, but the succeeding turn-on time will be increased, 

The voltage swing at Vy can be provided by the current source formed by Fy 
and Ay, together with a proper swing of input voltage £j, When voltage £j is 
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sufficiently low, current [pi is switched to flow through diode D, instead of 
through diode D2; diode Dz thus becomes disconnected, and the transistor i 
turned on. This is indicated by the solid-line current flow of Fig. 5-50, and 
voltage E; must be —0.6 volt or lower to offset the forward drop of diode Dy 
When voltage £; is sufficiently high, current Ip1 flows into diode Dg; voltage 
is raised to ground potential or to a slightly positive potential, and the transisto 
is turned off. This is indicated by the dashed-line current flow. The current soure 
formed by FE; and Ry should be slightly larger than the current sink formed b 
Ez and Rg if voltage V2 is to be raised to a slightly positive potential. In a positive 





&; o 





FIG. 5-50 A transistor diode using current switching. 


logic, diodes Dy, D3, and Ds form an and circuit; diodes Dz, D4, and Dg forr 
an or circuit. The transistor amplifier performs an inversion. Therefore, 
circuit is a logical-not and-or circuit for positive logic. 


5-9 Transistor-Resistor Logic (TRL) Circuits 


Two basic transistor-resistor logic circuits, first reported by Row and Royer (24 
are shown in Figs. 5-51 and 5-52. In these circuits, the resistors perform 
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FIG. 5-51  Transistor-resistor nor circuit FIG. 5-52 Transistor-resistor nand cireull 


(negative logic). (negative logic). 
logic operation, while the transistor is an inverter. The output voltage swing 
designed to be the same as the input voltage swing so that they can be readil 
cascaded or branched out. Resistor Ry is called the transfer resistor because | 
is the output resistor of one stage as well as the input resistor of the succeed 
stage. In Fig, 5-51, the transistor is cut off and the collector voltage negat 
when all input voltages are at ground potential (positive), Lf one or more inpul 
are negative, the transistor is turned on and the collector voltage grounded, Ke 
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negative logic this is a nor circuit. In Fig. 5-52, the transistor is turned off and 
the collector voltage at the ground potential (positive) when all input voltages are 
negative. For negative logic this is a nand circuit. 

The circuit in Fig. 5-51 must be so designed that when all preceding m stages 
ure in saturation, this stage is cut off; also, when this stage is cut off, its collector 
voltage should be sufficiently negative to ensure saturation in all succeeding n 
stages. This worst condition is shown in Fig. 5-53a, and the above-stated condi- 
lions can be obtained by writing the following nodal equations: 


tae Ex — Vero _ m(Vero + Vces) (5-46) 
Ro Rt 
E, — Vero n(Vcro — Vzes) 
——————_ =] a 3-47 
Ri co + R ( ) 


where m and n are, respectively, the number of input and output resistors; Vero 








Ft (m-1 
(n-1) ~ 


(0) 
'1G, 5.53 The worst conditions of the p-n-p transistor-resistor circuit. 


sletor on, 


(a) Transistor off; (b) tran- 


und Vero are, respectively, the base-to-emitter and the collector-to-emitter 
voltages at the cutoff condition; Vggg and Vegg are, respectively, the base- 
\wemitter and the collector-to-emitter voltages at the saturated condition; and Igo 
and Jeo are, respectively, the required base current and the collector current at 
the cutoff condition. The unused inputs are considered to be nearly grounded 
lo keep the voltage Vggo low. In the above equations the off condition is fulfilled 
hy using the proper values of Jgo and Vggo of the transistor. 

On the other hand, this stage is turned on when as few as one preceding stage 
le cut off and does not turn on any of the n succeeding stages, although all 
succeeding stages can be on because they can have one of their other inputs 
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connected to an off transistor. This worst condition is shown in Fig. 5-535, 
the above-stated conditions can be obtained by writing the following three no 
equations: 


Ey, — Vi V, —V 
hoe i CHS n( Be CES) (5 
1 t 
ao (Vcro — Vegzs) 
te ee 
(m — 1)(Vees — Vers) _ Eo + Vers (5- 
R, Ro 
FE, — Vero Voro — Vers , (n — 1)(Vcro — Vers) 
——e ee SN J 
Ri co + R, + R, (5 


where Jog and Jpg are, respectively, the collector and the base current of the 
transistor. In the above equations the on condition is fulfilled by using 
proper values of Igg and Vggzg of the transistor. Since there are more parame 
than there are equations, this may impose additional constraints, such 
maximizing the fan-in (m) or fan-out (n) or optimizing the switching time. 
The transistor-resistor logic circuit is simple, realizable, and low in cost. 
major limitations are small fan-in or fan-out and low operating speed owing to 
high degree of minority carrier storage brought about by a deep saturation of 
transistor when two or more inputs are negative. By using transistors with a 
off frequency of 5 Mc, a propagation time of less than 10 psec per stage can 
achieved. 
Transistor-Resistor Flipflop. A transistor-resistor flipflop, shown in F 
5-54, consists of two cascaded three-input TRL circuits, with the output of 
second stage fed back to the first stage. As indicated in the figure, transistor 
is off, and To is in saturation; call this the 1 state. The two inputs r and s norm 
are at ground potential. In this way, transistor 7; is off because the collee 
potential of Tz is at ground, and T> is on because the collector potential of Ty 
at a positive potential. 
If a positive pulse (say, +6 volts) is applied to the s input, no change of 
flipflop state occurs, because transistor Tz is already on. If the positive pulse 
applied to the r input, this resets the flipflop to the 0 state. The positive pu 
at the r input makes the off transistor 7, conduct; this in turn lowers the 
collector to ground potential. Since the input s is at ground potential, loweri 
the collector potential of Ty switches T2 into the off condition. Thus, transis! 
T, is now on and 7» off; this is the O state. 
The transistor-resistor flipflop is rather slow because of the deep saturation 
the on transistor. Its speed can be readily improved by using coupling capacit 
between the collectors and the bases; in this way it appears to become an R 
coupled transistor flipflop. However, the inputs are coupled to the transistor bh 
without using capacitors. 


5-10  Direct-coupled Transistor Logic (DCTL) Circuits 


In the previous transistor logic circuits the collector of one transistor is coupl 
to the base of a succeeding transistor by means of resistors (and capacito 
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VJirect-coupled transistor logic circuits differ from these circuits in that the 
collector of one circuit is directly connected to the base of a succeeding circuit 
without using any resistors. 

Direct-coupled Transistor Inverters [31]. Figure 5-55 shows three stages 
of direct-coupled transistors; transistors Ty and 73 are in saturation, and 7» is 
cut off. Direct coupling requires that the collector voltage Vegi of Ty (—0.02 
volt) should also be the base voltage Vgge of Tz and that the collector voltage 
lone of Tz (—0.49 volt) should also be the base voltage Vgg3 of T3, or 


Verion = VBr2tt) and Voeroott = Version) (5-51) 


When the transistor is in saturation, as 71, resistor Ry is the load resistor of 
ihe collector of Ty; and J; furnishes the collector current of T; and a negligible 
hse current of Tz. When the transistor is cut off, as T2, its collector resistor 
Kt, is the load resistor of the base of 73; J2 supplies the current to the base of 73 
nd a leakage current to the collector of Tz. These currents can be expressed as 


























Ty = Icsi + Ipo2 or I, = Tesi (5-52) 
Iz = Ico2 + Ips3 or Ip = Ig (5-53) 
|oud resistor Ry and the supply voltage (—3 volts) act as a current sink which 
raws the current either from the collector or from the base. 
"Iv +12v 
—~¢—— 4 —7- o-3y 
RA nishK nfs BTA 
an “oee~. “es ; 
I, | < Ts 
Vee < Veeco Voes 
(0) La +L chi 
-6v -6v f= = = 
HG, 5-54 A transistor-resistor RS flipflop. FIG. 5-55 Three stages of direct-coupled transistors. 


larly transistors suitable for direct coupling are surface barrier transistors [32]. 
\ \ypical output collector characteristic ([¢ versus Veg) and input base charac- 
leristic (Ig versus Vgg) of a surface-barrier transistor are superimposed in one 
jlot and shown in Fig. 5-56. The load line for resistance Ry, is the same for each 
rhuracteristic. The ordinate scale for the collector or base current is the same; 
“\milarly, the abscissa scale for the collector or base voltage is the same. These 
vombined characteristics serve the purpose of determining the operating condition 
ul direet-coupled transistors. The base voltage and current of 7; are established 
ly the intersection (point A) of the load line and the base characteristic, where a 
huse voltage Vg, of —0.49 volt and a base current of —2.5 ma are shown. The 
vollector characteristic for a base current of —2.5 ma intersects the load line at 
point B. The collector voltage at point B is —0,02 volt and is the collector voltage 
of 7\, ‘Transistor 7; is in saturation, and its operating condition is thus established. 

‘The operating condition for 7, is now determined, The base voltage of T2 is 
the collector voltage of Ty; 0,02 volt, From the base characteristic, it can be 
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seen that the base current corresponding to this base voltage (— 0.02 volt) of 
is essentially zero. Transistor 72 is practically at cutoff, having no appreci 
current in either its base or its collector. The collector voltage of Tz is de 
mined entirely by the base characteristic of 73. Determination of the base volt 
of T3 is the same as for 7}: it is the intersection (point A) of the base characteris 
and the load line. The collector voltage of 73 is similarly at point B. 
operating conditions of 73 are the same as for Tj; transistor T3 is in the conditi 


If two or more p-n-p transistors and a load resistor are connected in series as 
shown in Fig. 5-58, the collector potential is positive (near ground potential) when 
ull transistors are in saturation; this occurs only when all inputs are negative. For 
iegative logic this is a nand circuit. The number of transistors that can be 
eonnected in series is limited because each saturated transistor contributes a 
vollage drop; the sum of these drops may cause the output voltage to be insufli- 
viently positive to turn off the succeeding transistors. Therefore, the saturation 
vollage drop of each transistor must be small. Input C requires a more negative 
signal to turn on the transistor than that required at input B, which (in turn) 
requires a more negative signal than that at input A. Therefore, the serial con- 
{iguration is limited to a few transistors. 

Fan-in and Fan-out [37,39]. Figure 5-59 shows a common node to which 
m collectors and n bases are connected; this represents a general configuration 
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VG. 5-58 Direct-coupled transistor nand FIG. 5-59 A DCTL circuit showing a current 
f firouit (negative logic). node at the load resistor. 
A B Cc and n, can be established by two conditions. The first condition is that, when all 
he ab aI ihe input transistors are turned off, all the output transistors must be on; or 
| FIG. 5-57 Direct-coupled transistor nor circuit (negative logic). Ey a Ves > mloo + nips (5-55) 
1 


of saturation. The transistor operating condition, either saturation or cutofl, 
the same for every alternate stage. 
In conclusion, the basic requirement for a direct-coupled p-n-p transistor is 


‘I'he second condition is that, when one input transistor is turned on, all the output 
iransistors must be turned off; or 


the collector-to-emitter voltage Vogg when the transistor is on be equal to or E, — Vgro er 
than the base-to-emitter voltage Vggo when the transistor is off, or Tos 2 Ry (5-96) 


Vors < Vero (Se 


Logic Circuits. If two or more p-n-p transistors are connected in par 
with a common-collector resistor, as shown in Fig. 5-57, the common-coll 
voltage becomes negative when all transistors are cut off; this occurs only 
all inputs are positive (near ground potential). For negative logic this is @ 
cireuit, One transistor is needed for each input. If mp-n transistors are 
instead, for negative logic, it is a nand cireuit, 


‘The above node voltages Vgzg and Vgxo are determined from the base charac: 
jeristic of the transistor. By solving the above two inequalities for the current 
ratio los/Ips, we have 


BS 


(Ey — Vans) — mleo 


This shows that the allowable number of bases 1 is proportional to the common: 
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emitter saturated current gain Bg and that the allowable number of collectors 
depends (among other things) on how small the collector leakage current Ico is 
Relay-circuit Analogy. Direct-coupled transistor logic circuits need not 
limited to a simple series circuit or a simple parallel circuit. A series-para 
DCTL circuit is analogous to a relay network. The path for the load resistane 
in a DCTL circuit is the circuit path of a relay network, and each direct-couple 
transistor is a relay contact. A DCTL circuit similar to the relay circuit of Fi 
5-8 is shown in Fig. 5-60. The difference is that the output f in Fig. 5-8 rep 
sents the circuit path, while the output / in Fig. 5-60 represents the potential 
the node of the load resistor and the collectors. ; 
A Full Adder [34]. A single-bit full adder is now used as an example of 
series-parallel DCTL circuit. A full adder has three inputs X, Y, and Cj, whie 
are, respectively, the augend bit, addend bit, and input carry bit. The two outp 
S and C, are, respectively, the sum bit and the output carry bit. The bloe 


-3v 





Table 5-6 Truth 
of Full Adder 
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F=A+B(D(A+B)+C] 
FIG. 5-60 A DCTL circuit in series-parallel connections. 


diagram of a full adder is shown in Fig. 5-61a. Operation of the full adder 
shown in Table 5-6. The complement Boolean functions S and Co are 


5 SOay +X) + GAY + XY) 


C, = C(XY + XY) + XY 
Direct-coupled transistor logic circuits to implement functions (5-58) are she 
in Fig. 5-616. Twelve transistors and two resistors are used. The serial ti 
sistors for XY and for X Y are shared for both inputs. In connecting such cire 
caution should be exercised to avoid the possible “sneak path” which may oe¢ 
as in the analogous relay network. Because of the inversion at the load resist 
the above Boolean functions are written for S and C, instead of for S and Cy, 

Direct-coupled Transistor Flipflop. A direct-coupled transistor flipf 
[31] is shown in Fig. 5-62. It is extremely simple because of the absence of 
RCcoupling network. As shown in the figure, 7; is conducting, and Ty is 
off, Load current /; for the conducting transistor 7) is essentially determ 
by load resistance R and supply £y, Load current /2 for the off transistor 
essentially determined by the base input characteristic of the conducting trans 
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I. Both Jy and Ip are indicated by the dashed line. In the absence of external 
loads the collector-emitter voltage Veg of the conducting T; is about 0.02 volt 
above ground, which is smaller than the base-emitter voltage Vgp of T2 that is 
required to hold To in the off state; the Veg of the off Tz is about 0.5 volt, which 
i» larger than the Vgg of Ty that is required to drive Ty into saturation. 
Hecause of very small voltage swing at the collector of 71, the load resistor and 


-3v 





x YY G 


Full adder 


G33 











(a) (d) 
FIG. 5-61 A full adder using DCTL circuit. (a) Block diagram; (b) schematic circuit. 


(he supply voltage form essentially a constant current source with a magnitude of 
/\/R; thus the current J; or Ig is switched between the collector of one transistor 
and the base of the other. 

igure 5-63 shows the triggering method for a direct-coupled transistor RS 
lipllop. In this circuit, two additional transistors T3 and 74, known as pudlover 
\fansistors, are provided for the set and the reset inputs; these inputs can be either 
yollage levels or pulses. As shown in the figure, Ty is conducting, and To is at 
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FIG. 5-62 A direct-coupled transistor flipflop, 


sutofl, When a positive signal of sufficient magnitude is applied to the base of 
14, 7, becomes saturated and pulls its collector voltage toward the ground, The 


ollector of 74 is tied directly to the collector of Tz and the base of 7). When 


7, becomes saturated, 7; is cut off. The collector voltage of 7) rises and drives 
7) into saturation; this will cause 7; to remain off, and the initial ponitive input 


signal to 74 may now be removed, In the end, 7; is cut off, and Ty is conducting, 
There in a similar sequence when a positive signal is applied to the base of 75. 
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Figure 5-64 shows a direct-coupled transistor trigger-flipflop circuit. Int 
circuit, a clock-pulse input p is provided. The transistors T3, T4, and Tg fo 
a logical-and circuit; Ty, T5, and Tg form another and circuit. As shown in 
figure, Ty is conducting, and 72 is cut off. The collector of T4 will be pull 
toward ground only when output voltage A is high and positive signals are appli 
to both inputs ¢ and p, In the end, T, becomes cut off, and To is conducti 
Likewise, the switching to the other state requires that output voltage A be hi 


+&, 9th, 


Output A Output 4 


Set input s Reset input 7 








FIG. 5-63 A direct-coupled transistor RS flipflop. 


and positive signals applied to both inputs ¢ and p. The required delay (beca 
output voltage A or A is needed during the switching) is provided by capacitors 

Advantages and Disadvantages. The advantages of DCTL circuits 
circuit simplicity, a single voltage source, and low power supply. These circul 
are simple because only transistors and resistors are used and only about half 
many resistors as transistors are needed; this results in fewer connectio’ 
Although the number of transistors required is more than with other types 


ce 











Trigger input ¢ Ts 


Clock pulse p To 


FIG. 5-64 A direct-coupled transistor T flipflop. 


transistor logic circuits, the total component count in a computer using D' 
circuits is drastically reduced. All these advantages contribute to reductio 
size and weight and to greater reliability, An arithmetic and control unit 
large-scale computer with a 20-bit word was built and reported; this comp 
uses 1,700 transistors and 500 resistors (and 20 capacitors) and occupies & 
ume of 4 ft, It may require a power of no more than 8 watts with as 
voltage supply of 3 volts, 
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On the other hand, the disadvantages are low signal voltages, a small signal 
swing, the transistors being in saturation during the on condition, and special 
lransistor characteristics. The low signal level permits interference from locally 
yenerated noise, and the small signal swing makes good grounding mandatory. 
When the transistor is turned on, it is in saturation; this results in a reduction of 
switching speed by the minority carrier storage effect. However, computer speed 
of a few hundred thousand additions per second was achieved by using high- 
frequency surface-barrier transistors. The d-c characteristics of the direct- 
coupled transistor must fulfill relation (5-54). Such transistors must have 
sullicient uniformity in characteristics and sufficient current gain in the saturation 
vondition. The lack of practical transistors that fulfill these requirements has 
left DCTL circuits in a rather disadvantageous position. However, direct-coupled 
lrunsistors of recent planar construction are now commercially available. 


5-11 Transistor-current-switch Logic (TCSL) Circuits [41] 


The power consumption of a transistor switching circuit is proportional to the 
syuare of the voltage swing. For high speed and low power consumption, nonsatu- 
juling switching by a small voltage swing is advantageous. The TCSL circuit is de- 
signed to function in this manner. 

Transistor Current Switch. A p-n-p transistor current switch is shown in 
Viv. 5-65. A 6-ma current from a current source is steered into either transistor 
!\ or transistor Tz by having a proper voltage Ve at the common-emitter node. 
‘The base of transistor Tz is grounded. If the base voltage of transistor T; is 

|-0.6 volt (slightly more positive than ground potential), V¢ will reach this 0.6- 
voll potential. When this occurs (as shown in Fig. 5-65a), To conducts and 7; 
js cut off. If the base voltage of T; is —0.6 volt (slightly more negative than 
ground potential), Ve will reach ground potential. When this occurs (as shown 
in Fig. 5-655), Ty conducts and T2 is cut off. A possibility exists, during 
transient period, that emitter current will flow in both transistors. The input 
yollage need be large enough only to ensure that the voltage at the emitter node 
tines slightly above or below the reference ground potential. 

I'igure 5-65 shows two 3-ma current sinks and two output terminals /{ and f2. 


Current 
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The collectors of T, and T2 return to the —6-volt supply through resistors 
and Rg (200 ohms each). When T2 is conducting and 7; is cut off, the 6- 
current branches equally to the two paths shown in Fig. 5-654; the output v 
ages at fy and f2 become, respectively, —6.6 and —5.4 volts. When Ty ise 
ducting and 7» is off, a similar situation occurs, as shown in Fig. 5-655; 
output voltages at /; and f2 become, respectively, —5.4 and —6.6 volts. 


current now flows out of resistor Ry, and output f; swings to a more negative 
voltage of —6.6 volts. For positive logic, output fe is the logical and of the 
three inputs, while output f; is the complement of f2. Note that fi is the in- 
verted output. Similarly, if transistor 73 of Fig. 5-66 is replaced by a number 
of paralleled n-p-n transistors with a common-collector resistor (Fig. 5-68), 
\ransistor 7g conducts and a 6-ma current flows into Tg only when all inputs 4, 
B, and C are slightly more negative than —6 volts. As this happens, a 3-ma 
current flows out of resistor Rg and output f2 swings to —0.6 volt; a 3-ma cur- 
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FIG. 5-68 A TCSL logical-or and nor circuit (positive logic). 
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‘nt flows into resistor R1, and output fy swings to +0.6 volt. For positive logic 
FIG. 5-66 An n-p-n transistor current switch. tee ages ” 1s 4 fi 8 a P Bie, 


oulput fo is the logical or of the three inputs, while output f; is again the comple- 
inent of fa. 

igure 5-69 shows a TCSL exclusive-or circuit. It consists of two two-input 
wad circuits such as that of Fig. 5-67. One and circuit performs the andnot-B 
»peration; the other, the andnot-A operation. The outputs of the and circuits 
are connected to form the or circuit. For any of the four possible combinations 
of inputs A and B, only two of the four input transistors conduct, and the other 


iwo are cut off. When the input is AB or AB, both Tg and Tyo do not conduct 


puts fi; and fz are complementary to each other. The current sinks center 
output voltage swing at —6 volts. Inductances Ly and Lg provide a transi 
drive to improve the switching speed. 

Because of a 6-volt difference between the input and the output, a p-n-p 
rent switch cannot drive another p-n-p switch. This difficulty is overcome 
constructing the complementary n-p-n switch shown in Fig. 5-66. The refer 
voltage at the base of 7, is —6 volts instead of ground potential, so that 14 
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FIG. 5-67 A TCSL logical-and and nand circuit (positive logic). 


FIG. 5-69 A TCSL exclusive-or and coincidence circuit (positive logic). 


wind no current flows from the collectors of Tg and Tyo toward output fo. 
A ‘ema current flows out of resistor Re (200 ohms), and output fo is at a poten- 
tial of —6.6 volts, which is more negative than —6 volts. But a 12-ma current 
flows from the collectors of the input transistors toward output fj. A 9-ma cur- 
font sink is provided; so only a 3-ma current flows into load resistor Ry (200 
hime), Output /; is at a potential of —5.4 volts, which is more positive than 
~ 6 volts. When the input is AB, Tyo conducts and Ty does not. When the 
input is AB, Ty conducts and 79 does not, Under either of the two input con- 


be driven by the p-n-p switch; and the output, referenced to ground, can 
a pnp switch, The n-p-n and p-n-p switches are connected alternately, 
Logic Circuits. If transistor T; of Fig. 5-65 is replaced by a numbe 
paralleled p-n-p transistors with a common collector as shown in Fig, 
transistor 7y conducts; and the 6-ma current flows into 74 only when all inv 
A, By and C are slightly positive. When this occurs, a 3-ma current flows 
resistor Ry and output /2 awings to a more positive voltage of —5.4 volts; a 
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ditions, a 6-ma current flows toward output fg. A 3-ma current sink is provid 
so a 3-ma current flows into load resistor Ra. Output fg is at a potential of — 
volts, which is more positive than —6 volts. A 6-ma current also flows tow 
output fy from the collectors of the input transistors. With the 9-ma current si 
a —3-ma current flows out of load resistor Ry. Output f; is at a potential 
—6.6 volts, which is more negative than —6 volts. 

The TCSL circuit has the advantage of switching at a high speed and opera 
ing the transistor out of saturation. A good noise tolerance and a tendency 
generate less noise are other advantages. On the other hand, this circuit requi 
a relatively large number of transistors and more than one power-supply vol 

Transistor Current-switching Flipflop Circuit. Figure 5-70 shows 
transistor current-switching RS-flipflop circuit [42]. The common-emitter 6- 
current source, transistors 7 and Tp, and the resistors Ry and Rg are the same 
those shown in Fig. 5-65. The two stable states are when 7 is on and T 
and when 7; is off and Tz on. This stability is achieved by two feedbacks: 0 
from the collector of Ty to the base of Tz and the other from the collector of 
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FIG. 5-70 A TCSL RS flipflop. 


to the base of T,. The:8-ma and 5-ma current sources and voltage drops V p 
vide the proper current condition of the circuit. When 7; is conducting and 
cut off as shown in the figure, the base of 7; is biased at —0.6 volt and the b 
of To is biased at +0.6 volt. These voltages and other currents are indica 
in the figure. 

Transistors 7'3 and 74 are the pullover transistors for the reset and set inpu 
The bases of these transistors are normally at +0.6 volt; these transistors 
normally cut off. When a reset input pulse of —0.6 volt is applied to the 
of 14, T4 begins to conduct. The current in emitter resistor Ry, reduces @ 
reverses; this in turn makes the base voltage of T2 negative and Tz condue 
The flow of collector current in 72 reverses the direction of the current fr 
output terminal A to resistor Rg. This raises the base voltage of 7; and cuts 
the collector current of 7;. The flow of collector current in 7) reverses 
direction of the current from output terminal A to resistor Ry; this sustains 
new state of the circuit, A similar situation occurs when the transistor Ty 
being turned off and 7) turned on, 


Logic Circuits—I 209 


5-12 Clocking Configuration 


In a digital computer, information stored in one set of flipflops (called a reg- 
ister) is transferred through logic circuits to another set of flipflops. When the 
peration is synchronous, a clock pulse initiates the information transfer. When 
4 series of information transfers among registers (including memory registers) is 
initiated by the clock pulse and controlled by the command signals, this series 
vonstitutes an internal sequence of computer operation. The logic significance 
ol information transfer is described in Chap. 10, while several clocking schemes 
are shown here. 

Clocking is a switching operation initiated by the clock pulse to transfer in- 
formation among groups of flipflops. Assume that there are two groups of flip- 
\lops A and B interconnected by a logic circuit. Information is to be transferred 
from flipflops A to B. Four clocking configurations are shown in Fig. 5-71. In 
Vig. 5-7la, the clock pulse is applied to the input of flipflops A, and flipflops A 
\) turn generate pulses to the input of logic circuits. The input and output of 
(lipflops in this configuration, for example, can be transformer-coupled. Figure 
{726 shows the configuration where the clock pulse is applied to the input of 
logic circuits. The outputs of flipflops A are voltage levels. The clock pulse is 
pplied to an and input, and this clock and circuit may be a special one. In 
Vig. 5-71c the clock pulse acts also as the supply voltage of a two-level and-or 
(liode logie circuit. This configuration has the advantage that the power of the 
logic circuit is dissipated only during the time when the clock pulse is present. 
Vigure 5-71d shows two examples of the configuration where the clock pulse is 


ipplied to the input of flipflops B. One example uses a coupling circuit con- 
sisting of a resistor, capacitor, and diode. The coupling circuit (which can be a 
jurt of the input network of flipflop B) is connected to the input of each of flip- 


flops B. When the input at point X is low, the application of a negative-going 
‘lock pulse produces no pulse at point Y, as the diode is reverse-biased. When 
the input at X is high, the application of a negative-going clock pulse causes the 
iliode to conduct and to discharge the capacitor; this produces a pulse at Y. The 
uther example employs a gated pulse amplifier, which is discussed in the next 
wetion, The clock pulse enables the amplifier and initiates the information 
transfer. 

‘The choice of a clocking configuration is an important one. It hinges on many 
/onsiderations such as the type of logic circuits, the switching speed, the length 
ul connecting wires, the cost, etc. 


be 13 


Delay Element. The delay element delays its input for a certain time inter- 
yal, If itis used to match the unequal delays in several parallel paths for proper 
liming, it is not considered as a logic operation. Our discussion here is limited 
io the use of delay elements for logic operation. ‘ 

‘Iwo types of delay circuit are in common use: the electrical delay line, and 
the one-shot multivibrator, The electrical delay line may be either the distri- 
jiled-parameter type or the lumped-constant type. The important factors to be 
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w bit circulating register. In this circuit an output amplifier with pulse-shaping 
(ireuits is needed, and an andnot circuit is provided for clearing the register. 
\{ the delay is one bit time long and the output again reenters at the input as 
shown in Fig. 5-73, this device becomes a pulse generator with a pulse period 
myual to the bit time. If a pulse generator is connected to a number of delays 
with different bit times, the outputs of these delay lines form a multiple-phase 
tlock generator shown in Fig. 5-74. Again, pulse amplifiers are required if elec- 
\vieal delay lines are employed. Ifa logical-or circuit connects the output of 
these delay lines (Fig. 5-75), the total circuit becomes a binary sequence gen- 


considered in choosing an electrical delay line are delay time, characteristic im 
pedance, output-pulse rise time, and pulse distortion. The one-shot multivibrat 
is a circuit which when triggered by an input pulse generates a rectangular pu 
with a duration t. The trailing edge of the pulse, through a differentiating ci 
cuit, generates a pulse which occurs at a time 7 later than the input pulse; th 


ra Pulses 
Flipflops A Flipflops 8 


rt | Logic circuit 
Clock pulses 




















Pulse amplifier 
















(a) “Hd WV-bit time-delay line ‘ond Output 
shaping circuit 
D-c inputs 
re Clear 
Flipflops 4 Zz Logic circuit Flipflops B pulse 
FIG. 5-72 A delay-line circulating register. 
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FIG. 5-73 A pulse generator. 
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FIG. 5-74 A multiple-phase pulse generator. 


, 
t/o-bit time delay 


3/4-bit time delay 








Flipflops A 


1/q-bit time delay 





c 


(¢c) 


1 
+ Flipflops B 
4 
















Pulse 
amplifier 





Pulse 
generator 








D-c inputs 





aig FIG. 5-75 A binary sequence generator using delay elements. 
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erator, The binary number in the sequence depends on the number and the bit 
FIG. 5-71 Examples of clocking configuration. 


tine of the delays. 

Another circuit which makes use of a delay element is shown in Fig. 5-76. 
‘ilnes from a generator are fed to the set input of an RS flipflop and are also 
J through a delay (with a delay time 7) to the reset input of the flipflop. In 
je manner, alternate pulses from the generator set and reset the flipflop; the 
iput of the flipflop in a sequence of rectangular pulses, each of a dura- 
1 equal to the delay time, Instead of being fed by a pulse generator, the flip- 


the output is effectively a delayed input. Delays can be either fixed or vari 
in the latter case, the amount of variation can be either discrete or continu 
There are many applications for delay elements, If the output of an elec 
delay line n bit times long (bit time is the time interval between two adja 
pulses) reenters at the input as shown in Fig, 5-72, the arrangement is 
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flop may be actuated by a triggering pulse, and the normal output of the flipflo 
is utilized to control the pulses from a pulse generator through a logical-and ci 


cuit; this is shown in Fig. 5-77. In 
ee es oe 9 ee 
Oo 1 
FF 


circuit, a burst of pulses is obtained. 
alr 
Pulse 
generator 


Gated Pulse Amplifiers. A gat 
FIG. 5-76 A wide-pulse generator. 







pulse amplifier is a pulse amplifier pr 
vided with a control gate at the input 
the amplifier so that information transf 
can be initiated by applying a gating si 
nal (often a clock pulse) at the gate. 

A vacuum-tube gated pulse amplifi 
which makes use of a pentagrid amplifi 
is shown in Fig. 5-78. In this cire 


the information signals are pulses, whi 
the gating signal is a voltage level. Pulses to be gated are fed to the control gri 


while the d-c gating signal is applied to the suppressor grid. Normally the t 
conducts only during the coincidence of the positive gating signal and the positi 


Pulse 
generator 









Triggering 
pulse 


Delay time 7 


FIG. 5-77 A burst-pulse generator. 


input pulse. Thus, the d-c gating signal controls passage of the pulses. 
gated pulse amplifier performs a logical-and operation; however, a gated p 
amplifier can also shape the pulse and drive succeeding circuits. Not to be igno 
is a significant propagation delay due to recovery of the control grid after be 
held below its cutoff voltage. 

Figure 5-79 shows a transistor gated pulse amplifier reported by Booth 
Bothwell [17]. In this circuit the gating signal is a 0.5-sec pulse havin 
amplitude of 2.6 volts biased at —6 volts, and it is applied to the emitter, 
information signal is the output of a two-level or-and (for negative logic) di 
circuit. The inputs to the diode circuit come from flipflops whose output is ei 
0 or —6 volts. A pulse output from the transistor amplifier occurs only whe 
the base potential is more negative than —3.4 volts, because otherwise 
emitter will not be forward-biased. This condition exists when all inputs to 
and diodes have at least one input of their or diodes at —6 volts. If one i 
to the and diodes is at ground, the voltage division among resistors Ry, Rg, 
and Rp raises the base to —3 volts. The base becomes more positive 
more than one input to the and diodes are grounded. 

When the base potential is more negative than = 3.4 volts actuated by 
diode circuit, the transistor is driven from cutoff to saturation, Capacitor 
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offers an increase in effective frequency response by allowing the circuit to oper- 
ile as a grounded-base circuit during the turned-on and turned-off period of the 
lvansistor. The turn-on and turn-off time is 0.1 psec. The shunt diode at the 
lower output winding of the transformer provides a low-resistance path to damp 
ihe overshoot of the transformer at the trailing edge of the pulse. 


+200 Vv 


D-c gating _ 


signal 





Pulse input | 


signal 


4 





-20¥v B- 


-50v 
FIG. 5-78 A pentagrid gated pulse amplifier. 


Special-purpose Digital Tubes. A number of special-purpose tubes have 
jwen developed for digital applications. They may be classified according to 
\iwir use: counting tubes, coding tubes, arithmetic tubes, and indicating tubes. 

There are two types of tubes for decimal counting—the gas tube and cathode- 
jay tube. The gas tube utilizes the cold-cathode glow-discharge phenomenon. 
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FIG. 5-79 A transistor gated pulse amplifier. 


glow discharge once started requires a less-than-initial voltage to,sustain the 
ow, Several cathodes are placed in the tube; the glow between the anode and 
eof these cathodes represents one state, The important feature of this type of 
witing tube lies in the means by which the glow is transferred from one 
thode to the next when a pulse train is counted, In a eathode-ray-tube type, 
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there are a number of anodes and one cathode. The electron beam is focus 
by an electrostatic or a magnetic field on one of these anodes. Different sta 
are represented by deflecting the beam to different anodes. The counting 
achieved by shifting the beam from one anode to the next upon the receipt 
an input pulse. In the cathode-ray type, the counting can be operated at a hi 
speed because of the absence of deionization time. Other shifting or transft 
schemes include the use of secondary-emission phenomena, multiple grids, 
others. 

Coding tubes are used to code input signals into some form of binary outp' 
Most of the geometries and focusing schemes described for the counting tu 
may also be used for coding tubes. 

Arithmetic tubes are those which can perform binary arithmetic operatio 
An adder tube has been reported on by Maynard [49]. The tube structure 
sists of a central flat cathode surrounded by two half sections of grids and pla 
The three grid inputs A, B, and C are internally connected to control grids 
both halves of the tube. These grids are externally biased to cutoff, each thro 
a grid resistor. ‘Two outputs are provided at the two plates. One plate produ 
a negative sum pulse when A, B, or C is pulsed by a positive signal. The o 
plate produces a positive carry pulse identical to the input signal when any 
or all three of the inputs are applied. During a double coincidence, howe 
no sum signal is produced. On a triple coincidence, both sum and carry si 
are produced. 

Many types of numerical or alphanumerical indicators are available; they 
used as output devices and will not be described further. 


Problems 


1. Draw a relay network for each of the following functions: 
(a) f = A(BC + BC) (6) f = ABC + ABC + ABC 
() f=AD+ BC+ (B+ C)A+D — (d) f= (AB + CBC + DCD + A) 
(ce) f(A,B,C,D) = Po + Po + Pe + Pis (f) f(4,B,C,D) = S1+S5 + S10 + Ss 
2. Draw a vacuum-tube logic circuit for a full adder. 
3. Draw logic diagrams for the functions in Prob. 1: 
(a) By using nor circuits alone (b) By using nand circuits alone 
4. Draw diode logic circuits for the functions in Prob. 1. 
5. Use diode logic circuits to design a circuit which generates a constant 3.1416 ( 
Assume that the binary-coded decimal digit is used and that the clock pulse is available. 
6. Design a full subtractor by using the transistor-diode logical-nor circuits (positive | 
7. Draw RCTL circuits for the following functions by using inverters (positive logic): 
(a) f= 4B + BC + CD (+) f= (4+ BB+ C)(C + D) 
() f=A®BOC (d4) f=AOBOC 
8. Design a translating circuit to convert an 8-4-2-1 binary-coded decimal digit into 
excess-3 code: 
(a) By using TRL circuits (6) By using DCTL circuits 
9, Design a full adder by using TCSL circuits. 


10, For the following function, 
f=A@B@OC 
draw logic circuits using 
(a) Relays (b) DCTL cireuite (c) TRL cireuits 
and comment on thelr similarities and dissimilarities, 
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6-1 


Superconductivity. When some metals are placed at a very low tempera’ 
such as that of liquid helium, their electrical resistance drops to zero. 
phenomenon is called superconductivity [1]. It was discovered by H. K. O 
a Dutch physicist, in 1911, three years after he suceeded in liquefying heli 
The temperature at which superconductivity begins to occur is called the tra 
temperature. Materials which show the phenomenon of superconductivity in | 
cryogenic condition (temperature slightly above absolute zero) are called sup 
conductors. Some 22 elements have been found to be superconductive and 
listed in Table 6-1 in the order of decrease of transition temperature. In addi 
to these elements, many alloys and compounds are superconductive at 
transition temperature between 0 and 17°K. 

The resistivity of many superconductive materials is relatively high at 
temperature but drops as the mat 
are cooled. Relatively poor condu 
such as niobium and lead become § 


Switching Characteristics of Cryotrons 


Table 6-1 Transition Temperatures of 
Superconducting Elements 


Elements Transition temperature, °K conductors at a very low tempera 
Teohinétium oe ~ es 'eseeee 112 whereas good conductors such as 
Niobium................ 8.0 silver, and copper do not. The resis 
Lead. ..... 0-22... eee 7.22 of superconductors is truly zero below 
Vanadium: i 06.i seek ea 5.1 tae r 
Tentline 2 ees tes AA transition temperature. Professor 
Lanthaniiiieeecne arias 4.37 Collins of MIT demonstrated zero 
Mercury................ 415 tivity by an experiment. A persistent 
ccc 3.73 rent of several hundred amperes wis 
ING cee by558 ote ess B37 : : : A 
Thalliura 2.38 duced in a lead ring immersed in Ii 
Phatiiiny «kien chsh &, 1.390 helium on Mar. 16, 1954, and the ew 
Aluminum............... 1.20 continued to flow until the experiment 
Gallium... 6.6... sees ees 1.10 voluntarily terminated on Sept. 11, 1 
oe i 1.0 Duri h . 

Be Ne ee pee 091 uring the experiment, there was fi 
eaiihiani <i so. occ es 0.8 servable change in the magnitude 
Owmium ccc cece cea e es 0.71 current, This phenomenon of 
ae eee e eee oh current has been utilized in several 

MMMGM ire sccreess, O86 < GAS | 
ail el aia 0.47 to make ¢ ryogenic memory elemen 
| ae 0.4 When a superconductor is in ite 
Hafniun 0,35 conducting state, a magnetic fi 
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sufficient intensity can destroy its superconductivity and cause normal resistance 
lo reappear. The sharpness of the change in resistance during transition is an 
important characteristic. This binary property of normal resistance and no 
fesistance under the influence of a magnetic field is the basis for superconductor 
logic circuits. 

The magnetic field at which the normal resistance just reappears from the 
superconducting state is called the critical magnetic field. The relation between 
ihe transistion temperature and its corresponding critical magnetic field for the 
*\iperconductor lead is shown in Fig. 6-1. In this figure, the area under the curve 
is the superconducting region, whereas that above is the normal conducting region. 
I! lead is held at 4.2°K, it is in the superconducting state, as indicated by point A. 
When a magnetic field is applied with its magnitude increasing, the condition 
‘hanges from point A and moves to the right as indicated by the dashed line. When 
the field is at about 550 oersteds, the metal changes from the superconducting 
\0 the normal conducting state. The curve shows that, the lower the temperature 


10 


Normal conducting region 


@ 


Superconducting 
region 


Transition temperature, °K 





0 200 400 600 800 1000 


vu C 1200 
Critical magnetic field A, oersteds 


FIG. 6-1 Superconducting and normal conducting regions of a superconductor. 


hwing held, the greater the critical magnetic field. If only a small magnetic field 
(40 to 100 oersteds) is available, the operating temperature is about 0.2°K below 
(he zero-field transition temperature. Similar curves for several other supercon- 
(luctors are shown in Fig. 6-2. Tantalum has been used in early experiments 
lweuuse its transition temperature is slightly above the boiling point of helium 
wl | atm (4.2°K). 

When a superconductor is cooled below its transition temperature in a magnetic 
field, the total magnetic flux inside the superconductor becomes zero. The super- 
sonducting current flows on the surface of the superconductor. This phenomenon 
je called the Meissner effect, as it was discovered by Meissner and Ochsenfield 
in 1933. 

Cryotron, The feasibility of using the phenomenon of superconductivity to 

‘uke a switching device for the computer application was demonstrated by Buck 
U5) in 1954, This superconductive switching device is called a eryotron, 
‘igure 6-3 shows a wire-wound eryotron made of a short superconductive wire 
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(called the gate) and a superconductive winding (called the control coil). 
gate is normally in a superconductive state. When a current is applied to 
coil to produce a magnetic field, the gate is switched from a superconductive 
a resistive state. 

A typical cryotron has a gate of tantalum wire, 9 mils in diameter and 1] in. 
length and a single-layer insulated control coil of 3-mil niobium wire. 
cryotron is operated at a temperature slightly below the zero-field transiti 


fesistance occurs depends not only on the field produced by the control coil but 
also on the field produced by the current in the gate; the latter field is called the 
wl/-field of the gate. This phenomenon is known as the Silsbee hypothesis. The 
wll-field of the gate allows a reduction of the control-coil field switching the 
wryotron. It is even possible to control a large current in the gate by a small 
eurrent in the coil. 

The direction of the control-coil field Ho is along the longitudinal axis of the 
yule, and the magnitude (in ampere-turns per meterf) is 








10 
IN 
Hy = — 6-1 
. (6-1) 
8 
- where J; and L, are in amperes and meters, respectively. The direction of the 
o . . . . . . . 
5 5 yule self-field Hy is tangential (circular along the wire), and the magnitude is 
oO 
2 =e (6-2) 
£ ” ~~ atdy 
Ss 4 
3 where Jj and dg are in amperes and meters, respectively. The two fields add 
Ee 
£0,010 
°o 
fo) 200 400 600 800 1000 1200 £ 0.008 
Critical magnetic field 4,, oersteds a 
@ 
FIG. 6-2 Transition temperature and critical magnetic field of several superconductors. %& 0.006 
2 de = 0,003 in. Ni 
° . 
: cats ‘ = 0,009 in, Te 
temperature of the gate material. The control coil is selected of material ha @ 0.004 “4 ele oe 
sae . : e* . 
a transition temperature sufficiently higher than that of the gate. In such a s N = 250 turns 
bination the control coil remains superconductive even when the magnetic “@ 0.002 
is applied to the gate. This confers the advantage that there is no resistane@ a 0 
the control coil. Once the magnetic field is established in the control coil, 100 200 300 400 
further energy is needed for the continuation of the field. Because of Control-coil current /-, ma 
advantage, interconnecting wires are all operated in a superconductive state, FIG. 6-4 Switching characteristic of a cryotron. 
The switching characteristicf of a cryotron is described by a family of eu o 
of resistance vs. control-coil current yevlorially. When the vector sum reaches the value of the critical field H,, the 
Control coil with the gate current J, as the param lWnsilion, or switching, occurs. Thus, the net field causing the switching is 
Ly Gate wire Figure 6-4 shows two such curves fi H, = He? + Hy (6-3) 
tantalum-niobium cryotron wherein 
i, dy, Lc, and N are the diameter of the (sing the above three relations, we have, after simplification, 
c trol-coil wire, the diameter of the md,yH, \2 _ K? I. \2 I, \2 ee 
FIG. 6-3 A cryotron. wire, the length of the control coil, an my ep ae a +4 7 (6-4) 
number of turns of the coil, respecti i oe ie 
The slope of the curve in the transition region depends on the homogenei Whore c= mdgN (6-5) 
the gate wire as well as the gate current. For a given cryotron, a sharper Le 
tion occurs when the gate current is large enough to produce a pronounced J Hele 
heating effect when the gate wire starts to become resistive. Tom = —¥° (6-6) 


\ 


Silsbee established in 1916 that the critical field at which the cha 


{ Aloo called the quenching characteristic, whore quenching means the switching from a supered » i the minimum control-coil current to quench the gate. Equation (6-4) de- 


fo a normal alate, 1 1 ooreted (ora) is equal to 108/49 ampeturne per meter, 
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scribes the quenching by the combined magnetic fields due to the gate and 
currents. Since dy, H,, and K are all constant for a given cryotron, the plot 
Eq. (6-4) is an ellipse, shown in Fig. 6-5; such an ellipse is called the coi 
characteristic of the cryotron. The measured control characteristic appears qui 


close to an ellipse, though somewhat distorted. The orientation angle a due 
the two magnetic fields is 


cee 
Hy Kk 


tan a 


(6- 


The above equation indicates that the flow lines of magnetic-field intensity 
helices around the wire. 

Cryotron Current Gain. Equation (6-5) defines the quantity K, called 
current gain of the cryotron. It can be seen from Fig. 6-5 that the effect of 
netic field due to the control-coil current J, is K times that due to gate cu 
I,. The current gain K in (6-5) can be readily written as 


gids 
2 Lem 


where Igm is the maximum gate curr 
without quenching (called the cri 
current) and I,m is the minimum con 
coil current to quench the gate. 
the current gain is the ratio of the value 
the ordinate (major axis) to the v 
on the abscissa (minor axis) of the el 
of Fig. 6-5. In cryotron logic cir 
the current gain should be larger t 
so that the gate current of a cryotron 
drive the control coil of another cry 
without any intermediate amplifica 
In practice, current gain is made equ 
2 or 3 to provide a margin against non 
formity in cryotrons. 

The current gain is proportional to the product of the diameter of the 
wire and the number of turns of the control coil per unit length (or pitch 0} 
control coil). If the control coil is a closely wound one, then the pitch N/ 
equal to 1/d,._ The current gain in expression (6-5) now becomes 


1 
L-/Lem 
FIG. 6-5 Control characteristic of a cryotron. 


nd, 
de 


K= 


where 7, called the gate efficiency, makes up the smaller observed current 
The gate efficiencies for tantalum and tin gate wires are about 50 and 80 per 
respectively, 

Cryotron Switching Time. During switching from a superconducti 
normal state when a step magnetic field is applied, the field is sweeping 
the superconductor from the outside toward the center, leaving behind a 
region, Eddy currents flow circumferentially around the wire in the 
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region and limit the rate at which the boundary region can move. As the normal 
region grows at the expense of the superconducting region, the normal resistance 
returns. A plot of the reciprocal of this switching time versus the control cur- 
rent is given in Fig. 6-6. The curve shows a straight-line relationship for short 
switching times and a departure from the straight line, presumably due to Joule 
heating, for long switching times. Upon removal of the magnetic field, switch- 
ing from the normal to the superconductive state occurs rapidly. Experimental 
results have shown that the superconductive state is reestablished in about 1 
jusec. To reduce the switching time, a larger resistivity of the gate wire is de- 
sired because of the Joule heating effect. 

In cryotron circuitry, the gate wire of one cryotron can be used to drive the 
vontrol coil of another. When cryotrons are used in this manner, there is a time 
vonstant associated with a pair of identical cryotrons. The time constant T is 


° 
S 
Fa 1.0--10 
SS 3 
7 oO 
£ 0.8 = 
o ty = 
£06 E Ig = 800 ma 
2 20 = T = 4.21°K 
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FIG. 6-6 Switching time of a cryotron. 


the ratio of the control-coil inductance Leo to the gate-wire normal resistance 
Kyat 
y Be 
= —coil (6-10) 
Rgate 


‘The wire-wound cryotron has a time constant of 40 psec and a current gain of 3. 
The above time constant is useful in calculating the circuit time constant and in 


/omparing the merits of different designs of cryotrons. 
2 Cryotron Logic Circuits 

The cryotron is a switching device. Its binary states are the superconductive 
wud the normal resistive conditions of the gate. They may be defined, respec- 


tively, as the condition in which the gate path is closed (gate current flowing) 


wid as the condition in which the gate path is open (no gate current flowing) and 


ire symbolized by the plus and minus signs, respectively. The logic designation 
je shown in Table 6-2. 


Hasie Cryotron Logic Circuits, Figure 6-7 shows the simplest cryotron 


firoult: the gate wire in series with a resistance and a battery, The cryotron, a 
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Table 6-2 Logic Designation for Cryotron Circuits 
Cate current Gate Positive Negative 
aca path logic logic 
Flowing Closed 1 0 
Not flowing Open 0 1 


low-impedance device, is operated from a current source symbolized by the b 
tery and the resistor. The current input to the control coil represents a Boolea 
variable. When there is a current input A, the cryotron is in the normal co 
ducting state and the gate current in the circuit path f is low; otherwise, 


















Superconducting 
Normal conducting 


Circuit path ¢ 


+ = current (or large- 
current) flow 

— = no current (or low- 
current) flow 





FIG. 6-7 A cryotron logical-not circuit. 


cryotron is in the superconducting state, and the gate current in the circuit p 
fis high. This is a logical-not circuit. Instead of the gate current being c¢ 
sidered as the output, the voltage across the cryotron at points a and b may 
be used as the output. The simple cryotron circuit is similar to a normally cle 
relay; there is no equivalent for a normally open relay. The difference is t 
a cryotron changes its resistance from zero to a small value, while a relay chan 
its resistance from a small value to almost infinity. 

Figure 6-8 shows a circuit having two cryotrons controlled by two input 
and B. The two gate wires are connected in series with the current source; 
two gates can be made one long gate wire. The gate current in the circuit p 


Circuit path * 





FIG. 6-8 A cryotron logical-nor circuit (positive logic). 


fis high only when both inputs are absent. The current is low in the pre 
of either input or both inputs. For a positive-logic designation, it is a nor 
cuit. Other basic logic circuits can be formed by using the nor circuit ale 
they are shown in Figs. 6-9 to 6-12. The not circuit is a single-input nor citi 

Cryotron Two-line Logic Circuits. In the above cryotron circuits, 
is more than one path, each path being connected to the battery by a res 
These circuits may be referred to as multiple-serial-path circuits. Cireuite 
also be formed by using multiple parallel paths. Fig. 6-13 shows a ob 
with two parallel paths /; and /9; the paths are connected to one comm 
sistor, When either input is applied, one path is in the superconducting 
and the other in the resistive state because the ratio of these two resista 
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A=A+B 
=f =AtB 




















248 4y=AB t= ADB 


FIG, 612 A eryotron logicabexclusiveror circuit (positive logic), 
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infinite. If both inputs are applied or not applied, the current from the curren 
source is divided between the two paths. The divided current may become to 
low a value to switch other cryotrons. This situation may become more serio 
when there are multiple parallel paths. Furthermore, in the presence of mul 
tiple parallel paths, the current would initially divide inversely as the ratio o 
the inductance but then would redistribute slowly because of possible minute para 
sitic resistance among the parallel paths. 

One approach in using multiple parallel paths is to form the circuits in sue 
a way that one and only one path of a number of parallel paths is supercond 
tive and the other paths are all resistive. In this manner, the current from 
constant current source is merely being switched from one path to another. 
confers the additional advantage that there are no currents in the resistive path 
Consequently no power is consumed during the steady-state condition, and leé 
liquid helium is evaporated. To achieve this kind of circuit operation, two- 
signal representation is used (as in Fig. 5-2). In Fig. 6-13 one input represen 
input A and the other its complement A. Then only one path is superconducti 
at one time. _This is the circuit for one Boolean variable, the paths fy and 
representing A and A, respectively. 





FIG. 6-13 A cryotron two-line circuit 
for one Boolean variable. 


FIG. 6-14 A cryotron two-line circuit for 
Boolean variables, 


A cryotron two-line circuit for two Boolean variables A and B is shown 
Fig. 6-14. Four long cryotrons, each with two control coils, provide four 
cuit paths representing the four P terms of two Boolean variables. Only 
path is in the superconductive state at any one combination of the two inp 

Let us use the single-bit full adder as an example of a multiple-paralleley 
circuit. From Table 5-6, the Boolean functions for the sum S and the o 
carry Cy and their complement functions Sand C, are reconstructed as folle 


Cy = ABC, + ABC, + ABC, + ABC, 
Cy = ABC, + ABC, + ABC, + ABC, 


The ecryotron full adder is shown in Fig, 6-15. Circuit paths fo to fy fh 
eight long cryotrons (at the right half of the figure) represent the eight Pt 
of three Boolean variables, These terms are formed by using the coil ¢ 
of the eight long eryotrons to represent inputs A and B (and their compl 
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and by using their gate currents to represent input C; (and its complement). 


‘These eight paths control 16 cryotrons (at the left half of the figure); the 16 gates 


ure connected to form four circuit paths S, C, S, and C,, representing the four 
Boolean functions (6-11). — 
To demonstrate the operation, trace circuit path S. (Since the cryotron circuit 























FIG. 6-15 A full adder using two-line cryotron circuits. 


vwrforms a nor operation, the four P terms are used for complement function 
\ ) Circuit path S is the gate path of the four serially connected cryotrons con- 
trolled by circuit paths f3, Js fe, and fo, as no current flows in path S if any one 
of these four terms becomes 1. 

Cryotron Flipflops. Figure 6-16 illustrates a cryotron flipflop consisting of 
wo cryotrons. The gate wire of one cryotron is connected in series to the con- 


ye Cvyotron 2 


4 i 
I 
A 
D 
Cryotron 17 
FIG. 6-16 A cryotron flipflop. 


ivol coil of the other. There are two parallel paths between points A and B for 
current J. When one cryotron is ina superconductive state, the other is not, 
and viee versa; these are the two stable states. These two states are equivalent 
Wo having a current flowing in one path and no current flowing in the other path. 
Vor example, when a current is flowing in path ACB, cryotron 2 is in a resistive 
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state; the path ADB is resistive, and no current flows in it. These states wherein 
both paths are resistive or superconductive are either unstable or do not occur. 

A cryotron RS flipflop is shown in Fig. 6-17. Cryotrons 1 and 2 are the two 
cryotrons of Fig. 6-16. Cryotrons 3 and 4 are input cryotrons for reset and set 
inputs, respectively. Cryotrons 5 and 6 are output cryotrons for normal and 


Reset input L 


Set input 






Cryotron 3 Cryotron 4 


Cryotron 1 Cryotron 2 






Cryotron 5 
Output 4 In 


FIG. 6-17 A cryotron RS flipflop. 


Cryotron 6 ef 
Output A 


complement outputs. J; and Ig indicate two current sources. When a curre 
flows in path ABDGH, this condition is regarded here as state 1 and a curren 
is available at output A. When a current flows in path ACEFH, this is state 
and a current is available at output A. When a current is applied to the res 








ty 
oD 
Logical Lo 
AOhs. Logical and circuit 
circuit 


I 


FIG. 6-18 A cryotron flipflop having serial and parallel inputs. 


input, the flipflop changes from state 1 to 0; similarly the flipflop changes « 
from O to 1 with a set input. 

Additional input cryotrons can be employed to form a multiple-input ery 
flipflop, Figure 6-18 illustrates the use of a logical-and circuit (positive | 
as one input cireuit and the use of a logical-or circuit (positive logic) as the 
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input circuit. Cryotrons can be similarly used at the outputs. In either case, 
the added cryotrons in a serial path increase the switching time and thus reduce 
the operating speed. 

One disadvantage of cryotron circuitry is the need for a cryostat, a low-tem- 
perature refrigerator. Cryostats of today are not reliable enough for computer 
application. Development of a small and reliable cryostat is being undertaken, 
and it may be ready for use when cryotrons are beyond the present research stage. 


6-3 


A eryotron, as described above, is a switching device in which one current 
controls another current. Three important characteristics of a cryotron are the 
critical field of the gate, which determines the control-coil current necessary to 
perform the switching; the current gain, which determines the amount of gate 
current that can be controlled; and the time constant, which determines the 
switching speed. Because of the low switching speed and tedious interconnec- 
lions of wire-wound cryotrons, thin-film cryotrons are being developed by vacuum 
deposition of successive layers of superconductive and insulation material. 

Superconductive Thin Film. Thin films are prepared by conventional 
vacuum deposition techniques. In a vacuum bell jar, pure tin is evaporated from 
u heated molybdenum boat in a vacuum of approximately 10-6 mm Hg. The 
vaporized tin condenses as a thin-film deposit on a substrate of glass, quartz, or 
supphire. A metal mask on the substrate forms the desired shape of the film. 

In thin-film cryotrons now being developed, tin has been commonly used as 
ihe gate material and lead as the control-coil material, in addition to an insulat- 
ing material such as silicon monoxide. Since only tin changes its state during 
operation, several of its characteristics will now be briefly described: critical 
field, critical current, resistivity, and switching characteristic. 

The critical field in a thin film is higher than the critical field in bulk metal. 
lor example, as reported by Newhouse et al. [8], the critical field for tin, as a 
4,000 A film at 0.2° K below the zero-field transition temperature, is about 60 
versteds, twice the critical field of bulk tin. The critical field of a thin film con- 
sists of two components, tangential and normal. Both tangential and normal 
components are inversely proportional to film width, but the normal component 
further depends on the ratio of film width to thickness. This ratio for typical 
film is 103:105; for these values, the maximum normal field is 2.5 to 4 times 
the tangential field. 

As mentioned before, the critical current of a superconductor below its transi- 
lion temperature is the maximum current that the superconductor can carry be- 
lore the magnetic field produced by the current causes quenching. Smallman 
|13| has shown that the critical current Igm of a film with a thickness ¢ is related 
\o the penetration depth A, (The penetration depth is roughly equal to the thick- 
iene of the surface layer in which the current flows in a bulk superconductor.) 
lor thin films, the critical current Jjm can be approximated by 


Thin-film Cryotrons 


ae fee for small . 6-12) 


Thus, the critical current for a thin film is direetly proportional to the width wy 
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and thickness ¢ of the film and the critical magnetic field H,. For thick films, 
the critical current Igm can be approximated by 
H.wg 


Tom for large ae 


2d 


The critical current for a thick film is proportional to film width wy and the critic 
field H_ but is independent of film thickness. Relations (6-12) and (6-13) 
assume a uniform current distribution in the film; this is quite close when the 
is a ground plane to be described subsequently. The boundary between t 
and thick films may be taken in the region of thickness where ¢/2A is 1; for ti 
this is a film thickness of about 3,000 A ata temperature 0.25° K below the trans 
tion temperature. Note that the critical field can be increased by operating 
film at a lower temperature below the transition temperature. 

The critical current is significantly increased when a film of tin is deposi 
on top of an insulated lead shield plane, called a ground plane. Induced surfi 
currents in the ground plane prevent flux penetration, and current distributi 
in the film of tin becomes more uniform. The insulation can be a silicon monoxi 


layer about 3,000 A thick. It is hig 


(6-13) 






Silicon : - 
anaes Lead-film desirable to use a ground plane in thi 
insulation control-coil film-cryotron logic circuits. 


The low-temperature resistivity of 
as a film is much greater than the resis 
tivity of pure bulk tin. This incre 
resistivity may be traceable to factors § 
as strain, impurity, and inhomogen 
which affect bulk material but have 
more pronounced influence on fil 
However, high resistivity in films is d 
able because it reduces the time cons 
and thus increases the switching speed 
a cryotron. 

The sharp transition switching characteristic holds good for a thin film of 
to which a short pulse current is applied; this is essentially an isothermal pro 
When a low-rising current is applied to cause switching, Joule heating cau 
thermal propagation of resistive areas in the film. Switching-characteristic by 
havior is hysteresislike in the transition region, and the slope in that regi 
becomes sharper. For this reason, the switching characteristic depends on fi 
resistivity and on substrate thermal conductivity. 

Thin-film Cryotron. Figure 6-19 shows a thin-film cryotron described 
Slade [13]; it is also called a planar cryotron or crossed-film cryotron, OW 
glass substrate are deposited under vacuum a superconducting layer of lead as 
ground plane and then an insulation layer of silicon monoxide. On the ing 
tion layer are deposited a gate film of tin, an insulation layer again, and then 
narrower control film. The lead, tin, and silicon monoxide layers are all 3, 
A thick. The gate film of tin is 0.125 in. wide, and the lead control 
in 0,006 in, wide, The common area between the gate and the control is 
the quenched area, The quenched area is considered the effective portion of 
eryotron; remaining portions of the films are considered as interconnecting | 


Tin-film 
gate 


substrate 
FIG. 6-19 A thin-film cryotron. 
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Deposition of cryotrons and interconnections can be made simultaneously. 
lilm deposition is amenable to large-scale fabrication at a possible low cost. 
However, the serious problem of uniformity and reproducibility has not been sat- 
isfactorily solved. 

The current gain of a thin-film cryotron (with a ground plane) will now be 
determined. The current gain, as defined in relation (6-8), is the ratio Ijm/Iem: 
The critical current Ijm for a thick film is shown in (6-13). The minimum cur- 
rent in the control film to quench the gate Jom is approximated, as in relation 
(6-13), by 
= Howe 


Tom = 0.47 


for large s 


2d 


where we is the control-film thickness and Ho is the surface field (between the 
control film and the ground plane) whose tangential component reaches the mag- 
nitude of the critical field H,. By taking the ratio of (6-13) and (6-14) the cur- 


rent gain of a thick thin-film cryotron is 





(6-14) 


jon ae (6-15) 
wceHo 
‘Thus, the current gain is directly proportional to the ratio of gate width to con- 
\rol width. This also explains why the control width of the cryotron of Fig. 6-19 
i» narrower than the gate width. The current gain of the cryotron of Fig. 6-19 
in | at about 3.7°K. At 3.73°K, the current gain is 1.3; at 3.55°K, it is 1.6; 
\he current gain increases with lower operating temperature. 

Superconducting Ground Plane. The ground plane is a superconductive 
layer and, as mentioned before, increases the critical current of the gate. The 
jiormal component of the field at the surface of the ground plane must be zero, 
since flux cannot penetrate a superconducting material; the ground plane achieves 
this by generating eddy currents (which do not decay with time) that produce a 
lield exactly opposing the applied field. 

‘The ground plane greatly affects the inductance of a cryotron. The inductance 
without a ground plane is proportional to the distance between the film and its 
felurn path. The inductance with a ground plane is proportional to the distance 
lwtween the film and the ground plane. As a result, the inductance can be greatly 
reduced. For example, the inductance per unit length of a superconducting film 
0.2 mm wide without a superconducting plane is 10-8 henry per cm if the 
felurn path is assumed to be 1 cm. The inductance per unit length for the same 
{ili with a ground plane is 10-11 henry per cm. This possible reduction is 
\iportant, as the switching time of cryotrons is proportional to the inductance. 
lie large reduction of cryotron inductance has made possible a great improve- 
Went in switching time. 

‘The ground plane also affects the resistance of a cryotron during switching. 
When there is no ground plane, the portion of the gate film quenched and the 
festored gate resistance are proportional to the control current. When there is 
4 ground plane, the normal component of the field is canceled. The gate resist- 
ance is restored by the tangential component in the quenched area, and it 
Approaches a constant value when the control current becomes large. Experi- 
Wental results show that, when there is no ground plane, a gate resistance exists 
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even with no control current; this residual resistance does not occur with a ground 
plane. 

Switching Time. The time required to switch a current from one path to 
another in a cryotron circuit is determined by the ratio of the inductance of the 
cryotrons and their interconnecting leads to the resistance which is causing the 
change to occur. The inductance of a current loop with its current changing de- 
pends, not on the area enclosed by the loop, but on the length and width of the 
leads involved. Therefore, all leads should be short and wide; otherwise, leads 
may contribute more inductance than cryotrons. 

Slade [13] has given the calculation for a thin-film cryotron, as shown in Fig, 
6-19. The calculation is based on the quenched area of the cryotron. The ins 
ductance of the control film L,z [9] and the resistance of the gate Rgate are 

Leo = andl. x 10-9 henry 


We 
R —_ ply h 
gate = —_ ohms 
tw 
where d = distance between control and ground plane = 1074 cm 
le = length of control = 0.31 cm (0.125 in.) 
W- =width of control = 0.015 cm (0.006 in.) 
p = resistivity of tin gate = 3 X 1077 ohm-cm 
1, = length of gate = 0.015 cm = we 
Wy = width of gate = 0.31 cm = I, 
t = thickness of gate = 3 x 1075 cm 


The calculated value of Le is about 3 X 10711 henry. A similar calculation 
the inductance of the gate Lg is 2 % 10714 henry and can therefore be neglect 
The calculated value of Rgate is 5 X 10714 ohm. The time constant 7 as d 
fined in Eq. (6-10) is 


2 
= et = dards (=) x 1079 sec (6- 
Reate p We 


— 


The time constant 7 of a thin-film cryotron is proportional to the square of 
ratio of gate width to control width. The calculated tT is 6 K 1078 sec, abo 
1,000 times smaller than a typical wire-wound cryotron. As shown in re 
tion (6-18), the time constant can be reduced further by using a thinner insu 
tion layer between the gate and ground plane and a higher gate resistivity, 
well as by operating the cryotron at a lower temperature. 


6-4 Tunnel-diode Logic Circuits 


The tunnel diode, invented by Esaki of Japan [14], is an extremely nar 
pn junction (of the order of 100 A) consisting of a heavily doped (a 
5 % 1019 atoms per cm) semiconductor material such as germanium or sili 
The doping is so heavy that both p and n regions become degenerate; i.e, 
Vermi level must be within the conduction band in the n region and within 
valence band in the p region, or vice versa, When forward-biased, the dey 
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exhibits a negative-resistance region; when reverse-biased, it is highly conduct- 
ing. Owing to quantum-mechanical tunneling of electron waves across the 
space-charge layer of the p-n junction, these waves propagate with a speed com- 
parable with that of light; thus, the high-frequency response is mainly limited 
hy the junction capacity which exists across the junction. Tunnel-diode charac- 
\eristics are virtually independent of the lifetime of minority carriers or of the 
surface treatment of the semiconductor material; consequently, a tunnel diode is 
very tolerant of nuclear radiation and of a very wide range of temperature 
Variation. 

Tunnel-diode Characteristic. The typical current-voltage characteristic of 
germanium tunnel diode is the N-shaped curve in Fig. 6-20. In the forward- 
biased region, where the voltage is low (below 55 my), the current, called tunnel 
current, consists of majority carriers; at a high voltage (about 400 mv), the dif- 
fusion current of an ordinary diode (i.e., the minority carriers injected across the 
junction) occurs. At an intermediate voltage, the current is called excess cur- 
rent—larger than the sum of the minority and majority carrier currents—and is 
ot yet fully explained. The negative resistance occurs between the peak and 
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FIG. 6-20 Characteristic of a typical germanium tunnel diode. 


valley of the forward-biased region and, for example, has a value of about 100 
ohms. The peak and valley voltages are about 50 to 350 mv. The peak cur- 
sent J, can be made from tens of a microampere to a few amperes. For a given 
jak current, the ratio of peak current Ip to valley current J, is an important char- 
weloristic. The difference of the two voltages at the peak and valley currents is the 
voltage swing. Germanium tunnel diodes have been made with a peak-to-valley 
julio as high as 14:1, a voltage swing as large as 0.5 volt, and an operating fre- 
ijueney as high as several kilomegacycles. A silicon tunnel diode with a voltage 
swing of 0.75 volt has been reported. Tunnel diodes have also been made from 
I11-V compounds such as gallium antimonide and gallium arsenide. Gallium 
arsenide has been reported to have a peak-to-valley ratio of 60:1, a voltage swing 
ul 1.2 volts, and an operating frequency exceeding 4 kMe. 

In summary, the tunnel diode is an extremely rapid low-power bilateral semi- 
sonduetor device with a negative-resistance region, It has a wide temperature 
fange and is highly tolerant to nuclear radiation, 
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Backward Tunnel Diode. The backward tunnel diode consists also of 
extremely narrow p-n junction made from a semiconductor, but slightly 
heavily doped than the tunnel diode. In 
backward diode, tunneling occurs in one dir 
tion but not the other. The current-vol 
characteristic is shown in Fig. 6-21. Wh 
the device is reverse-biased, the current at 
low voltage appears as a leakage current 
tens of microamperes. There is no negati 
resistance region, but a rectification regi 
(zero current) exists in the forward-biased ¢ 
dition. The current which flows in the ree 
cation region is still produced by tunne 
and therefore is extremely rapid. 

Single-diode Bistable Logic Cire 
Figure 6-22 shows a single-diode bistable | 
circuit which operates with two stable states at points a@ and 6. Both states 
stable, as they are located in the two positive regions of the characteristic. Su 
voltage E and resistor R form a current bias for the diode. The input resist 
form a current summing network. As shown in Fig. 6-22, the bias is chosen 
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FIG. 6-22 A single tunnel-diode logical-and circuit (bistable operation). 


such a level that a single current input keeps the diode current remaining in 
low-voltage positive-resistance region, while two inputs are sufficient to swi 
the diode to the high-voltage positive-resistance region. The two possible le 
of the output are voltages Vy and V2. For positive logic, this is an and ciré 





6 Reset Current 
PR Two inputs 
A ; 
f2A+8 One input 
B Bias 
Reset pulse 
= Vp 4 Voltage 


FIG, 6-23 A single tunnel-diode logical-or circuit (bistable operation), 


If the bias is at such a level that either one current input or both inputs 
switch the diode to the high-voltage positive-resistance region, the cireuit 
comes for positive logie an or circuit, shown in Fig, 6-23, 

In the above logic circuits, the peak-current portion of the characteriatl 
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utilized as a threshold; these circuits are called threshold logic circuits. They are 
analogous to magnetic-core logic circuits, not only in having a threshold prop- 
erly, but also in having storage capability. Similar 
lo magnetic-core logic circuits, these tunnel-diode 
threshold logic circuits require a rest input (shown 
in Figs. 6-22 and 6-23) to reset the tunnel diode 
lo its initial state. The reset input is a negative 
current pulse, while the inputs are positive current 
pulses. 

The output current of the above logic circuits 


Current 





should be larger than the input current so that the 0 Voltage 
output can drive other stages; this calls for a cur- FIG. 6-24 Current gain [= o/h 
rent gain greater than 1. As shown in Fig. 6-24, 9 = Lo/(lp — y)]. 


the current gain is the ratio of the output current 

/, to the input current J;, or [,/(Ip — Ip), where I, and Ip are peak and bias cur- 

rents, respectively. The bias level I, should be chosen to maximize the current 

yuin with due consideration to the characteristic variation of the tunnel diode. 
Single-diode Monostable Logic Circuit. Figure 6-25 shows a single-diode 

monostable logic circuit which operates at one stable state at point a. The loca- 


+£& Current 
R 
Output a 
ci le 
JIL B Output 
= Voltage 
(a) (d) 


FIG. 6-25 A single tunnel-diode logic circuit with a pulse output (monostable operation). 


lion of this bias level is determined by the load line. The choice of bias level 
determines either the and circuit or the or circuit, similar to the circuits in Figs. 
(22 and 6-23. The input resistors form a current summing network. The input 
or output is either a pulse or no-pulse. Inputs should occur simultaneously. The 
output pulse is fixed in duration when the input (or inputs) exceeds the threshold. 
In addition to a normal output a complement output is supplied by the trans- 
lormer in Fig. 6-25. This monostable logic circuit resets itself after each 
operation, 

Two-diode Logic Circuit. Figure 6-26a shows a pair of serially connected 
\urnnel diodes, called a Goto pair [21]. If the proper levels of the two symmet- 
tical voltages +£ and —£ are applied to terminals a and b of the pair, the cur- 
rent-voltage characteristics of each tunnel diode are superimposed and the 
resulting characteristic is shown in Fig. 6-26). There are three points of inter- 
weetion: A, B, and C. Point C is an unstable state because both diodes are in 
the negative-resistance region; but points A and B are both stable states because 
al either point A or B both diodes are in the positive-resistance regions. At 
point 4 or B, one diode is at a high voltage and the other at a low voltage. Let 
voltages at points A and B be + V and = V, respectively; they represent the 
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binary states. If a symmetric pair of clock pulses with magnitudes of +E and 
—E as shown in Fig. 6-26 are applied to terminals a and 6, a voltage pulse 
with an amplitude of either + V or —V appears at output terminal c, depend- 
ing on the initial voltage at terminal c being slightly positive or slightly negative, 

Figure 6-27a shows a parallel network with an odd number of resistors con- 
nected to terminal f of the diode pair. The input resistors form a voltage sum- 
ming network. When input pulses with an amplitude of either + V or —V are 
applied to the input terminals of the resistors, an output signal appears. The 


+& 
a ae 





as 
ef 
(a) (0) 
FIG. 6-26 A pair of tunnel diodes. (a) A diode pair; (6) two stable states. 


output signal has an amplitude of either + V or —V, depending on the majori 
of input-pulse polarity. Such a circuit is called a majority circuit; majority | 
operation has been described in Chap. 3. 

In the tunnel-diode logic circuits of Fig. 6-27 there are three input termin 
If one input terminal is always excited with a negative pulse as shown in F 
6-27a, a positive pulse appears at the output terminal only when positive pu 
are applied to both the other two input terminals. The output pulse occurs 
the application of a pair of symmetrical clock pulses simultaneously with in 
pulses. For positive logic, this is an and circuit. If one input terminal 


Clock Clock 
E: +£ 
pulse bs ulse 
TE. pulse lag 
“V +V 
f=AB 2 f=A+B 


(a) (d) 


FIG. 6-27 Two tunnel-diode logic circuits (positive logic). (a) and circuit; (b) or circuit, 


always excited with a positive pulse as shown in Fig. 6-278, a positive pulse ap 
at the output terminal when a positive pulse is applied to either or both of 
other two input terminals and when the pair of clock pulses are simultane 
applied. For positive logic, this is an or circuit. 

Interstage Coupling. The tunnel-diode logic circuit, whether using a # 
diode or two diodes, is bilateral. The direction of information flow is con 
either by unilateral coupling or by gating with proper clock pulses, 

Conventional diodes permit simple, unilateral coupling—but lower the 
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capability of the tunnel diode. The previously described backward tunnel diode 
switches rapidly. Figure 6-28 illustrates an example of backward diode unilateral 
coupling for single-diode circuits. Although this is not shown in Fig. 6-28, back- 
ward diode coupling is also applicable to two-diode circuits. 

Interstage coupling can also be achieved by a three-phase symmetric clock 
system shown in Fig. 6-29. The tunnel-diode logic circuits are divided into three 
yroups, each group excited in turn by one phase. For example, in Fig. 6-30, the 
leftmost two-diode and circuit belongs to the first group and is gated by the 
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FIG. 6-29 Three-phase symmetric clock 


pulses. 


Reset +E Reset +& 





7 = tunnel diode 
& = backward diode 


VIG, 6-28  Interstage coupling by using 


luckward diodes. 


’\-phase clock; the middle or circuit belongs to the second group and is gated 
hy the E2-phase clock; the rightmost and circuit belongs to the third group and 
is gated by the E3-phase clock. The direction of information flow is determined 
hy the relative timing of the three phases of clock pulses; in Fig. 6-29, it moves 
lo the right. A two-phase clock is not sufficient, and a three-phase clock is 
necessary for isolating adjacent diode pairs. Although not shown in Fig. 6-30, 
« three-phase clock system is also applicable to single-diode logic circuits. 





+E, +£2 +E3 
+V “VV 
-V 
A 4=D\C+AB) 
Bow oA oA 
C dD 
-E, -E5 -E3 


FIG. 6-30  Interstage coupling by using three-phase clock pulses. 


Logical-not Circuits. A tunnel-diode logical-not circuit which uses a pulse 
\ransformer was shown earlier, in Fig. 6-25. Figure 6-31a illustrates another 
\unnel-diode logical-not circuit [18]; its operation is given in Fig. 6-316. As indi- 
vated, resistor R and supply voltage F are chosen to establish stable states at 
points a and d, At point a, both voltage and current are high; at point 6, both 
are low. The circuit is normally at point a, and the output voltage is high. If 
(here is no input pulse, the output voltage remains high. If an input current 
pulse triggers the diode current to exceed the threshold, the diode changes its 
state from point a to 6 and the output voltage is changed from high to low, 
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Another solution to the logical-not circuit is to use a two-line representatio 
as shown in Fig. 5-2; in this case, signals in one series of cascaded diode logi 
circuits represent the normal quantities, and those in the other series repres 
their respective complements. This method doubles the required number 
diodes, but it offers two advantages. One is that the corresponding location 
two lines can be compared for checking any malfunctioning of the circuit. 
other occurs if two corresponding diode pairs are placed nearby so that the c 
rent in one diode pair, flowing in one direction, supplies to the other pair 
current which flows in the opposite direction. In this way, the clock pulse ne 
only initiate the current flow and then supply a small unbalanced current. 

Backward-tunnel-diode Logic Circuit. As shown in Fig. 6-21, the c 
acteristic of a backward tunnel diode is similar in shape to that of a normal di 
Therefore, the backward diode can be used to form diode logic circuits such 
those shown in Fig. 5-12. One exception is that the backward diode should 
connected in a reversed manner, since the forward-biased region of a backw 
diode is similar to the reversed region of an ordinary diode. 

Tunnel-diode Flipflops. Figure 6-32 shows several tunnel-diode flipflo 
Circuit a is a single-diode flipflop similar to the circuit of Fig. 6-23. Sup 
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Output voltage low 
(a) (4) 


FIG. 6-31 A single-diode logical-no¢ circuit. 


voltage F and resistor R form a current source to bias the diode to a level show 
in Fig. 6-23. When a positive current pulse is applied to the set input, the 
flop is switched so that the output terminal is at voltage V1 (Fig. 6-23); this 
chosen here as state 1. Applying a negative current pulse to the reset in 
switches the flipflop to have a voltage V2 at its output terminal; this is state 
The flipflop of Fig. 6-32a is an RS flipflop. 

Circuit 6 is a three-stage single-diode flipflop. The supply voltage is a th 
phase clock having pulses Fy, Eo, and E3 (but not — Fj, etc.), as was shown 
Fig. 6-29; so the stored information is circulated. Operation at the input 
ploys the majority principle. Let J be the magnitude of the current bias 
ing from a pair of E; and R. To circulate the stored information, a current 
of +/ is applied to terminal a and of —J to terminal 6 at each circulation, | 
store | into the flipflop, both terminals are supplied a current pulse of 
store 0, a current pulse of — J. 

Circuit ¢ is a flipflop consisting of three stages of two diodes each, The 
flop is operated by the three-phase clock system of Fig. 6-29. The setting 
resetting of the flipflop are likewise achieved by the majority principle. 
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Circuit d of Fig. 6-32 is a single-input flipflop, reported by Chow [23] and 
having two tunnel diodes connected in series. Supply voltage FE is d-c and of 
such magnitude that only one of the two diodes can be in the high-voltage low- 
current state and the other in the low-voltage high-current state. The difference 
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FIG. 6-32 Tunnel-diode flipflops. 

hetween the two diode currents flows through the inductance and returns to the 
voltage supply. The input pulse always triggers the diode in the low-voltage 
l\igh-current state into the high-voltage low-current state. Then the voltage 
(ippearing across the inductance triggers the other diode into the low-voltage high- 
eurrent state. 


+£ 
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I Te g 
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FIG. 6-33 A tunnel-diode flipflop of Eccles-Jordan type. 


ligure 6-33a shows a tunnel-diode single-input flipflop, reported by Lockhart 
|22] and analogous to the Eccles-Jordan flipflops described in Chap. 5. There 
are two branches in the flipflop; each branch appears similar to the monostable 
eirouit of Fig, 6-25, Each branch is biased, however, to have two stable states 
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at points @ and 6, as in Fig. 6-336. The two inductors are windings of a tr 
former, their polarities being shown by the dots. When diode 7; is biased 
point a and diode T2 at point 6, the condition obtained is referred to here 
state 1. Reversing the bias condition establishes the 0 state. 

Assume that the flipflop is at state 1. When a fast-rise pulse is applied to 
input terminal, diode Tz momentarily increases its current (i.e., point b mov 
to the right) but at the same time diode T, is triggered over the threshold a! 
switches from point a to 6, The switching of 7, from point a to b causes a hi 
rate of current change, which induces a large negative pulse across the tra 
former. This negative pulse in the branch with diode 72 inhibits the input puls 
moreover, it switches 72 from point 6 to a. The flipflop is thus changed fro 
state 1 to 0, Each subsequent input pulse complements the flipflop state. 


6-5 Parametric-phase-locked-oscillator (PLO) Logic Circuits 


There are two approaches in the use of the parametric phase-locked sub 
monic oscillators (PLO) as logic circuits, one using a varying inductance, 
the other using a varying capacitance. Available variable inductors have los 
which increase with frequency; hence, the upper operating frequency is limi 
Available variable capacitors have low loss, ev 
at frequencies in the kilomegacycle region. O 
version of the varying-inductance circuit is 
Parametron, which makes use of ferrite cores; 
will be described in Chap. 7. A PLO circuit us 
variable capacitance is described here. 

Varying-capacitance Parametric Ph 
locked Oscillator. The parametric phase-loc 
oscillator (PLO) consists essentially of a tank 
cuit, as shown in Fig. 6-34. This circuit is tu 
to a frequency f,, and the capacitance is made 


vary at different frequency fp called the pump frequency. If these two frequel 
cies bear the following relation (n is a positive interger). 


fo = te 


Varying 
capacitance 


Fixed 
inductance 


FIG. 6-34 A varying-capacitance 


tank circuit. 


(6-1 


the circuit can oscillate parametrically at frequency fo. Usually, n is taken to 


1; then, the pump frequency fp is twice 
frequency of the parametric oscillation 
The parametric oscillation can 


Pump oscillation 


Time locked to the pump oscillation in on 
two possible phases which are 180° a 
—phases A and B of Fig. 6-35, P 
cca wechin dae A and B represent the binary states of 1 
circuit. When the circuit is initially at 
Time 


and then the pump suddenly applied, 
phases have an equal chance to 
The cireuit can be initiated into o 
the other phase during the buildup 
by applying a locking signal. 





HIG, G45 Pump and parametric oscillation 
frequencies, 
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A practical PLO circuit is shown in Fig. 6-36. It consists of a balanced tank 
circuit and a pump. The pump frequency signal is fed into the tank circuit 
through a transformer. The two back-biased diodes are used as capacitors; their 
connection is in series for the pump signal but in parallel for the parametric signal. 
Thus, the parametric oscillation in the tank circuit is decoupled from the pump; 
only parametric oscillation appears at terminals a and 6. Terminals a and 6 are 
lime-shared for both input locking signal and output signal. Another way to 
couple the input and the output is to use resistors; this arrangement is also shown 


in Fig. 6-36. 


Locking signal 


Output signal 





Output (4) 


FIG. 6-36 A varying-capacitance balanced PLO circuit. 


Phase Locking. As mentioned, a PLO can oscillate in either one of two 
phases. One method enabling the PLO to oscillate in a desired phase, called 
forced phase locking, uses the locking signal, which is a burst of oscillations at 
(he parametric frequency fj with a desired phase. This locking signal is injected 
into an oscillating PLO and forces the parametric oscillation to be in phase with 
the locking signal. In this method, the locking signal has to be large, and the 
huildup time is long if the PLO is oscillating at a different phase. 

Another method, called guided phase locking (Fig. 6-37), makes use of a 
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Pump | 
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Output 
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FIG. 6-37 Guided phase locking of a PLO. 


jump which generates an oscillating signal intermittently. Initially the pump and 
the PLO are both not oscillating. At time ¢, the locking signal with a desired 
phase is applied to the PLO. At time fg the pump starts; this starts the PLO 
oavillating in the same phase as the locking signal. The buildup time ranges from 
‘+ to 20 cycles of parametric oscillations. This method requires only a small 
locking signal, and the PLO becomes an amplifying device, although a pulsed pump 
je required, 

The PLO Logie Circuits, The PLO logic circuit is formed by using a 
Majority circuit as for the tunneldiode logic eireuit of Fig, 6-27, The majority 
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circuit can be either resistive or inductive. Input signals to the majority cire 
are either in phase A or in phase B and are added algebraically so that the resulti 
locking signal is a phase-A or a phase-B signal. Since the PLO is a bilate 
circuit, information flow is achieved by the previously mentioned three-phase cl 
system. The PLO logic circuit is similar to the tunnel-diode logic circuit in i 
use of the majority principle; hence, it will not be further described. 

In PLO circuits there are two frequencies, pump frequency and parame’ 
frequency; neither is the frequency of information flow. Because there is a ti 
interval for a PLO to change from one state to the other, the information frequen: 
is much lower than the parametric frequency. For example, consider a mie 
wave PLO with a pump frequency and a parametric frequency of 4,000 
2,000 Me, respectively. If at least 10 cycles of parametric oscillation is requi 
for each change of PLO state, the information frequency is 200 Mc or lower. 
the Japanese Parametron computer, MUSASINO I, the pump and the param 
frequencies are 2.4 and 1.2 Me, respectively; and the information frequency 
10 ke, which is 120 times lower than the parametric frequency. 


6-6 Microwave Logic Circuits 


Microwave logic circuits are those which make use of microwave techni 
for the purpose of achieving extremely high speed. There are two approac 
one using a baseband system and the other using a carrier system. Ina basebat 
system, the signal occupies a frequency band starting at or near zero and extend 
to as high as a microwave frequency. In the carrier system, only a passband 
required: a passband centered about a carrier frequency and as wide as 1,000 
Although the baseband system is more directly comparable with conventional | 
circuits, available microwave components such as the traveling-wave ampli 
parametric oscillator, hybrid ring, ferrite isolator, and others are better ada 
to the carrier system. 

Signal Representation. 
methods of binary representation — 
signals in microwave circuits 
shown in Fig. 6-38: r-f pulse repr 
tation and r-f phase representa 
These two representations can be 
verted from one to the other by 
a hybrid ring. Radio-frequency p 
representation is a carrier modu 
by rectangular pulses; the presencé 
absence of an r-f pulse represents | 
0 (or vice versa). Radio-frequ 
phase representation has been 
scribed in connection with PLO cire 

Microwave PLO Circuits, 
favorable way of using the mier 
circuit is the microwave parametric phase-locked subharmonic oscillator, 
microwave PLO reported by Sterzer [29] is shown in Fig. 6-39, It is built 
4 strip transmission line and is thus quite compact. It consists of a 2, 
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FIG. 6-38 Binary representation of microwave 
signals, 
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(parametric-frequency) quarter-wave resonator having a variable-capacitance diode 
attached at one end, a 4,000-Mc (pump-frequency) half-wave resonant bar 
which permits the pump power to enter the resonator but prevents parametric 
oscillation power escaping from it, and a loosely coupled output arm. A locking 
signal of 60 db below the full output of the oscillator is sufficient to start the 
jurametric oscillation in the desired phase. The amplitude of oscillations increases 
al the rate of 6 and 7 db per mypsec at low levels and falls to 3 db per mpsec at 
wiluration. These rates were measured by first biasing the diode into conduction 
and then applying a d-c pulse to change the bias to a value which permits maximum 
jiower output. The time for the output to decay from saturation to a value too 
small to be measured is less than 1.5 musec. Coupling for PLO circuits may be 
ly means of hybrid rings. The use of a three-phase clock system for controlling 
ihe information flow is generally quite complex and introduces significant delays. 
Unidirectional coupling may be achieved by using ferrite circulators or isolators, 
hut they are usually quite bulky and may not be available at the desired frequency. 

Logic circuits have been built from the above microwave PLO. The logical- 
fol circuit in r-f phase representation is simply a transmission line one-half 
wavelength long. Logical-and and logical-or circuits are built by using the 
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FIG. 6-39 A microwave parametric phase-locked subharmonic oscillator. 


(Majority principle. A binary full adder has been made from these logic circuits 
wl can be operated at a clock rate of 100 Mc. 

Microwave Logic Circuits Using Detectors and Modulators. Microwave 
logic circuits using detectors and modulators have been reported by Ortel [31]. 
These circuits employ r-f pulse representation for the binary states. They are 
porated with a carrier frequency of 11,000 Mc (X band) and a pulse rate as high 
we WO Me. The basic logic circuit is essentially an r-f pulse generator, and 


Wiplification is achieved by using a traveling-wave amplifier. 

The basic microwave circuit is shown in Fig. 6-40. It consists of a waveguide 
hiybrid junction with four arms. Input r-f power C to arm | divides between arms 
Vand 4, 


Arms 2 and 4 are terminated in diodes Mz and My, which form the 


fiodulators; these diodes are respectively controlled by diodes Dg and Dp, which 
form the detectors. The r-f output from arm 3 is simply the vector difference of 
the reflected waves in arms 2 and 4. When M, and Mp are forward-biased in 
the absence of signals A and B, they have high admittances Yq and Y5; if these two 


linittances are equal, the reflected waves cancel and there is no output. When 
» is reverse-biased in the presence of signal 4 and thus has a low admittance 





























244 Digital Computer Design Fundamentals 
Yq, and when M, is forward-biased in the absence of the signal B and thus has 
high admittance Y>, there is a power output. A similar condition occurs w 
Mg is forward-biased and when M, is 
verse-biased. 

The bias to both diodes Dg and 
comes from an external constant-cu 
source. In the absence of r-f signals, 
current from the external source divi 






Ma_- Hybrid 


2 junction 


c— 1 3 —»r-foutput equally between them, and _ these 
sales 4 diodes are both forward-biased. W 
Mp an r-f signal is incident on diode Da, 
duction takes place during the peak of 
r-f cycle and provides a d-c current 
a— % reverse the bias on Mg. When M,g is 
FIG. 6-40 A basic microwave logic circuit. verse-biased, the rectified current thr 


Dg is equal to the current from the 

nal source. The values of the fo 

bias and reverse bias supplying My must be large enough so that any r-f si 

on Mg does not cross the zero-bias point during any part of the r-f cycle. 

fore, the r-f signal to Dg must be larger than the signal on Mg so that Mg n 

acts as a rectifier. Similar biasing occurs at Dy and Mp, and My never acts 
rectifier. 

When Yq and Yj are equal to Y, and Yj, respectively, the modulator is 
balanced type. In this case, the r-f power from C is transmitted to the outp 
only one, but not both, of signals A and B is present; the output is an excl 
or operation of A and B. If B is made always absent, the output is a logical: 
operation of A and C. If Band C are made always present, the output is a 
cal-not operation of A. 

When Y¢ is equal to Yj but Yq is not equal to Y;, the modulator is not 
anced. In this case, if C is made always present, the output is a logical-or 
tion of A and B. 


Thus, the basic microwave circuit of Fig. 6-40 can be made into a num 
basic logic circuits. 


6-7  Electroluminescent-Photoconductor Logic Circuits 


The phenomenon of electroluminescence, first reported by Destriau [3 
1936, is a sustained emission of light by a phosphor subjected to an alle 
ing electric field. An electroluminescent phosphor contains a small porti 
impurity atoms (called activators); it becomes luminescent when the activi 
become ionized by absorbing sufficient energy from an externally applied 
tric field. An example of electroluminescent phosphor is zinc sulfide actly 
with copper and chlorine, which emits a predominantly green light at very 
frequencies to a predominantly blue light at high frequencies. When an el 
luminescent element is used in conjunction with a light-sensitive photoco 
such as cadmium sulfide, the resulting electroluminescent-photoconductor 
circuits offer the advantages of compactness, potentially low cost, low 


consumption, and the unique property of light coupling, However, 
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relatively slow at the order of 100 msec owing to the slow response of the 
photoconductor. 

Electroluminescent-photoconductor circuits are sometimes called optoelectronic 
circuits or photoelectronic circuits. For convenience, an abbreviated term, 
I L-PC circuits, is used here. 

Basic EL-PC Circuits. An electroluminescent element, shown in Fig. 6-411, 
vonsists of three layers. A layer of electroluminescent material suspended in a 
vlear insulating plastic is sandwiched between two conductive layers; these three 
layers are deposited in turn on a glass substrate. An EL element is essentially 
capacitor with the electroluminescent layer functioning as a dielectric. At least 








Electroluminescent layer 


mY >Conductive layers 
Glass substrate 


FIG. 6-41 An electroluminescent element. 


one of the two conductive layers (such as tin oxide, bismuth oxide, or gold) is 
iransparent so that the luminescence becomes visible. The EL layer must be 
very thin so as to have a large enough electric field to produce a sufficient inten- 
wily of light. 

One basic EL-PC circuit is shown in Fig. 6-42. It consists of an electrolu- 
iiinescent element, a photoconductor element, and an a-c source; all are con- 
jweted in series. The input to the circuit is a light with a spectrum sensitive to 
the photoconductor, as is indicated by another EL element shown in Fig. 6-42. 
When the input light is off, the resistance of the PC element is so large that the 
\\L, element does not become luminescent. When the input light is on, the re- 









| EL element 
— Light output 7=A4 


y oo ' 


Light input 4 
NIG, 6-42 An EL-PC amplifier. 


Light input 4 


Light output 
f=A 


FIG. 6-43 An EL-PC inverter. 


sistance is so small that the EL element does become luminescent. This device 
\» un amplifier with no inversion; the amount of gain depends on the relative 
sives of the two EL elements. 

When a pair of EL-PC elements are connected in parallel and then connected 
i) series with a resistor as shown in Fig, 6-43, this arrangement constitutes 
avother basic EL-PC circuit. The output light is off if the input light is on, and 
vive versa, This circuit provides an inversion. The relative sizes of the input 
wid output EL elements again determine the gain. Thus, the EL-PC circuit of 
V iy, 6-43 is an inverting amplifier or a logical-not circuit, 

Logic Circuits, Figures 6-44 and 6-45 are two logic circuits derived from 
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the circuit of Fig. 6-42. In Fig. 6-44, there are two PC elements connected 
parallel. The output light occurs when either input light appears. The tabl 
operation is also shown in the figure, where + and — indicate that the ligh' 
on and off, respectively. For positive logic, this is a logical-or circuit. In 
6-45, the two PC elements and the EL element are connected in series. 





FIG. 6-44 An EL-PC logical-or circuit (positive logic) (+ and — represent the light being on and 


respectively). 


Q ke 














Sum output <— Bae 


FIG. 6-46 Full adder using EL-PC logic circuit. 


output light occurs only when both input lights appear. For positive lo 

is a logical-and circuit. ‘ 
The serial and parallel aspects of the above logical-and and logical-or 

are illustrated by a single-bit full adder shown in Fig, 6-46, where X, y, 
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are the augend bit, addend bit, and input carry bit, respectively. This adder is 
similar to that using DCTL circuits (Fig. 5-61). 

Figures 6-47 and 6-48 are two logic circuits derived from the circuit of Fig. 
6-43. The tables of operation are also shown in the figures. For positive logic, 
they are logical-nor and logical-nand circuits. 

The serial resistor of Figs. 6-43, 6-47, and 6-48 can be replaced by a capaci- 
lor in order to save power. This capacitor can be another EL element if no light 
coupling is permitted. 





FIG. 6-48 An EL-PC logical-nand circuit (positive logic). 
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rand 
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FIG. 6-49 An EL-PC RS flipflop. 


Klipflop Circuits. When the two logical-not circuits of Fig. 6-34 are cas- 
saded, with the light output of the second stage fed back to the input of the first 
sage, the resulting circuit is as shown in Fig. 6-49. There are two possible states: 
one EL element is on and the other is off, and vice versa. The cirtuit of Fig. 
6-49 is an RS flipflop, as there are two inputs, one for resetting and the other 
for setting the flipflop. 
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FIG. 6-50 An EL-PC trigger flipflop. 


4. Slade, A. E., and H. 0. McMahon: A Cryotron Catalog Memory System, Proc. 


Joint Computer Conf., 1956, pp. 115-120. 


5. McMahon, H. O.: Superconductivity and Its Application to Electric Circuits, 
Symposium on Role of Solid State Phenomena in Elec. Circuits, 1957, pp. 187-195. 
6. Slade, A. E., and H. O. McMahon: A Review of Superconductive Switching Ci 
Proc. Natl. Electronics Conf., 1957, pp. 974-582. 
7. Slade, A. E., and H. O. McMahon: Superconductive Devices, Proc. Western Joint 


puter Conf., 1958, pp. 103-107. 


8. Newhouse, V. L., J. W. Bremer, and H. H. Edwards: The Crossed-film Crytron and 
Application to Digital Computer Circuits, Proc. Eastern Joint Computer Conf., 1959, pp. 


260. 


9. Mendelssohn, K.: “Progress in Cryogenics,’ 


1959. 


10. Smallman, C. R.: An Evaporated-film Cryotron Circuit, Digest of Technical Pa 


Solid State Circuits Conf., 1960, pp. 26-27. 


11. Symposium on Superconductive Techniques for Computing Systems, ONR Sy 


Rept. ACR-50, May 17-19, 1960. 


12. Crittenden, E. C., Jr., J. N. Cooper, and F. W. Schmidlin: The Persistor: A § , 
conducting Memory Element, Proc. IRE, J uly, 1960, pp. 1233-1246. 
13. Smallman, C. R., A. E. Slade, and M. I. Cohen: Proc. IRE, September, | 


pp. 1562-1582. 


Tunnel-diode Logic Circuits 


14, Esaki, L.: New Phenomenon in Narrow Ge p-n Junctions, Phys. Rev., vol, 


pp. 603, 1958. 


15. Lesk, I. A., N. Holonyak, Jr., U. S. Davidsohn, and M. W. Aarons: Germaniuni 
Silicon Tunnel Diodes: Design, Operation, and Application, IRE Wescon Conw, 


pt. 3, 1959. 


16. Sommers, H. S.: Tunnel Diodes as High-frequency Devices, Proc, IRE, July, 


pp. 1201-1206. 


17, Hall, R, Nu: Tunnel Diodes, paper presented at IRE PGEC meeting, Oct, 29, 


Washington, D.C, 


Digital Computer Design Fundamentals 




















If the two input EL elements 
connected in the manner shown in Fi 
6-50, the resulting flipflop becomes 
trigger flipflop. When an input li 
is applied, the flipflop changes its s 
to 1 if it is O or to O of it is 1. 
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Magnetic-core Logic Circuits 


All physical circuits have delays. The delay in the logic circuits of the last 
two chapters is made small in comparison with the time for each digital opera- 
lion. The delay in magnetic logic circuits is different in that it can be made in- 
ilefinite because of the permanent storage property of magnetic material. As will 
he seen, such a permanent delay can become advantageous in certain applica- 
lions, as digital circuits are operated in a time sequence. 

Magnetic logic circuits using toroidal cores are the subject of this chapter. 
‘Those using multiaperture cores are described in Chap. 8. 


7-1 Magnetic-core Characteristics 


Magnetic-core Switching. Magnetic-core material exhibits a rectangular 
liysteresis loop (Fig. 7-1), which relates the applied magnetic field H and the flux 
(lensity, or induction, B in the material. 
‘There are two unique values of flux density 
wl vero applied field, +B,, called remanence, 
ur residual induction. These are the binary 
slates of the core. The positive remanence 

|B, may be designated as the binary 1, 
ur set, state and —B, as the binary 0, or 
fesel, state. To change the remanence, a 
field, called coercive force H-, must be ap- 
jlied in reverse. A core can be switched 
fom one state to the other by applying a 
furrent pulse through its winding, shown in 
Vig. 7-2a. The dynamic paths during the 
switching are indicated by the dashed lines 
fubs and sedr in Fig. 7-1. The nearly 
liwrizontal paths ra and sc are traversed during the rise time of the applied 
pulne and the paths 6s and dr during the fall time. Along the vertical paths ab 
and ed, most of the switching time is taken up, and most of the flux change (or 
flux reversal) takes place. The voltage waveform on the output winding of the 
fore when it*is switched by a rectangular current pulse applied to the input wind- 
ing is shown in Fig, 7-2. This output voltage is proportional to the rate of flux 
thange, Figure 7-26 shows the output voltage waveform when the core is 











FIG. 7-1 A rectangular hysteresis loop. 
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switched from one state to the other (paths rabs or scdr). It may be called 
switching voltage. The initial peak occurs during the rise time and is caused 
the rapid traversal of the horizontal path ra or sc. The remainder of the positi 
waveform is generated on the vertical path ab or cd. A short negati 
peak occurs during the fall of the applied pulse and is caused by the traversal 
the horizontal path bs or dr. Figure 7-2c shows the output voltage wavefo 
when the core is switched without changing its state. This waveform may 
called the nonswitching voltage. The state of a core which is being “n 
switched” follows the horizontal path sb or rd on the rise of the applied cu 
and returns to its starting point s or ron the fall of the current. The nonswite 
voltage is much smaller than the switching voltage and is regarded as noise. 
equal areas under the positive and negative peaks testify to no net change in fl 

For computer application, the area under the positive nonswitching voltage p: 
should be negligible so that the output is either a distinct switching pulse or 
pulse. This requires the two flat portions of the hysteresis loop to be ne 


(2) 








(a) 


(c) 


FIG. 7-2 A magnetic core and its output waveforms. (a) Switching core; (6) switching voltages 
nonswitching voltage. 


horizontal, a characteristic described by the squareness ratio B,/Bm, where 
is the saturation flux density. Available cores have a squareness ratio in 
range 0.85: 0.98; this means that a signal-to-noise ratio of about 20 is feasi 
A small coercive force H;, is desired because then a small drive current is 
quired. The quantity B, should be large because this occasions a large flux ¢ 
during the switching, which in turn gives a large signal output. The loop 
should be small for a small eddy-current loss. 

Domain Theory of Magnetization. Magnetization of a material can 
explained by Weiss’s domain theory, which postulates that a ferromagnetic 
terial consists of many small regions, called domains. Each domain is com 
of numerous magnetic moments. The magnetic moment of a domain is 
mined by the magnitude and direction of its magnetization, Each dom 
magnetized to saturation and is oriented to a certain direction, called the 
tion of easy magnetization, In the absence of an external field, these domai 
aligned at random so that the total magnetization of the material is zero, 
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The domain size depends on composition and treatment of the material; its 
linear dimensions range from 10~? to 10-5 cm. The boundary between domains 
which can orient in different directions is called a Bloch wall. The wall volume 
is small compared with the volume of the domain. The domain wall is not 
sharp, as orientation of atoms in the wall changes gradually. The wall is quite 
thin; for example, it is about 1,000 atoms thick in iron. 

Domains rearrange themselves in the presence of an external magnetic field. 
lavorably oriented domains grow in a field at the expense of those opposed to 
the field; thus, the domain walls move, and the domain volumes change. The 
wall motion can be reversible (in a weak field) or irreversible (in a stronger field). 
When a weak field is applied, the domain walls move but return to their original 
position on removal of the field. Under the influence of a stronger field the 
domain walls move but do not return. The magnetization reversal in switching 
4 magnetic core is attributed to this irreversible wall motion. 

Another possible domain motion is a reversible domain rotation in a strong 
field; the domain tends to align with the field. When the dimensions of a ferro- 
inagnetic material approach the domain wall thickness, change in magnetization 
is possible, not by wall motion, but by domain 
rotation. The domain rotation occurs favor- 
ably in a strong field when there is a direction 
of casy magnetization. 

Switching Time. Four important mag- 
netic-core characteristics are the d-c coercive 
lorce He, the squareness ratio B,/Bm, the flux 
reversal B, + Bm, and the switching time. 
‘The first three have already been discussed. 

The switching time T of a magnetic core may 
he defined as the time required for the output 
voltage to go from 10 per cent of its maximum 
value through the maximum and down to 10 
percent. It is the flux-reversal characteristic 
of the core. If the applied magnetic-field in- 
lensity H is plotted against the reciprocal of switching time, the resulting graph 
\s nearly a straight line, as indicated by Fig. 7-3. This line extrapolated would 
intercept the ordinate at a value Ho. Actually, as the H axis is approached, the 
wore begins to cycle minor hysteresis loops and the line in Fig. 7-3 bends toward 
ihe origin, This straight line is described by the following relation, 


~ H— Ho 





1/T per psec 


FIG. 7-3 Switching-time characteristic 
of magnetic core. 


for H > 2H, (7-1) 


T 


where Sj, the switching coefficient, is the slope of the straight line. The switch- 
\ng characteristics of metal-ribbon core and ferrite core are exemplified in Table 
/-1 [19]. The lower switching coefficient of the 4-79 molybdenum-permalloy 
Hore permits it to switch nearly twice as fast as the ferrite core at a given applied 
field difference (H — Hp). ; 
Magnetic-core Types. Magnetic cores with a rectangular-loop characteristic 
have been developed in two types: the metal-ribbon core and the molded ferrite 
sore, The ribbon-type core is made of a grain-oriented alloy and consists of a 
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Table 7-1 Switching Characteristics of Metal-ribbon and Ferrite Cores 





Material Sw, oersted-sec (emu) 


0.55 x 1076 
0.63 x 1076 
1.02 x 10-6 


Hp, oersteds (emu) 








%-mil 4-79 molybdenum-permalloy.......... 
%4-mil 4-79 molybdenum-permalloy.......... 
Ferramic MF-1312B.............. 0.000005 


number of wraps of an ultrathin ribbon wound on a bobbin. The last wrap 
usually spot-welded in place. The whole unit is then heat-treated in a dry hyd 
gen atmosphere to maximize the squareness ratio. The annealing process 
critical and must be carefully controlled if an optimum result is to be achieve 
The use of ultrathin ribbon, 1 mil (0.001 in.) to % mil, reduces the eddy 
rent, Ceramic bobbins are used because they can withstand annealing temp 
tures. Ribbon-type cores may be fabricated in othér ways and packaged in pla 
bobbins. The two alloy materials most commonly used in computer ap 
cations are 4-79 molybdenum-permalloy and 48 per cent nickel-iron alloy. 
typical core might have 20 wraps of %-mil molybdenum-permalloy ribbon on 
Y-in.-wide and 0.2-in. mean-diameter bobbin. 

Ferrites are magnetic ceramics, fabricated in a manner similar to that used 
making ceramics. A finely powdered mixture containing magnetite, vari¢ 
bivalent metals, and an organic binder is pressed into a small toroidal shag 
Sintering these molded cores in a reducing atmosphere results in a ferrom 
netic compound. Since some ferrites have d-c resistivities nearly 101? tim 
that of metals, the eddy-current loss is negligible and laminations are 
required. 

Cores are made in different sizes. The larger cores have been used in cire 
where numerous turns are wound on the core, while the tiny ferrite cores (50 
80 mils outside diameter) have been used primarily for magnetic-core memori 
where only a very few copper wires pass through the toroid itself. Both t 
of cores have been plagued with nonuniformity in their characteristics. 
metal-ribbon cores are either manually wound or machine-wound and vary 4 
cording to the tension of ribbon, thickness of ribbon, etc. It is thus difficult 
achieve good uniformity at low cost. Fabrication techniques have been improve 
however, and greater uniformity can now be obtained. 

Three major energy losses attending irreversible magnetization are hyste 
eddy-current, and relaxation loss. Menyuk and Goodenough [14] have expre 
the energy loss per cubic centimeter per cycle for the grain-oriented material 


Hysteresis loss + eddy-current loss + relaxation loss = 4HoIm + Sw An 


(7 
(7 


where J» is equal to By /47. The switching coefficient S,, is made up of 
parts: Swr, contributed by relaxation loss, and Sie contributed by eddy-e 
loss, For thin metal ribbons and ferrites, Swe is very much smaller than 
Relaxation loss is essentially a damping loss manifested by the delay of the 
tromapin vectors in aligning themselves in the direction of the applied field, 

‘The power dissipation of a core is proportional to the repetition frequeney 


and 


Sw = Swe + Swr 


Magnetic-core Logic Circuits 255 


peak amplitude of the applied field remains constant. The heating effects which 
may result from operation at high repetition frequency limit the operation of the 
magnetic core as a switching device. The power dissipation per core is some- 
what smaller in metal cores, because the higher flux density of metal ribbon per: 
nits the use of a smaller cross section and hence a smaller volume of metal than 
of ferrite to achieve the same amount of flux change; also the metal requires less 
nagnetomotive force (mmf) to obtain the same time-rate of flux change. Fur- 
thermore, the high thermal conductivity of molybdenum-permalloy permits any 
cooling scheme applied to the surface of the core to be effective in cooling the 
entire volume. The metal core is less sensitive to small temperature changes 
ul room temperature, because molybdenum-permalloy has the higher Curie tem- 
perature of 460°C, while ferrite has a lower value of 300°C. 

In conclusion, magnetic cores offer great reliability and long life. Ferrite cores 
ure more widely used in memories such as the coincident-current type because 
of better uniformity and lower cost. Switching time for this application can 
approach 1 psec. Metal-ribbon cores have two attractive features, having a very 
square hysteresis loop, which reduces the noise, and requiring a relatively small 
driving current for switching. They are better for switching circuits and shift 
registers. Their practical switching time has been about 10 psec; for shorter 
switching times, the driving power would become excessive. Recent fabrication 
lechniques have improved the switching 
lime to about 2 psec. 

Basic Relations of Magnetic-core 
Switching Circuits. The basic rela- 
lions of a simple magnetic-core switching 
vircuit shown in Fig. 7-4 are now de- 





veloped as an illustration. There are FIG. 7-4 A simple magnetic-core circuit. 
lwo windings on the core, the input 
winding with NM; turns and the output winding with No turns. The reactance 


oflect of the two windings in this case is considered negligible. The input wind- 
ing is driven by a voltage source V with an internal resistance R; that includes 
the resistance of winding Ny. The output winding is connected to a load Ry. 
The resistance of winding No is included in Ry. The input mmf Fin is equal to 
the sum of core mmf Fore and load mmf Figaa, 


Fin = Feore + Fioaa (7-4) 

The input and load mmfs are equal to their respective ampere-turns, or 
Fn = Mi (7-5) 
Fioaa = Noi2 (7-6) 


The core mmf Feore bears the following relation to applied field H in oersteds 
(emu), 


Feore = 2.5Hd (7-7) 


where d is the core mean diameter in centimeters. By substituting (7-5) to (7-7) 
into (7-4) we have 


Nin - Noig = 2.5Hd (7-8) 
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In (7-8), H should be larger than H, for the flux reversal to occur. The two c 
rents i, and ig can be determined from the input and load circuits as follows: 


V=14R1 + e1 (7- 


eg = igRzy (7-1 


It is assumed that the exciter voltage ey and the induced voltage eg are squ 
pulses and that eg is generated during the switching time t. This implies t 
the rate of change of flux with time is a constant, or 


a= * (7-11 
ee Or + En) Ns x 103 (7-1 


where @, and Om are, respectively, the residual flux and maximum flux in 
wells. The above two relations and that for the switching time [(7-1)] enab 
one to design a simple switching core. If the output winding is connected 


“=O =O 
Hy ieee 
(a) 
=) 


(d) 
(c) 


FIG. 7-5 Reset and set windings. (a) Reset winding and reset state; (b) set winding and set # 


(d) 
(c) symbolic representation of reset winding; (d) symbolic representation of set winding. 


og 





another core, then the term i2Rz, in relation (7-10) should be replaced by a t 
due to the induced voltage. If other output windings are wound on the same @ 
additional terms in mmf should appear in relation (7-4). 

The slope of the hysteresis loop in Fig. 7-1 is related to inductance. Si 
the sides of most rectangular loops are not exactly vertical, there is a small 
ductive effect during the major portion of the flux-reversal period. The ind 
tive effect in conjunction with the effect of distributed capacitance in the wi 
ings can sustain a shock-excited oscillation. This oscillatory tendency can 
reduced by proper circuit design. As inductance is proportional to the 
of the number of turns, reducing the turns will reduce the inductance rapid y 
will also reduce the distributed capacitance. One approach is to reduce 
number of turns until the resonant frequencies are above the circuit resp 
frequencies and also to eliminate high-frequency components in driving pul 
slowing down the rise and fall time. In addition, proper spacing of wind 
can reduce leakage inductance and affect the coupling between se 
windings, 
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7-2 Logic Operations on a Single Core 


Input and Output Windings. A single magnetic core with an input wind- 
ing is shown in Fig. 7-5. The input to the winding is either a pulse or no-pulse. 
If a pulse is applied to the dotted terminal shown in circuit a, the core is mag- 
netized in the counterclockwise direction. This core state is designated the 0 
state and the input winding called a reset winding. If a pulse is applied to the 
undotted terminal as shown in circuit b, the flux is in a clockwise direction. This 
vore state is designated the 1 state and the input winding called a set winding. 
lor convenience, symbolic representations for these two cases are shown in Fig. 
7-5e and d. The core is represented by a circle, and a line with an arrow point- 
ing to the circuit represents an input to the core. The binary number 1 or 0 
ahead of the arrow indicates whether the input winding is a set or a reset wind- 
ing, respectively. 

As shown in Table 5-2, when a pulse represents 1 and no-pulse represents 0, 
this designation is called positive logic. Since positive logic has been widely 
used in magnetic-core logic circuits, it is presumed hereafter unless otherwise 
stated. 


lie : 
Ie be .t 


(a) (4) 

(c) (d) 
1G. 7-6 Output reset and set windings. (a) Output reset winding; (b) output set winding; (c) sym- 
jwlic representation of output reset winding; (d) symbolic representation of output set winding. 


Whether the original state of the core is 1 or 0, the core will be in the 0 or 1 
lute when a pulse is applied to a reset or a set winding, respectively. If the 
vore is in the 1 state and a pulse is applied to a reset winding as shown in Fig. 
/-6a, there is a flux reversal. The core presents a relatively large impedance to 
the input driver, and a relatively large voltage is generated at the output wind- 
ing. A similar but inverse output appears if the core is in the 0 state and a pulse 
\» applied to a set winding as shown in Fig. 7-66. Conversely, if the core is at 
the O state and a pulse applied to a reset winding, there is no flux reversal and 
i small voltage appears at the output. These outputs are the voltage waveforms 
shown in Fig. 7-2. 

The core may have other input set or reset windings. So that the output wind- 
ing will permit current flow only when the core is switched to the 0 state, a diode 
is provided at the output terminal, with its polarity connected as shown in Fig. 
7-6a; such an output winding is called an output reset winding. if the output 
winding permits current flow only when the core is switched to the 1 state, the 
diode is connected as shown in Fig, 7-64; such an output winding is called an 
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output set winding. In either case, the associated input winding may be cal 
the shift winding. The symbolic representations are shown in Fig. 7-6c and 
The line originating at the circuit represents the output terminal. The bin 
number | or 0 at the tail of the line and inside the circle represents the ¢ 
state after the core is switched. It is noted that each pair of input and out 
windings must have the same binary symbol inside the circle. 

Magnetic Cores with One Boolean Input. F igure 7-7 shows a core 
three input windings and one output reset winding. Input windings R and S are 
set windings. Winding A is a set winding, and its input represents a Boolean vy. 
ble. The operation follows this sequence: The core is first reset by windi 
at instant ¢); input A, whether it is 1 (pulse) or 0 (no-pulse), is then appli 
instant ¢g; the core is then reset by winding S at instant t3. Instants 1, te, 
#3 occur in time sequence separated by a time interval 7. If input A is 1 
reset by winding S produces a pulse output, as there is a flux reversal. If i 
A is 0, no output appears because no flux reversal has occurred. This 0 
tion is shown in the table in Fig. 7-7, where g and f represent the core state 
the output voltage, respectively, and + and — represent a pulse or no-p 
respectively. This sequential operation performs two functions: the stori 


R(t) 


Alte) C9 F(ts) 


g = core state 
S(ts) O = core O state 


! = core 1 state 
FIG. 7-7 A single core used as a 1-bit storage element or as a delay element. 











— = input with no pulse 
+= input with pulse 
tga utr 

t3= tot T 


the input information of the Boolean variable A by R(ty) and A(te), and 
reading out of the stored information by S(t3). Since the final output is iden 


to input A and occurs after a delay A (i.e., at time interval 7 later), this is a 
operation, or 


It should be pointed out that reset windings R and S may be combined and 
reset winding S used. 
If input winding S and output winding / are replaced by two set windings 
shown in Fig. 7-8, the arrangement becomes a delayed logical-not circuit, 
table of operation is shown in the figure. The contents of the tables in Figa, 
and 7-8 are the same except in the last columns, owing to the difference in 
output and shift windings. Symbolically, this operation is 


f= Mi 


Windings A and S may be combined and only input winding 4 used, 
Magnetic Cores with Two or More Boolean Inputs. Figure 7.9 
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a core with four input windings and one output reset winding. Input windings 
R and S are reset windings, and A and B are set windings. Windings A and B 
are the inputs and represent two Boolean variables. The operation follows the 
sequence: the core is reset by winding R at instant t; inputs A and B are applied 
ul instant tg; winding S resets the core to the 0 state at instant tz. The table of 
operation is shown in Fig. 7-9. For positive logic, this is a delayed logical-or 
circuit, 


f= A(A +B) (7-15) 


Again windings R and S can be combined into one. If the shift and output wind- 
ings in Fig. 7-9 are both replaced by set windings, the resulting circuit is as 








S(t3) 


FIG. 7-8 A magnetic-core not circuit. 









A (te) - 7 5 ~ 

f (t;) - 1 + 

m 1 + 

Bit) ' + 
S(t3) 


FIG. 7-9 A magnetic-core or circuit (positive logic). 


shown in Fig. 7-10. For positive logic, this is a delayed logical-nor circuit, or 
f= AA + B) (7-16) 


‘The function performed by winding S can be taken over by input windings 4 
and B, ee 

If input winding A in Fig. 7-9 is replaced by a reset winding (Fig. 7-11), posi- 
live logic designates this configuration as a delayed logical-andnot-A circuit (also 
known as an inhibit circuit), or 


f = M(AB) (7-17) 


} i i i inding A in Fig. 7-10 is 
Windings R and S can again be combined. If input winding 4 in Fig. ” 
Seelaced by a reset winding as in Fig, 7-12, then, for positive logic, this is a de- 
layed ornot-B circuit, or 


fae A+B (7-18) 
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Winding S may again be combined with input winding B. The circuits in Fi 
7-11 and 7-12 are complementary. 

The representation of the 1 and 0 states of the core in Fig. 7-5 has been 
trarily chosen. If the clockwise and counterclockwise directions of the flux 
now chosen to represent 0 and 1, respectively, the logic circuits of Figs. 7-7 to 7. 
have their 1’s replaced by 0’s and their 0’s by 1’s, as shown in Fig. 7-13. 


A(t) 

en me 

Blt) i 
S(t3) 


FIG. 7-10 A magnetic-core nor circuit (positive logic). 


7-3 Single-diode Transfer-loop Circuits 


The transfer loop is a circuit that connects two or more cores. Since a mag- 
netic-core circuit is bilateral, some means has to be provided in the transfer loop 
for controlling the information flow. The different types of transfer loops result 


in different magnetic-core logic circuits. Several transfer loops will now be 
described. 


R R R 
A 
8 
S$ Ss S 
) 


(d) (e) (f) 


!IG, 7-13 Six magnetic-core symbolic circuits (positive logic) using clockwise and counterclockwise 
ilirections of flux to represent 0 and 1, respectively. (a) Delay circuit; (6) delayed not circuit; (c) de- 
layed or circuit; (d) delayed nor circuit; (e) delayed andnot-A circuit; (f) delayed ornot-B circuit. 











FIG. 7-11 A magnetic-core andnot-A (or inhibitor) circuit (positive logic). 
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FIG, 7-12 A magnetic core ornot-B circuit (positive logic). 
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(6) 


oan readily be verified that the six circuits of Fig. 713 perform the same FIG. 7-14 Single-diode transfer loop. (a) Transfer loop; (6) symbolic representation, 


operations as the circuits in Figs. 7-7 to 7-12, 

Civeulte for more than two Boolean variables can be similarly cons 
The practical limitations are considerations of noise as a result of the nons 
ig operation, core size due to the required number of windings, drivin 
rents, tomperature effects, and operating speed, 


The Single-diode Transfer Loop. This transfer loop [1] has a single 
iiode in the loop. It is shown together with its symbolic representation in Fig, 
y14, The loop transfers information from core My to eore My, Assume 
that core Mg is initially at O state. When core My is at the 0 state, a pulse to 





‘ 
’ 
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the S; winding produces no output; and nothing happens to core Mz. This 
transfer of the 0 state of core M, to core Mz. If core My is at the 1 stat 
pulse to the Sy winding produces a pulse with voltage Vy at winding 4. 
proper design of windings Ny and No, current J; flowing through winding MN; 
sufficient to switch core Mo into the | state. This is a transfer of the 1 state 
core M; to core Mg. Shift pulses S$; and Sz are applied alternatively to ¢ 
M, and Mp. ; 

One difficulty of the single-diode transfer loop is the reverse flow of info 
tion, as is illustrated in Fig. 7-15. Consider the case where core Me is in 
state. Application of a pulse to winding Sz on core M2 induces a voltage Ve 
its input winding No, and a current I2 flows in the transfer loop in a diree 
tending to switch My into the 1 state. This is an undesirable transfer of i 
mation and can be alleviated by a proper design of the loop. The number 
turns Ne is normally only one-third to one-fifth of Ny, and thus voltage Vg 
be only one-third to one-fifth of Vy. The reverse current Iz can be designed 
small as to be unable to switch core My. Another difficulty is the generati 
an unwanted output pulse when the transmitting core such as the one shown 





FIG. 7-15 Reverse current flow in a single-diode transfer loop. 


Fig. 7-14 is reset by winding R. This is avoided by combining windings KR 
S into one. 
The single-diode transfer loop can be branched out by connecting the i 
windings of the receiving cores in series with the transfer loop. An examp 
shown in Fig. 7-16. The number of permissible cores in series is limited by 
possible reverse current flow. 

A Shift Register. A magn 

core shift register is shown in 

7-17. There are two sets of 

windings Sj and Sg in the seri@ 

four cores. Each set of windings | 

either the odd-numbered cores of 

even-numbered cores. Shifting 

are applied alternately to windin 

and So in this manner; S4(¢q), 

S1(tg), Se(ta), and so forth. Th 

plication of shift pulse Sy(¢) 1 

binary information in cores My 

Msg to cores Mg and Mg, respect 

HG, 716 Branching of singlediode transfer loop, leaving cores My and My in t 
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state. The application of shift pulse S2(¢2) transfers the binary information from 
core Mz to M3 and from core M4 to outside of the shift register; this leaves core 
My» in the O state. With further application of shift pulses Sy (¢3) and So(t4), all 
the cores will be in the 0 state. 

Logic Circuits. A number of logic circuits using the single-diode transfer 
loop are illustrated in Fig. 7-18. Circuit @ is the andnot-A circuit of Fig. 7-11 
with its B input connected to a pulse source indicated by the symbol 1; this results 
in a delayed logical-not circuit. In circuit b, core My is a delay, and both cores 
Ms and Mg are andnot circuits; this forms a delayed logical-and circuit. In cir- 
cuit.c, the or circuit cascades to the not circuit; this results in a delayed logical- 
nor circuit. In circuit d, both cores My and Mo are not circuits and cascade to 
the or circuit (core M3); this arrangement is a delayed logical-nand circuit. In 
vireuit e, both cores My and Mg are andnot circuits cascading to the or circuit 
(vcore M3). The output of core M3 gives a delayed logical exclusive-or operation. 
I{ Ms is further cascaded to a not circuit (core M4), the series becomes a de- 


v Cm a («9 a 
Sy 


Se 
FIG. 7-17 A magnetic-core shift register. 


layed logical-coincidence circuit. As apparent from the Fig. 7-18, the not circuit 
hws one unit of delay, the coincidence circuit has three units of delay, and the 
ther three circuits have two units of delay. 


7-4 Single-shift-line Transfer-loop Circuits 


In single-diode transfer-loop circuits, two shift lines are required to supply 
wo sequences of shifting pulses. Information in each core is either shifted in 
oy shifted out at the application of each shift pulse. The single-shift-line transfer 
loop permits both operations to be performed by one shift pulse. 

Single-shift-line Transfer Loop. A single-shift-line transfer loop is a sin- 
ile-diode loop with a delay network between adjacent cores, as shown in Fig. 
(19a [12]. The delay network permits resetting all cores by one shift line, be- 
use the information in each core can be temporarily stored there and then trans- 
lerred to the receiving core or cores. The symbolic representation of this 
\ransfer loop appears in Fig. 7-195 and can be further simplified into that shown 
in Fig. 7-19c, since there is only one shift line and the delay network has no 
logical significance. Furthermore, the output winding is a reset winding; hence, 
ihe O's need not be indicated. The 1’s and 0’s representing input set and reset 
windings are replaced by a single and double arrowhead. 

‘The delay network functions as a temporary storage between the transmitting 
and receiving cores. Such a network should be able to preserve the pulse shape 
and provide the required delay. Of the four delay networks in Fig. 7-20, 
vivouit d may better preserve the pulse shape and reduce the rise and decay 
lies, 
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The single-shift-line transfer loop suffers from two disadvantages—incre 
delay in a transfer and distortion of the signal. Since magnetic-core circul 
utilize the threshold field in initiating core switching, the distorted signal red 
the margin of signal to noise for reliable operation. 


The first example to be considered is that of a half adder—subtractor, which 
performs the arithmetic operations of both a half adder and a half subtractor. 
‘The truth table for a single-bit half adder appeared in Table 5-4. Table 7-2 tabu- 
lates the functions of a single-bit half subtractor, where X and Y are, respec- 
lively, the minuend bit and the subtrahend bit. Note that the truth values for 
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‘ ROE (c) 
f= A°(A+B) . 
FIG. 7-19  Single-shift-line transfer loop and its symbolic representation. 
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FIG. 7-20 ate network for a single-shift-line transfer loop. 
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NIG, 7-21 Symbolic representation of three basic logic operations for the single-shift- line loop. 


f4,= A?(A®B) 


Sy (t,) So (tp) 


(e) 
FIG, 7-18  Single-diode transfer-loop logic circuits. (a) Delayed not circuit; (6) delayed and © 
(c) delayed nor circuit; (d) delayed nand circuit; (e) delayed exclusive-or and coincidence circuit, 
the sum (in Table 5-4) and the difference are the same. Boolean functions for 


Logic Circuits. Three basic logic circuits using the single-shift-line | the sum or difference S, the borrow B, and the carry C are 


the delay circuit, the delayed or circuit, and the delayed andnot circuit, S=X@Y ; 

simplified symbolic representations are shown in Fig, 7-21, The following B= XY (7-19) 
ferme give examples of several magnetic-core logic circuits using the sing! Ca XY 

ine loop, 
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Table 7-2 Truth Table for a Half Sub- 





Table 7-3 Truth Table for a 
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The above equations suggest the use of two half subtractors and one or circuit; 
ihis arrangement is shown in the block diagram of Fig. 7-23). Because of in- 
herent delays in the magnetic-core circuits, the above equations are rewritten 


Bo into the following functions 








tractor Subtractor 

X Y D (difference) B (borrow) X Y 3B Do 
00 0 0 0 0 0 0 0 
01 1 1 0 0 1 1 1 
10 ul 0 0 1 0 1 1 
1. I 0 0 0 1 1 0 1 
1 0 0 1 0 
: . ‘ 1 0 1 0 0 
where X is the augend or the minuend bit and 1 1 Oo 0 Oo 
Y the addend or the subtrahend bit. As a 1 1 1 1 & 


prognosis from these relations, the half adder— 

subtractor will consist of the exclusive-or, the and, and the andnot circuits. 
cause of inherent delays in magnetic-core circuits, the foregoing functions 
expressed more realistically as 


S= A(X @Y) 

B= A2(XY) 

C= A2(XY) = A(WZ) (7 
W = AX 

Z= A(XY) 


The half adder—subtractor described by the above functions is shown in Fig, 7 





—> Carry C 





—> Sum $ 


Yo ~< —> B 
AUR) fe orrow B 


FIG. 7-22 A half adder-subtractor using single-shift-line transfer-loop circuit, 









The second example is that of a full subtractor. Similar to a full adder, a 
subtractor has three inputs X, Y, and B;, respectively the minuend bit, s 
hend bit, and input borrow bit. It has two outputs D2 and C,, which are 
spectively, the difference bit and the output borrow bit. The block diagra 
shown in Fig. 7-23a. The operation of the full subtractor is shown in Table 
The Boolean functions Dy and B, are 


Bo = XYB, + XYB,; + XYB; + XYB, ( 


; ea . . ; 
hese functions can be rewritten in the following form: 


De =X®Y@B 
tok Sat 


~ 
= Bult @Y) 









= At(X ® Y @ Bi) = A2(D; @ A?Bi) 


Dy = A(X @ Y) 
B, = A2B, + AB2 (7-23) 
B, = A2(XY) 


Bz = A[D,(A?B;)] 


‘he full subtractor described by the above functions is shown in Fig. 7-24. 
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FIG. 7-23 Block diagrams of a 1-bit full subtractor. 
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FIG. 7-24 A full subtractor using single-shift-line transfer-loop circuit. 


Another circuit of interest transfers information having a relatively high bit 


jule to a shift register operating at a lower rate. High-rate 8-bit information is 
slored in a circulating register using the single-shift-line transfer loop shown in 
lig. 7-25. The 8 bits in the circulating register are to be sequentially extracted 
wnd transferred to a shift register which shifts at a lower rate. An and circuit 


vonnects these two registers; one input of the and circuit connects to the circu- 
lating register and the other to a 1’s generator. The output of the and circuit 
i» connected to the input of the shift register. Information in the circulating 
fegister is circulated by pulses S;, which occur at a high rate. The shift register 
and the 1’s generator are operated by pulses Sz at a lower rate. ‘If pulse Sg 
wecurs every ninth pulse (which is the number of cores in the circulating register 
plus 1) of the pulses S$}, then the information in the circulating register is read 


— rr 
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out in sequence and shifted into the shift register at one-ninth the rate of 
pulses. If, instead, Sz occurs every seventh Sy pulse, then the information 
read out in reverse order and at one-seventh the rate of S; pulses. Tran 


ceases when the 1’s generator stops. 





S\ Circulating 
register 


circuit VM ede eeage se ~)- 


FIG. 7-25 Information transfer from a circulating register of a given rate to a shift register ope 


at a lower rate. 
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FIG. 7-26 Examples of binary sequence generators. 








Generation of Binary Sequences. Magnetic-core circuils are amenab 
the generating of binary sequences and can be used as function generators 
digital computer, Several examples [16] are illustrated in Fig. 7-20. 

Circuit a shows the symbolic representation of a 1’s generator, The shift 
occur in the time sequence fy, tg, etc., spaced at a time interval 7 the 
funetion of the output / is equal to unity. 

In cireuit b, the 1's generator is connected to an andnot circuit with ite 
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fed back to the inhibiting input of the andnot circuit. The Boolean function of 
the output f is 


f=) (7-24) 


This function states that the output at a time interval later is the complement of 
the present output. It thus describes the generated binary sequence if the initial 
slate of the core is given. Assume that the core is initially at the 0 state. The 
lirst output at ¢, is 0 because this is the initial state of the core. The second output 
il f2 is the complement of the output at tz, or 1. The sequence is a series of 
ulternate 0’s and 1’s. 

In circuit c, the Boolean function for the output / is 


f = Af) (7-25) 
which states that the output at a time interval of 27 later is the complement of 
ihe present output. If the initial state of both cores is 0, the first two outputs at 
{; und tg are thus 0’s and the third and fourth outputs at ¢3 and t4 are l’s. The 
sequence is a series of alternate double 0’s and double 1’s. 

Circuit d incorporates two feedback loops; the Boolean function of the output 


/ is 
f = ALF(AA)] = (AP) (AA) (7-26) 


Aw stated, the final output is the logical product of the complement of the output 
il a time interval 7 later and the complement of the output at a time 27 later. 
‘The sequence is a series of alternate 3 bits of 100 (t3¢g/1). 

Circuit e also embodies two feedback loops, but they are connected differently; 
(he Boolean function of the output f is 


fe = A( fife) 


where fi = A’; 
or fo = (A%/i) (Afe) (7-27) 
lunction (7-27) states that the output is the logical product of the corresponding 


hits of the sequence formed by A3f, and the sequence formed by Afg. The 
former is the complement of the output /; at a time interval 37 later, and the latter 
is the complement of the output fg at a time interval 7 later. The sequence is a 
series of alternate four bits of 1000 (¢4¢gto¢1). 


7-5 Other Transfer Loops 


As mentioned, the single-diode transfer loop incurs two difficulties: reverse 
urrent flow in the loop when the receiving core is being reset, and the generation 
of an unwanted output pulse when the transmitting core is being reset, because 
wo cores connected by the single-diode transfer loop are not completely isolated. 
‘The following transfer loops achieve isolation between cores by different schemes. 

Split-winding Loop. A split-winding transfer loop is shown in Fig. 7-27 
{28|. The winding on core M2 has a center tap for the application of the shift 
current pulse. Information is transferred from core My to M2 only when shift 
urrent pulse S is applied, Consider the case where both cores are at the O state, 








270 
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When the shift pulse is applied, branch current J; flows into the upper po i 
of the winding on core M2 and branch current [2 into the lower portion. 
portions of the winding on Mz have N2/2 turns. The net magnetizing force 
core Mg is zero. Winding Ny on core My offers very low impedance, as thi 
is no flux reversal. The parallel paths between the points X and Y offer almo 
equal impedance, and the two branch currents are essentially equal; no 
happens to core Mz. This is a transfer of the 0 state from core M; to Mp. 
Consider the case where core Mj is in the 1 state and core Mg in the 0s 
When the shift pulse is applied, branch current J; is much smaller than 
because the impedance of the winding with Nj turns is larger than the o 
impedances in the transfer loop. The resulting effect is equivalent to a tr 
current (equal to the difference of Iz and J;) flowing through the winding 
No turns on core Mg. The transfer current sets core Mp2 into the | state; in 
meantime, branch current J, resets core M, into the O state. This is a tra 
of the 1 state from core My to Mo. 
In the absence of the shift pulse, the application of pulses to other in 
windings of either core does not cause any interaction between them becaus 
the diodes Dy and Dg. If, instead of parallel paths between points XY and Yw 


Ai(ty) 








FIG. 7-27  Split-winding transfer loop. , 
will reset core M;, to the 0 state after the transfer, parallel paths are used betw 
points X and Z, indicated by the dashed line, this will set core M, to the 1 
Thus, either the output reset or the set winding of core M, can be used, 

Inhibit Transfer Loop. With a slight modification, the split-winding 
becomes the inhibit transfer loop [28] shown in Fig. 7-28. It is so 
because the transfer of information from core M, to M3 occurs only when 
My, is in the 1 state and core Mg is in the O state. Consider the case where 
My and Mg are in the same state, either both 0 or both 1. When the shift eu 
pulse is applied, branch currents J; and Jz are nearly equal and core Msg is | 
its original state. Consider the case where core My is in the | state and My 
the 0 state. When the shift current pulse is applied, branch current To is 
than J; and core Mg is set to the 1 state. Consider the case where core 
in the 0 state and Mg in the 1 state. When the shift pulse is applied, eu 
is larger than [2 and core Mg is set to the 0 state. In the positive-logie 
tion, this is a delayed logical-andnot-B circuit (or inhibit circuit), The 
loop also offers the isolating property. 

Gated-diode Transfer-loop Circuits. Another loop configuration ¥ 
has the isolating property is the gated-diode transfer loop [13] of Fig. 
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The two diodes are connected to block current flow in either direction between 
the two cores, for isolation. Information is transferred when a shift current pulse 
‘ is applied in the manner shown. Core Mg initially is reset to the 0 state. If 
core My is in the O state, branch current J; is larger than [2 because the impedance 
of output winding Nj is designed to be lower than the input impedance of winding 
Ny. Under this condition, branch current Ig is not large enough to cause flux 


R(t) 








FIG. 7-28 Inhibit transfer loop. 


reversal in core My. This is the transfer of the 0 state from core My to Me. If 
wore My, is in the 1 state, the output impedance of winding N; is now larger than 
(he input impedance of winding N2 and branch current J is larger than Jy. Under 
this condition, branch current J is large enough to set core M2 to the 1 state. 
‘This is the transfer of the 1 state from core M; to Mg. It is evident that winding 
Ny will receive current whether core Mg is switched or not. 





FIG. 7-29 Gated-diode transfer loop. 


Diodeless Transfer Loop. The above-mentioned transfer loops all employ 
iliodes. The inclusion of diodes may make the circuits less reliable. Russell [32] 
reported the use of a coupling core to replace the diode in the single-diode transfer 
loop, as shown in Fig, 7-30. This circuit requires three shift lines Sy,\S2, and Ss. 
Coupling cores C are reset to the 0 state by shift pulse Sg after each shift pulse 
‘; or Sg, which are applied alternately, When the coupling cores are in the 0 
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state, they present a low impedance in the forward transfer of information ( 
indicated by the loop current), as the diodes do. In this condition, when s 
pulse Sj is applied to the diodeless loop with core Mj in the 0 state, no appreci 
loop current occurs and core Mp remains in its original 0 state. This is the tran 
of the 0 state from core M, to Mz. If core Mj is in the | state instead, s 
pulse Sy resets core Mj to the 0 state. A large loop current occurs because 
the low impedance of coupling core Cy, and core Mz is thus set to the 1 s 
This affects transfer of the 1 state from core M; to Mz. In the single-diode | 
when a pulse is applied to input A, a voltage is induced in the output winding 
core My, but the loop current is blocked by the diode; the interaction in 

direction is thus isolated. In the diodeless loop, when a similar pulse is appli 
there is a reverse current. Because coupling core Cy presents a large imped 
under this condition, the loop current is not large enough to switch core 
However, coupling core Cj is switched to the | state as the switching prod 
the high impedance to the reverse current flow. Thus, after each transfer, coupl 
core C, must be reset to the 0 state. 


which in turn may limit the branching and cascading of succeeding cores. Also, 
the operating speed is limited by the requirement due to the coupling cores. 
The use of coupling cores to replace diodes and the possible use of ferrite cores 
make magnetic-core logic circuits inexpensive and reliable. On the other hand, 
the operating frequency is limited to about 100 kc. Cores must have a prominent 


switching threshold characteristic, and current generators are necessary for the 
three-shift pulses. 


7-6 Magnetic-core-Transistor Logic Circuits 


The magnetic-core-transistor circuit [20] shown in Fig. 7-3la makes use 
of the magnetic core to store information and the transistor to drive succeeding 
stages. The core has the retangular hysteresis-loop characteristic shown in Fig. 
7-316. There are four windings: input set winding Ng, trigger reset winding N;, 
vollector reset winding N,, and base winding Ny. The transistor is cut off, as its 
huse and emitter are at the same potential. 


53 






Trigger 


B 
A 


t4r(\ state) 





—-o 
Input 


Forward * 





2D | ~&,(0 state) 











(a) (d) 


FIG. 7-31 A magnetic-core-transistor circuit. 


FIG. 7-30 A diodeless transfer-loop circuit. 


Resetting of the coupling core to the 0 state does bring about a complicw 
because this resetting must not affect the state of cores My, and Mo. This rea 
induces a voltage in its winding No, which causes a reverse current flow, 
current does not affect the state of core My, because My, has been reset to 
state during the transfer. But it tends to change to the 0 state the core My, w 
must be prevented. If the loop can be designed so that this current is small, 
change of state of core M2 will be prevented. This is mainly achieved by 
aresistor R in the loop. The value of the resistor in turn determines the mini 
reset time for core Cy. If maximum operating speed is desired, the resistor # 
be made as large as possible. On the other hand, too large a resistor R also 
the forward loop current. Therefore, there is a maximum value for the 
above which the forward loop current will not be able to switch core Mg 
L atate, The proper choice of this resistance is a design problem which m 
into consideration the core characteristics and the various windings. Repl 
of the diode by the core is at the expense of a more severe design requi 


Assume that the core is in the | state (+8B,). Ifa small current pulse is applied 
\o trigger winding ;, a current flows in a direction toward point A around the 
knee of the B-H curve of Fig. 7-316. The small change of flux during the rise 
lime of the trigger pulse induces a voltage in the base winding N, with the polarity 
shown in Fig, 7-3la. A negative voltage appears at the base of the transistor, 
‘ausing collector current to flow; and the flow of collector current produces 
wditional flux change in a direction toward point C of the B-H curve. This 
induces an increased negative voltage at the base of the transistor, which further 
increases the collector current. Once started, this process continues until the core 
i» completely reset to its 0 state (—B,). The coupling by windings N, and No 
jwovides a positive feedback. The gain of the feedback loop is nonlinear. If the 
sore is in the 1 or 0 state, the permeability of the core material is low and the 
gain around the feedback loop is less than unity, If the core is in‘the process 
of switching, the permeability is high and the loop gain is well above unity, The 
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output of the circuit is a large collector current pulse, which occurs during 
switching. 

Assume that the core is in the 0 state (— B,). If a small trigger pulse is app 
to winding ;, a current will flow in a direction toward point D on the B-H cu 
Since that portion of the B-H curve is almost flat, there is little flux change, w 
in turn generates negligible output in the base winding. Regeneration thro 
the positive-feedback loop would not take place. The circuit remains undistur 
by the trigger pulse as long as the core is in the 0 state. 

Once the core is reset to the 0 state by the transistor, the core has to be set 
the 1 state for any subsequent switching; this is accomplished by the input pu 
The input pulse will not turn on the transistor, because the voltage induced 
winding N, has the polarity opposite to that shown in Fig. 7-31a and drives 
base to further cutoff. The standby power of this circuit is negligible, and 
a small trigger current is required to initiate a small flux change in the core. 

In the design of the circuit consideration should be given to the maximum ou 
power, the relative independence of variation of transistor parameters, and 
effect due to the minority carrier storage. The important circuit parameters 


Trigger line 














FIG. 7-32  Single-shift-line transfer loop for magnetic-core-transistor circuit. 


the design are the gain, the a cutoff frequency of the transistor, and the coll 
load. The operating speed can reach as high as 300 ke. 

Magnetic-core—transistor circuits can be cascaded by using the single-shifly 
transfer loop (Fig. 7-32), which affords several advantages. First, the trigger 
does not have to meet as severe a requirement in respect to its amplitude 
duration as the ordinary shift pulse. Second, the power required for 
operations for a cascade of such basic circuits is distributed among the transl 
while in the previous single-shift-line circuits all power has to be supplied by 
shift pulse. Third, isolation exists between two succeeding cores because 
collector is normally cut off except when information is being transferred 
the cores. This isolation property allows 10 or more branchings from the 
of one basic circuit, while only three or four branches are practical in 
transfer loops. 

Logic circuits can be obtained by using the basic circuit in a manner 
lo those using the single-shift-line transfer loop; hence they are not 
dineussed, 
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7-7  Ferractor Magnetic-amplifier Logic Circuits 


Ferractor Magnetic Amplifier. One type of magnetic-core—diode circuit 
hus been developed under the trade name of Ferractor [31]. This amplifier 
(lig. 7-33) consists of a magnetic core of rectangular-loop material with an input 
winding Vy, output winding Ne, and bias winding Np. It is driven by shift 
‘urrent pulses shown in the figure. Each cycle of the shift current pulse is 
considered as two half cycles. The positive half cycle is the output half, during 
which the core is set to the 1 state. The negative half cycle is the input half, during 
which the core is reset to the O state if there is an input pulse. The amplitude 
ol the shift pulse is so adjusted that it just switches the core from the residual 
Magnetization — B, to + B,. 

Consider first the operation during the negative-input half cycle. Input diodes 
1), perform a logical-or operation (positive logic). Occurrence of an input pulse 
fosets the core in the 0 state. If there is no input, the core remains in its original 





(0) Time 


Shift pulses 


FIG. 7-33 A Ferractor complementing magnetic amplifier. 


| state, Voltage ey has a polarity opposite to that shown in Fig. 7-33; no current 
flows in the output winding, because diode D4 is back-biased. Next consider the 
(poration during the positive-output half cycle. Voltage ey has a polarity like that 
shown in the figure. Diode D4 conducts, and the core is set to the | state. If 
ihe core is switched from state 0 to 1, which means the occurrence of an input 


jiilee during the previous half cycle, there is a small output. If the core is 
switched but remains at state 1, which means that no input pulse occurred during 
the previous half cycle, there is a substantial output. Therefore, the amplifier 


dlone performs a logical-not operation. Together with input diodes De, for a 


pusitive-logic designation, the circuit performs a delayed logical-nor operation. 
There are three design details in this circuit. First, it is desired to eliminate 
the amall output signal which occurs when the core is switched but remains at 


Hale 1, because a complete suppression of this signal makes it possible to inter- 
fonnect a large number of these amplifiers without the danger of a small output 
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growing into a full output. Suppression can be achieved by the current si 
consisting of diode D3, resistor R3, and voltage source — E3. The current fl 
ing in R3 is made just equal to this small current and is supplied through dio 
D4 instead of D3 during the half cycle when there is a small output. Second, 
is desired to limit the amount of current which can be inductively transferred 
the output circuit from the input circuit during the no-output half cycle of 
preceding core. This is achieved by the constant-current circuit consisting 
diode Dj, resistor Ry, and voltage supplies + £, and —£3. The current in 
is set to be approximately equal to the magnetizing current of the core as § 
from the input winding. This current limiting is also necessary because 0 
amplifier may drive a number of others that have parallel input circuits. If 
driven amplifier saturates before the others, it will short-circuit the source 
prevent its paralleled amplifiers from switching the core. Third, to overco’ 
the diode recovery time (the operating speed being thus increased), a bias wi 
ing is provided. The bias provides a constant current which flows in such di 
tion and with such magnitude as to set the core to the 1 state when the in 
pulse is removed. 








FIG. 7-34 A high-speed complementing magnetic amplifier (2- to 5-Mc Ferractor), 


If the polarities of the input and the bias winding of Fig. 7-33 are reve 
the resulting circuit is a noncomplementing amplifier. The core is set to 
state instead of the O state of the previous circuit. The current in the bias W 
ing flows in a direction to reset the core to the 0 state, to counteract the 
of diode recovery time. For positive logic, the noncomplementing ampli 
a delayed logical-or circuit. 

An Improved Ferractor Amplifier. The amplifier of Fig. 7-33 ean 
operated up to 660 ke. An improved version [23] shown in Fig. 7-34 oan 
operated up to 2.5 Mc. In this circuit, voltage sources ey and eg are sinu 
Again each cycle of e; consists of a positive and a negative half cyele, 
sider the operation during the negative input cycle. Voltages ey and ég 
polarities opposite to those shown in Fig. 7-34. If there is any input pu 
core is reset to the O state by current J/g, which flows through the input 
and resistor Ry and to source ey, Sinusoidal voltage eg, called the blocking 
has an amplitude of one half ey. The positive blocking voltage eg is ap 
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the upper terminal of the output winding through diode D4. In this manner, 
there is sufficient back voltage across diode Ds to keep it open while an input 
pulse is switching the core from state 1 to 0. The lower terminal of the input 
winding is clamped to +3V by Ey and Dj, and the upper end of R5 is clamped 
l ground potential through diodes Dz and D3 of the preceding core; this pre- 
vents a short circuit of the input winding by the input pulse. In the absence of 
in input, current J, flows from blocking source £ through the input winding 
und R5 to source ey to overcome any reverse leakage through diode Ds and to 
jnaintain the core in the 1 state. 

Consider the operation during the positive output cycle. Both e; and eg have 
the polarities shown in Fig. 7-34. Diode D4 is back-biased and the core set to 
the 1 state. If the core was at the | state already, there is a large output. If 
the core was at the O state, there is a small output. The current sink, consisting 
of R3 and Dg, absorbs this small output current, and no output is produced. The 
input circuit is disconnected, since voltage at both input winding terminals is 
tuised by ey, and diodes Dy and D2 are both open. Therefore, the presence of the 
blocking pulse from the preceding core on the inputs of the core under discus- 
sion has no effect on the circuit. 

lor positive logic, this high-speed complementing amplifier is a logical-nor 
vircuil; for negative logic, it is a logical-nand circuit. If the negative-logic desig- 
jwtion is applied to the input signals of the amplifier and the positive-logic 
ilesignation to the output signal, as shown in Table 7-4, this complementing am- 
jilifier becomes a logical-and circuit. Conversely, if the positive-logic designation 
\» applied to the input signals and the negative-logic designation to the output 
signal, this complementing amplifier is a logical-or circuit. 


7-8 


Mayer [8] has suggested a symbolic representation for magnetic core circuits, 
(he mirror symbol, by means of which the flux state of the core and the direc- 
lion of the induced voltage in the windings become more easily recognized. 

‘The convention of set and reset windings for input and output has been shown 
in Figs. 7-5 and 7-6. The reset and set input windings are redrawn and shown 
\n Figs. 7-35@ and 7-36a; the corresponding mirror-symbol representations are 
foapectively shown in Figs. 7-355 and 7-366. In these figures, a rectangular bar 
instead of a ring represents the core. Binary states 0 and 1 of the core are des- 


Mirror Symbol 


ignated, respectively, as the downward flux direction and the upward flux direc- 
lion, The winding is represented by a short diagonal line making a 45° angle 
with the bar, indicating the two possible ways of winding on the core. This short 


line is referred to as the mirror because a current flowing from the left and im- 


Table 7-4 


Mixed Positive- and Negative-logic Designation 












and operation or operation 
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pinging on the mirror is reflected downward or upward as shown in Figs. 7- 
and 7-36c. This downward or upward direction is the flux direction. The ho) 
zontal line perpendicular to the bar and making an intersection with the mi 
represents the input and output terminals of the winding. Unless specific 
indicated otherwise, it is assumed that the current enters the winding at the 
half of the horizontal line and leaves the winding at its right half. The slan 
mirrors in Figs. 7-35 and 7-36 are designated as the reset and the set windi 
respectively, because a current excites the core to the O or | state, respectiv 


State 1 





(d) 
FIG. 7-35 Mirror symbol for a reset winding. 


(a) (2) 
FIG. 7-36 Mirror symbol for a set win 


Determination of the polarities of the induced voltages on the output reset 
output set windings is shown in Figs. 7-37 and 7-38, respectively. In Fig. 7 
the upper winding is the reset and the lower one the set; in Fig. 7-38, the w 
winding is the set and the lower the reset. As shown in Fig. 7-37c when cu 
flows from the left to the upper input winding, it impinges on the upper m 
at point a, is reflected downward, and continues to the end of the bar at 
b, where it bounces back (indicating a flux reversal), impinges on the lower 
ror at point c, and is reflected toward the right. The direction to the rig 


ee 


(a) (4) (0) (e) 


FIG. 7-37 Mirror symbol for an output reset FIG. 7-38 Mirror symbol for an output 
winding. winding. 


i 
--y 


the direction of the induced current, indicated by an arrowhead. Similarly, 
Fig. 7-38c, the current from the left impinges on the upper mirror at point 
reflected upward, bounces back at the end of the bar at point 6, impinges 0 
lower mirror at point c, and is reflected to the right. Again, the right-hand 
tion is that of the induced current. The corresponding polarities of the 
voltages are thus indicated by the arrowheads on the output windings. In 
the three steps in finding the induced voltages are: (1) The flux change 
the input current (or other causes) is found, (2) The current continues 
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the bar end and bounces back. (3) It is reflected from all mirrors to give their 
respective positive voltages. This procedure gives a result which agrees with 
that obtained by applying Lenz’s law. 

It should be noted that the previously described output reset winding is actually 
4 set winding itself and the output set winding a reset winding. Furthermore, if 
current comes from the right instead of the left, a reset winding becomes a set 


R R 
R R 
A A 
A A 
B 8 
S S 
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(0) (c) 


1G, 7-39 Mirror-symbol representation of the circuits in Figs. 7-7 to 7-10. 
tireuil; (c) or circuit; (d) nor circuit. 


(d) 
(a) Delay circuit; (6) not 
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FIG. 7-40 A magnetic-core shift register using single-diode transfer loops. 
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WIG, 74) 




















Branching of single-diode transfer- 


FIG. 7-42 A single-diode transfer-loop 


logical-or circuit. 


winding and a set winding becomes a reset. However, by using the procedure 
lor the mirror-symbol representation, the flux state of the core and the direction 
ol the induced voltages of the windings can always be correctly determined. 

A number of examples using the mirror symbols are shown in Figs, 7-39 to 
igure 7-39 shows the logical delay, logical-not, logical-or, and logical-nor 
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circuits of Figs. 7-7 to 7-10. Figures 7-40 to 7-43 show the mirror-symbol 
resentation of several single-diode transfer-loop circuits. These figures also ij 
clude the diodes, and the transfer loops may be left open or drawn in clos 
loops if needed. Figure 7-44 shows the mirror-symbol representation of the shi 
register using the single-shift-line loop illustrated in Fig. 7-19. 


7-9 Synthesis of Magnetic-core Logic Circuits 


Boolean functions can be synthesized by using magnetic-core circuits. Cire 
configurations developed by Karnaugh, Rosenfeld, and Andrews will now be ¢ 
scribed. The mirror symbols will be employed in the discussion. 





Shift 
line 





FIG. 7-43 A single-diode transfer-loop 


logical-or circuit. 


FIG. 7-44 A magnetic-core circuit with single-shill 
transfer loop. 








A A 
B B 
S 
(Shift line) 
pi f=A(A ©B) 





FIG. 7-45 Karnaugh magnetic-core coincidence circuit using type T output circuit, 


Karnaugh Logical-and Magnetic-core Circuit. A Boolean function 
the P form is a logical sum of logical-product terms. For example, the Boo 
function 


f(4,B) = AB + AB (7 


is a logical sum of the two product terms AB and AB. Since magnetic-core 
cuits are sequential in operation, the desired circuits can first perform the 
cal-and operation for several variables and then the logical-sum operation [@ 
resulting products. Karnaugh-circuit [15] for a logical-and operation is ach 

by the input windings. The logical-and circuits for the product terms in f 
tion (7-28) are shown in Fig, 7-45, In this figure, core 1 (indicat 
the encircled 1) is for term AB; variables A and B are used as inputs to eor 
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instead of A and B, because A is connected to a set winding and B to a reset 
winding. In operation, core 1 is initially reset to the 0 state. Core 1 is set to 
the 1 state only when a pulse appears at input A and no pulse at B. This is 
the andnot circuit shown in Fig. 7-11 except that one input is B instead of B. 
The operation of core 2 is for term AB and is similar to that of core 1. 

The choice of inputs in core 1 can be A for the reset winding and B for the 
set winding. When there are more than two input variables the choice is simi- 
lar; in this case, there is only one set winding, the remainder being all reset 
windings. In short, the logical-and operation occurs only when the pulse is 
ipplied to the input set winding and at the same time there is no input to other 
input windings. 

The above logical-and circuit requires a number of cores equal to the number 
of product terms in a given Boolean function in the P form. Furthermore, it 
fequires close tolerance on the pulse timing and amplitude, because when pulses 
ippear at both inputs A and B of core 1, these two pulses have to cancel each 
other for proper operation. 

The logical-not circuit shown in Fig. 7-46 is similar to the above logical-and 
vonfiguration; the set winding is connected to a clock and the reset winding to 
input A. In operation, the core is initially in the 0 
slute. When there is no input, the core is set to the 
| state by the clock. When there is a pulse input, it 
is canceled by the clock and the core remains in the 
() state. 

Karnaugh Logical-or Magnetic-core Circuit. 
The above logical-and operation is performed at the A 
input windings. Logical-or operation will be accom- P Ke 
jlished at the output windings; this utilizes the sequen- . 

\\ul nature of the magnetic-core circuit. For the two 
lerms AB and AB in function (7-28), the logical-or FIG. 7-46 Karnaugh magnetic- 
jperation is obtained by connecting the two output core logical-not circuit. 
windings and a diode in series as shown in Fig. 7-45. 

This diode, similar to that in the single-diode transfer loop, is for the purpose of 
isolation. The circuit in Fig. 7-45 shows the coincidence operation of the two 
variables 4 and B and serves as an example of synthesizing a Boolean function 
in the P form. 

Three methods are used to achieve logical-or operation. The logical-or 
wheme at the output winding in Fig. 7-45 is called type T by Karnaugh; in this 
lype, the shift pulse winding and the output winding are separate. If the shift 
jiilse winding is connected in series with the output winding, the arrangement 
i» called type A. If the windings are connected in series aiding, it is called type 
(/, if in series opposing, type AB. These two types AF and AB for function 
(/-28) are shown in Figs. 7-47 and 7-48, respectively. 

In Fig. 7-47, each of the two output set windings Ny and Ne is connected in 
series with a diode; they form two parallel paths f; and f2 which are connected 
i series with the shift line, If either output winding has an induced voltage, 
the shift current flows through the path in series with that winding because the 
induced voltage aids in the current flow; a large current flows through the load. 
I neither core has been set to the 1 state, most of the shift current flows through 


Reset 


Clock 
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the single-diode low-impedance path; a negligible current flows through the | 
Thus, the output circuit performs a logical-or operation on terms AB and AB. 

In Fig. 7-48, the two output reset windings Ny and Np and the shift windi 
are connected in series. If either output winding has an induced voltage, 
shift current does not flow through the serial output windings, because the 
duced voltage opposes the current flow; a large current flows into the load thro 











FIG. 7-47 Karnaugh magnetic-core coincidence circuit using type AF output circuit. 


a diode. If neither core has been set to the 1 state, most of the shift cu 
flows through the serial output windings to ground; a small current flows 
the load. Thus, the output circuit performs a logical-or operation on terms 
and AB. 

Rosenfeld Magnetic-core Logic Circuits. The Karnaugh type of 











FIG. 7-48 Karnaugh magnetic-core coincidence circuit using type AB output circuit, 


netic-core circuit requires the simultaneous occurrence of input pulses, KR 
feld circuits [33] remove this requirement. 

Rosenfeld’s circuit for Boolean function (7-28) is shown in Fig, 7-49, 
core has one input set winding, and the state of the core represents the # 
one variable, The two inputs are A and B. The two output windings on 
core form two parallel paths; each path represents a product term, Output 
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/| represents term AB; output path f2, term AB. The logical-or operation is per- 
formed by the two diodes; each diode is serially connected to one path. 

The logical-and operation on the output windings will now be described. Con- 
sider output path f; of Fig. 7-49. Both cores are initially reset to the 0 state. 
When inputs are A and B, there is a pulse only at B input, which sets core 2 
into the 1 state. The succeeding shift pulse induces a voltage in output winding 
Ns in a direction opposing the shift current. Most of the shift current then flows 
through the single-diode path; a small current flows into the load. When the 
inputs are A and B, there is no pulse input. Both cores remain in the 0 state. 
Most of the succeeding shift current flows through the low-impedance single-diode 
path. When the inputs are A and B, both input pulses occur. However, the 
induced voltages in their output windings M; and N3 in the path fj cancel each 
other. Most of the shift current again flows into the single-diode path. When 
the inputs are A and B, only the input pulse A occurs and sets core 1 to the 1 
slate. The succeeding shift current pulse produces an induced voltage in the 
output winding Nj, in a direction which aids the shift current; a large current 
flows into the load. Thus, path f; performs a logical-and operation. Similar 











FIG. 7-49 Rosenfeld magnetic-core coincidence circuit. 


»peration occurs in output path fe; only when the inputs are A and B is there a 
large current flowing into the load. 

Note that two parallel output paths (excluding the single-diode path) do not 
vonduct simultaneously; this is necessary to ensure proper switching operation 
ol the core. 

In summary, the Rosenfeld circuit uses input windings for storing the vari- 
hles. The logical-and operation is performed on the output windings, the logi- 
vul-or operation by diodes. Both set and reset windings are used for the output 
windings; they are connected into a number of parallel paths equal to the number 
of product terms. The logical-and operation of a path occurs only when a pulse 
\» applied to the input winding of the core whose output winding is the only set 
winding of the path. 

Andrews Magnetic-core Logic Circuits. The Andrews circuit [25] makes 
ise of the coincidence of half-amplitude currents in switching the core. The re- 
sulting circuit, called the inhibit-wound core, is shown in Fig. 7-50a. In this 
elreuil, there are four windings—three input and one output, The upper two 
input windings are connected in series aiding and are referred to as the shift 
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winding. The other input winding is for input A. The shift and input curre 
pulses are shown in Fig. 7-506. The shift pulse consists of two half cycles. D 
ing the positive half cycle, the positive pulse sets the core to the 1 state; duri 
the negative half cycle, the negative pulse resets the core to the 0 state. 

amplitudes of these positive and negative pulses are one-half the magnitude 
quired to switch the core. Since ferrite cores with a square-loop characteris 
are used, the half-amplitude current in one winding is not sufficient to switch 


S iis Set 
: 
eo); rl 
f=A4 ) ROCEE jc 


(a) (4) 


FIG. 7-50 Andrews magnetic-core logical-not circuit. 





core. But with two input windings in series aiding, the half-amplitude shift 
rent is sufficient to reset or set the core. The input current pulse is also of 
amplitude and thus alone is insufficient to set the core to the 1 state. The in 
pulse occurs simultaneously with the setting half of the shift pulse, while 
output pulse occurs simultaneously with the resetting half of the shift pulse. 

The operation of the circuit is as follows: When there is no input pulse, 
shift pulse first sets the core to the 1 state and then resets to the O state; 
process produces an output pulse because of the flux reversal. When there is 


Sy $ 
Se 
A A 
i" B 
f=AA 


FIG. 7-51 Magnetic-core circuit using 


coincident-current shift pulse. 


f=A(A+B) 


FIG. 7-52 Andrews magnetic-core 
logical-nor circuit. 


input pulse, the shift pulse cannot set the core because of inhibition by the | 
pulse. The subsequent reset half of the shift pulse produces no pulse at the 
put. Thus, it is a logical-not circuit. It is advantageous to have the input 
at half amplitude because the input does not have to overcome the large 
voltage generated by the switching core. 

The circuit in Fig, 7-51 is another logical-not circuit using the inhibiti 
ciple, One of the two shift windings is shown activated by shift pulse Sy 
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the other by control pulse Sz. In this way, the shift winding can be used for both 
shifting and control purpose. 

If more than one input is provided in the circuit of Fig. 7-50 the resulting 
circuit (such as the one shown in Fig. 7-52), for positive logic, is a logical-nor 
circuit. In this circuit, if the complements of the inputs 4 and B (4 and B) are 
used instead, the logical nor of A and B becomes the logical and of A and B. 
This is the manner in which the product terms of a Boolean function are 
synthesized. 

Similar to the Karnaugh-type T circuit, logical-or operation in the Andrews 
circuit is performed by the output windings, as shown in Fig, 7-53. In this cir- 
cuil-an output pulse occurs during the resetting half cycle if the input pulse 4 
or B or both do not occur. For positive logic, this is a logical-or circuit. 

As an example of synthesizing a Boolean function using the Andrews circuit, 
the circuit for function (7-28) is shown in Fig. 7-54. The input windings on the 
right core perform operation AB; those on the left core, operation AB. The 
logical-or operation on product terms AB and AB is performed on the output 
windings. 


& APA 





f=A(At+B) 


a 


f=A(A@B) 


VIG. 7-53 Andrews magnetic-core 
logical-or circuit. 


FIG. 7-54 Andrews magnetic-core coincidence 
circuit. 


7-10 Magnetic-rod Logic Circuits 
The magnetic-core logic circuits so far described are mostly limited to a 
switching rate of a few hundred kilocycles per second. A magnetic rod which 


iiukes use of a cylindrical thin film as a switching core can be operated ata 
faster rate. 

Magnetic-rod Element. Figure 7-55 shows a magnetic-rod element: a glass- 
rod substrate 15 mils in diameter, chemically coated with a silver film and then 
electroplated with a thin film of magnetic alloy, 98 per cent iron and 2 per cent 
nickel. The magnetic film has a square-loop property and is about 3,000 Ain 
thickness. The magnetic alloy has a coercive force of 14 oersteds, a squareness 
ratio of 0.95, and a switching coefficient of 10~6 oersted-sec; the large coercive 
lorce makes possible a switching time of about 70 musec. 

The rod of Fig, 7-55 was first developed for use in a magnetic-rod memory. 
igure 7-56 shows an exploded view of a magnetic rod for logic circuits, called 
4 rod logic module, As reported by Kaufman, Meier, and Rork [38], the rod is 
an electrical equivalent of a toroidal core, A rod logic module consists of a 
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transposed sense winding to cancel air-coupled flux from clock and inhibit 
rents, plus multiple inhibit windings and a single clock winding overlying 
sense windings. The rod itself is inse 
into one leg of the sense winding. A 
cal rod module measures ¥ by 4 by 4 

Logic Circuits. The rod of Fig. 7 
has been developed to replace the 
viously described inhibit-wound core 
Andrew’s circuits. Each rod logic mod 
is a multiple-input logical-nor cir 
(positive logic); this has been sh 
symbolically in Fig. 7-52. As descri 


previously, the rod nor circuit makes 


50 mils or 10 bits 
per in. 





15 mils of the coincidence of half-amplitude 
Electroplated Fe-Ni film rents in switching the rod, and the in 
Silver film pulse which acts as an inhibit pulse d 
Glass rod 


not have to overcome the large 
voltage 
switching. 
In rod circuits the clock is a sinusoidal current of 400 ma (rms), and 
inhibit current is 200 ma; for a 10-turn winding, the output is about 300 
The use of sinusoidal clock pulses allows a greater tolerance in timing req 
ments for clock and inhibit currents. The rod can be operated at a rate of 2 
per sec. As many as 10 inhibit and sense windings can be connected in 8 
and up to 10 inhibit windings have been used on one rod. The power cons 
tion of each rod module is about 0.1 watt. The output of a magnetic-rod 
circuit is directly coupled to a transistor amplifier for driving other logic cire 


FIG. 7-55 A magnetic-rod element. otherwise generated d 


7-11 


Parametric Subharmonic Oscillator. The Parametron, developed by 
of Japan [39], is a parametric phase-locked subharmonic oscillator (PLO), 
described in Chap. 6, a PLO is a resonant circuit with a reactive element 
ing periodically at a pump frequency fp; the resonant circuit produces a 
metric oscillation with a frequency f, which is the second subharmonic of 
pump frequency (or fp = 2f,). The parametric subharmonic oscillation 
remarkable property in that the oscillation has two stable phases which differ 
180°, as shown in Fig. 6-35. These two stable modes of oscillation repr 
the binary states; hence a PLO is a bistable storage element. 

Under certain resonance conditions the parametric oscillation in a PLO @ 
be easily self-started by a small initial oscillation; this is called soft oscillw 
In this case the phase of the stable oscillation is guided by the phase of the 
initial oscillation. Thus, a PLO has the properties of both memory and am 
cation, The parametric oscillation can be made non-self-starting; this is 
hard oscillation. In this case, the circuit may have three stable states; the 
oscillating state, the oscillating state with a 0 phase, and the oscillating state 
a 180° phase, In the hard-oscillation circuit the binary states can be repr 
by the presence or absence of an oscillation, 


Parametron Logic Circuits 


Magnetic-core Logic Circuits 287 


A parametric subharmonic oscillator may be regarded as a degenerative case 
of a parametric amplifier. In a parametric amplifier two resonant circuits which 
are tuned, respectively, to the signal frequency f; and the idling frequency fj are 
coupled regeneratively through a nonlinear reactor. A voltage at a pumping fre- 
uency fp which satisfies the condition fp = fi + fs is applied to the nonlinear 
reactor. When the two resonant circuits for f; and fs are reduced into a single 


Clock 
solenoid 






Inhibit solenoid 


FIG. 7-56 Exploded view of a magnetic rod for logic circuits. 


‘common circuit so that fj = fs = fo, the condition becomes f, = 2/5, which is 
the condition for the parametric subharmonic oscillation. 

The parametric oscillation is not a new phenomenon. Its application to the 
(ligital computer was independently conceived by both the late von Neumann 
und Goto of Japan at nearly the same time (1954). The Parametron has been 
\ised in several digital computers in Japan. 
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To pump 
FIG. 7-57 A Parametron. 


Parametron Circuit. A Parametron is shown in Fig. 7-57; it comprises a 
juir of ferrite cores with two windings on each, a resistor, a capacitor, and one 
eoupling transformer. One winding on each core and the capacitor form a reso- 
fant circuit, which is tuned to the frequency fo. The other windings are con- 
fected in series to the pump. The exciting current from the pump is the super- 
position of a dee bias and an ave current whose frequency fp is equal to 2/, and 
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causes a periodic variation in the inductance of the resonant circuit at pum] 
frequency fp; the resonant circuit oscillates at the parametric frequency fo. 
circuit is connected to the other circuits by resistor R and the coupling tran 
former. The characteristics of some available Parametrons are shown in Tabli 
7-5, where the coupling coefficient is defined as the ratio of the unit input vo 
age measured at the resonant circuit to the voltage of stationary oscillation 

The Parametron is a bilateral device, the direction of the information flow bei 
controlled by a three-phase clock. The clock and the pump can be combi 
into one device which generates a pulse-modulated carrier, as illustrated in 
7-58. Information transfer by the use of a three-phase pulse-modulated clo¢ 
offers a parallel to the use of the tunnel-diode logic circuit. 


6 PLP SP ————tre 
tet —A Aff AP yp —— 


és fp APA Pr APA Pr — 


FIG, 7-58 A three-phase pulse-modulated clock. 

















FIG. 7-59 A Parametron delay line. 


Logic Circuits. Figure 7-59 shows a delay line, a chain of Paramet ) 
which are divided into three functional groups. The first group, consisting, 
the first and every fourth Parametron, is excited by clock phase 91. The seer 
group, embracing the second and every fourth Parametron thereafter, and 
third group, consisting of the third and every fourth Parametron thereafter, 


Table 7-5 Characteristics of Some Parametrons [39] 





Characteristic High-speed Standard 
Pumping frequency... 500i scenes ccs ewenees 6 Me 2 Me 
Maximum clock frequency, ke... 140 25 
Power per Parametron, MW... 120 30 
REMIT OS UE) Coty cot retce sagen) yt 0.6 0.6 
Varin Li Sor 5 Bor 5 
Mamouts. oc... 


1S 


a!) 





Coupling coeflicient, db... 
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excited, respectively, by phases 62 and @3. Overlapping of the three clock 
phases enables the oscillation of one stage to be started while the preceding stage 
is still oscillating. The delay between two adjacent Parametrons is one-third the 
clock period. The delay line in Fig. 7-59 is also a shift register. 

Figure 7-60 shows a Parametron logic circuit. The outputs of three Para- 
metrons Py, Pz, and P3 are coupled to Parametron P4; the coupling transformer 
forms the majority circuit (see Chaps. 3 and 6). Briefly, if input C has a con- 
stant value of 1, then either input A or input B or both being 1 gives a majority 
decision of 1; and Parametron P4 is switched into the 1 state. The circuit be- 
comes a logical-or circuit. If circuit C has a constant value of 0, then both inputs 
{ and B must be 1 to effect a majority decision of 1; and Parametron P4 switches 








FIG. 7-60 A Parametron logic circuit. 


lo the 1 state. This logic circuit becomes a logical-and circuit. The constant 
signals are derived from the constant Parametrons or some voltage sources. 

The logical-not operation can be simply obtained by reversing the polarity of 
(he input terminals on the coupling transformer. 

Because of the analog-addition nature of signals in a Parametron, the allow- 
able number of inputs is limited to 3 or 5 in most cases. Since each Parametron 
is an amplifier, the maximum allowable branching ranges from 10 to 20. Thus, 
(he Parametron has a limited fan-in but an adequately large fan-out capability. 

The Parametron computer MUSASINO I [40], built in Japan, is a parallel 
machine with a word length of 40 bits and a fixed binary point. The arithmetic 
and control unit employs about 4,400 Parametrons, in addition to 280 vacuum 
\ubes for the pump, The pump frequency is 2.4 Me, and the repetition frequency 
of the three-phase clock is about LO ke, 
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Problems 


1. Establish tables of operation for the six single-core symbolic circuits of Fig. 7-13. 
2. Draw schematic circuits for the single-diode transfer-loop logic circuits of Fig. 7-18. 
3. Given Boolean equations for a serial adder, 


S(sum) = A®B@ AG 
C,(output carry) = AB + (A + B)C; 


where A is the delay operator, C; the input carry, and A and B are the augend and add 
rks respectively, draw a magnetic-core symbolic circuit using the single-shift-line tr 
oop. 
ri Given the following functions, 
(a) f = A(4f), where A = A(f) 
(c) f= A(A OS) 
draw magnetic-core sequence generators, and determine their binary sequences. 
5. Synthesize magnetic-core logic circuits for the following Boolean functions by 
Karnaugh circuits: 
(a) f= AB+ BC+ CA (b) f(4,B,C,D) = Po + Pe + Py + Pig + Pas 
6. Synthesize magnetic-core logic circuits for the following Boolean functions by wi 
Rosenfeld circuits: ; 
(a) f= ABC + ABC + ABC (d) S(A,B,C,D) = P3 + Ps + Pg + Pur + Pra 
7. Synthesize magnetic-core logic circuits for the following Boolean functions by us 
Andrews circuits: 
(a) f= ABC + BCD + ABD 
(6) f= ABCD + ABCD + ABCD + ABCD + ABCD 
(c) f(4,B,C,D) = Py + Ps + P7 + Pro + Pie 


(b) f = A(A + A2A), where A = A(f) 


References 


1. Wang, An, and Way Dong Woo: Static Magnetic Storage and Delay Line, J. Appl. 
vol. 21, pp. 49-54, January, 1950. 

2. Wang, An: Magnetic Delay-line Storage, Proc. IRE, April, 1951, pp. 401-407. 

3. Alden, J. M., M. Kincaid, and R. B. Hanna: Static Magnetic Memory, Electronics, J 
ary, 1951, pp. 108-111.” 

4. Wang, An: Static Magnetic Memory: Its Applications to Computers and Cont 
Systems, Proc. ACM, 1952, pp. 207-212. 

5. Ramey, R. A.: The Single-core Magnetic Amplifier as a Computer Element, 
Communs. Electronics, vol. 271, pp. 442-446, 1952. 

6. Littman, M. F.: Ultrathin Tapes of Magnetic Alloys with Rectangular Hysteresis 
Trans. AIEE, vol. 71, pt. 1, pp. 220-223, 1952. 

7. Sands, E. A.: Behavior of Rectangular Hysteresis Loop Magnetic Materials under 
rent Pulse Conditions, Proc. IRE, vol. 40, pp. 1246-1250, October, 1952. 

8. Mayer, R. P.: The Mirror: A Proposed Simplified Symbol for Magnet Circuits, 
Digital Computer Lab. Eng. Note E-472, Aug. 14, 1952. 
9, Saunders, N. B.: Magnetic Binaries in the Logical Design of Information Ha 
Machines, Proc. ACM, May, 1952, pp. 223-229. 
10, Wylen, J.: Pulse Response Characteristics of Rectangular Hysteresis Loop Fe 
netic Materials, Thans, ATEE, vol. 72, pt. 1, pp. 648-656, 1953, ) 


11, Sands, BE. Av: An Analysis of Magnetic Shift Register Operation, Proc. IRB, 
195, pp, 998-999, 




















Magnetic-core Logic Circuits 291 


12. Kodis, R. D., S. Ruhman, and W. D. Woo: Magnetic Shift Register Using One Core 
per Bit, IRE Conv. Record, 1953, pp. 38-42. 

13. Ferromagnetic Core Logical Circuitry and Its Application to Digital Computers, Bal- 
listic Research Labs. Mem. Rept. 911, August, 1955. 

14. Menyuk, N., and J. B. Goodenough: Magnetic Materials for Digital-computer Com- 
ponents: A Theory of Flux Reversal in Polycrystalline Ferromagnetics, J. Appl. Phys., vol. 
26, no. 1, pp. 8-18, January, 1955. 

15. Karnaugh, M.: Pulse-switching Circuits Using Magnetic Cores, Proc. IRE, May, 1955, 
pp. 570-584. 

16. Guterman, S., R. F. Kodis, and S. Ruhman: Logical and Control Functions Per- 
formed with Magnetic Cores, Proc. IRE, March, 1955, pp. 291-298. 

17. Auerbach, I. L., and S. B. Disson: Magnetic Elements in Arithmetic and Control Cir- 
cuits, Elec. Eng., September, 1955, pp. 766-770. 

18. Devenny, C. F., Jr., and L. G. Thompson: Ferromagnetic Core Characteristics for 
Computer Type Circuits, Proc. Electronic Components Symposium, May, 1955, pp. 15-17. 

19. Brown, D. R., D. A. Buck, and N. Menyuk: A Comparison of Metals and Ferrites 
lor High-speed Pulse Operations, AIEE Communs. Electronics, January, 1955, pp. 631-635. 

20. Guterman, S. S., and W. M. Carey, Jr.: A Transistor—Magnetic Core Circuit: A New 
Device Applied to Digital Computing Techniques, IRE Natl. Conv. Record, 1955, pp. 84-94. 

21. Report of a New Decision Element System, revised, Librascope Incorporated, Bur- 
bank Division, Jan. 9, 1956. 

22. Evans, W. G., W. G. Hall, and R. I. Van Nice: Magnetic Logic Circuits for Industrial 
Control Systems, AIEE Appl. Ind., July, 1956, pp. 166-171. 

23. Torrey, R. D., and T. H. Bonn: A 2.5-megacycle Ferractor Accumulator, Proc, East- 
ern Joint Computer Conf., 1956, pp. 50-53. 

24. Scarrott, G. G., W. J. Harwood, and K. C. Johnson: The Design and Use of Logical 
Devices Using Saturable Magnetic Cores, Proc. IEE (London), vol. 103, pt. B, suppl. 2, pp. 
402-312, April, 1956. 

25. Andrews, L. J.: A Technique for Using Memory Cores as Logical Elements, Proc. 
Joint Eastern Computer Conf., 1956, pp. 39-46. 

26. Newhouse, V. L., and N. S. Prywes: High-speed Shift Registers Using One Core per 
Kit, IRE Trans. on Electronic Computers, September, 1956, pp. 114-120. 

27. Hogue, E. W.: A Saturable-transformer Digital Amplifier with Diode Switching, Proc. 
Kastern Joint Computer Conf., 1956, pp. 58-64. 

28. Loev, D., W. Miehle, J. Paivinen, and J. Wyle: Magnetic Core Circuits for Digital 
Data Processing Systems, Proc. IRE, February, 1956, pp. 154-162. 

29. Hunter, L. P., and E. W. Bauer: High Speed Coincident Flux Magnetic Storage Prin- 
ciples, J. Appl. Phys., November, 1956, pp. 1257-1261. 

30. Erb, D. R.: High Speed Magnetic Switches for Memory Matrices, Proc. Electronic 
Components Symposium, May, 1957, pp. 42-54. 

31. Bonn, T. H.: Magnetic Computer, Electronics, August, 1957, pp. 156-160. 

32. Russell, L. A.: Diodeless Magnetic Core Logical Circuits, IRE Natl. Conv. Record, 
1957, pp. 106-114. 

33. Rosenfeld, J. L.: Magnetic Core Pulse-switching Circuits for Standard Packages, IRE 
lhans. on Electronic Computers, September, 1958, pp. 223-228. 

34. Morgan, W. L.: Bibliography of Digital Magnetic Circuits and Materials, [RE Trans. 
on Electronic Computers, June, 1959, pp. 148-158. 

$5. Karnaugh, M.: Magnetic Selectors, Proc. Intern. Symposium on Theory of Switching, 
1959, pt. 2, pp. 186-191. 

86, Dunham, B,; The Use of Multipurpose Logical Devices, Proc. Intern. Symposium on 
Theory of Switching, 1959, pt, 2, pp. 192-200. \ 

87. Woo, W. Dz Magnetic-core Logie Circuits, Proce, Intern, Symposium on Theory of 
Switching, 1959, pt, 2, pp. 1736178, 


292 Digital Computer Design Fundamentals 


38. Kaufman, B. A., D. A. Meier, and D. W. Rork: Megacycle Magnetic Rod Logic, L 
Wescon Record, pt. 4, pp. 27-31, 1959. cas ee = 

39. Goto, E.: The Parametron, A Digital Computing Element Which Utilizes Param 
Oscillation, Proc. IRE, August, 1959, pp- 1304-1316. 

40. Muraga, S., and K. Takashima: The Parametron Digital Computer MUSASINO- 
IRE Trans. on Electronic Computers, September, 1959, pp- 308-316. 

41. Meyerhoff, A. J. (senior ed.): “Digital Applications of Magnetic Devices,” J 
Wiley & Sons, Inc., New York, 1960. 





Magnetic Multiaperture-core 
Logic Circuits 


A toroidal magnetic core has only one flux path. In a magnetic multiaperture 
core there are multiple flux paths, thus making possible a more complex logic 
circuit. This chapter describes magnetic logic circuits using multiaperture cores. 


8-1 Flux-summation-core Logic Circuits 


A Multiaperture Core. A multiaperture core of ferrite, with a rectangular 
loop property, was reported by Lockhart [5] and is shown in Fig. 8-1. There 
ure six legs labeled a to f. Legs a to ¢ are input legs; legs d to f are output 
legs. An input or an output winding is wound on each of the input or output 
legs; none of these windings is shown in the figure. A flux path in the multi- 
liperture core always links one input leg 
lo one output leg; the dashed lines and 
arrows in Fig. 8-1 indicate possible 
{lux paths. 

If all flux paths are in a clockwise 
direction, as in Fig. 8-1, the flux pat- 
lern is taken to be the 0 state; all paths 
in a counterclockwise direction, as in 
lig. 8-2c, represent the 1 state. The 
inpul, or set, windings switch the flux 
in their legs to a direction which is 
part of a counterclockwise path. 
A pulse applied to reset winding R (Fig. 8-1) switches all flux paths to a clockwise 
direction, as shown in the figure; and the core is in the 0 state. During this re- 
setting, voltages may be induced in output windings. The core is operated by 
upplying the reset pulse and the input pulses alternately. 

Flux Summation. The six-leg core is operated according to the principle 
of flux summation. When a flux reversal occurs in one or more input legs, the 
flux in the first output leg d reverses; this is illustrated in Fig. 8-2a, where one 
pulse is applied to input winding 4, When there are flux reversals in any two 
or more input legs, the fluxes in the first and second output legs d and e are re- 
versed, Figure 8-26 illustrates the ease where pulses are applied to input wind- 
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FIG. 8-1 A magnetic flux-summation core. 
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ings A and B. Flux reversal in all input legs means that a flux reversal is 
curred in all three output legs, as shown in Fig. 8-2c. This technique is call 
flux summation because flux reversals in the output legs hinge on the sum of 
changes in the input legs. The flux reversal in the core follows a certain | 
pattern which can be utilized to realize some logic operations. 

To achieve the flux-summation operation, the core must fulfill certain geomi 
rical requirements. First, the core must have an equal number of input 
output legs, all having equal cross-s 
tional areas. These legs are joined 
parallel by two legs gh and i of the 
body, indicated in Fig. 8-1. Second, 
cross-sectional area of two legs gh and 
must be equal to or larger than the s 
of the cross-sectional areas of all in 
legs (or output legs). Third, the t 
flux paths linking the first input leg a 
one of the three output legs must sho 
well-defined difference in length. 
means that the length of path aghfjia 
greater than the length of path aghe 
which in turn is greater than the length’ 
path agdia. The differences in length ¢ 
the three paths institute preferential fl 
reversals because these lengths cause 
initial difference in reluctance to 
among the three paths and produce a 
reversal in the shorter or the sho 
path. Similarly, this difference in le 
should be true for the three flux pa 
linking input leg 6 or c to any one of 
three output legs. 

Logic Circuits. Figure 8-3 sho 
four-leg core with two input legs a and 
and two output legs c and d. From 
principle of flux summation, output | 
is switched and output fy produced w 
a pulse is applied to one or both in 
windings. Output leg d is switched ] 
an output f2 produced when pulses 
applied to both input windings. No o 
put leg is switched when no input is 
plied. This operation is shown in the table in the figure. For positive logic, 
put fi gives a delayed logical-or operation and fz a delayed logical-and operat 

If the two positive terminals of output /; and f2 are connected, the other 
terminals form an output fg. Output fg is zero when both legs ¢ and d 
switched because outputs fy and fg cancel each other. There is an output 
when the pulse is applied to only one of the two inputs. For positive logie, 
is a delayed exclusive-or circuit, In summary, these three outputs are 











FIG. 8-2 Examples of flux patterns showing 
the principle of flux summation. (a) One in- 
put is applied; (b) two inputs are applied; 
(c) three inputs are applied. 


Magnetic Multiaperture-core Logic Circuits 295 


fi = A(A + B) 
fo = A(AB) (8-1) 
fs = A(A @ B) 


Figure 8-4: shows a six-leg core with three input legs a to c and three output 
legs d to f. From the flux-summation principle, output /; occurs whenever an 
input is applied to any one or more input windings; output j2 occurs whenever 
inputs are applied to any two or more input windings, and output /3 occurs when 


Input pulse applied | Output leg switched 

















f,=MA+8) f= A(AB) 


FIG. 8-3 Logic operations on a four-leg core. 


inputs are applied to all three input windings. For positive logic, these three 


outputs are 


f= MA+B4C) 























fr= A(AB + BC + CA) (8-2) 
fs = A(ABC) 
I is apparent that flux-summation core may readily implement symmetric Boolean 
function. 
Input pulse applied | Output leg switched 
ls a|Leg 6| Leg c| Leg d| Leg e| Leg # 
e = = + + = = 
5 = + | = +] -] - 
- +] +4 ]+]4]- 
+ - | - | +} -] =- 
+ - | + + + | - 
+ + - + + | - 
+ + | + + + | + 














FIG. 8-4 Logic operations on a six-leg core. 


Multipurpose Logic Circuits. Circuits such as those of Figs. 8-3 and 8-4 
wre called multipurpose logic circuits [4] because they realize directly a number 
of simple Boolean functions. Multipurpose circuits have the advantage of com- 
pactness and fewer wire connections. On the other hand, the basic logic circuits, 
which are single-purpose circuits, are more flexible when more complex logic 
vireuits are to be built. It should be pointed out that the use of sihgle-purpose 
or multipurpose logic circuits represents two different approaches which are 
héavily influenced by circuit feasibility, cost, and reliability, 
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Two additional multipurpose logic circuits will now be discussed. The firs 
circuit is the single-bit full adder of Fig. 8-5. As was shown in Table 5-6, 
sum S is 1 when any one input or all three inputs (but not two inputs) have 
value 1. Examining the table in Fi 
8-4. reveals that the sum can be obtained 
by connecting outputs fy and f2 in series 
subtracting and output f3 in series add 
ing. Also from Table 5-6, the outp 
carry C, is 1 whenever two or three i 
puts have the value 1. The carry 
output f2 of Fig. 8-4 because this outp 
appears whenever there are two or thre 
inputs. 

The second circuit is shown in Fig 
8-6. Input C is connected to a clock 
that its value is always 1. Output 
is connected in the same manner as th 
sum output of the adder. Output f2 is connected with the windings on legs 
and e in series subtracting. For positive logic, fy is a delayed coincidence ope 
tion, and f2 is a delayed nor operation. 


Reset winding A 









FIG. 8-5 A single-core full adder. 


8-2  Laddic Logic Circuits 


The Laddic (derived from ladder logic), reported by Gianola and Crowley [8] 
is a ladderlike multiaperture structure illustrated in Fig. 8-7. It is made of ferri 
material with a rectangular-loop property. In the magnetic structure there are 16 
32 rungs per inch, and thus a large number of possible flux paths. By switch 
these flux paths, a Boolean function can be implemented. 


Reset winding 7 


Input pulse applied | Output leg switched 


Leg d|Leg e | Leg /) 
+ - 
+ 
+ 
+ 


f=O(A@B) h=A(AFB) 





+++ 





FIG. 8-6 Logical-nor and coincidence circuits. 


Principle of Operation. The side rails and rungs of the Laddic are mac 
equal in their minimum cross section so that all possible paths are flux-limi 
Assume that the flux in the first rung is downward. When a reversal field 
applied to the first rung, the switched flux is returned almost entirely through € 
Glowest path, rung 2, no matter how large the applied field, This flux pattern hy 
hoon established by experiments. Furthermore, it has been found that if the rp 
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of rung spacing to side-rail spacing is 1 or 2, the ratio of the flux returned to the 
closest rung to the flux returned to the next closest rung is 21 or 83, respectively. 
Placing input windings on alternate rungs 
makes possible the control of flux paths 
and, in turn, the implementing of the 
Boolean function. 

Logic Circuits. Figure 8-8 shows a 
Laddic with a reset winding. Applying 
au current pulse to the reset winding estab- 
lishes a flux pattern of upward saturated 
{lux in odd-numbered rungs and downward saturated flux in even-numbered rungs. 
The directions of these saturated fluxes are indicated by arrows. This is the 
resetting process. 

Consider the Laddic of Fig. 8-9a, which has been reset. If a current pulse is 





Bo eee 


Rung Side rail 
FIG. 8-7 The Laddic structure. 


Set. 

















(d) 


FIG. 8-9 A Laddic logical-and circuit. 


upplied to the set winding on rung 1, the flux in that rung is switched downward 
und the flux returns through the closest available path of rung 2. However, if 
current pulse is also being applied to winding A on rung 2 to hold the flux in 
that rung in its original downward direction, the flux cannot return through rung 2. 
Neither can the flux return through rungs 3, 5, and 7, because they have been 
saturated in the upward direction. The closest available path is rung 4. Further- 
inore, if current pulses are also being applied to windings B and C on rungs 4 
und 6 to hold their respective fluxes in the original upward direction, the flux 
cannot return through those rungs. The only available path is in rung 8. The 
{lux reverses in rung 8, and an output pulse is produced. In short, a pulse is 
»roduced at the output when there are current pulses at input windings A, B, and C. 
For positive logic, this is a logical-and circuit, Note that the output voltage 
worresponds to reversal of one-half the saturation flux in rung 8 because the other 
half of the flux in either of the two side rails is a portion of the flux paths around 
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the holes, as shown in Fig. 8-96. Also note that no input winding should be pla 
on odd-numbered rungs except the first rung, because these rungs serve only 
maintain flux continuity. 

If more than one input winding is placed on an even-numbered rung, as in 
circuit of Fig, 8-10, application of a current pulse to either of these input windi 
holds the original flux direction. 
positive logic, the Laddic in Fig. 8-10 
a logical-or circuit. The currents 
plied to input windings only prevent 
flux from being switched in the 
therefore, their magnitude needs to 
ceed only a minimum. 

The Laddic can also be wound to f 
the or-and circuit and the and-or circuit. Figure 8-11 shows an or-and cir 
which merely adds input windings on even-numbered rungs (except the last 
of the Laddic of Fig. 8-9a. Fig. 8-12 shows an and-or circuit wherein adja 
Laddics combine in a continuous sheet, with guard spaces in between. 
Laddic forms a product term, and the logical-or operation is performed by 
output winding. 

If more than one input winding is placed on even-numbered rungs (except 


f=A+B+C 





FIG. 8-10 A Laddic logical-or circuit. 


F=(A+8B)(B+C)(C+A) 





FIG. 8-11 A Laddic logical-or-and circuit. 


last rung) of the Laddic of Fig. 8-12, the resulting circuit is an or-and-or cire 
Other forms of Boolean functions are possible; these are achieved by windings 
side rails, by an output winding overlying more than one rung, or by using am 
complicated ladder structure. 


8-3  Biax Logic Circuits 


Biax Logic Element. The Biax, reported by Wanlass [9], is a two-ape 
magnetic bar, as shown in Fig. 8-13. It is made of ferrite material with a squ 
loop property and a low coercive force. Two orthogonal holes intersect, 
indicated in the figure, allowing wires to be threaded through them. There 
four flux-constricting areas (shaded areas in the figure) at which flux interfere 
occurs around the two holes. 

A current pulse in set wire S sets up a flux around the lower hole (Fig, 81 
but produces little flux enclosing the wires in the upper hole; this is the # 
process of the element occurring at time ¢). Similarly, when a current pu 
applied to reset wire R in the upper hole, a flux is set up around the upper 
thin is the resetting process occurring at time ft. Reset occurring after a 4 
process induces a pulse in output wire / because the pulse in reset wire R ow 
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a flux change around a portion of the lower hole through two of the constricting 
areas. 

Biax Logic Circuits. The Biax logic element in Fig. 8-13 is a logical-not 
circuit. Ifno pulse is applied to input 4 during the setting process, the subsequent 
resetting process induces a pulse in the output wire. However, an input pulse 
inhibits the setting process, and the subsequent resetting process produces little 
output. The principle of this logical-not operation is similar to that of the 


—° f= AB+BC+CA 

















FIG. 8-12 A Laddic logical-and-or circuit. 


\ndrews inhibit-wound core shown in Fig. 7-50. In an inhibit-wound core, the 
inhibition occurs between the circular fluxes produced by current pulses. Ina 
Biax element, the inhibition happens between the fluxes at the constricting areas. 

Figure 8-14 shows a Biax logic element with two input wires A and B. Either 
or both inputs can inhibit the setting process. In positive logic, this is a delayed 
nor circuit and is similar to the Andrews circuit in Fig. 7-52. If complements 





Set wire S(4) 
FIG. 8-13 A Biax logic element. 


of the inputs (4 and B) are used instead, it becomes a logical-and circuit of A 
and B. 

The logical-or operation is performed by connecting in series the output wire 
of more than one Biax logic element. Since each Biax logic element can be made 
\o form a product term, the threading of the output wire through these logic 
elements results in an and-or circuit, The example of Fig. 8-15 (set and reset 


300 




































Digital Computer Design Fundamentals 


wires are not shown) implements the same Boolean function as does the Andre 
circuit in Fig. 7-65. A transistor amplifier at the output terminal drives succeedi 
and-or circuits. 

Reportedly the signal-to-noise ratio can be as high as 100:1 with a sin 
Biax logic element; this makes possible the threading of a large number of elemen 
to form an or circuit. The Biax element is reported to be operable as fast as 
per each and-or circuit. 


8-4 Transfluxor Logic Circuits 


In its first developed form, reported by Rajchman and Lo [1,2], the Transflux 
appeared as a two-aperture magnetic core (Fig. 8-16) and was so named because 
operates by a controlled transfer of flux from one leg to the other in the magn 
core. This core is of ferrite material having a rectangular-loop property. 

Two-aperture Transfluxor. The Transfluxor core contains two cire 
apertures of unequal diameter which result in distinct legs—1, 2, and 3. 
cross-sectional areas of legs 1 and 2 are equal, and that of leg 3 equals or exce 
the sum of the areas of legs 1 and 2. There are four windings, Vy to N4. 

a blocking, or reset, pulse is applied to reset winding N3, a clockwise flux sho 





A(t) 
B(t)) A 
P (to) f= A(AB +A 
F (to) 
Connected to 
S (ty) e transistor dri 


FIG. 8-14 A Biax logical-nor circuit. FIG. 8-15 A Biax logical-and-or cireuit, 


in Fig. 8-17a flows and saturates legs 1 and 2; this is possible because of the la 
size of leg 3. The flux in legs 1, 2, and 3 remains saturated after termination of 
input blocking pulse. The flux pattern in Fig. 8-17a is called the blocked § 
When an unblocking, or set, pulse is applied to set winding N4, a reversal of 
flux in leg 2 and of a part of the flux 
leg 3 occurs, as shown in Fig. 81 
This is achieved by having the magnit 
of the unblocking, or set pulse bei 
smaller than the blocking pulse, The 
sult is that the magnetizing force in| 
nearer leg 2 is larger than the coerel 
force H- but that the magnetizing foree 
the farther leg 1 is smaller than /H,, 
2 is saturated in a reverse direction ( 
ward), but leg 1 is still saturated in 
same downward direction, The flux 
tern in Fig. 8-176 is called the und 
state. The blocking and unbloe 






Blocking 
winding 


Unblocking 
winding 






Ac output 
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A twoperture Transfluxor, 
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states are the binary states of the core, representing, respectively, the 0 and 1 states. 

Input winding Ny connects to an a-c signal source. Np is an output winding 
in which an a-e signal is induced by the flux reversal in the material around the 
small aperture functioning as a transformer. This transformer operates differently 
at the two core states. Consider the case when the core is in the blocked state. 
‘The a-e source in Ny produces an alternating magnetomotive force (mmf) along 
path surrounding the smaller aperture shown by the shaded area in Fig. 8-17a. 
When the mmf is in a clockwise direction, it tends to increase the flux in leg 1 
und to decrease the flux in leg 2. But the previous saturation of leg 1 permits no 
{lux increase, in turn permitting no flux decrease in leg 2 because the magnetic 
{lux is always in a closed path. When mnf is in a counterclockwise direction, a 
similar situation prevails. Therefore, the blocked state allows no flux reversal 
around the small aperture and thus no induced voltage in the output winding. 
Consider the case when the core is in the unblocked state. When the a-c source 
is applied to Ny, there can be a flux increase in one leg and a flux decrease in 
the other leg and the alternating flux induces a voltage in output winding Np. 
Therefore, during the unblocked state, local flux reversal occurs around the small 
aperture, inducing a voltage in output winding No. 


CO} 


(a) (d) 


FIG. 8-17 The two states of the Transfluxor. (a) Blocked state; (6) unblocked state. 


‘The above Transfluxor operation will now be summarized. First, in the blocked 
state, the fluxes in legs 1 and 2 are in the same direction; in the unblocked state, 
they are in the opposite direction. Second, in the blocked state, the flux around 
the small aperture is irreversible by the a-c source in winding Ny, and there is 
essentially no coupling between primary and secondary windings Ny and No; in 
ihe unblocked state, there is a relatively large coupling between Nj and No. 
Third, the generation of an a-c output depends on whether the core is in the 
unblocked or blocked state, all the while not disturbing the flux condition in leg 3. 
I'his can be regarded as a method of reading out the core state without destroying 
it and can be used to build a nondestructive read-out magnetic-core memory. 

Logic Circuits. Transfluxor logic circuits make use of multiaperture cores 
and a multiplicity of windings. A Transfluxor with five apertures [3] is shown in Fig. 
18, There are four unblocking windings 4 to D; the input to each of these 
windings represents a Boolean variable. The two other windings are a-c input 
and ae output. Operation relies on the condition that the output flux path around 
the central aperture through legs 1, 2, 3, and 4 can be blocked by any one or 
more of the four legs, This flux path is unblocked only when the directions of 
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the flux in the four legs around the central aperture are the same. Thus, this cor 
can be operated as a four-input logical-and circuit. However, there are 
unblocked states due to the two possi 
clockwise and counterclockwise di 
tions of the flux around the cen 
aperture. One of the two states can 
eliminated by using one of the four 
puts as a reference. 

A Transfluxor with four apertures [. 
is shown in Fig. 8-19. The blocked 
unblocked states are shown in Fig. 8- 
If a pulse is applied to the bloc 
winding on leg 3, the core is blocked 
two parallel flux paths 34263 and 381 
become saturated. This makes the 
in output flux path 15271 irreversi 
The core is in the blocked state w 
the flux in legs 1 and 2 are satu 
and are of the same polarity. Ifap 
is applied to unblocking winding te 
nals, either 4 or B, the flux flow reverses in path 38193. This unblocks ou 
flux path 15271, and the transformer function between primary and seconda 
windings Ny and Nz becomes possible. Since unblocking can be achieved 
applying a pulse to either or both inputs, this is a logical-or circuit. 





FIG, 8-18 A five-aperture Transfluxor as a 
logical-and circuit. 
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Blocking 
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FIG. 8-19 A four-aperture Transfluxor as a logical-or circuit. 


A Transfluxor with three apertures [3] is shown in Fig. 8-21. The output 
path consists of legs 1 and 2, When a pulse is applied to the blocking windin 
core flux state becomes that shown in Fig. 8-22a; the fluxes in legs 1 and iy 
in the same direction, No a-c output is produced. When pulses are ap 
both unblocking windings A and B, the core flux state is that of Fig, 8-22 
fluxes in legs 1 and 2 are again in the same direction, Again no ae out 
produced, Where a pulse is applied to input 4 (or B), the flux in leg 1 
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(0) 
FIG. 8-20 The two states of the four-aperture Transfluxor. (a) Blocked state; (b) unblocked state. 


9 Unblocking 
pulse input 













Blocking 
pulse input 


FIG. 8-21 A three-aperture Transfluxor as a logical-exclusive-or circuit. 


(a) 


(d) (c) 


!'1G, 8-22 Several states of the three-aperture Transfluxor. (a) Blocking state; (6) blocking state; (c) 
wnblocking state. 


in reversed, as shown in Fig. 8-22c; the fluxes in legs 1 and 2 are in the opposite 


direction, An a-e output is generated. For positive logic, this is an exclusive-or 
operation, 


8-5 MAD Logic Circuits 


MAD, derived from multiaperture device and reported by Crane [6,7], stems 
from the two-aperture Transfluxor, A MAD in its simplest form (Fig, 8-23) is a 
magnetic core with two additional small apertures, the input and output apertures; 
iis.transfer loop consists only of connecting wires, 
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Input and Output Apertures. There are two states in a MAD, the block 
and the unblocked states representing the 0 and | states, respectively; these 
states, shown in Fig. 8-23, are similar 
those of the Transfluxor of Fig. 8-17. 
the blocked state, a reset pulse resets 
flux in a clockwise direction. In an 
blocked state, no more than half the ¢ 
cumferential flux is in a countercloe 

( wise direction; this condition contributes 
a) (6) : ‘ y 
to the isolation when MADs are cot 
FIG. 8-23 Two states of the MAD elements. % : 
(a) Blocked, or 0, state; (6) unblocked, or 1, nected together by wires, as will be se 
state: The unblocked flux pattern requires 
a local flux reversal around either sm 
aperture be possible; as shown in Fig. 8-230, the fluxes in legs 1 and 2 or in le 
3 and 4 can be in a counterclockwise direction around either small aperture. 

If a current [7 is applied to the winding at the output aperture, as shown 
Fig. 8-24, the change of flux pattern in the MAD depends on its initial state. 
the MAD is initially in the blocked state, no local flux around the output apert 
can change, because the flux in leg 3 is already completely saturated in the do 





or 


State O 
Fr =Nrly 





(a) (db) (c) 


FIG. 8-24 Output aperture properties. (a) Set by an output-aperture current when the MAD was 
tially at O state; (b) local flux reversal by an output-aperture current when the MAD was initially at 
1 state; (c) flux and mmf relation. 


ward direction. However, when the applied mmf Fr (= N7/7) is larger t 
setting threshold Fy shown as curve b in Fig. 8-24c, the flux can change, but 0 
around a path enclosing both the output and the central apertures, the dashed pa 
in Fig. 8-24a. As Fr increases beyond Fo, the flux changes until leg 4 is eo 
pletely switched. If the MAD is in the unblocked state initially, the applied m 
Fp needs to overcome a low threshold Fy shown as curve a in Fig. 8-24c; a | 
flux reversal occurs in legs 3 and 4, as indicated by the dashed path in I 
8-246. The flux pattern in legs 1 and 2, and thus the state of the MAD, remal 
unchanged. 
If a current Ip is applied to the winding at the input aperture (Fig. 8-25), 
change of the flux pattern in the MAD also depends on its initial state. But 
the present application the MAD is always first reset to its 0 state. In this 
the applied mmf Fp must be larger than the setting threshold Fy before the 
pattern changes, as shown by the curve in Fig, 8-256; and the flux can ¢ 
only about a path along legs 1 and 3, the dashed path in Fig. 8-25a. [fan 
set current Jp is subsequently applied, only a local flux reversal around 
inpul aperture occurs, as shown in Fig, 8-25¢e, and the flux state around the ow 
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aperture is not affected. This isolation between the input and the output apertures 
is an important property. 

Note that once the MAD is set into the 1 state, it is impossible to reset it from 
any small aperture winding; the reset winding around the central aperture has to 
be used. 

Transfer Loop. A transfer loop may be constructed by connecting in parallel 
a transmitter winding of Nr turns of one MAD and a receiver winding of Nz turns 
of another MAD. The transfer loop is then connected in series with a shifl- 
current-pulse source as shown in Fig. 8-26. This transfer loop admits three 


] 
, Fr=Nplp 


(a) (4) (¢) 


VIG. 8-25 Input aperture properties. (a) Set by an input-aperture current when the MAD was initially 
at the O state; (6) flux and mmf relation; (c) negative set by an input-aperture current when the MAD 
was initially at the O state. 





possibilities, Np being larger than, smaller than, or equal to Ng. The loop with 
Nr equal to Np is called the symmetric loop; it has a bilateral shifting property 
und is the case to be described here. This transfer loop shows some similarity 
\o the gated-diode transfer loop in Chap. 7. 

The aim of the transfer loop is to transmit the state of the transmitting MAD 
\o the receiving MAD when the shift current pulse [4 is applied. The receiving 
MAD is always in the 0 state initially. 

Consider the case where the transmitting MAD is initially at the 0 state. Shift 


eee 


(a) (0) 


FIG. 8-27 Currents during a transfer. (a) 0 trans- 
fer; (b) 1 transfer. 





VIG, 8-26 A basic transfer loop. 


current pulse [4 divides equally into the two branch currents [7 and Ip. The 
magnitude of the current [4/2 is so chosen that its resulting mmf is equal to Fo; 
hence, there is no flux change in either MAD. This is the transfer of the 0 state 
of the transmitting MAD to the receiving MAD, and its current waveform is shown 
in Fig, 8-27a, 

Consider the case where the transmitting MAD is initially in the 1 state. 
When shift current pulse /4 is applied, the transmitting MAD has a low threshold 
Fy a local flux reversal occurs, a8 shown in Fig, 8-24, and current /7 is small. 
However, the current Jp becomes large and overcomes setting threshold Fg; the 
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receiving MAD is thus set to the 1 state, as shown in Fig. 8-254. This is 
transfer of the 1 state of the transmitting MAD to the receiving MAD, an 
current waveform appears in Fig. 8-276. Note that the transmitter read- 
nondestructive because there is only a local flux reversal. 

A Shift Register. Cascading a chain of MADs (Fig. 8-28) results in a 
register. Its operation requires a four-phase clock. The MADs are divided 
an odd-numbered group and an even-numbered group. Assume that the i 
mation is initially stored in the odd-numbered MADs and that the even-n 














FIG. 8-28 A shift register using MADs. 


bered MADs are all cleared. The operating cycle is (1) to shift the states in 
odd-numbered to the even-numbered MADs at time ¢y by current [41(t1), 
reset the odd-numbered MADs into the 0 state at time fo by current Ry(t2), (8 
shift the states in the even-numbered to the odd-numbered MADs at time ly 
current I42(t3), and then (4) to reset the even-numbered MADs to the 0 
at time ¢4 by current Ro (¢4) 

Figure 8-29 shows a MAD with a number of small apertures. The arro 
Fig. 8-29a show the flux pattern in the 0 state. Any aperture may be used ej 





(a) (d) (c) 


FIG. 8-29 A MAD with multiple small apertures. (a) Reset state flux pattern; (4) set at aperture 
(c) output at aperture 6. 


as an input or as an output. The MAD may be set to the 1 state from any in 
aperture such as input aperture 2 of Fig. 8-296; and no signals are indue 
any other windings. This is possible because of the condition that no more 
half the circumferential flux around the central aperture is switched by any 
winding; in this way, no flux changes in the leg linked by any other input 
ing. In Fig. 8-29 an output is taken at aperture 6, The use of these addi 
small apertures is examplified in the shift register of Fig, 8-28. In this 

additional input and output apertures are indicated, and an indicator is ad 
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connecting a suitable light and an exciting winding through another additional 
aperture. The amplitude of the exciting current must be limited to a value that 
merely alternates the flux locally about its aperture. 

Logic Circuits. Logic circuits can be formed by properly connecting MADs. 
Figure 8-30a shows a two-input logical-or circuit. In this circuit, a wire is 
threaded through the two output apertures in the transmitting branch. If both 
MADs A and B are in the 0 state, no transmitter current is steered into the re- 
ceiving branch and the receiving MAD remains in the 0 state. If MAD A or B 
(or both) is in the 1 state, most of the shift current flows into the receiving branch 
and the receiving MAD is set to the 1 state. Figure 8-305 shows a logical-and 
circuit having two transmitting branches. The transmitter current can be steered 
into the receiving branch only when both MADs A and B are in the | state. In 
this case the flux at their output apertures is locally reversible, and a large re- 
ceiving current is available at the receiving branch to switch the receiving MAD 
into the 1 state. 

The operation of the MAD is improved if it is shaped like the one shown in 
lig. 8-31, which has substantially equal cross-sectional area everywhere. Logic 
circuits can also be formed by geometrically shaping the MAD; these will not 
he further described. 





(a) (b) 
NIG, 8-30 MAD logic circuits. (a) Logical-or; 
(b) logical-and. FIG. 8-31 A shaped MAD. 


The great advantage of the MAD lies in its simple transfer loop, at the ex- 
pense, however, of using a four-phase clock. At present, an information rate of 
about 250 ke is reported to be feasible. 
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Switching Matrices 


An important type of digital computer circuit, the switching matrix, is de- 
wribed in this chapter by means of the Boolean matrix function. Matrix circuits 
ising diodes, magnetic cores, transistors, cryotrons, and other components are 
discussed. Both single-level and multiple-level matrices are described. 


9-1 Multiple-output Switching Circuits 


A multiple-output switching circuit may be described by a number of Boolean 
functions. Let us use the single-bit full adder as an example. The truth table 
has been shown in Table 5-6, from which two Boolean functions for sum S and 
oulput carry Co are written as 


S= XYC, + XVC, + XYC, + XYC, (9-1) 

Co = XYC, + XYC, + XYC; + XYC; (9-2) 

where X, Y, and C; are the augend bit, addend bit, and input carry bit, respec- 
lively. These functions can be written in P terms, 

S= Py + P2+ Pe+ Pr (9-3) 

Co = P3 + Ps + Po + Pr (9-4) 


They can also be written in terms of characteristic numbers. 


S= (0 X Po) + (1 X Pr) + (1 X Pe) + (O X Ps) + (1 X Pa) 

+ (0 x Ps) + (0 X Pe) + (1 X Pr) (9-5) 
(, = (0 X Po) + (0 X Pi) + (0 X Po) + (1 X Ps) + (0 X Pa) 

+ (1 X Ps) + (lL X Pe) + (1 X Pr) (9-6) 


‘These last two equations may further be translated into a Boolean matrix func- 
tion as follows, 


Ss 0110100 1 |, 
= : (9-7) 
om SR hn Ger aa ie Ha . 
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or, in matrix notation, 












[O] = [B]- [P] (9- 


where [OQ], [B], and [P] are the O matrix (or output matrix), the B matrix (0 
Boolean matrix), and the P matrix (or product-term matrix), respectively. M 
tiplication of the B matrix by P matrix follows the ordinary multiplication 
of matrix algebra. In other words, it is the sum of the products of one P te 
with a corresponding bit in the B matrix, in the manner shown in Eqs. (9-5) 
(9-6). The above B matrix consists of two rows and eight columns; each row 
represents one output, and each column represents one P term. The l’s in ro 
01101001 represent terms P;, Po, P4, and Pz, and those in row 00010111 rep» 
resent the terms P3, Ps, Pg, and P7. The numbers in the two rows are thus the e 
tents of the columns for the sum and the output carry in Table 5-6. In short, 
above Boolean matrix is an array of characteristic numbers of Boolean functio! 
(9-3) and (9-4). 

Boolean functions for the above sum S and output carry Cy may be written 
S terms as 


S = SoS355S6 (9. 
C= SoS1S254 (9-1 


These functions can also be written in terms of characteristic numbers, 


S = (0 + So)(1 + S1)(1 + S2)(0 + 53)(1 + S4)(0 + S5)(0 + Se)(1 + ni 
(9. 
Co = (0 + So)(0 + S1)(O + S2)(1 + S3)(O + S4)(1 + S5)(1 + Se)(1 + 4 


Translated into a Boolean matrix form, these functions appear as follows, 
s 01101001 {% 
= S3 

= (0. 
Co 0 0010i121~21 7 


or, in matrix notation, 
[O] = [B][S] (91 


where [S] is the S matrix (or sum-term matrix). Multiplication of the B maty 
by the S matrix does not follow the ordinary multiplication rule of matrix @ 
bra, Instead, the multiplication is defined as shown in Eqs. (9-11) and (91 
the product of the sums of one S term and the corresponding bit in the B ma 
Boolean matrix functions (9-7) and (9-13) are in canonical P and S forma, 
spectively, and the Boolean matrices in these two forms are identical, 
once the B matrix of the Boolean matrix function in canonical form is k 
for a multiple-output circuit, Boolean equations for all the outputs can re 
be written in canonical P form or in canonical S form, 
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The foregoing Boolean equations (9-3) and (9-4) for the single-bit full adder 
express truth-table values for Sand C, equal to 1. If, instead, S and C, are equal 
to 0, the complement expressions read 

S = Po + P3 + P5 + Po 

Co = Po+ Pi + Po + Ps 
Similarly, these two complement functions translate into the following Boolean 
matrix function: 


(9-15) 
(9-16) 


Py 


;] eee eae Po 
= Ps 


1110410 0 0 


(9-17) 


or, in matrix notation, 


[O] = [B][ P] (9-18) 


where [O] and [B ] are the complement output matrix and the complement B matrix, 
respectively. Note that each bit in the B matrix is the 1’s complement of the cor- 
responding bit in the B matrix. Multiplication of the B matrix by the P matrix 
follows the ordinary multiplication rule of matrix algebra. 

Boolean functions (9-9) and (9-10), are written from the truth table for S and 
(4 equal to 1. Conversely, S and C, equal to 0 appear as the complement 


functions at 
S = S1SoS45S7 (9-19) 
C, = S3S5SeS7 (9-20) 
‘These two equations may be written in the following matrix form, 
So 
Sy 
a S» 
Ss 10031041 21 0 s 
| = S. (9-21) 
fal 4 
Go 113104100 0 Ss 
S6 
S7 
or, in matrix notation, 
[O] = [B]-[S] (9-22) 


Multiplication of the B matrix by the S matrix does not follow the ordinary mul- 
liplication rule of matrix algebra, The multiplication is defined as shown in Eqs. 
(9-11) and (9-12), 

In summary, for a given truth table which describes a multiple-output switch: 
ing cireuit, the Boolean matrix and the complement Boolean matrix can be 
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directly obtained. From the B matrix and the B matrix, four matrix functi 
for the multiple-output circuit such as (9-7), (9-13), (9-17), and (9-21) can 
written. Boolean functions which describe the multiple-output circuit are rea 
obtained from the four matrix functions. 


9-2 Switching Matrices 


The switching matrix is a multiple-output switching circuit which realizes. 
Boolean matrix function. Logic structures of three special switching matri 
are the rectangle, tree, and dual-tree matrices. Other switching matrices will | 
described later. 








| + | ~ 1 = 486-5 
+—+ $—— « | ~ 1, = 48c= 2, 
———+ +— FF - | > f= ABC=P, 
t + t—+ | | > f3=ABC=P3 
SS eae 


+44 

















t+ +++ 












































> f= ABC = Ps, 

f= ABC = Pz 

ee ee es Soe ee ee: A ear 
ry é 6 } é é 
A A 8 8 C Cc 


FIG. 9-1 » A rectangular switching matrix using and circuits. 


Rectangle Matrix. A rectangle switching matrix (using logical-and cireul 
for three Boolean variables appears in Fig. 9-1 and involves three pairs of in 
and eight outputs. For each product term of three input variables, there is 
and only one, corresponding output. Boolean functions for the eight outputs 


fo = Py = ABC 
fi = Py = ABC 
fo = Po = ABC 
fa = Ps = ABC 
fa = Py = ABC f 
fs = Ps = ABC 
fo = Pa = ABC 
fr = Py = ABC 
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The above Boolean functions equate with the following matrix function: 


fo 100 0 0 0 0 0 Po 
fi 0 100 0 0 0 0 Py 
fp 0010 0 0 0 0 Po 
fs} _|9 0 0 10 0 0 0 Ps (9-24) 
f 000 01 0 0 0 P4 
fs 000 00 1 0 0 Ps 
fe 000 00 01 0 Pe 
fi 0000000 1 P; 


In this Boolean matrix a single 1 appears in each row, and all 1’s lie on the diagonal 
of the matrix. No logical-or circuit is needed. This is the simplest form of the 
B matrix for a switching circuit with three pairs of inputs and eight outputs. For 
the case of four or more pairs of inputs, the pattern of 1’s and 0’s of the B matrix 
remains the same. 

In Fig. 9-1, eight (or 2”) three-input (or ) logical-and blocks are required. 
Both the normal and the complement of the three variables appear at the input 
of each and block. For n pairs of input variables, the required number of and 
inputs being n2” becomes very large for a large value of n. 

A rectangle switching matrix for three Boolean variables using logical-or 
hlocks is the same as that shown in Fig. 9-1 except that the and blocks are re- 
placed by or blocks. In this case, for each S term of the three input variables, 
ull outputs except one appear at output terminals. Boolean functions for the 
cvight outputs are 


foo=So=A+BH4C 

A= =A+BHC 

amar clay Beg ie 

32 583=A+B4 

fa=Sg=A+B+C (229) 
fs=Ss=A+BH+C 

fe=Ss=A+B+C 

fr=S7=At+BH4C 


fo Odds hy A 2 ae Psp 
fi De hs SS) 
hi 1 Oe ae Ee 
3 fe he i OF aoe a RS 
AVS te waa Ss (20) 
i Ld he Oa bs 
fo Be Todt LM) 202 cI Va 
fi 1112121 21~«21 «04 {5S 


The above Boolean matrix is the same as (9-24) in that all 1’s lie on the diagonal. 
The required number of or inputs is also 2”. 
Tree Matrix.} A tree (or pyramid) switching matrix using logical-and cir 


| Both the tree matrix and the dual-tree matrix are multiplelevel matrices, 
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cuits for four Boolean variables is shown in Fig. 9-2. There are four pairs | 
inputs and 16 outputs. Boolean equations for the 16 outputs are 


fo = [(AB)C]D fs = [(AB)C]D 
fi = [(AB)C|D fy = [(AB)C]D 


f2 = ((AB)C|D fio = [(AB)C]D 
fs = [(AB)C]D fix = [(AB)C]D 
fa =|(AB)C|D fiz = [(AB)C]D 
fs = [(AB)C|D fag = [(AB)C]D 
fo=(AB)C|D “fay = [(AB)CID 
fr = [(AB)CID fas = [(AB)C]D 


The above Boolean equations may be written into a matrix function. In 
case, the Boolean matrix is multiple-level, indicated by the parentheses 
brackets in the above equations. Multiple-level matrices will further be show 
later. 


A A 


8 
Sh 
C C 
bey. Wess 

0 | Oo D 





ep | 
As ha A3 he 4 1 Ao fy ty th fe ty fy 4 fy f 


FIG. 9-2 A tree switching matrix using and circuits. 





In the above functions (9-27), the parentheses and brackets indicate the 
ner of connecting the and blocks in Fig. 9-2. For n equal to 2, 23 and inpi 
are needed. For n equal to 3, 23 + 24 and inputs are required. For n pairs 
variables, the required number of and inputs JV is 


N= > Ort+1 (9 


Compared with the rectangular matrix, the tree matrix requires fewer and inpul 
because combinations of two variables share each input. 

Boolean functions for a tree switching matrix using or blocks are similar 
those of (9-27) but are expressed in S terms. The logic diagram will be t 
same as that of Fig. 9-2, except that all and blocks are replaced by or blocks 

Dual-tree Matrix.+ Figure 9-3 shows a dual-tree switching matrix usin 
blocks for four Boolean variables. There are four pairs of inputs and 24 ¢ 
puts. This configuration requires fewer and inputs than the rectangle or t 
matrix. 


}{ Both the tree matrix and the dual-tree matrix are multipledlevel matrices, 
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Boolean equations for the 16 outputs are 


fo = (AB)(CD) —_ fs = (AB)(CD) 
fi = (AB)(CD) fo = (AB) (CD) 
fe = (AB)(CD) _ fio = (AB) (CD) 
fs = (AB)(CD) fi = (AB)(CD) 
fa = (AB)(CD) fiz = (AB)(CD) (9-29) 
fs = (AB)(CD) _ fiz = (AB)(CD) 
fe = (AB)(CD) fia = (AB)(CD) 
fz = (AB)(CD) fis = (AB)(CD) 


The above functions may also be written into a Boolean matrix function; the 
Boolean matrix is also multiple-level. The parentheses in the above equations 
indicate the manner of connecting the and blocks of Fig. 9-3. In comparison 
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FIG. 9-3. A dual-tree switching matrix using and circuits. 


with Eqs. (9-27), it is apparent that combinations of two variables are shared in 
a dual manner. 

For a switching circuit with eight pairs of inputs and 256 outputs, a dual-tree 
iatrix is shown in Fig. 9-4. The eight input variables are divided into two groups 
of four variables each. Each group is further divided into two groups of two 
variables each. In case n is not an even multiple of 4, the above steps can still 
he taken, except that the resulting configuration is not symmetrical. 

Boolean equations for a dual-tree matrix using or blocks are similar to (9-29) 
hut are expressed in S terms. The block diagram will be the same as that of 
Vig. 9-3, except that all and blocks are replaced by or blocks. 

Comparison, The three types of switching matrices—rectangle, tree, and 
dual-tree—perform the same switehing operations but require different numbers 
of and inputs (or or inputs), ‘Table 9 1 compares the required and inputs (or or 
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Table 9-1 Comparison of Required and inputs (or or inputs) 
Input Outputs Required and inputs (or or inputs) 
pairs 2n 
n Rectangle Tree Dual-tree 
2 4 8 8 8 
3 8 24 24 24 
4 16 64 56 48 
5 32 160 120 96 
6 64. 384. 248 176 
7 128 896 504. 328 
8 256 2,048 1,016 608 
9 512 4,608 2,040 1,168 
10 1,024 10,240 4,088 2,240 
ll 2,048 22,528 8,184. 4,368 
12 4,096 49,152 16,376 8,544 















inputs) for n ranging from 2 to 12 and illustrates the rapid increase of and inpw) 
for the rectangle matrix as n become large. For each increase of one pair 
variables, the required number of inputs for the tree matrix more than doubl 
while that for a dual-tree matrix is less than double. The cumulative effect 
sults in a large difference in the required number of and inputs when n is la 
For n equal to 12, the required number of and inputs for the rectangle swite 
matrix is about three times that for the tree matrix, and the required number f 
the tree matrix is about twice that for a dual-tree matrix. 
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n=2 (2 pairs of inputs) 
FIG. 9-4. A dual-tree matrix for eight pairs of inputs and 256 outputs. 


Important in the selection of a particular switching matrix, the required n 
ber of and inputs (or or inputs) represents only one consideration. Another 
sideration is the number of levels that a signal has to go through from the i 
to the output. For the rectangle matrix, the signal passes through only one | 
Nor the tree matrix, it goes through 2 — 1 levels, For the dual-tree matri 
passes through one level for n s 2, two levels for n = 3 and 4, three levels 
nm 5 to 8, and four levels for n e& 9 to 16, 
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9-3. Applications of Switching Matrices 


Figures 9-5 to 9-7 illustrate a number of applications in the use of switching 
matrices. A decoder is shown in Fig. 9-5a. There are n pairs of inputs and 2” 
output terminals. As will be shown in Chap. 11, part of an instruction word of 
a digital computer is an operation code, which the decoder uses for identifying 
and initiating execution of the instruction. The output of the decoder can be 
less than 2” terminals if it is so desired. A variation of the decoder matrix is a 
translator, or radix converter, which translates, for example, a binary-coded decimal 
digit into a corresponding decimal digit. In this case there are four pairs of 
inputs (assume a 4-bit code) and 10 output terminals to represent the 10 decimal 
digits. An encoder (or a coder) is shown in Fig. 9-5. In an encoder there are 
2" input terminals and n pairs of output terminals. For instance, the 26 alpha- 
hetic letters can be coded by an encoder into the chosen 26 combinations of five 
Boolean variables. 

Figure 9-6a shows a selection matrix, or a many-one matrix. In this matrix 
there are two groups of input terminals and one output terminal. One group, 
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NIG. 9-5 Use of switching matrix as a 
lecoder or an encoder. 


FIG. 9-6 Use of switching matrix as a selec- 
tor or a distributor. 


consisting of 2” input terminals, is connected to signal sources, and the other 
yroup, which consists of n pairs of input terminals, is actuated by a selected code. 
Only one signal source appears at the output at one time. For example, a serial 
word is read out from the reading head of a selected channel on a magnetic drum. 
In this case, the n pairs of inputs in Fig. 9-6a represent the channel address; the 
2" inputs come from the reading heads, and the output gives the read-out word. 
Ii reverse, a distributor, or one-many matrix, is shown in Fig. 9-6b. There are 
2" output terminals, one signal source, and n pairs of inputs. The signal is dis- 
\ributed to the selected output terminal by a given combination of the n pairs of 
inputs. For instance, a serial word from a signal source is distributed to the 
selected channel at which the head writes on the magnetic drum for storage. 

If the n pairs of inputs of Fig, 9-Sa are derived from a binary counter which 
vounts a sequence of clock pulses, the resulting circuit is a commutator, as shown 
in Fig. 9-7, In a commutator, output terminals are selected one after the other, 
following the sequence of the states of the counter, For example, a commutator 
inay be used to send pulses to various channels in a particular time sequence, 
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Matrices may also be used as sequence filters or sequence generators, as will 


shown later. 


9-4 Diode Switching Matrices 


Diode networks are widely used as switching matrices, because of simplicity 
and high operating speed of the diode. In this section the rectangle, tree, a 
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FIG. 9-7 Use of switching matrix as a 
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dual-tree diode matrices are describ 
and in the subsequent two sections oth 
diode matrices are shown. In 
these matrices logical-and and logical. 
circuits are referred to the positive logi 
Rectangle, Tree, and Dual- 
Matrices. A diode rectangle matrix wi 
16 outputs is shown in Fig. 9-8. 
four pairs of input terminals are energi 
by one of two voltages. When high vo 
age is applied to a terminal, the diod 
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FIG, 9-8 A diode rectangle matrix with 16 outputs, 
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the diodes are forward-biased. If a high voltage is applied to terminals 4, B, C, 
and D, a high voltage appears only at the output fo. In other words, a high volt- 
age level appears at the particular output where none of its four input and diodes 
is forward-biased. Because of the rectangular shape of the network, it is called 
a rectangular diode matrix. Each horizontal line gives one output, and each ver- 
tical line is connected to one of the input pair. Note the similarity between the 


diode rectangle matrix of Fig. 9-8 and the diagram of Fig. 9-1; all diodes form 


and circuits. 
on 
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FIG. 9-9 A diode tree matrix with 16 outputs. 
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A diode tree matrix with 16 outputs is shown in Fig. 9-9. This is a multiple- 
output three-level logical-and circuit. These outputs are described by functions 
(9-27), Operation of the matrix is similar to the operation shown in Fig. 9-8. 
Because of the tree shape of the network, this is called a tree diode matrix. 
Similarity also exists between the tree matrix of Fig. 9-9 and the diagram of 
Hig. 9-2. Again, all diodes form and circuits. ‘ 

A diode dual-tree matrix with 16 outputs is shown in Fig, 9-10, This is a mul- 
liple-output two-level logical-and cireuit, The outputs are described by functions 
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(9-29). Similar to the diagram of Fig. 9-3, a dual-tree matrix is formed by fou 
intermediate input pairs using 16 and circuits. The four intermediate input pai 
are divided into two equal groups, and each group forms another diode mat 
using four and circuits. This dual-tree configuration employs fewer diodes 
diode levels than does the diode tree matrix of Fig. 9-9. 
A Diode Selection Matrix. A selection matrix is shown in Fig. 9-6a. 
sider such a matrix with three pairs of inputs (4, B, and C). Let the output 
fand the eight signal inputs be eo, e1, + + + ,e7. Operation of the selection ma 
can be described by the following Boolean equation, 
f = eoPo + e1P1 + e2P2 + e3P3 + e4P4 + e5P5 + e6Pe + e7Pz (9 
where Pj are functions (9-23). A rectangle diode selection matrix which im 
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FIG. 9-10 A dual-tree diode matrix for 16 outputs. 
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ments the above function is shown in Fig. 9-11. The and-circuit portion of 
rectangle matrix is indicated there. Note the two areas of functional importa 
First, the eight input signals are applied to the open end of the eight resistor® 
achieve the logical-and operation. Alternatively, we may use eight more di 
and eight more vertical lines to provide an additional and input to each of 
eight horizontal lines. Second, the or circuit is readily obtained by Using 
additional vertical line and eight additional diodes connected in the manner & 
in Fig. 9-11. The output fis taken from the ungrounded terminal of resis 
Equivalent Circuit of the Diode Matrix. Performance of the 
matrix depends on diode characteristics and circuit parameters, Consl 
rectangle diode matrix with three pairs of inputs. The equivalent cireuit of 
matrix is shown in Fig. 9-12, This equivalent cireuit assumes that the 


Switching Matrices 321 


resistance is Ry when forward-biased and Ry when back-biased. The supply 
voltage is V, and the resistance connected to the voltage supply is R. As a 
further assumption, the two voltage levels applied to the input terminals are 
voltage V and ground potential. In Fig. 9-12, the voltages are applied to the input 
terminals so that only the output fo is at the high voltage level. The equivalent 


and circuits 
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FIG. 9-11 An eight-input rectangle diode selection matrix. 
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FIG, 9-12 Equivalent circuit of a rectangle diode matrix with eight outputs. 


circuit of Fig. 9-12 is shown in Fig. 9-13. In this figure the output terminals /, 
lo /7 are all tied together, as they are at the same voltage level. If the rectangle 
matrix in Fig, 9-12 is for n pairs of inputs and 2” outputs, the equivalent circuit 
in as shown in Fig, 914, This cireuit adds a load resistance Ry. Examining 
this equivalent circuit reveals that the ratio of diode backward resistance to 
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forward resistance should be large so that the nonselected terminal is near ground 
potential. Resistance Ry should be large in comparison with R or R;/n so that 


the output can maintain the desired output voltage level. If proper values of R, 


V, and Ry are chosen, the performance of the above diode matrix does not 
deteriorate significantly when n becomes large. However, if the applied voltage 
level to the input terminals becomes insufficient to back-bias the input diodes, 
the output voltage drops rapidly as n increases. 


9-5 Synthesis of Diode Switching Matrices 


The previous diode selection matrix is an example showing the synthesis of one 
Boolean equation. The synthesis of a switching matrix (i.e., a set of Boolean 
equations) will now be illustrated by a number of examples. Again, the followi 
logic circuits are referred to the positive logic. 

A Full-adder Switching Matrix. Boolean equations for the single-bit ful 
adder are Eqs. (9-1) and (9-2). A diode matrix implementing these two equatio 
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FIG. 9-13 Equivalent circuit of Fig, 9-12. 


FIG. 9-14 Equivalent circuit of a ree’ 
diode matrix with 2” outputs. 


is shown in Fig. 9-15. The left portion of the rectangle diode matrix is 
and circuit. There are only seven horizontal lines because Eqs. (9-1) 
(9-2) need only seven P terms (of the eight possible P terms of three Bool 
variables). Two additional vertical lines, each connected with four diodes, fo 
the two or circuits for outputs S and C,. An item of additional interest is 
the arrangement of diodes in the two or circuits follows the pattern of 1’s and 
in the Boolean matrix for the full adder given in matrix function (9-7). This m 
that there is an or-circuit diode for each 1 in the matrix function but no diode fh 
each 0. If there are more than two rows in the matrix function, each added 
requires only one more vertical line together with associated diodes to form 
or circuit, The simplicity of using the diode matrix in synthesizing a Bool 
matrix is apparent. 

The diode matrix for the full adder of Fig. 9-15 is called the and-or 
It is synthesized from Eqs. (9-1) and (9-2), which are of canonical P form, 
synthesized from Eqs. (9-9) and (9-10), which are of canonical 8 form, 
resulting diode matrix for the full adder is as shown in Fig. 916, ‘This ie 
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or-and matrix. Again the arrangement of diodes in the two or circuits follows 
the pattern of 1’s and 0’s in the Boolean matrix (9-13) for the full adder. 
Although the number of diodes in the matrices in Figs. 9-15 and 9-16 happens 
\o be the same, usually one form may have more diodes than the other. 
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FIG. 9-15 A single-bit full adder using an and-or diode matrix. 
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FIG. 9-16 A single-bit full adder using an or-and diode matrix. 


A Translator Switching Matrix. The foregoing examples illustrated syn- 
thesis of Boolean equations in canonical P form and canonical S form. Such 
synthesis also applies to elementary P-form (or elementary S-form) equations. 
‘This is exemplified by a translator awitehing matrix. 
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Table 22 - Truth table for 8-4-2-1:- Coded Deamol Digit matrix is shown in Fig. 9-17. The 30 diodes in this matrix represent a saving 
















































































8-4-2-1 coded digit 7 of 10 diodes, achieved by expressing the matrix function in elementary form 
yn OD Decimal digit Function instead of canonical form. 
ae A Comparator Switching Matrix. The switching matrix for the translator 
: Q : : 4 e is an example using the matrix function in elementary form. This can be extended 
0 O 1 0 2 te lo a matrix function in nonelementary form by using a multiple-level diode matrix. 
0 0 1 l 3 ‘fs A comparator, chosen as an example, is a multiple-output switching circuit which 
Oo 1 0 90 4 fs compares two binary numbers. It gives an output signal (say, 1) when these two 
: ; 2 2 numbers are identical. Figure 9-18a shows an application of the comparator. In 
0 1 11 7 ft this figure the recorded magnetic states on three tracks of a magnetic drum repre- 
1 0 0 0 8 fa sent the addresses of words recorded at corresponding positions of the other tracks 
| Oo 0 1 9 fo of the drum. These recorded magnetic states are being read as the drum rotates. 
9 : - The read-out pulses are temporarily stored in the B register. The address of the 
a ee ee P : Aone : 8 : 
1 1 0.0 3 word to be selected is stored in the A register. When the contents in registers 
l iT 0 iT not use 
1 1 1 0 pele 
a mee Cea | Ay ——| sf %, “a © f= ABCD 
; j : : . tw T © f, = ABCD 
The operation of a translator which converts a binary-coded decimal digit in * | J he 
its corresponding decimal digit is shown in Table 9-2. In this table, the deci Tw ‘| 0° fo = BCD 
digit is in 8-4-2-1 code; thus, only the first 10 of the 16 possible combinati | ay acme f= BCD 
of four Boolean variables are needed. The 10 Boolean functions are 2, 
tea ———°f4=8CD 
fo = ABCD : 
fi = ABCD tw 1 | *, | ©f,5= BCD 
fo = ABCD ave | os aed 
fs = ABCD ia “4 
fs — ABCD 9.9 [ AWN | © f,= BCD 
fs = ABCD Se AW | © f= AD 
fs = ABCD *| 
. tv © fy= AD 
fr = ABCD im | * 
fs = ABCD a ie a ae ae a a 
fo = ABCD = 4 A 86 B € € D DBD 


: Re : 7 eatech s NIG, 9-17 A translator matrix (binary-coded decimal digit to decimal digit) using a switching matrix 
The above functions can be minimized by using the last six combinations in in an elementary form. % 
above table as the don’t care condition. The result when written into the Bool 


matrix function is as follows: ! and B are identical at a certain instant, the contents in register B indicate the 


fo 10000000 0 0 ABCD location at the correct address. The comparator issues a signal so that the word 
fi 010000000 0 ABCD on the other tracks, now at the correct address, is immediately read out. 

fo 001000 0 0 0 0 BCD The operation of the comparator is described by the following Boolean functions: 
fs 00010 0 0 0 0 0 BCD = : 
fil 10 0 0 601-0-0. 0: 0-8 BCD 9 f= hfs ieee) 
fl-|0 0 0 00 100 0 0] | BeD (% fi = AyBy + AiBy (9-34) 
fe| [9 0 000010 0 0 BCD fo = A2Bz + AoBo (9-35) 
ti 0000 000 1 0 0 BCD sr : 

| [000000001 0 AD fa = AsBs + AsBs (9-50) 
Io OGD ie BOLO: 10> sOmiQon Oned AD Munctions /1, /2, and fy, respectively, become 1 when the first, second, and third 


pair of corresponding bits of the two registers are equal, and function / becomes 


ih ‘ . ’ ’ . 
The above matrix function is in the elementary P form, A. translator : : 9 hr ; ; 
y | when /1, /o, and /y are all 1, The above four funetions ean be written into a 
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FIG. 9-18 A comparator using an and-or-and switching matrix. 


(b) diode matrix for a comparator. 


Boolean matrix function in nonelementary form. 
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‘his function can be realized by the diode matrix of Fig. 9-18). This is an 
and-or-and matrix which employs 21 diodes. If the above function is expanded 
into canonical P form, the corresponding diode rectangular matrix requires 56 
diodes. 

A Squaring Matrix. A squaring matrix is another example of a multiple- 
level switching matrix. This matrix gives an output which is numerically the 
square of the input. Consider a matrix having a 4-bit input and thus giving an 
8-bit output. The operation of the squaring matrix is shown in Table 9-3. In 
this table, 41 to Ag are the 4 input bits and By to Bg are the 8 output bits. Both 
input and output are expressed in binary numbers. From this table, eight output 
functions can be written. These functions when minimized are 


By = Ay 
Bo =0 
B3 = AyAp 


Bg = Ai(4243 + A2ds) | 7 z 

Bs = Ai(A34q + A344) + A2A3(44 + A144) 
Be = A2(A3d44 + A344) + 414344 

By = Aq4(A3 + A2As3) 

Bea 


(9-38) 


‘he above functions can be written as a Boolean matrix function in a nonelementary 
form which actually consists of two matrix functions both of which are in 
elementary form, 
A2A3 
A2A3 
A3A4 
A3A4 
4 
AyAg4 
A3 
AoA 


(9-39) 
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‘hese two matrix functions can be realized by the multiple-level diode matrix 
shown in Fig. 9-19, It is an and-or-and-or switching matrix, using 49 diodes. 
If, instead of a multiple-level matrix, an and-or matrix is used by expanding 
funetions (9:39) and (9-40) into one matrix function in elementary P form, the 
required number of diodes is 52, The savings in diodes in this case are not 
substantial, 

Like multiple-level diode logic circuits, the multiple-level diode matrix requires 
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Table 9-3 Truth Table of a 4-bit Squaring Matrix 








Ag Ap AQ AY Bs Br Be Bs Bs Bz Bo By 
Or oe og ty Oo ae a oe op Ce 
0 0 0 1 0 0 0 0 0 0 0 4 
O° 0 A Ag 0 YO ie a a 
0°08 1. 4 0 0 0 0 1 0 0 4 
(ee ie ae a ae a a | ee oe ee 
O io 4 09 0 @ Tk oe 2 
Gai 7H a a | a 
0 1 1 4] O.. 00 RO a Set or cae 
D6. 0 0 1 0 0 0 0 0 06 
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Vo oe 9 oO 1 1 © 6 1 8 0 
a Co ae 0 1 1 1 1 0 0 4 
i. 2 -o. ~o PSO Me, Sel: ee tg er Gy 
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a co He Dr, = 0s Oy 20) 0 


the use of amplifiers between switching matrices. These amplifiers have not b 


shown in Figs. 9-18 and 9-19. 


9-6 Binary Sequence Generators 


As mentioned in Chap. 3, a binary sequence is a time sequence of 1’s and 0) 
The time interval between two adjacent bits is called bit time or digit time. 

A binary-coded decimal number may be represented by one or more bin 
sequences. For instance, consider the decimal number 159. For the 8-4« 
code, it becomes 0001, 0101, 1001. Four possible ways of representing 
number are shown in Fig. 9-20. In Fig. 9-20a, all digits and bits appear in 0 
binary sequence; this is the serial-digit serial-bit representation. If the digits o 
serially while the bits occur in parallel as shown in Fig. 9-206, this is the se 
digit parallel-bit representation. When the digits are arranged in parallel 
the bits serially as shown in Fig. 9-20c, this is the parallel-digit serial-bit re 
sentation. In Fig. 9-20d all digits and bits appear in parallel; this is the para 
digit parallel-bit representation. In a decimal computer which sequence is ch 
depends on considerations such as computing speed, number of components 
circuits, etc. 

Binary Sequence Generator. The switching matrix may be regarded 
a sequence filter or a sequence generator to the input of which many possible 
of binary sequences can be applied. For each set, the outputs produce ano 
set of binary sequences. The switching matrix is then processing or filtering 
input sequence in a certain manner and may be called a binary sequence filter, § 
it is analogous to the filter for analog signals. The previously described swite 
matrices for the full adder, the translator, and the squarer are all sequence fil 
If only a chosen set of binary sequences is applied to the inputs of a swit 
matrix, the sequences from the outputs are another known set of sequences, 
switching matrix is then generating a set of sequences and may be eal 
binary sequence generator, 
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Instead of using a switching matrix, a binary sequence generator may use 
storing circuits such as the shift register and the counter. _The magnetic-core 
sequence generators described in Chap. 7 are examples of this. Thus, switching 
matrices when fed a known set of binary sequences may serve as storing circuits 
for applications where the stored information is known in advance. ‘To illustrate 
this important property of the switching matrix, two sequence generators will now 
be described. 
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FIG. 9-19 A squaring matrix using an and-or-and-or switching matrix. 
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A Constant Generator. A binary sequence generator is shown in Fig. 9-21. 
In this figure, a binary counter counts the clock pulse. ‘For each counter state, 
the switching matrix produces a binary-coded decimal-digit output. As the binary 
counter counts, a serial-digit parallel-bit decimal number is generated. The matrix 
described here generates the constant 7, ‘The operation of the matrix is described 
by Table 9-4, In this table the output of the binary counter is represented by 
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the letters A, B, C, and D and the output of the matrix by the letters W, X, Table 9-4 Truth Table for Constant-7 Generator 











and Z. Both outputs are expressed in binary numbers. Thus, the contents A B C¢ OD WX YY gg 
the columns under W, X, Y, and Z in Table 9-4 represent the decimal num . Go 0 is GE ; 
3141592653589793, the decimal point being assumed located between the fi 0 0 0 1 0 0 0 1 
two most significant digits. The four output functions can be written fr 0 oO 1 0 0 I) “O° 
0 0 1 1 0 0 0 1 
0 1 0 0 0 1 0 1 
ty2 fi ho tg tg t7 le bs tg t3 lo T 0 1 0 1 1 0 0 1 
0 1 1 0 0 0 1 0 
ae wee hee : 1 0 1 1 1 0 1 1 0 
9 5 1 0 1 0 0 0 0 1 0 1 
(a) 1 1 0 0 1 0 0 1 1 
0 1 0 1 0 0 ] 0 1 
5 1 0 1 1 1 0 0 0 
3 3 te 4 83 Bb 4 . 1 1 0 0 1 0 0 1 
0001}q) oe i iL dt oo YF YF 
0 1:0:116) Porap i bh 2 oe 1 0 0 4 
9 1 1 1 ] 0 0 | 1 

100130) aie i 

(b) eee 1 

(9) (5) () (d) erator is shown in Fig. 9-22. It is an and-or matrix. There are only 66 diodes 
(c) 


in the matrix, in comparison with 92 diodes if not minimized. The pattern of 
|’s and 0’s in Boolean matrix (9-41) corresponds to diodes and no diodes in the 
or circuits of the switching matrix of Fig. 9-22. 

A Character Generator. Figure 9-23a shows an array of squares, 5 by 7, 
each square representing a light. Characters are displayed by the array when the 
proper lights of the array are turned on. The lights in one row are turned on 
simultaneously, and each row is turned on in turn by five parallel binary sequences 





FIG. 9-20 Four sequential representations of a binary-coded decimal number. (a) Serial-digit se 
representation; (6) serial-digit parallel-bit representation; (c) parallel-digit serial-bit represen 
(d) parallel-digit parallel-bit representation. 
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FIG. 9-21 A binary sequence generator. 


Table 9-4. If these functions are minimized, the resulting Boolean matrix 


euch 7 bits long. For simplicity, assume that only the four letters F, G, H, and 
/ are generated. 

The composition of these four letters and the designation of each sequence are 
shown in Fig. 9-23a. The shaded squares in each letter signify the lights that 
should be turned on to display that letter. When the composition of these four 
lellers is examined, one finds that the four letters can be composed by selecting 


One those seven row elements shown in Fig. 7-236 and designated by small letters q4 
C lo gz. The configuration of the character generator is shown in the diagram of 
rr Vig. 9-24. The four letters F through J are represented by a 2-bit code. The 
aa vode of the selected letter to be displayed is stored in the 2-bit register and is 
ABC ilecoded by a switching matrix. The y coordinate, y1 to y7, is generated bya 
ABD vommutator, which consists of a 3-bit counter counting the clock pulse at a 
W1fo00000000%100001 1 ACD (lesired rate and a y-coordinate switching matrix. The letter-selection matrix 
XN 0000000110011 10 0 BcD ( selects the set of seven outputs of the matrix from the four possible sets (for four 
Y110 0001110001000 0 0 ABD letters) according to the selected output from the decoder. The four possible sets 
Z 111100000 00 00 0 0 OJ| ABD are represented by the letters 4, ¥9;, ynj, and yi; (where j is for 1 to 7), for the 
ae letters F, G, H, and J, respectively. Specifically, the letter-selection matrix 
TBCD performs the selection described by the following Boolean functions: 
Ane yn = Py 
=G ar 

ABCD au re thy, WAC aa \ (9-42) 

This matrix function is in elementary P form, A diode-matrix constant yy = hy 
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FIG. 9-22 Constant-7 generator using an and-or matrix in an-elementary form. 


The letter-composition matrix of Fig. 9-24 selects the proper sequential com 
tion of the letter elements qj. For example, for the letter F, the requi 
sequential composition is the letter elements q1, 92, 2, 93) 92> 42: and 
occurring, respectively, at the sequential coordinates yf1, vf2, ¥/3. Yf4s V/s 
and yj7._ Therefore, the letter-composition matrix performs the functions deseri 
by the following Boolean functions: 


qd = yn + ¥o1 + Yo7 + Yn4 
q2 = yr + yp + Ys + V6 + iT + Yo3 


q3 = V4 
44 = Yoo + Yoo + ¥o7 + yn + Yn2 + ¥n3 + ¥n5 + yuo + Yat (O 
q5 = Yo 


qo = Viz + Via + Via + Vis + Vib 
q7 = vu + Viz 


Finally, a letter-element matrix generates the required letter elements. The 
pute of the letter-element matrix are the required five 7-bit binary sequences, 
ure described by the following Boolean functions: 
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1 =a t+q2+93 + 94 + 95 
x2 = 91 +93 + 947 

%3= q+ 493+ 96 + q7 
X4= G1 + 95+ 47 

% = G1 + 94 + 95 


(9-44) 


The Boolean functions (9-42) to (9-44) may all be written into Boolean matrix 


functions. For example, the Boolean matrix function for (9-44) is 
ql 
X41 } 1 1éd1éi41é00 qQ2 
x2 1031000i41 q3 
x/= 101 00d1ié41 94 (9-45) 
x4 1000410 1 q5 
x5 1 00°1 1 0 0 96 
q7 


The decoder and y-coordinate matrices are similar to the diode matrix of Fig. 
9-8. The letter-selection matrix composed of and circuits is shown in Fig. 9-25. 
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FIG. 9-23 Format or letter symbols. (a) Composition of letter symbols; (b) letter elements. 


The letter-element matrix and the letter-composition matrix, both composed of or 
circuits, are shown in Fig. 9-26. The arrangement of the diodes in the letter- 
clement matrix follows the pattern of 1’s and 0’s in the matrix function (9-45). 


9-7 Simplification of Boolean Matrix Function 


Characteristics of a Boolean Matrix, \t has been shown thus far that a 
inultiple-output switehing cireuit can be expressed as a matrix function in canoni- 
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cal form, in elementary form, or in nonelementary form. The characteristi¢ 
a Boolean matrix in these forms are now summarized (the following logical 
circuits and logical-or circuits refer to positive logic). 
1. Each row of the matrix represents one Boolean function or one output 0 
switching matrix. The number of rows in the matrix cannot be reduced 
one row consists of all 0’s or two rows or more are identical. 
2. Each column of the matrix represents one product term (or one sum t 
The number of columns is reducible and should be reduced whenever po: | 
3. Ifa row in the matrix consists of all 0’s, this row and its corresponding 
put variable can be removed from the matrix function. For example, the ov 
variable Bg and the O’s in the second row in matrix function (9-40) cap 
removed. 
4, Ifa column in the matrix consists of all 0’s, the corresponding term if 
matrix function can be eliminated. ‘ 
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FIG. 9-24 Block diagram of a character generator. 


5. If there is only one 1 in every row, the switching matrix consists of 
and circuits (or or circuits), as illustrated by matrix functions (9-24) and (9 

6. If there is more than one 1 in at least one row, the switching matrix } 
and-or matrix when the matrix function is in P form and is an or-and matrix 
the matrix function is in S form, This is illustrated by the full-adder matp 
in Figs. 9-15 and 9-16. 

7. When an output of a Boolean matrix function is a variable of the p 
term (or sum term) of another Boolean matrix function, the combined sw 
matrix has two or more levels. 

Simplification of a Boolean Matrix Function. Simplifying a 
matrix function results in a simpler switching matrix. However, a sat 
method is lacking for minimizing a matrix function systematically, A 
approach is to reduce the redundancy in each Boolean function, to # 
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Letter-selection matrix of the character generator. 
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product terms (or sum terms), and to add some redundant terms if this addition 
results in a simpler matrix function. Some general rules that may be helpful in 
simplifying a Boolean matrix are: 

1. Each Boolean function is minimized by methods described in Chap. 4. 
During minimization of these functions, don’t care conditions should be used. 
Minimization of complement functions should also be worked out and those mini- 
mized functions which give a simpler matrix chosen. 

2. If there is more than one 1 in a column of a Boolean matrix, the correspond- 
ing term can be shared. This possibility can be enhanced by choosing the proper 
one of several minimized functions (if they occur) when each function is being 
minimized. In some cases, the use of nearly minimized functions may give an 
over-all simpler matrix. 

3. If the given matrix function is in canonical form but cannot be minimized 
and if there are more 1’s than 0’s in the matrix, the complement Boolean matrix 
gives a simpler matrix. 

4. Simplification can be achieved by expressing the matrix function in non- 
elementary form; this requires the use of more-than-two-level matrices. 


9-8 Magnetic-core Switching Matrices 


Magnetic-core logic circuits, described in Chap. 7, can be used to form switch- 
ing matrices. A magnetic-core switching matrix sometimes serves as a multiple- 
position-switch device to select a desired word from a magnetic-core memory. 
In this application, the switching matrix also supplies a current to the magnetic- 
core memory, and thus it performs the dual functions of word selection and cur- 
rent drive. When a magnetic-core switching matrix is used for a magnetic-core 
memory, it is often called a matrix switch. 

Coincident-current Matrix Switch. A magnetic-core matrix switch usually 
employs a metal-ribbon core with a rectangular hysteresis-loop characteristic, as 
the metal ribbon core gives a larger flux reversal than does a ferrite core of the 
same size. Referring to Fig. 7-1, if the core state is at the point — B,, the appli- 
cation of a current pulse [,/2 (equivalent to a magnetizing force of H»,/2) does 
hol change the core state. The current Im/2 is called the half-select current. If 
pulse with a full-select current Im is applied, the core state is changed to B,. 
The coincident-current matrix switch utilizes this amplitude-discrimination prop- 
erty of the core. 

ligure 9-27 shows a two-row by three-column coincident-current matrix switch. 
There are three windings on each core—an x winding, a y winding, and an out- 
pul winding. All % windings and all y windings are respectively connected in 
series with one terminal grounded. The output winding is to be connected to 
\he memory proper of a magnetic-core memory. If the state of core Cjg is to 
he changed, a half-select current is applied to both lines x1 and yz. The core 
is switching at coincidence of two half-select currents. Because a large flux re- 
versal occurs in the switched core, a current pulse appears at the terminals of 
the output winding of that core. The core performs both functions of selecting 
an output terminal and supplying a current pulse, 

Before the matrix ewitch is ready for another selection, the state of the switched 
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core should be changed back to —B,. There are two methods for doing 
Assume that core C12 has been selected and switched at the time t,. Ata 
time fz, a negative half-select current is applied to both lines x1 and yo. In| 
manner, core Cj is switched back to its initial state —B,, and the matrix s 
is ready for the next selection. This method takes a longer time to accom 
the switching cycle than the second method. 

The second method makes use of a biased core, a core with a bias win 
(not shown in Fig. 9-27). All cores are initially biased to —Hm. The 
select current now has an amplitude of Im. The core is again switched by 
cidence of two half-select currents, but it is automatically switched back at 
pletion of the half-select current pulses. The faster selection of a biased 
at the expense of a constant-bias current. 

In both methods a positive and a negative current pulse are produced. 
is advantageous when a magnetic-core memory is selected by a magneti¢ 
matrix switch, because the sequential positive and negative pulses from the mi 














FIG. 9-27 A coincident-current magnetic-core matrix switch. 


switch serve the need for a positive pulse during the earlier reading portion 
for a negative pulse during the later writing portion of the memory cycle, 

For n x inputs and m y inputs in the above matrix switch there are mn 
for selecting mn words of a magnetic-core memory. Each input is driven 
driver; thus, n + m drivers are needed for selecting mn words. If such @ 
switch is not used, mn drivers (one for each word of the memory) may 
quired. Therefore, the use of the coincident-current matrix switch (or the 
lowing anticoincident-current matrix switch) reduces the number of expe 
drivers for a magnetic core memory. 

Anticoincident-current Matrix Switch. The amplitude of the half 
current in a coincident-current matrix switch requires a close toleranee, 
requirement makes a large matrix switch difficult to build. The anticol 
current matrix switch lessens this requirement, 

Figure 9-28 shows a two-row by three-column anticoincident-current 
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switch [5]. The windings and their connections are similar to the coincident- 
current matrix switch in Fig. 9-27; the difference lies largely in the applied cur- 
rent pulses. All cores are initially at state —B,. If core Cy2 is to be switched, 
lines xy and y2 are selected. A positive current pulse of amplitude Im is applied 
\o line x1 and negative current pulses with an equal amplitude I applied to lines 
y; and y3. No current is applied to lines xz and yg at this instant tz. With these 
current pulses, only core Cj2 is switched to state + B,; cores C11 and C13 are 
inhibited, and other cores remain at state —B,. The switching of core Cy2 pro- 
duces a desired current pulse. To return the switched core C2 to its initial state 
— B, for the next selection, a negative current pulse with an amplitude Im at a 
later time ¢g is applied to line yz. Since all other cores are at the state — B,, 
this negative current pulses changes only the state of core C2 to — B,. 

In the anticoincident-current matrix switch, the positive driving current can 
be varied to obtain a desired waveform as long as the inhibiting current is always 
equal to or larger than the driving current. As a consequence, the current-pulse 








FIG. 9-28 An anticoincident-current magnetic-core matrix switch. 


requirement is less critical—one advantage of using an anticoincident-current 
Matrix switch. 

There is another advantage—increased output. The magnetic-core memory 
requires a large current from the matrix switch. If a coincident-current matrix 
switch is used, the output current from the matrix switch is limited by the usable 
amplitude of the half-select current I,/2. If an anticoincident-current matrix 
switch is used, a larger output current is possible by using a driving current larger 
than the current J, provided that the inhibit current is equally increased. 

The current required by a magnetic-core memory for the read and write opera- 
lions varies with the information stored in the memory. If either a coincident- 
current or an anticoincident-current matrix switch is used for the memory word 
selection, the shape and width of the output current from the matrix switch are 
aflected by the varying load. Some means must be employed for regulating or 
stabilizing the output current of the matrix switch, 
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A Triangle Switching Matrix. An interesting matrix which also m | 
use of the coincident-current principle is shown in Fig. 9-29. It is a tri 
switching matrix, first reported by Wilkes, Renwick, and Wheeler [19]. In 
matrix switch, there are 10 cores, which are controlled by five input lines 1 
x5. The application of the half-select current Im/2 to any two of the five if 
lines results in the switching of one core. For example, if the half-select ¢ 
is applied to input lines x; and x3, core C is switched and a pulse appears at ] 
output terminals of that core. The configuration in Fig. 9-29 can be extend 
a larger matrix. In comparison with the matrix switch in Fig. 9-27 or 9-28, 
triangle matrix switch requires fewer input lines, and thus fewer drivers. 
ever, it suffers from the disadvantage that each driver drives a different nur 
of cores, Since the number of windings which can be driven by a driver is 


feel 




















FIG. 9-29 A magnetic-core triangle switching matrix. 


factor that ultimately determines the maximum size of a matrix, the advantage 
a triangle matrix switch is limited to a small matrix. ‘ 

Olsen Switching Matrix. An eight-position magnetic-core switching 
reported by Olsen [3] is shown in Fig. 9-30. It consists of 2" magneti¢ ¢ 
for n pairs of inputs. There are three types of windings on each core: bing 
ing, driving winding, and output winding. Each input line connects four 
windings in series in the manner shown in Fig. 9-30. The eight dr 
windings on eight cores are connected in series and driven by a driver, 
output winding provides an output terminal. The bias currents drive all 
selected core into saturation, The driving pulse then delivers power only thi ( 
the core which has not been biased, For example, with the biased eon 
indicated in the figure, the selected core is the first one, and the driving p 
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delivers a current pulse at the output fo. Note the similarity between the mag- 
netic-core matrix in Fig. 9-30 and the diode matrix in Fig. 9-8. 

Rajchman Switching Matrix. A magnetic-core matrix somewhat similar 
10 Olsen’s matrix has been reported by Rajchman [4]. An eight-position 
Rajchman matrix is shown in Fig. 9-31. There are four types of windings on 
each core: restore winding, reset winding, set winding, and output winding. 
There are & turns on each set winding, 2k turns on each reset winding, and 3k 
jurns on each restore winding. The number of turns on the output windings is 
determined by the load requirement. Initially, all cores are in reset condition 
(core at —B, state). For every combination of three input pairs, only one core 
is selected. The selected core has all three set windings excited and delivers an 


output pulse. The other unselected cores have both set and reset windings 


Bias winding 














Driving | 0 | Z 
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pulse 





FIG. 9-30 Olsen magnetic-core switching matrix. 


excited; the summation of mmf on each unselected core is either zero or a force 
cuusing the core to remain in the reset condition. This is the basis for choosing 
, different number of turns on the reset and set windings. After each selection, 
ihe restore winding will drive all cores to their initial reset condition. For this 
reason, the restore winding needs a number of turns three times that of each set 
winding. 

This matrix has two advantages. First, when the required load current is 
heavy, large currents have to be supplied to the set windings of the selected core. 
‘The increase of these currents also compensates for the larger required currents 
in the reset winding of the unselected core, In this manner, the power delivered 
hy the matrix may be varied, Second, the power delivered at the output is equally 
shared by all set windings on the selected core, 
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By comparison, Olsen’s matrix requires fewer windings on each core, whi 
Rajchman’s matrix has the advantage of load sharing. Both matrices de all 
the fact that it is possible to drive the unselected cores to an arbitrarily ia e 
citation along the near-horizontal portion of the hysteresis loop. 7 

Constantine Switching Matrix. In the above two matrices, the biases on 
unselected cores vary during the selections. Since the portion of the hyste 
loop along the residual flux density is not exactly constant, noise pulses are 
erated at the outputs of the unselected cores. 

A magnetic-core switching matrix which reduces noise output but retains 
load-sharing property has been reported by Constantine [20]. Consider a 
position Rajchman matrix with four input pairs. If the number of turns of 
set and reset control windings are all equal and if only 4 cores with outputs AB 
ABCD, ABCD, and ABCD are kept and the other 12 cores are discarded, the 
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FIG. 9-31 Rajchman magnetic-core switching matrix. 


sulting 4-core circuit becomes Constantine’s four-position matrix switch 
switch is a portion of the matrix shown in Fig. 9-32; this portion consistl of 
first 4 cores and no restore windings. In this four-position switch, the num 
of turns on set and reset windings on each core is equal. neal 
For any one of the four permissible combinations of the four input pairs 
one core is selected. This selected core has all its four set control windings oxol 
and thus generates an output pulse. The unselected cores have an equal 
ber of excited set and reset windings; thus, the net mmf is zero. In other 
Constantine has utilized only the 4 cores and rejected the other 12 cores 
result in an unbalanced mmf when unselected. Since the net mmf is a) 
the cores are not selected, the noise pulses at their outputs become pra 
wore, At the same time, the load-sharing property is still retained, i 
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The above reduction of the noise level is achieved at the expense of more cir- 
cuitry. If we allow one of the unselected cores to have a larger noise output, 
then four other cores (with outputs ABCD, ABCD, ABCD, and ABCD) can also 
be used, provided that a restore winding is added on each core. This is shown 
in Fig. 9-32. In this configuration, all unselected cores except one have zero net 
mmf. This unselected core has a larger noise output because there is a net mmf 
whose magnitude is equal but opposite to that in the selected core. For example, 
if the input terminals A, B, C, and D are excited, the first core is selected be- 
cause all its set windings are excited, and a pulse appears at its output terminal. 
The fifth core, which is not selected, has all its reset windings excited; thus, a 
larger noise pulse appears at its output. All other unselected cores. have two set 
and two reset windings excited; this results in a zero net mmf in ttiese cores. 

In the first matrix, the input winding pattern realizes 2"—1 outputs with 2” inputs 


Output “\ 


Reset winding 


Set winding 







Restore 
winding. 
Core 1 Of fj-— ft 























6 6E “Be 2D 


FIG. 9-32 Constantine magnetic-core switching matrix. 
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(for example, when rn is equal to 3, there are eight inputs and four outputs) if all 
unselected cores have zero mmf. In this second switch, the inputs are grouped 
in 2"-1 complementary pairs. Marcus [21] has shown that, if the inputs are not 
yrouped in pairs but are treated independently, a matrix switch with 2” — 1 out- 
puts for 2" inputs can be realized. By treating inputs independently, there are 
more possible input combinations. The principle is still retained of utilizing only 
those input combinations which result in zero excitation for unselected cores. 
Transfluxor Switching Matrix. The two-aperture Transfluxor was first de- 
veloped by Rajehman and Lo and is described in Chap. 8. As shown in Fig. 
8-17, the Transfluxor has two states, blocked and unblocked, These two states 
are established, respectively, by applying a current pulse to the blocking (reset) 
winding and the unblocking (set) winding, When the Transfluxor is in the 
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blocked state, no a-c voltage appears at the output terminal. When it is in 
unblocked state, an a-c voltage is induced in the output windings. Thus, 
Plas gates an a-c signal on and off by the application of suitable co 
pulses. 
Transfluxors can be used to form the switching matrix shown in Fig. 9-33, 
this figure, the rectangular hole in each bar represents the small aperture in 
Transfluxor. The arrangement of the blocking, or reset, windings is sim 
the bias windings of Olsen’s matrix of Fig. 9-30. When a given combinati 
three blocking pulses together with the unblocking pulse is applied, all 
fluxors are blocked (reset) except one, which is unblocked (set). An “a Vv 
is induced in the output winding of this selected Transfluxor. The Transfl 
matrix of Fig. 9-33 can also distribute a modulated signal to the selected ch 
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FIG. 9-33 A Transfluxor switching matrix. 


The simultaneous application of blocking pulses and unblocking pulse perio 
the selection, because the unblocking pulse has insufficient amplitude to 6 
come the blocking effect of even a single one of these blocking currents and t 
fore sets only the selected Transfluxor. There is no danger of oversetting by 
unblocking pulse, because the unblocking winding is wound on the common 
between the large and small apertures. The selected Transfluxor remains set Ul 
a different combination of three blocking pulses is applied. At that time, a 
lransfluxor is set, and the previously selected one is automatically blocked 


9-9 Synthesis of Magnetic-core Switching Matrices 


" ' . ‘ ‘ ‘ . " ‘ 
lhe synthesis of magnetic-core logic circuits for a single Boolean function 
heen given in Chap, 7, which also described magnetic-core circuits by Karna 
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Rosenfeld, and Andrews. Briefly, the logical-and operation in Karnaugh’s cir- 
cuit is achieved by the input windings through the inhibiting operation of the 
core. The logical-or operation is performed sequentially in the output winding 
which provided three types of or circuit, type T, type AF, and type AB. Rosen- 
feld’s circuits alleviate the requirement of Karnaugh’s circuits that input pulses 
have to be applied simultaneously. In his circuits, input windings are used only 
for storing the input variables. The logical-and operation is performed by the 
output windings and the logical-or operation by the diodes. Andrews’ circuit 
makes use of “inhibit-wound cores,” in which inputs act as inhibitory signals; 
both the shift pulse and the input pulse are half-select currents. This utilization 
not only requires less power from the inputs but also performs quite adequately 
with a single-wire input winding on the ferrite core. 

Synthesis of the magnetic-core switching matrix can make use of these circuits. 


and circuits or circuits 






































FIG. 9-34 A full adder using a Karnaugh magnetic-core matrix. 


Kecause a large number of cores and windings is usually needed in a switching 
matrix, the mirror symbols described in Chap. 7 are used here. In the synthesis 
of the following switching matrices, the full adder is chosen as the example. These 
matrices, however, can be similarly applied to other multiple-output circuits. 
Karnaugh Magnetic-core Switching Matrix. The first matrix configura- 
lion makes use of Karnaugh’s circuit shown in Fig. 7-56. The full adder using 
Karnaugh’s magnetic-core switching matrix is shown in Fig. 9-34. There are 
seven cores for the seven product terms in functions (9-1) and (9-2). On each 
core there are two input reset windings and one input set winding—in addition 
io one restore winding for the reset purpose and one or two output windings. As 
described in Chap. 7, the core is set when a pulse is applied to the input ‘set winding 
and. none is applied to the input reset windings. Apply a positive pulse to inputs 
X, Y, and Cj. Core 6 receives no excitation; cores 3 and 5 have zero set mm; 
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and cores 1, 2, and 4 are again reset. The state of all these six cores rem 
unchanged at the reset condition. However, core 7 becomes set; this is 
selected core and represents the selected product term. The setting of core 
produces a pulse at its output windings. The output windings of these sev 
cores are connected to perform a logical-or operation according to functions (9» 
and (9-2). Connections for the or operation reflect the type T circuit of F ig. 7 
For the application of a pulse to inputs X, Y, and Cj, a pulse appears at 

sum and output carry terminals. When the operation is completed, a pulse 
applied to the restore windings to reset the cores to their initial condition, 
similar operation occurs with other combinations of the three inputs. The ma 
of Fig. 9-34 is an and-or magnetic-core switching matrix and is similar to 


diode matrix of Fig. 9-15. 
Olsen Magnetic-core Switching Matrix. The second matrix configura’ 
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FIG. 9-35 A full adder using Olsen magnetic-core matrix. 


utilizes Olsen’s matrix to perform the logical-and operation and Karnaugh’s { 
T circuit for the logical-or operation. The magnetic-core switching matrix 
the full adder is shown in Fig. 9-35. The seven product terms of the full add 
are generated as in Olsen’s matrix, shown in Fig. 9-30, except that restore wi 
ings are also provided. Output windings representing proper product terms 
connected in series to form two outputs for the sum and output carry ($ and 
these connections are identical to those of Karnaugh’s circuit of Fig. 9-34, A 
completion of one operation, the restore windings reset the cores to their ini 
condition, The magnetic-core matrix of Fig. 9-35 is an and-or matrix and 
also similar to the and-or diode matrix of Fig. 9-15. Apparently, the full- 
matrix of Fig. 9-35 can also use Rajchman’s matrix (Fig. 9-31) instead, 
Andrews Magnetic-core Switching Matrix. The third matrix con 
tion makes use of Andrews’ magnetic-core cireuit shown in Fig, 7-63, An 
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full-adder switching matrix shown in Fig. 9-36 necessitates two shift windings 
and three input windings on each core in addition to one or two output wind- 
ings. The shift and input windings are of an equal number of turns, and both 
are excited by half-select current pulses. The shift current pulse has both a posi- 
live portion and a negative portion, as shown in Fig. 9-36, while the input cur- 
rent pulse has only a positive portion and occurs simultaneously with the positive 
portion of the shift current pulse. In operation, the cores are initially at the reset 
condition. At the application of the positive set portion of the driving pulse, 
those cores whose inputs are simultaneously excited by a half-select current are 
too inhibited to be set. For example, inputs X, Y, and C; in Fig. 9-36 are ex- 
cited by the half-select current; the first six cores are prevented from being set, 
and only the last core is set. When the negative portion of the shift pulse is 
applied, a large flux change occurs only in the last core and a pulse appears at 
the output windings of that core. This generates the desired product term P7 or 
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FIG. 9-36 A full adder using Andrews magnetic-core matrix. 


NX YC;. The outputs of the matrix are formed by connecting the proper output 
windings in series according to functions (9-1) and (9-2). The above output 
pulse then appears at both outputs S and C,. All cores are in a reset condition 
after completion of a set-reset cycle. 

In comparison with the full-adder matrix of Fig. 9-35, the driving and reset 
windings of the matrix of Fig. 9-35 are combined into one set of shift windings 
in Andrews’ matrix. The arrangement of input windings in these two matrices 
are identical, but their operations are different. The output windings in these 
two matrices are arranged in the same manner, and their operations are also alike. 
Andrews reported the use of small ferrite cores with a single wire for each input; 
this results in an inexpensive matrix. It is noted that, if the magnetic rod de- 
scribed in Chap, 7 is used to form Andrews’ matrix, the operating speed can be 
greatly increased, 
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9-10 Magnetic-core Current-steering Matrices 


Current steering in magnetic circuits reported by Rajchman and Crane [| 
provides another matrix configuration. A steered matrix switch can readily 
form the functions of selecting the word of and supplying the current to a 
netic-core memory. Current steering can be achieved either by core-diode ¢ 
binations or by Transfluxors. 

Principle of Current Steering. A core-diode steering circuit is shown 
Fig. 9-37a, illustrating two steering cores. On each core there are a preset wi 
ing, an interrogate winding, and a drive winding. Rajchman and Crane repo 
the use of square-loop ferrite cores as the steering cores, with an outside diam 
of 0.35 in., an inside diameter of 0.22 in., and a thickness of 0.12 in. The 
set, interrogate, and drive windings were of 4, 2, and 7 turns, respectively. 
windings are connected in the manner shown in Fig. 9-37a. If a current p 
is applied to terminal A of the preset winding, cores | and 2 are, respectiv 
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FIG. 9-37 Core-diode current-steering circuits. (a) Direct steering circuit; (6) complementary # 
ing circuit. 


set and reset. A subsequent pulse to the interrogate windings resets both eo 
The drive windings are connected to a current source; the drive current fh 
through the dummy branch, which is the middle branch of Fig. 9-37a, and 
current flows in the two load branches. 

In operation, one of the two steering cores is set: assume core 1. Whew 
current pulse is applied to the interrogate windings, there is little flux change 
core 2. But a large flux change occurs in core 1, and the induced voltage in 
drive winding is large enough in the direction to cause a current pulse to 
through load branch 1. Thus a current is steered through the selected load br 
Similarly, the current can be steered through load branch 2 if core 2 has 
initially set. This principle can also be applied to more than two load brane 

To steer the driving current through the load, the induced voltage in the 
winding should be large enough, This requires that the net mmf, whieh te 
difference between the mmfs due to the interrogate and drive eur 













Switching Matrices 349 


Ni; — Nala (where N; and Ng are the number of turns of the interrogate and 
the drive winding, respectively, and J; and Jq are the interrogate and the drive 
current, respectively) should be larger than some minimum determined by the 
size and coercivity of the core. The excess over this minimum determines the 
speed of switching and hence the induced voltage. The voltage must exceed the 
voltage appearing across the load Vz to keep all other diodes nonconducting, 

The dummy branch can be eliminated if the drive current is supplied and 
lerminated at the same time as the interrogate current. This suggests one cur- 
rent source for both drive and interrogate windings. This arrangement is shown 
in Fig. 9-376. 

The current-steered circuit of Fig. 9-37a is an example of direct steering, as 
the current is steered to load 1 if core 1 is initially set. If the current is steered 
\o load 2 when core 1 is initially set, this is called complementary steering (Fig. 
9-376). The difference between the direct and complementary steering circuits 
lies in the polarities of the drive windings. With two load branches, the com- 
plementary steering circuit requires the same total drive and interrogate power 
us the direct steering circuit and is preferable because fewer total turns are re- 
quired on the steering cores. With n load branches, the selected steering core 
in a direct steering circuit is switched over, while n — 1 unselected cores are 
merely driven further into reset saturation. In a complementary circuit with n 
load branches, all steering cores except the selected one switch over. In com- 
parison, the interrogate source in a complementary steering circuit needs less 
current than that for a direct steering circuit, since the drive current does not 
produce a counter mmf in the cores it is resetting; but the interrogate source 
must generally deliver more voltage, since it resets n — 1 cores rather than a 
single core. 

If separate interrogate and drive current sources are used, as shown in Fig. 
37a, there is the advantage that the drive current pulse during steering may 
lhe of any desired shape as long as it is within the limit of the duration and 
umplitude of the interrogate current. For example, the drive current can be 
modulated, and its modulation will appear in the selected load during steering. 

Current-steered Magnetic-core Matrix Switch. A magnetic-core matrix 
switch using the current-steering principle is shown in Fig. 9-38. There are 
three complementary steering circuits of Fig. 9-37b. The magnetic-core 
matrix portion is similar to Karnaugh’s matrix, shown in Fig. 9-34, and thus re- 
places the loads of Fig. 9-376. In operation, the switching cores are initially at 
the reset condition. If a current pulse is applied to inputs A, B, and C, steering 
vores 1, 3, and 5 are set and the other three steering cores are reset. When a 
current pulse is applied to the interrogate windings, it resets cores 1, 3, and 5. 
Induced voltages are generated at the output windings of steering cores 1, 3, and 
5 in such a direction that currents are steered through the branches connected 
lo steering cores, 2, 4, and 6 (owing to the complementary nature of the circuit). 
In this manner, only the last switching core (i.e., the core with output f7) is set 
(us explained in connection with Karnaugh’s matrix), and all other switching 
vores remain at the reset condition. A pulse appears at terminals f7 of the out- 
put winding of the last switching core, When the operation is completed, a pulse 
is applied to restore windings to reset the switching cores to their initial condi- 
lion. Similar selection can be made for any other combination of the three inputs, 
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The current-steered matrix switch gives the advantage that only a single dri 
source is required other than the source for the restore windings. When th 
are four or more input pairs, the restore windings and their source can be eli 
nated. In this case, the switching cores can reset themselves automatically 
the interrogate current is of sufficient duration to divide equally in all brane 
after being steered. This is due to the situation that, on each switching co 
the net mmf is in the reset direction and is larger than that due to the interroga 
current during the steering. 

Not only the current for the switching cores of the matrix but also the ou 
current from the matrix can be steered. Such a matrix switch is shown in 
9-39. In this double steering circuit the interrogate current interrogates 
steering cores as the first-round steering, sets and thereby interrogates the swi 
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FIG. 9-38 A current-steered magnetic-core matrix switch. 


ing cores for the second-round steering, and finally drives the selected out 
In Fig. 9-39, eight additional diodes are required. 

Transfluxors can also be used for the current-steered matrix switch, where 
steering operation is based on the spurious unblocking mode of the Transflux 
The Transfluxor current-steered matrix will not be further described except 
mention the advantage it possesses of using no diodes; however, the steering 
not as perfect as that with diodes. 


9-11 


‘Transistor logic circuits can be used to form switching matrices, but a # 
cant difference exists between a transistor matrix and a diode matrix, Ina 
matrix the logic circuits are either and circuits or or circuits, while in a trans 


Transistor Switching Matrices 
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matrix the logic circuits are either nand or nor circuits. As a result, the terms 
(product or sum terms) represented by the output terminals in a transistor matrix 
are different from the corresponding output terminals in a similar diode matrix. 
These transistor matrices are nor matrices or nand matrices. Several examples 
which employ negative-logic designation will now be discussed. 

RC-coupled Transistor Switching Matrix. An RC-coupled transistor rec- 
tangle switching matrix with two pairs of inputs and four outputs is shown in 
Fig. 9-40. This matrix is composed of four p-n-p inverter nor circuits (negative 
logic), shown in Fig. 5-31. In operation, consider the case where a negative 
potential (representing 1) is applied to inputs A and B; this means that ground 
potential is applied to inputs 4 and B. When inputs A and B are at ground 
potential, terminal P3 (representing the term AB) is the only terminal at a nega- 
live potential. Switching operation is similar to that with other combinations of 
inputs or with a larger matrix. 
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FIG. 9-39 A current-steered magnetic-core matrix switch with current-steered outputs. 
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Transistor-Resistor Switching Matrix. A  transistor-resistor rectangle 
switching matrix with three pairs of inputs and eight outputs is shown in Fig. 
9.41. This matrix is composed of eight three-input transistor-resistor nor cir- 
cuits, shown in Fig. 5-51, and appears to be a matrix of resistors. Its opera- 
lion is similar to the above RC-coupled transistor rectangle matrix. 

Another transistor-resistor switching matrix is shown in Fig. 9-42. The p-n-p 
transistor forms the nor circuit shown in Fig. 5-51, and the n-p-n transistor forms 
the nand circuit appearing in Fig. 5-52. The matrix is connected into a dual 
tree (unsymmetrical) as in Fig. 9-3 by using nor cicuits as one level and nand 
circuits as another level. \ 

In operation the p-n-p transistor in a nor circuit is cut off and the output col- 
lector voltage is negative (representing 1) when both input voltages are at ground 
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transistor logic circuit of Fig. 5-60; however, its operation more nearly resem- 
bles the nand circuit of Fig. 5-58. Consider the case where a negative poten- 
tial (representing 1) is applied to inputs 4, B, and C. The transistors with these 
inputs are turned into conduction, and these three transistors form the: only 
closed path between the voltage source —V¢- and ground. Terminal fz is the 
only terminal at ground potential; therefore, the output at terminal f7 represents 
the term ABC or 4+ B4+C Operations for selecting other terminals are 
similar. 


potential (representing 0). The n-p-n transistor in the nand circuit is cut off 
the output voltage is at ground potential when both inputs are at a negative po 
tial. Consider the case where terminal Pz (representing the term ABC) is to 
selected. Negative voltage is applied to inputs A, B, and C, and ground po 
tial is applied to inputs A, B, and C. The n-p-n transistor with inputs B an 
is cut off, with its output at ground potential. The p-n-p transistor with this 
put as its input and with input A is the only p-n-p transistor that is cut off; 
is the p-n-p transistor with terminal Pz at a negative potential. Operations 
similar if other terminals are selected. 

It is possible to form a dual-tree matrix with only nor circuits (or only 
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FIG. 9-41 A transistor-resistor rectangle switching matrix (negative logic). 


s | 
A 7 8 B 
FIG. 9-40 _ An RC-coupled transistor rectangle matrix (negative logic). 


circuits) instead of both nor and nand circuits. In such a case, the number 
transistors required will be larger, however. 

Direct-coupled Transistor Switching Matrix. A rectangle swite 
matrix using direct-coupled transistor logic circuits is shown in Fig. 9-40 
comprises three pairs of inputs and eight outputs. The matrix is compos 
eight three-input nor circuits (see Fig. 5-57). The operation of this mat 
similar to the RC-coupled transistor rectangle switching matrix of Fig, 9 

A direct-coupled transistor tree matrix similar to that shown in Fig. 
shown in Fig, 944, This matrix configuration is similar to the directoo 


9-12 Other Switching Matrices 


A Diode-Transformer Matrix. A diode-transformer matrix that was used 
in a diode-capacitor memory is shown in Fig. 9-45. Three horizontal « lines and 
three vertical y lines allow nine paths to be formed between pairs of x and y 
lines by a serial connection of a diode and the primary winding of a transformer. 
The terminals of the secondary windings of the transformers are the outputs. 
Multiple outputs at each terminal are possible; two outputs at each terminal are 
shown in Fig, 945. When a path is selected, a current enters one of the x lines, 
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flows through the selected path at the junction, and leaves at one of the y lin 
All other paths are either open at one terminal or open at both terminals. 

As shown in Fig. 9-45, all x and y lines are normally at —10 volts and + 
volts, respectively; thus, all diodes are back-biased, and all paths are open, 
the path from line xj to line yg is to be selected, a pulse of +10 volts is app 
to line x1 and a pulse of —10 volts is applied to line yg. The diode for 
path becomes forward-biased; a current flows through the primary winding of 
selected transformer, and a pulse appears at its secondary winding as the ou 

A Transistor-Transformer Matrix. A transistor-transformer matrix 
shown in Fig. 9-46, There are three horizontal x lines and three pairs of vi 
tical y lines; each pair is connected to the normal and complement outputs 
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FIG, 9-42 A transistor-resistor dual-tree switching matrix (negative logic). 


flipflop. Assume that 1 is normally at ground potential. When a negative 
is applied to line x2, the bases of the transistors connected to line x are 
negative potential. If flipflop Y2 is in state 1, its normal output is at a ne 
potential and its complement output is at ground potential; the transistor in 
center of the matrix conducts, and a pulse appears at the output terminal, 
also possible to produce a pulse output at other transistors along line ag if 
corresponding flipflops are in state 1. Therefore, this matrix of Fig, 
capable of producing more than one output. 

If the transistors in the matrix of Fig. 9-46 are symmetrical in that the 
and collector are interchangeable, the current can flow in either direction, 
it is possible to have either a positive pulse or a negative pulse (dependi 
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the state of the flipflops) on all transistors along line xz when a negative current 

pulse is applied to line x2. 
Cryotron Switching Matrix. An eight-position switching matrix using cryo- 

trons and reported by Buck [11] is shown in Fig. 9-47. There are eight gate 


wires and three control coils on each gate. The gate is normally in a supercon- 



































FIG. 9-44. A direct-coupled transistor tree matrix (negative logic). 


ductive state. When a current is applied to the coil to produce a magnetic field, 
the gate is changed from the superconductive state to the normal conducting state. 
The arrangement of control coils on these gates is similar to the magnetic-core 
matrix switch of Fig, 9-30, except that the direction of magnetic field in the gate 
has no effect on the control of the gate. 
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A Glow-lamp Switching Matrix. When a high enough voltage is applied 
across the two terminals of a glow lamp, the gas in the lamp ionizes and glows 
and the lamp becomes a conducting path. A four-output glow-lamp rectangle 
matrix is shown in Fig. 9-48. This matrix configuration is similar to the diode 
matrix of Fig. 9-8 with the diodes replaced by glow lamps. 
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FIG. 9-45 A diode-transformer switching matrix. 
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FIG. 9-48 A four-position glow-lamp switching matrix. 
FIG. 9-46 A transistor-transformer switching matrix. 



































When inputs 4 and B are grounded as shown in Fig. 9-48, all horizontal lines 
except the first one are connected through one or more conducting glow lamps 
to ground; only the output terminal /o is then at a high voltage. For neon glow 
lamp NE-2, the terminal /o is at 90 volts, while other terminals are at about 67 
volts, Operations are similar if other combinations of inputs are grounded, The 




















For any combination of the three inputs being applied with a control 
all gate wires except one are changed to the normal conducting state. This 
wire in the superconductive state is the selected path, and a current flows th 
it, The paths /j of Fig, 9-47 represent the product terms shown in functions ( 
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glow-lamp matrix has an advantage in that the matrix operation is visible to the 
operator. 


Electroluminescent-Photoconductor Switching Matrices. The EL-P 
logic circuit of Fig. 6-43 can be extended into a logical-and switching matrix shown 
in Fig. 9-49. This EL-PC matrix is for two input variables A and B; there ar 
four possible light outputs for the four possible product terms Po to Ps. No 
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FIG. 9-49 An EL-PC switching and matrix for two Boolean variables. 


that the EL elements of the matrix are made into EL strips which are the outpu 
EL elements of other EL-PC logic circuits. The EL-PC logic circuit of Fi 
can be extended into a switching logical-or matrix, shown in Fig. 9-50. The f 
light outputs represent the four possible sum terms So to S3. 

Figure 9-51 is a switching and-or matrix which makes use of both circuits 
Figs. 6-44 and 6-45. The dots in the matrix show or connections. 
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be achieved by using a mask (made of opaque paper or foil) between the EC strip 
and the PC matrix; the presence or absence of a hole at each PC location determines 
inclusion or exclusion of the PC element. The use of a mask also promotes 
flexibility: the function of the matrix can be changed by merely changing the mask. 

A Self-organizing Logic Network. Figure 9-52 shows a universal fixed 
logic network which, if extended into a much more complicated form, can bea 
digital computer. In this figure, the and-or matrix is similar to that of Fig. 9-51. 
The registers are made of EL-PC flipflops as shown in Fig. 6-49 or 6-50. The 
amplifiers are EL-PC amplifiers, shown in Fig. 6-42 or 6-43, with the addition of 
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FIG. 9-52 An EL-PC universal logic network. 

















clocking scheme. The memory, input device, and output device are connected 
lo one or more registers. The logic network processes the information in the 
memory or from the input device according to the instructions stored in the mem- 
ory and presents the result to the output device. 

The above logic network is fixed; therefore, the capability of the logic network 
is limited. However, the logic function of a photoconductor (or photodiode or 
phototransistor) network can be altered by changing the illumination on the PC 
elements, A network with such a capability is called a self-organizing logic 
network, ‘The EL«PC network has the potential of low fabrication cost, 
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FIG. 9-50 An EL-PC switching or matrix for two Boolean variables. 









In the above three switching matrices, the PC elements are arranged into 
array in which some elements are present while others are not. If PC ele 
are all caused to be present in the array for the purpose of simpler fabri 
(they are thin layers on a substrate), the presence or absence of each element 
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The PC elements in the or matrix of F ig. 9-52 can be made alterable by usi 
an alterable PC or matrix. An alterable PC or matrix can be the PC a 
Fig. 9-50, where EL strips are made into an array of EL dots. The illuminati 
on each PC element of the or matrix by the array of EL dots can be altered 
alterable or matrix is now used to replace the dot connections of the ond-of 
of Fig. 9-52. When this is done, the resulting network together with a patte 
generator is shown in Fig. 9-53. The alteration is actuated by the ong 
the amplifiers, which in turn cause the pattern generator to actuate a di ffen 
pattern of EL luminescing dots on the control plate. Thus, the functioning of 
logic network of Fig, 9-53 is a self-organizing logic feiwork: The self-or: oi 
capability is of course limited by the number of logic circuits (such as the til 
of registers and size of the matrices) which constitute the network. 
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FIG. 9-53 An EL-PC self-organizing logic network. 


Problems 
1. Given two Boolean functions of a multiple-output circuit, 


Si(A,B,C) = Po + Py + Po 
S(A,B,C) = Py + Py + Ps 


Pe ay two canonical forms of the matrix function and also those of the complement 
unetion, 
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2. Repeat Prob. 1 for the following set of Boolean functions: 


fil(A,B,C) =Pyo+ Pr 

2(A,B,C) = P3 + P4 

f3(A,B,C) = P3 + Ps + Po 

‘fa(A,B,C) = Po + P3 + Ps + Po 
fo(A,B,C) = Py + Po + Po + Pr 
fe(A,B,C) = Po + P3 + Pa + Ps 
f\A,B,C) = Py + Po + Pa + Ps + Pr 


3. Repeat Prob. 1 for the following set of Boolean functions: 


fi(A,B,C,D) = Po + Pr + Pg + Pts 
f(A,B.C.D) = Po + P3 + Piz + Pis 
f3(A,B,C,D) = Po + Pris 


4. Construct the block diagram of a rectangular matrix with four pairs of inputs and 16 
product terms as outputs: 
(b) By using nand blocks only 


(a) By using nor blocks only 
(d) By using ornot blocks only 


(c) By using andnot blocks only 

5. Repeat Prob. 4 if the 16 outputs are sum terms. 

6. Repeat Probs. 4 and 5 for a tree matrix. 

7. Repeat Probs. 4 and 5 for a dual-tree matrix. 

8. Tabulate and compare the total number of inputs of nor blocks, nand blocks, andnot 
blocks, and ornot blocks for the rectangle, the tree, and the dual-tree matrices of Probs. 4 to 7. 

9. Construct the and-or and or-and diode matrices for the matrix functions of Prob. 1. 

10. Repeat Prob. 9 for the matrix function of Prob. 2. 

11. Repeat Prob. 9 for the matrix function of Prob. 3. 

12. Draw the comparator matrix of Fig. 9-18 by using an and-or diode matrix in the 
elementary form. 

13. Draw the squaring matrix of Fig. 9-19 by using an and-or diode matrix in the 
clementary form. 

14. Minimize the number of diodes in the diode matrix for the matrix function of Prob. 2. 

15. Repeat Prob. 12 for the matrix function of Prob. 3. 

16. A squaring diode matrix has a 5-bit input and a 10-bit output: 

(a) Establish the truth table. 


(b) Write out the matrix function. 

(c) Simplify the above matrix function into two-level matrix functions in the elementary 
form. 

(d) Draw the schematic of the diode matrix. 

17. Construct a diode matrix for the generation of constant 2.71828182845 (constant e). 
Minimize the required number of diodes. 

18. Construct the magnetic-core switching matrix for the matrix function of Prob. 1: 

(a) By using Karnaugh’s matrix 

(b) By using Olsen’s matrix 

(c) By using Andrews’ matrix 

19, Repeat Prob. 18 for the matrix function of Prob. 2. 

20. Repeat Prob, 18 for the matrix function of Prob. 3. 
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Digital Computer Elements 


This chapter describes the logic of basic digital computer elements—basic 
elements that include adders, subtractors, complementers, shift registers, counters, 
and accumulators. The important concept of information transfer is presented— 
the basis of digital operation. This chapter also discusses the problem of a 
yation of carry or borrow in an accumulator and various methods for hand ing 
that problem and shows the generation of control (or command) signals in a 
digital computer. 


10-1 


Single-bit Adders and Subtractors. Previous chapters have mentioned 
some binary adders and subtractors. There are six single-bit binary adders and 
subtractors which are basic computing elements: half adder (HA), half subtractor 
(HS), half adder—subtractor (HAS), full adder (FA), full subtractor (FS), and full 
adder—subtractor (FAS). The symbolic representation of these adders and 
subtractors is given in Fig. 10-1. The first three are two-input elements; the last 
three are three-input elements. Each of these six elements has two outputs. The 
adder—subtractors have two additional command (or control) inputs. For these 
inputs and outputs the following nomenclature is used: 


Binary Adders and Subtractors 


X = augend or minuend 

Y = addend or subtrahend 

Z = sum or difference 

W, = input carry or input borrow 
Vo= output carry or output borrow 
P, = add command signal 

P, = subtract command signal 


Boolean functions for the sum (or difference) and the carry (or borrow) for these 
adders and subtractors are given in Table 10-1. A single letter Z represents 
cither a sum or a difference, and the letters W, and W; represent either a carry 
or a borrow, As shown in Table 10-1, Boolean functions Z for the sum and 
difference of the two-input elements are the same, and those for three-input 
clements are alao alike, Boolean functions W, for the half adder and half 
subtractor are the same except that XY appears for the adder and X for the sub: 
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Table 10-1 Boolean Functions Z and W, 





Circuit Sum or difference Output carry or output borrow 
HA Z=X@Y W, = XY a 
HS Z=X@OY W, = XY 

Z=X@Y Wi = (Pi\@X)Y 

Z=XBVYOM Wo =XY+ XW, + YW; 

Z=XOVYOM Wo£XV+ XW, 4+ YW; 

Z=XBHVYOUM Wo=(POX)VY+ (aOX)K, + YW; 


































tractor; this is also true of Boolean functions W, for the full adder and 
subtractor. Boolean function W, for the half adder—subtractor is merely 
function W, for the half adder or W, for the half subtractor, depending on 
command signal P;; this is also true of the Boolean function W, for the fi 
adder-subtractor. 

Serial Adder and Subtractor. An adder for adding two binary num 
or a subtractor for subtracting one binary number from the other can be opera 
either in series or in parallel. Ifa flipflop W (or a delay) connects the carry ou 

XY W; 


<a 4 ae a | ae x Y W; XY W; 
P; A 
a Np 2 WM Z WM Z M% Z WN Z WM 


(a) (2) (c) (d) (e) (f) 


FIG. 10-1 Symbolic representation of two-input and three-input adders and subtractors. (a) 
adder; (4) half subtractor; (c) half adder—subtractor; (d) full adder; (e) full subtractor; ( J) full ad 


subtractor. 


to the carry input of a full adder as in Fig. 10-2a, the resulting circuit is a se 
adder. Similar connections to a full subtractor or a full adder—subtractor res 
in a serial subtractor or a serial adder—subtractor. 
Fig. 10-26 and c. 

When two binary sequences, one representing an addend and the other 
augend, are applied to inputs X and Y of a serial adder (Fig. 10-2a), a bina 
sequence representing the sum appears at the output Z. This is possible beea 
flipflop W delays the carry one digit time of the binary sequence, and that delayed 
carry serves as an input carry at the next digit time. This situation also holds 
for either a serial subtractor or a serial adder—subtractor. 

The delay in the output carry bit of a serial adder or subtractor by one di 
time is equivalent to multiplying the output carry by 2, Therefore, the bin 
sequence, representing an addend, an augend, a minuend, or a subtrahend, m 
have its least significant bit appearing at the earliest digit time. 

Parallel Adder and Subtractor, When the output carry terminal of 
full adder in a row of full adders, as shown in Fig, 10-3, is connected to the in 
carry terminal of the full adder at its left, the resulting cireuit is a parallel a 


These circuits are shown 
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If such output-to-input connections were to join full subtractors or full adder— 
subtractors, the resulting circuit would constitute a parallel subtractor or a 
parallel adder-subtractor. The dashed line in Fig. 10-3 connects output Ws 
to input Wo, illustrating a simple way to incorporate the end-around carry. 

A parallel adder summing two n-bit numbers requires 7 full adders (the adder 
for the least significant bit can be a half adder), but only one full adder is needed 
if the two numbers are added serially. On the other hand, a parallel adder 
completes the addition in one digit time plus the time for propagating the possible 
carry, while addition in a serial adder requires n digit times. Therefore, the 


XY Wy, XY OW XY WW 
A 
FA FS ' | fas 
A 
Z Wo Z Wo Z Wo 
(a) (6) (c) 


FIG. 10-2 Serial binary adders and subtractors. (a) Serial adder; (6) serial subtractor; (c) serial adder— 
subtractor. 


parallel adder has the advantage of speed of operation, and the serial adder the 
advantage of fewer circuits. An intermediate solution is a serial-parallel addition. 
For example, consider the addition of two 24-bit binary numbers. One can add 
every 2 adjacent bits in parallel and perform 12 additions serially in 12 digit times. 
Or one can add every 3, 4, or 6 bits in parallel and perform 8, 6, or 4 additions 
serially in 8, 6, or 4 digit times. This discussion is equally applicable to a 
parallel subtractor or a parallel adder-—subtractor. 

As an added note, when a subtraction is performed serially by addition of the 


5% Xq %q 3% *2 Ye “KH 








FIG. 10-3 A parallel binary adder. 


1's complement, the end-around carry is not available when the two least signifi- 
cant bits are being added unless the output of the adder and the carry from the 
most significant bit are both stored and returned to the adder for a second adding 
operation. ' 


10-2. Binary Complementers 


Vv 
A binary complementer converts an input binary number to its complement as 
an output, If the output is the 1's complement of the input number, the comple: 
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menter is a 1’s complementer; if the output is the 2’s complement, it is a 2 
complementer. A complementer can be made to receive either a parallel or 
serial input. Several complementers will now be described. 

1’s Complementers. Two 1’s complementers are shown in F ig. 10-4, wh 
P and P are control signals, respectively, for a true and a 1’s complement outp 
Figure 10-4a shows a serial complementer where a binary sequence representi 


P (true) 


3 


p 
(1's complement) 
Input ¥ | + | 
ar a POX 


P (1's complement) 





(a) 


FIG. 10-4 Two 1’s complementers. 


a binary number appears at input X. This circuit can also be used as a p 
complementer, but such usage requires circuits equal to the number of bits of 
binary number. Figure 10-45 shows a parallel complementer where the 
outputs of flipflop X are shown as the two inputs. There should be as man 
these circuits as there are bits in the binary number. This circuit may also 
used as a serial complementer, requiring only one such circuit; the state of 


P 
Serial Path a 
input 
a Path 6 Ls | | + | 
een mes 





Serial 
output 






v 


FIG. 10-5 A serial 2’s complementer for unsigned binary number. 


flipflop changes at each digit time to generate a binary sequence representing 
binary number. 

2's Complementers. Figure 10-5 shows a serial complementer for 
unsigned binary number where P and P are control signals, respectivel ; 
true and a 2's complement output. As shown in Chap, 1, one algorithm 
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obtaining a 2’s complement of an unsigned binary number requires that the least 
significant nonzero bit and all zeros to its right (i-e., toward the least significant 
end) be unchanged and that each of the other bits be complemented with respect 
to 1. As an example, consider a serial input number 110100. This number is 
a time sequence of pulses (representing 1) or no-pulses (representing 0). If P 
is 1, then path a of Fig. 10-5 is closed and the sequence passes through the comple- 
menter without change. If P is 1, path 6 but not path c is closed because the 
complementing flipflop C is initially reset to the O state. 

The first nonzero bit arrives, passes through path 6, but changes the state of 
{lipflop C from 0 to 1; path 6 now becomes open and path c closed. Any subse- 
quent bit of the number now passes through path c and is complemented with 
respect to 1. 

Figure 10-6 shows a serial complementer for a signed binary number; the right 
portion is the same as that in Fig. 10-5. Assume that the sign bit of the incoming 
binary sequence leads the serial number and that the sign flipflop S is initially 
reset to the 0 state, closing path a. When the leading sign bit arrives at the input, 





Serial __ Path a 

input 
Serial 
output 

Pathe 

Sign 

control 

signal 








FIG. 10-6 A serial 2’s complementer for signed binary number with a leading sign bit. 


il passes through path a and is unchanged at the output. In the meantime, a sign 
control signal closes path c. If the sign bit is 0 (positive number), flipflop S 
remains in the 0 state and the succeeding number bits again pass through path 
« and appear at the output. If the sign bit is 1 (negative number), flipflop S is 
set to the 1 state. Path @ becomes open and path b closed. As the succeeding 
iiumber bits pass through path 6, they are complemented in the manner described 
for an unsigned binary number. 

The parallel 2’s complementer in Fig. 10-7 consists of n 1’s complementers, 
an n-bit parallel adder, and a carry flipflop C, where n is the quantity of number 
hits of the incoming parallel number. The sign bit passes through without any 
change. The algorithm for 2’s complementation here is first to perform the 1’s 
complement and then add 1 at the least significant bit. The addition of 1 at the 
loust significant bit is achieved by initially setting flipflop C to the 1 state. Since 
this operation is an addition with one number being 0, each adder in the parallel 
adder degenerates into a half adder, 
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10-3 Shift Registers 


A register in a digital computer is a storage circuit, usually for a machine word, 
Since a machine word consists of a number of bits, and since a flipflop is a binary 
storage element, a number of flipflops form a register. The symbolic representa» 
tion of a register is given in Fig. 10-8; each square represents a flipflop. Letter 
A designates register A, and letter Aj designates the ith flipflop. The input and 
output lines have been omitted for the sake of clarity. 

A shift register can shift its contents either to the right or to the left or bo 
depending on the particular design. Interconnecting circuits are thus need 


Most Least 
significant significant 
i bit 
Sign 
bit 








Parallel binary adder 
’ 


FIG. 10-7 A parallel 2’s complementer. 


between adjacent flipflops to effect the shifting. The symbolic representation 
a shift register is given in Fig. 10-9a. A shift register of n bits shifting 1 bit 
a time requires n shifting operations to insert an n-bit serial word into or to e 
it from the shift register. Additional circuits are required in a shift register if 
word is also to be inserted or extracted 
arallel. Such a register can convert a sé 
[Alajal | | | [4 ae into a piallel word, as shown in I 
FIG. 10-8 Symbolic representation ofa 10-96, or a parallel word into a serial w 
register. as in Fig. 10-9e. 

Connect the output at one end of a sh 
register to the input at the other end, and the register becomes a circulating 
ister. This is symbolically shown in Fig. 10-9d. 

Logic Equations of the Shift Register. A shift register requires a tem 
rary storage between two adjacent flipflops; so the state of one flipflop stage be 
changed is stored and used as the input to the subsequent flipflop stage. 
methods are usually employed; one method uses a delay network shown in iy 
10-10, and the other uses an additional flipflop By shown in Fig. 10-11, 
delay is usually implemented as an input or an output network of the flipflop, 

In Fig. 10-10 the flipflops are of the RS-input type, the capital letter designa 
the output, as A, or its complement Ay. The inputs are designated by small le 
48 dnp and dys, Which represent, respectively, the reset and set inputs of the 
flipflop stage. Letter p represents the clock pulse for carrying out the 
There are two types of logic equations concerning storing circuits such as 
registers, counters, and others, The first type deseribes the states of the re 
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and is called the state equation, which was discussed in Chap. 3. The states of 
each flipflop of the shift register are described in Table 10-2, from which the state 
equation of the shift register can be written as 


An(T) = An—ip (10-1) 


This equation means that the state of the nth flipflop following a time interval T 
is the state of the (n — 1)st flipflop. The second type of logic equation prescribes 


Serial Serial 
ot _aeE DLE 
output 

(a) 


input 


Serial 
word 
input 


Parallel word output 
(b) 
Serial 
word 
output 


Parallel word input 


() 





(d) 


"IG. 10-9 Symbolic representation of shift registers. (a) Shift register; (b) conversion of a serial word 
into a parallel word; (c) conversion of parallel word into a serial word; (d ) circulating register. 
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FIG. 10-10 Logie diagram of a ehiflregistor stage using delays, 
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flipflop input connections; this logic expression is called the input equation. 
truth values of the reset and set inputs of the nth flipflop are shown in Table 10 
where | and 0 in the columns for inputs ay, and ans represent, respectively, 
triggering pulse and no-pulse. From Table 10-3, the input equations of th 
flipflops of the shift register appear as 


anr = An-1p 
An_1 p (l 


These flipflop input equations mean that flipflop A, is set to the 0 or 1 state 
flipflop An_1 is at the O or 1 state, respectively, and the setting occurs coincid 


ans = 











FIG. 10-11 Logic diagram of a shift-register stage using a temporary register. 


with clock pulse p. It is often desired that the contents of a shift register be clea 
by a clearing pulse c. In,this case, input equations (10-2) become 


anr = An-1P +e (1 
ans = An_1p 


Input equations (10-3) prescribe the manner of connecting the inputs of 
flipflops of the shift register as diagrammed in Fig. 10-10. 
Note that the state equation is a logic difference equation, whereas the itt 
equation is a logic algebraic equation. 
Figure 10-11 depicts the nth stage of a shift register A which incorporates 


Table 10-2 Truth Table for 


Table 10-3 Truth Table for Input B 
Shift Register 


of Shift Register 
7 [a [ane oe 
Lt | tae 
1 
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temporary register B. Operation requires a sequence of four control signals 
51(t1), so(t2), s3(¢3), and sa(t4). The first signal sy clears register B. Signal se 
transfers information from register A to B; signal sg clears register A; and finally 
signal sq transfers the information from register B back to A. During the transfer 
initiated by s4, the shifting of the information in register A is accomplished. 

Logic Diagram. A logic diagram is a symbolic representation of logic ele- 
ments and the manner in which these elements are connected. The block 
diagrams so far described in this chapter are logic diagrams. Since input equa- 
lions designate the inputs of logic elements and describe the interconnections, the 
logic diagram and the input equations are logically equivalent. One advantage 
of using logic diagrams is that logically insignificant circuits such as amplifiers, 
level restorers, and the like can be readily incorporated. On the other hand, rep- 
resentation by input equations is concise. 


10-4. Counters 


Counting, an important operation in a digital computer, is achieved by a cir- 
cuit which takes note of the number of input pulses and stores the result. Ifa 
counter adds each arriving input pulse, it is known as a forward counter, or up 
counter. Ifa counter can be set initially to a certain number and each input pulse 





Input pulse p 
FIG. 10-12 Logic diagram of a modulo-2% binary forward counter using trigger flipflops. 


subtracts from that number, it is known as a reverse counter, or down counter. If 
a counter is provided with two input terminals so that it adds for pulses arriv- 
ing at one input and subtracts for pulses arriving at the other input, it is known 
us a reversible counter, an up-down counter, or a bilateral counter. 

Counters may also be classified according to the manner in which they store 
the number of counts. If the stored number is a binary number, the counter is 
a binary counter; if the stored number is a decimal number, the counter is a deci- 
mal counter. A decimal counter usually consists of a number of decimal-digit 
counters. Ifthe decimal digit is stored in a binary code, the counter is a binary- 
coded decimal digit counter. If the decimal digit has to be stored decimally, the 
ring counter is used. In a ring counter there are N distinct states, each of which can 
be sensed from a distinct output line. Thus, a ring counter with N states is a digit 
counter for radix V. Ring counters are practical for a small value of the radix N. 
Counters can also be designed to express the count in a special sequence of binary 
numbers, Such a counter may appear in a digital computer as a program counter 
(or an operation counter), a word-time counter, or a digit-time counter. 

Logie Equations of Binary Counters, A binary counter is formed by cas- 
cading flipflops with the proper logic eireuita, Figures 10-12 to 10-14 show the 
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logic diagrams of three versions of a three-stage binary forward counter. In 
version three flipflops are used, but they differ in the interconnection of the | 
circuits. These counters are also called modulo-23 counters because the maxim 
capacity is eight counts (including no count); they cannot distinguish counts wh 
differ by an integral multiple of 8. 

The logic design of a counter may proceed by first preparing a truth table. 
table shows not only the relations among the succeeding states of the flipflops 














Input pulse p 
FIG. 10-13 Logic diagram of a modulo-23 binary forward counter using trigger flipflops. 


also the required input states (of the flipflop) which cause the changes of these 
flop states. Consider a three-stage binary forward counter using trigger flipfl 
The truth table for this counter is shown in Table 10-4. In this table the three 
flops and their outputs are represented by A3, Ag, and Aj; a3, a2, and ay; rep 
their respective trigger inputs; p represents the input pulses to be counted; f, 
etc., represent the time sequence of the pulses. The three columns for the 
A’s show the desired sequence of the states of the three flipflops. The last 
columns show the required truth value of inputs a3;7, @2¢, and ay; to cause 














Input pulse p 
FIG. 10-14 Logic diagram of a modulo-2% counter using half adders and RS flipflops, 


change of the counter state. In these three columns, the 0’s signify that no-pu 
at the flipflop input is required, while the 1’s signify that a triggering pulse 
at the flipflop input. These 0’s and 1’s are obtained from the changes of the f 
flop states in the three columns for the three A’s. For instance, when the 
of the counter is changed from 000 to 001, the states of Ag and Ay do not ¢ 

thus the value of ag¢ and ag; are both 0 in the first row of the columns 

ayy and aye, But the state of Ay changes from 0 to 1; thus the value of ae 
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in the first row of the last column. The other values in the last three columns 
are similarly obtained. Note that at tg the counter state is 000, which is the 
same as that at fo; the counter then cycles again. ; 

The input equations for the three flipflops can readily be written from Table 
10-4, 


at =p 
a2, = Aip (10-4) 
a3t = AgAyp 
The above input equations can be reexpressed as 
ait =p 
aot = Ayzat (10-5) 


azz = Azagt 


The binary counter prescribed by input equations (10-5) is shown in Fig. 10-12. 
Two delays have been added in this figure to indicate that the inputs to the and 
gates from the flipflops are the flipflop states before they are changed. If the 


Table 10-4 Truth Table for Three-stage Binary 
Forward Counter Using Trigger Flipflops 
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flipflops possess sufficient delay, these added delays are not needed. The count- 
ing speed of this counter is limited by the maximum repetition rate of flipflop Aq. 

The binary counter prescribed by input equations (10-4) is shown in Fig. 10-13. 
This counter has an advantage which can be explained as follows: If a binary 
counter such as one shown in Fig. 10-12 has many stages (say, six), the change of 
state from 011111 to 100000 requires the signal to go through many and gates 
(five and gates for six stages); the counting speed of the counter may thus be 
limited by the carry-propagation time through the cascade of the and gates. Such 
a long carry propagation does not exist in the counter of Fig. 10-13. However, 
multiple-input and gates are required; if the number of stages becomes large, the 
circuits become excessive. 

When the inputs in Eqs. (10-4) are substituted into state equation (3-90), we 
have 


Ai(t) = 41 ®p 
Ag(t) = Ae @B Asp 
Ag(t) = Ay @ AgAip 


‘ (10-6) 
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These are the state equations of the counter which describe the states of the t 
flipflops. 

Instead of trigger flipflops, RS flipflops may be used for binary counti 
Table 10-5 lists conditions for a three-stage forward binary counter using 
flipflops. In this table, a3,, ag,, and a4,, represent the reset inputs in the t 
flipflops and agg, azs, and a4, the set inputs. The columns for the time seque 
and the incoming pulses are omitted. The 0’s and 1’s in the last six colu 
are again obtained from the changes of the flipflop states in the first three co 
umns; they differ, however, from those in Table 10-4. In Table 10-5 the 1’s it 
the reset input columns (the fourth, sixth, and eight columns) signify the c 
of state of a flipflop from 1 to 0, while the 0’s signify all other changes (from 
to 0, 1 to 0, and 0 to 1). The 1’s in the set input columns (the fifth, seven 
and last columns) signify the change of the state of a flipflop from 0 to 1, w 
0’s signify all other changes (from 0 to 0, 1 to 1, and 1 to 0). For insta 
when the state of the counter changes from 000 to 001, the states of A3 and 
do not change; thus, the values of a3;, a3s, @2r, and agg are all O in the first 
of the fourth, fifth, sixth, and seventh columns. But the state of Ay is req 


Table 10-5 Truth Table for a Three-stage Binary Forward Counter 
Using RS Flipflop 
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to change from 0 to 1; the value of a1, is 0, while the values of ays is 1 in 
first row of the last two columns. The values of the other reset and set in 
in the last six columns are similarly obtained. 
The input equations for the three flipflops are written from Table 10-5 and 
shown below: 7 
a1s = Aip : 
a2s = A2Aip = Azar 
a3s = A3A2A1 p = Azaor 
air = Ayp 
a2r = A2Ayp = Agar, 
a3r = A3A2A1p = Azaor 


(10: 


The inputs of the three flipflops can be connected according to these six in 
equations. If they are substituted into state equation (3-99), we have 
simplification state equations (10-6). This should be the case, as these { 
counters perform the same counting function. 

‘To the first three equations of (10-7), the terms Aip, Asiiiy, and Agiay ean 
added, respectively, The logical addition of the term Ayp to the first equa 
does not afoot this equation, because the value of ayy is equal to L when Ay 
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(irrespective of p being 1 or 0) and makes the flipflop 4; remain in the | state. 
Similarly the logical addition of the terms A2@1, and A3@2, to the respective equa- 
tions does not affect these equations. When these redundant terms are added, 
the above six equations become 


as = 44 @p a1, = Ayp 
az, = Ao @ air a27 = Agayy (10-8) 
a3g = A3 @ Ger a3r = A3der 


Recall that the sum output and carry output of a half adder are, respectively, the 
logical-exclusive-or operation and logical-and operation of its two inputs. Thus, 
as and ay, are, respectively, the sum and carry output of a half adder whose inputs 
are Ay and p. Similarly, azs and ag, as well as a3s and a3, are also outputs of 
half adders. The binary counter using half adders as prescribed by input 
equations (10-8) is shown in Fig. 10-14. 

State Diagram. The state diagram of a counter (or a storing circuit in 
general) shows the time sequence of its states. Figure 10-15 portrays the states 
of the foregoing three-stage binary forward counter. In this diagram each circle 





FIG. 10-15 State diagram of a 
modulo-23 binary forward counter. 


FIG. 10-16 State diagram of a special-sequence 


counter. 


represents one state; the binary number in the circle signifies that state, and the 
arrows indicate the sequence of the states as they change. In this simplest case 
a state diagram appears almost trivial. However, it becomes important in a 
complicated sequential circuit. 

Figure 10-16 shows the state diagram of a binary counter. There are two 
branches at the output of state 110; the choice between them depends on a control 
signal’s being B or its complement B as indicated in the diagram. By application 
of the control signal, the sequence of the counter states can be altered. Such a 
special sequenced counter can be used as an operation counter in a computer. 

The logic design of this counter resembles the designs already described. Since 
there are seven states, three flipflops are needed. A truth table for the state 
diagram in Fig, 10-16 can be prepared as shown in Table 10-6. The 0’s and 1’s 
in the columns for the inputs are obtained in the manner previously described. 
The input equations are 

ayy = (AgAody + AgdoAs + BAgdody + AgA2Ai) p 


ayy @ (AyAgdy + Apdo + re + AgAgAi) p 
ay (AyAgAy + AgAgds + Apdody + Andgdr + BAgdedi) p 


(10-9) 
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Since state 011 does not exist, term 43424, (and thus also terms B43A9A44 
BA3A2Aq can be utilized to simplify the above equations. 

These input equations indicate how 
inputs of the three flipflops are connected, 
For a design such as that described, the 
step of preparing the truth table can 
omitted and input equations wri 
directly from the state diagram, once s 
a procedure becomes familiar. 

Decimal-digit Counters. A deci 
digit counter, or a decade counter, 
quires 10 states, the obtaining of w 
can be achieved by utilizing 10 of the | 
states of a four-stage binary counter. 
counting sequence can be designed to fi 
low any desired sequence. Followi 
binary-coded sequence identifies a bi 
coded decimal digit counter. The § 
diagram of such a counter using the 8-4» 
code is shown in Fig. 10-17. The in 
equations can be written directly from this diagram. After simplification they 





FIG. 10-17 State diagram of an 8-4-2-1- 
coded decimal-digit counter. 


a1t=p _ 
a2t = A1A4p , 
a3t = AyApgp (10. 


a4t = Ay(4q + A2A3) p 


Simplification of these input equations has involved employing the nonexis 
states 1010, 1011, 1100, 1101, 1110, and 1111. 

Ring Counters. Instead of using 10 of the 16 states of a four-stage bi 
counter, a digit counter of radix N can be formed by cascading N flip 
connected with the proper logic circuits in the form of a ring. The logic di 
of a four-stage ring counter is shown in Fig. 10-18; it is a special cireu 
register, all bits of the circulating word being 0 except that one bit is 1, 
state of the ring counter is indicated by the flipflop whose state is 1, as shown 
Table 10-7. From this table can be derived the input equations for the 
flipflops, 

@1r = a25 = Asp 


a2r = 233 = Az p 
A3r = a43 = A3p (LOE 
Q4r = A215 = Agp 


These equations describe the input connections shown in Fig. 10-18, In 
figure the circulation and information (a word) occurs in a countercloe 
direction, When these input equations are substituted in Eq. (3-99), we 
the state equations 
Ay(t) = Ayp + Aqp = Aap 
Ag(t) = Agp + Aip = Ayp 
Ag(t) = Agp + Aap = Aop 
Ag(t) = Aqp + Aap = Asp 
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Table 10-6 Truth Table of Special Sequence Counter 
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Terms Aq p, A2p, A3p, and Aq are redundant in the above state equations. When 
they are removed, the result agrees with the state equation of the shift register 





FIG. 10-18 Logic diagram of a four-stage ring counter. 


except that the latter is not circulating. In the ring counter, the shifting of the 
last stage (such as flipflop A4) to the first stage (flipflop 41) may be done by a 
separate control signal if required. Because N flipflops are required for a ring 
of N states, a ring counter with a large value of N is not practical. However, N 
pairs of output lines are available for the N states without any additional switching 


Table 10-7 Truth Table of Four-stage Ring Counter 
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circuits. This is not so if a binary-coded counter is used as a decimal-digit 
counter, as a binary-coded counter requires additional decoding networks te 
translate the 4-bit codes to separate output lines. 


10-5 Information Transfer 


The information stored in a register is a word. By information transfer, 
mean the transfer of the word from one register to another or multiple transfe 
from one or more registers to one or more other registers. The change of state 
in a shift register or in a counter amounts to an information transfer, except 
it occurs within one register. 

The importance of an information transfer rests, not merely on the transft 
itself, but also on the possibility of performing logic operations on the word duriny 
the transfer. The word transfer in a shift register is a degenerate case, as no log! 
operation is performed other than shifting. In a counter, logic operations ar 
performed to change its state. The information transfer among various regis 
is the basic approach by which computing, data processing, decision making, am 
the like are accomplished. 

Symbolic Method. The digital computer performs its arithmetic, logic, 
other operations during the transfer of words (which are initially stored in 
memory unit) to the various registers in a certain sequential manner. It is me 
desirable to develop a technique by means of which these transfers and thy 
operations during the transfers can be precisely described. 

The symbolic method is one which attempts to describe precisely the proc 
of information transfer. This method was first reported by Reed and o 
[4,12]. A required transfer occurring at a specified state of the computer is fi 
expressed in a symbolic statement. The logic equations and/or the logic diagr 
can then be obtained from the symbolic statements. 

Before describing the symbolic method, the symbols are first defined and 
shown in Table 10-8. (Additional symbols will be given when needed.) In 


Table 10-8 Symbols for Symbolic Method 


Symbols Description of symbol 





Capital letter......... | Capital letter denotes register 


Subscripti.......... Subscript i denotes ith bit of register 
Parentheses ( )....... | Parentheses denote contents of register 


Double-line arrow =>. . | Double-line arrow denotes transfer of word from one to another register 





Brackets [ ].........]| Brackets denote a portion of register the contents of which has a funetly 
dependence on register 

Colon 5.24 porn abas Colon (following a Boolean variable) denotes the occurrence of subsogy 
statement (or statements) when the variable has the value 1 

Single-line arrow —.. Single-line arrow, or simply arrow, denotes a sequence of states 

1 Gs This symbol has two meanings: (1) a logical-or operation when used 
Boolean variables, and (2) an arithmetic addition when used } 
numbers 

Minti This symbol denotes an arithmetic subtraction 
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table the capital letter denotes the register. For example, A denotes register A; 
subscript i denotes its ith bit: 4; means the ith bit of register 4. In this case 
A; is a Boolean variable. These two representations are not new, as they have 
been earlier described. 

Parentheses denote the contents of a register. Thus, (A) signifies the contents 
of register A, and (Aj) means the contents of the ith bit of register A. This 
symbol may also denote the complement of the contents; thus, (4) denotes the 
complement of the contents of register A. Parentheses may also denote a com- 
bined register. For example, (4,B) means the contents of registers A and B, which 
are placed in tandem and used as one register. The double-line arrow denotes 
the transfer of a word from one register to another. Thus, 


(4) => B (10-13) 
means that the contents of register A are transferred to register B. And 
0O=>A (10-14) 


means that zeros are transferred to register A. Others are the shift-left operation 
(index i increases toward the most significant bit), 


(Ai) => Ais1 (10-15) 


the shift-right operation, 


(Aj) = Aj_1 (10-16) 


the extract operation, which is the logical-and operation of the corresponding bits, 
(Ai) + (Bi) => Ai (10-17) 

and the merge operation, which is the logical-or operation of the corresponding bits, 
(Ai) + (Bi) = Ai (10-18) 


Brackets denote a portion of a register the contents of which have a functional 
dependence on the register. Thus, Sn[A] and Nm[A] mean, respectively, the 
sign part and the number part of register A. The colon following a Boolean vari- 
able (which represents a state or a command signal) denotes the occurrence of 
subsequent statement (or statements) when the value of the variable is 1; thus, 


P;:0—>A4 (10-19) 


means that, when the value of P; is 1, the statement that zeros go to register A 
occurs. The single-line arrow, or simply the arrow, denotes a sequence of states; 
thus, 


P,—> P2— P3 (10-20) 


means that state P3 follows state Po, which follows state Py. 

The plus sign has two meanings. First, it means a logical-or operation when 
used among Boolean variables. For instance, A + B means the logical-or 
operation on Boolean variables A and B. Second, it means an arithmetic addition. 
For example, (4) + (B) means the arithmetic sum of the contents ef registers 
A and B, If there is a possibility of confusion, the word add is used for addi- 
tion instead of the plus sign, The minus sign denotes an arithmetic subtraction, 
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Table 10-9 Truth Table 
for Word Transfer 


Thus, (A) — (B) means that the contents of register 
are subtracted from the contents of register A. 

The symbolic method is the application of these s 
bols to describe information transfer. A simple inf 
mation transfer will now be worked out as an illustrati 
It is required to transfer a 3-bit word in register A to 
ister B; the transfer occurs at state P 1, a control (or co 
mand) signal which will be provided by the control 
in the computer. The registers consist of trigger flipflo 
The above information transfer condenses to a concise symbolic statement 


using the symbols in Table 10-8, 





BREE | o 





Py: (A) =>B (10-2 


From this symbolic statement Table 10-9 is prepared. In this table the clock pu 
p initiates the transfer. Input equations for the flipflops of the B register can 
written from Table 10-9. 


bit = (Ai © Bi) Pip 


The equation shows that an exclusive-or operation is required for a simple tra 
if register B consists of trigger flipflops. The logic diagram which describes 
interconnections of these two registers is shown in Fig. 10-19. 


fori = 1, 2,3 (10-4 














A register 


FIG. 10-19 Logic diagram showing parallel transfer of the word in register A to register A, 


Parallel Transfer of Information. Information transfer from one regi 
to the other can be performed either in parallel or in series. The previou 
example was one of a parallel transfer. As an additional example, consider 
arithmetic addition of two 3-bit binary numbers. Assume that the augend 
the addend are stored, respectively, in registers A and B and that the sum 
addition is to be stored in register Q. The addition operation occurs at com 
state Pj, RS flipflops are used. This transfer can be expressed by the foll 
symbolic statement; 


Py: (A) + (B) => Q (I 
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From this symbolic statement, the input equations for register Q are 


qis= SiPip fori = 1,2,3 (10-24) 


Recall that the ith sum and carry bits S; and C; in Table 5-6 are, after expansion, 


S, = (ABC + ABC 1 + ABiGa+ ABiG1) i=1,2,3 
CG, = (ABC + ABiG_-1 + AiBiG1 + ABiG1) i= 1, 2,3 
Co = 0 
(10-25) 


The logic diagram for these equations appears as Fig. 10-20, wherein the full 
adder performs the operations inside parentheses of the functions. When state 
P, occurs, the clock pulse p initiates the transfer and the addition occurs during 
the transfer. 

Serial Transfer of Information. Instead of parallel transfer, the information 
can be transferred in a serial manner. Consider the arithmetic addition of two 
5-bit binary numbers which are stored in the two shift registers A and B (Fig. 






Q register 








& register 


A register 


FIG. 10-20 Logic diagram showing binary addition of two 3-bit numbers by parallel transfer. 


10-21). Addition occurs at state Py. In serial addition 2 corresponding bits of 
the two numbers are added at a time as these two numbers are being shifted out 
of the shift register by clock pulses py to ps. 

The transfer can be expressed in the following symbolic statements. 


Py pi: (Bi) => Bia 
0 — Bs 
(Ai) = Ai-1 
Si => As 
Ci41 = AC, 


where S; and C; are described by functions (10-25), The first three, symbolic 
statements deseribe the shift-right operation of registers A and B. The last two 


fort = 1, 42.49 (10-26) 
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statements describe the connection of the carry bit and the storing of the sum 
in flipflop A5. The logic diagram for this serial binary adder is shown in Fi 
10-21. The carry output of the full adder is delayed and fed back to the ca 
input of the full adder; in this manner, the carry is added to the correct digit 
the number. Note that the least significant bits of the two binary numbers 
initially in locations 4; and By, and are added first. 
The symbolic statement can express either a parallel or a serial informati 
transfer. It can also express synchronous or asynchronous operation; in 
latter case, a starting signal and a completion signal are specified. 
Logic-equation and Logic-diagram Methods [13]. Logic design of 
digital computer calls for a sequential visualization of the information flow in 
among various spatial registers. There are two widely used methods—the | 
equation method and the logic-diagram method. Historically, the logic-diag 
method was first adopted; later the logic-equation method was developed 
accepted. 
The logic-diagram method has the advantages of providing a spatial visualiza 
of the interconnection of logic circuits and of being easily understood without 


Clock pulse 


Shift register 8 





FIG. 10-21 Logic diagram showing binary addition of two 5-bit numbers by serial transfer, 


background of Boolean algebra. Furthermore, it is more adaptable to incorporatl 
those elements which are logically insignificant, such as emitter followers, 
amplifiers, etc. On the other hand, the logic-equation approach has the advan 
of giving a precise and concise description of the computer operation. It is mo 
adaptable to simulation on a digital computer for checking the design, prepa 
the wiring tabulation, and the like. Thus, these two approaches complement @ 
other. It is desirable to be familiar with both. 

It should be pointed out that the symbolic method is adaptable to either 
logic-equation or the logic-diagram approach, because the symbolic statemen 
merely state the operations to be performed under given computer states, 
either method it is possible to describe the exact manner in which the operati 
are carried out. 


10-6 Binary Accumulators 


A binary accumulator consists of a register which stores a binary number 
upon receiving another binary number adds the second number to (or su 
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it from) the first number and then stores the sum (or the difference) in the register. 
The logic diagram in Fig. 10-20 is a binary accumulator (though not practical) 
if the Q register is discarded and the sum is stored in the A register. 

Serial Accumulator. An accumulator is designed for either serial or 
parallel operation. The logic diagram of a serial binary accumulator is shown 
in Fig. 10-22. It consists of a serial adder for performing addition and a shift 
register for storing the augend before addition or the sum after addition. Sub- 





FIG. 10-22 Logic diagram of a serial binary accumulator. 


traction can be performed by addition of the 2’s complement of the number. 
Subtraction by adding the 1’s complement of the number is not preferred, be- 
cause a second addition is required for adding the end-around carry and this 
increases the addition time. If the serial adder of Fig. 10-22 is replaced by a 
serial subtractor or a serial adder-subtractor, the accumulator can perform sub- 
traction or both addition and subtraction. 









___ Addition 
command 


ia 


Clock 
pulse 








FIG. 10-23 Logic diagram of a parallel binary accumulator. 


Parallel Accumulator. The logic diagram of a simple parallel binary 
accumulator is shown in Fig. 10-23. Each flipflop in the accumulator functions 
as a modulo-2 counter. The augend is initially stored in these counters. Dur- 
ing addition, each counter counts parallel incoming pulses representing the 
addend bit or the carry bit and generates a carry pulse to the next significant bit 
when the counter changes its state from 1 to 0, ‘The dashed line in the diagram 
shows a possible connection for an end-around carry if needed, 
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Symbolic Design of Binary Accumulators. Logic design of a parallel 
binary accumulator for addition will now be described as an additional example 
of the symbolic method. Since every stage is the same (except perhaps the first 
and the last stages), we consider only the ith stage. The adding operation in the 
parallel accumulator can be divided into two steps, the first of which adds the 
augend bit A; and the addend bit Bj; the second step adds the resulting sum bi 
and carry bit from the next lower significant bit stage. The symbolic statemen 
follow for these two steps: 


Pyp1: By(Ai) + Bi(Ai) > Ai 
Pypa: Cy-1(Ai) + Gi-1(Ai) = Ai 


In these statements the addition of the A; bit and B, bit occurs at clock p 
Pi; addition of the resulting sum bit A; and carry bit Cj_1 occurs at the su 
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FIG. 10-24 Logic diagram of a parallel-binary-accumulator stage for addition. 


quent clock pulse pz. Both additions take place at the computer addition # 
P;. The carry bit can be formed in several ways; one way is shown in the | 


diagram of Fig. 10-24. and is described by the Boolean function 
Ci = BS; + G15; (10. 


where 5; and Sj are, respectively, the 1’s and 0’s output of the flipflop Ay & 
the occurrence of clock pulse py. The added delay ensures that the change 
the state of the flipflop A; occurs after the carry addition is completed. 
The above function shows that there are two possibilities for obtaining @ 
bit, ByS; and Cy1S;. However, they do not occur at the same time, because | 
term involves S while the other term involves S, Carry bit B,S; occurs when 
Ay and By are 1; but the complement of Sj is used because the addition of the 
bit occurs at the subsequent clock pulse pg, At that time, there is a carry 
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sum bit is 0. The arrangement of the carry shown in Fig. 10-24 has the advan- 
tage that the additions of the carries of all stages are performed during clock 
pulse pe; this is possible because of the mutually exclusive nature of the above- 
mentioned two possible carry bits ByS; and Cy_15j. 

An accumulator can also be designed to perform subtraction. The operation 
for a single-bit full subtractor has been shown in Table 10-1. Recall that the 
sum of a full adder is the same as the difference of a full subtractor, but the 
carry of a full adder and the borrow of a full subtractor are different. Symbolic 
statements (10-27) for the sum bit still hold for a subtracting accumulator, except 
that the addition state P; is to be replaced by the state for subtraction Py. We 
thus have 


Pop: B;(Aj) + B (Ai) = A 


Popo: Rj_1(Ai) + Ri-1(Ai) = Ai (10-29) 







A register 
A; Borrow Di Ri 
to (¢+1)th 
stage A;-, Borrow 
from (¢-1) th 
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Py 
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& register Pe 


FIG. 10-25 Logic diagram of a parallel-binary-accumulator stage for subtraction. 


where R; is the ith borrow bit, which can be formed like the carry bit of function 
(10-28). Thus, we have the borrow bit 


R; = DB + D;Ri_1 (10-30) 


where Dj is the ith difference bit. The logic diagram for the ith stage of the sub- 
tracting accumulator is shown in Fig. 10-25. 

A parallel binary accumulator for both addition and subtraction can now be 
formed, Examining the diagrams in Fig. 10-24 and 10-25 reveals a difference 
only in the connection at the output lines of flipflop 4j. An accumulator for 
both addition and subtraction can be formed by using four additional logical-and 
circuits and two additional logical-or circuits as shown in Fig. 10-26. When the 
state is Py, the accumulator is that of Fig, 10-24; when the state is Po, the 
accumulator is that of Fig, 10.25, 
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10-7 Propagation of Carry or Borrow 


The Problem of Carry or Borrow Propagation. Ina parallel additi 
of two binary numbers, the problem arises of carry or borrow propagation. 
in the parallel binary adder of Fig. 10-3 the binary number 0001 is added 
the number 1111, a carry is produced in the least-significant-bit adder. This ¢ 
causes another carry to be generated from the next-significant-bit adder. 
process continues until a carry is generated from the most-significant-bit add 
In the parallel binary accumulator of Fig. 10-23 the addition of the above 
numbers causes a similar carry propagation. In either case the time of pro 
tion increases with the increase of the number of bits, and the addition is 
completed until the carry propagation is completed. Similar propagation of 













P, (add state) 








FP (subtract state) 





A 





& register 


FIG. 10-26 Logic diagram of a parallel-binary-accumulator stage for both addition and subtraction, 


row occurs in a parallel subtraction. In short, there is a problem of carry ( 
borrow) propagation which is due to the creation of one carry (or borrow) by 
another. 

The use of a parallel adding circuit (instead of a serial one) attempts to red 
addition time. If the time of carry propagation is significant, the addition tl 
ofa parallel adding circuit is limited by the time for the carry propagation, 
fore, the propagation time in a parallel circuit must be reduced, 

Nature of Carry or Borrow. Addition of two binary bits incurs four 
bilities, O + 0,0 + 1,1 +0, and 1+ 1lsa carry is generated when bot 
are L, Once generated, the carry is propagated when it continuously enc 
a stage which has at least one bit (either augend or addend) which is 1; the 
is not further propagated when both bits of a stage are 0. In the case of 
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traction, a borrow is produced when a bit 1 is subtracted from a bit 0. The bor- 
row when generated is propagated when both bits are 0 or 1 or when a bit 1 is 
subtracted from a bit 0 and is not propagated any further when a bit O is sub- 
tracted from a bit 1. The above nature of carry can be described by the carry 
function, 


W, = XY 4+ XYW, + XYW; (10-31) 


Term XY is regarded as the carry generation, while the other two terms are the 
carry propagation. Similarly, in the borrow function, 


Vo= XY + XYW, + XYW,; (10-32) 


term XY is regarded as the borrow generation, and the other two terms are the bor- 
row propagation. It should be noticed that in the addition of 2 bits the carry 
generation and carry propagation can be regarded as not occurring simultaneously. 
This can be shown by 


XY(XYW, + XYW;) =0 (10-33) 


Since both augend and addend (or minuend and subtrahend) are known prior to 
an addition (or a subtraction) in a parallel operation, this fact is most often utilized 
in reducing the propagation time. As the propagation of carry and that of bor- 
row are similar, only the former will now be discussed. 

Gated Carry. Propagation of a carry through adder stages one after another 
as in Fig. 10-3 or similarly through flipflop stages as in Fig. 10-23 is slow and 
thus undesirable. One widely used method, called gated carry, propagates the 
carry without passing through the adder or flipflop stages in succession, 1.€., 
propagates the carry through a series of gates. One logic diagram utilizing this 
method is shown in Fig. 10-27; the uppermost solid line in this figure, passing 
through a series of and gates and or gates, is the carry propagation line. The 
and gates on this line propagate the carry, while the and gates connecting the 0 
outputs of the flipflops to the carry line are for inserting generated carries. 

In operation, the add control pulse py is applied in the presence of P1, the 
addition state signal. This results in the addition of 2 corresponding bits and 
the insertion of the generated carries to the carry line along which the carries are 
propagating. Then the carry control pulse p2 is applied, causing the carry to 
enter each stage so that the sum in the accumulator becomes correct. Maximum 
propagation time for n stages approaches the sum of the time spent during passage 
through each and-gate—or-gate pair. The gated carry configuration requires a 
relatively small number of components and gives a reasonably short propagation 
time. 

Stored Carry. In the parallel binary accumulator of Fig. 10-27 the and gate 
for inserting the generated carry requires a signal from the addend during the 
carry propagation, If this is not available during the propagation, the above- 
mentioned and gate can be replaced by a flipflop for temporarily storing the carry. 
The carry still propagates along the carry line without passing through the stages 
in succession, This method is called stored carry, and the logic diagram is shown 
in Fig. 10-28, The carry flipflops should initially be reset to the 0 state. 

Average-length Carry, The carry in the previous example of adding two 
numbers such as L111 and OOO] is an extreme case, Burkes, Goldatine, and yon 
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Neumann [1] have shown that in the parallel addition of two 40-bit binary num- 
bers the average carry length is only 4.6 stages. 


Gilchrist, Pomerene, and Wong [7] utilized this average property in designing 
a rapid parallel binary adder. The principle is shown in the logic diagram of 
Fig. 10-29. There are two carry lines, one for a carry of | and the other for a 
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FIG. 10-28 Logic diagram of a parallel binary accumulator with stored carry, 


carry of 0. The and gates along the upper carry line are for propagating 
of 1; the or gates along the same line are for inserting carries of 1, Similarly, 
and gates along the lower carry line propagate carries of 0, and the or gates 
the same line insert carries of 0, In each stage there will be only one signal, el 
the upper or in the lower line, and its presence will be sensed . the or gates 
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these two lines. The carry-completion and gate will produce a signal when the 
carry or no-carry signal completes the propagation through each stage. Figure 
10-30 is the logic diagram showing the detail of one stage. At the start of an 
addition, the two carry lines are disabled by using parallel inhibition on the lines 
Xnyn ON XeYe 


A2® Mp HN MOK 
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(no carry input) 


2 O% A xO 


Completion signal 


FIG. 10-29 Logic diagram showing the principle of average-sequence carry. 
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FIG. 10-30 Logic diagram of a parallel asynchronous adder stage with average-sequence carry. 


or by operating on the serial gates. The carry propagation is started by coabling 
the carry lines (not shown in the figure) and enabling the zero carry input Cy 

at the least significant bit, Carry and no-earry sequences then arise from the zero 
carry input Cy and from the stages whose two bite are either both 0 or both 1, 
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By performing many additions of two 40-bit random numbers, it was found that 
the average maximum carry length is 5.6 stages; thus, the average carry propa- 
gation time is only about one-eighth of the maximum carry propagation time, 
The total computing time is the sum of the carry propagation time and the addi« 
tion time. In the 40-bit parallel adder developed, computing time is 0.36 (the 
sum of 0.21 and 0.15) psec. 

In an asychronous circuit, completion of the operation generates a completio 
signal to start another operation. The foregoing design, employing aver 
carry sequence logic, is an asynchronous parallel binary adder. 

In starting the above asynchronous parallel adder, if the zero carry C,° 
enabled but the and gates of the two carry lines are not, there may be a si 
from the carry-completion and gate. If such a signal does occur, it indica’ 
that the two numbers are equal. Thus, the above asynchronous parallel add 
can also be used to determine whether two numbers are equal. 

Simultaneous Carry. Since both augend and addend are known prior 
an addition in a parallel operation, a brute-force method uses logic circuits 
obtaining the carry for each bit simultaneously with the adding circuits in 
taining the sum. 

Consider a 3-bit parallel binary adder. The carry functions for the 3 b 
from Eq. 10-31, are 


Wy = XY, 
We = X2Vo + (X2 ® Yo) M1 (10- 
Ws = X3Y3 a (X3 ® Y3) W 


In these functions W3 is not available until Wz becomes available, nor W2 
Wy, because of the serial nature of these functions. If the adder is implemen 
from the above functions, the resulting circuit becomes that previously illustra 
in Fig. 10-3; the carry propagation time is long. 

If the above equations are rewritten, eliminating W; and W2 on the right- 
side, we have 


Wy= XY 
We = X2Vo + (Xe ® Yo) X1 V1 (10. 
W3 = X3Y3 + (X3 ® Y3)X2¥o + (X3 ® Ys) (X2 @® Y2)Xi V4 


Examining the W3 function reveals that term X3 Y3 is the carry generated in 
third bit. Term (X3 ® Y3)X2Y2 would be the carry generated in the see 
bit, to be propagated through the third bit; term (X3 ® Y3)(X2 @® Yo) Ay 
would be the carry generated in the first bit, propagated by the second bit, 
to be propagated by the third bit. If a carry circuit is implemented from th 
functions, the propagation time will be as small as that through a four-level 
or-and-or circuit. These functions become excessively long, however, when 
number of bits increases. 

If functions (10-35) are further expanded, we have 


Wy = XV 

Wy wm XoVo + Xi ViXeV2 + Xi Vi 2 Vo 

Wy m= XgVa + XgVoXg¥y + XiViX2VoXg Vy + Xi Vike VoXa Vy 
+ Xo VoXa Vy + Xi ViXaVoXy Vy + Xi ViXo VoNg Yo 
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If a carry circuit is implemented from the above functions, it is called simul- 
taneous carry; the propagation time will be as small as that through a two-level 
and-or circuit. Unfortunately, these functions become much too long to be prac- 
tical when the number of bits lies in the practical range of 20 to 60 bits. The 
simultaneous carry can also be implemented in a parallel binary accumulator. 

Some applications may warrant implementing the simultaneous carry only par- 
tially. In this case the number of bits is divided into groups; simultaneous carry 
circuits are incorporated only within the group. For example, for the addition 
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FIG. 10-31 A configuration showing simultaneous carry circuits. 
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FIG. 10-32 A configuration showing simultaneous carry circuits and auxiliary carry circuits. 


of two 16-bit numbers, four simultaneous carry circuits are provided as shown 
in Fig. 10-31. This reduces the propagation time considerably; yet the required 
number of components may become reasonable. Weinberger and Smith [8] have 
reported the use of simultaneous carry circuits and auxiliary carry circuits to 
reduce the carry propagation time of a parallel binary adder; the principle is 
shown in Fig, 10-32. The auxiliary carry circuits essentially apply repeatedly 
the principle of simultaneous carry to the carries from the simultaneous carry 
circuits, In the adder reported by Weinberger and Smith, two levels of auxiliary 
carry circuits are employed to accommodate 53 bits, 
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10-8 Generation of Control Signals 


A digital computer operates in discrete steps, and a micro-operation is per- 
formed during each step. Examples of micro-operations are shift, count, trans- 
fer, add, clear, and complement. A sequence of micro-operations which is 
formed for a particular purpose is called an operation. A digital computer is 
designed to perform a number of operations ranging from several operations for a 
small computer to a few hundreds for a large-scale computer. These operations 
are coded by several bits so that, by specifying the operation code (which is a 
part of an instruction), the computer can be instructed to perform the correspond: 
ing operation. For simple instructions, each instruction consists of an operation: 
code part and an address part (these will be described in Chap. 11). The pro 
grammer writes a sequence of instructions which becomes a program for solving 
a particular problem. When the computer receives an instruction, its operation: 


Operation register 





Control Control 


signals 


Clock 
source 


FIG. 10-33 A configuration for generating control signals. 


code part is transferred to and stored in an operation register. Logic circuits # 
required to generate from the operation code appropriate control signals whieh) 
command a corresponding sequence of micro-operations. 

Figure 10-33 shows a simple configuration for generating control signals, If 
comprises an operation register, a decoder, a clock source, a timing-level dit. 
tributor, and a control matrix. Assume that there are 16 operations in the 
computer and that these operations, designated as fj, where i is 0 to 15, are coded 
by a 4-bit operation code. Assume that there are 10 micro-operations (from 
which 16 sequences of micro-operations are formed for the 16 operations) and 
that the control signals for these micro-operations are designated as my, where / 
is 0 to 9. The purpose is, for each operation code in the operation register, 
generate a corresponding sequence of micro-operation control signals. 

When the operation-code part of an instruction is stored in the operation 
ister, the decoder having 16 output lines (one for each of the 16 operation @ 
actuates 1 and only 1 output line, In the meantime, timing levels are gene 
from a clock source by the timing-level generator, Assume that there are § 
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put lines from the timing-level generator and that the levels on these lines, 
designated as tx, where k is 1 to 5, are shown in Fig. 10-34; these levels form a 
time sequence which is called a basic timing cycle. The number of levels in a 
basic cycle is usually chosen to execute one instruction (i.e., to control one 
sequence of micro-operations). For certain instructions such as multiplication 
and division, however, more than one basic cycle is employed, and an additional 
counter (not shown in Fig. 10-33) is provided to count the required number of 
cycles. 

The inputs to the control matrix are the 16 output lines f; from the decoder 
and the 5 output lines % from the timing-level generator. The matrix has 
10 output lines, and the level on each of these lines controls a specific micro- 
operation; these levels are represented by the previously shown letters m;. Each 
micro-operation is actuated by the combination of a control signal and a clock 
pulse. The function performed by the control matrix is shown, as an example, 
by the following set of logic equations, 


mo = (fat + frts + fota)p 
my = (fst + fate + fels + fr2ts)p 


mg = (firte + frts + fists)p 


(10-37) 


where p represents the clock pulse. The first equation means that micro-opera- 


Clock pulses Time 
2, ee ces et ee 
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Timing 
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FIG. 10-34 Clock pulses and timing levels. 


tion mo is controlled by operation code f3 at timing level t1, or by operation code 


fz at timing level tz, or by operation code fg at timing level ¢4; the micro-opera- 


tion takes place at the occurrence of clock pulse p. Similarly, other micro-opera- 
lions are controlled by other combinations of operation codes and timing levels. 
For the above set of logic equations, it is apparent that the control matrix is essen- 
tially an and-or switching matrix. 

For a large-scale computer, the basic cycle may consist of several phases or 
several minor cycles to accommodate a large number of operations. Another 
simple configuration for generating control signals is described in Chap. 11. 


Problems 


1. A single-digit adder for adding three binary digits simultaneously has 3 tnput bits, 2 
input carry bits, 1 output sum bit, and 2 output carry bits, Find the Boolean functions for 
the adder, and draw the logic diagram, 
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2. Draw the logic diagram of a parallel binary adder for adding three 4-bit numbers 
using the adder to Prob. 1 and the gated-through carry propagation. : 
3. Prepare a truth table for the inputs to flipflops B, and A, of the shift register of Fi 

10-11. Write equations for inputs bnr, bng, @nr, and @ns, and draw the logic diagram. 

4. Design a three-state reverse binary counter using trigger flipflops. Prepare a truth 
for the inputs to the three flipflops, obtain the input equations, and draw the logic di 

5. Design a three-stage reversible binary counter using RS flipflops. Prepare a 
table for inputs to the three flipflops, write the input equations, and draw the logic diagr 

6. From the input equations of Probs. 4 and 5, obtain their respective state equations, 
draw their state diagrams. 

7. Design an excess-3-coded decimal-digit counter using trigger flipflops. Both the i 
equations and the logic diagram are required. 

8. Two 4-bit registers 4 and B are given. A binary number is initially stored in 
A and 0’s in register B. The number in register A is transferred in parallel to register 
During the transfer: 

(a) The number is arranged into a reverse order. 

(6) The number is translated into an excess-3-coded decimal digit. 


Give the symbolic statements for the transfer, the input equations, and the logic diagram, 

9. Two 4-bit binary numbers are stored in registers A and B. The number in register 
is transferred to register B; at the same time the number in register B is transferred to 
ister A. Obtain the symbolic statements and input equations, and draw the logic di 
for the following two cases: 

(a) The transfer is performed serially. 

(6) The transfer is performed in parallel. 

10. A binary sequence of pulses (a pulse and no-pulse represent, respectively, 1 and 
is being shifted into a 4-bit shift register. It is required to establish a configuration 
mining whether the number in the shift register is odd or even after each pulse is shifted 
Use the symbolic method. Both the input equations and the logic diagram are required, 

11. Formulate a configuration for a serial subtractor similar to that shown in Fig. 1 
The binary number consists of 5 bits plus a sign bit and is represented in the signed- 
tude form, the sign bit leading the least significant bit. 

12. Four-bit numbers are being shifted in parallel into a register during each su 
clock pulse. It is desired to determine whether the number shifted into the register d 
the clock pulse p; is larger or smaller than that shifted into the register during the clock 
Pi+1. Formulate a configuration. Use the symbolic method. Both the input equations 
the logic diagram are required. : 

13. Find the Boolean functions for the simultaneous carry when two 4-bit numbers 
added. Draw the logic diagram. 

14. Draw the logic diagram of a parallel decimal adder for four decimal digits, using 
gated carry propagation. Assume that the decimal digit is in (a) 8-4-2-1 code, (b) ex 
code, and (c) 2-4-2-1 code. 

15. Find the input equations for the flipflops in a serial decimal adder when the di 
digit is in (a) excess-3 code and (b) 8-4-2-1 code. 

16. Given the single-error-correcting code described in Chap. 2, establish a configu 
for automatic correcting of a single error, and find the Boolean equations, 
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Logic Design of a Simple 
Digital Computer 


Previous chapters have described logic circuits for information switching ani 
storing, as well as the algebraic method for describing the behavior of th 
circuits. We now present the logic design of a simple digital computer. 
computer on which the discussion is based was devised by Jeffrey and Reed [4] 


11-1 Computer Design 


A digital computer operates with information, numerical or otherwise, repree 
sented in digital form. From a logic designer’s viewpoint, a digital computer 
be ideally described as an aggregate of two-valued memory devices (such 
flipflops) functionally connected by logic networks. The states of these memo 
devices undergo discrete changes at certain instants of time. Their initial sta’ 
are set up by programming. The programming of a problem for a digi 
computer is the preparation of a sequence of instructions by which the giv 
problem is solved by the computer. To achieve this task, the programmi 
includes problem analysis, preparation of a flow chart, and coding of instructio 

The design of a digital computer may be divided into three phases: sys 
design, logic design, and circuit design. In the first phase requirements of 
given problem are interpreted and computer specifications formulated with d 
consideration to cost, size, reliability, maintainability, operating environm 
and other factors. This task includes the establishment of design objectiv 
design philosophy, required operations (arithmetic, logic, and others), speed 
operation, error-checking provisions, and special features (such as index registe 
program interrupt, and others) for more efficient use of the machine. It may 
include selection of the type of logic circuits, the type of memory and its capacity, 
and the kind and quantity of input-output devices. The second phase establishes 
word format, computer configuration, and machine instructions; the phase en 
with a set of logic equations or a set of detailed logic diagrams. The third phas 
carries out the actual design of logic circuits, memory, and input-output devi 
Because these three phases interrelate, they are considered concurrently, 

Logie design of a digital computer may again be divided into three pha 
funetional design, symbolic design, and detail design. In phase 1, word fo 
in first established, Registers, counters, matrices, adders, and other elements 
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selected; they are organized with the chosen memory and input-output devices to 
carry out a particular set of machine instructions. In the second phase the pro- 
gram control sequence is established and the machine instructions are expressed 
into symbolic statements. A detailed study of the sequential operations of the 
machine instructions is advisable during this phase to ascertain the symbolic de- 
sign. In the third phase a set of logic equations or a set of logic diagrams which 
prescribes the detailed operations of the computer is worked out. In our logic 
design of a simple digital computer, logic equations will be worked out com- 
pletely; logic diagrams will be shown in sufficient detail so that the complete dia- 
gram can be worked out by the reader. 


11-2 System Design 


The computer to be designed in this chapter will illustrate in detail the logic 
design of a general-purpose stored-program digital computer. To implement this, 
a reasonable first step is to outline the machine specifications. 

For the present purpose the digital computer should be simple enough so that 
it can be described within the bounds of a chapter. But it should not be trivial: 
the configuration should be sufficiently complicated to illustrate the salient features. 
It should be a stored-program computer, capable of performing several simple 
operations. The operations should include addition, subtraction, shifting of a 
number 1 bit to the right and to the left, and unconditional and conditional 
transfers. The computer should be synchronous, binary, and parallel; this gives 
simplicity in subsequent descriptions. 

As a further specification, crystal diodes are to be used for switching circuits 
and transistors for storing circuits. The transistor flipflops are of a single-input 
type and can be loaded with multiple-level diode logic circuits; they also have 
sufficient delay so that no additional delay is needed. The memory shall con- 
stitute an array of 64 by 9 transistor flipflops. 

For convenience, other items, which are summarized in Table 11-16, will be 
specified during the functional-design phase. 


11-3 Functional-design Phase 


The first phase of logic design is functional design. In this phase the word 
format is first selected. The computer configuration is formulated by choosing 
the registers, matrices, memory, and input-output devices. Machine instructions 
are established. Sequential operation of the computer will be briefly described. 

Word Format. A word (or a machine word) in a computer is an ordered set 
of digits which is processed as a unit in the computer. Word format is the word 
structure when the word is used as a number or as an instruction. 

For convenience in designing our hypothetical computer, word length should 
be short and fixed. As will be seen, the short word length allows only a small 
number of machine instructions and a small number of memory addresses. Word 
length is chosen to be 9 bits. Let word X be represented as 
\ 


X = Kon porgrarprer7rg 


where xo, 4, ete, are the 9 bite of the word, 
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A word is treated by the arithmetic unit as a number; in this case the word form: 
is called the number format. The number is specified to be binary and fractioi 
with negative numbers in 2’s-complement representation. The binary point li 
between bits xo and x1, xo being the sign bit. This representation of signed bi 
numbers has been given in Chap. 1. 

Since the actual value of the above signed binary number lies in the ra 
—1 < X <1,such a computer is called a binary fractional computer. This d 
not really restrict the computation, because a number outside this range can 
represented in the computer by multiplying it by 2”, with an appropriate val ( 
of n. The multiplication of 2” is merely a shifting operation. Since the bi 
point is fixed, the computer is a fixed-point computer. This is different from 
floating-point computer, which is capable of performing floating-point arithme 

The program control unit treats a word as an instruction. The instruc 

format consists of two parts (or two fields), the operation-code part and the add 
part. The instruction format of the simple computer is 








Xo XX, XQ X3 X4 XH NXE XT X ; 
Operation- Address part 
code part 


Having only one address, this format is known as a single-address format. 
3-bit operation-code part is the binary code of a machine operation; for exam 
it designates an information transfer, an arithmetic operation, or a logic operal 
The 6-bit address part is the address number to locate a word in the memory; 
memory word is called an operand. The foregoing instruction format indi 
that an operation (specified by the operation-code part) is to be performed to 
operand located in the memory specified by the address part. The 6-bit add 
allows 64. addresses, or 64 memory words. Some instructions do not involve 
operand; in this case, the corresponding address part may also be used as 
operation-code part if needed. Thus, for a 3-bit operation code, more than ¢ 
instructions are possible, as will be shown subsequently. 

Computer Configuration. The configuration of the computer is show# 
Fig. 11-1. To be a stored-program computer, the computer must store 
numbers and instructions. This introduces the memory unit (designated 
M registers); its capacity has been specified to be 64 words of 9 bits each, 
shown in Fig. 11-2, these flipflops are denoted Mj, where j is the jth word 
iis the ith bit. Each word location in the memory is assigned an address} 
selection of the address is performed by memory-address register C. Register 
consists of six flipflops, whose notation is also shown in Fig. 11-2. An add 
decoder is connected between register C and the memory. Because the compit 
is to perform arithmetic operations, that function introduces an arithmetic 
This simple computer limits arithmetic operations to addition and subt 
An accumulator (designated as register A) is sufficient for this purpose. 
A consists of 9 bits so as to store a whole word; the notation for the nine fli 
in shown in Fig, 11-2, When an instruction is taken out of the memory, 
lemporarily stored in a register for subsequent execution, This regis 
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commonly called the instruction register (designated as register R). Since register 
R has to store a whole word, it consists of 9 bits. As shown in Fig. 11-2, the 3 
bits Ro to Re store the operation-code part; and the 6 bits R3 to Rg store the address 
part of the instruction word. 

The need of sequential control introduces the program control unit. Our 
simple computer employs an operation counter (designated as register /’), which 
consists of 4 bits, as shown in Fig. 11-2. The 3 bits F2 to F4 are the instruction 
part. The operation counter counts the clock pulses and provides control signals 
by using an operation decoder. A clock-pulse generator creates a string of timing 
(clock) pulses separated by time intervals 7. The clock pulse triggers the 
flipflops and synchronizes operation of the computer. Another clock-pulse 
generator (not shown in Fig. 11-1) may be provided to generate a single clock 
pulse. This generator is under the control of the operator; in this way, the 
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FIG. 11-1 Configuration of a simple digital computer. 


operation of the computer can be observed, step by step, for testing purposes. 
Also as a part of the control, a flipflop G provides start or stop operation of the 
computer. The triggering of the start-stop flipflop G is accessible externally to 
the computer by switch S. Simple switches Q as input devices insert the instruc- 
tion and data into the memory, and the simple neon lights (not shown in Fig. 11-1) 
are chosen as the output device to present the result. Both switches Q and the 
neon lights are connected to each bit of the memory. The neon lights are also 
connected to each bit of the registers as a means of observing the operation of 
the computer during testing. Switches S and Q normally remain in the neutral 
position, making only momentary-on or momentary-off contact. R 
Machine Instructions, We shall now formulate a set of instructions that the 
machine should be capable of performing, The formulated set of instructions 
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should be sufficiently adequate (and sufficiently versatile, for a more sophisticated 
computer) so that, for a given problem to be solved by the computer, a list ¢ 
instructions can be prepared from the formulated set, this list together with a 
pertinent data furnishing a program for the given problem. This list of instruction 
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FIG. 11-2 Registers in the simple digital computer. 
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is coded before being fed into the computer so that the instructions 
intelligible to it, 

Aw specified in the system-design phase, the machine should be eapal 
performing the arithmetic operations of addition and subtraction, the two | 
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shift operations, and the two transfer-of-control operations. The details of these 
six instructions are given in Table 11-1; the registers therein are those of Fig. 11-2. 
The unconditional- and the conditional-transfer instructions are commonly referred 
to as the jump and the jump-on-sign instruction, respectively. To perform these 
six instructions, three additional instructions are necessary: the store instruction, 
which stores a number from the accumulator into the memory, the clearing-accumu- 
lator instruction, and the stop instruction. Since the machine is not to perform 
any operation in connection with the input and output devices, no instruction for 
such operations is provided. The machine instructions total nine. 

The code numbers for the nine instructions are assigned and shown in Table 
11-1. The quantity uvwxyz indicates any one of the 64 possible address numbers. 
Furthermore, the operations of the last four instructions do not involve any 
memory reference (i.e., no operand is needed); this means that the address part 
of the code number would have no meaning. On the other hand, there are nine 
instructions, which is more than the 3-bit operation code can distinguish. There- 
fore, the last four instructions employ a portion of the address code as a part of 
the operation code. In doing so, more code numbers become available than are 
actually needed. The final choices are those in Table 11-1. 

Sequential Operation of the Computer. Sequential operation of the com- 
puter in carrying out machine instructions will now be briefly described. With 
reference to the configuration in Fig. 11-1, the coded instructions which form a 
program are first inserted into the memory by switches Q through gate 47. The 
operator then turns switch S momentarily on, and the machine starts to function. 


Table 11-1 Machine Instructions 


Code Instruction Description of instruction 





O00uvwxyz Addition Take number from memory at address wowxyz, and 
put it in R register; add contents of R register to 


contents of A register, and leave result in A register 


OO luvwxyz Subtraction Take number from memory at address wvwxyz, and 
put it in R register; subtract contents of R register 
from contents of A register, and leave result in 


A register 


If Ao = 1f (sign of A is negative), take next instruc- 
tion from memory at address uvwxyz; if Ag = 0 
(sign of A is positive), take next instruction in 


Conditional transfer 
(jump-on-sign) 


O10uvwxyz 


sequence 
Ol luowxyz Store Store contents in A register into memory located at 
address wowxyz 
10Ouvwxyz Unconditional transfer Take next instruction from memory located at address 
(jump) uvwxyz 
1011000yz Shift right Shift contents of A register 1 bit to right 
1010100yz Shift left Shift contents of A register 1 bit to left 


1010010yz Clear accumulator 
1010001 ys Stop 


Clear A register by substituting zeros into A register 


Stop machine} and return address in C register to its 
firet address 000000 \ 





+ The leftmost bit of the 4 rogiater, 
| Machine is stopped at the end of an exeeution eyele, ae will be shown, 
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The states of all registers are changed under the command of control signals from. 
the operation counter. These changes can only occur at the instants when clo 
pulses occur. When the machine first operates, the contents of register C is 
000000; thus, the first memory word is the first instruction. Control signal / trans+ 
fers this instruction from memory unit to register R via gates A3 and Aq. The 
operation-code part of the instruction now at register R is next transferred to 
register F via gate Ag under control signal i, while control signal c transfers the 
address part via gate A; to register C. The operation code in register F is now 
decoded and new commands generated for executing the instruction. For arith 
tic operations, control signal d transfers through gates 43 and Aq a number fj 
the memory to register R, and control signal g actuates gate Ag for a speci 
arithmetic operation to be performed on the number in register R and the num 
initially in register A. For shift and clear-accumulator operations, control si 
f is sent to the accumulator. The transfer-of-control operations are carried 
under control signal 6 or h. Control signal e actuates gate Ag to store the num 
in the accumulator into the memory at the address in register C through gate 
The last instruction of the program in the memory is usually the stop instructi 
The operation counter sends control signal a to flipflop G, and the machine st 


11-4 Symbolic-design Phase 


In this phase the program control sequence is established, and machine 0 
tions are expressed in symbolic statements. Symbolic design results in the sta 


Table 11-2 Symbols for Symbolic Design of Computer 


Symbol Description of symbol 


() Parentheses denote contents of a register. Thus (R) means contents of R register} 
means contents of ith bit of register 


[ ] Square brackets denote a portion of a register, the contents of which has a funoti 
dependence on a register. Thus I [F'] means instruction part of F' register. Op 
means operation part of R register. Ad [R] means address part of R register. Sn 
and Mg [4] mean sign and magnitude parts of A register (see Fig. 11-2) 


M<c> 
(M<C>) 
= Double-line arrow denotes transfer of a word from one register to another. Thus (A) 
means that contents of A register is transfered to R register. (A) =M<C> 

contents of A register is transferred to memory location addressed by Cc 


(A\_1) => Aj means that value of (i — 1)st bit of A register is transferred to ty 
bit. 0 =>C means that zeros are transferred to C register 


This symbol denotes location of a memory word addressed by C register 


This symbol denotes contents of a memory word location addressed by C register 


4 This symbol has two meanings: (1) It means a logical-or operation when used @ 
Boolean variables. (2) It means an arithmetic addition when used between pali® 
parentheses in this chapter. Thus, (4) + (R) means the arithmetic sum of contents 
A register and R register 


- This symbol denotes an arithmetic subtraction, Thus, (4) — (R) means the art 
difference between contents of A register and R register 


Colon following a variable (representing the state or the command) denotes the « 
rence of the subsequent statement (or statements) when the value of the vark 
Thus, fig: Owe C means that, when value of /ip is 1, zeros go to C register 


a Arrow denotes a sequence of operations from one state to another, Thurs fy fio 
that alate /io follows state /4 
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operation diagram of Fig. 11-6, which shows the states and operations of the 
computer. 

Symbolic Statements of Machine Instructions. The symbolic method, as 
described in Chap. 10, expresses the process of information transfer precisely by 
symbolic statements. The symbols in Table 10-8 are augmented and listed in 
Table 11-2. This table introduces the double caret < >, denoting the address 
of a memory word. The reader is advised to become familiar with these symbols 
before reading further. The examples in the table cover most types of symbolic 
statements that will be encountered in this chapter. 

The description of instructions in Table 11-1 is now expressed in terms of the 
symbols in Table 11-2. The resulting symbolic statements (or symbolic operations) 
are shown in Table 11-3; their explanation follows. 

The addition instruction in Table 11-1 is carried out in two operations. The first 
operation is ‘Take number from memory at address uowxyz, and put it in 
R register,” or symbolically 


(M<C>)>R 


where C refers to memory address wowxyz. The second operation is ‘Add 
contents of R register to contents of A register, and leave result in A register,” 
or symbolically 

(R) + (A) =A 


These two symbolic statements of the addition instruction are shown in Table 11-3. 
‘Iwo similar symbolic statements for the subtraction instruction are also shown in 
the table. The store instruction is ‘Store contents of A register into memory 
located at address wvwxyz,” or 


(4) => M<C> 


Table 11-3 Symbolic Statements of Instructions 












Instruction Required operations 


(M<C>)—>R 
(R) + (4) >A 


(M<C>)>R 
(A) — (R)=>A 


None 


Auxiliary operations 


(Ad [R]) => C 
(C)+15C 


Same as above 













Addition (O00uvwxyz).. 2... 


Subtraction (OOluvwxyz) 


Conditional transfer (O1l0uwvwxyz).. . . Same as above if 4g = O 





None None if Ag = 1 
Store (Olluvwxyz)... 2... ee (A) =>M<C> (Ad [R]) =C 
(C)+15C 
Unconditional transfer (LOQuvwxyz)..| None None - 
Shift right (1011000yz)........... (Ai_1) > 4; cH. ,8 | (Ad [R]) > C 
(Ao) => Ao (C)+1>C 
Shift left (LOLOLOOOyz). 0.0.0.0... (Aina) => A i=0,. , 7 | Same as above 
(Ao) => Ag 
Clear accumulator (LOLOOLOys).... . Ome A Same as above 
Stop (LOLOOO] yz)... eee | Ome G 0) me C; lew F None 
Start command (manual) 60.00... lee G None 





Insertword command (manual)... 





(Qj) ee My None 
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where C again refers to memory address uvwxyz. The shift-right instruction i 
“Shift contents of A register 1 bit to right,” or symbolically 


(Aj_1) = Ai 
and (49) = Ao 


The second of the above symbolic statements follows the shift algorithm (Chap. 1) 
and requires the leftmost bit of the A register to retain its original value. 
shift-left instruction is ‘Shift contents of A register 1 bit to left,” or symbolically} 


(Ai41) => Aj 
and (Ao) => As 


This shift-left operation moves the leftmost bit of A register in an end-aro 
manner to become the rightmost bit, thus making a circulating register of regis 
A. The clear-accumulator instruction is “Clear A register by substituting zer 
into A register,” or symbolically 


wherei=1,...,8 


wherei = 0,..., 7 


O=>A 


The stop instruction is “Stop machine, and return address in C register to its 


address 000000,” or symbolically 


0O—G and Oo—C 


The operations to start the computation and to insert the words (coded instructio 
and data) into the memory are not listed in Table 11-1, as they are man 
operations. Symbolically, they are 


1>G and (Qji) => Mj 

The first statement means to turn on the G flipflop, while the second one m 
to insert the contents of switch Qj into the memory bit Mj. The statements f 
the two transfer instructions, for the operation (1 => F), and for the auxiliary 0) 
erations (in Table 11-3) will be explained shortly. 

Instruction and Execution Cycles. Both the instructions and the d 
which form a program for the purpose of solving a given problem are initia 
stored in the memory. The programmer writes these instructions into a seque 
according to the order of memory addresses at which these instructions are sto 
In this simple computer the first instruction of the program is designed to 
located at address 000000. 

The digital computer is to execute the sequence of instructions in the prog 
stored in the memory. The computer operates on an internal sequence, execull 
each instruction (which can be any one of the nine instructions in Table 11-1) 
called for, one after another, from the program. The operations to execute 
nine instructions (and two manual commands) shown in Table 11-3 are augmen 
by operations in the last column in Table 11-3 to form an internal sequen 
The internal sequence alternates between an instruction cycle and an execull: 
cycle, During the instruction cycle the proper instruction is taken from 
memory, and the computer is set ready for the subsequent execution, The 
cution cycle carries out the instruction and readies the computer for the next 
struction eyele, The operations for both instruction and execution cycles 
shown in Fig, 11-3, Note the alternate nature of these two cycles in the fi 
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There are four operations during the instruction cycle, as shown in Fig. 11-4a 
by the four symbolic statements. The first is the fetch-instruction operation: a word 
is taken from the memory as located in memory-address register C (OO0000 for 
the first instruction) and transferred to register R; or symbolically 


(M<C>)=>R 


The memory address during the fetch-instruction operation is an instruction 
address. The second and third operations (which occur simultaneously) are 
transfer operations which transfer the operation-code part of register R, Op [R], 
to the instruction part of register F, I [F'], and the address part of register R, 
Ad [R], to register C; or symbolically 


Op [R] = 1 [F] 
Ad [R] => C 


The address part in register R at this time is an operand address, which is not 


Instruction cycle 






(M<C>)=>R 
(Op[R]) = I[F] 
(Ad[R]) = C 







(C) => Ad[R] 





Required opeyations Auxiliary operations 


(M<C>)=>R (Ad[R]) => C 
(R) + (A) =4 (C)+1>C 
(A) — (R) => A 
(4) =M<C> 
(Ai_-1) = Ai 
(Ao) = Ao 
(Ai41) => Ai 
(Ao) = As 
























b= 10..,8 


ie t Rarer 


O=>A 0O=>G 
O=C l=>F 
(Qji) => Mj - 





FIG. 11-3 


Instruction and execution cycles. 


the above-mentioned instruction address. After the transfers the operation-code 
part causes the operation decoder to generate command signals, initiating opera- 
tions to carry out the instruction; and the operand address is now in register C. 
Normally, this completes the instruction cycle. In this simple computer, however, 
a fourth operation transfers the instruction address in register C to the address 
part of register R, 


(C) ee Ad [R] 
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The reason for requiring this operation is that, when the address part of regist 
R (operand address) is transferred to register C, the instruction address i 
register C (000000 for the first instruction) would be lost. This present instru 
tion address has to be stored somewhere because the next instruction address 
obtained by adding 1 to the present instruction address. Since the address pa 
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Register A 





— 
d 
+ 
& 
v 
K 


(d) 


FIG. 11-4. Operations during instruction and execution cycles. (a) Four operations during ing 
cycle; (6) four operations during execution cycle for an addition instruction, 


of register R has been transferred to register C and thus has no further 
this time, the present instruction address is transferred to the address 
register R for temporary storage. In other words, the present instruction 
in register C is transferred to the address part of register R; at the same time, 
operand address at the address part of register R is transferred to register ©, 
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two simultaneous transfers are possible because of our earlier assumption: that 
the transistor flipflops have sufficient delay to permit our doing so. 

In an ordinary stored-program digital computer a separate instruction counter 
stores the present instruction address, and an add-1 operation after each instruction 
obtains the next instruction address. This case does not need the transfer of the 
present instruction address in register C to the address part of register R. In 
this simple computer, this counter is saved. 

The operations during the instruction cycle are the same, but those during the 
execution cycle depend on the operation code of the instruction. As an illustration, 
consider the execution cycle of an addition instruction. There are four operations, 
as shown in Fig. 11-46 by the four symbolic statements. The execution cycle for 
an addition instruction begins by taking the operand word from the memory as 
located by the operand address in register C. The operand word is transferred 
to instruction register R, which is utilized at this moment as a temporary storage, 
or symbolically 


(M<C>)=>R 


During the above fetch-operand operation the present instruction address in the 
address part of register R is transferred back to register C, 


Ad [R] > C 


This latter is the address-return operation, as the present instruction address is 
returned to the memory-address register. The operand now in register Ris 
actuated by the command signal from the operation decoder and added to the 
contents in register A (which is an accumulator); symbolically 


(R) + (A) >A 


The last, an add-1 operation, increases by | the contents of register C (now 
holding the present instruction address), which now becomes the address for the 
next instruction; symbolically 


(C) +1=—>C€ 


This completes the execution cycle. The next instruction is ready to be taken 
out of the memory by the fetch-instruction operation of the succeeding instruction 
cycle, as the next instruction address is now in register C. 

In case of an unconditional-transfer instruction the return-address operation is 
not required, because the operand address in register C is the next instruction 
address. In case of a conditional-transfer instruction, the sequence proceeds as 
for unconditional transfer if the condition is fulfilled (49 = 1); if the condition 
is not fulfilled (49 = 0), the address-return operation is performed so that the 
normal sequence can take place. The internal sequence for other instructions 
will be shown later more precisely by a state-operation diagram. 

Thus, the auxiliary operations listed in Table 11-3 have all been explained except 
the insert-1 operation (1 =» F’), which will be described later. 

State Diagram. ‘The program control unit of the simple computer consists 
of the operation counter and its associated decoder, as shown in Fig. 11-2. The 
states of the counter represent the states of the computer; thus, the sequence of 
the states of the counter controls the sequential operation of the computer, Our 
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aim is to design the counter so that the counter will produce a multiple-path 
sequence for commanding the operations shown in F ig. 11-3. The state diagram 
of the operation counter to be designed is given in Fig. 11-5. 

Since there are 9 instructions, at least 9 states are required; this calls for a 
minimum of four flipflops Fy to 4, as shown in Fig. 11-2. Flipflops Fo to F4 
are designated as the instruction part of register F (or I [F]); they are to store 
the 3-bit operation-code part of instruction register R. For a four-stage counter 
there are 16 possible states; these states are denoted by fi in Table 11-4 (the 
subscript i represents the corresponding binary number of the 4 bits). Each state 


Conditional transfer 








FIG. 11-5 State diagram of the simple digital computer. 


represents 1 command signal; the designation of these 16 command signals is 
given in Table 11-4. Only 14 states are needed, states fe and f7 not being u 
The 14 states are drawn into a state diagram shown in Fig. 11-5. States /y 
fio are those for the instruction cycle; the remaining states are those for 
execution cycle. Since there are 9 instructions, there are 9 possible paths f 
states fio to f4; during each execution cycle, the counter sequence takes one 
these 9 paths. When the computer is executing a program, it is merely eye 
various paths of the state diagram according to the programmed instructions, 

The above designation of the 14 command signals from the 16 possible » 
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Table 11-4 States of Operation Counter 











Operation counter 
State Command signal 
Fy Fo Fs Ff 
— 
0 0 0 0 fo Addition command 
0 0 0 it fi Subtraction command 
0 0 1 0 fo Conditional-transfer command 
0 0 1 1 fs Store command 
0 1 0 0 fs Instruction-cycle commandt 
0 1 0 I fs Command for fi2, fiz, fia, fis 
0 1 1 0 fe Not used 
0 J 1 1 fi Not used 
1 0 0 0 fs Addition-operation command 
1 0 0 1 fo Subtraction-operation command 
1 0 1 0 fio Instruction-cycle command 
1 0 1 1 fu Add-1-operation command 
1 1 0 0 fiz Shift-right command 
1 1 0 1 fia Shift-left command 
1 1 1 0 fia Clear-accumulator command 
1 1 1 1 fis Stop command 





+ Also unconditional-transfer command. 


of the counter is not entirely arbitrary. Advantages of certain logic simplicity 
are taken. For instance, states fo, f1, fo, f3, fa, and fs are designated for the in- 
struction commands, and states fg and f7 are discarded. This choice gives the 
value of Fy bit equal to 0 for all instruction commands and a simpler counter 
logic. It should be mentioned that a minimum number of states does not neces- 
sarily mean an over-all minimization of circuitry. 

When the state diagram of Fig. 11-5 is being established, the operations in 
Fig. 11-3 (or Table 11-3) are allocated under each state. The result is the state- 
operation diagram of Fig. 11-6, showing the states as well as the operations 
under each state. A satisfactory allocation of these operations in Fig. 11-6 
requires a simultaneous study of Figs. 11-3 and 11-5. 

In Fig. 11-6 the fetch-instruction operation during the instruction cycle occurs 
at state f4, and the other three operations at state fio. The internal sequence 
branches at the end of the instruction cycle, depending on the contents of flipflops 
Ro to Ry. There are six branches, one each for the addition, subtraction, 
conditional-transfer, unconditional-transfer, and store commands, plus the remain- 
ing branch (when RoR1Rz is 101), which has four subbranches, one each for the 
shift-left, shift-right, clear-accumulator, and stop commands. The address-return 
operation occurs during states fo, f1, f2, f3, and fs and is not needed for the 
unconditional-transfer instruction. A zero is inserted into flipflop G at state fs if 
C3 is 1. The add-1 operation occurs during state fi1. The fetch-operand 
operation happens at states fo and f;. The addition and subtraction operations 
occur at states fg and fg, respectively. 

At state f15 for the stop command, 0’s are inserted into register C, and 1’s are 
inserted into register F. The operation counter continues counting the clock 
pulse, but its state remains at fis because of the insert-1 operation (1 = F). 
Therefore, the operation of the computer under the stop command actually does 
not stop; only the sequencing of computer states does, 

When switch S is turned momentarily to the off position, flipflop G is changed 
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to the O state; the computer continues to execute the current instruction until the 
operation counter reaches state f4. At this time, the operation counter will 
switch to state f15 and will stay at this state. When the sequencing has been halted, 
it can be restarted by turning switch S momentarily to the on position. When 
this happens, flipflop G is changed to the 1 state and the operation counter is then 
switched to state fy. Since the contents of register C have been changed into” 
000000, the computer begins at the instruction in the first memory word. 


11-5 A Tabular Study of Sequential Operations 


The states and the symbolic operations of Fig. 11-6 prescribe the sequential 
operation of the computer. It is desirable at this time to make a tabular study 
of the sequential operations of the nine machine instructions to ascertain tha 
the diagram, Fig. 11-6, is in order. 

To observe the sequential operation, a program using the nine instructions is 
given in Table 11-5. This program consists of 10 instruction words and 2 dai 
words; it is initially fed into the computer by switches. The 9 memory words 
at addresses 000000 to 000110 and 001000 to 001001 are the 9 instructions 
in Table 11-1. The memory words at addresses 111000 and 111001 are the 
stored minuend and subtrahend for use during subtraction. The memory wo d 
at address 111111 is an alternative instruction in the conditional-transfer inst 
tion. A brief description of each memory word is given in Table 11-5. 

The tabular study utilizes a form shown in Table 11-6. The instructions appe 
in the first column. Symbols 01 and @ in the second column represent the i 
struction cycle and execution cycle, respectively, and symbol @o indicates 
period during which initial operations occur. Clock pulses pj; in the third co 
umn indicate the time sequence. The states of registers are shown in the fo 
to the eighth columns. The description of the operations which occur during 
each clock-pulse period is stated symbolically in the last column. Each row sho 
the operations occurring during one clock-pulse period. Thus, Table 11-6 sho 


Table 11-5 Program Illustrating Operations of the Nine Instructions 






Memory | Word initially 



































address | stored in memory Description of stored word 
101,001000 Clear accumulator 
000001 000,111000 Add number in address 111000 to A register 
000010 001,111001 Subtract number in address 111001 from that in A register 
000011 011,001010 Store number in A register to memory at address 001010 
000100 101, 100000 Shift A register 1 bit to right 
000101 101,010000 Shift A register 1 bit to left 
000110 100,001000 Unconditional transfer of control to instruction at address 001000 
001000 010,111111 Conditional transfer of control to the instruction at address 111111 





number in A register is negative. If it is positive, take next instruction: 
in sequence 
Stop machine 













001001 


11.1000 
111001 


Wid 


101,000100 


OLLL11110 
001, 101110 


100,000000 


Minuend 
Subtrahend 






Uneonditional transfer of control to instruction at address OOO000 
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the sequence of the states of the registers in executing the programmed instruc- 
tions in Table 11-5. 


The sequential operations in Table 11-6 will now be explained in detail. 
Initially, the contents of registers C and F are, respectively, 000000 and 111]; 


Ko 





(Op[A]) > I[F] 
(Ad{A]) +c 
(C) => Ad[A] 









100 


Fok Ro =101 


(M<C>)=>R 
(Adl[A])>C 






(A)>M<C> 
(Ad[A]) >C 


(Ad[A]) >C 


O>Git C3=1 





(A)-(A) >A 


(A) +(A) >A 








jo) 
i 
° 

xt 




















1>F 


(C)+1>C 





G=1 
(M<C>) >R 


G=1 G=0 
FIG. 11-6  State-operation diagram of the simple digital computer. 











this situation occurs when the G flipflop is changed to the O state. Assume that 
the initial contents of registers R and A are, respectively, 000,000000 and 
L11,111111, During pulse period py, switch S is turned on; flipflop G changes 
to the 1 state, During pg the counter state is being changed from /{5 (1111) to 
fy (0100), This completes the initial turning-on operations, 
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The first instruction cycle begins at p3 and lasts two pulse periods p3 and pa. 
The first instruction address is 000000. The contents of the memory at this 
address are the first instruction (101,001000); this is transferred to register R. 
In the meantime, state /4 changes to state fio (1010). During pg the operation- 
code part and address part of the instruction now in register R transfer, respec- 
tively, to the instruction part of register F and to register C, the original contents 
of register C (000000) being transferred to the address part of the register R for 
temporary storage. At the end of pulse period p4 the contents of the C register 
are 001000 (the operand address); those of the R register are 101,000000, and 
the counter state is fs (0101). The execution cycle begins at pulse period ps at 
state fs. It covers three pulse periods ps5, pg, and pz. During ps, state fs is 
being changed to state /14, since the state of flipflop Cz is 1. This is the operation 
code of the clear-accumulator instruction. It is a necessary step so that subse- 
quent arithmetic operation can be correctly performed in the accumulator. Also 
during ps the original instruction address 000000 (which has been temporarily 
stored in the address part of the R register) is returned to the C register. Dur- 
ing pe, zeros are inserted into the A register, and the state changes from {4 to 
fii. The add-1 operation is performed during pz, and state f,1 is changed to f4. 
At the end of pulse period pz the contents of the C register is 000001 (next in- 
struction address), and the execution of the first instruction is accomplished. 

The second instruction cycle covers pulse periods pg and pg, during which the 
same operations as those during p3 and pq are performed. At the end of pulse 
period pg the contents of the C register, R register, and F register are, respec: 
tively, 111000, 000,000001, and 0000. These states call for an addition opera: 
tion taking the number at memory address 111000 (where 011,111110 is stored, 
as shown in Table 11-5) and adding it to the contents of the A register (which is 
000,000000). During pio the number 011,111110 is taken out of the memory 
and stored temporarily in the R register. Also the address-return operation is 
performed, and the state is being changed from fo to fg. The actual addition of 
the contents in the R register to that in the A register is performed during p14. 
During p12 the add-1 operation is again performed, and the state is being changed 
from f11 to fg. At the end of pulse period pig the contents of the C register is 
000010, and execution of the second instruction has been accomplished. This 
addition and the previous clear-accumulator instructions are actually a way to 
read a number from the memory into the accumulator. The operations carrys 
ing out the next instruction of subtraction are similar to those of addition. This 
instruction occupies pulse periods p13 to p17. At the end of p17 the contents of 
the C register are 000011, and the execution of the third instruction is completed, 


The next store instruction covers pulse periods pig to poi. Transfer of the — 


number (010,010000) in register A to the memory at the address (001010) in 
register C occurs during pulse period p20, while the number in register A re+ 
mains unchanged. 

The next two instructions shift the contents of the A register 1 bit to the right 
and then 1 bit to the left; they cover pulse periods p22 to pgo. At the end of the 
shift-right instruction (peg) the contents of the A register are 001,001000, At 
the end of the shift-left instruction (pgo) the contents of the A register are 
010,0.10000, 


The subsequent instruction for unconditional transfer of control covers pulse 
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periods p32 and p33, during which the instruction cycle performs its operations. 
At the end of p33, the contents of the C register are 001000 instead of 000111; 
no subsequent address-return operation is performed, as this is required in other 
instructions. Therefore, the normal sequence is broken; and the next instruction 
is located in the memory at address 001000 (where the number 010,111111 is 
stored, as shown in Table 11-5). 

The subsequent instruction for conditional transfer covers pulse periods p34 
to p37. At the end of p35 the contents of the C register, R register, F register, 
and A register are, respectively, 111111, 010,001000, 0010, and 010,010000. 
These states call for a conditional transfer of control, depending on the state of 
Ao. Since the state of Ao is 0 at this pulse period, the computer takes the normal 
sequence. This means that the next instruction is in the memory at address 
001001. If state Ao was | at the end of p35, the normal sequence is broken; 
and the next instruction is located at memory address 111111 as shown in the 
C register during p35. This can happen if we change our program in Table 11-5 
to perform the shift-left operation ahead of the shift-right operation. 

The last instruction, stopping the computation, covers pulse periods p3g to 
pai. During pao zero is inserted into flipflop G. During p41, 0’s are substi- 
tuted into the C register and 1’s into the F register—the initial states in Table 11-6. 
The operations during p42 and p43 are the same as those during pi and pg if the 
computation is to be repeated. 

The state diagram of Fig. 11-6 has been verified operable. With such a study, 
errors in the symbolic design can be corrected. 


11-6 Detail-design Phase 


In this phase logic equations are derived from the symbolic statements of Fig. 
11-6. These logic equations prescribe the switching operations of all registers 
shown in Fig. 11-2. They are the input equations of the flipflops of these reg- 
isters. We proceed to establish the input equations for the F register, A register, 
C register, R register, M register, and G flipflop. Logic diagrams for these reg- 
isters will be drawn or illustrated. 

Operation Counter. In the operation counter there are four flipflops F1, 
Fp, F3, and F4. The counter is required to perform the counting sequence as 
shown in Fig. 11-5 and to change its contents to 1111 when G is 0. 

The technique of designing a counter has been described in Chap. 10. In Fig. 
11-5 the state of flipflop F, changes when state fs (0100) changes to fio (1010), 
because F, is 0 in 0100 and F, becomes 1 in 1010. When state fio (1010) 
changes to fo (0000), if RoR1Re2 is 000, the state of Fy is again changed. In 


short, the state of Fy changes when one of the following six conditions occurs: 
froRoR1Re + froRoRiRe + froRoRiRe + fioRoRi Re + froRoRiRe 

+ fioRoRiRe + (fioRoRiRe + fioRoRiR2) = fio 
The two terms in the parentheses are don’t care terms (see Table 11-4); they are 


added for simplification, Other conditions for changing the state of F, can be 
similarly found, and the flipflop input equation of Fy is 


= + fodo + fa + fo(Go + Cr + Co + Cy) 
fu = (fa + fio + fo + fi + fodo + fa + fol ie REG) » (et) 
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where p is the clock pulse which triggers the flipflops. The input equations for 
Fo, F3, and F are similarly determined and are shown below: 


fat = (faG + froRo + fodo + fir + fi2 + fas + fia) p 
fat = [fa + froRr + fo4ot+ fl + G) +fotfot+ fit fe 

+ fis + fisG] p 
fat = [faG + froRe + fodo + fo(Co + C2) +fst+fiit fre 

+ fia + fisG] p (11-4) 


The state-operation diagram of Fig. 11-6 calls for the operation (1 => F) when 
G is O at state f15. This symbolic operation is shown in Table 11-7. The input 
equations from Table 11-7 are 


fit => FCfisp eer 4 (11-5) 
Since fi5 is Fy FoF3F4, Fifts in Eq. (11-5) is always 0 and therefore is not 
needed. Input equations (11-1) to (11-4) are those for the F register. 

In the above input equations, each fj is a logical product of Fj, as shown 
Table 11-4. These and subsequent logic equations can thus be simplified, 
the identity of each term may be lost unless, of course, the simplification 
apparent. For this reason, simplification or minimization of logic equations 
not be pursued. 

Logic diagram for the operation counter by using Eqs. (11-1) to (11-4) is shown 
in Fig. 11-7. Note that the number of dots on the input line to the and block or 
or block denotes the number of connected and inputs or or inputs. 

Accumulator. As shown in the state-operation diagram of Fig. 11-6, 


accumulator is called upon to perform the following operations at the speci 
states: 


(11-2) 


(11-3) 


wherei = 1, . . 


Table 11-7 


Js: (R) + (A) SA 
Jo: (A) — (R)=>A 
fiz: (Ao) => Ao 

fiz: (Ao) => Ag 

fia: OA 


(4i1)>4 i 
(4i41) => Aj i 





For the addition operation occurring at state fg, A; and Rj are, respectively, 
the ith bit of augend and addend. K; is the carry to the ith bit from the 
(i + 1)st bit, as shown in Fig. 11-8. The addition operation is shown in ‘Table 
11-8. The input equations, from Table 11-8, are 


ait = (Ri@® Ki) fap wherei=0,...,8 (11.6) 
and the carry equations are 
Ki_1 = (RiKj + RiAy + AiKi) fy 


wherei=1,...,8 (117) 
Kg = 0 ' 


For the subtraction operation occurring at state fg, Aj and Rj are, respeeti 
the ith bit of minuend and subtrahend. The input and carry equations are the 
as (11-6) and (11-7) except that Rj is replaced by its complement Ry and Ky is 
placed by | owing to the replacing of the contents of register R by its 2s co 
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The input and carry equations are 
ait = (Ri © Ki) fop wherei=0,...,8 (11-8) 
Kj_-1 = (RiK; + RA; + AiK;) fop where i 1, Cae eee | 8 (11-9) 
Kg = fop 
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FIG. 11-7 Logic diagram of the operation counter and decoder. 
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FIG, 118 Carry notation for the nine flipflops of the acoumulator, 
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The shift-right Operation occurs at state fio. It shifts the contents of the 
accumulator 1 bit to the right, the state of the Apo bit remaining unchanged. Table 
11-9 is the truth table for this shift-right operation. The input equations from | 
this table are 


ait = (Ai_1 © Ai) fiop (11-10) 


Note that there is no ao; equation because the state of flipflop Ao is not changed. 

The shift-left operation occurs at state fy3. It shifts the accumulator contents — 
1 bit to the left, the state of the Ag bit being replaced by that of the Ao bit. This 
is the circulatory shift-left operation, which can be used to inspect the individual 
bit of a word in the accumulator. The shift-left operation is the same as that 
given in Table 11-9, except that Aj_1 is replaced by Ai41. The input equations 


are 
ait = (Ai ® Aiys) fap 
agt = (Ao @ As) fisp 


wherei=1,...,8 


wherei =0,...,7 


(11-11) 


Table 11-8 Table 11-9 
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Table 11-11 





Aj dit : : 
0 0 0 1 
1 1 1 1 





The clearing-accumulator operation occurs at state fj4 and inserts 0’s into th 
accumulator. Table 11-10 shows this operation. The input equations from th 


table are 
(1112) 


ait = Aj frap wherei=0,...,8 


Accumulator input equations finally evolve in the following form: 
ait = (Ri ® Ki) fap + (Ri © Ki) fop + (Ai-1 ® Ai) fap 

+ (Ai ® Aiss) fisp + Aifiap wherei=1,... 47 

aot = (Ro © Ko) fap + (Ro © Ko) fop + (do ® 1) fisp + Aofiap 
age = (Rg ® Ks) fap + (Rs © Ks) fop + (47 @ As) fiop 
_ _ + (Ao @ As) fisp + Aafia 

Kina = (RiKy + RiAy + AiKi) fap + (RiKi + RiAi + AVKi) fop 
whereiael,..% ,/8 


Ka = fop 
A logic diagram for the ith stage of the accumulator is shown in Fig, 11-9, 













Logic Design of a Simple Digital Computer — 419 


Memory-address Register. In the state-operation diagram of Fig. 11-6, 
register C is required to perform the following operations at the specified states: 


, fo. fis foAo. fa, fs: (Ad [R]) = C 
fio fo. fis fodo ae eae 
fisG: O>C 


The first operation is the return-address operation; its truth table appears as 
Table 11-11. The input equations from this table are 


cit = (Ri+a © Gigp (11-15) 


wherei=0,...,5 = 
g=fit+fotfitfedo + fa + fs 


The add-1 operation occurs at state fi1- In this operation, register C acts as 
a binary counter. The logic design of such a counter has been described 
in Chap. 10. The input equations can be similarly obtained and are listed here: 


cot = fp 

cat = Cofirp = Cocst 

c3t = Caes firp = Cgcar 

cot = C3C4Cs5 fir p = C3cze 

Cit = C2C3CqC5 firp = Cocat 
Cot = C1 C2C3C4C5 firp = Crert 


(11-16) 








FIG, 11-9” Logie diagram of an acounulator etage, 
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The third operation, to insert 0’s into register C, occurs at state fisG. The 
operation is the same as that given in Table 11-10. The input equations are 


Cit = Ci fisGp wherei =0,...,5 (11-17) 
The final form of the input equations for memory-address registers is 
cot = C1 C2C3C4Cofiip + (R3 © Co)gp + Cofisp 
cit = CoC3CgCofrrp + (Ra ® Ci)gp + CifisGp 
cor = C3 CyCofiap + (Rs ® Ca)gp + CofisGp 
c3t = CaCofisp + (Re ® Ca)gp + CafisGp 
cat = C5 firp + (R71 ® Cagp + CafisGp 
est = firp + (Rs ® Cs)gp + Cs fasGp 
where g = fio + fo + fi + fodo + fz + fs: 


A logic diagram for the memory-address register is shown in Fig. 11-10. This ; 


(11-18) 


Address decoder 
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FIG. 11-10 Logic diagram of the memory-address register. 


figure also indicates the address decoder, a matrix with six pairs of inputs and 64 
outputs. The outputs Dj (jth word) of the decoder are represented as follows) 


Do = CoC, C2C3C4Cs 
Dy = CoC, C2€3C4C5 


Dog = CoCi C203 C4 Cs 


Instruction Register, The instruction register mainly furnishes tempo 
storage for a word taken out of the memory unit, As shown in the state-operath 


(L1eL 
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diagram of Fig. 11-6, it is required to perform two operations at the specified states, 


fio: (C) = Ad [R] 
fo. fi, or fa: (M<C>)>R 


The first operation, to transfer the contents of the C register to the address part 
of the R register, is shown in Table 11-12. The input equations from this table 
are 


rit = (Gi_-3 ® Ri) flop wherei = 3,...,8 


The second operation takes a word out of the memory at the address stored in 
the C register and puts it in the R register. It 
has been shown that the address in the C register 
is designated as Dj, where j denotes the jth word. 
As illustrated in Fig. 11-2, there are 576 bits in 
the memory register for storing 64 words, each 
of which (designated by symbol Mj) represents 
the contents of the ith bit of the jth word. The 
operation transferring the contents of the Mj bit 
of the memory unit to the jth bit of the R reg- 
register equates with that shown in Table 11-12, except that C,_3 is replaced by 
M;;. The input equations are 


rit = (MyiRi + MyRi)(fo + fi + fa) 


The above equation is not complete, because it performs only the transfer of the 
contents of the Mj bit. The selection by the memory address D; has not been 
included. If the ith bit of the jth word in the memory is selected under address 
command Dj (which can be any of the 64 address commands) Mj, and Mj, should 
be, respectively, ates by the following functions: 


(11-20) 


Table 11-12 





s MyiDj = MoiDo + - + + + MesiDes 
oe (11-21) 
SMa iD; = MoiDo + - + - + MesiDeos 
j=0 
Thus, the input equations are 
= 63 63 = 
t= {Ri aS MsD') + Rj > ads} (f +fitfa)p (11-22) 
j=0 j=0 


wherei=0,..., 8. 


The final form of the input equations for the instruction register is 


63 63 
rit =[R( Sano) + Rif > ds) +fit fap fori=0,...,2 
jad jao 
“ se (11-23) 
rit ={F( a My0)) + n(> My0,)\(f +fhit fp + (Cis @ Ri) frop 


Jed ed ford. 8). irre B 
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where D; is given by Eq. (11-19). A logic diagram for the ith stage of the R 
register is shown in Fig. 11-11. 

Memory Unit. The memory unit is an array of 576 flipflops, shown in Fig, 
11-2. It is required to perform two operations, 


fs (AN >M<C> 
Manual: (Qj) => Mj 


The first operation is to store the contents of the accumulator into the memory 
located by the address D; under the state fs or 


S3D;: (Ai) => My wherei = 0,...,8 


AoP 


fop 
Ap 
fap 








% 








FIG, L111 Logie diagram of an instruction-register stage, 
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This operation is described in Table 11-13; the input equations have the form 
myit = (Ai ® My) faDjp 
where i=0,...,8 (11-24) 
j=0,...,63 


The second operation is to insert words into the memory register by means of 
Q switches. If Qj denotes the switch connected to the memory bit Mj, this 
operation is the same as that described in Table 11-13, except that Aj is replaced 
by Qji. Thus, the input equations are 


mit = (Qi © Mx) P 


where i=0,.. (11-25) 
;=0,... , 63 
The final form of the input equations for the memory unit is 
my = (4i © My) faDjp + (Qi © Mii) p 
where i=0,...,8 (11-26) 


j=0,...,63 


An abridged logic diagram for the memory registers appears in Fig. 11-12. 

Start-Stop Flipflop. Starting and stopping of the computer are controlled by 
the G flipflop, which is activated by the S switch, a direct operator control. The 
two following operations are required: 


foCs: 0O=>G 
Manual: (S) =>G 


The first operation, which changes the G flipflop to the 0 state at state fs when 
C3 is 1, is the same as that given in Table 11-10, except that A; is replaced by G. 
Thus, the input equation is 


gt = CfsCzp (11-27) 


The second operation turns on or off the S switch for starting or stopping the 
machine. The input equation is similar to Eq. (11-25), or 


gt = (SOC)p (11-28) 
The final form of the input equation for the start-stop flipflop is 
gt = CfsCap + (S@G)p (11-29) 


The diagram for the G flipflop and S switch is shown in Fig. 11-13. 


11-7 Complete Computer 


Table 11-13 


The input equations for all registers of the 
computer have now been established. They are 
listed in Table 11-14 for convenient reference. 
Although these equations precisely prescribe the 
logic operations of the computer, yet they have 
not been minimised, 



















































































FIG. 11-12 Logic diagram of the registers in the memory. 
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Table 11-14 List of Input Equations 


Operation counter 


fit = [fa + fro + fo +f + fodo + fa + fa(Co + Cr + Co + Cs) + fir + fis |p 
far = (faG + froRo + fodo + far + fr2 + fas + fia)p 

fat = [fa + fro + fodo + fa(Co + Cs) + fs + fot far + fas + fas + fisG] p 
far = [fa + fioR2 + fodo + fa(Co + C2) + fa + fir + fi2 + fra + fisG|p 


Accumulator 
ait = (Ri® Poise + oe © Ki) fop + (Ai ® Ai-1) frp + (Ai ® Aiss) fisp + Aifrap 
fori =1,.4%,5 
aot = (Ro @® Ko) fap + (Ro © Ko) fop + (40 @ 41) fisp + Aofiap 
ast = (Rg @ Kz) fap + (Rs © Ks) fop + (47 © As) fizp + (40 @ As) fasp + As fis p 


Kjy_1 = (RiKi + RiAi + AiKi) fap + (Riki + Ridi + AiKi) fop fort do ay 8h 
Kg = fop 


Memory-address register 


cor = C1C2€3C4Cs5 fir p + (Rs ® Co) gp + CofisGp 

crt = Co03C4C5 firp + (Ra ® Ci) gp + CifisGp 

cot = C3C4C5 firp + (Rs ® C2) gp + CofisGp 

c3t = C4C5 firp + (Re ® Cs) gp + CafisGp 

cat = C5 firp + (R7 ® Ca) gp + Ca fisGp is 

est = firp + (Rs ® Cs) gp + CsfisGp — where g = fio + fo + fi + fodo + fa + fs 


Instruction register 


_ 63 63 ze! 
rit = {8 (S01) +R (>in) | (YotAtf/dp  fori=0,... 2 


J=0 Jj=0 
n= | ( MD) + a(S m0) (fot fi t+ fa)p + (Gia ® Ri) frop 
J=0 j=0 
for P= 3B, 2c 8 
Memory registers 
mit = (Aj ® Mii) f3D; p + (Qi @ Myji) p forizO0,..., 8; j = 0, nga. 63 


Start-stop flipflop 
gt = CfsC3p + (S@G)p 


The configuration of the simple digital computer of Fig. 11-1 is augmented with 
symbolic operations for each register and is shown in Fig. 11-14. This diagram 
can be expanded into a more detailed logic diagram by making use of the diagrams 
in Figs. 11-7 to 11-13. 

The operation procedure for the computer is as follows: 

1. Turn on the power supply for warming up. If the start-stop flipflop happens 
to be in the 1 state during this time, the computer will function in an abnormal 
or irregular manner. 

2. Hold or lock switch S in the off position. This sets the start-stop flipflop 
to the 0 state, the operation counter to 1111, and the memory-address register to 
000000. Insert the program into the memory unit by means of the Q switches. 

3. Release switch S to the neutral position, Push it to the on position 
momentarily, This sets the start-stop flipflop to the 1 state. The machine 
proceeds to execute the program, The first instruction is located at memory 


address OOO000, 
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4, The program should end with a stop instruction. This holds the contents 
of all registers except registers G, F, and C (G to 0, F to 1111, and C to 000000). 
A new program may now be read into 
the memory, and the computer may be 
restarted by pushing switch S to the on 
position momentarily. 

5. Read-out of computed results is from 
neon lights attached to the memory flip- 
flops (not shown in previous figures). 

The operating time of the nine instruc- 
tions can be found from Table 11-6 in 
terms of clock periods. The results are 
shown in Table 11-15. None of the nine 
instructions exceeds five clock periods, 
The actual operating time depends on the 
clock rate. If we had chosen a clock 
period of 1 psec, the time per instruction 
would vary between 2 and 5 usec. To 








requires one clear-accumulator instruction 
and two addition instructions; this takes 
15 psec.t Only 5 psec is required for 
either a shift-right or a shift-left operation, 

The number of components in the computer is a matter of some interest. The 
number of flipflops, switches, and neon lights can be readily tallied. Logical-and, 
logical-or, and logical-not circuits are counted in terms of number of inputs. It 
has been found that our simple computer requires about 10,000 and inputs, 5,000 


FIG. 11-13 Logic diagram of G flipflop and S 


switch. 


or inputs, 9 not inputs, 605 flipflops, 577 switches, and 605 neon lights. The 


surprisingly large number of components is traceable to the memory unit. The 
memory unit takes about 70 per cent of all and inputs, 70 per cent of all or ine 
puts, and more than 90 per cent of all flipflops, switches, and neon lights, even 
though the memory capacity is regarded as very small. Furthermore, about 92 


Table 11-15 Operating Time of Nine Instructions 





Required clock periods 






Instruction 








Instruction cycle Execution cycle 








Addition s< 1.205 seeks eves 
Subtraction.... 0.0.0.0... 
Shift right............... 
Shiftileft si ioecdhic dacetees 
Unconditional transfer... . . 
Conditional transfer ...... . 
Clear accumulator... 6.0... . 
De i AA ek, 
ORs cede ante nde s chiyad. 
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} Commercial computers often consider the time taken in carrying out an addition instruction ae 
addition time, 


perform an addition (or a subtraction) . 
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per cent of the and inputs and 95 per cent of the or inputs in the R register are 
logic circuits associated with the memory. The comparatively large number of 
and inputs in the C register is due to a decoder, which is also related to the number 
of words in the memory. This decoder is usually considered as a part of the 
memory unit. We can readily conclude that the memory unit and its associated 
circuits involve the largest portion of the electronics of the computer. Thus, a 
transistor memory in the form described here is not practical at all. For com- 
puters of today which do not use a transistor memory, the memory is still a major 
portion of the computer. 

In the foregoing design neither simplification nor minimization of the logic 










f(A) =>M<C> 
(Qj) => Mji 
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FIG. 11-14 Operations of the simple digital computer. 


circuits has been attempted. This demonstrates the necessity of circuit minmiza- 
tion with any large-scale digital computer. Another factor which contributes to 
the number of logic circuits is the use of parallel operation. Thus, if the cost 
of the computer outweighs its speed of operation, serial operation should be 
adopted. The number of switches and neon lights can be greatly reduced if a 
selection circuit which allows only one word to be inserted or displayed at a time 
is provided, 

Characteristics of the simple computer are summarized in Table 11-16, These 
characteristics and the instruction list (Table 11-1) give a concise description of 
the performance of the computer, 
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Table 11-16 Computer Characteristics 


Application... ............ 
Sequence control: 
Controls... os. nab 5 cheba oF 
TIMID 2. 6 elo Pane es ales 
Operation... ............ 
Instruction type......... 
Available instructions... . . 
Word structure: 
Number base........... 
Word length... ......... 
Number range.......... 
Instruction per word..... 
Binary point............ 
Negative number........ 
Arithmetic unit: 
Clock rate.............. 
Addition or subtraction. . . 
Shift right or shift left... . 
Construction............ 
Memory unit: 
Storage medium......... 
Capacity............... 
Random access time...... 
Terminal equipment: 
Input device........... 
Output device........... 


Problems 


1. In Table 11-5, if the fifth and sixth instructions are interchanged so that the shiftleft 
instruction is ahead of the shift-right instruction, revise the contents of Table 11.6 for 
sequential operations of the registers accordingly. ; 

2. Draw the complete logic diagram of the computer in adequate detail, using the logie. 


diagrams of Figs. 11-7 to 11-13. 


» 
3. The input equations in Table 11-14 are written for single-input flipflops. Rewrite these 


equations for RS flipflops. 


4. If states fg and f7 in Table 11-4 are used for input and output instructions, respectively, 


. Key switches 


General purpose and educational 


Stored program 
Synchronous 
Parallel 

Single address. 
Nine 


Binary 

9 binary digits (including sign digit) 
-l<N< (1-2-8) 

One 

Fixed 


2’s complement 


1,000,000 cps 

15 psec 

5 psec 

Transistors and crystal diodes 


Transistor flipflops 


576 bits or 64 words 
1 psec 


Neon lights 







construct a new state diagram (like that of Fig. 11-6), and modify the symbolic operations 
if necessary. 
5. Simplify the following Boolean equations: 






(a) Input equations (11-1 )to (11-4) for the operation counter 

(6) Input equations (11-13) and (11-14) for the accumulator 

(c) Input equations (11-18) for the memory-address register 

6. An instruction counter is provided to perform the add-1 operation (C) + lee @ 
to eliminate the operation (C) => Ad [R] during the instruction cycle and the o 
(Ad [R]) e C during execution cycle. Revise the input equations in Table 11-14, 

7. The state diagram of Fig. 11-5 is not unique. 

(a) Select a different arrangement for the 14 states, and construct a new diagram, 

(b) Write a complete set of input equations for the new diagram, 
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Arithmetic and Control Units 


In Chap. 11, a simple arithmetic and control unit was described for a stored: 
program digital computer. This chapter describes arithmetic and control units 
in more detail. The first four sections discuss arithmetic units, including a float+ 
ing-point arithmetic unit, while the remaining four sections describe control units, 
Whenever symbolic statements are made, the symbols in Tables 10-8 and 11-2 
used unless otherwise stated. 


12-1 A Parallel Binary Arithmetic Unit 


An arithmetic unit is usually capable of performing (among other operations) 
addition, subtraction, multiplication, division, and sometimes extraction of the 
square root; and for parallel operation it often employs three registers, as sho 


20°.2-3.272. 2-8 274.275 


BRIBE 


R register 


20° 2° 252 2-82-48 28 20. 2-1. 2-2 2-38:2-# 2-5 


 & | | a |e] 0 | 06] 
A register Q register 


FIG. 12-1 Three registers of a binary arithmetic unit. 


in Fig. 12-1. These registers are named A, R, and Q; their storage functions 
are shown in Table 12-1 for five arithmetic operations. 

Register A functions as an accumulator. Register Q, a shift register, is often 
called the MQ register because it stores the multiplier at the start of a multi 


cation and the quotient at the end of a division. It is not used during addi 
and subtraction. Register R merely stores the addend, subtrahend, multipli 
divisor, or root extractor. 

In the subsequent description, the algorithms developed in Chap. 1 are a 
For convenience, each word is assumed to consist of 5 number bits plus a sn 
and the number bits are fractional, Capital letters with subscripts 1 to 6 
the six flipflops in the registers of Fig, 12-1, Re, de, and Qo are the least 
ao 














Arithmetic and Control Units 431 


Table 12-1 Functions of Registers during Arithmetic Operations 














A register Q register 
Operation R register 
At start At end At start At end 
Addition............- Addend Augend | Sum Unused — | Unused 
Subtraction........... Subtrahend Minuend | Difference Unused —_| Unused 
Multiplication......... Multiplicand | Zeros Product (most Multiplier | Product (least 
significant half) significant half) 
Division............. | Divisor Dividend | Remainder Zeros Quotient 
Extraction of 
square root......... Root extractor | Radicand | Remainder Zeros Quotient or root 



















nificant bits; Ry, 41, and Qi, the sign bits. In operation, the first operand (such 
as the augend, minuend, dividend, or radicand) is initially transferred to the 


From memory unit 








Q register 





Add command 








Subtract 
command 


FIG. 12-2. A parallel binary arithmetic unit in addition and subtraction configuration with numbers in 
signed-magnitude representation. 


accumulator by first clearing the accumulator and then adding this operand to 
the zero contents in the accumulator. To load the multiplier into the Q register 
for multiplication, a loading operation is required. Loading of the addend, sub- 
trahend, multiplicand, or divisor into the R register is usually included as a part 
of the execution of an arithmetic instruction. 

Addition and Subtraction. The configuration of an arithmetic unit varies to 
a certain extent with the chosen representation of numbers. A binary addition 
and subtraction configuration for numbers in signed-magnitude representation is 
shown in Fig. 12-2, There are two registers R and A (the latter is an accumu- 
lator) in addition to a half adder (HA), a sign flipflop S, and an add-subtract 
flipflop G to indicate the add-subtract command (assume that add and subtract 
commands are represented by G equal to 0 and 1, respectively), and an overflow 
bit do. The overflow bit stores the carry coming from bit dg, The algorithm 
for addition and subtraction was given in Table LLL, 
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Initially, the augend is stored in register A, and the addend is taken from the 
memory and stored in register R. Sign bits Ry and A, are compared by the half 
adder and the result is stored in flipflop S. By combination of the contents in 
flipflops S and G, an addition or a subtraction is determined. The number bits 
in register R are added to those in register A if sign bits Ry and A, are the same 
in the case of an add command or if they are different in the case of a subtract 
command. The number bits in register R are subtracted from those in register 
A if sign bits Ry and Aj are different in the case of an add command or if they 
are the same in the case of a subtract command. The sign bit of the sum or 
difference is stored in Ay, and its value remains the same as originally in Ay 
except in the case when a borrow occurs in Ag during subtraction. In this latter 
case, the sign bit of the sum or difference is again stored in Aj, but its value 
should be the complement of that originally in Ay; the magnitude in register A, 
which is now in 2’s-complement form, should be converted into its true form. 

The above addition and subtraction operations are now expressed in symbolie 
statements. his calls for the contents in a memory register (addend or subtra: 
hend) to be added to or subtracted from the contents in register A (augend or 
minuend). In the following statements, register R is regarded as consisting of 
bits Rg to Rg and register A of bits Ae through Ag. Ap is the overflow bit (1 





FIG. 12-3 State diagram of binary addition and subtraction. 


indicates overflow); S is the sign flipflop (1 indicates negative); G is the add-sul> 
tract flipflop (0 indicates add). Pj; represents counter states or control signals, 
(M) denotes the contents of the memory. The state diagram is shown in Vig. 
12-3; the symbolic statements are as follows: 


Py: (M)>R 
Pe: (Ri) — (41) = S$ 
P3 or Pg: (A) — (R) =A 
Py: (A) + (R) =A 
Ps: No operation 
Ps: Turn on overflow indicator 
Pr: (41) => Ay (A) =>R O=>A 
Pg: Addition or subtraction completed 


(12-1) 


Logie equations can now be derived from these symbolic statements. Howe 
they are not derived here, as such a step has been well illustrated in Chap, 

Multiplication. A binary multiplication configuration is shown in Fig. 1 
for numbers in signed-magnitude representation, There are three registers 
A, and Q. Register A is an accumulator, Registers A and Q (except the 


Arithmetic and Control Units 433 


and Q, bits) are combined into one shift register capable of shifting the com- 
bined contents to the right. Flipflop Ao is for temporarily storing the possible 
carry during multiplication. The signs of the multiplicand and the multiplier are 
stored in Ry and Qj, respectively. The sign of the product is determined by the 
half adder. Counter C tallies the number of additions. The direct-multiplication 
method is chosen, its algorithm being shown in Table 1-17. 

Initially, the multiplier has been stored in register Q. The multiplicand is taken 
from the memory and stored in register R, register A is set to zero, and counter 
C is set to number 5 (for 5 number bits). The multiplication (see Fig. 1-2) be- 
gins by examining Qg, the least significant bit of the multiplier. If it is 1, the 
number in register R is added to that in register A; if it is 0, no addition is per- 
formed. The number in counter Cis reduced by 1. The contents of the combined 
register are shifted to the right 1 bit. The shifting should follow the algorithm 
of Table 1-9. After the shift, the original contents in Qg contain the sec- 
ond least significant bit of the multiplier, and its value again determines an addi- 


From memory unit 












[alee] ola 


Most significant Least significant 
half of product half of product 

















FIG. 12-4 A parallel arithmetic unit in multiplication configuration with numbers in signed-magnitude 
representation. 


tion or no addition. This process continues until all number bits of the multiplier 
are shifted out of register Q. At this time, the counter shows a number of 0. 
The sign bit is then inserted into A}. The product is available in Ag to Ag (the 
most significant half of the product) and in Q2 through Qg (the least significant 
half). 

The remaining problem is round-off. The multiplication can be instructed 
either with round-off or without. For the latter case, no additional operation is 
done. For the former case, the round-off can be performed in two ways, as de- 
scribed in Chap. 1. One way is to replace the Ag bit by 1, regardless of whether 
that bit was originally 1 or 0, The other way is to add 1 to the Q2 bit (the most 
significant bit of the least significant half of the product) and then to add the 
carry or carries which this may induce; and only the most significant half of the 
product is kept, 

‘The above multiplication is now expressed in symbolic statements, This calls 
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for the multiplication of the contents in register Q (multiplier) by the contents in 
a memory register (multiplicand). In the following, AQ signifies the combined 
register consisting of Ao, Az to Ag, and Qe to Qg, which are denoted by AQo to 
AQio. (M) denotes the contents of the memory. Pj represents counter states 


or control signals. The state diagram is shown in Fig. 12-5; the symbolic state- 
ments are as follows: 


Py: (M)=>R 0O=>A 5=>C 

Py: (R) + (A) =A if Qe = 1 4 
No operation if Qg = 0 
(C)-15C 

P3: (AQi) = AQi+1 fori=0,..., 10 (12-2) 
0=> Ao 

P4: (R1) @ (Q1) >A, 1 = Ag 


P5: Multiplication completed 


Division. A binary division configuration is shown in Fig. 12-6 for numbers 
ane ; : 
in signed-2’s-complement representation. There are three registers R, A, and Q, 


DO He) ® 


(C)#0 
FIG. 12-5 State diagram of binary multiplication. 
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From memory unit 


Flipflop NV 


ee 




























Remainder Quotient 


FIG. 12-6 A parallel arithmetic unit in division configuration with numbers in signed-2’s-complomeit 
representation. 


Register A is an accumulator. Registers 4 and Q are also combined into one 
shift register capable of shifting the combined contents to the left. Flipflop Ag 
stores the sign of the dividend for checking the divide-stop condition, The half 
adder compares the sign bits of the divisor and the partial remainder. Counter 
C tallies the number of additions or subtractions required for the division, 
flop N indicates an alarm condition when a divide-stop condition occurs, ™ 
chosen algorithm is the nonrestoring method given in Table 1-23, 

Initially, the dividend has been stored in register A, ‘The divisor is taken 
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memory and stored in register R, register Q is set to zero, and counter ( is set al the 
number 5 (for 5 number bits). The first task is to test whether or not a divide- 
stop condition exists. This is achieved first by adding the number in register R 
to, or subtracting it from, the number in register A, depending on whether the 
signs of the divisor and the dividend are different or the same, respectively, A 
test is then made to determine the divide-stop condition. The algorithm for this 
test is derived from the condition that the absolute magnitude of the dividend 
should be smaller than that of the divisor. (The derivation is left as a problem.) 
If such a condition occurs, flipflop N is turned on and the computer is stopped. 

If the divide-stop condition does not occur, the division begins by restoring the 
contents of register A. The first quotient bit, which is 1 or O according to the 
sign bits of the divisor and the partial remainder being the same or different, re- 
spectively, is then determined. This bit is inserted into Qg. The number in 
counter C is then reduced by 1. The contents of the combined register are then 
shifted 1 bit to the left; the shifting follows the algorithm in Table 1-9. If the 
quotient bit is 1, the contents of register R are subtracted from the contents of 
register A; if not, the contents of register R are added to those of register A. Sign 
bits Ry and Aj are again compared and the comparison in turn determines the 
second quotient bit. This process continues until quotient bits Q1 to Qs, but 
not Qg, are filled. At this time, the counter shows a number of 0. A correction 
is then applied to the pseudo-quotient bits in Q; to Q5. The correction consists 
in adding 1 to Q; (or complementing the content of Q1) and to Qg¢ (or inserting 
1 into Qg). A correct sign is produced in Q;. The remainder is in the 
accumulator. 

The above division will now be expressed in symbolic statements. This calls 
for the division of the contents in register A (dividend) by the contents in a memory 
register (divisor). Symbol AQ denotes the combined register, consisting of all 
bits in registers A and Q. AQ; to AQe denote Az to Ag, and AQ7 to AQi2 de- 
note Qi to Qe. (M) denotes the contents of the memory. /; indicates the 
counter states or control signals. The state diagram is shown in Fig. 12-7; the 
symbolic statements are as follows: 


Py: (M)=>R O0=>Q 
P2, Ps, Po: (A) —_ (R) =A 
P3, Pg, Pio: (A) + (R) >A 


6 
Py l=>N if {\40 © 40) + || a} 1 
i=l 


5=>C (A1) = Ao 


No operation otherwise (12-3) 
Pr: 1=> Qe if Ri @ 41 = 0 

0=> Qe ifRy@41= 1 

(Cc) —1l=C 
Ps: 0=> Qe ( AQi) => AQi-1 fori=l,..., 12 


(Q1) => Qi 


Square Root. Extraction of a binary square root of a positive number is quite 
similar to binary division, The configuration is shown in Fig. 12-8. There are 
three registers R, A, and Q, and register A is an accumulator, Registers A and 
Q (except bit Q4) are again combined into one shift register capable of shifting 
the combined contents to the left, Counter C tallies the number of additions or 


Py: 1= Qe Division completed 
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subtractions required for the square root. Flipflop N indicates an alarm condition 
when the radicand is a negative number. The chosen algorithm is the nonrestoring 
method given in Table 1-25. 

The sequential operations of the three regis- 
ters for extraction of a square root are shown in 
Fig. 1-5. Initially, the radicand is taken from 
the memory, stored in register R, and then 
transferred to register A. Register Q is set to 
0, and counter C is set at number 5 (for 5 num- 
ber bits). A test is then made at bit Ry to de- 
termine whether or not the radicand is a 
negative number. If it is a negative number, 
flipflop N is turned on and the machine halts, 

If it is not a negative number, the first root 
extractor is formed in register R by inserting 
the constant 001000 into the register. The 
root extractor is equivalent to the divisor in 
division, but it changes after each quotient digit 
is found. The number in register R is next sub- 
tracted from the radicand in the accumulator, 
and the difference (the first partial remainder) 
is stored in the accumulator. Whether the sign 

FIG. 12-7 State diagram of binary bit Ay of the partial remainder is 0 or 1 deter 
division. mines whether the quotient bit is 1 or 0 and 
whether the subsequent operation is a subtraction 

or an addition. If bit A; is 0, the quotient bit 1 is inserted into bit Qg and con- 
stant 101 is inserted into R2R3R4. The number in register R now is the second 
root extractor. The combined shift register then shifts the contents 1 bit to the 
left; this is followed by a subtraction of the number in register R from the partial 
remainder in the accumulator. The number in the accumulator now is the second 
partial remainder. If bit Ay is 1, quotient bit 0 is inserted into bit Qg and con- 
stant O11 is inserted into ReR3R4. The combined shift register again shifts, but 


Flipflop V 


2: | Os | [| 06 


Sign Remainder Quotient or root 




















FIG. 12 A parallel arithmetic unit in square-root configuration, 
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this is followed by an addition of the number in register R to the number in the 
accumulator. In either case, the number in the counter is reduced by 1. 

The second quotient bit is now determined by bit A; of the second partial 
remainder in the accumulator. If bit A is 1, quotient bit 1 is inserted into bit 
Qe and constant 101 is inserted into RgR4Rs5. The combined register again shifts, 
and this is followed by a subtraction of the number in register R from the partial 
remainder in the accumulator. If bit Ay is 0, quotient bit 0 is inserted into bit 
Qe and constant 011 is inserted into RgR4Rs5. The combined register again shifts, 
and this is followed by an addition. Again the number in the counter is reduced 
by 1. 

This process continues until the number in the counter is 0. At this time, the 
quotient appears in both registers Q and R and the remainder in the accumulator. 

The above square-root process using the nonrestoring method will now be 
expressed in symbolic statements. This calls for the square root of a radicand 
in the memory. Symbol AQ signifies the combined register consisting of A1 to 
Ag and Qz to Qe; they are denoted by AQo to AQyo. (M) denotes the contents 
of the memory. ; indicates the counter states or control signals. The state 
diagram is shown in Fig. 12-9; the symbolic statements are as follows: 


Py: (M)=>R 
Po: (R) >A 0>0Q 5=C 
P3;, 1 N Machine halts 
P4: 001000 => R 
Ps, Py2: (A) — (R) =A (C)-—1l=Cc 


Pe: If Ay = 0 l= 06 and 1l0l=> RoR3k4 
If Ay =>]: 0 => 06 and O11 = RoR3R4 
P7: If Ay = 0 l= Qe and 101 = RgR4R5 
If Ay =] o> Qs and Oll=> R3R4R5 
Pg: If Ay = 0 11> Qs and 101 = RyR5Re (12-4) 
If Ay =1 0o=> Qc and Oll=> R4R5Re 
Pg If Ay = 0 1>Qeb and 01> R5Re 
If Ay =1 0> Qe and 10—> R5Re 
Po If Ay =0 0=>Q. and O=— Re 
If Ay = 1 l= Qe. and 1=>Re 
Pyy: (AQi) => AQi-1 fori = 1, ni S80 55.55 10 
0 = AQi0 


Py3: (A) + (R) > R (C)-—1>C 
P14, P15: No operation 
Pi¢: Square root completed 


12-2. A Serial Binary Arithmetic Unit 


A serial arthmetic unit capable of performing addition, subtraction, multiplica- 
tion, and division is essentially a serial binary accumulator with two additional 
registers. The algorithms developed in Chap. 1 are also applied to the serial unit. 
Because the serial word arrives one bit at a time, implementation of the algorithms 
requires the consideration of time sequence of the serial word. For this reason, 
the time sequence of a serial word is established and shown in Fig, 12-10, In 
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this figure, each pulse indicates the location of 1 bit of the serial word. These 
timing pulses are divided by means of a counter into word times, or word periods, 
Each word time is subdivided into a number of bit times, or bit periods. Assume 
that there are 6 bits in each word, including the sign bit. Each word time in 
Fig. 12-10 consists of seven bit times; the extra bit, called the space bit, is often 
provided. The seven bit times are designated as Do to Dg and the word times 
as Wo, Wy, etc. For example, WoD3 signifies the time at which bit time D3 oceurs 
during word time Wo. In the subsequent description of the serial arithmetic unit, 
addition or subtraction requires at least one word time, while multiplication or 





FIG. 12-9 State diagram of binary square root. 


division requires approximately as many word times as the number of bits in the 
serial word. ; 

A serial arithmetic unit consists also of three registers A, R, and Q; they 
essentially the same as those shown in Table 12-1, The three registers in. 
serial arithmetic unit are all shift and circulating registers, and the same 
and subseripts mentioned in regard to the parallel unit are again used to 
their flipflops. However, the contents of the flipflops represented by these ® 
in a serial unit change at each bit time, 
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Since registers A, R, and Q are all shift and circulating registers, one may 
consider the use of one word location in a track of a magnetic drum (or a magnetic 
disk) as such a register. This has the advantage of being much less expensive. 
Thus, the magnetic drum (or the magnetic disk) is not only a memory unit but 
can also be made a part of a serial arithmetic unit. 

In a serial arithmetic unit, the time sequence of the bits of a serial word may 
be arranged in two ways. One way is to have the least significant bit lead the 
word, followed by the more significant bits, with the sign bit trailing at the end. 
A word sequence with an ascending weight in the number bits as time goes on is 
a practical necessity, because in a serial operation this results in a simple handling 
of the carry or borrow. The other way is to have the sign bit lead the word and 
the most significant bit stay at the end. The latter way is invariably used in serial 
operation for numbers in signed-magnitude representation. 








Do D, Dp Ds Oy Ds Oe dune 
ty +, >, ——+| 
FIG. 12-10 Timing pulses for word times and bit times. 
From memory with 
numbers in signed 
magnitude form 
Add 
command 
Subtract 
command 











To memory 


FIG. 12-11 A serial binary arithmetic unit in addition and subtraction configuration with numbers in 
signed-magnitude representation. 


Addition and Subtraction for Signed-magnitude Numbers. The con- 
figuration of a serial arithmetic unit varies to a certain extent with the chosen 
number representation. A configuration for numbers in the arithmetic and 
memory units represented by signed magnitude is shown in Fig. 12-11. The 
addend and augend are stored in shift registers R and A, respectively, the sign 
bit leading the word. Register Q is not used. One full adder-subtractor (FAS) 
and one carry flipflop C are the circuits where the addition and subtraction are 
actually performed. The addition or subtraction performed by the FAS is con- 
trolled by the add-subtract control block, which in turn is determined by the add 
command, the subtract command, and the two signs in Ry and Ay according to 
the algorithms in Table lll, The carry fipflop should be cleared before an 
addition or a subtraction begins, Later, there is a need to complement the con: 
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tents in the A register; for this reason, the minuend and the subtrahend are stored, 
respectively, in the R and A registers. 

An addition or a subtraction operation in the configuration of Fig. 12-11 may 
require three word times after the subtrahend (or addend) has been transferred 
into the A register. During the first word, the minuend (or augend) is shifted 
into the R register. During the second word time, the number bits of the 
minuend (or augend) and subtrahend (or addend) are both shifted out of R 
and A registers, one bit at a time, and into the FAS for subtraction (or addition). 
Sign bits Ry and Aj are not shifted but remain in Ry and Ay. The difference (or 
sum) from the FAS is fed back and stored one bit at a time in the A register, 
If there is a borrow coming from the most significant bit in the case of the 
FAS performing a subtraction, the difference is negative and a negative sign 
is inserted into A;. When the difference is negative, the number bits in the 
A register are in 2’s-complement form. This cannot be converted into the sign 
and magnitude form until the subtraction is completed because the appearance 
of the borrow will not be known until then. This conversion is performed in 
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FIG. 12-12 A serial binary arithmetic unit in addition and subtraction configuration with numbers it 
signed-2’s-complement representation. 


the third word time. During’ the third word time, the R register is first cleared, 
and the number in register A is subtracted from the zeros in register R. ‘The 
number bits from the FAS again stored in the A register are of the required 
magnitude. 

The three word times for an addition or a subtraction can be reduced, The first 
word time can be eliminated by feeding the serial word from the memory directly 
to the FAS. The third word time may utilize the word time in transferring the 
word from register A to the memory. 

Addition and Subtraction for Signed-complement Numbers. A cot: 
figuration for numbers in signed-2’s-complement representation is shown in Vig, 
12-12. The sign bit trails at the end of the serial word, as the sign bit is treated 
as a number bit. An addition or a subtraction may require two word times alter 
the augend or the minuend has been transferred to the A register, During 
firat word time, the addend or the subtrahend is transferred to the R regis 
The addition or subtraction is performed during the second word time, The ad 
tion or subtraction in the FAS is controlled directly by a command from 
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computer control unit. The sum or difference can be either stored in the A reg- 
ister or sent to the memory. The first word time can be eliminated if the word 
from the memory is sent directly to the FAS; if this is done, only one word time 
is required for an addition or a subtraction. 

A configuration for numbers in signed-magnitude representation in the memory 
but in signed-2’s-complement form in the arithmetic unit is shown in Fig. 12-13. 
Two serial complementers are employed. However, either a full adder (FA) or 
a full subtractor (FS) is sufficient because subtraction by addition of the 2’s-com- 
plement method or addition by subtraction of the 2’s-complement method can be 
used. The serial complementer 1 is actuated by the add and subtract commands 
and the 2 sign bits; thus, the sign bit should lead the serial word. On the other 
hand, the arithmetic operation requires the sign bit to trail at the end of the serial 
word. Therefore, the complementer should not only complement the number 
but also reverse the location of the sign bit. The operation in the serial arith- 
metic unit is better described by a timing chart, as shown in Fig. 12-14. In this 
figure, the small letters /, m, and s denote, respectively, the least significant bit, 
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FIG. 12-13 A serial binary arithmetic unit in addition and subtraction configuration with two number 
representations. 


the most significant bit, and the sign bit. During Wo, the serial word from the 
memory arrives at complementer 1 with a leading sign bit. The complementer 
complements the number bits if the number is negative and rearranges the word 
with a trailing sign bit. This rearranged word then passes through the FA (or 
FS) with no arithmetic operation and is stored in the A register. This is shown 
in the Wo word time of Fig. 12-14. The addition or subtraction is carried out 
during Wy. The sum or difference is transferred to the memory in We, during 
which the serial word is restored with a leading sign bit and with the number 
bits complemented if necessary by serial complementer 2. Addition or subtrac- 
tion in the configuration of Fig. 12-13 requires only one word time. 

The two complementers in Fig. 12-13 can be avoided if the FA (or FS) is used 
to perform the 2’s complement of the number bits of the number to or from the 
memory. This is, however, at the expense of one additional register to store an 
operand and of two additional word times, 

The representation of numbers in signed-L’s-complement form is not espe 
cially desirable in a serial arithmetic unit, because the operation for end-around 
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carry or end-around borrow requires an additional word time. Otherwise, the 
configurations for addition and subtraction are similar to those of Figs. 12-12 
and 12-13. ; 

Multiplication. A multiplication configuration is shown in Fig. 12-15 for 
numbers in signed-magnitude representation. There are three shift registers R, 
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FIG. 12-14 Timing chart for addition and subtraction. 
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FIG. 12-15 A serial binary arithmetic unit in multiplication configuration with numbers in signeds mage 
nitude representation. 


A, and Q, a serial adder, and a half adder. The sign bit leads the serial word 


as indicated by the subscripts of the letters R, A, and Q in the figure. All bite 


(except bits A; and Q4) of registers A and Q form a combined shift register, 
Register R is also a circulating register. 1 


Initially, the multiplier is stored in register Q with the sign bit in Q4. During 
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word time Wo the multiplicand is serially transferred to register R with the sign 
bit in Ry. Sign bits Ry and Q; do not move during the succeeding shifting of 
the contents of registers. 

During word time Wy the value of 1 or 0 of the least significant bit of the multi- 
plier in Qg determines whether or not the number bits of the multiplicand are 
to be added; and the addition, if there is one, is carried out. Also, during W4, 
the circulating register R restores its original contents, and the partial product 
is serially inserted into register A, occupying bits Az to 4g. The combined reg- 
ister is then shifted 1 bit to the right during the space-bit time; during this shift, 
any carry bit left in flipflop C is shifted into Ag, and the least significant bit is 
now at Qe. The next addition begins at bit Ag but not at bit Qe. 

After the right shift, the least significant bit of the multiplier in Qe is lost, as 
Qi is not a part of the combined register. @Qg now contains the second least sig- 
nificant bit of the multiplier, which initiates another possible addition during W2. 
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FIG. 12-16 A serial binary arithmetic unit in division configuration with numbers in signed-magnitude 
representation. 


This process of addition and right shifting continues until all multiplier number bits 
are shifted out of the combined register. By then, the product is available in the 
combined register, the most and the least significant halves of the product being 
stored, respectively, in the A and Q registers. With no round-off, the sign bit is 
inserted into Qy. With round-off, 1 is inserted into bit Ag, and the sign of the 
product (determined by the HA) is inserted into bit 41; the number in register 
A is now in the desired order. Since one word time is required for one addition, 
multiplication using the configuration of Fig. 12-15 requires approximately as 
many word times as the number of bits in the word. 

Division. A division configuration for numbers in signed-magnitude repre- 
sentation with a leading sign bit is shown in Fig. 12-16, Bits Ag to dg and Qe 
to Qg form a combined shift register, Initially, the dividend is stored in shift 
register A, and register Q is cleared, During word time Wo the divisor is trans: 
ferred to register KR, The sign bite of the divisor and dividend are now stored 
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in Ry and Aj, respectively; they remain there during the division. At this time, 
a test of the divide-stop condition is made during word time Wz by subtracting 
the number bits in register R from those in register A. If a borrow appears at 
flipflop C at the end of the subtraction, the divide-stop condition does not occur. 
The number bits in register R are restored during W, by the circulating nature of 
register R. The number bits in register A are then restored during W2 by add- 
ing those in register R. 

The division begins during word time W3. Here, the algorithm of the non- 
restoring method given in Table 1-23 is chosen. Briefly, during W3 whether the 
first quotient bit is 1 or 0 is determined by whether the values in Re and Ag are 
the same or different, and the first quotient bit is inserted into Qg. When the quo: 
tient bit is 1, the contents of the combined register are shifted 1 bit to the left and 
the number in register R is subtracted from the number in register 4. When the 
quotient bit is 0, similar shifting occurs but an addition instead of a subtraction is 
performed. After this addition or subtraction, whether the second quotient bit is 1 
or O is again determined during W4 by whether the values of Rg and Ag are the 
same or different. The value 1 or 0 of the second quotient bit determines whether 
the next operation is left-shifting-and-subtraction or left-shifting-and-addition, re» 
spectively. This process continues in the subsequent word times until quotient 


1 add 
1 subtract 





AQi2 — AQi3 
FIG. 12-17 A multiplier using Booth’s algorithm. 


bits Qe to Qs are filled. During the last word time Wz, the contents of Qg is 
complemented, and 1 is inserted into Qg; the sign of the quotient is inserted into 
Q1 from the HA. After completion of the division process, the quotient and re 
mainder are stored in the Q and 4 registers, respectively. The division requires 
at least as many word times as the number of bits in the word. 


12-3 Binary Multipliers 


There are three general methods for designing a binary multiplier. These are 
the repeated-addition method, the paired-digit- (or multiple-digit-) multiplication 
method, and the simultaneous-multiplication method, in addition to their poss: 
ble variations and combinations. The particular choice is usually a compromiae 
between multiplication time and the amount of circuitry. Four multipliers Uniti 
these methods are now described. 

A Multiplier Using Repeated-addition Method. The repeated-addition 
method has already been described in regard to the serial and the parallel arithe 
metic unit. The method takes about as many addition times in the parallel wait 
and as many word times in the serial unit as the number of bits in the mult 


0 shift right 
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plier, but it is comparatively simple. Figure 12-17 shows a parallel binary mul- 
tiplier using the repeated method by means of Booth’s algorithm for numbers in 
signed-2’s-complement form. There are three registers R, A, and Q, a reference 
flipflop EF, and a counter C. Registers A and Q and flipflop E form a combined 
shift register. Bit Ao is for temporary storing of the carry during multiplica- 
tion. Initially, the multiplier is stored in register Q. The multiplication begins 
by first taking the multiplicand from the memory and storing it in register R; in 
the meantime, register A and flipflop E are cleared, and the number 6 is placed 
into counter C. Multiplication then proceeds by examining the contents of Qg 
and E. If the contents are 00 or 11, the combined register is shifted 1 bit to 
the right. If they are 01 or 10, the contents of the R register are respectively 
added to or subtracted from those of the A register and the combined register is 
then shifted 1 bit to the right. When the contents of Qg and E are first exam- 
ined, they can only be 00 or 10. This 
process continues until the contents 
of Qy are shifted into Qg. Now 
comes the final examination of Qg and 
E. If they are 00 or 11, nothing is 
to be done. If they are 01 or 10, 
the contents of the R register are 
respectively added to or subtracted 
from those of the A register. No 
shifting operation is performed dur- 
ing this last round. Afterward, Qg 
and E are cleared. The most signifi- 
cant half of the product is stored in 
A, to Ag and the least significant half 
in Q; to Qs with the sign in Aj. 
The above shift-right operation ob- 
serves the shifting algorithm for signed FIG. 12-18 State diagram of binary multiplication. 
binary numbers. 

The foregoing multiplying process will now be expressed in symbolic state- 
ments. This calls for the multiplication of a number in the memory by the num- 
ber in the Q register. The state diagram is shown in Fig. 12-18; the symbolic 
statements are as follows: 


P,: (M)>R, 0O=> 4, O>E, 6=—>C, 
Pp: (C) —1>C, 
P3: No operation 
Py: (4) + (R) >A 
Ps: (A) — (R) >A (12-5) 
Pe: (AQi) => AQi+1 fort = 1 ,03.4.5-5.12 
(AQ1) > 4Qi 
P7: O= Qe O=>E 
Pg: Multiplication completed. 





— 


A Serial-Parallel Multiplier, ‘To reduce the multiplication time in a serial 
arithmetic unit, the serial-parallel multiplier should be considered, A configura: 
tion-of this type for numbers in signedsmagnitude representation is shown in Fig, 
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12-19. There are three registers, X, Z, and W. For a 6-bit number including 
a leading sign bit, six full adders are required. The multiplicand is first trans- 
ferred serially into the X register; this takes one word time. The sign bit is stored 
in X,. As the first sign bit of the multiplier arrives from the memory, the sign 
bit is added to the contents of X; and the resulting sum bit is now in X;. This 
modulo-2 sum bit is the correct sign of the product and is next inserted into the 
sum flipflop Z;. As the succeeding serial-multiplier bits arrive, each bit causes 
either an add (for the multiplier bit being 1) or a shift (for the multiplier bit being 
0). If it is an add, the configuration is that of Fig. 12-19a; if it is a shift, the 
configuration is that of Fig. 12-196. In the addition configuration, the flipflops 
in the W register function as carry flipflops for each full adder, and the manner 


Serial y Add 
multiplier Add-shift sign : ; ; 
signal from memory 
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FIG. 12-19 A serial-parallel binary multiplier for numbers in signed-magnitude representation, 
(a) Addition configuration when the multiplier bit is 1; (6) shift configuration when the multiplier bit is 0, 


of connecting these flipflops performs the shift-right operation automatically after 
each addition. In the shift configuration, the Z and W registers function as shift 
registers. As the addition or shift is being performed, the product bits become 
available at the output of Z;, one bit at each bit time. The multiplication is com» 
pleted in one word time, during which the least significant half of the product is 
delivered at the output of Z;. The most significant half is now stored in the Z 
register. It takes another word time to shift its contents out of the multiplier, 
The muliplication takes a total of three word times, 

This multiplier actually employs repeated addition, It makes possible the re 
duction of multiplication time in a serial unit to only three word times, at the 
expense, however, of a large number of adders, 
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A Multiplier Using the Paired-digit-multiplication Method. Paired- 
digit multiplication, which was described in Chap. 1, requires the generation of 
2X and 3X, where X is the multiplicand. A serial-parallel binary multiplier 
using this multiplication method is shown in Fig. 12-20. In Fig. 12-19 the mul- 
tiplicand is stored in a register, while the multiplier arrives serially from the 
memory. In Fig. 12-20, the multiplier is stored (not shown, but indicated by the 
symbol Yj); as the serial multiplicand X; appears, 2X; and 3X; are being gen- 
erated by using delays and a full adder. A pair of adjacent multiplier bits make 
a choice among four quantities, 0, X;, 2X;, and 3X;. The sign bit is inserted 
into flipflop Z at an appropriate time. The multiplication time is two word times, 
the word time for storing the multiplier being excluded. The above can be readily 
extended to configurations using multiple-digit multiplication. 

A Simultaneous Multiplier. Binary multiplication is merely many addi- 
tions of a shifted multiplicand. An ordinary parallel binary adder can add only 
two numbers at a time, and the time of carry propagation limits the speed. An 
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FIG. 12-20 A serial-parallel binary multiplier using paired digit multiplication. 


extremely fast multiplier needs a parallel binary adder which can simultaneously 
sum as many numbers as the multiplier bits. Such a multiplier is called a simul- 
taneous multiplier. 

A simultaneous multiplier for multiplying two 3-bit numbers is shown in Fig. 
12-21. The parallelogram matrix simultaneously generates three shifted multi- 
plicands. The and-gate outputs on the same column (of the matrix) are con- 
nected to a half adder, a full adder, or a multiple-input adder (MA). The MA 
in Fig. 12-21 has four inputs, including a carry input; it can be built from half 
and full adders or from a matrix. 

The simultaneous multiplier is very rapid, as it requires only a single addition 
time, carry propagation time being included. It is feasible but rather imprac- 
tical because an enormous number of components are required when the number 
of bits in a word lie in the practical range of 20 to 64 bits, 

It is noted that the agueriag matrix described in Chap, 9 is a special case of 
the simultaneous multiplier, 
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12-4__ A Serial Binary Floating-point Arithmetic Unit 


In the following, the adding, subtracting, multiplying, and dividing operations 
of a serial binary floating-point arithmetic unit are described. The description is 
rather brief and is limited to those operations which add to the operations in a 
fixed-point arithmetic unit. 

Number Representation. Floating-point arithmetic was discussed in Chap, 
2. Let the floating-point binary number be represented by f2°, where f is a 6-bit 
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FIG. 12-21 A simultaneous multiplier. 
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FIG. 12-22 Time sequence of a floating-point binary number. 


fractional number and e a 4-bit exponent number. The time sequence of this 
number is shown in Fig. 12-22; the exponent portion leads the fractional por: 
tion. The binary number f adopts the conventional fractional form; its most 
significant bit is the sign, and the other bits are fractional. It has a fixed bin 

point, and its negative number is in 2’s-complement form, The 4-bit exponent 


portion ¢ is an integer, its most significant bit representing the sign, When it le- 


negative, itis in 2’s-complement form, Thus, the range of the exponent number le 


+8>¢e2> —8 
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Numbers are stored in the memory in the normalized form. The range of the 
normalized fractional number is 


1>f>% for positive binary number 


—%>f>-1 for negative binary number (12-6) 


Several examples are given below. Notice that the fractional numbers a and ¢ 
are in normalized form, while examples 6 and d are not. The normalized form 
has been chosen so that there is a change-over in values between the sign bit and 
the most significant bit. 


(a) 0.10000 = +% 
(b) 0.01000 = +% 
(c) 1.00000 = —1 
(d) 1.10000 = —% 


Example a illustrates the change-over of O1 for a positive number, and example 
c shows that of 10 for a negative number. This change-over serves as a means 
for sensing the number of bit shifts to normalize a number. Since the fractional 
number arrives serially with the sign bit trailing, it is the last change-over that 
is important for the later description of the normalizing process. 

Configuration. A serial floating-point binary arithmetic unit is shown in Fig. 
12-23. There are three registers: A, R, and Q. The A and R registers consist 
of two portions, an exponent portion and a fractional portion. They are denoted 
subscripts e and f, respectively. The A;, Ry, and Q registers form a serial accu: 
mulator for arithmetic operations on the fractional portion, while the A, and Ry 
registers form another accumulator for adding and subtracting operations on the 
exponent portion. Because of possible overflow during addition, overflow bits 
Ajo and Ago are provided, respectively, in the A; and Ae registers. With them, 
the range of the number in the A register becomes 2 > f > —2, and that in 
the A, register 16 >e > —16. 

In the floating-point arithmetic unit there are two additional operations, the 
shift of the fractional number by a specified number of bits, and the normaliza- 
tion of the number after an arithmetic operation. The former operation is 
achieved under the shift control block and the latter by using the Z counter, as 
indicated in Fig. 12-23. 

Addition and Subtraction. Addition or subtraction in the floating-point 
arithmetic unit follows Eqs. (2-26) to (2-28). It takes four word times, the time 
to take two numbers from the memory to registers A and R being excluded. Each 
word time in the floating-point unit is shorter that that in the fixed-point unit for 
the same word length, because the actual number bits are fewer in the floating- 
point unit. Assume that two numbers have been transferred into registers A and R. 
The operation is described below: 

1. During the first word time, the contents in register Re are subtracted from 
those in register Ae. The difference, denoted by d, is stored in register Ae. 

2. During the second word time, the contents of register Ay or Ry are shifted, 
depending on the difference d. If d is positive (i.e., flipflop We shows a 0), the 
contents in register de remain unchanged but those in register Ry are shifted d 
bits to the right. [fd is negative (Wy shows a 1), the contents in register Ae are 
replaced by those in register Ry in a parallel transfer and those in register Ay 


are shifted @ bite to the right, 
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3. pba the third word time, the contents in register R; are added to or sub- 
Ha a (depending on the command signal) the contents in register A; Also 
uring this word time, counter Z establishes the number of bits to be shifted aud 


the shift direction for normalization. 


4. During the fourth word time, normalization of the sum or difference in 

ister A; occurs. The number in register A; is shifted to the right or left a a 
ber of bits specified by counter Z. And the number of shifts is added ‘ ee 
subtracted from the number in register Ag. The most significant number bit eae 
ister A; is now adjacent to the sign bit (i.e., the last change-over appears at Ke 


sign bit) and the number in register 4; is normalized. 
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FIG. 12-23 A serial binary floating-point arithmetic unit with numbers in signed-2’s-complement rep- 


resentation. 


Cou i i i 
nter Z is a binary counter, counting a sequence of seven timing pulses dur- 


ing the third word time when the sum or difference bit appears at the output of 


the full adder—subtractor. Counter Z is initially reset to 0 and is reset to 0 du 

ing counting every time a change-over signal appears. The chan over si ‘ 
is obtained by sending the output from full adder—subtractor to if input Or 
half adder and sending the same output first through a 1-bit time dela wal i a 
lo the other input of the half adder, The change-over signal occurs at the seis 
bit of a pair of change-over bits, When the last change-over signal occurs, the 
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count in counter Z indicates the amount of shift. The required maximum shift 
to the right is 1, and that to the left is 5. The interpretation of the counts in 
counter Z is as follows: A count of | means a 1-bit shift to the right. A count 
of 2 means no shift. A count of 3 to 7 means a shift to the left 1 bit to 5 bits, 
respectively. When the count in counter Z is 7 (the maximum count), the con- 
tents of register Ae is 0. The number zero (000000 + 2°) in the normalized form 
is 010000 - 2-8. Because of the available bits for overflow, the contents of reg: 
isters Ay and Ae should be 0(0) 10000 and 1(0)000, where the bit in the paren- 
theses is the overflow bit. 

Because of the need for separate operations on exponent and fractional por: 
tions, as well as the need for normalization, floating-point addition or subtraction 
takes more time than fixed-point addition or subtraction, particularly in a serial 
arithmetic unit. 

Multiplication and Division. In multiplication, no alignment of the binary 
point of the two floating-point numbers is needed. Figure 12-23 shows the use 
of Booth’s algorithm, as indicated by flipflop E. The fractional and exponent por- 
tions of the multiplicand are stored in registers Ry and Re, respectively, while 
those of the multiplier are stored in registers Q and Ae, respectively. 

During the first word time, multiplication of the least multiplier bit is per- 
formed. In the meantime the contents in the R, register is added to that in the 
Ae register. The multiplication process in the subsequent word times is similar 
to that described previously and shown in Fig. 12-17. After completion of mul- 
tiplication, the normalization process takes place. Since both the multiplicand 
and the multiplier are in the normalized form, the maximum shift required in the 
product during normalization would be one left shift. However, because of the 
overflow bit Ayo, the maximum shift can be two left shifts. The round-off, if called 
for, may be applied afterward. 

In division, the dividend and the divisor are also in the normalized form. First, 
the divide-stop condition should be tested for. If it occurs, the dividend may be 
made smaller by a 1-bit right shift and the division process proceeds. The contents 
in the R, register are subtracted from those in the Ae register. The quotient in the 
Q register (after the division) is transferred to the A; register so that normaliza- 
tion of the quotient can take place there. Afterward, the round-off process may 
be applied. 

The time for floating-point multiplication (or division) is shorter than that for 
fixed-point multiplication (or division) because the word time in the floating- 
point process is shorter, despite the possible need for normalization afterward. 

Although the floating-point arithmetic unit helps greatly in the programmer's 
scaling problem, yet it gives less accuracy for a given word length because the 
number bits for arithmetic operations are reduced. 


12-5 Instruction Formats and Repertoire 


Previous sections of this chapter have described the organization and opera- 
tion of arithmetic units; the remaining sections discuss the organization and 
operation of control units, 

A stored-program digital computer has at least two types of word format— 
number and instruction, The number format specifies a fixed or variable word 
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length, the number of digits in the word (in case of a fixed word length), the 
location of the radix point, the sign digit, and the number digits. In a parallel 
binary computer the sign digit is usually the most significant bit; in a serial binary 
computer the sign bit may be either a leading or a trailing bit. The word length 
for a commercial binary computer ranges from 20 to 64 bits. 

The instruction format is the structure of orders that a computer understands 
and follows. The design of a program control unit is affected by the choice of 
the instruction format or formats. Early computers usually have one instruction 
format; a modern machine may have several formats to accommodate a large in- 
struction repertoire. 

Early Instruction Formats. Early instruction formats are classified accord- 
ing to the number of memory addresses in the instruction—single-address format, 
two-address format, three-address format, and four-address format; these formats 
are shown in Fig, 12-24. 

A number of bits of an instruction word allocated for a special purpose is called 
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code address | address | address | address 
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FIG. 12-24 Single- and multiple-address instruction formats. (a) Single-address format; (b) two-address 
format; (c) three-address format; (d) four-address format. 


a field. The single-address format consists of two fields: operation code and 
address. The operation code specifies the operation to be performed on the 
operand in the memory located at the address specified by the address field. An 
addition of two operands thus needs at least two single-address instructions. The 
next-instruction address does not appear in the format; it is normally the address 
following the instruction address. Examples of early machines using this simple 
format include the MIT Whirlwind, IBM 701, and Datatron Computers. The 
single-address format has the distinct advantage of simplicity. 

The two-address format is the same as the single-address format, with the addi- 
tion of a third field showing a second address for another operand, The opera: 
tion code specifies the operation to be performed on the two operands, An addi- 
tion of two operands now requires only one instruction, The next-instruction 
address is normally again the memory address following the current-instruction 
address, The Univac Scientific 1103 Computer exemplifies the use of a twor 
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address format. In certain computers such as the IBM 650, the second address 
field is the next-instruction address; in this case, it is called the one-plus-one- 
address format. 

The three-address format has four fields: one for the operation code, one each 
for two operand addresses, and the remaining one for the memory address at 
which the result from the operation on the two operands is stored, The SHAC 
Computer (National Bureau of Standards) exemplifies the use of this format, 
Alternatively, the third address can be made the next-instruction address, 

The four-address format has five fields: one for the operation code, one each 
for two operand addresses, one for the address at which the result is stored, and 
the remaining one for the next-instruction address. This format contains addresses 
for a complete arithmetic operation. The SWAC Computer (National Bureau of 
Standards) uses this format. 

The multiple-address format has some advantage in speed for instructions with 
multiple operands, and it is more logical for specifying a complete arithmetic 
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FIG. 12-25 Examples of instruction formats. (2) IBM 701 computer instruction format; (b) Philco 
S-2000 computer instruction format; (c) CDC 1604 computer instruction format; (d) IBM Stretch com- 
puter instruction format. 








operation. However, it tends to waste memory space for instructions where there 
is no operand or only one operand. Often the fitting of the instruction word to 
a desired data-word length is a strong factor to be considered in selecting an in- 
struction format. Two cases can be cited. There are computers where two sin- 
gle-address instructions form an instruction format; in this way, the selected word 
length can be more efficiently used. An example of the computer using this two- 
single-address format is the IBM 701; its format is shown in Fig. 12-25a. There 
are computers where the next-instruction address is the operand address plus 
another, shorter address field which represents the amount of change. In this 
way, an increment of address is squeezed into a given data-word length. This 
increment is sometimes referred to as a half address. An ideal format would be 
one in which the number of addresses varies with the number of operands asso: 
ciated with the operation, One possible approach is to use several instruction 
formats to suit various types of instructions, 
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Address Modification and Index Field. It is possible in a stored-program 
computer to modify an instruction of a program by the program itself. In prac- 
tice, the modification is usually in the address or addresses of the instruction. 
The provision of address modification in the instruction makes the instruction 
more powerful. 

Address modification can be effectively achieved by using one or more index 
registers (sometimes called B registers), an index adder, and associated control 
circuits. The amount of change of an address, called the index value, is stored 
in an index register. This idea was first introduced in the 1949 model of the 
Manchester Computer in England. Figure 12-256 shows a two-single-address 
format with an index field; it is an instruction format of the Philco S-2000 Com- 
puter. The number in the index field designates the index register selected. The 
index register has as many bits as a memory address. For an instruction with 
an index field, the operand is located at an address whose number is the sum (or 
difference if so designed) of the address in the address field of the instruction 
and the index value in the designated index register. This new address is called 
the effective address. The address modification could otherwise be accomplished 
in the arithmetic unit; however, this involves many “‘red-tape” instructions and 
may make the program quite long, as many address modifications may be re- 
quired in a program. By using the index register, the effective address of an 
instruction is not fixed but rather is changeable by merely changing the index 
value. The index register may also be designed for use as a counter and as a 
temporary register in storing a return address. It thus provides an extremely 
convenient means for programming loops and for incorporating subroutines. 

Since the advent of the index register, the programmer has demanded more 
index registers in a computer. Instead of increasing the number of these regis- 
ters, one approach is to use a part of the high-speed random-access memory as 
index registers. The index field thus becomes a memory address; its contents 
are used to modify the address of the instruction to be indexed. 

Fig. 12-25c shows an instruction format for Control Data Corporation’s Model 
1604 Computer. It is again a two-single-address format. There are three fields: 
operation code, designator, and address. The designator is the index field for 
most operation codes. For the conditional-transfer operation code, the designator 
field specifies the transfer condition in code, and this field is not used for certain 
operation codes. Another variation of this format is that for certain operation 
codes the address field is the operand itself, without further reference to the 
memory. 

Multiple Indexing. The above indexing approach to address modification 
can be extended to multiple indexing. In this case, there are several index 
values: one of these values is used to modify the index value in another index 
register; or the index values are used successively. The index register for stor- 
ing the index values can be a part of the high-speed memory. 

Instead of using several index values, other values may be used. One method 
makes use of the logical sum (or logical product) of the corresponding bits of the 
index values of two selected index registers; this method is used in the IBM 704 
and 709 Computers. 

Indirect Addressing. If the address in an instruction is not the address of 
an operand but the address of the address of the operand, this is called indirect 
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addressing. In other words, the memory word of the first address is the address 
of a second memory word. The second memory word can be the address of a 
third memory word; thus, the indirect addressing can continue in many steps. 

Indirect addressing may also be applied to the index-register address. As an 
example, consider the above case of multiple indexing in which index registers 
are a part of the memory. The index field is an address. The memory word at 
this address contains several other addresses. The memory word at each of these 
addresses is used as an index register for storing the index value. 

Increment (or Decrement) Field. Besides its use in address modification, 
the index register may also have its value modified by an increment field (or a 
decrement field) provided in the instruction format. The index value is modified 
by adding an increment to (or subtracting a decrement from) the index value in 
the index register during the execution of the instruction. An example of a decre- 
ment field is the instruction format of an IBM 704 Computer. 

Variable-word-length Format. A word in a computer means a normal unit 
of bits in which information can be stored, transmitted, or operated upon within 
the computer. Most digital computers have a fixed word length. For scientific 
computing, the word length is determined by the required degree of accuracy. 
For business data processing, on the other hand, the machine does not handle 
numerical data alone but also handles nonnumerical items such as alphabetic let- 
ters, marks, and special symbols. There is little consistency between the degree 
of accuracy and the word length required for the business processing of numerical 
data. The variable-word-length format is often a practical choice for a business 
data processor. In some computers such as the IBM 1620 Computer, the instruc- 
tion word has a fixed word length of 12 digits, while the data word length can vary. 

The variable-word-length format calls for a random-access memory which is 
capable of being addressed at variable lengths. One way is to use a short 
memory word of several bits which represent one character; in this way, machine 
words of variable lengths are formed by using a number of such characters. For 
example, a memory word may be only 6 bits, and each 6-bit unit is a coded alpha- 
numeric character. A machine word now consists of a varying number of these 
characters for data processing, and each character is addressable. 

Another way is to make each bit of the memory addressable; in this case, a 
memory word may be formed by specifying the address of the leading bit and 
the number of bits in the memory word. This method has been used in 
IBM Stretch Computer; such a format is shown in Fig. 12-25d. In this 
format, the operation-code field and the index field are conventional. The word 
address field consists of 24 bits which can address 224 bits of the memory. The 
first 18 bits specify memory words of 64 bits in length for use in fixed-word- 
length operations, while the remaining 6 bits can select a single bit of the 64 
bits. The 24-bit address designates the first bit of a memory word, and a length 
field specifies the word length. The offset field specifies a shift operation of the 
data without the need of a separate instruction. 

Other Instruction Formats, There are many other instruction formats, in- 
cluding those for handling information transfer by means of input-output de- 
vices, those for performing special operations such as table look-up, data block 
transfer, priority control, ete., and those for convenience in setting up a program: 
ming loop. 
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Instruction Repertoire. The instruction repertoire of a digital computer is 
a set of machine instructions which describe the operation capability of the com- 
puter. The selection of the instruction repertoire during design often becomes a 
compromise between computer cost and operation capability. For economy, 
one tends to choose a simple set of instructions, limited in number. For writ- 
ing a more efficient program, the programmer would like to have more and pow- 
erful instructions. A good compromise perhaps would be to achieve a high ratio 
of operation capability to cost with due consideration to factors such as price 
range, reliability, speed, size, weight, and serviceability. 

Machine instructions may generally be classified according to the following 
types: 
Arithmetic instructions 
Loading and storing instructions 
Transfer-of-control instructions 
Indexing instructions 
Logic instructions 
Editing instructions 
Input-output instructions 
Special instructions 
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Arithmetic instructions are those requiring the computer to perform arithmetic 
operations such as fixed-point or floating-point addition, subtraction, multiplica- 
tion, etc. Loading instructions transfer a computer word from the memory to 
various registers; storing instructions transfer a computer word from various reg: 
isters to the memory for storage. Transfer-of-control instructions call for condi- 
tional or unconditional change from the normal sequence of computer operation, 
Transfer can be designed to be conditional for the sign bit or overflow bit in the 
accumulator, the sign bit of the multiplier-quotient register, the error bit ina 
parity-check circuit, the condition of an indicator, or the console switch position, 
These instructions together with others enable the computer to make a test or a 
decision operation. Indexing instructions concern operations on indexing such 
as loading an index register from the memory or from the accumulator, modify- 
ing the contents of an index register, or performing index arithmetic. Logic in- 
structions refer to logical-and, logical-or, or other logic operations of the corre. 
sponding bits of two binary numbers. Repeat, comparison, and stop instructions 
may also be regarded as logic operations. Editing instructions perform opera: 
tions such as shifting and rearranging the data, inserting commas and decimal 
points, or combining two small numbers into one number. Input-output instruc- 
tions deal with communication operations between the memory and input-output 
devices. Special instructions prescribe special operational capabilities of the 
computer such as block transfer, table look-up, skip, and others. 


12-6 Control Unit 


The digital computer is a machine automatically sequenced to carry out & pros 
gram initially placed in the memory. The sequential control of the program is 
the function of the control unit. The configuration of the control unit depends 
on the number of addresses in the instruction format and on whether the opera 
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tion is in serial or in parallel. Several configurations are described in subse- 
quent paragraphs. 

Configurations for Parallel Operation. A control unit for a parallel com- 
puter using the single-address format is shown in Fig. 12-26a, It consists of the 
following elements: 


Instruction register 

Decoder 

Control circuit 

Memory-address register 

Next-instruction counter 

Index registers, index adder, and selection matrix. 
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The operation of the control unit follows a time reference, the machine cycle, 
which is usually established with reference to the memory. In the case of the 
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FIG, 12:26 A program control unit for a parallel digital computer, (a) Fora single-address format; 
(b) for a tworaddress format, 
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magnetic-core memory, the machine cycle makes use of the read-write cycle. 
Each single-address instruction is carried out first in an instruction cycle (during 
which an instruction is taken from the memory) and then in an execution cycle 
(during which the operand is taken from the memory and the required execution 
is performed). The instruction cycle lasts one machine cycle, while the execu- 
tion cycle lasts one or more machine cycles, depending on the instruction. 

When the computer first starts, the registers and counters (except the memory) 
are initially set to a certain state, sometimes 0. In this case, the first memory 
address is the number 0, and thus the contents in that memory location are the 
first instruction ready to be read out. The computer begins with an instruction 
cycle during which a sequence of elementary operations are performed. Those 
elementary operations which can be executed in one pulse time are called micro- 
operations. The first micro-operation is to take the instruction word at the first 
address from the memory and store it in the instruction register. The contents 
of the operation-code field in the instruction are decoded by the decoder. The 
output of the decoder is a signal on one of a number of lines going to the con- 
trol circuit. This signal actuates the control circuit to generate the control sig- 
nals for a subsequence of micro-operations to execute the operation called for 
by the instruction. Another micro-operation is to transfer the contents of the 
address register so that the operand in the memory is ready to be read out. The 
instruction cycle is now completed, and a control signal starts the execution cycle. 
During the execution cycle, another subsequence of micro-operations is performed. 
If an operation requires a memory reference, the first micro-operation is to take 
from the memory the operand, which is now located at the address specified by 
the instruction, and to transfer it to the designated register. If an instruction re- 
quires no memory reference (a shift instruction is an example), no word is taken 
out of the memory. Then the operation is carried out in one or more micro- 
operations. In the meantime, a micro-operation is performed to increase the 
contents of the next instruction counter (sometimes called the program counter) 
from its initial content of 0 to 1 (the add-1 operation), which is the address of 
the next instruction. This is followed by the micro-operation to transfer the con- 
tents of the next-instruction counter to the memory-address register so that the 
next instruction in the memory is ready to be read out. The execution of one 
instruction is now completed. A control signal starts another instruction cycle 
and then another execution cycle; the instruction and execution cycles alternate 
continuously. 

If there is an index field in the single-address format, one or more index regis- 
ters, an adder, and an index-selection circuit are provided. The contents of the 
index register to be selected should be loaded beforehand with the desired index 
value. During the instruction cycle, the contents of the index register (selected 
by the contents of the index field in the instruction) and the contents of the 
address field are added, and the sum is transferred to the memory-address reg: 
ister. In this way the operand is taken from the memory at the address modified 
by the index value. The address addition is performed by the index adder, and 
the selection of the index registers is achieved by the index-selection matrix. 

Because the contents of the next-instruction counter is increased by 1 during 
the execution of each instruction, the program is carried out automatically in a 
sequential manner, If the program control sequence is to be changed, this is 
done by a transfer instruction, During the execution eyele, the contents of the 
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next-instruction counter is not transferred to the memory-address register; conse- 
quently, the address in the memory-address register is not the address in the 
normal sequence but the address called for by the transfer instruction, If the 
change of the program control sequence is conditional (for example, conditional 
on the sign digit in the accumulator or on the presence of an overflow digit), the 
above transfer of the contents of the next-instruction counter to the memory 
address register is not carried out when the condition is fulfilled. If not fulfilled, 
the above transfer is performed and the normal program control sequence porceads, 

A control unit for a parallel computer using a two-address format is shown in 
Fig. 12-266. One of the two-address fields in the instruction format is for an 
operand and the other for the next instruction. The required circuits are similar 
to those for the single-address format except that the next-instruction counter is 
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FIG. 12-27 A program control unit for a serial digital computer. 















a register and becomes a part of the instruction register. The operation is simi- 
lar, but the control subsequence for the micro-operations generated by the con- 
trol circuit will differ somewhat. The sequence of the program is written by the 
programmer but is carried out automatically by the computer. 

A Configuration for Serial Operation. A serial digital computer offers 
the advantage of using fewer components and circuits, particularly if a sequen- 
tial memory such as the magnetic-drum memory is used. In this case, inexpen- 
sive circulating registers on the drum can be used as shift registers. The follow- 
ing description assumes the use of a magnetic-drum memory. 

A control unit for a serial computer using the single-address format is shown 
in Pig. 12-27, Tt consists mainly of the following elements: 
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Digit-time counter 

Word-time counter 

Next-instruction circulating register 
Memory track-address shift register 
Track-selection matrix 

Address register 

Instruction circulating register 
Operation-code shift register 
Decoder 
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The machine cycle for the serial operation is the word time; each word time 
consists of a sequence of digit times. If there are 32 bits in a word, 32 digit 
times may be used as a word time. These digit times, denoted by Dj, are estab- 
lished by a digit counter which counts permanently recorded clock pulses from 
a timing track on the drum. The word time, denoted by Wj, is established by 
word-time counter. 

Each single-address instruction is carried out in four or more word times. During 
the first word time, the instruction word is searched for whose address is in the next- 
instruction circulating register. The address in the instruction word consists of 
a track-address part and a sector-address part. The track-address part is first 
read out of the circulating register and shifted into the track-address part of the 
address register; the track location on the drum is then selected by the track- 
selection matrix. The sector address is subsequently stored in the address reg- 
ister and is located by comparing it with the permanently recorded sector addresses 
on the memory sector-address track (or tracks). The comparison may be 
achieved by using coincidence circuits. The computer has to wait for the desired 
word in the selected track to appear; this may take as long as one revolution time 
of the drum. The waiting time is known as latency. 

During the second word time, the instruction word found in the first word time 
is read into the instruction circulating register; the operation-code part and the 
address part of the instruction word are also read into the operation-code register 
and the address register, respectively. In the meantime, the address in the next: 
instruction circulating register is increased by 1 during the insertion for recircu- 
lation. This add-1 operation can be accomplished by using a flipflop. 

During the third word time, the operand word is sought whose address is now 
in the instruction circulating register. The searching process is similar to that 
during the first word time. The waiting time, or latency, can be minimized if 
the operand is located at an optimum address by the programmer. This tech- 
nique is known as minimum-access programming. 

During the fourth word time, the operation called for in the instruction word 
is executed; a few instructions require more than one word time. When this 
word time is completed, the counter restarts from the first word time. 

The processing of one instruction takes many machine cycles; in each machine 
cycle, one or more micro-operations are performed. Control signals are derived 
from the decoder which decodes the contents in the operation-code register 
and gives an output which is a signal on one of a number of lines; these 
outputs are denoted by Px. The control signal for each micro-operation can be 
established by a logical-and combination of the digit time Dj, the word time Wj, and 
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the operation Px. The control signals can also be obtained by providing other 
permanently recorded timing tracks on the drum and then processing these timing 
pulses. Local control flipflops are also needed, such as the flipflop to store the 
halt condition or the flipflop to store a multiplier digit; they may be timeshared, 
For instance, during a prolonged operation such as multiplication or division, the 
instruction circulating register may be used to store the multiplicand or the divisor, 
and the address register may be used to perform local control and storing functions 
required during a multiplication or a division. 

To change the program control sequence, the transfer instructions are used, tn 
these cases, the contents of the instruction circulating register are transferred to 
the next-instruction circulating register during the fourth word time. The halt 
state of the computer can be achieved by making the advance of the first to the 
second word time contingent upon the | state of the halt flipflop. When the halt 
state is called for, the halt flipflop is reset to 0 and thus the first word time re- 
peats itself indefinitely. The halt state is triggered when a halt instruction is 
being executed, in the presence of an overflow, at the occurrence of a divide-stop 
condition, or by a manual control button. 


12-7 Microprogrammed Control Unit 


In the control unit of Fig. 12-26, a sequence of control signals is generated for 
each decoded operation code. If operations called for by instructions change, 
different sequences of control signals have to be generated. 

The microprogrammed control unit, first reported by Wilkes and Stringer [3] 
of England, takes a different approach and gives a more flexible control logic. In 
the following description, the computer is considered to be in parallel operation 
and to employ a single-address format. This method can be extended to a serial 
computer and to a multiple-address format. 

Concept of Microprogramming. The program for a digital computer can 
be broken down into a set of machine operations, such as addition, multiplication, 
and the like, which are at the programmer’s disposal. Inside the machine, these 
machine operations can be broken down into a set of micro-operations, such as 
shifting, counting, word transfer, and the like, which are at the designer’s disposal. 
The design of a control unit can take an approach similar to the programmer’s 
preparation of a program. In other words, the designer formulates a microprogram 
of micro-instructions which is capable of executing the required set of machine 
operations; the control unit merely implements this microprogram by issuing a 
sequence of micro-instructions. A micro-instruction is an operation code for one 
or more micro-operations. The microprogram is stored in a control memory 
which can be a diode matrix, a magnetic-core matrix, or any other rapid-access 
memory. As an example, the nine machine operations in Table 11-1 for the 
simple digital computer of Chap. 11 are broken down into micro-operations in 
Table 11-3 and also in Fig. 11-3. The state diagram in Fig. 11-6 is essentially 
the microprogram, while the matrix in Fig. 11-7 is the control memory. 

A control unit using the concept of microprogramming has the advantage of 
flexibility in modifying or changing machine operations, In this case the micros 
program is changed for a new machine instruction or instructions; the micros 
operations may remain unchanged, Lf the control memory is changeable 
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by use of pluggable components, the new microprogram can be readily provided. 
If the control memory is randomly accessible, the new microprogram can then 
be written into without changing the hardware of the machine. 

Subroutines are normally employed in a computer program to eliminate the 
difficulty of completely detailed programming. If the concept of subroutine is 
extended to microprogramming, the microprogram may (in turn) utilize micro- 
subroutines. In this case, each microsubroutine is a special sequence of 
micro-instructions. These microsubroutines may be regarded as additional micro- 
instructions and are also stored in the control memory. By using the microsub- 
routine, the number of micro-instructions in a microprogram can be reduced. 

Another approach to the concept of microprogramming is to permit certain logic 
gates, flipflops, counters, and the like, to be controlled directly from bit positions 
in an instruction word. That is, the control of the micro-operations is also at the 
programmer’s disposal. The functions of the programmer and the logic designer 
of the control unit are combined into one. It is a question whether the programmer 
is given more flexibility or more work. This, of course, is a novel approach; no 
computer is known to have been built in this manner. 

Symbolic Design of a Microprogrammed Control Unit. A micro- 
programmed control unit is shown in Fig. 12-28. The left portion of the unit is 
almost the same as that shown in Fig. 12-26a, while the right portion replaces 
the decoder and the control circuit of Fig. 12-26a. The right portion of the micro- 
programmed control unit consists of control memory JN, control-memory-address 
register H, and operation register F, in addition to the counter 7 and the overflow 
flipflop V. Operation register F’ stores the selected control word taken from the 
control memory. It consists of two parts, the address part Ad[F'] and the 
micro-instruction part I[F]. The address part Ad[F], which has the same 
number of bits as that of control-memory-address register H, normally specifies 
the address of the control word in the control memory for the succeeding memory 
cycle. Lither the operation-code part of instruction register Op[R] or the 
address part of operation register Ad[F'| is transferrable to register H. 

The machine states may be established as follows: Let f, denote the micro-in- 
struction specified by the micro-instruction part of the operation register I[F']. 
Furthermore, let a and @ represent, respectively, the instruction cycle and the 
execution cycle, where @ and a are specified in the following manner: 


a=1 _ when (Ad[F']) = 0 
a=1_ when (Ad[F]) 40 


The above states that, when the contents of the address part of register F are zero, 
the machine is in the instruction cycle; otherwise, it is in the execution cycle, 
Assume that the memory cycle is the same for both the main and control mem: 
ories, that the machine cycle is the same as the memory cycle, and that each 
memory cycle can be broken into three phases Py, Pz, and Ps in time 
sequence. The machine state may now be specified by a logical-and combina: 
tion of a (or @), fi, and P;. For example, if fo represents a micro-instruction 
under which one or more micro-operations are performed during the instruction 
cycle, the three sequential machine states during the instruction cycle are afoP, 
afoP2, and afoPs. This formulation shows clearly whether a given machine state 
is in the instruction or in the execution cycle, 
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The design of the control unit now becomes a matter of specifying the micro- 
operations to be accomplished under each machine state for the selected set of 
machine instructions. The micro-operations during the instruction cycle are the 
same, while those during the execution cycle are different and are selected 
according to each machine instruction. The instruction cycle usually lasts one 
memory cycle; the execution cycle lasts one or more cycles. 

Assume that the micro-operations to be performed during the instruction cycle 
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FIG. 12-28 A microprogrammed control unit using a control memory. 


are under micro-instruction fo. These micro-operations, as an example, are speci- 
fied by the following symbolic statements: 


afoP;: (M< C>)=>R 

afoPs: (Ad{R]) + (B << Inf[R] >) =C 
(D) + 1=>D (12-7) 
(OplR]) > H 

afoPy: (N< H >) eo F 


As stated above, during state a/o/) the micro-operation is to transfer to register 
R the memory word in the main memory addressed by the contents in register 
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C. During state afoPe, three micro-operations are performed: the transfer of the 
address, which is the arithmetic sum of the address part of register R and the 
contents of the index register as selected by the index part of register R, to reg- 
ister C; the add-1 operation in register D; and the transfer of the operation-code 
part of the R register to the H register. During state afoP3, the micro-operation 
is to transfer to register F' the control word in the control memory addressed by 
the contents in register H. At the end of this state, the address part of register 
F is not zero, and the machine begins its execution cycle. 

When the computer first starts its operation, assume that register C and the 
address part of register F are initially cleared and that the micro-instruction part 
of register F is the micro-instruction fo (which is numerically 0). Consequently, 
the machine begins with the instruction cycle, and the first machine instruction 
is taken from the main memory at address 0. At the end of an execution cycle, 
the address part of F register is microprogrammed to be 0; thus, the machine 
returns to the instruction cycle. Note that the operation code in register R is 
merely a control memory address. 

As an example of specifying the micro-operations to be performed during the 
execution cycle, consider the addition instruction. Let f{ be the micro-instruc- 
tion. Assume that the number is in signed-2’s-complement representation. Ao 
and Ro represent, respectively, the sign bits of the numbers in the accumulator 
A and register R. The micro-operations to be performed are expressed in the 
following symbolic statements: 


afi Pr: (M< C>) =—>R 


0O=>T _ 
GfyP2: b(Ad[F]) + b(H) => H 
where 6 = 1 when (7) = 0 
b=1 when (T) 40 (12-8) 
af P3: (D) =C 
(A) + (R) =A 
woAoRo + woAoRo => V 


As expressed in the symbolic statements, during state @f,P1, two micro-opera: 
tions are performed: transfer of the operand in the main memory (as addressed 
by the contents of register C) to register R, and the clearing of register T. Dur- 
ing the state Gf; P2, the address for the next control word is transferred to reg: 
ister H. Ifthe contents of register T are 0, the address part in register F’is trans 
ferred to register H; otherwise, the micro-instruction is repeated. In this example, 
the micro-instruction f; is not repeated, because the contents of register 7’ were 
cleared during state @f;P,. The address for the next control word is the address 
part of register F, which should be microprogrammed 0 so that the machine re: 
turns to the instruction cycle when the next memory cycle begins. During state 
af; P3, there are four micro-operations: the transfer of the contents of register D 
to register C, the addition of the contents of register R to those of register A 
(with the sum appearing in register A), the transfer of the overflow bit (if it 
occurs) to overflow flipflop V, and the transfer of the control memory addressed 
by register 7 (0 as mentioned above) to register F. The overflow expression 
states that, if both (A) and (A) are initially positive (indicated by Ay and Ro), 
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then a carry into the sign bit specifies an overflow or that, if both (A) and (R) 
are initially negative, then the absence of a carry into the sign bit specifies an 
overflow. The above statements for the micro-operations are not necessarily the 
simplest, but these micro-operations are formulated so that they can be readily 
used for other micro-instructions. : 

As another example, consider the conditional-transfer instructions. Let f2 be 
the transfer micro-instruction conditional on the sign bit in the register 4. The 
symbolic statements express the micro-operations as follows: 


G@foP;: OT ee 
G@f2Po: b(Ad[F]) + 6(H) => H (12-9) 
Gf2P3: Ao{Ad[R ] =C} + Ao{(D) => C} 

(VN< H>)=>F 


The micro-operations during states @f2P; and @f2P2 are two that have been previ- 
ously described. There are two micro-operations during state @f2P3. The first 
one transfers the address part of register R to register C if sign bit Ap is negative 
(Ao = 1) or transfers the contents of register D to register C if sign bit Ao is 
positive (49 = 0). The second operation transfers the control word in the con- 
trol memory as addressed by register H; the address part of the control word should 
be microprogrammed 0 so that the machine returns to the instruction cycle. 

For the other machine instructions, the micro-operations are similarly speci- 
fied; in certain prolonged instructions such as multiplication and division more 
than one micro-instruction is needed. After the micro-operations for all machine 
instructions are specified, the code for the micro-instructions is established. The 
microprogram is then prepared by sequencing the micro-operations. A state dia- 
gram can be drawn from the microprogram. Conversely, one may first construct a 
state diagram to facilitate preparation of the microprogram. 

The concept of microprogramming can also be applied to a serial computer. 
In this case, operation of the control memory and its associated registers can be 
either in series or in parallel. In either case, the output of the micro-instruction 
part of the operation register is used in conjunction with other timing signals to 
establish the control signal. 


12-8 Other Microprogrammed Control Units 


The microprogrammed control unit of Fig. 12-28 is but one of several pos- 
sible configurations. Descriptions follow of other configurations using the same 
concept. 

A Microprogrammed Unit Using an Operation Counter. A micropro- 
grammed control unit using an operation counter is shown in Fig. 12-29. Opera- 
tion counter F controls a decoder, which routes an input pulse to a particular 
output line that corresponds to the number in the counter. There are three other 
matrices: the conditional matrix, the next-step coder, and the micro-instruction 
coder, The conditional matrix makes it possible to deal with conditional 
operations. The input lines of the conditional matrix are controlled by certain 
flipflops in other unite of the computer, The output of the next-step coder con- 
trols the setting of the operation counter 7} thus, an automatic counting sequence 
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of the operation counter can be built in by properly designing the next-step coder. 
Since the outputs of the conditional matrix can branch the outputs of the next- 
step coder, the counting sequence of the operation counter can be branched by 
the contents of certain flipflops. The outputs of the next-step coder are connected 
through delays (not needed if sufficient delay exists in each stage of the counter) 
to the operation counter. The outputs of the micro-instruction coder are con- 
nected to the various transfer gates in other units of the computer. 

Once the sequence of operations for the execution of a machine instruction 
has been initiated, the sequential operations follow each other according to the 
configuration of the matrices which constitute the control memory. The desired 
sequence of a given machine instruction is initiated by transferring the operation- 
code part of instruction register R to operation counter F. This transfer is made 
under the control of the outputs of the micro-instruction coder. 

The control unit (Fig. 11-7) of the simple digital computer of Chap. 11 is of 
the configuration shown in Fig. 12-29. In this latter illustration, the decoder, 
the conditional matrix, and the next-step coder appear in one matrix. The 
micro-instruction coder has not been used here, because the computer is extremely 
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FIG. 12-29 A microprogrammed control unit using an operation counter. 


simple. Neither the connections nor the delays have been shown for the transfer 
from instruction register R to operation counter F, because each flipflop has been 
assumed to have a sufficient delay. 

A Microprogrammed Unit Using an Operation Register. A control 
unit using an operation register instead of an operation counter is shown in Fig. 
12-30. This illustration differs from Fig. 12-28 in that a conditional matrix is 
employed in Fig. 12-30. Instead of an operation counter, a control-memory: 
address register H and an operation register F are used; the next-step coder is 
now called the next-address coder. The outputs of the next-address coder and 
the micro-instruction coder are connected to operation register F, and the address 
part of the number stored therein is transferable to register H. The address part 
of the operation register is a buffer storage to replace the delay in Fig, 12-29; 
the providing of a separate buffer storage can speed up the operation of the cons 
trol unit, 

The connections of the micro-instruction coder are such that each horizontal 
line corresponds to one micro-instruction, Each vertical line corresponds to one 
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micro-operation or a group of simultaneously operated micro-operations. The 
vertical lines are connected through the flipflops of the instruction part of reg- 
ister F’ to the control gates of various registers. In operation the micro-instruc- 
tion coder transfers a pulse from the horizontal line to one or more vertical lines 
for the execution of one or more micro-operations that make up the micro-in- 
struction. The next-address coder continues to control the operating sequence. 

For illustration, the microprogrammed control unit of Fig. 12-30 is drawn for 
the simple digital computer of Chap. 11. The design of this microprogrammed 
unit may begin, as mentioned previously, by preparing a microprogram; in this 
computer, the microprogram is prepared by using the state-operation diagram of 
Fig. 11-6 and is shown in Table 12-2. This table contains 14 control memory 
addresses, the addresses 0110 and 0111 not being used (see Table 11-4). The 
numbers in the last column represent the micro-instruction codes, which are the 
same as those of Fig. 11-6. The numbers in the first column are the control 
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FIG. 12-30 A microprogrammed control unit using an operation register. Note: The circles in the 
matrices are diodes; they are drawn for illustration. 


memory addresses and are chosen to be the same as those in the last column. 
The numbers in the Ad[F'] column are the next control memory addresses. The 
numbers in the last two columns are thus the control words. With these num- 
bers, the beginning address of F is not 0 but 0100 for the micro-instructions to 
be performed in the instruction cycle. Consequently, when the computer is 
first switched for computation, the address part of register Fis set to 0100. There 
are several minor changes from the state-operation diagram of Fig. 11-6 to the 
microprogram in Table 12-2. The following micro-operation, 


Aro{(OpLR }) => HH ]} + fro (Ad[F}) => 1} 
replaces the original micro-operation, 


(OplR |) we IF] 
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Table 12-2 Microprogram for Simple Digital Computer} 


Control word 

















Control memory Instruction Mi , Condition, 
icro-operation : ———_——— 
address (H) code if any AdiF] | IF] =fi 
| a | ; 
0000 Add (M<C>)=—>R 1000 0000 = fo 
(Ad[R]) => C 
0001 Subtract (M<C>)=>R se 1001 0001 = fi 
(Ad[R]) => C 
0010 Conditional transfer | No operation Ag =1 0100 0010 = fe 
(Ad[R]) => C Ag = 0 1011 0010 
0011 Store (A) = M<C> toe 1011 0011 = fs 
(Ad[R]) = C 
0100 Transfer (M<C>)=>R G=1 1010 0100 = fa 
G=0 1111 0100 
0101 Shift right G=1 | 100 | 0101 =f, 
Shift left (Ad[R]) => C CQ =1 1101 0101 
Clear accumulator 0=>G if C3; = 1 Col 1110 0101 
Stop C3 = 1 1111 0101 
1000 rby se (R) + (4) =A toe 1011 1000 = fs 
1001 ifs (4) — (R)=> 4 soe 1011 | 1001 = fy 
1010 toe 0O> Mm arr t 1010 = fio 
(Ad[R]) = C 
(C) = Ad[R] 
1011 wae (C)+1—C oa 0100 1011 = fir 
1100 fa. (Ai_1) => Ai te 1011 1100 = fie 
(Ao) = Ao 
1101 ee Sins (Aiy1) => Ai oe? 1011 1101 = fa 
(Ao) = As 
1110 cee 0O=A te 1011 1110 = fia 
lil Aare No operation G=1 0100 1111 = fis 
0O=>C G=0 1111 lll 








+ The following micro-operation is performed at every clock pulse: 

fro{ (Op[R]) => 1[H]} + fio (Ad[F]) = 1} 
+ Op[R] is transferred to the control-memory-address register H, and so the Ad[F] of this control word 
has no use. 


and is performed at every clock pulse. Another micro-operation, 


O= A, 


is added when the micro-instruction is fio. The original micro-operation, 


l=F 


is not needed and therefore is omitted. It is apparent that for the simple digital 
computer the configuration of Fig, 12-29 is the simpler one. 

A Microprogrammed Unit Using Two Decoders. A microprogrammed 
control unit using two decoders is shown in Fig. 12-31, It is capable of high: 
speed operation, In this figure the decoder is divided into two units 1 and 2, 
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each unit providing half the original number of output lines. Decoders 1 and 2 
are controlled, respectively, by registers Hy and Hz. There are two separate 
next-address coders; the outputs of coders 1 and 2 are transferred, respectively. 
to registers Hp and Hj without using a buffer storage. There is only one micro- 
instruction coder, jointly controlled by the two decoders. There may be either 
one or two conditional matrices; only one is shown in Fig. 12-31. The opera- 
tion-code part of the instruction register can be transferred to register Hy. In 
operation, pulses are applied alternately to the inputs of the two decoders. The 
advantage of the rapid operation possible with this configuration is partially off- 
set by the loss of flexibility resulting from the fact that the steps to execute an 
instruction alternate between the two halves of the unit. 

The Use of Magnetic-core Matrices [22]. Diode matrices are widely used 
for the control unit of a computer. When the computer requires an elaborate 
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FIG. 12-31 A microprogrammed control unit using two decoders. 


set of machine instructions, it may be preferable to use coincident-current mag- 
netic-core matrices similar to the matrix shown in Fig. 9-27 (with the addition 
of a bias winding on each core). There are several advantages in using such 
magnetic-core matrices. First, two independent sets of output windings can be 
threaded through the same matrix of cores according to the set of machine in- 
structions. One of the two sets of output windings corresponds to the. next- 
address coder of Fig. 12-30, and the other corresponds to the micro-instruction 
coder, This possesses the advantage that the decoder and the two coders utilize 
only one matrix of cores. Second, the output from the selected core is a posi- 
tive pulse followed by a negative pulse because of the use of a bias winding. The 
positive pulse may be elipped and not used, The use of the negative pulse gives 
the advantage that the delay in the negative pulse provides the buffer storage for 
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the number to be set into the memory-address register. Third, the conditional 
function performed by the conditional matrix of Fig. 12-30 can be achieved by 
locating two cores, instead of one, at some of the intersections of the matrix. 
Each of these cores has an extra winding. The current flowing through the extra 
winding on one of the cores, in conjunction with the current flowing through the 
normal bias winding, is sufficient to prevent the core from being switched even 
when the intersection containing the core is selected. The conditional function 
is achieved by applying or not applying current to the extra winding at the 
selected intersection. It is possible to locate more than two cores at an intersec- 
tion, a multiple-condition function being thus obtained. 


Problems 


1. Find logic equations from symbolic statements (12-1) for addition and subtraction of 
two binary numbers in signed-magnitude representation. 

2. Express in symbolic statements the addition and subtraction of two binary numbers in 
signed-2’s-complement representation in the parallel binary arithmetic unit. 

3. Find logic equations from symbolic statements (12-2) for multiplication of two binary 
numbers in signed-magnitude representation. 

4. Express in symbolic statements the binary multiplication of two numbers in signed- 
2’s-complement representation in the parallel binary arithmetic unit, assuming that Robert- 
son’s first method is used. 

5. Establish the algorithm for the divide-stop condition shown in symbolic statements 
(12-3). 

6. Find logic equations from symbolic statements (12-3) for nonrestoring binary division 
of two binary numbers in signed-2’s-complement representation. 

7. Find logic equations from symbolic statements (12-4) for the nonrestoring method of 
extraction of the binary square root of a positive binary number. 

8. Express the symbolic statements for the operation of the serial binary addition and sub- 
traction configuration shown in Fig. 12-13. The numbers stored in the memory are in 
signed-magnitude representation, while the numbers in the arithmetic unit are in signed-2’s- 
complement representation. The timing chart is shown in F ig. 12-14. 

9. Express in symbolic statements the binary addition and subtraction in the serial binary 
floating-point arithmetic unit. 
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Insert-1 operation, 407 

Instruction, 399, 456 

Instruction address, 405 

Instruction cycle, 404-406 

Instruction format, 398, 451-453 
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Normalization, 72, 449-450 
Not operation, 92, 109, 160 
Null sequence, 126 
Number format, 398 
Number parity check, 81 
Number representation, for floating- 
point number, 71 
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Translator, 317, 323 

Tree matrix, 313, 318 

Triangle matrix, 340 

Trigger flipflop, 127, 371, 380, 397 

Truth function evaluator, 156 

Truth table, 92, 99 

Tunnel-diode logic circuits, 232-240 

Two-address format, 452, 457 
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